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0.00 0.00 Mark Start of Unit 1 LB Littlejohn Creek. Left levee of the south 
branch of south Littlejohn Creek at Lone Tree Creek. 
Levee 3 feet in height, crown width 10 feet. Mileage runs 
downstream.
Entry Last Updated : 11/23/2015

CrownBoundary1 GEILEVEELOG

0.16 0.16 Gate Abandoned cross gate with 3 inch pipes on WS and LS 
hinges. Cable discarded on LS slope.

Entry Last Updated : 2/4/2020

CrownCable193 USACEINSPECT

0.17 0.17 Ramp Dirt access road.
Entry Last Updated : 9/30/2015

Land SideRamp9 GEILEVEELOG

0.17 0.17 UCIP DS_ID:17965
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch drainage pipe of an 
unknown material through the levee, 6 feet below the 
crown. Flap gate on the waterside (WS) end. Open end at 
inlet on the landside (LS). [Additional Reference(s): DWR 
Levee Log, 1977, 24-inch pipe listed. USACE San 
Joaquin O&M Manual 613C, Volume 15, May 1963, 
(Station 131+25S) 24-inch corrugated metal pipe listed].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert11 UCIPAUG2021

0.18 0.18 Structure Railroad flatcar bridge across the channel. (App. No. 
10405)
Entry Last Updated : 9/25/2015

Water SideBridge5 GEILEVEELOG

10405

0.18 0.18 Ramp Access ramp crossing. LS to farm road is unsurfaced and 
15 ft wide. WS to train-car bridge across the creek with 
abutment outside of PE is gravel surfaced and 15 ft wide.

Entry Last Updated : 2/4/2020

CrossingRamp198 USACEINSPECT

7043

0.18 0.18 Structure Water tanks, piping, and electrical panels on top of 
concrete pad.
Entry Last Updated : 2/4/2020

Land SideTank313 LEVEELOG

0.18 0.18 Ramp WS access ramp to abandoned bridge (permit 7043). 
Ramp is unsurfaced and 15 ft wide. Permit has been 
reviewed by the USACE but the permit does not match 
field conditions.

Entry Last Updated : 2/4/2020

Water SideRamp205 USACEINSPECT

0.19 0.19 Structure Wood bridge supporting pipes.
Entry Last Updated : 9/30/2015

Water SideBridge309 LEVEELOG
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0.19 0.19 UCIP DS_ID:23992
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch steel storm drainage pipe 
through the levee, 2 feet below the crown. Pipe goes over 
the top of the channel on a wood structure. One air vent 
on the waterside (WS) and another across the channel. 
Water filter plant on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1977, listed as a 14-inch 
pipe. USACE San Joaquin O&M Manual 613C, Volume 
15, May 1963, (Station 131+25 ""S""), listed as a 24-inch 
corrugated metal pipe (CMP) with a flap gate].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Pipe12 UCIPAUG2021

0.19 0.19 Structure Entry Last Updated : 2/4/2020Land SidePole - Utility311 LEVEELOG

0.19 0.19 Structure Entry Last Updated : 2/4/2020Land SidePole - Utility312 LEVEELOG

0.19 0.19 UCIP DS_ID:17964
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe 
through the levee, 2 feet below the crown. Pipe goes over 
the top of the channel on a wood structure. One air vent 
on branch pipe and one across the channel. Water filter 
plant on the landside (LS). [Additional Reference(s): DWR 
Levee Log, 1977, listed as a 14-inch pipe].
Entry Last Updated : 5/27/2021

Water Side to 
Land Side

Pipe13 UCIPAUG2021

0.19 0.19 Aerial Overhead power line crossing with 40 ft clearance. Utility 
pole 5 ft from LS toe with guy wire outside PE. As-built 2-
6-147
Entry Last Updated : 2/11/2020

CrossingHigh Voltage210 USACEINSPECT

0.35 0.35 Gate Cable gate. State blank lock.
Entry Last Updated : 9/25/2015

CrownCable18 GEILEVEELOG

0.40 0.40 Structure Sign on t-post 4 ft from LS toe. "Do not disc within 10 ft of 
levee. SJCo Ordinance 9-1605.18 Channel Maintenance 
(209) 468-9698"
Entry Last Updated : 2/11/2020

Land SideSign212 USACEINSPECT

0.55 0.55 Ramp Entry Last Updated : 9/30/2015Land SideRamp319 LEVEELOG

0.68 0.68 Ramp Ramp to bridge crossing.
Entry Last Updated : 11/23/2015

Water SideRamp19 GEILEVEELOG
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0.69 0.69 Structure 4" PVC standpipe. Has water in it.
Entry Last Updated : 9/30/2015

Land SideStandpipe320 LEVEELOG

0.69 0.69 Miscellaneou
s

6 inch PVC riser on LS 15 ft from projected toe with 
adjacent irrigation pipe and valve. No additional facilities 
observed. Buried alignment unknown.
Entry Last Updated : 2/4/2020

Land SideIrrigation214 USACEINSPECT

0.72 0.72 UCIP DS_ID:24004
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 12-inch reinforced concrete 
irrigation pipe with concrete headwalls and sheet metal 
gates. [Additional Reference(s): USACE San Joaquin 
O&M Manual 613C, Volume 15, May 1963, (Station 
103+00)].
Entry Last Updated : 5/12/2021

Water Side to 
Land Side

Pipe23 UCIPAUG2021

0.72 0.72 Aerial Overhead power line crossing with 30 ft of clearance. 
Utility pole 3 ft from WS toe in PE. Guy wire buried at WS 
hinge. As-built 2-6-147
Entry Last Updated : 2/11/2020

CrossingHigh Voltage215 USACEINSPECT

0.73 0.73 Structure Entry Last Updated : 2/4/2020Land SidePole - Utility323 LEVEELOG

0.73 0.73 Ramp WS access ramp to farm road and bridge crossing. Ramp 
is unsurfaced and 15 ft wide. As-built 2-6-147
Entry Last Updated : 2/11/2020

Water SideRamp219 USACEINSPECT

0.74 0.74 UCIP DS_ID:17973
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage culvert through the levee, 4.2 feet below the 
crown. Slide gate on the waterside (WS) end, not found 
on 10/18/2018. [Additional Reference(s): DWR Levee Log, 
1977. USACE San Joaquin O&M Manual 613C, Volume 
15, May 1963, (Station 98+65)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert24 UCIPAUG2021

0.74 0.74 Structure 18" concrete riser with lid.
Entry Last Updated : 9/30/2015

Land SideStandpipe326 LEVEELOG
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0.77 0.77 UCIP DS_ID:24005
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: *REMOVED* 16-inch steel high-
pressure natural gas pipeline through both levees and the 
channel, about 7 feet below the crown on the left bank 
and 16 inches beneath the surface in the open fields. 
Some subsidence at the removal site. (Owned by Pacific 
Gas and Electric Company [PG&E]). [Additional 
Reference(s): March 1954 as-built file no. CA-2-6-147 
states that the gas line is to be removed by others]. The 
case to remove the gas line beneath both levees and 25 
feet on each side of the levees was opened by the Central 
Valley Flood Protection Board (CVFPB) on 01/16/2014 
and was closed by the CVFPB on 11/14/2014. There was 
no permit associated with this work.
Entry Last Updated : 5/27/2021

CrossingPipe25 UCIPAUG2021

0.78 0.78 Miscellaneou
s

8 inch PVC riser and valve box for irrigation line 5 ft from 
LS toe. Buried alignment unknown. T-post adjacent. As-
built 2-6-147, does not include details
Entry Last Updated : 2/11/2020

Land SideIrrigation221 USACEINSPECT

0.79 0.79 Ramp Ramp on the landward slope.
Entry Last Updated : 9/25/2015

Land SideRamp29 GEILEVEELOG

0.79 0.79 UCIP DS_ID:17972
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 36-inch corrugated metal 
drainage pipe through the levee, 6.6 feet below the crown. 
Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 1977. USACE San 
Joaquin O&M Manual 613C, Volume 15, May 1963 
(Station 94+40)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert31 UCIPAUG2021

0.79 0.79 Structure Entry Last Updated : 2/4/2020Land SidePole - Utility329 LEVEELOG

0.79 0.79 Gate Locked access gate across crown. Gate is 4 inch steel 
pipe and 4 ft tall. No cross fence. As-built 2-6-147
Entry Last Updated : 2/11/2020

CrownMetal226 USACEINSPECT
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0.79 0.79 UCIP DS_ID:23995
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 36-inch corrugated metal 
drainage pipe through the levee, 6.6 feet below the crown. 
Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 1977. USACE San 
Joaquin O&M Manual 613C, Volume 15, May 1963 
(Station 94+40)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert32 UCIPAUG2021

0.79 0.79 Structure Entry Last Updated : 9/30/2015Land SideSign330 LEVEELOG

0.80 0.80 At Grade Railroad crossing (865-291G) with vehicle crossing 
elevated 3 ft above crown. Includes tracks and signage. 
As-built 2-6-147
Entry Last Updated : 2/11/2020

CrossingRailroad227 USACEINSPECT

0.80 0.80 Structure Entry Last Updated : 9/30/2015Land SideSign332 LEVEELOG

0.80 0.80 Gate Cable gate.  State blank lock.
Entry Last Updated : 9/25/2015

CrownCable33 GEILEVEELOG

0.80 0.80 Structure 14" concrete riser with lid.
Entry Last Updated : 9/30/2015

Water SideStandpipe334 LEVEELOG

0.81 0.81 Structure 16 inch RCP riser and alfalfa overflow valve at WS toe. 
Buried alignment unknown.
Entry Last Updated : 2/11/2020

Water SideStandpipe230 USACEINSPECT

0.81 0.81 Ramp Access ramp crossing. LS ramp to farm road is 
unsurfaced and 15 ft wide. WS ramp to farm road is 
unsurfaced and 15 ft wide.
Entry Last Updated : 2/11/2020

CrossingRamp232 USACEINSPECT

0.84 0.84 Ramp LS access ramp to farm road. Ramp is unsurfaced and 15 
ft wide. As-built 2-6-147
Entry Last Updated : 2/11/2020

Land SideRamp235 USACEINSPECT

0.84 0.84 Structure Utility pole with guy wire 8 ft from LS toe. Overhead wires 
do not cross levee prism. Adjacent to LS ramp. As-built 2-
6-147
Entry Last Updated : 2/11/2020

Land SidePole - Utility233 USACEINSPECT

Page 5 of 11Report Created : Monday, August 23, 2021   11:22



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0017

Waterway

Unit No. 01 Littlejohn Creek

Bank

Left

Unit Miles

2.59

San Joaquin County Flood Control and Water Conservation District

Inspector

Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

0.85 0.85 UCIP DS_ID:17971
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 30-inch drainage pipe of an 
unknown material through the levee, 8.6 feet below the 
crown. Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 1977].
Entry Last Updated : 5/3/2021

Land Side to 
Water Side

Culvert36 UCIPAUG2021

1.00 1.00 Structure Valve inside 10" PVC riser.
Entry Last Updated : 9/30/2015

Land SideGate Valve338 LEVEELOG

1.00 1.00 Structure (2) 8 inch PVC risers and (2) 12 inch PVC risers at toe 
parallel to levee. Buried alignment unknown. Irrigation 
equipment on both sides of levee, unknown if crosses 
levee. Spaced 3 to 5 ft apart along toe.

Entry Last Updated : 2/4/2020

Water Side and 
Land Side

Standpipe237 USACEINSPECT

1.01 1.01 Ramp Ramp on both slopes.
Entry Last Updated : 11/5/2018

CrossingRamp339 LEVEELOG

1.02 1.02 UCIP DS_ID:23985
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal 
drainage pipe through the levee, 11 feet below the crown. 
Flap gate on the waterside (WS). [Additional 
Reference(s): USACE San Joaquin O&M Manual 613C, 
Volume 15, May 1963, (Station 83+00)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert37 UCIPAUG2021

1.02 1.02 Gate Access gate across crown. No lock. Gate is 4 inch steel 
pipe and 3 ft tall. No cross fence.
Entry Last Updated : 2/11/2020

CrownMetal248 USACEINSPECT

1.05 1.05 Ramp WS access ramp to flood plain. Ramp is unsurfaced and 
12 ft wide.
Entry Last Updated : 2/11/2020

Water SideRamp250 USACEINSPECT

1.18 1.18 UCIP DS_ID:17970
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 4.1 feet below the crown. 
Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 1977. USACE San 
Joaquin O&M Manual 613C, Volume 15, May 1963, 
(Station 76+60)].
Entry Last Updated : 5/14/2021

Land Side to 
Water Side

Culvert40 UCIPAUG2021
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1.18 1.18 Structure Connects to 3" concrete standpipe. Inlet pipe goes into 
channel. Does not penetrate through levee.
Entry Last Updated : 2/11/2020

Water SidePipe Section341 LEVEELOG

1.26 1.26 Fence Cross fence, cable gate.  (Lock No. State blank)
Entry Last Updated : 2/12/2020

Water Side and 
Land Side

Metal3 LEVEELOG

1.26 1.26 Gate Cross fence, cable gate.  (Lock No. State blank)
Entry Last Updated : 9/25/2015

CrownCable43 GEILEVEELOG

1.27 1.27 Ramp WS access ramp to floodplain. Ramp is unsurfaced and 
20 ft wide.
Entry Last Updated : 2/11/2020

Water SideRamp256 USACEINSPECT

1.27 1.27 Structure 5 cutoff power poles along berm.
Entry Last Updated : 9/30/2015

Water SidePole - Utility343 LEVEELOG

1.27 1.27 Gate Gate unlocked.
Entry Last Updated : 9/30/2015

CrownMetal342 LEVEELOG

1.28 1.28 Aerial Entry Last Updated : 9/30/2015CrossingHigh Voltage344 LEVEELOG

1.28 1.28 Structure Entry Last Updated : 2/4/2020Water SidePole - Utility345 LEVEELOG

1.28 1.28 UCIP DS_ID:23989
EP_NO: 15154
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 24-inch steel gas pipeline 
through both levees and under the channel of French 
Camp Slough immediately upstream of Airport Way 
Bridge in Stockton. (24-inch gas line authorized under 
Permit No. 15154, 1989 - Pacific Gas and Electric).
Entry Last Updated : 5/27/2021

CrossingPipe44 UCIPAUG2021

15154

1.30 1.30 At Grade Airport Runway Road crosses the levee at the crown 
elevation. Twin concrete bridges across the channel.  
(App. No. 3656)
Entry Last Updated : 9/30/2015

CrossingRoad / Highway46 GEILEVEELOG

3656

1.30 1.30 Structure Airport Way Brdg crossing. 4 lanes w/ paved median (85 ft 
wide), guardrails, asphalt road, signage. Bridge abutment 
in WS slope. Road is 1 ft above levee crown on 
downstream side. As-built 2-6-147, no details, unknown if 
existing crossing matches.
Entry Last Updated : 2/11/2020

Water SideBridge263 USACEINSPECT

3656
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1.31 1.31 Gate Cable gate.  Lock No. State Blank
Entry Last Updated : 9/25/2015

CrownCable48 GEILEVEELOG

1.32 1.32 Gate Locked access gate across crown. Gate includes 3 steel 
posts set in concrete on WS holding steel cable fence. 
Gate is 3 inch pipe steel and 2 ft tall. Fence extends from 
gate to Airport Way Bridge abutment.

Entry Last Updated : 2/4/2020

CrownMetal265 USACEINSPECT

1.32 1.32 Structure 24 inch RCP riser and alfalfa overflow valve at LS toe with 
cast Waterman lid. Extends 6 inches above ground 
surface. Adjacent to retaining wall, and connects to riser. 
As-built 2-6-147
Entry Last Updated : 2/11/2020

Land SideStandpipe305 USACEINSPECT

1.33 1.33 Structure Entry Last Updated : 2/4/2020Water SidePole348 LEVEELOG

1.33 1.33 Wall Retaining wall 4 ft from LS toe. (4) 30 inch by 30 inch 
concrete and steel panels. Cuts into levee up to 30 
inches. Appears abandoned and failing. Concrete rubble 
in area. Adjacent to riser.
Entry Last Updated : 2/12/2020

Land SideRetaining267 USACEINSPECT

1.33 1.33 UCIP DS_ID:17969
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch reinforced concrete 
drainage pipe through the levee, 6.2 feet below the crown. 
[Additional Reference(s): DWR Levee Log, 1977. USACE 
San Joaquin O&M Manual 613C, Volume 15, May 1963, 
(Station 68+90) 21-inch pipe listed].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert50 UCIPAUG2021

1.33 1.33 Structure Abandoned utility pole 3 ft from WS hinge. Additional cut 
utility pole and buried guy wire anchor adjacent with no 
wire attached. Located adjacent to Airport Way Bridge in 
widened levee section. As-built 2-6-147, does not match 
field conditions.
Entry Last Updated : 2/12/2020

Water SidePole - Utility276 USACEINSPECT

1.33 1.64 Miscellaneou
s

PVC line parallel to levee. Two valves visible at mile 1.36 
and mile 1.64.
Entry Last Updated : 9/30/2015

Land SideIrrigation351 LEVEELOG

1.33 1.33 Gate Entry Last Updated : 2/4/2020CrownMetal347 LEVEELOG
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1.33 1.33 Ramp Entry Last Updated : 9/30/2015Land SideRamp349 LEVEELOG

1.34 1.34 Structure 14 inch alfalfa overflow valve 18 ft from WS toe adjacent 
to t-post. Connected to pump station on opposite side of 
creek and may cross levee. As-built 2-6-147
Entry Last Updated : 2/12/2020

Water SidePipe Section275 USACEINSPECT

1.44 1.44 UCIP DS_ID:23978
EP_NO: 15827
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 24-inch steel water main under 
the channel and both levees of French Camp Slough, 6.5 
feet below the crown. Approximately 422 feet downstream 
of Airport Way Bridge in the City of Stockton. (Permit No. 
15827, 1991 - City of Stockton Department of Public 
Works).
Entry Last Updated : 5/27/2021

CrossingPipe52 UCIPAUG2021

15827

1.46 1.46 Structure Sign on t-post at WS toe. "Do not disc within 10 ft of 
levee. SJCo Ordinance 9-1605.18 Channel Maintenance 
(209) 468-9698"
Entry Last Updated : 2/12/2020

Water SideSign353 LEVEELOG

1.59 1.59 Ramp Ramp on the left bank to low water crossing.
Entry Last Updated : 9/25/2015

Water SideRamp53 GEILEVEELOG

1.63 1.63 UCIP DS_ID:25116
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 15-inch steel pipe through the 
levee, 3.0 feet below the crown. Vertical pump on 
concrete sump on the opposite bank.  Permit No. 17084, 
2000.
Entry Last Updated : 5/27/2021

Pipe7 UCIPAUG2021

1.69 1.69 UCIP DS_ID:17968
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5.3 feet below the crown. 
Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 1977. USACE San 
Joaquin O&M Manual 613C, Volume 15, May 1963, 
(Station 50+00)].
Entry Last Updated : 5/3/2021

Land Side to 
Water Side

Culvert56 UCIPAUG2021

1.97 1.97 At Grade Dirt access road.
Entry Last Updated : 9/30/2015

Land SideRoad / Highway354 LEVEELOG
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1.98 1.98 Ramp Access ramp crossing. LS ramp to farm road is 
unsurfaced and 20 ft wide. WS ramp to floodplain and 
pipe crossings is unsurfaced and 20 ft wide.
Entry Last Updated : 2/12/2020

CrossingRamp281 USACEINSPECT

2.07 2.07 Ramp WS access ramp to floodplain at widened section. Ramp 
is unsurfaced and 40 ft wide.
Entry Last Updated : 2/12/2020

Water SideRamp287 USACEINSPECT

2.08 2.08 UCIP DS_ID:17967
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 20-inch steel irrigation pipe 
through the levee, 3.5 feet below the crown. Pipe goes 
over the top of the channel. [Additional Reference(s): 
DWR Levee Log, 1977. USACE San Joaquin O&M 
Manual 613C, Volume 15, May 1963, (Station 28+65)].
Entry Last Updated : 5/3/2021

Water Side to 
Land Side

Pipe63 UCIPAUG2021

2.20 2.20 Structure Sign on t-post at LS toe. "Do not disc within 10 ft of levee. 
SJCo Ordinance 9-1605.18 Channel Maintenance (209) 
468-9698"
Entry Last Updated : 2/12/2020

Land SideSign290 USACEINSPECT

2.25 2.25 UCIP DS_ID:25063
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 12-inch HDPE pipe through the 
levee 6-feet below the crown.  Daylights at ground level, 
20 ft from toe; pipe opening is 50% silted in; open pipe.
Entry Last Updated : 5/27/2021

Pipe4 UCIPAUG2021

2.25 2.25 UCIP DS_ID:25064
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 14-inch PVC pipe through the 
levee 3-feet below the crown.  Daylights at WS toe with 
slide gate.
Entry Last Updated : 5/27/2021

Pipe6 UCIPAUG2021

2.43 2.43 Structure Sign on t-post at LS toe. "Do not disc within 10 ft of levee. 
SJCo Ordinance 9-1605.18 Channel Maintenance (209) 
468-9698"
Entry Last Updated : 2/12/2020

Land SideSign289 USACEINSPECT
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Waterway
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Bank
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Unit Miles

2.59

San Joaquin County Flood Control and Water Conservation District

Inspector

Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

2.53 2.53 UCIP DS_ID:17966
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5 feet below the crown. 
Flap gate on the waterside (WS) end. Grouted riprap 
outlet box and concrete outfall pipe on the WS. [Additional 
Reference(s): DWR Levee Log, 1977. USACE San 
Joaquin O&M Manual 613C, Volume 15, May 1963, 
(Station 4+00)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert69 UCIPAUG2021

2.59 2.59 Structure Entry Last Updated : 2/4/2020Land SidePole - Utility357 LEVEELOG

2.59 2.59 Mark End of LB Unit 1 Littlejohn Creek.
Entry Last Updated : 11/23/2015

CrownBoundary358 LEVEELOG

2.59 2.59 Ramp Entry Last Updated : 11/6/2018Water SideRamp359 LEVEELOG
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Unit Miles
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Levee Mile
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Entry 
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Source

UCIP DS_ID:25488
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 14-inch steel irrigation pipe 
through levee, 2 feet below the crown. Pipe is attached to 
bridge and crosses the creek before penetrating through 
both banks. Pipe was field discovered. Air vent on the 
pipe across the channel.
Entry Last Updated : 5/14/2021

Pipe43 UCIPAUG2021

0.00 0.00 At Grade Dirt access road crosses the levee and channel.
Entry Last Updated : 12/17/2020

CrossingRoad / Highway149 LEVEELOG

0.00 0.00 UCIP DS_ID:23987
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch corrugated metal pipe 
through levee. Flap gate on the waterside (WS), not 
found. O&M Manual May 1963 (SJR 613C Vol 15).
Entry Last Updated : 5/27/2021

CrossingPipe10 UCIPAUG2021

0.00 0.00 Aerial Overhead power lines cross the levee. (Permit No. 3036, 
1959 - Pacific Gas and Electric Company)
Entry Last Updated : 12/17/2020

CrossingHigh Voltage2 GEILEVEELOG

3036

0.00 0.00 Structure Timber bridge across the channel. (Permit No. 2418, 
1957 - R. H. McGee)
Entry Last Updated : 12/18/2020

Water SideBridge1 GEILEVEELOG

2418

0.00 0.00 Fence Barbed wire cross fence on the landside slope.
Entry Last Updated : 12/18/2020

Land SideBarbed Wire3 LEVEELOG

0.00 0.00 Fence Barbed wire cross fence on the waterside slope.
Entry Last Updated : 12/18/2020

Water SideBarbed Wire4 GEILEVEELOG

0.00 0.00 Mark Start of Named Area No. 17, Unit No. 2, right bank 
Littlejohn Creek. In 1956, constructed right levee of the 
north branch of south Littlejohn Creek at State Highway 
99. Levee is 5 feet high; crown is 12 feet wide; graveled 
crown roadway.
Entry Last Updated : 12/18/2020

CrownBoundary9 GEILEVEELOG

0.00 0.00 Ramp Access ramp crossing. Landside access ramp to farm 
roads is unsurfaced and 15 feet wide. Waterside access 
ramp to timber bridge crossing is unsurfaced and 20 feet 
wide. (Permit No. 2418, 1957 - R. H. McGee). Shown on 
As-Built File No. 2-6-147.
Entry Last Updated : 12/18/2020

CrossingRamp150 USACEINSPECT

2418
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0.01 0.01 Structure 25-foot-tall billboard sign at the landside toe with five 10-
inch wooden posts spaced 8 feet apart with concrete 
rubble at the base. Overhead power lines connect to pole 
outside the landside PE with 30 feet of vertical clearance. 
Depressions up to 1 foot high near the two middle posts.
Entry Last Updated : 12/18/2020

Land SideSign218 USACEINSPECT

0.02 0.02 Structure Concrete diversion structure across the channel. Start of 
Duck Creek Diversion channel. USACE recorder station 
on the upstream side of the diversion structure.
Entry Last Updated : 12/18/2020

Water SideOther12 GEILEVEELOG

0.07 0.07 Structure Abandoned bridge abutment 15 feet from the waterside 
toe. Abutment is reinforced concrete, 14 feet long, 3.5 feet 
high, by 3 feet wide. (Bridge was moved in accordance 
with Permit No. 2418, 1957 - R. H. McGee)
Entry Last Updated : 12/18/2020

Water SideOther152 USACEINSPECT

2418

0.07 0.07 Structure Site of old timber bridge across the channel. Relocated in 
1957.
Entry Last Updated : 12/18/2020

Water SideBridge13 GEILEVEELOG

0.07 0.07 Structure Cable-suspended timber fence panels across the channel. 
A-frames on both banks.
Entry Last Updated : 12/18/2020

Water SideOther14 GEILEVEELOG

0.14 0.14 Ramp Access ramp on the landside slope.
Entry Last Updated : 12/18/2020

Land SideRamp6 LEVEELOG

0.14 0.14 Ramp Access ramp on the waterside slope to low-water crossing.
Entry Last Updated : 12/18/2020

Water SideRamp16 GEILEVEELOG

0.26 0.26 Structure Sign on T-post at the landside toe. "Do not disk within 10 
feet of the levee. San Joaquin County Ordinance 9-
1605.18. Channel Maintenance (209) 468-9698."
Entry Last Updated : 12/18/2020

Land SideSign154 USACEINSPECT

0.47 0.47 Ramp Access ramp on the landside slope.
Entry Last Updated : 12/18/2020

Land SideRamp7 LEVEELOG

0.47 0.47 Ramp Access ramp on the waterside slope to low-water crossing.
Entry Last Updated : 12/18/2020

Water SideRamp19 GEILEVEELOG
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0.50 0.50 UCIP DS_ID:17986
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5 feet below the crown. 
Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 1977. USACE San 
Joaquin O&M Manual 613C, Volume 15, May 1963, 
(Station 148+18N)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert21 UCIPAUG2021

2741

0.50 0.50 UCIP DS_ID:23986
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 10-inch steel drainage pipe 
through the levee, 2 feet below the crown. Gate valve on 
the waterside (WS). Pump structure on the landside (LS). 
[Additional Reference(s): USACE San Joaquin O&M 
Manual 613C, Volume 15, May 1963, (Station 148+18N)].
Entry Last Updated : 5/4/2021

Water Side to 
Land Side

Pipe20 UCIPAUG2021

0.53 0.53 UCIP DS_ID:23982
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe with flap gate through the levee, at an 
unknown depth. [Additional Reference(s): USACE San 
Joaquin O&M Manual 613C, Volume 15, May 1963, 
(Station 146+40N)].
Entry Last Updated : 5/4/2021

Land Side to 
Water Side

Culvert23 UCIPAUG2021

0.53 0.53 Ramp Access ramp on the landside slope to farm road. Ramp is 
unsurfaced and 20 feet wide.
Entry Last Updated : 12/18/2020

Land SideRamp22 GEILEVEELOG

0.57 0.57 Structure 15-inch reinforced concrete pipe exposed in creek bottom. 
Appears to cross levee. Alignment unknown. No inlet or 
outlet observed.
Entry Last Updated : 12/18/2020

Water SidePipe Section223 USACEINSPECT

0.57 0.57 Ramp Access ramp on the waterside slope to timber bridge. 
Ramp is unsurfaced and 15 feet wide at the crown.
Entry Last Updated : 12/18/2020

Water SideRamp160 USACEINSPECT

0.57 0.57 Structure Timber bridge across the channel.
Entry Last Updated : 12/18/2020

Water SideBridge24 GEILEVEELOG

0.57 0.57 Gate Metal access gate across the crown. (State blank lock)
Entry Last Updated : 12/18/2020

CrownMetal25 GEILEVEELOG
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0.58 0.58 UCIP DS_ID:17985
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch pipe of an unknown 
material or purpose through the levee and channel, 6.4 
feet below the crown. Standpipe on the waterside (WS). 
[Additional Reference(s): DWR Levee Log, 1977].
Entry Last Updated : 5/4/2021

CrossingPipe26 UCIPAUG2021

0.71 0.71 Structure Power pole, 5 feet from the landside toe.
Entry Last Updated : 12/18/2020

Land SidePole - Utility227 LEVEELOG

0.71 0.71 Aerial Overhead power lines cross the levee with 35 feet of 
vertical clearance. Shown on As-Built File No. 2-6-147.
Entry Last Updated : 12/18/2020

CrossingHigh Voltage162 USACEINSPECT

0.72 0.72 Ramp Access ramp on the landside slope.
Entry Last Updated : 12/18/2020

Land SideRamp8 LEVEELOG

0.72 0.72 Ramp Access ramp on the waterside slope to low-water crossing.
Entry Last Updated : 12/18/2020

Water SideRamp31 GEILEVEELOG

0.82 0.82 UCIP DS_ID:17984
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 8 feet below the crown. 
Flap gate on the waterside (WS) end. Erosion at both 
ends of the pipe. [Additional Reference(s): DWR Levee 
Log, 1977. USACE San Joaquin O&M Manual 613C, 
Volume 15, May 1963, (Station 129+55N)].
Entry Last Updated : 5/4/2021

Land Side to 
Water Side

Culvert34 UCIPAUG2021

0.84 0.84 Aerial Overhead telephone cables cross the channel.
Entry Last Updated : 12/18/2020

CrossingCommunications35 GEILEVEELOG

0.84 0.84 Fence Barricade fence across both channel bank roadways.
Entry Last Updated : 12/18/2020

Water SideBarbed Wire36 GEILEVEELOG

0.84 0.84 At Grade AT&SF Railroad crosses the channel.
Entry Last Updated : 12/18/2020

CrossingRailroad37 GEILEVEELOG

0.85 0.85 Ramp Access ramp on the landside slope.
Entry Last Updated : 12/18/2020

Land SideRamp17 LEVEELOG

0.85 0.85 Ramp Access ramp on the waterside slope to low-water crossing.
Entry Last Updated : 12/18/2020

Water SideRamp38 GEILEVEELOG
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0.92 0.92 Ramp Access ramp on the landside slope.
Entry Last Updated : 12/18/2020

Land SideRamp18 LEVEELOG

0.92 0.92 Ramp Access ramp on the waterside slope.
Entry Last Updated : 12/18/2020

Water SideRamp39 GEILEVEELOG

0.93 0.93 Aerial Overhead power lines cross the channel.
Entry Last Updated : 12/18/2020

CrossingHigh Voltage41 GEILEVEELOG

1.00 1.00 Mark Confluence of the north branch Littlejohn Creek and the 
south branch Littlejohn Creek. Mileage continues 
downstream.
Entry Last Updated : 12/18/2020

Water SideBoundary42 GEILEVEELOG

1.06 1.06 Ramp Access ramp on the landside slope to farm road. Ramp is 
unsurfaced and 12 feet wide.
Entry Last Updated : 12/18/2020

Land SideRamp167 USACEINSPECT

1.06 1.06 UCIP DS_ID:17983
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6.4 feet below the crown. 
Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 1977. USACE San 
Joaquin O&M Manual 613C, Volume 15, May 1963, 
(Station 114+50)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert44 UCIPAUG2021

1.08 1.08 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/18/2020

CrossingHigh Voltage46 GEILEVEELOG

1.12 1.12 Gate Cable gate across the crown. No lock.
Entry Last Updated : 12/18/2020

CrownCable49 GEILEVEELOG

1.12 1.12 Structure Flashboard dam across the channel.
Entry Last Updated : 12/18/2020

Water SideWeir51 GEILEVEELOG

1.21 1.21 UCIP DS_ID:23983
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe with flap gate through the levee, 5 feet 
below the crown. [Additional Reference(s): USACE San 
Joaquin O&M Manual 613C, Volume 15, May 1963, 
(Station 104+00)].
Entry Last Updated : 5/14/2021

Land Side to 
Water Side

Culvert52 UCIPAUG2021
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1.24 1.24 UCIP DS_ID:24007
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 12-inch reinforced concrete 
irrigation pipe through the levee, at an unknown depth. 
Sheet metal gate, both banks. [Additional Reference(s): 
USACE San Joaquin O&M Manual 613C, Volume 15, May 
1963, (Station 103+00)].
Entry Last Updated : 5/27/2021

Pipe33 UCIPAUG2021

1.26 1.26 Ramp Access ramp crossing. Waterside ramp to farm road and 
bridge is unsurfaced and 20 feet wide. Landside ramp to 
farm road is unsurfaced and 20 feet wide. Shown on As-
Built File No. 2-6-147.
Entry Last Updated : 12/18/2020

CrossingRamp173 USACEINSPECT

1.26 1.26 Structure Three large tanks on the landside, possibly chemicals for 
water treatment.
Entry Last Updated : 12/18/2020

Land SideTank235 LEVEELOG

1.26 1.26 UCIP DS_ID:23997
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 16-inch coated steel pipe of an 
unknown purpose through the levee and channel, 5 feet 
below the crown. [Additional Reference(s): USACE San 
Joaquin O&M Manual 613C, Volume 15, May 1963, 
(Station 101+50)].
Entry Last Updated : 5/27/2021

Water Side to 
Land Side

Pipe56 UCIPAUG2021

1.26 1.26 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/18/2020

CrossingHigh Voltage54 GEILEVEELOG

1.26 1.26 Structure Pump station and water treatment for irrigation, 10 feet 
from the landside toe. Does not appear to penetrate 
levee. Includes 20-foot by 20-foot fenced enclosure 
topped with razor wire, header piping, pressure tanks, and 
pump. Water supply from perpendicular ditch.
Entry Last Updated : 12/18/2020

Land SidePump Station169 USACEINSPECT

1.27 1.27 Structure Pole on the landside.
Entry Last Updated : 12/18/2020

Land SidePole234 LEVEELOG
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1.27 1.27 UCIP DS_ID:17982
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 30-inch corrugated metal 
drainage pipe through the levee, 11.5 feet below the 
crown. Slide gate in 42-inch corrugated metal riser unit 
(pipe well) on the waterside (WS) slope. [Additional 
Reference(s): DWR Levee Log, 1977. USACE San 
Joaquin O&M Manual 613C, Volume 15, May 1963, 
(Station 100+60)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert58 UCIPAUG2021

1.27 1.27 Ditches Unlined ditches on both sides of the levee.
Entry Last Updated : 12/18/2020

Water Side and 
Land Side

Unlined236 LEVEELOG

1.27 1.27 Gate Locked metal access gate across the crown. Gate is 
made of 4-inch steel pipe and is 2.5 feet tall.
Entry Last Updated : 12/18/2020

CrownMetal175 USACEINSPECT

1.28 1.28 Ramp Access ramp crossing. Landside ramp to farm road is 
unsurfaced and 15 feet wide. Waterside ramp to flood 
plain is unsurfaced and 15 feet wide. Waterside ramp is 
no longer there according to Google Earth imagery.
Entry Last Updated : 12/18/2020

Land SideRamp179 USACEINSPECT

1.36 1.36 Structure Sign on T-post 5 feet beyond the landside toe. "Do not 
disk within 10 feet of the levee. San Joaquin County 
Ordinance 9-1605.18. Channel Maintenance (209) 468-
9698."
Entry Last Updated : 12/18/2020

Land SideSign180 USACEINSPECT

1.37 1.37 UCIP DS_ID:17981
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: *REMOVED* 16-inch steel high-
pressure natural gas pipeline through both levees and the 
channel, approximately 9.5 feet below the crown on the 
right bank and 16 inches beneath the surface in the open 
fields. Some subsidence at the removal site. (Owned by 
Pacific Gas and Electric Company [PG&E]). [Additional 
Reference(s): DWR Levee Log, 1977. March 1954 as-built 
file no. CA-2-6-147 states that the gas line is to be 
removed by others]. The case to remove the gas line 
beneath both levees and 25 feet on each side of the 
levees was opened by the Central Valley Flood Protection 
Board (CVFPB) on 01/16/2014 and was closed by the 
CVFPB on 11/14/2014. There was no permit associated 
with this work.
Entry Last Updated : 5/27/2021

CrossingPipe61 UCIPAUG2021

1.45 1.45 Ramp Access ramp on the landside slope to dirt access road.
Entry Last Updated : 12/18/2020

Land SideRamp64 GEILEVEELOG
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1.46 1.46 Aerial Overhead telephone and telegraph lines cross the levee.
Entry Last Updated : 12/18/2020

CrossingCommunications63 GEILEVEELOG

1.47 1.47 UCIP DS_ID:24008
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 12-inch steel drainage pipe 
through the levee, 7.8 feet below the crown. Invert 
elevation 18.8 feet, NGVD29.
Entry Last Updated : 5/14/2021

Land Side to 
Water Side

Culvert65 UCIPAUG2021

1.47 1.47 UCIP DS_ID:23984
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe with flap gate through the levee, at an 
unknown depth. [Additional Reference(s): USACE San 
Joaquin O&M Manual 613C, Volume 15, May 1963, 
(Station 93+00)].
Entry Last Updated : 5/27/2021

Pipe45 UCIPAUG2021

1.47 1.47 At Grade Tidewater Southern Railroad crossing elevated 5 feet 
above the crown with crossing ramps. Includes signage 
and timber abutment on the waterside slope. Shown on 
As-Built File No. 2-6-147.
Entry Last Updated : 12/18/2020

CrossingRailroad62 GEILEVEELOG

1.47 1.47 Gate Locked access gate across the crown. Gate is made of a 
4-inch steel pipe and is 4 feet tall. No cross fence. Near 
railroad crossing.
Entry Last Updated : 12/18/2020

CrownMetal185 USACEINSPECT

1.47 1.47 Structure Sign on the landside.
Entry Last Updated : 12/18/2020

Land SideSign237 LEVEELOG

1.48 1.48 Ditches Unlined ditch on the landside.
Entry Last Updated : 12/18/2020

Land SideUnlined67 LEVEEINSPECTION

1.48 1.48 UCIP DS_ID:23998
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 16-inch high-density 
polyethylene drainage pipe through the levee, 7.7 feet 
below the crown. Galvanized iron plate gate on the 
waterside (WS) end. [Additional Reference(s): USACE 
San Joaquin O&M Manual 613C, Volume 15, May 1963, 
(Station 91+80) 12-inch steel pipe listed].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Pipe68 UCIPAUG2021
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1.49 1.49 Ramp Access ramp on the landside slope to farm road. Ramp is 
unsurfaced and 20 feet wide.
Entry Last Updated : 12/18/2020

Land SideRamp184 USACEINSPECT

1.49 1.86 Miscellaneou
s

Pumpkin patch along the landside toe.
Entry Last Updated : 12/18/2020

Land SideLandscaping238 LEVEELOG

1.51 1.51 UCIP DS_ID:17980
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 12-inch corrugated metal 
drainage pipe through the levee, 7 feet below the crown. 
Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 1977].
Entry Last Updated : 5/14/2021

Land Side to 
Water Side

Culvert70 UCIPAUG2021

1.72 1.72 UCIP DS_ID:17979
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 30-inch steel drainage pipe 
through the levee, 2.5 feet below the crown. Open on both 
ends. [Additional Reference(s): DWR Levee Log, 1977].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert73 UCIPAUG2021

1.72 1.72 Structure Electrical panels inside a chain link fence on the waterside.
Entry Last Updated : 12/18/2020

Water SideOther243 LEVEELOG

1.72 1.72 Miscellaneou
s

Small pond on the waterside berm.
Entry Last Updated : 12/18/2020

Water SidePit245 LEVEELOG

1.72 1.72 Structure Water treatment system includes concrete pad, pump, 
piping, and three large chemical tanks inside a chain link 
enclosure.
Entry Last Updated : 12/18/2020

Land SideTreatment Plant246 LEVEELOG

1.72 1.72 Structure Power pole on the waterside.
Entry Last Updated : 12/18/2020

Water SidePole - Utility241 LEVEELOG

1.72 1.72 Aerial Overhead power lines on the waterside.
Entry Last Updated : 12/18/2020

Water SideHigh Voltage242 LEVEELOG

1.72 1.72 Structure Pipe from treatment system penetrates vertically on 
landside. Unclear if it crosses the levee.
Entry Last Updated : 12/18/2020

Land SidePipe Section247 LEVEELOG

1.73 1.73 Structure Power pole on the waterside.
Entry Last Updated : 12/18/2020

Water SidePole - Utility248 LEVEELOG
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1.73 1.78 Aerial Overhead power lines on the waterside.
Entry Last Updated : 12/18/2020

Water SideHigh Voltage249 LEVEELOG

1.78 1.78 Structure Power pole on the waterside.
Entry Last Updated : 12/18/2020

Water SidePole - Utility250 LEVEELOG

1.78 1.86 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/18/2020

CrossingHigh Voltage74 GEILEVEELOG

1.83 1.83 Fence Cross fence on the waterside slope.
Entry Last Updated : 12/18/2020

Water SideMetal27 LEVEELOG

1.83 1.83 Fence Cross fence on the landside slope.
Entry Last Updated : 12/18/2020

Land SideMetal28 LEVEELOG

1.83 1.83 Gate Cable gate across the crown. No key.
Entry Last Updated : 12/18/2020

CrownCable76 GEILEVEELOG

1.85 1.85 Gate Metal access gate across the crown.
Entry Last Updated : 12/18/2020

CrownMetal79 GEILEVEELOG

1.86 1.86 Fence Metal fence on the waterside.
Entry Last Updated : 12/18/2020

Water SideMetal252 LEVEELOG

1.86 1.86 UCIP DS_ID:23979
EP_NO: 15154
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 24-inch steel gas pipeline 
through both levees and under channel, 5 feet below the 
crown. Upstream of Airport Way Bridge in Stockton. 
(Permit No. 15154, 1989 - PG&E).
Entry Last Updated : 5/27/2021

CrossingPipe78 UCIPAUG2021

15154

1.86 1.86 Structure Power pole on the landside.
Entry Last Updated : 12/18/2020

Land SidePole - Utility254 LEVEELOG

1.86 1.86 At Grade Airport Runway Road crosses the levee. Twin concrete 
bridges across the channel.
Entry Last Updated : 12/18/2020

CrossingRoad / Highway77 GEILEVEELOG

1.89 1.89 Ditches Unlined ditch on the landside.
Entry Last Updated : 12/18/2020

Land SideUnlined82 LEVEEINSPECTION

1.89 1.89 Gate Metal gate across the crown.
Entry Last Updated : 12/18/2020

CrownMetal255 LEVEELOG
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1.89 1.89 Structure Power pole on the landside.
Entry Last Updated : 12/18/2020

Land SidePole - Utility256 LEVEELOG

1.90 1.90 Structure Stream gauging station sits on top of a 24-inch corrugated 
metal standpipe. (Permit No. 6897, 1970 - State of 
California, Department of Water Resources)
Entry Last Updated : 12/18/2020

Water SideGauge80 GEILEVEELOG

6897

1.90 1.90 Aerial Overhead power lines on the landside.
Entry Last Updated : 12/18/2020

Land SideHigh Voltage259 LEVEELOG

1.90 2.09 Structure 12-inch high-density polyethylene irrigation pipe runs 
parallel to the levee along the shoulder. Buried under 
shallow dirt. Connects to steel metal extending from pump.
Entry Last Updated : 12/18/2020

Water SidePipe Section265 LEVEELOG

1.91 1.91 UCIP DS_ID:17978
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: *REMOVED* 16-inch steel 
irrigation pipe through the levee, 3 feet below the crown. 
Vertical pump on concrete sump on the water channel. 
(Permit No. 17084, 2000 - Van Groningen and Sons, Inc.). 
[Additional Reference(s): DWR Levee Log, 1977, 12-inch 
pipe listed].
Entry Last Updated : 5/27/2021

Water Side to 
Land Side

Pipe83 UCIPAUG2021

17084

1.96 1.96 UCIP DS_ID:23999
EP_NO: 15827
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 24-inch steel water main under 
the channel and both levees of French Camp Slough, 6.5 
feet below the crown. Approximately 422 feet downstream 
of Airport Way Bridge in the City of Stockton. (Permit No. 
15827, 1991 - City of Stockton Department of Public 
Works).
Entry Last Updated : 5/27/2021

CrossingPipe84 UCIPAUG2021

15827

1.97 2.14 Revetment Waterside slope rock revetted.
Entry Last Updated : 12/18/2020

Water SideRock266 LEVEELOG

2.18 2.20 Revetment Waterside slope rock revetted.
Entry Last Updated : 12/18/2020

Water SideRock267 LEVEELOG

2.28 2.28 Ramp Access ramp on the waterside slope.
Entry Last Updated : 12/18/2020

Water SideRamp268 LEVEELOG
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2.30 2.30 Structure Two concrete abutments with space for a wooden slide 
gate, located in a ditch on the waterside, not in the 
channel.
Entry Last Updated : 12/18/2020

Water SideWeir269 LEVEELOG

2.31 2.31 Structure Department of Water Resources recorder on the bank 
inside an 18-inch corrugated metal standpipe.
Entry Last Updated : 12/18/2020

Water SideStandpipe88 GEILEVEELOG

2.36 2.36 Structure Concrete bridge across the channel for Kaiser Road.
Entry Last Updated : 12/18/2020

Water SideBridge91 GEILEVEELOG

2.37 2.37 Structure Two concrete abutments with space for a wooden slide 
gate, located in a ditch on the waterside, not in the 
channel. Concrete is badly damaged.
Entry Last Updated : 12/18/2020

Water SideWeir270 LEVEELOG

2.38 2.38 Structure 16-inch concrete pipe, 2.0 feet below the left bank 
roadway. 16-inch steel pipe under the channel and the 
right bank roadway. No control valves.
Entry Last Updated : 12/18/2020

Water SidePipe Section92 GEILEVEELOG

2.39 2.49 Revetment Waterside slope rock revetted.
Entry Last Updated : 12/18/2020

Water SideRock271 LEVEELOG

2.46 2.46 UCIP DS_ID:17977
EP_NO: 11896
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal 
drainage pipe, 3 feet below the crown. Flap gate on the 
waterside (WS) end. Pipe open on the landside (LS) end. 
(Permit No. 11896, 1977 - Robert Nielsen). [Additional 
Reference(s): DWR Levee Log, 1977].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert94 UCIPAUG2021

11896

2.46 2.46 At Grade Dirt access road on the landside.
Entry Last Updated : 12/18/2020

Land SideRoad / Highway272 LEVEELOG

2.50 2.50 Wall Large concrete retaining wall. Section also sticks out over 
channel. Appears to be part of some destroyed structure.
Entry Last Updated : 12/18/2020

Water SideRetaining273 LEVEELOG
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2.54 2.54 UCIP DS_ID:24849
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch inner diameter 
reinforced concrete drainage pipe through the levee, 
about 4.5 feet below the crown. Open on both ends of the 
pipe. Drainage ditch on the landside (LS). Broken 
concrete rip rap on the waterside (WS). Field discovered 
pipe.
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert95 UCIPAUG2021

2.55 2.55 Ramp Access ramp on the waterside slope to floodplain road. 
Ramp is unsurfaced and 15 feet wide.
Entry Last Updated : 12/18/2020

Water SideRamp193 USACEINSPECT

2.57 2.57 Ramp Access ramp on the landside slope to floodplain road. 
Ramp is unsurfaced and 15 feet wide.
Entry Last Updated : 12/18/2020

Land SideRamp192 USACEINSPECT

2.57 2.57 Non-Project 
Levee

Levee extends inland. Miles run along floodplain road.
Entry Last Updated : 12/18/2020

Land SideExtension274 LEVEELOG

2.62 2.62 Ramp Access ramp on the landside slope to field. Ramp is 
unsurfaced and 25 feet wide.
Entry Last Updated : 12/18/2020

Land SideRamp199 USACEINSPECT

2.65 2.65 Ramp Access ramp on the landside slope to field. Ramp is 
unsurfaced and 25 feet wide.
Entry Last Updated : 12/18/2020

Land SideRamp201 USACEINSPECT

2.65 2.97 Ditches Irrigation ditch at the landside toe (terminated at west end) 
with 2-foot bottom width and 10-foot top width. Generally 
slopes are bare with some trees. No water in ditch. LMA 
clears vegetation and maintains ditch within project 
easement. Shown on As-Built File No. 2-6-147.
Entry Last Updated : 12/18/2020

Land SideUnlined197 USACEINSPECT

2.67 2.67 UCIP DS_ID:25066
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 20-inch steel pipe through the 
levee, 3.5 feet below the crown; pipe goes over the top of 
the channel. O&M Manual May 1963 (SJR 613C Vol 15).
Entry Last Updated : 5/27/2021

Pipe48 UCIPAUG2021

2.71 2.71 Ditches Drainage ditch (French Camp Slough) cuts into Littlejohn 
Creek from Sharpe Depot.
Entry Last Updated : 12/18/2020

Water SideUnlined98 GEILEVEELOG
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2.74 2.74 Not Selected Start of the levee Tidewater Western Railroad. 
Unimproved crown roadway.
Entry Last Updated : 12/18/2020

CrownNot Selected99 GEILEVEELOG

2.86 2.86 UCIP DS_ID:24000
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 12-inch welded steel irrigation 
pipe through the levee, 2 feet below the crown. Invert 
elevation 18.7 feet, NGVD29.
Entry Last Updated : 5/12/2021

Water Side to 
Land Side

Pipe102 UCIPAUG2021

2.91 2.91 UCIP DS_ID:17976
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 20-inch corrugated metal pipe of 
an unknown purpose through the levee, 3.7 feet below the 
crown. No control valves. Pipe goes over the top of the 
channel. [Additional Reference(s): DWR Levee Log, 1977].
Entry Last Updated : 5/12/2021

CrossingPipe104 UCIPAUG2021

2.97 3.16 Miscellaneou
s

Widened levee section on the landside, up to 45 feet wide.
Entry Last Updated : 12/18/2020

Land SideMitigation Site202 USACEINSPECT

2.98 2.98 Aerial Overhead power lines cross the channel.
Entry Last Updated : 12/18/2020

CrossingHigh Voltage105 GEILEVEELOG

3.01 3.01 Structure Drain grate for ditch inside warehouse property.
Entry Last Updated : 12/18/2020

Land SideOther277 LEVEELOG

3.01 3.01 Ditches Unlined ditch on the landside.
Entry Last Updated : 12/18/2020

Land SideUnlined276 LEVEELOG

3.01 3.01 Fence Chain link fence on the landside.
Entry Last Updated : 12/18/2020

Land SideChain Link275 LEVEELOG

3.01 3.16 Miscellaneou
s

Widened levee section on the landside, up to 45 feet wide.
Entry Last Updated : 12/18/2020

CrownTurnout203 USACEINSPECT

3.07 3.07 UCIP DS_ID:24001
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe 
through the levee, 2 feet below the crown.
Entry Last Updated : 5/14/2021

Water Side to 
Land Side

Pipe107 UCIPAUG2021
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3.10 3.10 Fence Chain link fence on the landside.
Entry Last Updated : 12/18/2020

Land SideChain Link278 LEVEELOG

3.12 3.12 Gate Cable gate across the right bank roadway. No lock.
Entry Last Updated : 12/18/2020

CrownCable114 GEILEVEELOG

3.12 3.12 At Grade Paved right bank roadway. (Permit No. 2583, 1957 - City 
of Stockton)
Entry Last Updated : 12/18/2020

CrownRoad / Highway115 GEILEVEELOG

2583

3.12 3.12 Ramp Low-water crossing. Ramps on both banks.
Entry Last Updated : 12/18/2020

Water SideRamp118 GEILEVEELOG

3.12 3.12 Gate Metal drive gate across the crown. No key.
Entry Last Updated : 12/18/2020

CrownMetal121 GEILEVEELOG

3.12 3.12 Ramp Low-water crossing. Ramps on both banks.
Entry Last Updated : 12/18/2020

Water SideRamp127 GEILEVEELOG

3.12 3.12 Aerial Overhead power lines across the channel to pump and 
well on the landward side of the right bank roadway.
Entry Last Updated : 12/18/2020

CrossingHigh Voltage129 GEILEVEELOG

3.12 3.12 Structure Timber bridge across the channel. (Permit No. 2709, 
1958 - George B. Lagorio)
Entry Last Updated : 12/18/2020

Water SideBridge134 GEILEVEELOG

2709

3.12 3.12 Structure Flashboard dam across the channel.
Entry Last Updated : 12/18/2020

Water SideWeir135 GEILEVEELOG

3.12 3.12 Aerial Overhead telephone cable crosses the channel.
Entry Last Updated : 12/18/2020

CrossingCommunications136 GEILEVEELOG

3.12 3.12 Fence Barbed wire fence across both bank roadways. No gates.
Entry Last Updated : 12/18/2020

CrossingBarbed Wire139 GEILEVEELOG

3.14 3.14 UCIP DS_ID:24002
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 16-inch steel irrigation pipe 
through the levee, at an unknown depth. Pipe discharges 
into an open irrigation ditch. Pump on a sump.
Entry Last Updated : 5/14/2021

Water Side to 
Land Side

Pipe144 UCIPAUG2021
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3.15 3.15 Ramp Access ramp on the waterside slope to floodplain. Ramp 
is unsurfaced and 15 feet wide. Ramp cuts into levee 
prism up to 2 feet.
Entry Last Updated : 12/21/2020

Water SideRamp204 USACEINSPECT

3.16 3.16 UCIP DS_ID:17975
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 14-inch steel irrigation pipe 
through the levee, 1.8 feet below the crown. No control 
valves. [Additional Reference(s): DWR Levee Log, 1977].
Entry Last Updated : 5/14/2021

Water Side to 
Land Side

Pipe147 UCIPAUG2021

3.16 3.16 UCIP DS_ID:24003
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 20-inch steel irrigation pipe 
through the levee, about 2 feet below the crown. Invert 
elevation 17.86 feet, NGVD29, minimum pipe coverage is 
2 feet. Pipe discharges into an open ditch.
Entry Last Updated : 5/14/2021

Pipe40 UCIPAUG2021

3.16 3.16 Fence Chain link fence on the landside.
Entry Last Updated : 12/21/2020

Land SideChain Link279 LEVEELOG

3.16 3.20 Revetment Landside slope rubble revetted.
Entry Last Updated : 12/21/2020

Land SideRubble29 LEVEELOG

3.16 3.20 Revetment Waterside slope rubble revetted.
Entry Last Updated : 12/21/2020

Water SideRubble282 LEVEELOG

3.17 3.17 UCIP DS_ID:17974
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 18-inch steel irrigation pipe 
through the levee, 4 feet below the crown. No control 
valves. [Additional Reference(s): DWR Levee Log, 1977].
Entry Last Updated : 5/27/2021

Pipe32 UCIPAUG2021

3.17 3.17 Ramp Two access ramps on the landside slope, 100 feet apart 
to turnaround at the end of the levee. Ramps are 
unsurfaced and 15 feet wide.
Entry Last Updated : 12/21/2020

Land SideRamp208 USACEINSPECT

3.17 3.17 Aerial Overhead power lines parallel to the levee on the 
waterside with 30 feet of vertical clearance. Does not 
appear to still be in use. Shown on As-Built File No. 2-6-
147.
Entry Last Updated : 12/21/2020

Water SideHigh Voltage30 LEVEELOG
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3.17 3.17 Structure Power pole with guy wire, 5 feet from the waterside 
shoulder. Does not appear to still be in use. Shown on As-
Built File No. 2-6-147.
Entry Last Updated : 12/21/2020

Water SidePole - Utility207 USACEINSPECT

3.19 3.19 Ramp Access ramp on the waterside slope to floodplain. Ramp 
is unsurfaced and 12 feet wide.
Entry Last Updated : 12/21/2020

Water SideRamp215 USACEINSPECT

3.19 3.19 Aerial Overhead power lines parallel to the levee with 30 feet of 
vertical clearance. Does not appear to still be in use.
Entry Last Updated : 12/21/2020

CrownHigh Voltage209 USACEINSPECT

3.19 3.19 Mark Buried fiber optics marker at the landside toe. Alignment 
unknown.
Entry Last Updated : 12/21/2020

Land SideMarker210 USACEINSPECT

3.20 3.20 At Grade Levee ties into railroad crossing. No vehicle access 
across the railroad. Crossing is 5 feet above the levee 
crown. Shown on As-Built File No. 2-6-147.
Entry Last Updated : 12/21/2020

CrossingRailroad213 USACEINSPECT

3.20 3.20 Mark End of Named Area No. 17, Unit No. 2, right bank 
Littlejohn Creek, at the Western Pacific Railroad. No 
turnaround provided.
Entry Last Updated : 12/21/2020

CrownBoundary281 LEVEELOG

3.21 3.21 UCIP DS_ID:25065
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch diameter fiber optic 
conduit through the levee 3.5-feet below the crown.  
Markers along east side of railroad tracks.  Permit No. 
14069, 1985.
Entry Last Updated : 5/27/2021

Pipe47 UCIPAUG2021
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0.00 0.00 UCIP DS_ID:17988
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch drainage pipe of an 
unknown material through plug across drain ditch, 7 feet 
below the crown. Concrete U-shaped headwall on the 
waterside (WS) toe with a flap gate. [Additional 
Reference(s): DWR Levee Log, 1977].
Entry Last Updated : 5/27/2021

Pipe2 UCIPAUG2021

0.00 0.00 Aerial Overhead power line crosses the levee.
Entry Last Updated : 3/12/2015

CrossingHigh Voltage19 GEILEVEELOG

0.01 0.06 Revetment Waterward slope rock revetted.
Entry Last Updated : 3/12/2015

Water SideRock16 GEILEVEELOG

0.01 0.21 Miscellaneou
s

Irrigation sprinklers along the landside toe. Permit not 
available.
Entry Last Updated : 10/18/2019

Land SideIrrigation5 USACEPI

0.20 0.20 Revetment Entry Last Updated : 3/16/2015Water SideRubble25 LEVEELOG

0.22 0.23 Structure Concrete abutment along the waterward bank.
Entry Last Updated : 3/12/2015

Water SideOther15 GEILEVEELOG

0.22 0.22 Gate Entry Last Updated : 10/18/2019CrownMetal3 LEVEELOG

0.22 0.22 Fence Entry Last Updated : 10/18/2019Water Side and 
Land Side

Barbed Wire6 LEVEELOG

0.22 0.22 Aerial Entry Last Updated : 3/16/2015CrossingCommunications21 LEVEELOG

0.22 0.22 Aerial Overhead power line crosses the levee.
Entry Last Updated : 3/12/2015

CrossingHigh Voltage12 GEILEVEELOG
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0.22 0.22 UCIP DS_ID:17987
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 4.5-inch galvanized iron 
communications conduit through the levee, at an unknown 
depth. Pipe visible on downstream side of bridge. Joint 
pole and 64-inch by 40-inch Christy box on the landside 
(LS) toe. [Additional Reference(s): DWR Levee Log, 1977, 
6-inch pipe listed].
Entry Last Updated : 5/12/2021

CrossingConduit27 UCIPAUG2021

0.23 0.23 At Grade Duncan Road crosses the levee above crown elevation.  
Concrete bridge across the channel.
Entry Last Updated : 3/12/2015

CrossingRoad / Highway13 GEILEVEELOG

0.23 0.23 Gate Entry Last Updated : 3/16/2015CrownMetal4 USACEPI

0.23 0.23 UCIP DS_ID:23955
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal 
drainage pipe through the levee, 5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) slope.
Entry Last Updated : 5/27/2021

CrossingCulvert28 UCIPAUG2021

0.24 0.24 Ramp Ramp on the landward slope.
Entry Last Updated : 3/12/2015

Land SideRamp9 GEILEVEELOG

0.46 0.46 Mark Entry Last Updated : 10/18/2019CrownBoundary1 LEVEELOG
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0.00 0.00 Mark Right bank Bear Creek at Disappointment Slough. 
Mileage runs upstream. Levee crown 12 feet wide. 
Waterward slope 1 on 3, landward slope 1 on 2. Gravel 
crown roadway on crown. Levee constructed by U.S.C.E., 
1964. Access to starting point via Thornton Road
Entry Last Updated : 1/28/2021

CrownBoundary2 GEILEVEELOG

0.00 0.00 UCIP DS_ID:23623
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 16-inch steel irrigation pipe 
through the levee, 5 feet below the crown. Pipe has been 
abandoned and filled with grout.
Entry Last Updated : 5/24/2021

Pipe58 UCIPAUG2021

0.00 0.14 Fence 4 foot tall chain link fence within 15 of landside toe.
Entry Last Updated : 1/28/2021

Land SideChain Link6 USACEPI

0.00 2.81 At Grade Paved road along levee crown.
Entry Last Updated : 4/20/2015

CrownBikepath736 INSPECTION

0.01 0.01 Structure Traffic signal pole on landside toe.
Entry Last Updated : 1/29/2021

Land SidePole - Light5 USACEPI

0.01 0.01 Structure 30" manhole on landside on other side on fence.
Entry Last Updated : 4/20/2015

Land SideManhole Cover723 INSPECTION

0.01 0.01 Structure Sign on the landside toe.
Entry Last Updated : 1/29/2021

Land SideSign722 INSPECTION

0.02 0.02 Structure Traffic signal pole on landside toe.
Entry Last Updated : 1/29/2021

Land SidePole - Light724 INSPECTION

0.05 0.05 Structure Sign on the landside slope.
Entry Last Updated : 1/29/2021

Land SideSign725 INSPECTION

0.06 0.06 Structure Sign on the landside toe.
Entry Last Updated : 1/29/2021

Land SideSign726 INSPECTION

0.07 0.07 Structure Sign within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SideSign727 INSPECTION

0.10 0.10 Structure Traffic signal pole on landside toe.
Entry Last Updated : 1/29/2021

Land SidePole - Light728 INSPECTION
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0.15 0.15 Structure Sign on the waterside.
Entry Last Updated : 1/29/2021

Water SideSign729 INSPECTION

0.15 0.15 Gate Metal post gate across the crown.
Entry Last Updated : 1/28/2021

CrownMetal730 INSPECTION

0.17 0.17 UCIP DS_ID:23631
EP_NO: 15243
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 54-inch sewer line of an 
unknown material through the levee, 27 feet below the 
crown. Manhole on the landside (LS) shoulder. (Permit 
No. 15243, 1990 - City of Stockton).
Entry Last Updated : 4/16/2021

CrossingPipe1048 UCIPAPR2021

15243

0.17 0.17 At Grade Trinity Parkway bridge over Bear Creek.
Entry Last Updated : 1/28/2021

CrossingRoad / Highway14 USACEPI

4293

4293A

0.17 0.17 UCIP DS_ID:23642
EP_NO: 17339
Crossing Status: Not Found
FIELD_STRUCT_DESC: 66-inch sewer line of an 
unknown material through the levee, at an unknown 
depth. Provide a field description of this crossing.
Entry Last Updated : 5/24/2021

CrossingPipe1049 UCIPAUG2021

17339

0.17 0.17 Structure Sign on the waterside.
Entry Last Updated : 1/29/2021

Water SideSign732 INSPECTION

0.17 0.27 Fence 6 foot high steel fence at landside toe.
Entry Last Updated : 1/28/2021

Land SideWrought Iron12 USACEPI

0.17 0.17 UCIP DS_ID:23690
EP_NO: 16209
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 16-inch steel water line through 
the levee, 2 feet below the crown. Siphon breaker and 
valves on the landside (LS) shoulder. Water reservoir 
tanks and pump station on the LS. (Permit No. 16209, 
1994 - City of Stockton/Thompson-Hysell, Inc.).
Entry Last Updated : 5/24/2021

Water Side to 
Land Side

Pipe1050 UCIPAUG2021

16209

0.18 0.18 Structure 1' water manhole on the landside.
Entry Last Updated : 1/29/2021

Land SideManhole Cover733 INSPECTION

0.18 0.18 Structure 4' by 2.5' water vault on landside shoulder.
Entry Last Updated : 4/20/2015

Land SideControl Box13 USACEPI
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0.18 0.18 Gate Pop up metal post gate.
Entry Last Updated : 1/28/2021

CrownMetal735 INSPECTION

0.19 0.19 Structure Street sign at entrance to bike path on levee crown.
Entry Last Updated : 1/29/2021

Land SideSign15 USACEPI

0.21 0.21 UCIP DS_ID:23638
EP_NO: 16209
Crossing Status: Not Found
FIELD_STRUCT_DESC: 16-inch steel discharge pipe 
through the levee, 2 feet below the crown. Flap gate on 
the waterside (WS) end. Concrete U-shaped headwall on 
the WS end. Cobble grouted spillway across berm. Water 
reservoir tanks and a pump station on the landside (LS). 
Pipe not found, but likely may have been installed to 
discharge into pond on the LS toe. (Permit No. 16209, 
1994 - City of Stockton/Thompson-Hysell, Inc.).
Entry Last Updated : 5/24/2021

Land Side to 
Water Side

Pipe1051 UCIPAUG2021

16209

0.23 0.23 Ramp Ramp on the waterward slope facing upstream. Access 
under I-5.
Entry Last Updated : 3/12/2015

Water SideRamp20 GEILEVEELOG

0.26 0.26 Revetment Concrete slope paving under the bridge.
Entry Last Updated : 1/28/2021

Water SideConcrete22 USACEPI

4293

4293A

0.27 0.27 Structure Sign on the waterside.
Entry Last Updated : 1/29/2021

Water SideSign737 INSPECTION

0.27 0.27 Fence Barbed wire fence on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideBarbed Wire741 INSPECTION

0.27 0.27 Aerial Overhead powerline crosses the levee.
Entry Last Updated : 1/28/2021

CrossingHigh Voltage738 INSPECTION

0.29 0.29 UCIP DS_ID:24009
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch drainage pipe of an 
unknown material daylighting in waterside (WS) levee 
slope under the bridge. (USACE_PI).
Entry Last Updated : 5/24/2021

Land Side to 
Water Side

Pipe1052 UCIPAUG2021

0.30 0.30 Revetment Berm is rubble revetted.
Entry Last Updated : 3/12/2015

Water SideRubble21 GEILEVEELOG

Page 3 of 80Report Created : Monday, August 23, 2021   11:25



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0017

Waterway

Unit No. 07 Bear Creek

Bank

Right

Unit Miles

16.11

San Joaquin County Flood Control and Water Conservation District

Inspector

David
Julian

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

0.30 0.30 At Grade Centerline of Interstate 5 crossing above levee crown.
Entry Last Updated : 4/20/2015

CrossingRoad / Highway27 GEILEVEELOG

0.33 0.33 Wall Concrete wall on the landside slope.
Entry Last Updated : 1/28/2021

Land SideConcrete / 
Masonry Wall

742 INSPECTION

0.37 0.37 UCIP DS_ID:23513
EP_NO: 15677
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 3: 21-inch wrapped steel 
drainage pipe through the levee, 2.5 feet below the crown. 
Pumping plant on the landside (LS). Siphon breaker in 36-
inch corrugated metal riser unit on the waterside (WS) 
shoulder. (Permit No. 15677, 1991 - A. G. Spanos Land 
Company). [Additional Reference(s): DWR Levee Log, 
1987, 12-inch pipe listed].
Entry Last Updated : 5/24/2021

Land Side to 
Water Side

Pipe1053 UCIPAUG2021

15677

0.37 0.37 Structure 3' riser on waterside shoulder.
Entry Last Updated : 1/29/2021

Water SideStandpipe746 INSPECTION

0.37 0.37 Structure 3' riser on waterside shoulder.
Entry Last Updated : 1/29/2021

Water SideStandpipe747 INSPECTION

0.37 0.37 Structure 3' riser on waterside shoulder.
Entry Last Updated : 1/29/2021

Water SideStandpipe745 INSPECTION

0.37 0.37 UCIP DS_ID:23685
EP_NO: 15677
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 3: 21-inch wrapped steel 
drainage pipe through the levee, 2.5 feet below the crown. 
Pumping plant on the landside (LS). Siphon breaker in 36-
inch corrugated metal riser unit on the waterside (WS) 
shoulder. (Permit No. 15677, 1991 - A. G. Spanos Land 
Company). [Additional Reference(s): DWR Levee Log, 
1987, 12-inch pipe listed].
Entry Last Updated : 5/24/2021

Land Side to 
Water Side

Pipe1054 UCIPAUG2021

15677

0.37 0.37 UCIP DS_ID:23686
EP_NO: 15677
Crossing Status: Found
FIELD_STRUCT_DESC: 3 of 3: 21-inch wrapped steel 
drainage pipe through the levee, 2.5 feet below the crown. 
Pumping plant on the landside (LS). Siphon breaker in 36-
inch corrugated metal riser unit on the waterside (WS) 
shoulder. (Permit No. 15677, 1991 - A. G. Spanos Land 
Company). [Additional Reference(s): DWR Levee Log, 
1987, 12-inch pipe listed].
Entry Last Updated : 5/24/2021

Land Side to 
Water Side

Pipe1055 UCIPAUG2021

15677
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0.38 0.51 Fence Chainlink fence on the landside toe.
Entry Last Updated : 1/28/2021

Land SideChain Link750 INSPECTION

17810

0.38 1.30 Wall Flood wall on the waterside hinge.
Entry Last Updated : 1/28/2021

Water SideFlood748 INSPECTION

0.45 0.45 UCIP DS_ID:23620
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 8.8 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwall on the WS end. Cobble grouted spillway across 
berm. [Additional Reference(s): DWR Levee Log, 1976. 
USACE San Joaquin O&M Manual 612.1, June 1965, 
(HLM 0.67)].
Entry Last Updated : 5/24/2021

Land Side to 
Water Side

Culvert1056 UCIPAUG2021

0.47 0.47 UCIP DS_ID:23696
EP_NO: 17187
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 12-inch high-density 
polyethylene water pipe through the levee, approximately 
30 feet below the crown. Floodwall at the waterside (WS) 
shoulder. Fence at the landside (LS) toe. Valves in 
culdesac at north end of Northstar Drive and at Iron 
Canyon Circle, good indicator. (Permit No. 17187, 2000 - 
City of Stockton).
Entry Last Updated : 5/24/2021

Water Side to 
Land Side

Pipe1057 UCIPAUG2021

17187

0.51 1.32 Fence Wood fence on landside toe marks property boundary for 
residences.
Entry Last Updated : 1/28/2021

Land SideWood751 INSPECTION

0.53 0.53 Structure Swimming pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool1 LEVEELOG

0.59 0.59 UCIP DS_ID:23514
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 8.4 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwall on the WS end. Cobble grouted spillway across 
berm. [Additional Reference(s): DWR Levee Log, 1987. 
USACE San Joaquin O&M Manual 612.1, June 1965, 
(HLM 0.81)].
Entry Last Updated : 5/24/2021

Land Side to 
Water Side

Culvert1058 UCIPAUG2021
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0.59 0.61 Wall Retaining wall at toe of landside levee slope, varies in 
height from 18 to 24 inch.
Entry Last Updated : 1/28/2021

Land SideRetaining37 USACEPI

0.59 0.59 Structure Swimming pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool34 USACEPI

0.60 0.60 Ramp Ramp on waterward slope.
Entry Last Updated : 3/12/2015

Water SideRamp38 GEILEVEELOG

0.71 0.71 UCIP DS_ID:23515
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 8.1 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwall on the WS end. Cobble grouted spillway across 
berm. [Additional Reference(s): DWR Levee Log, 1987. 
USACE San Joaquin O&M Manual 612.1, June 1965, 
(HLM 0.94)].
Entry Last Updated : 5/24/2021

Land Side to 
Water Side

Culvert1059 UCIPAUG2021

0.77 0.77 Structure Swimming pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool41 USACEPI

0.78 0.78 Structure Swimming pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool3 LEVEELOG

0.85 0.85 UCIP DS_ID:23516
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 7.4 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwall on the WS end. Cobble grouted spillway across 
berm. [Additional Reference(s): DWR Levee Log, 1987. 
USACE San Joaquin O&M Manual 612.1, June 1965, 
(HLM 1.08)].
Entry Last Updated : 5/24/2021

Land Side to 
Water Side

Culvert1060 UCIPAUG2021

0.86 0.86 Structure Swimming pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool4 LEVEELOG

0.91 0.91 Structure Swimming pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool7 LEVEELOG
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0.99 0.99 UCIP DS_ID:23517
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 7.2 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwall on the WS end. Cobble grouted spillway across 
berm. [Additional Reference(s): DWR Levee Log, 1987. 
USACE San Joaquin O&M Manual 612.1, June 1965, 
(HLM 1.22)].
Entry Last Updated : 5/24/2021

Land Side to 
Water Side

Culvert1061 UCIPAUG2021

0.99 0.99 Structure Swimming pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool46 USACEPI

1.00 1.00 Structure Swimming pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool8 LEVEELOG

1.09 1.09 Structure Swimming pool on opposite side of fence, 20 feet from 
landside toe.
Entry Last Updated : 1/29/2021

Land SidePool54 USACEPI

1.09 1.09 Structure Swimming pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool9 LEVEELOG

1.13 1.13 UCIP DS_ID:23518
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 7.1 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwall on the WS end. Cobble grouted spillway across 
berm. [Additional Reference(s): DWR Levee Log, 1987. 
USACE San Joaquin O&M Manual 612.1, June 1965, 
(HLM 1.36)].
Entry Last Updated : 5/24/2021

Land Side to 
Water Side

Culvert1062 UCIPAUG2021

1.15 1.15 Structure Swimming pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool10 LEVEELOG

1.28 1.28 Structure Swimming pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool61 USACEPI
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1.29 1.29 UCIP DS_ID:23519
EP_NO: N/A
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch drainage pipe of an 
unknown material through the levee. Flap gate on the 
waterside (WS) end. Cobble grouted spillway on the WS 
shoulder. [Additional Reference(s): DWR Levee Log, 
1987].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert1063 UCIPAPR2021

1.31 1.31 Ramp Access ramp from waterside berm to levee crown.
Entry Last Updated : 1/28/2021

Water SideRamp62 USACEPI

16684A

1.32 1.36 Fence Chainlink fence on the landside toe.
Entry Last Updated : 1/28/2021

Land SideChain Link752 INSPECTION

1.33 1.33 UCIP DS_ID:23695
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Thornton Road Pump Station] 1 
of 6: 12-inch wrapped steel storm drainage pipe through 
the levee, approximately 3 feet below the crown. Pump 
station on the landside (LS). Flap gate on the waterside 
(WS) end. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
2.16) (Station 114+25)].
Entry Last Updated : 5/24/2021

Land Side to 
Water Side

Pipe1064 UCIPAUG2021

1.33 1.33 UCIP DS_ID:23650
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Thornton Road Pump Station] 2 
of 6: 36-inch wrapped steel storm drainage pipe through 
the levee, approximately 3 feet below the crown. Pump 
station on the landside (LS). Flap gate on the waterside 
(WS) end. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
2.16) (Station 114+25)].
Entry Last Updated : 5/24/2021

Land Side to 
Water Side

Pipe1065 UCIPAUG2021

1.33 1.33 UCIP DS_ID:23691
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Thornton Road Pump Station] 3 
of 6: 36-inch wrapped steel storm drainage pipe through 
the levee, approximately 3 feet below the crown. Pump 
station on the landside (LS). Flap gate on the waterside 
(WS) end. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
2.16) (Station 114+25)].
Entry Last Updated : 5/24/2021

Land Side to 
Water Side

Pipe1066 UCIPAUG2021
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1.33 1.33 UCIP DS_ID:23692
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Thornton Road Pump Station] 4 
of 6: 36-inch wrapped steel storm drainage pipe through 
the levee, approximately 3 feet below the crown. Pump 
station on the landside (LS). Flap gate on the waterside 
(WS) end. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
2.16) (Station 114+25)].
Entry Last Updated : 5/24/2021

Land Side to 
Water Side

Pipe1067 UCIPAUG2021

1.33 1.33 UCIP DS_ID:23693
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Thornton Road Pump Station] 5 
of 6: 36-inch wrapped steel storm drainage pipe through 
the levee, approximately 3 feet below the crown. Pump 
station on the landside (LS). Flap gate on the waterside 
(WS) end. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
2.16) (Station 114+25)].
Entry Last Updated : 5/24/2021

Land Side to 
Water Side

Pipe1068 UCIPAUG2021

1.33 1.33 Revetment Bank and slope rock revetted.
Entry Last Updated : 3/12/2015

Water SideRock70 GEILEVEELOG

1.33 1.33 UCIP DS_ID:23694
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Thornton Road Pump Station] 6 
of 6: 36-inch wrapped steel storm drainage pipe through 
the levee, approximately 3 feet below the crown. Pump 
station on the landside (LS). Flap gate on the waterside 
(WS) end. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
2.16) (Station 114+25)].
Entry Last Updated : 5/24/2021

Land Side to 
Water Side

Pipe1069 UCIPAUG2021

1.35 1.35 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp758 INSPECTION

15897

1.36 1.36 Gate Pop up metal post gate.
Entry Last Updated : 4/20/2015

CrownMetal69 GEILEVEELOG

1.36 1.36 Fence Metal fence on the landside slope.
Entry Last Updated : 1/28/2021

Land SideMetal19 LEVEELOG

1.36 1.36 Fence Metal fence on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideMetal761 INSPECTION
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1.36 1.36 Wall Concrete wall on the landside slope.
Entry Last Updated : 1/28/2021

Land SideConcrete / 
Masonry Wall

759 INSPECTION

1.36 1.40 Wall Retaining wall on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRetaining760 INSPECTION

1.36 1.36 UCIP DS_ID:25002
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Coated steel communications 
conduit of an unknown size through the levee, at an 
unknown depth. 2-foot by 3-foot concrete vault off the 
landside (LS) shoulder.
Entry Last Updated : 5/24/2021

CrossingConduit1070 UCIPAUG2021

1.36 1.36 UCIP DS_ID:23697
EP_NO: 16150
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch coated steel natural gas 
pipeline through the levee, 3 feet below the crown. (6-inch 
pipeline was authorized under Permit No. 15452, 1990 - 
PG&E). (Pipeline on bridge section was replaced as part 
of the widening of bridge. Work was completed under 
Permit No. 16150, 1994 - PG&E).
Entry Last Updated : 5/24/2021

CrossingPipe1071 UCIPAUG2021

15452

16150

1.36 1.36 UCIP DS_ID:23698
EP_NO: 15448
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 16-inch coated steel water line 
through the levee, 4 feet below the crown. Shutoff valve 
on the landside (LS). (Permit No. 15448, 1990 - A. G. 
Spanos Construction).
Entry Last Updated : 5/24/2021

CrossingPipe1072 UCIPAUG2021

15448

1.36 1.36 At Grade Thornton Road bisects levee.
Entry Last Updated : 1/28/2021

CrossingRoad / Highway65 USACEPI

16057

1.36 1.36 Structure Sign on the landside.
Entry Last Updated : 1/29/2021

Land SideSign763 INSPECTION

1.36 1.36 UCIP DS_ID:25001
EP_NO: 16150
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Two 6-inch coated steel 
electrical conduits through the levee, at an unknown 
depth. 5-foot by 9-foot vault on the landside (LS) of the 
shoulder. USA paint marks on pavement at crown. (Permit 
No. 16150, 1994 - PG&E).
Entry Last Updated : 5/24/2021

CrossingConduit1073 UCIPAUG2021

16150
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1.37 1.37 UCIP DS_ID:23635
EP_NO: 15689
Crossing Status: Not Found
FIELD_STRUCT_DESC: *REMOVED* 12-inch steel 
discharge pipe through the levee, approximately 1 foot 
below the crown. Siphon breaker in protective housing on 
shoulder. Manhole at the landside (LS) toe. Concrete box 
structure on discharge end of pipe. Rock revetment on the 
waterside (WS) slope. (Permit No. 15689, 1992 - A. G. 
Spanos Construction).
Entry Last Updated : 5/24/2021

Pipe59 UCIPAUG2021

15689

1.38 1.38 UCIP DS_ID:23520
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 7.6 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway across 
the berm. [Additional Reference(s): DWR Levee Log, 
1987. USACE San Joaquin O&M Manual 612.1, June 
1965, (HLM 1.63)].
Entry Last Updated : 5/24/2021

Land Side to 
Water Side

Culvert1075 UCIPAUG2021

1.39 1.39 Structure Stop sign on the landside hinge.
Entry Last Updated : 1/29/2021

Land SideSign764 INSPECTION

1.39 1.39 Structure Sign on the waterside hinge.
Entry Last Updated : 1/29/2021

Water SideSign765 INSPECTION

1.39 1.39 Structure Sign on the waterside.
Entry Last Updated : 1/29/2021

Water SideSign766 INSPECTION

1.39 1.39 Fence Entry Last Updated : 7/16/2020Land SideWood770 INSPECTION

1.39 1.39 Wall Concrete wall on the landside slope.
Entry Last Updated : 1/28/2021

Land SideConcrete / 
Masonry Wall

771 INSPECTION

1.39 1.73 Fence Wood fence within 15 feet of landside toe.
Entry Last Updated : 1/28/2021

Land SideWood23 LEVEELOG

1.40 1.40 Fence Barbed wire on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideBarbed Wire767 INSPECTION

1.40 1.40 Gate Pop up metal post gate.
Entry Last Updated : 4/21/2015

CrownMetal768 INSPECTION
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1.41 1.41 Ramp Ramp on the waterward slope.
Entry Last Updated : 3/12/2015

Water SideRamp74 GEILEVEELOG

1.41 1.72 Wall Flood wall on the waterside hinge.
Entry Last Updated : 1/28/2021

Water SideFlood769 INSPECTION

1.48 1.48 Structure Swimming pool approximately 20 feet from landside toe.
Entry Last Updated : 1/29/2021

Land SidePool77 USACEPI

1.59 1.59 Structure Swimming pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool11 LEVEELOG

1.70 1.80 Revetment Slope and berm rock revetted.
Entry Last Updated : 4/21/2015

Water SideRock772 INSPECTION

1.73 1.73 Ditches Unknown channel bisecting levee. Rock revetted.
Entry Last Updated : 4/21/2015

Water Side to 
Land Side

Unlined773 INSPECTION

1.77 2.26 Fence Wood fence within 15 feet of landside toe.
Entry Last Updated : 1/28/2021

Land SideWood85 USACEPI

1.78 2.25 Wall Flood wall on the waterside hinge.
Entry Last Updated : 1/28/2021

Water SideFlood774 INSPECTION

1.79 1.79 Structure Pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool88 USACEPI

1.80 1.80 Structure Pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool775 INSPECTION

1.84 1.84 Structure Pool within 20 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool94 USACEPI

1.86 1.86 Structure Pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool776 INSPECTION
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1.90 1.90 UCIP DS_ID:23622
EP_NO: 15447
Crossing Status: Not Found
FIELD_STRUCT_DESC: 12-inch steel water pipe through 
the levee, 11 feet below the crown. Shutoff valve on the 
landside (LS). Valve in street next to intersection of 
Chaparral and Bowie Way south of Bear Creek. Pipe 
crosses through the levee, then runs parallel to toe to 
west. (Permit No. 15447, 1990 - A. G. Spanos 
Construction).
Entry Last Updated : 5/24/2021

CrossingPipe1076 UCIPAUG2021

15447

1.92 1.92 Structure Pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool777 INSPECTION

1.97 1.97 Structure Pool within 15-20 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool97 USACEPI

2.00 2.00 Structure Pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool778 INSPECTION

2.02 2.02 Structure Pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool779 INSPECTION

2.03 2.03 Structure Pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool780 INSPECTION

2.12 2.12 Structure Pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool51 LEVEELOG

2.17 2.17 Structure Pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool50 LEVEELOG

2.18 2.18 Structure Pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool49 LEVEELOG

2.23 2.23 Structure Pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool781 INSPECTION

2.25 2.25 Ramp Access ramp from waterside berm to levee crown.
Entry Last Updated : 1/28/2021

Water SideRamp109 GEILEVEELOG

16684B

2.25 2.29 Wall Retaining wall on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRetaining782 INSPECTION
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2.26 2.26 Gate Pop up metal post gate.
Entry Last Updated : 4/21/2015

CrownMetal783 INSPECTION

2.26 2.26 Fence Metal fence on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideMetal24 LEVEELOG

2.26 2.26 Fence Metal fence on the landside slope.
Entry Last Updated : 1/28/2021

Land SideMetal784 INSPECTION

2.26 2.26 Structure Entry Last Updated : 4/21/2015Land SideSign785 INSPECTION

2.27 2.27 Structure Light pole on the waterside hinge.
Entry Last Updated : 1/29/2021

Water SidePole - Light786 INSPECTION

2.27 2.27 At Grade Davis Road crosses at levee crown.
Entry Last Updated : 1/28/2021

CrossingRoad / Highway787 INSPECTION

2.27 2.27 UCIP DS_ID:23521
EP_NO: 13294
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Six 4-inch concrete encased 
galvanized iron communications and power conduits 
through the levee, 2.5 feet below the crown. Concrete 
cutoff wall around conduits under levee center. Rock 
revetment on the waterside (WS) slope. Two manholes in 
southbound lane just north of bridge. PG&E marker 
placed on bridge abutment. (Permit No. 13294, 1981 - 
PT&T). [Additional Reference(s): DWR Levee Log, 1987].
Entry Last Updated : 5/25/2021

CrossingConduit1077 UCIPAUG2021

13294

2.28 2.28 UCIP DS_ID:25000
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch coated steel domestic 
water pipe through the levee, 2 feet below the crown. Pipe 
visible on upstream side of bridge. Vent on pipe at the 
waterside (WS) slope.
Entry Last Updated : 5/25/2021

CrossingPipe1078 UCIPAUG2021

2.28 2.30 Fence Wood fence within 15 feet of landside toe.
Entry Last Updated : 1/28/2021

Land SideWood110 USACEPI

2.28 2.28 Structure Entry Last Updated : 4/21/2015Water SideSign788 INSPECTION
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2.28 2.28 UCIP DS_ID:23627
EP_NO: 14745
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 4-inch steel high pressure gas 
main through the levee, 3 feet below the crown. Cutoff 
wall around pipe under center of levee. Rock revetment 
located on the waterside (WS) slope. (4-inch line was 
authorized under Permit No. 14745, 1987 - Pacific Gas & 
Electric Co [PG&E])
Entry Last Updated : 5/25/2021

CrossingPipe1079 UCIPAUG2021

14745

2.28 2.28 Gate Pop up metal post gate.
Entry Last Updated : 4/21/2015

CrownMetal789 INSPECTION

2.29 2.29 Fence Metal fence on the landside slope.
Entry Last Updated : 1/28/2021

Land SideMetal25 LEVEELOG

2.29 2.29 Fence Metal fence on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideMetal790 INSPECTION

2.30 2.30 Wall Retaining wall on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRetaining793 INSPECTION

2.30 2.30 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp792 INSPECTION

2.30 2.33 Fence Chain link fence on landside toe.
Entry Last Updated : 1/28/2021

Land SideChain Link122 GEILEVEELOG

2.30 3.08 Wall Flood wall on the waterside hinge.
Entry Last Updated : 1/28/2021

Water SideFlood794 INSPECTION

2.31 2.37 Fence Barbed wire fence on the landside toe.
Entry Last Updated : 1/28/2021

Land SideBarbed Wire795 INSPECTION

2.31 2.31 UCIP DS_ID:23522
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5.5 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway across 
the berm. [Additional Reference(s): DWR Levee Log, 
1987. USACE San Joaquin O&M Manual 612.1, June 
1965, (HLM 2.59)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1080 UCIPAUG2021
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2.37 2.40 Fence Wood fence on the landside toe.
Entry Last Updated : 1/28/2021

Land SideWood796 INSPECTION

2.40 2.40 Fence Barbed wire fence on the landside toe.
Entry Last Updated : 1/28/2021

Land SideBarbed Wire797 INSPECTION

2.55 2.55 Structure Large propane tank within 15 feet of landside toe just 
beyond fence.
Entry Last Updated : 1/29/2021

Land SideTank139 USACEPI

2.57 2.57 Structure 1' manhole on crown labelled Monitoring Well.
Entry Last Updated : 4/21/2015

CrownMonitoring Well798 INSPECTION

2.62 2.65 Wall Retaining wall on landside toe.
Entry Last Updated : 1/28/2021

Land SideRetaining142 USACEPI

2.63 2.63 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp799 INSPECTION

2.64 2.64 UCIP DS_ID:23523
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 10 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway across 
berm. [Additional Reference(s): DWR Levee Log, 1987. 
USACE San Joaquin O&M Manual 612.1, June 1965, 
(HLM 2.82)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert1081 UCIPAPR2021

2.64 2.64 Ramp Ramp on the waterward slope.
Entry Last Updated : 4/21/2015

Water SideRamp145 GEILEVEELOG

2.72 2.75 Wall Retaining wall, varying in height from 3.5 to 5 feet, near 
base of landside levee slope.
Entry Last Updated : 1/28/2021

Land SideRetaining146 USACEPI

2.73 2.73 Ramp Entry Last Updated : 7/16/2020Water SideRamp800 INSPECTION

2.73 2.73 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp801 INSPECTION

2.76 2.76 Gate Pop up metal post gate.
Entry Last Updated : 4/21/2015

CrownMetal802 INSPECTION
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2.76 2.76 Structure Powerline pole on the landside slope.
Entry Last Updated : 1/29/2021

Land SidePole - Utility805 INSPECTION

2.76 2.76 Structure Entry Last Updated : 4/21/2015Land SideSign803 INSPECTION

2.76 2.76 At Grade Dirt access road on the landside.
Entry Last Updated : 1/28/2021

Land SideRoad / Highway804 INSPECTION

2.77 2.77 Fence Wood fence within 15 feet of landside toe.
Entry Last Updated : 1/28/2021

Land SideWood806 INSPECTION

2.78 2.78 UCIP DS_ID:23524
EP_NO: 12508
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch coated steel high 
pressure gas main through the levee, 2.5 feet below the 
crown. Steel cutoff wall around main at center of levee. 
Regulator and reducing regulator on the landside (LS). 
Right of way marker signs on shoulder. 5-foot by 6-foot 
vault and vent off the LS toe. (Permit No. 12508, 1978 - 
PG&E). [Additional Reference(s): DWR Levee Log, 1987].
Entry Last Updated : 5/25/2021

CrossingPipe1082 UCIPAUG2021

12508

2.78 2.78 Structure Power pole on levee shoulder.
Entry Last Updated : 4/21/2015

Land SidePole - Utility157 USACEPI

2.78 2.78 Aerial Overhead telephone line crosses the levee.
Entry Last Updated : 1/28/2021

CrossingCommunications807 INSPECTION

2.78 2.78 Aerial Overhead power line crosses the levee.
Entry Last Updated : 4/21/2015

CrossingHigh Voltage154 GEILEVEELOG

2.78 2.78 Ramp Paved driveway on the landside.
Entry Last Updated : 1/28/2021

Land SideRamp808 INSPECTION

2.79 2.79 Ramp Ramp on the watereward slope.
Entry Last Updated : 7/16/2020

Water SideRamp147 GEILEVEELOG

2.80 2.80 UCIP DS_ID:24999
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch coated steel water main, 
at an unknown depth. Fire hydrant on the landside (LS) 
shoulder. Pipe may go through the levee.
Entry Last Updated : 5/25/2021

CrossingPipe1083 UCIPAUG2021
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2.80 2.80 UCIP DS_ID:23525
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 8 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway across 
the berm. [Additional Reference(s): DWR Levee Log, 
1987. USACE San Joaquin O&M Manual 612.1, June 
1965, (HLM 3.09)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1084 UCIPAUG2021

2.81 2.81 At Grade Lower Sacramento Road bisects levee.
Entry Last Updated : 1/28/2021

Land SideRoad / Highway161 USACEPI

16683C

2.81 2.81 Fence Barbed wire fence on the crown.
Entry Last Updated : 1/28/2021

CrownBarbed Wire810 INSPECTION

2.81 2.81 UCIP DS_ID:23689
EP_NO: 17675
Crossing Status: Found
FIELD_STRUCT_DESC: 16-inch steel water line through 
the levee, at an unknown depth. Access lid on the 
landside (LS) shoulder. Pipe attached to downstream side 
of bridge. (Permit No. 17675, 2003 - A. G. Spanos 
Construction).
Entry Last Updated : 5/25/2021

CrossingPipe1085 UCIPAUG2021

17675

2.81 2.81 Revetment Bank and slope rock revetted.
Entry Last Updated : 3/12/2015

Water SideRock160 GEILEVEELOG

2.82 2.82 Structure Powerline pole on the landside slope.
Entry Last Updated : 1/29/2021

Land SidePole - Utility813 INSPECTION

2.82 2.82 Fence Barbed wire fence on the landside slope.
Entry Last Updated : 1/28/2021

Land SideBarbed Wire814 INSPECTION

2.83 2.83 UCIP DS_ID:23526
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7.5 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway across 
the berm. [Additional Reference(s): DWR Levee Log, 
1987. USACE San Joaquin O&M Manual 612.1, June 
1965, (HLM 3.12) and 612 (addendum), February 1999, 
(HLM 3.15) (Station 166+25)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1086 UCIPAUG2021
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2.83 2.83 Gate Metal drive gate across access ramp.
Entry Last Updated : 1/28/2021

Land SideMetal163 GEILEVEELOG

2.84 2.84 Ramp Ramp on the waterward slope.
Entry Last Updated : 3/12/2015

Water SideRamp164 GEILEVEELOG

2.94 2.94 Structure Entry Last Updated : 4/21/2015Land SideSign816 INSPECTION

3.06 3.08 Revetment Bank and slope rock revetted.
Entry Last Updated : 3/12/2015

Water SideRock170 GEILEVEELOG

3.06 3.06 UCIP DS_ID:23528
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 42-inch corrugated metal 
drainage pipe through the levee, 7.3 feet below the crown. 
Concrete U-shaped headwall on both sides. Flap gate on 
the waterside (WS) end. Grouted intake on the landside 
(LS). Cobble grouted spillway across the berm. [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 3.36)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1087 UCIPAUG2021

3.07 3.07 UCIP DS_ID:23527
EP_NO: 14065
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 1-inch communications cable 
sleeved through a 4-inch galvanized iron pipe conduit 
through the levee, 3.5 feet below the crown. 
Communications line markers visible off the landside (LS) 
toe next to railroad grade. (Permit No. 14065, 1985 - 
MCI). [Additional Reference(s): DWR Levee Log, 1987].
Entry Last Updated : 5/25/2021

CrossingConduit1088 UCIPAUG2021

14065

3.07 3.07 Structure Concrete manhole with spalling on side from impact.
Entry Last Updated : 1/29/2021

Water SideManhole Cover171 USACEPI

3.07 3.07 Gate Metal drive gate.
Entry Last Updated : 1/28/2021

CrownMetal179 GEILEVEELOG

3.07 3.07 At Grade Train tracks bisects levee.
Entry Last Updated : 1/28/2021

CrossingRailroad175 USACEPI

16648O

3.07 3.07 Structure Entry Last Updated : 4/21/2015Water SideSign818 INSPECTION
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3.07 3.07 Structure Entry Last Updated : 4/21/2015Land SideSign819 INSPECTION

3.08 3.08 Aerial Overhead powerline crosses the levee.
Entry Last Updated : 1/28/2021

CrossingHigh Voltage929 INSPECTION

3.08 3.08 Structure Concrete manhole with spalling on side from impact.
Entry Last Updated : 4/21/2015

Water SideManhole Cover820 INSPECTION

3.08 3.08 UCIP DS_ID:23529
EP_NO: 14110
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 1-inch communications cable 
sleeved through a 4-inch galvanized iron pipe conduit 
through the levee, 3.5 feet below the crown. Markers 
visible along railroad grade. (Permit No. 14110, 1986 - 
United Telecom Communications). [Additional 
Reference(s): DWR Levee Log, 1987].
Entry Last Updated : 5/25/2021

CrossingConduit1089 UCIPAUG2021

14110

3.08 3.08 Gate Metal drive gate.
Entry Last Updated : 1/28/2021

CrownMetal184 GEILEVEELOG

3.09 3.09 UCIP DS_ID:23530
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 16-inch high pressure gas main 
of an unknown material through the levee, at an unknown 
depth. Gas line markers visible off LS toe. [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 3.38)].
Entry Last Updated : 5/25/2021

CrossingPipe1090 UCIPAUG2021

3.09 3.09 Ramp Ramp on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp35 LEVEELOG

15243

3.09 3.09 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp169 GEILEVEELOG

15243

3.17 3.17 Structure Entry Last Updated : 4/21/2015Land SideSign821 INSPECTION
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3.18 3.18 UCIP DS_ID:23651
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch storm drainage pipe of 
an unknown material through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
3.48) (Station 183+50)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1091 UCIPAUG2021

3.25 3.25 Ramp Ramp on waterward slope.
Entry Last Updated : 3/12/2015

Water SideRamp187 GEILEVEELOG

3.26 3.26 UCIP DS_ID:23531
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
water drainage pipe through the levee, 7.5 feet below the 
crown. Concrete U-shaped headwalls on both ends. Flap 
gate on the waterside (WS) end. Cobble grouted spillway 
across the berm. [Additional Reference(s): DWR Levee 
Log, 1987. USACE San Joaquin O&M Manual 612.1, 
June 1965, (HLM 3.57)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert1092 UCIPAPR2021

3.27 3.27 UCIP DS_ID:23532
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal 
drainage pipe through the levee, 8.5 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway across 
berm. [Additional Reference(s): DWR Levee Log, 1987. 
USACE San Joaquin O&M Manual 612.1, June 1965, 
(HLM 3.58)].
Entry Last Updated : 5/24/2021

Land Side to 
Water Side

Culvert1093 UCIPAUG2021

3.28 3.28 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp36 LEVEELOG

13653

3.28 3.28 Ramp Ramp on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp194 GEILEVEELOG

13653

3.33 3.33 UCIP DS_ID:23652
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch storm drainage pipe of 
an unknown material through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
3.63) (Station 192+15)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1094 UCIPAUG2021
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3.35 3.35 Structure Entry Last Updated : 4/21/2015Land SideSign822 INSPECTION

3.36 3.36 UCIP DS_ID:23653
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
3.66) (Station 193+15)].
Entry Last Updated : 5/25/2021

CrossingCulvert1095 UCIPAUG2021

3.47 3.47 Miscellaneou
s

Turnaround on landward side of crown.
Entry Last Updated : 3/12/2015

Land SideTurnout195 GEILEVEELOG

3.48 3.48 Aerial Overhead power line crosses the levee.
Entry Last Updated : 3/12/2015

CrossingHigh Voltage197 GEILEVEELOG

3.49 3.49 Ramp Access ramp from waterside to levee crown.
Entry Last Updated : 4/21/2015

Water SideRamp196 USACEPI

3.49 3.49 UCIP DS_ID:23533
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 7 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Slide gate on the landside (LS) 
end. Grouted intake on the LS. Cobble grouted spillway 
across berm. [Additional Reference(s): DWR Levee Log, 
1987. USACE San Joaquin O&M Manual 612.1, June 
1965, (HLM 3.81)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1096 UCIPAUG2021

3.59 3.59 UCIP DS_ID:23654
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 42-inch culvert of an unknown 
material for railroad drainage ditch through the levee, at 
an unknown depth. [Additional Reference(s): USACE San 
Joaquin O&M Manual 612 (addendum), February 1999, 
(HLM 3.90) (Station 206+00)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1097 UCIPAUG2021

3.63 3.63 Structure Entry Last Updated : 4/21/2015Land SideSign823 INSPECTION

Page 22 of 80Report Created : Monday, August 23, 2021   11:25



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0017

Waterway

Unit No. 07 Bear Creek

Bank

Right

Unit Miles

16.11

San Joaquin County Flood Control and Water Conservation District

Inspector

David
Julian

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

3.64 3.64 UCIP DS_ID:23702
EP_NO: 17523
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 1 of 2: 30-inch water line 
sleeved through a 54-inch steel casing through the levee, 
approximately 5 feet below the crown. Annular gap 
grouted. Blowoff valves well off the landside (LS) toe. 
Micarta markers off LS toe. (Permit No. 17523, 2003 - City 
of Stockton Public Works Department).
Entry Last Updated : 5/25/2021

CrossingPipe1098 UCIPAUG2021

17523

3.64 3.64 UCIP DS_ID:23703
EP_NO: 17523
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 2 of 2: 54-inch steel conduit with 
36-inch sewer line sleeved through it through the levee, 
approximately 5 feet below the crown. Annular gap 
grouted. Blowoff valves off the landside (LS) toe. (Permit 
No. 17523, 2003 - City of Stockton Public Works 
Department).
Entry Last Updated : 5/25/2021

CrossingPipe1099 UCIPAUG2021

15381-A

17523

3.78 3.78 Ramp Ramp on landward slope.
Entry Last Updated : 3/12/2015

Land SideRamp203 GEILEVEELOG

3.78 3.78 UCIP DS_ID:23534
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Slide gate on the landside (LS) 
end. Grouted intake on the LS. Cobble grouted spillway 
across the berm. [Additional Reference(s): DWR Levee 
Log, 1987. USACE San Joaquin O&M Manual 612.1, 
June 1965, (HLM 4.10) and 612 (addendum), February 
1999, (HLM 4.10) (Station 216+43)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert1100 UCIPAUG2021

3.80 3.80 UCIP DS_ID:23655
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 36-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
4.11) (Station 216+90)].
Entry Last Updated : 5/25/2021

CrossingCulvert1101 UCIPAUG2021

3.88 3.88 Structure 1 foot manhole - Monitoring well on levee crown.
Entry Last Updated : 1/29/2021

CrownMonitoring Well207 USACEPI
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3.90 3.90 Structure Entry Last Updated : 4/21/2015Land SideSign825 INSPECTION

4.02 4.02 Miscellaneou
s

Turnout on landside of crown.
Entry Last Updated : 1/28/2021

Land SideTurnout210 USACEPI

4.04 4.04 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp39 LEVEELOG

4.04 4.04 Ramp Ramp on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp215 GEILEVEELOG

4.05 4.05 UCIP DS_ID:23535
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 8 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Grouted intake on the landside 
(LS). Cobble grouted spillway across the berm. [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 4.37) and 
612 (addendum), February 1999, (HLM 4.33) (Station 
228+58)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1102 UCIPAUG2021

4.17 4.17 Structure Entry Last Updated : 4/21/2015Land SideSign826 INSPECTION

4.29 4.29 UCIP DS_ID:23536
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal pipe 
siphon through the levee, 10.4 feet below the crown. Slide 
gate in 36-inch corrugated metal riser unit on the 
waterside (WS) slope. Siphon cleanout in center of 
channel. Slide gate in concrete standpipe at the landside 
(LS) toe. [Additional Reference(s): DWR Levee Log, 1987. 
USACE San Joaquin O&M Manual 612.1, June 1965, 
(HLM 4.62) and 612 (addendum), February 1999, (HLM 
4.62) (Station 243+84)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Pipe1103 UCIPAUG2021

4.29 4.29 At Grade West Lane crosses channel.
Entry Last Updated : 1/28/2021

CrossingRoad / Highway218 USACEPI

1668D

7193

4.29 4.29 Structure CMP concrete manhole for sluice gate at levee crown.
Entry Last Updated : 1/29/2021

CrownStandpipe220 USACEPI

16684D
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4.29 4.29 Revetment Bank and slope rock revetted.
Entry Last Updated : 3/12/2015

Water SideRock222 GEILEVEELOG

4.29 4.29 Gate Metal drive gate.
Entry Last Updated : 1/28/2021

CrownMetal225 GEILEVEELOG

4.29 4.29 Structure Concrete manhole on the landside.
Entry Last Updated : 4/21/2015

Land SideManhole Cover827 INSPECTION

4.32 4.32 Aerial Overhead telephone line crosses the levee.
Entry Last Updated : 4/21/2015

CrossingCommunications231 GEILEVEELOG

4.32 4.32 Aerial Overhead power line crosses the levee.
Entry Last Updated : 4/21/2015

CrossingHigh Voltage229 GEILEVEELOG

4.32 4.32 UCIP DS_ID:23537
EP_NO: 9110
Crossing Status: Found
FIELD_STRUCT_DESC: Two 4-inch communications 
conduits of an unknown material through the levee, both 3 
feet below the crown. Steel cutoff wall around conduits 
under center of levee. Rock revetment on the waterside 
(WS) slope. Two 4-inch galvanized iron pipes visible on 
upstream side of bridge. (Permit No. 9110, 1973 - PT&T). 
[Additional Reference(s): DWR Levee Log, 1987].
Entry Last Updated : 5/25/2021

CrossingConduit1104 UCIPAUG2021

9110

4.32 4.32 UCIP DS_ID:23699
EP_NO: 5841
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 1-inch telephone conduit of an 
unknown material through the levee, 5 feet below the 
crown. Metal cutoff wall under center of levee. Rock 
revetment on the waterside (WS) slope. (Permit No. 5841, 
1967 - PT&T).
Entry Last Updated : 5/25/2021

CrossingConduit1105 UCIPAUG2021

5841

4.32 4.32 UCIP DS_ID:23621
EP_NO: 15418
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 24-inch steel natural gas 
pipeline through the levee, 1.5 feet below the crown. 
Signs on the landside (LS) and waterside (WS) slopes. 
(Permit No. 15418, 1990 - PG&E).
Entry Last Updated : 5/25/2021

CrossingPipe1106 UCIPAUG2021

15418

4.32 4.32 Gate Metal drive gate.
Entry Last Updated : 4/21/2015

CrownMetal232 GEILEVEELOG
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4.32 4.51 Fence Barbed wire fence on landward slope toe.
Entry Last Updated : 3/12/2015

Land SideBarbed Wire230 GEILEVEELOG

4.34 4.34 UCIP DS_ID:23538
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 8.3 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Grouted intake on the landside 
(LS). Cobble grouted spillway across berm. [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 4.66)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1107 UCIPAUG2021

4.48 4.48 UCIP DS_ID:23539
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch pipe of an unknown 
material or unknown purpose through the levee, 9.4 feet 
below the crown. Flap gate on the waterside (WS) end. 40-
inch corrugated metal riser unit with slide gate on the 
landside (LS) toe. [Additional Reference(s): DWR Levee 
Log, 1987. USACE San Joaquin O&M Manual 612.1, 
June 1965, (HLM 4.82)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1108 UCIPAUG2021

4.49 4.49 Gate Metal gate across the landside ramp.
Entry Last Updated : 1/28/2021

Land SideMetal830 INSPECTION

4.49 4.49 Ramp Ramp on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp829 INSPECTION

4.53 4.53 Structure Manhole on landside levee slope.
Entry Last Updated : 4/21/2015

Land SideManhole Cover242 USACEPI

4.54 4.54 UCIP DS_ID:23540
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 8.8 feet below the crown. 
44-inch concrete standpipe on the landside (LS) toe. 
Concrete U-shaped headwall on the waterside (WS) end. 
Flap gate on the WS end. Cobble grouted spillway across 
the berm. [Additional Reference(s): DWR Levee Log, 
1987. USACE San Joaquin O&M Manual 612.1, June 
1965, (HLM 4.88) and 612 (addendum), February 1999, 
(HLM 4.88) (Station 257+60)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1109 UCIPAUG2021
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4.56 4.59 Revetment Bank rock revetted to top of berm.
Entry Last Updated : 3/12/2015

Water SideRock244 GEILEVEELOG

4.62 4.62 Miscellaneou
s

Turnaround on landward side of crown.
Entry Last Updated : 3/12/2015

Land SideTurnout245 GEILEVEELOG

4.83 4.83 UCIP DS_ID:23656
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
5.17) (Station 272+72)].
Entry Last Updated : 5/25/2021

CrossingCulvert1110 UCIPAUG2021

4.89 4.89 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp831 INSPECTION

4.92 4.92 Structure Abandoned bridge piers in waterway.
Entry Last Updated : 1/29/2021

Water SideBridge254 USACEPI

4.94 4.94 Structure 3' CM riser with sluice gate.
Entry Last Updated : 4/21/2015

Water SideStandpipe832 INSPECTION

4.94 4.94 UCIP DS_ID:23541
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
irrigation pipe siphon through the levee, 7.5 feet below the 
crown. Slide gate in 24-inch corrugated metal riser unit on 
the waterside (WS) slope. Concrete distribution box at the 
landside (LS) toe. 24-inch reinforced concrete pipe under 
channel. [Additional Reference(s): DWR Levee Log, 1987. 
USACE San Joaquin O&M Manual 612.1, June 1965, 
(HLM 5.29)].
Entry Last Updated : 5/25/2021

Water Side to 
Land Side

Pipe1111 UCIPAUG2021

4.95 4.95 UCIP DS_ID:23542
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 10-inch steel irrigation pipe 
through the levee, 2.5 feet below the crown. Pump 
mounted on the concrete base on the landside (LS). 
Irrigation well and concrete distribution box on the LS, 10 
feet from the toe. 60-inch concrete standpipe on the LS 
toe. [Additional Reference(s): DWR Levee Log, 1987. 
USACE San Joaquin O&M Manual 612.1, June 1965, 
(HLM 5.30)].
Entry Last Updated : 5/25/2021

Water Side to 
Land Side

Pipe1112 UCIPAUG2021
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4.96 4.96 Ramp Access ramp to dirt road on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp255 USACEPI

4.97 4.97 UCIP DS_ID:23657
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 8-inch pipe of an unknown 
material or unknown purpose through the levee, at an 
unknown depth. [Additional Reference(s): USACE San 
Joaquin O&M Manual 612 (addendum), February 1999, 
(HLM 5.31) (Station 280+34)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1113 UCIPAUG2021

4.97 4.97 UCIP DS_ID:23543
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 36-inch corrugated metal 
storm drainage pipe through the levee, 8.9 feet below the 
crown. Concrete U-shaped headwall on both ends. Flap 
gate on the waterside (WS) end. Grouted intake on the 
landside (LS). Cobble grouted spillway across the berm. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.1, June 1965, (HLM 5.33) 
and 612 (addendum), February 1999, (HLM 5.37) (Station 
283+76)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1114 UCIPAUG2021

4.97 4.97 UCIP DS_ID:23678
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 36-inch corrugated metal 
drainage pipe through the levee, 8.9 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Grouted intake on the landside 
(LS). Cobble grouted spillway across the berm. [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 5.33)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert1115 UCIPAPR2021

4.98 4.98 Ramp Ramp on the waterward slope. 
Entry Last Updated : 3/12/2015

Water SideRamp259 GEILEVEELOG

5.20 5.20 Ramp Ramp and turnout on the landward toe.
Entry Last Updated : 3/12/2015

Land SideRamp264 GEILEVEELOG

5.23 5.28 Revetment Bank rock revetted to the top of the bank.
Entry Last Updated : 1/28/2021

Water SideRock266 GEILEVEELOG

12517

5.26 5.26 Ramp Access ramp from waterside berm to levee crown.
Entry Last Updated : 1/28/2021

Water SideRamp267 USACEPI
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5.49 5.49 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp40 LEVEELOG

5.49 5.49 Ramp Ramp on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp273 USACEPI

5.50 5.50 Ditches Drainage ditch at landside toe, running to permitted 
culvert.
Entry Last Updated : 1/28/2021

Land SideUnlined277 USACEPI

5.50 5.50 UCIP DS_ID:23544
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal storm 
drainage pipe through the levee, 10.6 feet below the 
crown. Concrete U-shaped headwall on the waterside 
(WS) end. Flap gate on the WS end. Cobble grouted 
spillway across the berm. [Additional Reference(s): DWR 
Levee Log, 1987. USACE San Joaquin O&M Manual 
612.1, June 1965, (HLM 5.87) and 612 (addendum), 
February 1999, (HLM 5.81) (Station 306+88)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1116 UCIPAUG2021

5.50 5.50 At Grade SPRR railroad crosses the levee.
Entry Last Updated : 1/28/2021

CrossingRailroad276 USACEPI

16684N

5.50 5.50 Gate Metal guard rail gate.
Entry Last Updated : 1/28/2021

CrownMetal279 GEILEVEELOG

5.50 5.50 Revetment Bank rock revetted to the top of the bank.
Entry Last Updated : 3/12/2015

Water SideRock274 GEILEVEELOG

5.50 5.50 UCIP DS_ID:23700
EP_NO: 17100
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 10-inch high-density 
polyethylene communications conduit through the levee, 
approximately 30 feet below the crown. Twelve 1.5-inch 
communications conduits encased in the conduit. Fiber 
optics line markers along the west edge of the railroad 
tracks (Permit No. 17100, 2000 - Level 3 
Communications).
Entry Last Updated : 5/25/2021

CrossingConduit1117 UCIPAUG2021

17100
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5.51 5.51 UCIP DS_ID:24998
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Gas pipeline of an unknown 
material through the levee, at an unknown depth. Gas line 
markers along the west side of the railroad tracks.
Entry Last Updated : 5/25/2021

CrossingPipe1118 UCIPAUG2021

5.52 5.52 UCIP DS_ID:23545
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6.9 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Grouted intake on the landside 
(LS). Cobble grouted spillway across berm. [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 5.90)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert1119 UCIPAUG2021

5.52 5.52 Gate Metal gate across the crown.
Entry Last Updated : 1/28/2021

CrownMetal838 INSPECTION

5.52 5.85 Fence Chainlink fence on the landside slope.
Entry Last Updated : 1/28/2021

Land SideChain Link839 INSPECTION

5.59 5.59 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp42 LEVEELOG

5.59 5.59 Ramp Ramp on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp286 GEILEVEELOG

5.59 5.59 Gate Chain link gate at the bottom of the landside toe.
Entry Last Updated : 1/28/2021

Land SideChain Link840 INSPECTION

5.60 5.60 UCIP DS_ID:23546
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: *ABANDONED* 36-inch 
corrugated metal drainage pipe through the levee, 7.9 feet 
below the crown. Concrete U-shaped headwall on the 
waterside (WS) end. Concrete headwall on the landside 
(LS). Flap gate on the WS end. Cobble grouted spillway 
across the berm. [Additional Reference(s): DWR Levee 
Log, 1987. USACE San Joaquin O&M Manual 612.1, 
June 1965, (HLM 5.97)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1120 UCIPAUG2021
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5.60 5.60 UCIP DS_ID:25047
EP_NO: 5431B
Crossing Status: Not Found
FIELD_STRUCT_DESC: *REMOVED* 1 of 3: 4-inch 
coated steel drainage pipe through the levee, 3 feet below 
the crown. (Installed under Permit No. 5431-B, 1975 - Tri 
Valley Growers). (Removed under Permit No. 15091, 
1989 - Tri Valley Growers). [Additional Reference(s): 
USACE San Joaquin O&M Manual 612.1, June 1965].
Entry Last Updated : 5/25/2021

Pipe60 UCIPAUG2021

5431B

5.60 5.60 UCIP DS_ID:23547
EP_NO: 5431
Crossing Status: Not Found
FIELD_STRUCT_DESC: 1 of 2: 4-inch coated steel 
drainage pipe through the levee, 3 feet below the crown. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.1, June 1965, (HLM 5.98)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1121 UCIPAUG2021

5431

5.60 5.60 UCIP DS_ID:23679
EP_NO: 5431
Crossing Status: Not Found
FIELD_STRUCT_DESC: 2 of 2: 10-inch coated steel 
drainage pipe through the levee, 3 feet below the crown. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.1, June 1965, (HLM 5.98)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1123 UCIPAUG2021

5431

5.60 5.60 UCIP DS_ID:25049
EP_NO: 15091
Crossing Status: Not Found
FIELD_STRUCT_DESC: 12-inch coated steel drainage 
siphon pipe through the levee, 3 feet below the crown. 
Cutoff wall around pipe under waterside (WS) shoulder. 
(Permit No. 15091, 1989 - Tri Valley Growers).
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Pipe1125 UCIPAUG2021

15091

5.60 5.60 UCIP DS_ID:25050
EP_NO: 5431B
Crossing Status: Not Found
FIELD_STRUCT_DESC: *REMOVED* 2 of 3: 10-inch 
coated steel drainage pipe through the levee, 3 feet below 
the crown. (Installed under Permit No. 5431-B, 1975 - Tri 
Valley Growers). (Removed under Permit No. 15091, 
1989 - Tri Valley Growers). [Additional Reference(s): 
USACE San Joaquin O&M Manual 612.1, June 1965].
Entry Last Updated : 5/25/2021

Pipe63 UCIPAUG2021

5431B
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5.60 5.60 UCIP DS_ID:25048
EP_NO: 5431
Crossing Status: Not Found
FIELD_STRUCT_DESC: *REMOVED* 3 of 3: 10-inch 
coated steel drainage pipe through the levee, 3 feet below 
the crown. (Installed under Permit No. 5431, 1975 - Tri 
Valley Growers). (Removed under Permit No. 5431-B, 
1975 - Tri Valley Growers). [Additional Reference(s): 
USACE San Joaquin O&M Manual 612.1, June 1965].
Entry Last Updated : 5/25/2021

Pipe64 UCIPAUG2021

5431

5.60 5.60 UCIP DS_ID:25051
EP_NO: 5431B
Crossing Status: Not Found
FIELD_STRUCT_DESC: *REMOVED* 3 of 3: 10-inch 
coated steel drainage pipe through the levee, 3 feet below 
the crown. (Installed under Permit No. 5431-B, 1975 - Tri 
Valley Growers). (Removed under Permit No. 15091, 
1989 - Tri Valley Growers). [Additional Reference(s): 
USACE San Joaquin O&M Manual 612.1, June 1965].
Entry Last Updated : 5/25/2021

Pipe66 UCIPAUG2021

5431B

5.68 5.85 Miscellaneou
s

Evaporation pond levee 10 feet from landward slope.
Entry Last Updated : 1/28/2021

Land SidePit290 GEILEVEELOG

5.69 5.69 UCIP DS_ID:23549
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6.9 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Grouted intake on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 1987. 
USACE San Joaquin O&M Manual 612.1, June 1965, 
(HLM 6.06)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1128 UCIPAUG2021

5.82 5.82 UCIP DS_ID:23550
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5.9 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Grouted intake on the landside 
(LS). Cobble grouted spillway across the berm. [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 6.20)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1129 UCIPAUG2021

5.92 5.92 Structure Entry Last Updated : 4/21/2015Land SideSign841 INSPECTION
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5.93 5.93 UCIP DS_ID:23551
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 5.5 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Grouted intake on the landside 
(LS). Cobble grouted spillway across the berm. [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 6.32) and 
612 (addendum), February 1999, (HLM 6.34) (Station 
334+54), listed as a 36-inch pipe].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1130 UCIPAUG2021

5.97 5.97 UCIP DS_ID:23658
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 36-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
6.34) (Station 334+54)].
Entry Last Updated : 5/25/2021

CrossingPipe1131 UCIPAUG2021

5.99 5.99 UCIP DS_ID:23680
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
6.36) (Station 335+74)].
Entry Last Updated : 5/25/2021

CrossingPipe1132 UCIPAUG2021

6.06 6.06 UCIP DS_ID:23659
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 36-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
6.43) (Station 339+72)].
Entry Last Updated : 5/25/2021

CrossingPipe1133 UCIPAUG2021

6.10 6.13 Wall Flood wall on the waterside hinge.
Entry Last Updated : 1/28/2021

Water SideFlood16 LEVEELOG

6.11 6.11 Ramp Access ramp from landside to levee crown.
Entry Last Updated : 1/28/2021

Land SideRamp299 USACEPI
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6.11 6.11 UCIP DS_ID:23552
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 6.4 feet below the crown. 
Concrete U-shaped headwall on the waterside (WS) end. 
Flap gate on the WS end. Cobble grouted spillway across 
the berm. Slide gate on the landside (LS) end. [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 6.51) and 
612 (addendum), February 1999, (HLM 6.51) (Station 
343+82)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1134 UCIPAUG2021

6.12 6.12 UCIP DS_ID:23553
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 84-inch by 84-inch reinforced 
concrete culvert irrigation siphon through the levee, 12.5 
feet below the crown. Slide gate in concrete riser unit on 
the waterside (WS) slope. Concrete U-shaped headwall 
on the landside (LS). [Additional Reference(s): DWR 
Levee Log, 1987. USACE San Joaquin O&M Manual 
612.1, June 1965, (HLM 6.51)].
Entry Last Updated : 5/25/2021

Water Side to 
Land Side

Non-Round1135 UCIPAUG2021

6.12 6.12 Wall Retaining wall on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRetaining842 INSPECTION

6.12 6.12 Wall Retaining wall on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRetaining843 INSPECTION

6.12 6.12 Ramp Ramp on the landward slope.
Entry Last Updated : 3/12/2015

Land SideRamp301 GEILEVEELOG

6.12 6.12 Aerial Overhead power line crosses the levee.
Entry Last Updated : 3/12/2015

CrossingHigh Voltage307 GEILEVEELOG

6.13 6.13 UCIP DS_ID:23554
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5.3 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Grouted intake on the landside 
(LS). Cobble grouted spillway across the berm. [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 6.53)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1136 UCIPAUG2021

Page 34 of 80Report Created : Monday, August 23, 2021   11:25



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0017

Waterway

Unit No. 07 Bear Creek

Bank

Right

Unit Miles

16.11

San Joaquin County Flood Control and Water Conservation District

Inspector

David
Julian

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

6.14 6.14 Ramp Access ramp from landside to levee crown.
Entry Last Updated : 1/28/2021

Land SideRamp306 USACEPI

6.29 6.29 UCIP DS_ID:23660
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
6.66) (Station 351+47)].
Entry Last Updated : 5/25/2021

CrossingPipe1137 UCIPAUG2021

6.39 6.39 UCIP DS_ID:23661
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
6.77) (Station 357+58)].
Entry Last Updated : 5/25/2021

CrossingPipe1138 UCIPAUG2021

6.44 6.49 Wall Retaining wall on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRetaining844 INSPECTION

6.44 6.44 UCIP DS_ID:23555
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6.7 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Grouted intake on the landside 
(LS). Cobble grouted spillway across the berm. [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 6.85)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1139 UCIPAUG2021

6.44 6.44 Gate Metal drive gate.
Entry Last Updated : 1/28/2021

CrownMetal319 GEILEVEELOG

6.44 6.44 Structure Entry Last Updated : 4/21/2015Land SideSign845 INSPECTION

6.45 6.45 Structure Power pole on landside levee slope.
Entry Last Updated : 1/29/2021

Land SidePole - Utility311 USACEPI

6.45 6.45 Fence Barbed wire on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideBarbed Wire26 LEVEELOG
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6.45 6.45 Aerial Overhead power line crosses the levee.
Entry Last Updated : 3/12/2015

CrossingHigh Voltage318 GEILEVEELOG

6.45 6.45 Fence Barbed wire on the landside slope.
Entry Last Updated : 1/28/2021

Land SideBarbed Wire846 INSPECTION

6.45 6.45 Aerial Overhead telephone line crosses the levee.
Entry Last Updated : 1/28/2021

CrossingCommunications847 INSPECTION

6.45 6.45 At Grade 8 Mile Road crosses levee crown.
Entry Last Updated : 1/28/2021

CrossingRoad / Highway313 USACEPI

16684E

6.47 6.47 Revetment Bank and slope rock revetted.
Entry Last Updated : 3/12/2015

Water SideRock315 GEILEVEELOG

6.47 6.47 Structure Pole is connected by a support wire to the power pole on 
the other side of the road.
Entry Last Updated : 4/22/2015

Land SidePole - Utility850 INSPECTION

6.47 6.47 Structure Entry Last Updated : 4/22/2015Land SideSign849 INSPECTION

6.47 6.47 Gate Metal gate across the crown.
Entry Last Updated : 1/28/2021

CrownMetal848 INSPECTION

6.47 6.47 UCIP DS_ID:25041
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Coated steel gas line of an 
unknown size apparently through the levee, at an 
unknown depth. Vaults and vents off the landside (LS) 
toe. Gate valves on the LS of opposite bank.
Entry Last Updated : 5/25/2021

CrossingPipe1140 UCIPAUG2021

6.48 6.48 UCIP DS_ID:23556
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 6 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Grouted intake on the landside 
(LS) end. Cobble grouted spillway across the berm. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.1, June 1965, (HLM 6.88) 
and 612 (addendum), February 1999, (HLM 6.95) (Station 
367+11)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1144 UCIPAUG2021
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6.49 6.49 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp851 INSPECTION

6.62 6.62 UCIP DS_ID:23557
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 6.5 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway across 
the berm. Culvert with slide gate in WID headwall on the 
WS. [Additional Reference(s): DWR Levee Log, 1987. 
USACE San Joaquin O&M Manual 612.1, June 1965, 
(HLM 7.02) and 612 (addendum), February 1999, (HLM 
6.97) (Station 368+08)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1145 UCIPAUG2021

6.72 6.72 Structure Bridge abutment on waterside levee slope.
Entry Last Updated : 1/29/2021

Water SideBridge326 USACEPI

6.73 6.82 Revetment Bank rock revetted to the top of the berm.
Entry Last Updated : 3/12/2015

Water SideRock330 GEILEVEELOG

6.73 6.73 Wall Retaining wall on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRetaining852 INSPECTION

6.73 6.73 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp853 INSPECTION

6.74 6.74 Gate Metal gate across landside access ramp.
Entry Last Updated : 1/28/2021

Land SideMetal854 INSPECTION

6.74 6.74 Mark Survey marker on the landside slope.
Entry Last Updated : 1/28/2021

Land SideSurvey855 INSPECTION

6.74 6.74 Fence Barbed wire fence on the landside slope.
Entry Last Updated : 1/28/2021

Land SideBarbed Wire856 INSPECTION

6.74 6.74 At Grade U.S. 99 Frontage Road crosses levee at crown elevation.
Entry Last Updated : 1/28/2021

CrossingRoad / Highway332 GEILEVEELOG

6.74 6.81 At Grade U.S. 99 Freeway crosses levee at crown elevation.
Entry Last Updated : 1/28/2021

CrossingRoad / Highway333 GEILEVEELOG

3566

6.74 6.74 Ditches Paved drainage ditch for frontage road.
Entry Last Updated : 4/22/2015

Land SideLined336 USACEPI
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6.74 6.74 UCIP DS_ID:23558
EP_NO: 4286A
Crossing Status: Not Found
FIELD_STRUCT_DESC: 8-inch gas pipeline through the 
levee, 3.7 feet below the crown. In 1998, a 4-inch 
emergency zone valve from the left bank of Bear Creek 
and relocated to the East Frontage Road, Highway 99. (8-
inch pipe authorized under Permit No. 4286-A, 1963 - 
Pacific Gas and Electric Company [PG&E]; related 
permits for this crossing include Permit Nos. 4286, -B, -
C, -D, 1963 - PG&E) [Additional Reference(s): DWR 
Levee Log, 1977, 1978, 1987, 1990. USACE San 
Joaquin  O&M Manual Unit 612, Part No. 1 - Bear Creel 
Project, June 1965, (HLM 7.14)]
Entry Last Updated : 5/25/2021

CrossingPipe1146 UCIPAUG2021

4286

4286A

4286-A

6.76 6.76 UCIP DS_ID:23559
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 9 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway across 
berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.1, June 1965, (HLM 7.14) 
8-inch pipe listed].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1147 UCIPAUG2021

6.79 6.79 UCIP DS_ID:23560
EP_NO: 16684-C
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 9 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway across 
the berm. Barricade cross fence. (Permit No. 16684-J, 
1997 - San Joaquin County Flood Control Agency). 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 7.19)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1148 UCIPAUG2021

16684-A

16684-C

16684-O

6.81 6.81 Structure Powerline pole on the crown.
Entry Last Updated : 1/29/2021

CrownPole - Utility859 INSPECTION

6.81 6.81 Aerial Power lines cross diagonally across channel.
Entry Last Updated : 4/22/2015

CrossingHigh Voltage860 INSPECTION

6.81 6.81 Fence Barbed wire fence on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideBarbed Wire28 LEVEELOG
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6.81 6.81 Fence Barbed wire fence on the landside slope.
Entry Last Updated : 1/28/2021

Land SideBarbed Wire858 INSPECTION

6.81 6.81 Aerial Overhead power line crosses the levee.
Entry Last Updated : 4/22/2015

CrossingHigh Voltage339 GEILEVEELOG

6.81 6.81 Aerial Overhead telephone line crosses the levee.
Entry Last Updated : 1/28/2021

CrossingCommunications857 INSPECTION

6.81 6.81 At Grade U.S. 99 Frontage Road crosses levee at crown elevation.
Entry Last Updated : 1/28/2021

CrossingRoad / Highway340 GEILEVEELOG

4293

6.82 6.82 UCIP DS_ID:23561
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch concrete drainage pipe 
through the levee, 8 feet below the crown. Concrete U-
shaped headwalls on both ends. Flap gate on the 
waterside (WS) end. Cobble grouted spillway across 
berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 7.21)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1149 UCIPAUG2021

16684-F

6.82 6.82 Structure 6' concrete riser with sluice gate.
Entry Last Updated : 4/22/2015

Water SideStandpipe861 INSPECTION

6.82 6.82 Gate Metal drive gate.
Entry Last Updated : 1/28/2021

CrownMetal341 GEILEVEELOG

6.82 6.82 Wall Retaiing wall on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRetaining862 INSPECTION

6.83 6.83 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp863 INSPECTION

6.89 6.89 UCIP DS_ID:23662
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
7.28) (Station 384+52)].
Entry Last Updated : 5/25/2021

CrossingCulvert1150 UCIPAUG2021
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6.95 6.95 UCIP DS_ID:23562
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 8 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 7.34) and 
612 (addendum), February 1999, (HLM 7.30) (Station 
385+65)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1151 UCIPAUG2021

7.11 7.11 UCIP DS_ID:23563
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway across 
berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 7.51) and 
612 (addendum), February 1999, (HLM 7.45) (Station 
393+26)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert1152 UCIPAPR2021

7.11 7.70 Fence Barbed wire fence within 15 feet of landside toe.
Entry Last Updated : 1/28/2021

Land SideBarbed Wire346 USACEPI

7.16 7.24 Revetment Bank rock revetted.
Entry Last Updated : 1/28/2021

Water SideRock864 INSPECTION

7.30 7.30 Revetment Channel bank rock revetted.
Entry Last Updated : 3/12/2015

Water SideRock353 GEILEVEELOG

7.31 7.31 UCIP DS_ID:23564
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 7.5 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 7.72)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert1153 UCIPAPR2021
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7.35 7.35 UCIP DS_ID:23565
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 7 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 7.75)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1154 UCIPAUG2021

7.36 7.36 UCIP DS_ID:23566
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 7.76) and 
612 (addendum), February 1999, (HLM 7.78) (Station 
410+54)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1155 UCIPAUG2021

7.58 7.58 UCIP DS_ID:23567
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 7.99) and 
612 (addendum), February 1999, (HLM 7.94) (Station 
419+06)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1156 UCIPAUG2021

7.70 7.83 Fence Chain link fence within 15 feet of landside toe.
Entry Last Updated : 1/28/2021

Land SideChain Link867 INSPECTION

7.73 7.73 UCIP DS_ID:23663
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch storm drainage pipe of 
an unknown material through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
8.14) (Station 429+90)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1157 UCIPAUG2021
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7.73 7.73 UCIP DS_ID:23568
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal 
drainage pipe through the levee, 8 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 8.15)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1158 UCIPAUG2021

7.76 7.76 UCIP DS_ID:23664
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
8.17) (Station 431+60)].
Entry Last Updated : 5/25/2021

CrossingCulvert1159 UCIPAUG2021

7.77 7.77 UCIP DS_ID:23665
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
8.18) (Station 432+16)].
Entry Last Updated : 5/25/2021

CrossingCulvert1160 UCIPAUG2021

7.83 7.83 Gate Access gate on levee crown.
Entry Last Updated : 1/28/2021

CrownMetal365 USACEPI

7.83 7.83 Structure Entry Last Updated : 4/22/2015Water SideSign868 INSPECTION

7.84 7.84 Revetment Channel bank cobble revetted.
Entry Last Updated : 3/12/2015

Water SideCobble364 GEILEVEELOG

7.84 7.84 At Grade Central California Traction R.R. crosses the levee at 
crown elevation.
Entry Last Updated : 1/28/2021

CrossingRailroad369 GEILEVEELOG

7.85 7.85 At Grade Dirt access road runs from landside.
Entry Last Updated : 1/28/2021

Land SideRoad / Highway869 INSPECTION
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7.85 7.85 Gate Metal gate across the landside ramp.
Entry Last Updated : 1/28/2021

Land SideMetal870 INSPECTION

7.85 7.85 Gate Metal gate across the crown.
Entry Last Updated : 1/28/2021

CrownMetal871 INSPECTION

7.85 7.85 Fence Barbed wire fence on the landside slope.
Entry Last Updated : 1/28/2021

Land SideBarbed Wire872 INSPECTION

7.85 7.85 Structure Entry Last Updated : 4/22/2015Water SideSign873 INSPECTION

7.85 7.85 UCIP DS_ID:23569
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 36-inch corrugated metal 
drainage pipe through the levee, 10.5 feet below the 
crown. Flap gate on the waterside (WS) end. Slide gate in 
48-inch corrugated metal riser unit on the WS slope. 
Concrete U-shaped headwall on both ends. Cobble 
grouted spillway on bank. Cobble grouted apron on the 
landside (LS) end. [Additional Reference(s): DWR Levee 
Log, 1987. USACE San Joaquin O&M Manual 612.2, 
1967, (HLM 8.28)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert1161 UCIPAPR2021

7.86 7.86 Structure Slide gate in C.M. riser on the waterward slope.
Entry Last Updated : 4/22/2015

Water SideStandpipe874 INSPECTION

7.86 7.86 Structure Slide gate in C.M. riser on the waterward slope.
Entry Last Updated : 4/22/2015

Water SideStandpipe875 INSPECTION

7.86 7.86 Ditches Ditch running away from landside toe.
Entry Last Updated : 1/28/2021

Land SideUnlined877 INSPECTION

7.86 7.86 UCIP DS_ID:23682
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 36-inch corrugated metal 
drainage pipe through the levee, 10.5 feet below the 
crown. Flap gate on the waterside (WS) end. Slide gate in 
48-inch corrugated metal riser unit on the WS slope. 
Concrete U-shaped headwall on both ends. Cobble 
grouted spillway on bank. Cobble grouted apron on the 
landside (LS) end. [Additional Reference(s): DWR Levee 
Log, 1987. USACE San Joaquin O&M Manual 612.2, 
1967, (HLM 8.28)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert1162 UCIPAPR2021
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7.86 7.86 Ramp Ramp on the landward slope.
Entry Last Updated : 1/28/2021

Land SideRamp366 GEILEVEELOG

7.86 7.86 Gate Metal gate across the landside ramp.
Entry Last Updated : 1/28/2021

Land SideMetal878 INSPECTION

8.06 8.06 Ramp Ramp on the waterward slope.
Entry Last Updated : 3/12/2015

Water SideRamp372 GEILEVEELOG

8.07 8.07 UCIP DS_ID:23570
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 6.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 8.49) and 
612 (addendum), February 1999, (HLM 8.41) (Station 
444+00)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1163 UCIPAUG2021

8.08 8.08 Structure Bridge across the Creek, bridge deck is about 1 foot lower 
than the levee crown elevation.
Entry Last Updated : 1/29/2021

Water SideBridge375 USACEPI

8.08 8.08 At Grade Paved access road across the crown.
Entry Last Updated : 1/28/2021

CrossingRoad / Highway881 INSPECTION

8.08 8.08 Gate Metal gate across the landside ramp.
Entry Last Updated : 1/28/2021

Land SideMetal882 INSPECTION

8.09 8.09 Ramp Access ramp on landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp373 USACEPI

8.14 8.14 UCIP DS_ID:23666
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 36-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
8.56) (Station 452+12)].
Entry Last Updated : 5/25/2021

CrossingCulvert1164 UCIPAUG2021
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8.25 8.25 UCIP DS_ID:23667
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 36-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
8.68) (Station 458+55)].
Entry Last Updated : 5/25/2021

CrossingCulvert1165 UCIPAUG2021

8.32 8.32 UCIP DS_ID:23571
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation siphon 
pipe through the levee, 2 feet below the crown. Siphon 
breaker in 24-inch corrugated metal riser unit on the 
waterside (WS) slope. 30-inch concrete riser unit on the 
landside (LS), 3 feet from toe. [Additional Reference(s): 
DWR Levee Log, 1987. USACE San Joaquin O&M 
Manual 612.2, 1967, (HLM 8.75)].
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Pipe1166 UCIPAPR2021

8.32 8.32 Structure 30" concrete riser on landside slope.
Entry Last Updated : 4/22/2015

Land SideStandpipe884 INSPECTION

8.32 8.32 Structure 24" CM pipe riser on waterside slope.
Entry Last Updated : 4/22/2015

Water SideStandpipe883 INSPECTION

8.33 8.33 At Grade Dirt access road runs from the landside.
Entry Last Updated : 1/28/2021

Land SideRoad / Highway887 INSPECTION

8.33 8.33 Ramp Ramp on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp43 LEVEELOG

8.33 8.33 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp885 INSPECTION

8.33 8.33 Gate Metal gate across the landside ramp.
Entry Last Updated : 1/28/2021

Land SideMetal886 INSPECTION
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8.34 8.34 UCIP DS_ID:23572
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal 
drainage pipe through the levee, 7 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 8.77)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert1167 UCIPAUG2021

8.34 8.34 UCIP DS_ID:23573
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 8.78)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1168 UCIPAUG2021

8.35 8.35 Gate Metal gate on the landside slope.
Entry Last Updated : 1/28/2021

Land SideMetal890 INSPECTION

8.35 8.35 Ramp Ramp on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp891 INSPECTION

8.40 8.40 Ramp Ramp on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp44 LEVEELOG

8.40 8.40 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp892 INSPECTION

8.40 8.40 Ramp Ramp on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp17 LEVEELOG

8.40 8.40 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp45 LEVEELOG

8.53 8.53 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp893 INSPECTION
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8.54 8.54 UCIP DS_ID:23574
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble spillway across the berm. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 8.97) and 
612 (addendum), February 1999, (HLM 8.90) (Station 
469+82)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1169 UCIPAUG2021

8.54 8.54 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp894 INSPECTION

8.63 8.63 Revetment Channel bank cobble revetted.
Entry Last Updated : 3/12/2015

Water SideCobble393 GEILEVEELOG

8.65 8.65 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp895 INSPECTION

8.72 8.72 Fence Post & cable fence on the landside toe.
Entry Last Updated : 1/28/2021

Land SidePost & Cable896 INSPECTION

8.72 8.72 Structure Bridge across creek, bridge deck is about 1 foot lower 
than the levee crown elevation.
Entry Last Updated : 1/29/2021

Water SideBridge397 USACEPI

14021

6132

8.72 8.72 Gate Metal gate on the landside ramp.
Entry Last Updated : 1/28/2021

Land SideMetal898 INSPECTION

8.72 8.72 Ramp Ramp on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp897 INSPECTION

8.72 8.72 At Grade Access road runs from the landside.
Entry Last Updated : 1/28/2021

Land SideRoad / Highway899 INSPECTION

8.72 8.72 Aerial Overhead power line crosses levee.
Entry Last Updated : 3/12/2015

CrossingHigh Voltage401 GEILEVEELOG
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8.73 8.73 UCIP DS_ID:23576
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 6.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 9.17) and 
612 (addendum), February 1999, (HLM 9.17) (Station 
484+30)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1170 UCIPAUG2021

8.73 8.73 UCIP DS_ID:23668
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 36-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
9.17) (Station 484+02)].
Entry Last Updated : 5/25/2021

CrossingPipe1171 UCIPAUG2021

8.73 8.73 Ramp Ramp on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp47 LEVEELOG

14021

8.73 8.73 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp392 USACEPI

14021

8.73 8.73 Fence Post & cable fence on the landside toe.
Entry Last Updated : 1/28/2021

Land SidePost & Cable900 INSPECTION

8.74 8.74 Revetment Channel bank rock revetted.
Entry Last Updated : 3/12/2015

Water SideRock399 GEILEVEELOG

8.93 8.93 Ramp Ramp on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp48 LEVEELOG

8.93 8.93 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp404 USACEPI

8.94 8.94 Structure Weir structure across the river, located at about 20 feet 
from waterside levee toe.
Entry Last Updated : 1/29/2021

Water SideWeir403 USACEPI

10975A

8.94 8.94 Fence Post & Cable fence on the landside toe.
Entry Last Updated : 1/28/2021

Land SidePost & Cable901 INSPECTION
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8.96 8.96 Structure 36 inch standpipe on the landside.
Entry Last Updated : 4/22/2015

Land SideStandpipe902 INSPECTION

8.96 8.96 Structure 36 inch standpipe on the landside.
Entry Last Updated : 4/22/2015

Land SideStandpipe903 INSPECTION

8.96 8.96 UCIP DS_ID:23577
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch irrigation siphon pipe of 
an unknown material through the levee, 8 feet below the 
crown. Siphon cleanout in center of channel. Siphon 
breaker in 6-inch steel riser unit on the waterside (WS) 
shoulder. 36-inch concrete standpipe on the landside (LS) 
toe. [Additional Reference(s): DWR Levee Log, 1987. 
USACE San Joaquin O&M Manual 612.2, 1967, (HLM 
9.41)].
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Pipe1172 UCIPAPR2021

8.96 8.96 UCIP DS_ID:23578
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 8 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwall on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 9.41) and 
612 (addendum), February 1999, (HLM 9.37) (Station 
494+50)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert1173 UCIPAPR2021

8.96 8.96 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp904 INSPECTION

9.00 9.00 UCIP DS_ID:23579
EP_NO: 12553A
Crossing Status: Not Found
FIELD_STRUCT_DESC: 6-inch steel irrigation pipe 
through the levee, 3 feet below the crown. Siphon breaker 
on the landside (LS) shoulder. (Permit No. 12553-A, 
1980 - Wilbur C. Leffler Jr.). [Additional Reference(s): 
DWR Levee Log, 1987].
Entry Last Updated : 5/25/2021

Water Side to 
Land Side

Pipe1174 UCIPAUG2021

12553

12553A

12553-A

9.10 9.10 Ramp Ramp on waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp414 USACEPI
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9.11 9.11 UCIP DS_ID:23580
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 6.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwall on both ends. Cobble grouted spillway and 
apron. [Additional Reference(s): DWR Levee Log, 1987. 
USACE San Joaquin O&M Manual 612.2, 1967, (HLM 
9.56) and 612 (addendum), February 1999, (HLM 9.56) 
(Station 504+71)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1175 UCIPAUG2021

9.12 9.12 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp906 INSPECTION

9.20 9.20 Miscellaneou
s

Vehicle turnaround on landside crown.
Entry Last Updated : 1/28/2021

Land SideTurnout413 USACEPI

9.21 9.35 Revetment Bank rock revetted.
Entry Last Updated : 1/28/2021

Water SideRock907 INSPECTION

9.33 9.33 UCIP DS_ID:23669
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. Concrete U-shaped headwalls on both ends. 
[Additional Reference(s): USACE San Joaquin O&M 
Manual 612 (addendum), February 1999, (HLM 9.79) 
(Station 516+97)].
Entry Last Updated : 5/25/2021

CrossingPipe1176 UCIPAUG2021

9.38 9.38 UCIP DS_ID:23581
EP_NO: 14090
Crossing Status: Not Found
FIELD_STRUCT_DESC: 6-inch corrugated metal 
drainage pipe and electrical conduit through the levee, 
both 2 feet below the crown. 2-inch vacuum relief valve on 
the waterside (WS) levee shoulder. Pump and motor 
mounted on the WS slope and berm. 8.625-inch steel 
suction pipe from pump to channel. (Permit No. 14090, 
1985 - F. B. Bognuda). [Additional Reference(s): DWR 
Levee Log, 1987].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1177 UCIPAUG2021

14090

9.38 9.38 Structure Entry Last Updated : 4/22/2015Land SideSign908 INSPECTION

9.42 9.42 Ramp Ramp on the landward slope.
Entry Last Updated : 3/12/2015

Land SideRamp427 GEILEVEELOG
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9.44 9.44 Ramp Access ramp on waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp432 USACEPI

9.45 9.45 UCIP DS_ID:23582
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 7.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the WS end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 9.91)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1178 UCIPAUG2021

9.45 9.45 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp909 INSPECTION

9.53 9.53 Mark Wooden marker post with yellow markings on the landside 
levee slope.
Entry Last Updated : 1/28/2021

Land SideMarker428 USACEPI

9.56 9.56 Revetment Channel bank rock revetted.
Entry Last Updated : 3/12/2015

Water SideRock449 GEILEVEELOG

9.62 9.62 Ramp Ramp on the waterward slope.
Entry Last Updated : 1/28/2021

Water SideRamp450 GEILEVEELOG

9.63 9.63 UCIP DS_ID:23583
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 10 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 10.09) and 
612 (addendum), February 1999, (HLM 9.94) (Station 
524+90)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1179 UCIPAUG2021

9.63 9.63 Gate Access gate on crown.
Entry Last Updated : 1/28/2021

CrownMetal448 USACEPI

9.63 9.63 At Grade Alpine Rd crosses the crown.
Entry Last Updated : 1/28/2021

CrossingRoad / Highway446 USACEPI
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9.63 9.63 Aerial 3 communication cables crossing overhead on the levee.
Entry Last Updated : 4/22/2015

CrossingCommunications912 INSPECTION

9.63 9.63 Aerial Overhead powerline crosses the levee.
Entry Last Updated : 1/28/2021

CrossingHigh Voltage911 INSPECTION

9.64 9.64 Structure Bridge on the waterside slope for Alpine Rd.
Entry Last Updated : 1/29/2021

Water SideBridge52 LEVEELOG

9.64 9.64 UCIP DS_ID:23641
EP_NO: 16900
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Six 2-inch high-density 
polyethylene conduits containing fiber optics cables 
through the levee, 4 feet below the crown. Bore pit on the 
waterside (WS) slope. Orange and white comm line 
marker on the landside (LS) shoulder. (Permit No. 16900, 
1998 - GST Telecom/MGH Enterprises, Inc.).
Entry Last Updated : 5/27/2021

CrossingConduit1180 UCIPAUG2021

16900

9.64 9.64 Fence Barbed wire fence on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideBarbed Wire913 INSPECTION

9.64 9.64 Gate Metal drive gate.
Entry Last Updated : 1/28/2021

CrownChain Link441 GEILEVEELOG

9.64 9.83 Fence Barbed wire fence on the landside toe.
Entry Last Updated : 1/28/2021

Land SideBarbed Wire914 INSPECTION

9.65 9.65 UCIP DS_ID:23584
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal 
drainage pipe through the levee, 6 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 10.11)].
Entry Last Updated : 5/25/2021

Land Side to 
Water Side

Culvert1181 UCIPAUG2021

9.65 9.65 Revetment Channel bank rock revetted.
Entry Last Updated : 3/12/2015

Water SideRock452 GEILEVEELOG

9.65 9.65 Structure Pump house (valve house) on waterside slope. Two gage 
posts on the waterside towards the river.  Locate permit. 
Monitor.
Entry Last Updated : 3/12/2015

Water SidePump Station444 USACEPI
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9.65 9.65 Structure Pump house atop standpipe on waterside.
Entry Last Updated : 4/22/2015

Water SideStandpipe915 INSPECTION

9.66 9.66 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp916 INSPECTION

9.72 9.72 Revetment Channel bank rock revetted.
Entry Last Updated : 3/12/2015

Water SideRock461 GEILEVEELOG

9.81 9.81 UCIP DS_ID:23670
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
10.28) (Station 542+77)].
Entry Last Updated : 5/26/2021

CrossingCulvert1182 UCIPAUG2021

9.83 9.90 Fence Wood fence on the landside toe.
Entry Last Updated : 1/28/2021

Land SideWood918 INSPECTION

9.90 9.90 Structure Building on the landside toe.
Entry Last Updated : 1/29/2021

Land SideBuilding467 USACEPI

9.93 9.93 Structure Building on the landside toe.
Entry Last Updated : 1/29/2021

Land SideBuilding919 INSPECTION

9.93 10.15 Fence Barbed wire fence on the landside toe.
Entry Last Updated : 1/28/2021

Land SideBarbed Wire920 INSPECTION

9.97 9.97 Ramp Ramp on waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp472 GEILEVEELOG

9.98 9.98 UCIP DS_ID:23585
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. [Additional Reference(s): DWR Levee Log, 
1987. USACE San Joaquin O&M Manual 612.2, 1967, 
(HLM 10.45) and 612 (addendum), February 1999, (HLM 
10.46) (Station 552+25)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert1183 UCIPAPR2021
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9.99 9.99 Ramp Access ramp on waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp475 USACEPI

10.01 10.01 UCIP DS_ID:23671
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 36-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
10.48) (Station 553+11)].
Entry Last Updated : 5/26/2021

CrossingCulvert1184 UCIPAUG2021

10.02 10.02 Structure Monitoring well casing located at the levee crown.
Entry Last Updated : 1/29/2021

CrownMonitoring Well463 USACEPI

10.13 10.13 Ramp Ramp on the waterward slope.
Entry Last Updated : 3/12/2015

Water SideRamp474 GEILEVEELOG

10.15 10.15 UCIP DS_ID:23586
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): USACE San Joaquin O&M 
Manual 612.2, 1967, (HLM 10.62)].
Entry Last Updated : 5/26/2021

Land Side to 
Water Side

Culvert1185 UCIPAUG2021

10.16 10.16 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp922 INSPECTION

10.31 10.31 Miscellaneou
s

Vehicle turnaround on landside crown.
Entry Last Updated : 1/28/2021

Land SideTurnout923 INSPECTION

10.36 10.36 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp924 INSPECTION

10.39 10.39 Fence Barbed wire fence on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideBarbed Wire29 LEVEELOG

10.39 10.39 Gate Metal gate across the crown.
Entry Last Updated : 1/28/2021

CrownChain Link925 INSPECTION
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10.39 10.39 Fence Barbed wire fence on the landside slope.
Entry Last Updated : 1/28/2021

Land SideBarbed Wire926 INSPECTION

10.40 10.40 At Grade Live Oak Road crosses levee at the crown elevation.
Entry Last Updated : 1/28/2021

CrossingRoad / Highway486 GEILEVEELOG

5447

10.40 10.40 Structure Bridge on the waterside slope over Live Oak Rd.
Entry Last Updated : 1/29/2021

Land SideBridge53 LEVEELOG

10.40 10.40 Aerial Overhead telephone line crosses the levee.
Entry Last Updated : 1/28/2021

CrossingCommunications927 INSPECTION

10.40 10.40 Structure Powerline pole on the landside slope.
Entry Last Updated : 1/29/2021

Land SidePole - Utility928 INSPECTION

10.42 10.42 Gate Access gate across the levee crown.
Entry Last Updated : 5/19/2015

CrownMetal480 USACEPI

10.42 10.42 Fence Cable fence on the waterside slope.
Entry Last Updated : 1/28/2021

Water SidePost & Cable30 LEVEELOG

10.42 10.42 Ramp Access ramp on waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp481 USACEPI

10.42 10.42 Fence Cable fence on the landside slope.
Entry Last Updated : 1/28/2021

Land SidePost & Cable930 INSPECTION

10.42 10.42 Revetment Channel bank rock revetted. 
Entry Last Updated : 3/12/2015

Water SideRock477 GEILEVEELOG

10.43 10.43 UCIP DS_ID:23646
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7.5 feet below the crown. 
Flap gate on the waterside (WS). Concrete U-shaped 
headwall on both ends. [Additional Reference(s): DWR 
Levee Log, 1987. USACE San Joaquin O&M Manual 
612.2, 1967, (HLM 10.91) and 612 (addendum), February 
1999, (HLM 10.80) (Station 570+48)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert1186 UCIPAPR2021

10.44 10.44 Ramp Access ramp on waterside slope to low water crossing.
Entry Last Updated : 1/28/2021

Water SideRamp489 GEILEVEELOG
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10.50 10.50 UCIP DS_ID:23672
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
10.98) (Station 579+60)].
Entry Last Updated : 5/26/2021

CrossingCulvert1187 UCIPAUG2021

10.55 10.55 Revetment Channel bank rock revetted.
Entry Last Updated : 3/12/2015

Water SideRock490 GEILEVEELOG

10.56 10.56 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp931 INSPECTION

10.63 10.63 Ramp Ramp to dirt access road on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp932 INSPECTION

10.63 10.63 Revetment Channel bank rock revetted.
Entry Last Updated : 3/12/2015

Water SideRock493 GEILEVEELOG

10.65 10.65 Aerial Overhead power line crosses the levee.
Entry Last Updated : 3/12/2015

CrossingHigh Voltage494 GEILEVEELOG

10.65 10.65 UCIP DS_ID:23587
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwall on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the WS end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 11.13)].
Entry Last Updated : 5/26/2021

Land Side to 
Water Side

Culvert1188 UCIPAUG2021

10.66 10.66 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp933 INSPECTION

10.80 10.80 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp934 INSPECTION
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10.81 10.81 UCIP DS_ID:23588
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 6.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 11.30) and 
612 (addendum), February 1999, (HLM 11.26) (Station 
594+46)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert1189 UCIPAPR2021

10.82 10.82 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp936 INSPECTION

10.83 10.83 Revetment Channel bank rock revetted.
Entry Last Updated : 5/19/2015

Water SideRock498 USACEPI

10.99 10.99 UCIP DS_ID:23673
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
11.48) (Station 606+34)].
Entry Last Updated : 5/26/2021

CrossingCulvert1190 UCIPAUG2021

11.15 11.15 UCIP DS_ID:23674
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. Concrete U-shaped headwall on the landside (LS). 
[Additional Reference(s): USACE San Joaquin O&M 
Manual 612 (addendum), February 1999, (HLM 11.64) 
(Station 614+64)].
Entry Last Updated : 5/26/2021

CrossingCulvert1191 UCIPAUG2021

11.16 11.16 Ramp Ramp to low water crossing on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp937 INSPECTION

11.17 11.17 Ramp Ramp on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp938 INSPECTION

11.19 11.19 Structure No dumping sign post at the landside toe.
Entry Last Updated : 1/29/2021

Land SideSign501 USACEPI
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11.23 11.23 Revetment Riprap both upstream and downstream from base. Bank 
cobble grouted.
Entry Last Updated : 3/12/2015

Water SideCobble510 GEILEVEELOG

11.24 11.24 UCIP DS_ID:23589
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch steel irrigation siphon 
pipe through the levee, 11 feet below the crown. Slide 
gate in corrugated metal riser unit on the waterside (WS) 
slope. Siphon cleanout in center of channel. [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 11.74)].
Entry Last Updated : 5/26/2021

Water Side to 
Land Side

Pipe1192 UCIPAUG2021

11.25 11.25 Structure Entry Last Updated : 5/19/2015Land SideSign939 INSPECTION

11.26 11.26 Ramp Access ramp on the landside connects to bridge across 
the creek.
Entry Last Updated : 5/19/2015

Land SideRamp505 USACEPI

11.26 11.26 Structure Silva farm road crosses the levee at the crown elevation.
Entry Last Updated : 5/19/2015

Water SideBridge940 INSPECTION

11.27 11.27 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp941 INSPECTION

11.27 11.27 UCIP DS_ID:23590
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 7.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 11.78)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert1193 UCIPAPR2021

11.60 11.60 UCIP DS_ID:23675
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
12.10) (Station 638+93)].
Entry Last Updated : 5/26/2021

CrossingPipe1194 UCIPAUG2021
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11.61 11.61 Revetment Channel bank rock revetted.
Entry Last Updated : 3/12/2015

Water SideRock528 GEILEVEELOG

11.63 11.66 Revetment Channel bank rock revetted.
Entry Last Updated : 5/19/2015

Water SideRock511 GEILEVEELOG

11.64 11.64 Ramp Ramp on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp942 INSPECTION

11.65 11.65 Aerial Overhead power line crosses the levee.
Entry Last Updated : 1/28/2021

CrossingHigh Voltage530 GEILEVEELOG

12517

11.65 11.65 Structure 3 foot diameter and 15 foot tall concrete pipe riser located 
on the landside at about 12 feet from toe.
Entry Last Updated : 5/19/2015

Land SideStandpipe520 USACEPI

11.66 11.66 UCIP DS_ID:23591
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation siphon 
pipe through the levee, 8 feet below the crown. Slide gate 
in corrugated metal riser unit on the waterside (WS) slope. 
Concrete standpipe on the landside (LS). Siphon cleanout 
in center of channel. [Additional Reference(s): DWR 
Levee Log, 1987. USACE San Joaquin O&M Manual 
612.2, 1967, (HLM 12.17)].
Entry Last Updated : 5/26/2021

Water Side to 
Land Side

Pipe1195 UCIPAUG2021

11.66 11.66 Structure 3 foot diameter CMP standpipe with ladder and control 
valve located on the waterside slope.
Entry Last Updated : 5/19/2015

Water SideStandpipe943 INSPECTION

11.66 11.66 Structure Powerline pole on the landside slope.
Entry Last Updated : 1/29/2021

Land SidePole - Utility944 INSPECTION

11.66 11.66 Aerial Overhead powerline crosses the levee.
Entry Last Updated : 1/28/2021

CrossingHigh Voltage945 INSPECTION

11.69 11.86 Fence Wire fence within 15 feet of landside toe.
Entry Last Updated : 1/28/2021

Land SideBarbed Wire518 USACEPI

11.70 11.70 Structure Weir structure across the river, located at about 20 feet 
from waterside levee toe.
Entry Last Updated : 1/29/2021

Water SideWeir514 USACEPI

10975A
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11.71 11.75 Revetment Bank rock revetted.
Entry Last Updated : 3/12/2015

Water SideRock524 GEILEVEELOG

11.72 11.72 UCIP DS_ID:23592
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch irrigation pipe of an 
unknown material through the levee, 4 feet below the 
crown. 24-inch corrugated metal intake pipe to 36-inch 
corrugated metal pipe riser unit at the waterside (WS) toe 
with pump mounted on top. Concrete U-shaped headwall 
with cobble grouted inlet on intake pipe. Concrete 
standpipe and service pole on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 12.23)].
Entry Last Updated : 5/26/2021

Water Side to 
Land Side

Pipe1196 UCIPAUG2021

11.77 11.77 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp947 INSPECTION

11.79 11.79 UCIP DS_ID:23593
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 8.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 12.30)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert1197 UCIPAUG2021

11.80 11.80 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp949 INSPECTION

11.87 11.87 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp951 INSPECTION

11.87 11.87 Revetment Channel bank rock revetted.
Entry Last Updated : 3/12/2015

Water SideRock547 GEILEVEELOG

11.88 11.88 Gate Access gate across the levee crown.
Entry Last Updated : 5/19/2015

CrownMetal542 USACEPI

11.88 11.88 Aerial Overhead telephone line crosses the levee.
Entry Last Updated : 1/28/2021

CrossingCommunications950 INSPECTION
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11.88 11.88 UCIP DS_ID:23594
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage culvert through the levee, 7.5 feet below the 
crown. 20-inch Snap-Tite lining pipes sleeved through the 
24-inch corrugated metal drainage culvert, 10/09/2018. 
Annular space pressure grouted, 10/10/2018. Flap gate 
on the waterside (WS) end. Concrete U-shaped headwall 
on each end. Cobble grouted spillway across berm. 
Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 12.40)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert1198 UCIPAUG2021

11.88 11.88 Aerial Overhead power line crosses the levee.
Entry Last Updated : 3/12/2015

CrossingHigh Voltage545 GEILEVEELOG

11.89 11.89 At Grade Highway 88 bisects the levee.
Entry Last Updated : 1/28/2021

CrossingRoad / Highway541 USACEPI

11.89 11.89 Structure Bridge across the waterside slope for Highway 88.
Entry Last Updated : 1/29/2021

Water SideWeir55 LEVEELOG

11.90 11.90 UCIP DS_ID:23505
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 7.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 12.42)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert1199 UCIPAPR2021

11.90 11.90 Aerial Overhead telephone line crosses the levee.
Entry Last Updated : 1/28/2021

CrossingCommunications952 INSPECTION

11.90 11.90 Aerial Overhead powerline crosses the levee.
Entry Last Updated : 1/28/2021

CrossingHigh Voltage953 INSPECTION

11.90 11.90 Gate Access gate across the crown.
Entry Last Updated : 1/28/2021

CrownChain Link955 INSPECTION

11.92 12.32 Fence Barbed wire fence on the landside toe.
Entry Last Updated : 1/28/2021

Land SideBarbed Wire956 INSPECTION
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11.92 11.92 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp957 INSPECTION

12.05 12.05 UCIP DS_ID:23506
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch irrigation siphon pipe of 
an unknown material through the levee, 9 feet below the 
crown. Gate valve in 36-inch corrugated metal riser unit 
on the waterside (WS) slope. Siphon cleanout in center of 
channel. Concrete standpipe on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 12.57)].
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Pipe1200 UCIPAPR2021

12.06 12.06 Structure Powerline pole on the landside toe.
Entry Last Updated : 1/29/2021

Land SidePole - Utility18 LEVEELOG

12.06 12.06 Aerial Overhead power line crosses the levee.
Entry Last Updated : 3/12/2015

CrossingHigh Voltage558 GEILEVEELOG

12.08 12.08 Revetment Channel bank rock revetted.
Entry Last Updated : 3/12/2015

Water SideRock559 GEILEVEELOG

12.08 12.08 Structure Murdock farm road crosses the levee at the crown 
elevation. Concrete farm bridge across the channel.
Entry Last Updated : 3/12/2015

Water SideBridge563 GEILEVEELOG

12.08 12.08 Ramp Ramp on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp958 INSPECTION

12.10 12.10 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp959 INSPECTION

12.12 12.12 UCIP DS_ID:23507
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 12.64) and 
612 (addendum), February 1999, (HLM 12.61) (Station 
666+02)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert1201 UCIPAPR2021
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12.19 12.19 UCIP DS_ID:23508
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 12.72) and 
612 (addendum), February 1999, (HLM 12.71) (Station 
671+24)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert1202 UCIPAUG2021

12.21 12.21 UCIP DS_ID:23509
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 12.74) and 
612 (addendum), February 1999, (HLM 12.73) (Station 
672+05)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert1203 UCIPAUG2021

12.21 12.21 Ramp Ramp on the waterward slope.
Entry Last Updated : 3/12/2015

Water SideRamp566 GEILEVEELOG

12.32 12.39 Fence Chain link fence on the landside toe.
Entry Last Updated : 1/28/2021

Land SideChain Link964 INSPECTION

12.32 12.32 Structure Entry Last Updated : 5/19/2015Land SideStairs963 INSPECTION

12.38 12.38 Ramp Access ramp on waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp567 USACEPI

12.38 12.38 Revetment Channel bank cobble revetted.
Entry Last Updated : 3/12/2015

Water SideCobble572 GEILEVEELOG

12.39 12.39 Aerial Overhead powerline crosses the levee.
Entry Last Updated : 1/28/2021

CrossingHigh Voltage965 INSPECTION

12.39 12.39 Structure Power pole located on the landside within 5 feet from the 
toe.
Entry Last Updated : 1/29/2021

Land SidePole - Utility570 USACEPI

13750
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12.39 12.39 UCIP DS_ID:23510
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch irrigation siphon pipe of 
an unknown material through the levee, 8 feet below the 
crown. Gate valve in 48-inch corrugated metal riser unit 
on the waterside (WS) slope. Siphon cleanout in center of 
channel. [Additional Reference(s): DWR Levee Log, 1987. 
USACE San Joaquin O&M Manual 612.2, 1967, (HLM 
12.92)].
Entry Last Updated : 5/27/2021

Water Side to 
Land Side

Pipe1204 UCIPAUG2021

12.39 12.39 Structure 48 inch CMP riser located on the waterside slope.
Entry Last Updated : 1/29/2021

Water SideStandpipe571 USACEPI

12.43 12.73 Fence Barbed wire fence on the landside toe.
Entry Last Updated : 1/28/2021

Land SideBarbed Wire966 INSPECTION

12.44 12.44 UCIP DS_ID:23676
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
12.95) (Station 683+53)].
Entry Last Updated : 5/27/2021

CrossingPipe1205 UCIPAUG2021

12.50 12.50 Ramp Abandoned access ramp on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp573 USACEPI

12.53 12.53 UCIP DS_ID:23511
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal 
irrigation outlet pipe through the levee, 8 feet below the 
crown. Pipe open on both ends. Slide gate in corrugated 
metal riser unit on the waterside (WS) slope. Concrete U-
shaped headwall on the WS end. Cobble grouted around 
headwall. [Additional Reference(s): DWR Levee Log, 
1987. USACE San Joaquin O&M Manual 612.2, 1967, 
(HLM 13.07)].
Entry Last Updated : 5/27/2021

Water Side to 
Land Side

Pipe1206 UCIPAUG2021

12.57 12.57 Revetment Channel bank rock revetted.
Entry Last Updated : 3/12/2015

Water SideRock581 GEILEVEELOG

12.65 12.65 Revetment Channel bank rock revetted.
Entry Last Updated : 3/12/2015

Water SideRock590 GEILEVEELOG
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12.73 12.73 Gate Access gate across the levee crown.
Entry Last Updated : 5/19/2015

CrownMetal584 USACEPI

12.73 12.73 Aerial Overhead powerline crosses the levee.
Entry Last Updated : 1/28/2021

CrossingHigh Voltage583 USACEPI

12833

12.73 12.73 At Grade Harney Lane crosses the levee.
Entry Last Updated : 1/28/2021

CrossingRoad / Highway582 USACEPI

12.73 12.73 Fence Metal fence on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideMetal967 INSPECTION

12.73 12.73 Structure Bridge on the waterside for E Harney Lane.
Entry Last Updated : 1/29/2021

Water SideBridge56 LEVEELOG

12.74 12.74 UCIP DS_ID:24996
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 1.5-inch galvanized iron 
electrical conduit through the levee, at an unknown depth. 
Pipe visible on upstream side of bridge. Likely electrical 
power for signal 300 feet to the east of crown.
Entry Last Updated : 4/16/2021

CrossingConduit1207 UCIPAPR2021

12.74 12.74 Aerial Overhead telephone line crosses the levee.
Entry Last Updated : 1/28/2021

CrossingCommunications968 INSPECTION

12.74 12.74 UCIP DS_ID:23512
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 7 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 13.29)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert1208 UCIPAPR2021

12.74 12.74 Fence Metal fence on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideMetal31 LEVEELOG

12.74 12.74 Fence Metal fence on the landside slope.
Entry Last Updated : 1/28/2021

Land SideMetal969 INSPECTION

12.75 12.75 Gate Metal gate across the crown.
Entry Last Updated : 1/28/2021

CrownMetal970 INSPECTION
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12.79 12.97 Miscellaneou
s

Grapevines on the landside toe.
Entry Last Updated : 1/28/2021

Land SideLandscaping972 INSPECTION

12.80 12.80 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp971 INSPECTION

12.81 12.81 Structure Abandoned concrete weir structure located across the 
creek, located at about 20 feet from waterside levee toe.
Entry Last Updated : 1/29/2021

Water SideWeir592 USACEPI

10975A

12.98 12.98 UCIP DS_ID:23595
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 3: 12-inch steel irrigation 
pipe through the levee, 3 feet below the crown. Concrete 
cutoff wall on the waterside (WS) end. 6-foot diameter 
concrete sump on the WS berm. Pump mounted on top of 
sump. 36-inch corrugated metal intake pipe from channel 
to sump. 36-inch concrete standpipe on the landside (LS) 
slope. Switch panel on the LS. Concrete U-shaped 
headwall with trash rack on the WS end. (Pumping plant 
and sump installed under Permit No. 4854, 1965 - North 
San Joaquin Water Conservation District). [Additional 
Reference(s): DWR Levee Log, 1987, 14-inch pipe listed. 
USACE San Joaquin O&M Manual 612.2, 1967, (HLM 
13.52) 14-inch pipe listed].
Entry Last Updated : 5/27/2021

Water Side to 
Land Side

Pipe1210 UCIPAUG2021

4854

12.98 12.98 Structure Powerline pole on the landside slope.
Entry Last Updated : 1/29/2021

Land SidePole - Utility973 INSPECTION

12.98 12.98 UCIP DS_ID:24995
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: Three 1-inch galvanized iron 
electrical conduits through the levee, 1 foot below the 
crown. Electrical panel on the landside (LS) toe. Pumps 
on the waterside (WS) slope.
Entry Last Updated : 5/27/2021

CrossingConduit1209 UCIPAUG2021
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12.98 12.98 UCIP DS_ID:23687
EP_NO: 4854
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 3: 12-inch steel irrigation 
pipe through the levee, 3 feet below the crown. Concrete 
cutoff wall on the waterside (WS) end. 6-foot diameter 
concrete sump on the WS berm. Pump mounted on top of 
sump. 36-inch corrugated metal intake pipe from channel 
to sump. 36-inch concrete standpipe on the landside (LS) 
slope. Switch panel on the LS. Concrete U-shaped 
headwall with trash rack on the WS end. (Pumping plant 
and sump installed under Permit No. 4854, 1965 - North 
San Joaquin Water Conservation District). [Additional 
Reference(s): DWR Levee Log, 1987, 14-inch pipe listed. 
USACE San Joaquin O&M Manual 612.2, 1967, (HLM 
13.52) 14-inch pipe listed].
Entry Last Updated : 5/27/2021

Water Side to 
Land Side

Pipe1211 UCIPAUG2021

4854

12.98 12.98 UCIP DS_ID:23688
EP_NO: 4854
Crossing Status: Found
FIELD_STRUCT_DESC: 3 of 3: 12-inch steel irrigation 
pipe and electrical conduit through the levee, both 3 feet 
below the crown. Concrete cutoff wall on the waterside 
(WS) end. 6-foot diameter concrete sump on the WS 
berm. Pumps mounted on top of sump. 36-inch 
corrugated metal intake pipe from channel to sump. 36-
inch concrete standpipe on the landside (LS) slope. 
Switch panel on the LS. Concrete U-shaped headwall with 
trash rack on the WS end. (Pumping plant and sump 
installed under Permit No. 4854, 1965 - North San 
Joaquin Water Conservation District). [Additional 
Reference(s): DWR Levee Log, 1987, 14-inch pipe listed. 
USACE San Joaquin O&M Manual 612.2, 1967, (HLM 
13.52) 14-inch pipe listed].
Entry Last Updated : 5/27/2021

Water Side to 
Land Side

Pipe1212 UCIPAUG2021

4854

12.99 12.99 Aerial Overhead power line crosses the levee.
Entry Last Updated : 3/12/2015

CrossingHigh Voltage610 GEILEVEELOG

13.04 13.04 UCIP DS_ID:23596
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation siphon 
pipe through the levee, 3 feet below the crown. 3-inch 
vent pipe on the waterside (WS) slope. 36-inch concrete 
standpipe 120 feet off the landside (LS) toe. [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 13.58)].
Entry Last Updated : 5/27/2021

Water Side to 
Land Side

Pipe1213 UCIPAUG2021
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13.09 13.09 UCIP DS_ID:23597
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5.5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) slope. Cobble grouted spillway. 
Cobble grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 13.64)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert1214 UCIPAPR2021

13.25 13.25 Revetment Channel bank cobble revetted.
Entry Last Updated : 1/28/2021

Water SideCobble616 GEILEVEELOG

13.46 13.46 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp977 INSPECTION

13.48 13.48 Ramp Landside access ramp connects to the bridge.
Entry Last Updated : 1/28/2021

Land SideRamp622 USACEPI

13.48 13.48 Structure Concrete bridge across channel.
Entry Last Updated : 1/29/2021

Water SideBridge629 GEILEVEELOG

13.48 13.48 UCIP DS_ID:23598
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 7.5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS) slope. [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 14.04)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert1215 UCIPAPR2021

13.49 13.49 Aerial Overhead telephone line crosses the levee.
Entry Last Updated : 1/28/2021

CrossingCommunications980 INSPECTION

13.49 13.49 Aerial Overhead power line crosses the levee.
Entry Last Updated : 5/19/2015

CrossingHigh Voltage630 GEILEVEELOG

13.50 13.50 Ramp Ramp on the waterward slope.
Entry Last Updated : 3/12/2015

Water SideRamp628 GEILEVEELOG

13.56 13.56 Ramp Driveway constructed to access the levee crown.
Entry Last Updated : 1/28/2021

Land SideRamp631 USACEPI
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13.56 13.56 Structure Entry Last Updated : 5/19/2015Land SideSign981 INSPECTION

13.62 13.62 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp982 INSPECTION

13.63 13.63 Revetment Channel bank cobble revetted.
Entry Last Updated : 3/12/2015

Water SideCobble639 GEILEVEELOG

13.65 13.65 Ramp Access ramp on landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp635 USACEPI

13.65 13.65 UCIP DS_ID:23599
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 8-inch steel irrigation pipe 
through the levee, 3 feet below the crown. Gate valve on 
the waterside (WS) slope. Pump mounted over 36-inch 
corrugated metal sump on the WS berm. 42-inch concrete 
standpipe on the landside (LS). 1.5-inch galvanized iron 
electrical conduit at same location. [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 14.21)].
Entry Last Updated : 5/27/2021

Water Side to 
Land Side

Pipe1216 UCIPAUG2021

13.65 13.65 Structure Power pole with guy wires located within 10 feet of 
landside toe.
Entry Last Updated : 1/29/2021

Land SidePole - Utility634 USACEPI

12833

13.65 13.65 UCIP DS_ID:23681
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 12-inch steel irrigation 
siphon pipe through the levee, 3 feet below the crown. 3-
inch vent pipe on the waterside (WS) slope. Siphon clean 
out plug in channel. Standpipe on the landside (LS) toe, 
likely part of siphon. [Additional Reference(s): DWR Levee 
Log, 1987].
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Pipe1217 UCIPAPR2021

13.66 13.66 Ramp Ramp on the waterward slope.
Entry Last Updated : 3/12/2015

Water SideRamp637 GEILEVEELOG

13.80 13.80 Revetment Channel bank rock revetted.
Entry Last Updated : 3/12/2015

Water SideRock649 GEILEVEELOG

13.80 13.80 Ramp Access ramp on waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp644 GEILEVEELOG
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13.81 13.81 Ramp Access ramp on the landside slope.
Entry Last Updated : 1/28/2021

Land SideRamp983 INSPECTION

13.82 13.82 UCIP DS_ID:23600
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 14.37)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert1218 UCIPAPR2021

13.82 13.82 Gate Access gate across the levee crown.
Entry Last Updated : 5/19/2015

CrownChain Link646 USACEPI

13.82 13.82 Fence Barbed wire fence on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideBarbed Wire984 INSPECTION

13.83 13.83 At Grade Levee intersects with Kettleman Road.
Entry Last Updated : 1/28/2021

CrossingRoad / Highway645 USACEPI

13.83 13.83 Aerial Overhead telephone line crosses the levee.
Entry Last Updated : 1/28/2021

CrossingCommunications985 INSPECTION

13.83 13.83 Structure Bridge on the waterside for E Kettleman Lane.
Entry Last Updated : 1/29/2021

Water SideBridge57 LEVEELOG

13.83 13.83 UCIP DS_ID:24994
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 2-inch galvanized iron electrical 
conduit through the levee, at an unknown depth. Attached 
to upstream side of bridge.
Entry Last Updated : 5/27/2021

CrossingConduit1219 UCIPAUG2021

13.84 13.84 Aerial Overhead power line crosses the levee.
Entry Last Updated : 1/28/2021

CrossingHigh Voltage655 GEILEVEELOG

13.84 13.84 Gate Metal drive gate.
Entry Last Updated : 1/28/2021

CrownChain Link651 GEILEVEELOG
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13.84 13.84 UCIP DS_ID:23601
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 8 feet below the crown. 
Concrete U-shaped headwall on the waterside (WS) end. 
Flap gate on the WS end. Cobble grouted spillway. 24-
inch corrugated metal drop inlet and cobble grouted intake 
on the landside (LS), no headwall. (Drainage ditch and 12-
inch culverts adjacent to levee installed under Permit No. 
12659, 1979 - Richard Stasand). [Additional Reference(s): 
DWR Levee Log, 1987. USACE San Joaquin O&M 
Manual 612.2, 1967, (HLM 14.39)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert1220 UCIPAUG2021

12659

13.84 13.84 Ramp Ramp on the waterward slope.
Entry Last Updated : 3/12/2015

Water SideRamp653 GEILEVEELOG

13.84 13.84 Gate Metal gate on the landside slope.
Entry Last Updated : 1/28/2021

Land SideMetal987 INSPECTION

13.84 14.14 Fence Chain link fence on the landside slope.
Entry Last Updated : 1/28/2021

Land SideChain Link988 INSPECTION

13.85 14.44 Miscellaneou
s

Landscaping trees and shrubs on the landside slope.
Entry Last Updated : 1/28/2021

Land SideLandscaping990 INSPECTION

13.87 13.87 UCIP DS_ID:23602
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal 
drainage pipe through the levee, 1 foot below the crown. 
Cobble grouted inlet at fish pond on the landside (LS) toe. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 14.42) 7-
inch pipe listed].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert1221 UCIPAUG2021

13.87 13.87 Miscellaneou
s

Pond on landside of levee.
Entry Last Updated : 5/19/2015

Land SidePit989 INSPECTION

13.89 13.89 Structure Entry Last Updated : 5/19/2015Water SideSign991 INSPECTION

14.01 14.01 Structure Pool motor on top of concrete pad next to building.
Entry Last Updated : 5/19/2015

Land SideBuilding992 INSPECTION
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14.01 14.01 Structure Propane tank on the landside slope.
Entry Last Updated : 1/29/2021

Land SideTank993 INSPECTION

14.02 14.02 Structure Pool within 15 feet of landside toe.
Entry Last Updated : 1/29/2021

Land SidePool994 INSPECTION

14.15 14.18 Fence Metal fence on the landside toe.
Entry Last Updated : 1/28/2021

Land SideMetal997 INSPECTION

14.18 14.26 Fence Metal fence on the landside toe.
Entry Last Updated : 1/28/2021

Land SideChain Link998 INSPECTION

14.23 14.23 UCIP DS_ID:24993
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: *REMOVED* 1.5-inch polyvinyl 
chloride drainage pipe through the levee, 0.5 feet below 
the crown. Possible irrigation pipe.
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Pipe1222 UCIPAUG2021

14.26 14.26 UCIP DS_ID:23603
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: *REMOVED* 8-inch steel 
drainage pipe through the levee, 1.5 feet below the crown. 
Not visible on the landside (LS). [Additional Reference(s): 
DWR Levee Log, 1987].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Pipe1223 UCIPAUG2021

14.26 14.44 Fence Barbed wire fence on the landside toe.
Entry Last Updated : 1/28/2021

Land SideBarbed Wire1000 INSPECTION

14.26 14.26 UCIP DS_ID:24992
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: *REMOVED* 4-inch polyvinyl 
chloride drainage pipe through the levee, 3.5 feet below 
the crown. Inlet on the landside (LS) not visible.
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Pipe1224 UCIPAUG2021

14.31 14.31 Gate Guardrail gate on the landside slope.
Entry Last Updated : 1/28/2021

Land SideMetal666 GEILEVEELOG

14.34 14.34 Revetment Channel bank rock revetted.
Entry Last Updated : 3/12/2015

Water SideRock665 GEILEVEELOG
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14.36 14.44 Revetment Channel bank rock revetted.
Entry Last Updated : 1/28/2021

Water SideRock1001 INSPECTION

14.44 14.44 Gate Cable gate across the crown.
Entry Last Updated : 1/28/2021

CrownMetal668 GEILEVEELOG

14.45 14.45 UCIP DS_ID:23604
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 48-inch reinforced concrete 
drainage pipe, 9 feet below the crown. Concrete headwall 
with trash rack on the landside (LS). Cobble grouted 
intake on the LS. Cobble grouted spillway. Open on both 
ends. [Additional Reference(s): DWR Levee Log, 1987. 
USACE San Joaquin O&M Manual 612.2, 1967, (HLM 
15.00)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert1225 UCIPAUG2021

14.45 14.45 Structure Entry Last Updated : 7/17/2020Land SidePole - Utility1003 INSPECTION

14.48 14.48 Structure Wooden flashboard dam structure across the channel. 
Concrete base with cobble riprap both upstream and 
downstream from base. Bank cobble revetted.
Entry Last Updated : 3/12/2015

Water SideWeir669 GEILEVEELOG

14.50 14.50 UCIP DS_ID:25014
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch steel water line through 
the levee, at an unknown depth. Pipe mounted on 
downstream side of bridge.
Entry Last Updated : 5/27/2021

CrossingPipe1226 UCIPAUG2021

14.51 14.51 Structure Bridge on the waterside across the channel.
Entry Last Updated : 1/29/2021

CrossingBridge1004 INSPECTION

14.51 14.51 Aerial Overhead powerline crosses the levee crown.
Entry Last Updated : 1/28/2021

CrossingHigh Voltage1006 INSPECTION

14.51 14.59 At Grade Paved road on the crown.
Entry Last Updated : 1/28/2021

CrownRoad / Highway1007 INSPECTION

14.54 14.54 Structure Entry Last Updated : 7/17/2020Land SidePole - Utility1008 INSPECTION
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14.54 14.54 UCIP DS_ID:23605
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 14-inch reinforced concrete 
drainage pipe through the levee, 4.7 feet below the crown. 
Cobble grouted spillway. Open on both ends. [Additional 
Reference(s): DWR Levee Log, 1987, 12-inch pipe listed. 
USACE San Joaquin O&M Manual 612.2, 1967, (HLM 
15.10) 12-inch pipe listed].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert1227 UCIPAUG2021

14.55 14.55 At Grade Golf cart path runs from the landside.
Entry Last Updated : 1/28/2021

Land SideBikepath1009 INSPECTION

14.59 14.59 At Grade Golf cart path runs from the landside.
Entry Last Updated : 1/28/2021

Land SideBikepath1010 INSPECTION

14.59 14.91 Aerial Aerial high voltage parallel to levee.
Entry Last Updated : 5/19/2015

CrownHigh Voltage1011 INSPECTION

14.62 14.62 Structure Entry Last Updated : 7/17/2020Land SidePole - Utility1012 INSPECTION

14.64 14.64 Structure Entry Last Updated : 7/17/2020Water SidePole - Utility1013 INSPECTION

14.64 14.64 Aerial Overhead power lines across patrol road.
Entry Last Updated : 3/12/2015

CrossingHigh Voltage672 GEILEVEELOG

14.65 14.65 Aerial Overhead power lines cross patrol road.
Entry Last Updated : 3/12/2015

CrossingHigh Voltage674 GEILEVEELOG

14.65 14.65 Structure Entry Last Updated : 7/17/2020Water SidePole - Utility1014 INSPECTION

14.69 14.69 Structure Entry Last Updated : 7/17/2020Land SidePole - Utility1015 INSPECTION

14.76 14.76 UCIP DS_ID:23606
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 4-inch plastic drainage pipe 
through the levee, 0.5 feet below the crown. [Additional 
Reference(s): DWR Levee Log, 1987].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Pipe1228 UCIPAUG2021
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14.77 14.77 Structure Entry Last Updated : 7/17/2020Land SidePole - Utility1016 INSPECTION

14.77 14.77 At Grade Golf cart path runs from the landside.
Entry Last Updated : 1/28/2021

Land SideBikepath33 LEVEELOG

14.84 14.84 At Grade Golf cart path runs from the landside.
Entry Last Updated : 1/28/2021

Land SideBikepath1017 INSPECTION

14.85 14.85 Structure Entry Last Updated : 7/17/2020Land SidePole - Utility1018 INSPECTION

14.87 14.87 At Grade Golf cart path runs from the landside.
Entry Last Updated : 1/28/2021

Land SideBikepath1019 INSPECTION

14.88 14.92 Revetment Channel bank rock revetted.
Entry Last Updated : 1/28/2021

Water SideRock1020 INSPECTION

14.90 14.90 Structure Bridge on the waterside slope across the channel.
Entry Last Updated : 1/29/2021

Water SideBridge1021 INSPECTION

14.93 14.93 UCIP DS_ID:23607
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5.5 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 15.50)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert1229 UCIPAPR2021

14.94 14.94 Miscellaneou
s

Pond located at the landside toe next to pump station.
Entry Last Updated : 5/19/2015

Land SidePit676 USACEPI

14.94 14.94 Structure Pump house inside wooden fence.
Entry Last Updated : 1/29/2021

Land SidePump Station1023 INSPECTION

15.00 15.00 Structure Bridge on the waterside across the creek associated with 
guard rails and pipes.
Entry Last Updated : 1/29/2021

Water SideBridge684 USACEPI
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15.00 15.00 UCIP DS_ID:24990
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: Two 1.5-inch galvanized iron 
electrical conduits through the levee, at an unknown depth.
Entry Last Updated : 5/27/2021

CrossingConduit1231 UCIPAUG2021

15.00 15.00 UCIP DS_ID:24991
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 1.5-inch polyvinyl chloride 
electrical conduit through the levee, at an unknown depth.
Entry Last Updated : 5/27/2021

CrossingConduit1230 UCIPAUG2021

15.00 15.00 UCIP DS_ID:24989
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 2-inch galvanized iron water line 
over bridge on upstream side.
Entry Last Updated : 5/27/2021

CrossingPipe1232 UCIPAUG2021

15.00 15.00 UCIP DS_ID:24988
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel irrigation pipe 
through the levee, at an unknown depth. Pipe visible on 
upstream side of bridge.
Entry Last Updated : 5/27/2021

CrossingPipe1233 UCIPAUG2021

15.01 15.01 UCIP DS_ID:23608
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 16-inch steel irrigation siphon 
pipe through the levee, 3 feet below the crown. Siphon 
cleanout plug in the channel. Pump visible on opposite 
side of channel. [Additional Reference(s): DWR Levee 
Log, 1987. USACE San Joaquin O&M Manual 612.2, 
1967, (HLM 15.59)].
Entry Last Updated : 5/27/2021

Water Side to 
Land Side

Pipe1234 UCIPAUG2021

15.02 15.02 Fence Chain link fence on the landside toe.
Entry Last Updated : 1/28/2021

Land SideChain Link1030 INSPECTION

15.04 15.04 Wall Concrete wall on the landside slope.
Entry Last Updated : 1/28/2021

Land SideConcrete / 
Masonry Wall

1031 INSPECTION

15.06 15.06 Ramp Ramp on the landward slope.
Entry Last Updated : 3/12/2015

Land SideRamp688 GEILEVEELOG
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15.10 15.10 UCIP DS_ID:23609
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 7.5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 15.68)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert1235 UCIPAUG2021

15.22 15.22 UCIP DS_ID:23610
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 11 feet below the crown. 
Concrete U-shaped headwall on the waterside (WS) end. 
Flap gate on the WS end. 24-inch corrugated metal riser 
unit/drop inlet on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 15.80)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert1236 UCIPAUG2021

15.31 16.10 Fence Barbed wire fence within 15 feet of landside toe.
Entry Last Updated : 1/28/2021

Land SideBarbed Wire697 USACEPI

15.31 15.31 UCIP DS_ID:23611
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 4 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 15.90)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert1237 UCIPAPR2021

15.33 15.33 Revetment Channel bank cobble revetted.
Entry Last Updated : 3/12/2015

Water SideCobble700 GEILEVEELOG

15.46 15.46 Miscellaneou
s

Vehicle turnaround on landside levee crown.
Entry Last Updated : 1/28/2021

Land SideTurnout699 USACEPI

15.50 15.50 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp1032 INSPECTION
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15.51 15.51 UCIP DS_ID:23612
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal 
drainage culvert through the levee, 1.5 feet below the 
crown. Cobble grouted spillway. Open on both ends. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 16.10)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert1238 UCIPAUG2021

15.64 15.64 UCIP DS_ID:23613
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 12-inch reinforced concrete pipe 
of an unknown purpose through the levee, 5 feet below 
the crown. Concrete standpipe on the waterside (WS) of 
the road. Siphon cleanout in the channel. [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 16.21)].
Entry Last Updated : 5/27/2021

CrossingPipe1239 UCIPAUG2021

15.65 15.65 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp1033 INSPECTION

15.71 15.71 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp1034 INSPECTION

15.73 15.73 UCIP DS_ID:23614
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal 
drainage culvert through the levee, 2 feet below the 
crown. Cobble grouted spillway. Open on both ends. 
[Additional Reference(s): DWR Levee Log, 1987. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 16.32)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert1240 UCIPAUG2021

15.74 15.74 Revetment Channel bank cobble revetted.
Entry Last Updated : 3/12/2015

Water SideCobble708 GEILEVEELOG

15.86 15.86 Aerial Overhead power lines cross the road.
Entry Last Updated : 3/12/2015

CrossingHigh Voltage710 GEILEVEELOG

15.86 15.86 Aerial Overhead telephone line crosses the levee.
Entry Last Updated : 1/28/2021

CrossingCommunications1037 INSPECTION

15.86 15.86 Structure Entry Last Updated : 7/17/2020Land SidePole - Utility1038 INSPECTION
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15.86 15.86 Ramp Ramp on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideRamp1036 INSPECTION

15.89 15.89 UCIP DS_ID:23615
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 16-inch steel drainage pipe 
through the levee, 1 foot below the crown. [Additional 
Reference(s): DWR Levee Log, 1987].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert1241 UCIPAUG2021

15.98 15.98 Miscellaneou
s

Vehicle turnaround on landside levee crown.
Entry Last Updated : 1/28/2021

Land SideTurnout1039 INSPECTION

15.98 15.98 Revetment Concrete channel bank.
Entry Last Updated : 1/28/2021

Water SideConcrete1040 INSPECTION

16.06 16.06 UCIP DS_ID:23616
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel drainage pipe 
through the levee, 3 feet below the crown. [Additional 
Reference(s): DWR Levee Log, 1987].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert1242 UCIPAUG2021

16.10 16.10 UCIP DS_ID:23618
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe through the levee, 1.5 feet below the crown. 
Cobble grouted spillway. Open on both ends. [Additional 
Reference(s): DWR Levee Log, 1987].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert1243 UCIPAUG2021

16.10 16.10 UCIP DS_ID:23617
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 21-inch corrugated metal 
drainage pipe through the levee, 1.5 feet below the crown. 
Cobble grouted spillway. Pipe passes through the levee at 
an angle. Open on both ends. [Additional Reference(s): 
DWR Levee Log, 1987, 14-inch pipe listed].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert1244 UCIPAUG2021

16.10 16.10 Revetment Channel bank cobble revetted.
Entry Last Updated : 1/28/2021

Water SideCobble1042 INSPECTION

16.10 16.10 Gate Metal drive gate.
Entry Last Updated : 1/28/2021

CrownMetal718 GEILEVEELOG
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16.11 16.11 At Grade Jack Tone Road crosses the patrol road 2.0 feet above 
the crown elevation.
Entry Last Updated : 1/28/2021

CrossingRoad / Highway714 GEILEVEELOG

5447

16.11 16.11 Aerial Overhead powerlines across the patrol road.
Entry Last Updated : 1/28/2021

CrossingHigh Voltage1043 INSPECTION

16.11 16.11 Fence Metal fence on the waterside slope.
Entry Last Updated : 1/28/2021

Water SideMetal32 LEVEELOG

16.11 16.11 Aerial Overhead telephone line crosses the levee.
Entry Last Updated : 1/28/2021

CrossingCommunications1044 INSPECTION

16.11 16.11 Fence Metal fence on the landside slope.
Entry Last Updated : 1/28/2021

Land SideMetal1046 INSPECTION

16.12 16.12 UCIP DS_ID:23630
EP_NO: 15207
Crossing Status: Not Found
FIELD_STRUCT_DESC: Fiber optics communications 
cable in a 4-inch GIP split duct conduit of an unknown 
material through the levee, 4 feet below the crown. 
(Permit No. 15207, 1991 - Contel of California).
Entry Last Updated : 5/27/2021

CrossingConduit1245 UCIPAUG2021

15207

16.12 16.12 Revetment Channel bank cobble revetted.
Entry Last Updated : 3/12/2015

Water SideCobble717 GEILEVEELOG

16.12 16.12 UCIP DS_ID:24987
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 2.5-inch galvanized iron 
communications conduit through the levee, at an unknown 
depth. Pipe visible on downstream side of the bridge. 15-
inch by 22-inch junction box on the waterside (WS) 
shoulder.
Entry Last Updated : 5/27/2021

CrossingConduit1246 UCIPAUG2021

16.12 16.12 Mark End of right bank patrol road.
Entry Last Updated : 1/28/2021

CrownBoundary720 GEILEVEELOG
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0.11 0.11 UCIP DS_ID:25039
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 1-inch galvanized iron waterline 
on LS shoulder and a 8-inch PVC standpipe on the WS 
shoulder.
Entry Last Updated : 4/16/2021

Pipe33 UCIPAPR2021

0.24 0.24 UCIP DS_ID:23704
EP_NO: N/A
Crossing Status: Not Found
FIELD_STRUCT_DESC: 10-inch steel pipe and 3/4-inch 
electrical conduit through the levee, 2.0 feet and 3.0 feet 
below the crown, respectively. Pump mounted on piles in 
irrigation ditch on the landside. O&M Manual Bear Creek 
Part 1, June 1965.
Entry Last Updated : 4/16/2021

Pipe32 UCIPAPR2021

0.35 0.35 UCIP DS_ID:25040
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch steel waterline through 
the levee at an unknown depth below the crown.  Valve 
and PVC standpipe on WS shoulder.  1-inch waterline and 
valve visible in alignment on LS toe.
Entry Last Updated : 4/16/2021

Pipe34 UCIPAPR2021

0.35 0.35 UCIP DS_ID:25037
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 66"X66" Concrete box/Manhole 
on both LS and WS of Levee.  Sanitary sewer markings 
on appurtenances.  Large diameter sewer pipe.
Entry Last Updated : 4/16/2021

Pipe36 UCIPAPR2021

0.35 0.35 UCIP DS_ID:25038
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 88"X88" Concrete box/Manhole 
on both LS and WS of Levee.  Sanitary sewer markings 
on appurtenances.  Large diameter sewer pipe.
Entry Last Updated : 4/16/2021

Pipe37 UCIPAPR2021

0.60 0.60 UCIP DS_ID:25036
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 2-inch PVC electrical conduit 
through the levee at an unknown depth below the crown.  
8-inch HDPE riser on WS slope and a 16-inch HDPE riser 
off the LS toe with a 2-inch conduit visible inside.
Entry Last Updated : 4/16/2021

Pipe31 UCIPAPR2021
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0.74 0.74 UCIP DS_ID:23827
EP_NO: 15243
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 54-inch sewerline through the 
levee, 27.0 feet below the crown. USAA markings on 
surface of bridge (Permit No. 15243, 1990).
Entry Last Updated : 4/16/2021

Pipe35 UCIPAPR2021

15243

0.75 0.75 Structure Bridge and access ramp from waterside to levee crown. 
Connects to Trinity Parkway.
Entry Last Updated : 5/20/2015

Water SideBridge716 USACEINSPECT

18085

0.75 0.75 Mark End of Spur levee and start of Bear Creek levee.  Levee 
turns east.  Note  The left bank levee downstream from 
this point is not project levee.  It was built as a right of way 
agreement for the landowner.
Entry Last Updated : 4/10/2015

CrownBoundary27 GEILEVEELOG

0.75 0.75 UCIP DS_ID:25035
EP_NO: 16209
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 16-inch coated steel water line 
through the levee, 2 feet below the crown. 3-foot by 4-foot 
concrete box, manhole, and valve box on the landside 
(LS) shoulder. (Permit No. 16209, 1994 - City of 
Stockton/Thompson-Hysell, Inc.).
Entry Last Updated : 4/16/2021

CrossingPipe1478 UCIPAPR2021

16209

0.75 0.85 Structure Fence line for residences about 3' from toe. Some 
buildings have sheds, gazebos, or concrete pads.
Entry Last Updated : 5/20/2015

Land SideBuilding1193 INSPECTION

0.75 0.75 Gate Construct a fence with a 16-foot gate across the left bank 
levee of Bear Creek
Entry Last Updated : 1/29/2020

CrownMetal28 USACEPI

15998

0.75 0.75 Structure Deck connected to residence built on leve slope. Made 
out of brick, stone, and concrete.
Entry Last Updated : 3/5/2021

Land SidePad708 INSPECTION

16940

0.75 0.75 Structure Entry Last Updated : 1/29/2020Water SideDock1194 INSPECTION

16940

0.76 0.76 Structure Pool within 15 feet of landside toe.
Entry Last Updated : 3/5/2021

Land SidePool17 USACEPI

0.77 0.77 Structure A 22- by 8-foot floating boat dock supported on two pilings.
Entry Last Updated : 3/5/2021

Water SideDock1195 INSPECTION

16933
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0.77 0.77 Structure Entry Last Updated : 10/2/2017Water SideStairs1197 INSPECTION

18445

0.77 0.77 Structure Entry Last Updated : 5/20/2015Water SidePad1196 INSPECTION

18445

0.78 0.78 UCIP DS_ID:25034
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 1-inch polyvinyl chloride water 
line through the levee, at an unknown depth. Sprinklers 
visible on the waterside (WS) slope. Minor settlement over 
pipe obvious on crown.
Entry Last Updated : 4/16/2021

CrossingPipe1479 UCIPAPR2021

0.78 0.78 Structure Entry Last Updated : 5/20/2015Water SideStairs1198 INSPECTION

18418

0.78 0.78 Structure Entry Last Updated : 5/20/2015Land SideStairs1199 INSPECTION

18418

0.78 0.78 Structure Entry Last Updated : 5/20/2015Water SideDock1200 INSPECTION

18418

0.79 0.79 Structure Entry Last Updated : 5/20/2015Land SideStairs1201 INSPECTION

0.79 0.79 Structure Entry Last Updated : 5/20/2015Water SideDock1202 INSPECTION

17050

0.80 0.80 Structure Entry Last Updated : 5/20/2015Water SideStairs1203 INSPECTION

16943

0.80 0.80 Structure Stone/concrete walkway and patio on berm.
Entry Last Updated : 5/20/2015

Water SideWalkway1204 INSPECTION

18446

0.81 0.81 Structure Entry Last Updated : 9/6/2017Water SideDock1206 INSPECTION

18446

0.81 0.81 Structure Concrete pad currently being poured on levee crown by 
DWR.
Entry Last Updated : 6/19/2015

CrownPad1207 INSPECTION

18446

0.81 0.81 Structure Entry Last Updated : 5/20/2015Water SideStairs1205 INSPECTION

18907
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0.81 0.81 Structure Entry Last Updated : 9/6/2017Water SidePole1209 INSPECTION

18446

0.81 0.81 UCIP DS_ID:25033
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: Three 1-inch polyvinyl chloride 
conduits through the levee, 0.5 feet below the crown. This 
is likely a water line and electrical conduits.
Entry Last Updated : 4/16/2021

CrossingPipe1480 UCIPAPR2021

0.81 0.81 UCIP DS_ID:25032
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 1.5-inch polyvinyl chloride 
irrigation pipe through the levee, 0.5 feet below the crown.
Entry Last Updated : 4/16/2021

CrossingPipe1481 UCIPAPR2021

0.82 0.82 Structure Only vertical poles remain.
Entry Last Updated : 5/20/2015

Water SideDock1210 INSPECTION

18446

0.82 0.82 Ramp Ramp on the waterward slope.  Access under Interstate 5.
Entry Last Updated : 4/10/2015

Water SideRamp39 GEILEVEELOG

16989

0.82 0.82 Structure Entry Last Updated : 5/20/2015Water SideStairs1211 INSPECTION

18908

0.83 0.83 Structure Entry Last Updated : 5/20/2015Water SideDock1212 INSPECTION

18347

0.84 0.84 UCIP DS_ID:25031
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 1-inch polyvinyl chloride water 
line through the levee, 1 foot below the crown. Christy box 
and electrical panel on the landside (LS) shoulder.
Entry Last Updated : 4/16/2021

CrossingPipe1482 UCIPAPR2021

0.84 0.84 Fence Property fence line goes up to landside shoulder with an 
electrical panel and irrigation blocking visibility and access 
of/to the landward slope and toe.  There appear to be 
some encroachments beyond including landscaping and a 
pool.
Entry Last Updated : 3/5/2021

Land SideChain Link1213 INSPECTION

0.84 0.84 Structure Entry Last Updated : 3/5/2021Land SidePool1214 INSPECTION
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0.84 0.84 Structure Only vertical poles remain.
Entry Last Updated : 5/20/2015

Water SideDock1215 INSPECTION

16989

0.84 0.91 Revetment Entry Last Updated : 5/20/2015Water SideConcrete1216 INSPECTION

0.84 0.84 UCIP DS_ID:25030
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 1.5-inch and 1-inch galvanized 
iron electrical conduits through the levee, 1 foot below the 
crown. Electrical panel mounted on fence at the landside 
(LS) shoulder.
Entry Last Updated : 4/16/2021

CrossingPipe1483 UCIPAPR2021

0.86 0.86 Fence Entry Last Updated : 5/20/2015Water SideChain Link1219 INSPECTION

0.86 0.86 Fence Entry Last Updated : 5/20/2015Water SidePost & Cable1220 INSPECTION

0.86 0.86 Gate Pipe gate, SM 860 Lock. Access for ramp under bridge.
Entry Last Updated : 5/20/2015

Water SideMetal54 GEILEVEELOG

0.86 0.86 Aerial Overhead power line crosses levee.
Entry Last Updated : 4/10/2015

CrossingHigh Voltage55 GEILEVEELOG

0.86 0.86 Aerial Entry Last Updated : 5/20/2015CrossingCommunications1217 INSPECTION

0.87 0.89 At Grade Interstate 5 Twin Bridges.  (App. No. 12517, not in 11-78). 
Access via ramp under bridges.
Entry Last Updated : 5/20/2015

CrossingRoad / Highway58 GEILEVEELOG

12517

4293

0.87 0.91 Fence Entry Last Updated : 5/20/2015Water SideBarbed Wire1222 INSPECTION

0.91 0.91 Ramp Ramp on the waterward slope.  Access under Interstate 5.
Entry Last Updated : 4/10/2015

Water SideRamp64 GEILEVEELOG

4293

0.92 0.92 Miscellaneou
s

Entry Last Updated : 5/20/2015CrownTurnout1225 INSPECTION

4293

0.95 1.95 Wall Entry Last Updated : 5/20/2015Water SideFlood1226 INSPECTION
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0.95 1.76 Fence Wood fence on landside 1-2 feet from toe.
Entry Last Updated : 6/8/2020

Land SideWood7 LEVEELOG

0.95 1.76 Structure Property include homes, sheds, gazebos, and 
landscaping.
Entry Last Updated : 6/8/2020

Land SideBuilding66 GEILEVEELOG

1.04 1.04 UCIP DS_ID:23806
EP_NO: 17187
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 12-inch high-density 
polyethylene water pipe through the levee, approximately 
30 feet below the crown. Possible valve in culdesac off 
the landside (LS) toe. Floodwall at the waterside (WS) 
shoulder. Fence at the LS toe. (Permit No. 17187, 2000 - 
City of Stockton).
Entry Last Updated : 4/16/2021

CrossingPipe1485 UCIPAPR2021

17187

1.07 1.07 Structure Swimming pool approximately 20 feet from landside toe.
Entry Last Updated : 3/5/2021

Land SidePool733 USACEINSPECT

1.08 1.08 Structure Swimming pool approximately 30 feet from landside toe.
Entry Last Updated : 3/5/2021

Land SidePool735 USACEINSPECT

1.11 1.11 Structure Swimming pool within 10 feet of landside toe.
Entry Last Updated : 3/5/2021

Land SidePool77 USACEPI

1.12 1.12 Structure Entry Last Updated : 5/20/2015Water SidePole1227 INSPECTION

1.17 1.17 Ramp Ramp on the waterward slope.
Entry Last Updated : 4/10/2015

Water SideRamp79 GEILEVEELOG

1.26 1.26 Structure Swimming pool about 50-75 feet from landside toe.
Entry Last Updated : 3/5/2021

Land SidePool85 USACEPI

1.27 1.27 Structure Swimming pool about 50 feet from landside toe.
Entry Last Updated : 3/5/2021

Land SidePool740 USACEINSPECT

1.44 1.44 Structure Swimming pool approximately 30 feet from landside toe.
Entry Last Updated : 5/20/2015

Land SidePool91 USACEPI

1.51 1.51 Structure Swimming pool approximately 30 feet from landside toe.
Entry Last Updated : 5/20/2015

Land SidePool755 USACEINSPECT
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1.53 1.53 Structure Pool and gazebo located within 5-15 feet of landside of 
toe.
Entry Last Updated : 3/5/2021

Land SidePool98 USACEPI

1.58 1.58 Structure Swimming pool approximately 20 feet from toe.
Entry Last Updated : 3/5/2021

Land SidePool757 USACEINSPECT

1.63 1.63 Structure Swimming pool 50 feet from toe.
Entry Last Updated : 3/5/2021

Land SidePool760 USACEINSPECT

1.69 1.69 Structure Entry Last Updated : 5/20/2015Land SidePool1228 INSPECTION

1.73 1.73 Structure Swimming pool approximately 20 feet from landside toe.
Entry Last Updated : 3/5/2021

Land SidePool104 USACEPI

1.77 1.77 Structure Entry Last Updated : 6/8/2020Land SideSign1229 INSPECTION

1.77 1.77 At Grade Treetop Drive cul-de-sac at landside toe.
Entry Last Updated : 5/20/2015

Land SideRoad / Highway1230 INSPECTION

1.77 1.77 Ramp Pedestrian ramp on the landside. (App. No. 13653)
Entry Last Updated : 4/10/2015

Land SideRamp106 GEILEVEELOG

13653

1.78 1.85 Structure Community park adjacent to levee. Park elevation is 
almost level with top of levee.
Entry Last Updated : 3/5/2021

Land SidePark108 USACEPI

1.84 1.96 Structure Elementary school at landside toe. Storage unit, parking 
area,  playground, and buildings within area.
Entry Last Updated : 3/5/2021

Land SidePark768 USACEINSPECT

1.84 1.84 At Grade Entry Last Updated : 5/20/2015Land SideBikepath1231 INSPECTION

13653

1.84 1.97 Fence Chain link fence on landward toe. Part of the school 
property.
Entry Last Updated : 6/19/2015

Land SideChain Link111 GEILEVEELOG

1.88 1.88 Structure Elementary school at landside toe. Storage unit, parking 
area,  playground, and buildings within area.
Entry Last Updated : 3/5/2021

Land SideBuilding112 USACEPI
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1.95 1.95 Ramp Entry Last Updated : 6/8/2020Water SideRamp1232 INSPECTION

16684-A

1.97 1.97 Gate Metal drive gate, Lock No. SM 860.
Entry Last Updated : 4/10/2015

CrownMetal121 GEILEVEELOG

16684-A

1.97 1.97 Fence Entry Last Updated : 5/20/2015Water SideMetal1233 INSPECTION

16684-A

1.97 1.97 Fence Entry Last Updated : 5/20/2015Land SideChain Link1234 INSPECTION

16684-A

1.97 1.97 At Grade Thornton Road crosses the levee at crown elevation. 
Bridge across channel. Wing walls on each side. Rock 
revetment under bridge. (Application No. 5448-R. B.)
Entry Last Updated : 5/20/2015

CrossingRoad / Highway119 GEILEVEELOG

5448

1.97 1.97 UCIP DS_ID:23791
EP_NO: 15452
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch coated steel natural gas 
pipeline through the levee, 3 feet below the crown. (Permit 
No. 15452, 1990 - PG&E). Gas pipeline attached to 
downstream side of bridge section. (Replaced due to 
widening of bridge under Permit No. 16150, 1994 - PG&E).
Entry Last Updated : 4/16/2021

CrossingPipe1486 UCIPAPR2021

15452

1.98 1.98 UCIP DS_ID:23790
EP_NO: 15448
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 16-inch coated steel water line 
through the levee, 4 feet below the crown. Shutoff valve 
on the landside (LS). Valve under access lid in street on 
the LS of bridge. (Permit No. 15448, 1990 - A. G. Spanos 
Construction).
Entry Last Updated : 4/16/2021

CrossingPipe1487 UCIPAPR2021

15448

2.01 2.01 Gate Entry Last Updated : 5/20/2015CrownChain Link1236 INSPECTION

2.01 2.01 Structure Power pole on landside toe.
Entry Last Updated : 5/20/2015

Land SidePole - Utility124 USACEPI

2.01 2.01 Structure Entry Last Updated : 5/20/2015Water SideSign1237 INSPECTION
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2.01 2.35 Aerial Power lines parallel the levee landside toe.
Entry Last Updated : 5/20/2015

Land SideHigh Voltage125 GEILEVEELOG

2.01 2.35 Aerial Communication lines parallel the levee landside toe.
Entry Last Updated : 5/20/2015

Land SideCommunications1238 INSPECTION

2.01 2.01 Ramp Ramp on the waterward slope.
Entry Last Updated : 4/10/2015

Water SideRamp118 GEILEVEELOG

16684

2.01 2.84 Fence Property line at toe of slope. Properties include wooden 
fence.
Entry Last Updated : 6/8/2020

Land SideWood8 LEVEELOG

2.01 2.84 Structure Property line at toe of slope. Properties includes homes,  
planters, landscaping and sheds.
Entry Last Updated : 6/8/2020

Land SideBuilding114 USACEPI

2.02 2.82 Wall Entry Last Updated : 5/20/2015Water SideFlood1239 INSPECTION

16684

2.03 2.03 Structure Steps cut into landside levee slope with hand railing.
Entry Last Updated : 5/20/2015

Land SideStairs773 USACEINSPECT

2.05 2.05 Structure Entry Last Updated : 6/8/2020Land SideSign1240 INSPECTION

2.09 2.09 Structure Entry Last Updated : 6/8/2020Land SideSign1241 INSPECTION

2.13 2.13 UCIP DS_ID:23730
EP_NO: N/A
Crossing Status: Not Found
FIELD_STRUCT_DESC: 2-inch pipe of an unknown 
material or purpose under crown, at an unknown depth. 
[Additional Reference(s): DWR Levee Log, 1990].
Entry Last Updated : 4/16/2021

CrossingPipe1488 UCIPAPR2021

2.14 2.14 Structure Monitoring well on crown.
Entry Last Updated : 3/5/2021

CrownMonitoring Well144 USACEPI
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2.15 2.15 UCIP DS_ID:23731
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: [Rancho San Joaquin 
Maintenance District Storm Water Facility] 1 of 2: 10-inch 
soil proofed steel drainage pipe through the levee, 3 feet 
below the crown. Flap gates on the waterside (WS) end. 
Siphon breaker in 24-inch corrugated metal riser unit on 
the WS slope. Pumps mounted over 6-foot by 7-foot 
concrete sump at the landside (LS) toe. Pole and 
electrical panel at same location. [Additional Reference(s): 
DWR Levee Log, 1990. USACE San Joaquin O&M 
Manual 612.1, June 1965, (HLM 2.18)].
Entry Last Updated : 4/16/2021

CrossingPipe1489 UCIPAPR2021

2.15 2.15 Structure Entry Last Updated : 6/8/2020Land SidePole - Utility1242 INSPECTION

2.15 2.15 UCIP DS_ID:23821
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: [Rancho San Joaquin 
Maintenance District Storm Water Facility] 2 of 2: 10-inch 
soil proofed steel drainage pipe through the levee, 3 feet 
below the crown. Flap gate on the waterside (WS) end. 
Siphon breakers in a 24-inch corrugated metal riser unit 
on the WS shoulder. Pumps mounted over 6-foot by 7-
foot concrete sump at the landside (LS) toe. [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 2.18)].
Entry Last Updated : 4/16/2021

CrossingPipe1490 UCIPAPR2021

2.16 2.16 Structure Swimming pool approximately 30 feet from landside toe.
Entry Last Updated : 3/5/2021

Land SidePool136 USACEPI

2.17 2.17 Structure Entry Last Updated : 6/8/2020Land SidePole - Utility1248 INSPECTION

2.19 2.19 Structure Swimming pool approximately 30 feet from landside toe.
Entry Last Updated : 3/5/2021

Land SidePool787 USACEINSPECT

2.20 2.20 Structure Entry Last Updated : 6/8/2020Land SidePole - Utility1249 INSPECTION

2.21 2.21 Structure Swimming pool approximately 30 feet from landside toe.
Entry Last Updated : 3/5/2021

Land SidePool151 USACEPI

2.24 2.24 Structure Entry Last Updated : 6/8/2020Land SidePole - Utility1250 INSPECTION
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2.26 2.26 Structure Swimming pool approximately 30 feet from toe.
Entry Last Updated : 3/5/2021

Land SidePool790 USACEINSPECT

2.28 2.38 Revetment Entry Last Updated : 5/20/2015Water SideRock1251 INSPECTION

2.28 2.28 Structure Swimming pool approximately 30 feet from landside toe.
Entry Last Updated : 3/5/2021

Land SidePool793 USACEINSPECT

2.29 2.29 Structure Entry Last Updated : 6/8/2020Land SidePole - Utility1252 INSPECTION

2.29 2.29 Structure Swimming pool on landside toe.
Entry Last Updated : 3/5/2021

Land SidePool794 USACEINSPECT

2.30 2.30 Structure Swimming pool approximately 20-30 feet from landside 
toe.
Entry Last Updated : 3/5/2021

Land SidePool159 USACEPI

2.31 2.31 Structure Entry Last Updated : 6/8/2020Land SidePole - Utility1254 INSPECTION

2.32 2.32 Structure Swimming pool approximately 20 feet from toe.
Entry Last Updated : 3/5/2021

Land SidePool796 USACEINSPECT

2.33 2.33 Structure Entry Last Updated : 6/8/2020Land SidePole - Utility1255 INSPECTION

2.34 2.34 Structure Swimming pool approximately 30 feet from landside toe.
Entry Last Updated : 3/5/2021

Land SidePool797 USACEINSPECT

2.35 2.35 Fence Chain link fence with gate and sign on crown and slope of 
levee.
Entry Last Updated : 3/5/2021

Water SideChain Link21 LEVEELOG

15673

2.35 2.35 Fence Chain link fence with gate and sign on crown and slope of 
levee.
Entry Last Updated : 3/5/2021

Land SideChain Link22 LEVEELOG

15673

2.35 2.35 Gate Chain link fence with gate and sign on crown and slope of 
levee.
Entry Last Updated : 3/5/2021

CrownChain Link164 USACEPI

15673
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2.35 2.35 Structure Entry Last Updated : 6/8/2020Land SidePole - Utility1256 INSPECTION

2.38 2.38 Structure Swimming pool approximately 30 feet from landside toe.
Entry Last Updated : 3/5/2021

Land SidePool799 USACEINSPECT

2.40 2.40 Structure Swimming pool, traffic signal,  and shed all within 15 feet 
of landside toe.
Entry Last Updated : 3/5/2021

Land SidePool173 USACEPI

2.43 2.43 Structure Swimming pool, traffic signal, and shed all within 15 feet 
of landside toe.
Entry Last Updated : 3/5/2021

Land SidePool804 USACEINSPECT

2.44 2.44 Structure Pool and pergola behind fence but within 15 feet of 
landside toe.
Entry Last Updated : 3/5/2021

Land SidePool176 USACEPI

2.45 2.45 Structure Pool and pergola behind fence but within 15 feet of 
landside toe.
Entry Last Updated : 3/5/2021

Land SidePool806 USACEINSPECT

2.47 2.47 UCIP DS_ID:23789
EP_NO: 15447
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 12-inch coated steel water pipe 
through the levee, 11 feet below the crown. Shutoff valve 
on the landside (LS), not found in 2014. USA markings for 
utility crossing UNIT 7 provide credibility for this location. 
(Permit No. 15447, 1990 - A. G. Spanos Construction).
Entry Last Updated : 4/16/2021

CrossingPipe1491 UCIPAPR2021

15447

2.50 2.50 Structure Pool within 10 feet of landside toe and a garden planted 
on levee slope.
Entry Last Updated : 3/5/2021

Land SidePool808 USACEINSPECT

2.55 2.55 Structure Swimming pool within 5 feet of landside toe.
Entry Last Updated : 3/5/2021

Land SidePool812 USACEINSPECT

2.57 2.57 Structure Swimming pool within 5-15 feet of landside toe.
Entry Last Updated : 3/5/2021

Land SidePool179 USACEPI

2.59 2.59 Structure Swimming pool approximately 20 feet from landside toe.
Entry Last Updated : 3/5/2021

Land SidePool813 USACEINSPECT
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2.64 2.64 Structure Swimming pool within 5 feet of landside toe. Shed at 
landside toe and stairs on landside levee slope.
Entry Last Updated : 3/5/2021

Land SidePool815 USACEINSPECT

2.65 2.65 Structure Swimming pool within 5 feet of the landside levee toe.
Entry Last Updated : 3/5/2021

Land SidePool817 USACEINSPECT

2.67 2.67 Structure Swimming pool within 15 feet of landside toe.
Entry Last Updated : 6/9/2020

Land SidePool819 USACEINSPECT

2.74 2.74 Structure Swimming pool approximately 30 feet from landside toe.
Entry Last Updated : 3/5/2021

Land SidePool821 USACEINSPECT

2.76 2.76 UCIP DS_ID:24012
EP_NO: N/A
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Pump station at the landside 
(LS) toe with light post, electrical panel, and well. Gate 
valve on pipe visible off the LS toe within pump station. 
USA paint on pavement indicates pipe may go through 
the levee, but no evidence was found on the waterside 
(WS).

CrossingPipe1493 UCIPAPR2021

2.76 2.76 UCIP DS_ID:24013
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch concrete drainage line 
through the levee, at an unknown depth. Runs from 
municipal well on the landside (LS) toe to bank on the 
waterside (WS) toe. Pump station at the LS toe with light 
post, electrical panel, and well.
Entry Last Updated : 4/16/2021

CrossingPipe1492 UCIPAPR2021

2.76 2.76 Structure Pump station at landside toe with light post, electrical 
panel, and well.
Entry Last Updated : 3/5/2021

Land SidePump Station826 USACEINSPECT

2.81 2.81 Structure Swimming pools approximately 30-50 feet from landside 
toe.
Entry Last Updated : 3/5/2021

Land SidePool201 USACEPI

2.82 2.82 Ramp Entry Last Updated : 5/20/2015Water SideRamp1257 INSPECTION

16684-B

2.83 2.87 Wall Entry Last Updated : 11/13/2017Water SideFlood1 LEVEELOG

16684-B
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2.84 2.84 Gate Metal drive gate, SM 860 Lock.
Entry Last Updated : 4/10/2015

CrownMetal210 GEILEVEELOG

16684-B

2.84 2.86 Revetment Bank and slope rock revetted.
Entry Last Updated : 4/10/2015

Water SideRock214 GEILEVEELOG

16684-B

2.84 2.84 At Grade Davis Road crosses the levee at crown elevation. Bridge 
across channel. Revetment and wing walls included on 
the bridge.
Entry Last Updated : 5/20/2015

CrossingRoad / Highway215 GEILEVEELOG

16718

2.84 2.84 UCIP DS_ID:23828
EP_NO: 13294
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Six 4-inch concrete encased 
communications conduits through the levee, 2.5 feet 
below the crown. Concrete cutoff wall around conduits 
under levee center. Rock revetment on the waterside 
(WS) slope. (Permit No. 13294, 1981 - PT&T).
Entry Last Updated : 4/16/2021

CrossingPipe1494 UCIPAPR2021

13294

2.86 2.86 UCIP DS_ID:25026
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch wrapped steel water line 
through the levee, at an unknown depth. Pipe visible and 
attached to upstream side of bridge.
Entry Last Updated : 4/16/2021

CrossingPipe1495 UCIPAPR2021

2.86 2.86 UCIP DS_ID:23830
EP_NO: 14745
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 4-inch coated steel high 
pressure gas main through the levee, 3 feet below the 
crown. Cutoff wall around pipe under center of levee. 
Rock revetment on the waterside (WS) slope. Yellow 
marker on bridge near handrail on the WS. (Permit No. 
14745, 1987 - PG&E).
Entry Last Updated : 4/16/2021

CrossingPipe1496 UCIPAPR2021

14745

2.86 2.86 Structure Entry Last Updated : 6/8/2020Water SideSign1258 INSPECTION
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2.86 2.86 UCIP DS_ID:25029
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel drainage pipe 
apparently through the levee, 4.5 feet below the crown. 
Unclear what the purpose of this pipe is. Pipe open on the 
landside (LS) toe.
Entry Last Updated : 4/16/2021

CrossingPipe1497 UCIPAPR2021

2.86 2.86 UCIP DS_ID:25028
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel drainage pipe 
apparently through the levee, 4.5 feet below the crown. 
Unclear what the purpose of this pipe is. Welded steel 
cover at the landside (LS) end.
Entry Last Updated : 4/16/2021

CrossingPipe1498 UCIPAPR2021

2.86 2.86 UCIP DS_ID:25027
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch polyvinyl chloride 
drainage pipe apparently through the levee, 4.5 feet below 
the crown. Pipe open on the landside (LS) toe.
Entry Last Updated : 4/16/2021

CrossingPipe1499 UCIPAPR2021

2.86 2.86 Gate Access gate at levee crown.
Entry Last Updated : 3/5/2021

CrownMetal212 USACEPI

16684B

2.87 3.34 Fence Residences with fences and landscaping. Property line 
along landside toe.
Entry Last Updated : 3/5/2021

Land SideChain Link1260 INSPECTION

2.88 2.88 Wall 5 foot tall retaining wall at landside toe.
Entry Last Updated : 3/5/2021

Land SideRetaining204 USACEPI

16684B

2.88 2.88 Ramp Access ramp from waterside berm to levee crown.
Entry Last Updated : 3/5/2021

Water SideRamp207 USACEPI

16684-B

2.88 3.35 Wall Entry Last Updated : 5/20/2015Water SideFlood1261 INSPECTION

2.90 2.90 Structure Swimming pool approximately 50 feet from landside toe.
Entry Last Updated : 3/5/2021

Land SidePool834 USACEINSPECT

2.91 2.91 Structure Swimming pool approximately 30 feet from landside toe.
Entry Last Updated : 3/5/2021

Land SidePool835 USACEINSPECT

Page 15 of 70Report Created : Monday, August 23, 2021   11:27



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0017

Waterway

Unit No. 08 Bear Creek

Bank

Left

Unit Miles

15.32

San Joaquin County Flood Control and Water Conservation District

Inspector

Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

3.01 3.01 Wall Steps on landside levee slope.
Entry Last Updated : 3/5/2021

Land SideRetaining843 USACEINSPECT

15567

3.08 3.08 Structure Swimming pool at landside toe.
Entry Last Updated : 3/5/2021

Land SidePool849 USACEINSPECT

3.09 3.09 Structure Swimming pool 25 feet from landside toe.
Entry Last Updated : 3/5/2021

Land SidePool850 USACEINSPECT

3.11 3.11 Structure Pool is constructed within 10 feet toe of the levee.
Entry Last Updated : 3/5/2021

Land SidePool224 LEVEEINSPECTION

3.26 3.26 Structure Pergola at landside toe and pool 20 feet from landside toe.
Entry Last Updated : 3/5/2021

Land SidePool232 USACEPI

3.31 3.31 Structure Swimming pool and temporary shed located within 15 foot 
of landside toe.
Entry Last Updated : 3/5/2021

Land SidePool237 USACEPI

3.34 3.34 UCIP DS_ID:23732
EP_NO: N/A
Crossing Status: Not Found
FIELD_STRUCT_DESC: Underground telephone conduit 
of an unknown material buried in the levee, at an unknown 
depth. Provide a field description of this crossing. 
[Additional Reference(s): DWR Levee Log, 1990].
Entry Last Updated : 4/16/2021

CrossingPipe1500 UCIPAPR2021

3.35 3.37 Fence Entry Last Updated : 5/20/2015Land SideBarbed Wire1262 INSPECTION

3.35 3.35 UCIP DS_ID:23733
EP_NO: 12508
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch high pressure gas main 
through the levee, 2.5 feet below the crown. Steel cutoff 
wall around main at center of levee. Regulator and 
reducing regulator are located on the landside (LS). PG&E 
contact information for emergencies is 1-209-463-0865. 
(10-inch line authorized under Permit No. 12508, 1978 - 
Pacific Gas and Electric Company [PG&E]) [Additional 
Reference(s): DWR Levee Log, 2005].
Entry Last Updated : 4/16/2021

CrossingPipe1501 UCIPAPR2021

12508

3.35 3.35 Ramp Ramp on the waterward slope.
Entry Last Updated : 4/10/2015

Water SideRamp239 GEILEVEELOG
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3.35 3.35 Aerial Overhead power line crosses the levee.
Entry Last Updated : 4/10/2015

CrossingHigh Voltage245 GEILEVEELOG

3.35 3.35 Aerial Entry Last Updated : 5/20/2015CrossingCommunications1263 INSPECTION

3.36 3.36 Gate Access gate at levee crown
Entry Last Updated : 3/5/2021

CrownMetal248 USACEPI

16684C

3.36 3.39 Wall Entry Last Updated : 11/14/2017Water SideFlood2 LEVEELOG

16684-C

3.37 3.37 At Grade Sacramento Road crosses the levee at crown elevation. 
Bridge across channel with wingwalls and rock revetment.
Entry Last Updated : 5/20/2015

CrossingRoad / Highway250 GEILEVEELOG

18506

3.37 3.37 UCIP DS_ID:23792
EP_NO: 17675
Crossing Status: Found
FIELD_STRUCT_DESC: 16-inch coated steel water pipe 
through the levee, 2 feet below the crown. Vent in 
protective cover. Pipe mounted on downstream side of 
bridge. (Permit No. 17675, 2003 - A. G. Spanos 
Construction).
Entry Last Updated : 4/16/2021

CrossingPipe1502 UCIPAPR2021

17675

3.38 3.40 Fence Barbed wire fencing and bridge abutment on levee crown.
Entry Last Updated : 3/5/2021

Land SideBarbed Wire872 USACEINSPECT

3.39 3.39 Gate Gate on road at landside toe.
Entry Last Updated : 3/5/2021

Land SideMetal873 USACEINSPECT

16684-c

3.40 3.85 At Grade Paved road, 25 feet wide, at landside toe.
Entry Last Updated : 3/5/2021

Land SideRoad / Highway870 USACEINSPECT

3.40 3.40 Ramp Entry Last Updated : 5/20/2015Water SideRamp1266 INSPECTION

16684-C

3.40 3.64 Wall Entry Last Updated : 5/20/2015Water SideFlood1265 INSPECTION

16684-C

3.49 3.49 Fence Cattle guard.
Entry Last Updated : 5/20/2015

Land SideMetal1267 INSPECTION
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3.49 3.65 Fence Entry Last Updated : 5/20/2015Land SideBarbed Wire1268 INSPECTION

14538

3.54 3.54 Gate Chain link gate on toe road.
Entry Last Updated : 3/5/2021

Land SideChain Link254 USACEPI

3.65 3.65 Gate Metal drive gate, State blank lock.
Entry Last Updated : 4/10/2015

CrownMetal261 GEILEVEELOG

16684-O

3.65 3.65 Ramp Ramp on the landward slope.
Entry Last Updated : 4/10/2015

Land SideRamp265 GEILEVEELOG

16684-O

3.65 3.65 Structure Entry Last Updated : 6/8/2020Land SidePole - Utility1271 INSPECTION

3.65 3.67 Revetment Entry Last Updated : 11/15/2017Water SideRock4 LEVEELOG

16684-O

3.65 3.65 UCIP DS_ID:23822
EP_NO: 14065
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 1-inch communications cable 
sleeved through a 4-inch galvanized iron pipe conduit 
through the levee, 3.5 feet below the crown. Line crosses 
levee at an angle. Signs visible on both slopes. (Permit 
No. 14065, 1985 - MCI).
Entry Last Updated : 4/16/2021

CrossingPipe1503 UCIPAPR2021

14065

3.65 3.65 UCIP DS_ID:23734
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 7.4 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway across 
berm. [Additional Reference(s): DWR Levee Log, 1990. 
USACE San Joaquin O&M Manual 612.1, June 1965, 
(HLM 3.73)].
Entry Last Updated : 4/16/2021

CrossingPipe1504 UCIPAPR2021

16684-O

3.65 3.68 Wall Entry Last Updated : 11/15/2017Water SideFlood3 LEVEELOG

16684-O

3.66 3.66 At Grade W.P. Railroad crosses the levee at crown elevation. 
Bridge across channel with wingwalls and rock revetment. 
Vehicular crossing.
Entry Last Updated : 5/20/2015

CrossingRailroad267 GEILEVEELOG

16684

Page 18 of 70Report Created : Monday, August 23, 2021   11:27



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0017

Waterway

Unit No. 08 Bear Creek

Bank

Left

Unit Miles

15.32

San Joaquin County Flood Control and Water Conservation District

Inspector

Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

3.67 3.67 UCIP DS_ID:23823
EP_NO: 14410
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 1-inch communications cable 
sleeved through a 4-inch galvanized iron pipe conduit 
through the levee, 3.5 feet below the crown. Signs visible 
on the landside (LS) toe and on the opposite bank of Bear 
Creek. (Permit No. 14110, 1986 - Owner Unknown).
Entry Last Updated : 4/16/2021

CrossingConduit1505 UCIPAPR2021

14410

3.68 3.68 Aerial Overhead power line crosses the levee.
Entry Last Updated : 4/10/2015

CrossingHigh Voltage269 GEILEVEELOG

3.68 3.68 UCIP DS_ID:23735
EP_NO: N/A
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 16-inch high pressure gas main 
of an unknown material through the levee, at an unknown 
depth. Remnants of gas line markers visible on the 
landside (LS) toe. [Additional Reference(s): DWR Levee 
Log, 1990. USACE San Joaquin O&M Manual 612.1, 
June 1965, (HLM 3.76)].
Entry Last Updated : 4/16/2021

CrossingPipe1506 UCIPAPR2021

3.68 3.68 Structure Entry Last Updated : 6/8/2020Land SidePole - Utility1274 INSPECTION

3.68 3.68 Ramp Entry Last Updated : 5/20/2015Land SideRamp1275 INSPECTION

16684-O

3.69 3.69 Gate Entry Last Updated : 5/20/2015CrownMetal1276 INSPECTION

16684-O

3.71 3.71 UCIP DS_ID:23808
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch concrete storm drainage 
pipe through the levee, 9 feet below the crown. Slide gate 
inside a 72-inch concrete standpipe on the waterside 
(WS) shoulder. Concrete U-shaped headwalls on both 
slopes. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
3.92) (Station 206+75)].
Entry Last Updated : 4/16/2021

CrossingPipe1507 UCIPAPR2021

16684-O

3.71 3.71 Ramp Entry Last Updated : 6/8/2020Water SideRamp1278 INSPECTION
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3.86 3.86 Gate Entry Last Updated : 5/20/2015Land SideCable1279 INSPECTION

3.87 3.87 Ramp Access ramp from landside to levee crest.
Entry Last Updated : 3/5/2021

Land SideRamp272 USACEPI

4.06 4.55 Ditches Irrigation ditch, 10 feet wide, approximately 10 to 15 feet 
from landside toe.
Entry Last Updated : 3/5/2021

Land SideUnlined277 USACEPI

4.06 4.06 Structure Irrigation pump station and power pole on landside levee 
slope. 15 foot by 8 foot hole connected to pump station.
Entry Last Updated : 3/5/2021

Land SidePump Station275 USACEPI

4.21 4.21 UCIP DS_ID:23837
EP_NO: 17523
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 1 of 2: 30-inch steel water line 
sleeved through a 54-inch steel casing through the levee, 
approximately 5 feet below the crown. Annular gap 
grouted. Blowoff valves at the landside (LS) toe. Water 
line crossing markers at the LS toe. (Permit No. 17523, 
2003 - City of Stockton Public Works Department).
Entry Last Updated : 4/16/2021

CrossingPipe1508 UCIPAPR2021

17523

4.21 4.21 UCIP DS_ID:23838
EP_NO: 17523
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 2 of 2: 36-inch steel sewer line 
sleeved through a 54-inch steel casing through the levee, 
approximately 5 feet below the crown. Annular gap 
grouted. Blowoff valves at the landside (LS) toe. Sewer 
line crossing marker off the LS toe. (Permit No. 17523, 
2003 - City of Stockton Public Works Department).
Entry Last Updated : 4/16/2021

CrossingPipe1509 UCIPAPR2021

17523

4.22 4.22 Miscellaneou
s

30 foot widened section of crown road.
Entry Last Updated : 3/5/2021

Land SideTurnout279 USACEPI

4.35 4.35 Ramp Access ramp from landside to levee crown.
Entry Last Updated : 3/5/2021

Land SideRamp280 USACEPI

4.35 4.35 Fence Entry Last Updated : 6/8/2015Land SidePost & Cable1281 INSPECTION

4.53 4.53 Ramp Entry Last Updated : 6/8/2015Water SideRamp1282 INSPECTION
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4.55 4.55 Revetment Bank rock revetted to top of berm.
Entry Last Updated : 4/10/2015

Water SideRock282 GEILEVEELOG

4.55 4.55 UCIP DS_ID:23736
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal storm 
drainage pipe through the levee, 9 feet below the crown. 
Concrete U-shaped shaped headwalls on both ends. Flap 
gate on the waterside (WS) end. Grouted intake on the 
landside (LS). Cobble grouted spillway across the berm. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.1, June 1965, (HLM 4.65) 
and 612 (addendum), February 1999, (HLM 4.82) (Station 
254+24)].
Entry Last Updated : 4/16/2021

CrossingCulvert1510 UCIPAPR2021

4.57 4.57 Miscellaneou
s

Entry Last Updated : 6/8/2015Land SideTurnout1284 INSPECTION

4.57 4.57 Ramp Entry Last Updated : 6/8/2015Water SideRamp1283 INSPECTION

4.59 4.59 UCIP DS_ID:23836
EP_NO: 18700
Crossing Status: Found
FIELD_STRUCT_DESC: [McNair High School Storm 
water Pump Station] 1 of 4: 12-inch steel discharge pipe 
through the levee, 2 feet below the crown. Tide valve on 
the waterside (WS) toe. Slide gate inside a 36-inch 
concrete standpipe on the WS shoulder. Pipe not 
connected to pump station enclosed in chain-link fence on 
the landside (LS). Float sensor in channel. Rock 
revetment on the WS slope. (Permit No. 18700, 2012 - 
Lodi Unified School District).
Entry Last Updated : 4/16/2021

CrossingCulvert1511 UCIPAPR2021

18700

4.59 4.59 UCIP DS_ID:23835
EP_NO: 18700
Crossing Status: Found
FIELD_STRUCT_DESC: [McNair High School Storm 
Water Pump Station] 2 of 4: 24-inch steel storm water 
discharge pipe through the levee, 2 feet below the crown. 
Tide valve on the waterside (WS) toe. Slide gate inside a 
48-inch concrete standpipe on the WS shoulder. Pipe not 
connected to pump station enclosed in chain-link fence on 
the landside (LS). Float sensor in channel. Rock 
revetment on the WS slope. (Permit No. 18700, 2012 - 
Lodi Unified School District).
Entry Last Updated : 4/16/2021

CrossingCulvert1512 UCIPAPR2021

18700
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4.59 4.59 UCIP DS_ID:23834
EP_NO: 18700
Crossing Status: Found
FIELD_STRUCT_DESC: [McNair High School Storm 
Water Pump Station] 3 of 4: 24-inch steel drainage pipe 
through the levee, 2 feet below the crown. Tide valve on 
the waterside (WS) toe. Slide gate inside a 48-inch 
concrete standpipe on the WS shoulder. Pump station 
enclosed in chain-link fence on the landside (LS). Float 
sensor in channel. Rock revetment on the WS slope. 
(Permit No. 18700, 2012 - Lodi Unified School District).
Entry Last Updated : 4/16/2021

CrossingCulvert1513 UCIPAPR2021

18700

4.59 4.59 UCIP DS_ID:23833
EP_NO: 18700
Crossing Status: Found
FIELD_STRUCT_DESC: [McNair High School Storm 
Water Pump Station] 4 of 4: 24-inch steel drainage pipe 
through the levee, 2 feet below the crown. Tide valve on 
the waterside (WS) toe. Slide gate inside a 36-inch 
concrete standpipe on the WS shoulder. Pipe not 
connected to pump station enclosed in chain-link fence on 
the landside (LS). Pipe open on the LS toe. Float sensor 
in channel. Rock revetment on the WS slope. (Permit No. 
18700, 2012 - Lodi Unified School District).
Entry Last Updated : 4/16/2021

CrossingCulvert1514 UCIPAPR2021

18700

4.61 4.87 Structure Entry Last Updated : 11/16/2017Land SidePark5 LEVEELOG

4.69 4.69 Structure Entry Last Updated : 6/8/2020Land SidePole - Utility1289 INSPECTION

4.69 4.69 Gate Entry Last Updated : 6/8/2015Land SideMetal1290 INSPECTION

4.69 4.74 Fence Section of chain link fence on landside.
Entry Last Updated : 6/8/2015

Land SideChain Link289 USACEPI

4.85 4.85 Ramp Entry Last Updated : 6/8/2015Water SideRamp1291 INSPECTION
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4.86 4.86 UCIP DS_ID:23737
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
irrigation siphon pipe through the levee, 9.3 feet below the 
crown. Slide gate in 36-inch corrugated metal riser unit on 
the waterside (WS) slope. Concrete U-shaped headwall at 
the landside (LS) toe. [Additional Reference(s): DWR 
Levee Log, 1990. USACE San Joaquin O&M Manual 
612.1, June 1965, (HLM 4.97)].
Entry Last Updated : 4/16/2021

CrossingCulvert1515 UCIPAPR2021

4.86 4.86 Gate Entry Last Updated : 6/8/2015CrownMetal1295 INSPECTION

16684-D

4.86 4.86 Fence Entry Last Updated : 6/8/2015Land SideMetal1293 INSPECTION

4.87 4.90 Wall Wing walls for bridge.
Entry Last Updated : 6/8/2015

Water SideFlood1294 INSPECTION

4.87 4.87 UCIP DS_ID:25025
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: Coated steel water line of an 
unknown size through the levee, at an unknown depth. 
Valve on the landside (LS) shoulder.
Entry Last Updated : 4/16/2021

CrossingPipe1516 UCIPAPR2021

4.87 4.89 At Grade West Lane Road crosses the levee at crown elevation. 
Bridge across channel.
Entry Last Updated : 4/10/2015

CrossingRoad / Highway303 GEILEVEELOG

7193

4.88 4.88 Aerial Overhead power line crosses the levee.
Entry Last Updated : 4/10/2015

CrossingHigh Voltage305 GEILEVEELOG

4.88 4.88 Aerial Entry Last Updated : 6/8/2015CrossingCommunications1297 INSPECTION

4.88 4.88 Structure Entry Last Updated : 6/8/2020Land SidePole - Utility1298 INSPECTION

4.88 4.88 Fence Entry Last Updated : 6/8/2015Land SideMetal1299 INSPECTION

4.89 4.89 Revetment Bank and slope rock revetted.
Entry Last Updated : 4/10/2015

Water SideRock295 GEILEVEELOG
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4.89 4.89 Gate Metal drive gate, State blank lock. Access to levee crown.
Entry Last Updated : 6/8/2015

Land SideMetal302 GEILEVEELOG

4.89 4.89 UCIP DS_ID:23738
EP_NO: 9110
Crossing Status: Found
FIELD_STRUCT_DESC: Two 4-inch galvanized iron 
communications conduits through the levee, both 3 feet 
below the crown. Steel cutoff wall around conduits under 
center of levee. Both conduits visible on upstream side of 
bridge. Rock revetment on the waterside (WS) slope. 
(Permit No. 9110, 1973 - PT&T). [Additional Reference(s): 
DWR Levee Log, 1990].
Entry Last Updated : 4/16/2021

CrossingConduit1518 UCIPAPR2021

9110

4.89 4.89 UCIP DS_ID:23805
EP_NO: 5841
Crossing Status: Not Found
FIELD_STRUCT_DESC: 1-inch telephone conduit of an 
unknown material through the levee, 5 feet below the 
crown. Metal cutoff wall under center of levee. Rock 
revetment on the waterside (WS) slope. Possibly attached 
to upstream side of bridge within one of two 4-inch 
conduits. (Permit No. 5841, 1967 - PT&T). [Additional 
Reference(s): DWR Levee Log, 1990].
Entry Last Updated : 4/16/2021

CrossingPipe1517 UCIPAPR2021

5841

4.89 4.89 UCIP DS_ID:23788
EP_NO: 15418
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 24-inch coated steel natural gas 
pipe through the levee, 1.5 feet below the crown. Gas line 
marker on the waterside (WS) shoulder next to West 
Lane. (Permit No. 15418, 1990 - PG&E).
Entry Last Updated : 4/16/2021

CrossingPipe1519 UCIPAPR2021

15418

4.90 4.90 Wall Entry Last Updated : 6/8/2015Land SideConcrete / 
Masonry Wall

1301 INSPECTION

16684-D
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4.90 4.90 UCIP DS_ID:23739
EP_NO: 16684D
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 9.3 feet below the crown. 
30-inch concrete inlet on the landside (LS) toe. Concrete 
U-shaped headwalls on both ends. Flap gate on the 
waterside (WS) end. Grouted intake on the LS. Cobble 
grouted spillway across berm. (Permit No. 16684-D, 1997, 
and Permit No. 16566-A, 1996 - San Joaquin County 
Flood Control Agency). [Additional Reference(s): DWR 
Levee Log, 1990. USACE San Joaquin O&M Manual 
612.1, June 1965, (HLM 5.01) and 612 (addendum), 
February 1999, (HLM 5.16) (Station 272+55)].
Entry Last Updated : 4/16/2021

CrossingCulvert1520 UCIPAPR2021

16684D

4.90 4.90 Ramp Entry Last Updated : 6/8/2015Land SideRamp1300 INSPECTION

16684-D

4.93 4.93 Ramp Ramp on the waterward slope.
Entry Last Updated : 4/10/2015

Water SideRamp299 GEILEVEELOG

4.98 4.98 Ramp Entry Last Updated : 6/9/2015Water SideRamp1302 INSPECTION

4.98 4.98 Ramp Entry Last Updated : 6/9/2015Land SideRamp1303 INSPECTION

5.20 5.20 Miscellaneou
s

50 foot long turnout, widened crown road to 25 feet.
Entry Last Updated : 3/5/2021

CrownTurnout308 USACEPI

5.50 5.50 Ramp Entry Last Updated : 6/9/2015Land SideRamp1304 INSPECTION

5.52 5.52 Ramp Entry Last Updated : 6/9/2015Land SideRamp1305 INSPECTION

5.52 5.52 Aerial Entry Last Updated : 6/9/2015CrossingHigh Voltage1306 INSPECTION

5.53 5.53 Structure Flashboard dam in channel. Bank grouted 10.0 feet both 
up and downstream of dam.
Entry Last Updated : 4/10/2015

Water SideWeir316 GEILEVEELOG

5.53 5.56 Ditches Irrigation canal 15 feet from toe and dirt road at landside 
toe.
Entry Last Updated : 3/5/2021

Land SideUnlined310 USACEPI
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5.54 5.54 UCIP DS_ID:23708
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
irrigation siphon pipe through the levee, 4.5 feet below the 
crown. Slide gate in 36-inch corrugated metal pipe riser 
unit on the waterside (WS) slope. Slide gate on concrete 
headwall on the landside (LS) in ditch. Siphon pipe under 
the channel. [Additional Reference(s): DWR Levee Log, 
1990. USACE San Joaquin O&M Manual 612.1, June 
1965, (HLM 5.67)].
Entry Last Updated : 4/16/2021

CrossingCulvert1521 UCIPAPR2021

5.56 5.56 UCIP DS_ID:23709
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 6.9 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Grouted intake on the landside 
(LS). Cobble grouted spillway across the berm. [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 5.69) and 
612 (addendum), February 1999, (HLM 5.82) (Station 
307+37)].
Entry Last Updated : 4/16/2021

CrossingCulvert1522 UCIPAPR2021

5.58 5.58 Ramp Ramp on the landward slope.
Entry Last Updated : 4/10/2015

Land SideRamp315 GEILEVEELOG

5.78 5.78 Miscellaneou
s

Turnout, levee crown widened to 25 feet for 50 foot long 
section.
Entry Last Updated : 3/5/2021

CrownTurnout320 USACEPI

6.07 6.07 Ramp Access ramp on WS
Entry Last Updated : 3/5/2021

Water SideRamp9 LEVEELOG

6.07 6.07 Ramp Access ramp on LS
Entry Last Updated : 3/5/2021

Land SideRamp323 USACEPI

6.08 6.08 UCIP DS_ID:23831
EP_NO: 17100
Crossing Status: Not Found
FIELD_STRUCT_DESC: Twelve 1.5-inch high-density 
polyethylene communications conduits encased in a 
single 10-inch high-density polyethylene duct through the 
levee, approximately 30 feet below the crown. Signs along 
alignment on west side of railroad tracks. (Permit No. 
17100, 2000 - Level 3 Communications).
Entry Last Updated : 4/16/2021

CrossingConduit1523 UCIPAPR2021

17100
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6.08 6.08 At Grade S.P.R.R. crosses the levee, 2.0 feet above the crown 
elevation. Vehicular crossing provided but blocked by 
concrete pads.
Entry Last Updated : 6/9/2015

CrossingRailroad334 GEILEVEELOG

16684-N

6.08 6.08 Gate Metal drive gate, State blank lock, 2018 Lock.
Entry Last Updated : 4/10/2015

CrownMetal330 GEILEVEELOG

6.08 6.08 UCIP DS_ID:23710
EP_NO: N/A
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: High pressure oil line of an 
unknown material under levee and channel, at an 
unknown depth. Marker on the landside (LS) shoulder for 
Kinder Morgan. Mark Jensen, 714-560-4862. [Additional 
Reference(s): DWR Levee Log, 1990].
Entry Last Updated : 4/16/2021

CrossingPipe1524 UCIPAPR2021

6.09 6.09 Gate Entry Last Updated : 6/9/2015CrownMetal1307 INSPECTION

6.09 6.09 Structure Entry Last Updated : 6/8/2020Water SideSign1308 INSPECTION

6.10 6.10 UCIP DS_ID:23711
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 7.3 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Grouted intake on the landside 
(LS). Cobble grouted spillway across berm. [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 6.25)].
Entry Last Updated : 4/16/2021

CrossingCulvert1525 UCIPAPR2021
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6.10 6.10 UCIP DS_ID:23712
EP_NO: 5431
Crossing Status: Not Found
FIELD_STRUCT_DESC: *REMOVED* 1 of 3: 4-inch 
coated steel irrigation siphon pipe through the levee, 3 
feet below the crown. Cutoff wall around pipe under center 
of levee. Pipe exposed on berm. (Pipe retained under 
Permit No. 5431, 1964 - Tri Valley Growers Association). 
Pipe suspended above channel in trestle. (Removed from 
channel and capped during each flood season under 
Permit No. 5431-A, 1970 - Tri Valley Growers 
Association). (Pipe abandoned and replaced with similar 4-
inch pipe under Permit No. 5431-B, 1975 - Tri Valley 
Growers Association and Permit No. 16684-N, 1997 - San 
Joaquin County Flood Control Agency). [Additional 
Reference(s): USACE San Joaquin O&M Manual 612.1, 
June 1965, (HLM 6.32)].
Entry Last Updated : 4/16/2021

CrossingPipe1526 UCIPAPR2021

5431

6.11 6.11 Ramp Low water crossing near bridge.
Entry Last Updated : 6/9/2015

Water SideRamp322 USACEPI

6.16 6.16 Ramp Ramp on WS slope
Entry Last Updated : 3/5/2021

Water SideRamp10 LEVEELOG

6.16 6.16 Ramp Ramp on LS slope
Entry Last Updated : 3/5/2021

Land SideRamp336 GEILEVEELOG

6.17 6.17 UCIP DS_ID:23798
EP_NO: 15091
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch coated steel drainage 
siphon through the levee, 2 feet below the crown. Cutoff 
wall around pipe under waterside (WS) shoulder. Pipe 
buried on both toes. (Permit No. 15091, 1989 - Tri Valley 
Growers Association).
Entry Last Updated : 4/16/2021

CrossingPipe1527 UCIPAPR2021

15091

6.18 6.18 UCIP DS_ID:23825
EP_NO: 5431B
Crossing Status: Not Found
FIELD_STRUCT_DESC: *REMOVED* 2 of 3: 10-inch 
coated steel irrigation siphon pipe through the levee, 3 
feet below the crown. Cutoff wall around pipe under center 
of levee. Pipe exposed on berm. Pipe trestle across 
channel, removed and pipe capped during flood season. 
(Permit No. 5431-B, 1975 - Tri Valley Growers 
Association). (Replaced by single 12-inch permanent pipe 
under Permit No. 15091, 1989 - Tri Valley Growers 
Association). [Additional Reference(s): DWR Levee Log, 
1990].
Entry Last Updated : 4/16/2021

CrossingPipe1528 UCIPAPR2021

5431B
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6.18 6.18 UCIP DS_ID:23796
EP_NO: 5431B
Crossing Status: Not Found
FIELD_STRUCT_DESC: *REMOVED* 1 of 3: 4-inch 
coated steel irrigation siphon pipe through the levee, 3 
feet below the crown. Cutoff wall around pipe under center 
of levee. Pipe exposed on berm. Pipe trestle across 
channel, removed and pipe capped during flood season. 
(Permit No. 5431-B, 1975 - Tri Valley Growers 
Association). [Additional Reference(s): DWR Levee Log, 
1990].
Entry Last Updated : 4/16/2021

CrossingPipe1529 UCIPAPR2021

5431B

6.18 6.18 UCIP DS_ID:23813
EP_NO: 5431
Crossing Status: Not Found
FIELD_STRUCT_DESC: *REMOVED* 2 of 3: 10-inch 
coated steel irrigation siphon pipe through the levee, 3 
feet below the crown. Cutoff wall around pipe under center 
of levee. Pipe exposed on berm. (Pipe retained under 
Permit No. 5431, 1964 - Tri Valley Growers Association). 
Pipe suspended above channel in trestle. (Removed from 
channel and capped during each flood season under 
Permit No. 5431-A, 1970 - Tri Valley Growers 
Association). (Pipe abandoned and replaced with similar 
10-inch pipe under Permit No. 5431-B, 1975 - Tri Valley 
Growers Association). [Additional Reference(s): USACE 
San Joaquin O&M Manual 612.1, June 1965, (HLM 6.32)].
Entry Last Updated : 4/16/2021

CrossingPipe1530 UCIPAPR2021

5431

6.18 6.18 UCIP DS_ID:23826
EP_NO: 5431B
Crossing Status: Not Found
FIELD_STRUCT_DESC: *REMOVED* 3 of 3: 10-inch 
coated steel irrigation siphon pipe through the levee, 3 
feet below the crown. Cutoff wall around pipe under center 
of levee. Pipe exposed on berm. Pipe trestle across 
channel, removed and pipe capped during flood season. 
(Permit No. 5431-B, 1975 - Tri Valley Growers 
Association). (Replaced by single 12-inch permanent pipe 
under Permit No. 15091, 1989 - Tri Valley Growers 
Association). [Additional Reference(s): DWR Levee Log, 
1990].
Entry Last Updated : 4/16/2021

CrossingPipe1531 UCIPAPR2021

5431B
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6.18 6.18 UCIP DS_ID:23814
EP_NO: 5431
Crossing Status: Not Found
FIELD_STRUCT_DESC: *REMOVED* 3 of 3: 10-inch 
coated steel irrigation siphon pipe through the levee, 3 
feet below the crown. Cutoff wall around pipe under center 
of levee. Pipe exposed on berm. (Permit No. 5431, 1964 - 
Tri Valley Growers Association). Pipe suspended above 
channel in trestle. (Removed from channel and capped 
during each flood season under Permit No. 5431-A, 
1970 - Tri Valley Growers Association). (Pipe abandoned 
and replaced with similar 10-inch pipe under Permit No. 
5431-B, 1975 - Tri Valley Growers Association).
Entry Last Updated : 4/16/2021

CrossingPipe1532 UCIPAPR2021

5431

6.20 6.20 UCIP DS_ID:23713
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7.9 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Slide gate on the landside (LS) 
end. Cobble grouted spillway across berm. [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 6.35) and 
612 (addendum), February 1999, (HLM 6.36) (Station 
335+70)].
Entry Last Updated : 4/16/2021

CrossingCulvert1533 UCIPAPR2021

6.33 6.33 UCIP DS_ID:23809
EP_NO: N/A
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
6.47) (Station 341+36)].
Entry Last Updated : 4/16/2021

CrossingCulvert1534 UCIPAPR2021

6.40 6.40 Ramp Ramp on the landward slope.
Entry Last Updated : 4/10/2015

Land SideRamp341 GEILEVEELOG

6.41 6.41 UCIP DS_ID:23714
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 8.5 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Grouted intake on the landside 
(LS). Cobble grouted spillway across the berm. [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 6.56)].
Entry Last Updated : 4/16/2021

CrossingCulvert1535 UCIPAPR2021
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6.56 6.56 UCIP DS_ID:23715
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 8 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Grouted intake on the landside 
(LS). Cobble grouted spillway across the berm. [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 6.72) and 
612 (addendum), February 1999, (HLM 6.67) (Station 
352+14)].
Entry Last Updated : 4/16/2021

CrossingCulvert1536 UCIPAPR2021

6.63 6.63 UCIP DS_ID:23716
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7.7 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Grouted intake on the landside 
(LS). Cobble grouted spillway across berm. [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 6.79) and 
612 (addendum), February 1999, (HLM 6.82) (Station 
360+08)].
Entry Last Updated : 4/16/2021

CrossingCulvert1537 UCIPAPR2021

6.68 6.71 Wall Entry Last Updated : 6/9/2015Water SideFlood1315 INSPECTION

6.69 6.69 Ramp Ramp on the landward slope.
Entry Last Updated : 4/10/2015

Land SideRamp345 GEILEVEELOG

6.69 6.69 UCIP DS_ID:23717
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: [Woodbridge Irrigation District 
Siphon] 84-inch by 84-inch reinforced concrete box culvert 
through the levee, 12.5 feet below the crown. Slide gate in 
concrete box on the waterside (WS) slope. Concrete U-
shaped headwall on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 6.86)].
Entry Last Updated : 4/16/2021

CrossingNon-Round1538 UCIPAPR2021

6.70 6.70 Ramp Entry Last Updated : 6/9/2015Land SideRamp1312 INSPECTION

6.70 6.70 Structure Entry Last Updated : 6/8/2020Land SidePole - Utility1313 INSPECTION
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6.70 6.70 Aerial Entry Last Updated : 6/9/2015CrossingHigh Voltage1314 INSPECTION

6.71 6.71 UCIP DS_ID:23718
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 6.5 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Grouted intake on the landside 
(LS). Cobble grouted spillway across the berm. [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 6.88) and 
612 (addendum), February 1999, (HLM 6.89) (Station 
363+76)].
Entry Last Updated : 4/16/2021

CrossingCulvert1539 UCIPAPR2021

6.73 6.73 Ramp Access ramp from landside to levee crown.
Entry Last Updated : 6/9/2015

Land SideRamp344 USACEPI

6.81 6.81 UCIP DS_ID:23810
EP_NO: N/A
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
6.97) (Station 368+04)].
Entry Last Updated : 4/16/2021

CrossingCulvert1540 UCIPAPR2021

6.83 6.83 UCIP DS_ID:23719
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 30-inch corrugated metal 
storm drainage pipe through the levee, 8.3 feet below the 
crown. Concrete U-shaped headwalls on both ends. Flap 
gate on the waterside (WS) end. Grouted intake on the 
landside (LS). Cobble grouted spillway across the berm. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.1, June 1965, (HLM 7.00) 
and 612 (addendum), February 1999, (HLM 7.10) (Station 
374+70)].
Entry Last Updated : 4/16/2021

CrossingCulvert1541 UCIPAPR2021
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6.83 6.83 UCIP DS_ID:23812
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 30-inch corrugated metal 
storm drainage pipe through the levee, 8.3 feet below the 
crown. Concrete U-shaped headwalls on both ends. Flap 
gate on the waterside (WS) end. Grouted intake on the 
landside (LS). Cobble grouted spillway across the berm. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.1, June 1965, (HLM 7.00) 
and 612 (addendum), February 1999, (HLM 7.10) (Station 
374+70)].
Entry Last Updated : 4/16/2021

CrossingCulvert1542 UCIPAPR2021

6.84 7.04 Miscellaneou
s

Irrigation line being installed in shallow ditch running along 
landside toe.
Entry Last Updated : 6/9/2015

Land SideIrrigation1318 INSPECTION

6.90 6.90 UCIP DS_ID:23720
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal storm 
drainage pipe through the levee, 6.5 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Grouted intake on the landside 
(LS). Cobble grouted spillway across berm. [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 7.07) and 
612 (addendum), February 1999, (HLM 7.18) (Station 
379+00)].
Entry Last Updated : 4/16/2021

CrossingCulvert1543 UCIPAPR2021

6.95 6.95 Ramp Ramp on the landward slope.
Entry Last Updated : 4/10/2015

Land SideRamp356 GEILEVEELOG

7.06 7.06 Aerial Overhead power line crosses the levee.
Entry Last Updated : 6/9/2015

CrossingHigh Voltage364 GEILEVEELOG

7.07 7.07 Ramp Entry Last Updated : 6/9/2015Water SideRamp1319 INSPECTION

16684-E

7.07 7.07 Gate Metal drive gate, SM 860 Lock. Access to levee crown.
Entry Last Updated : 6/9/2015

Land SideMetal365 GEILEVEELOG

16684-E

7.07 7.07 Aerial Entry Last Updated : 6/9/2015CrossingCommunications1324 INSPECTION

7.07 7.07 Structure Entry Last Updated : 6/8/2020Land SidePole - Utility1323 INSPECTION
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7.08 7.17 At Grade Access to 99 Frontage Road.
Entry Last Updated : 6/9/2015

Land SideRoad / Highway1322 INSPECTION

16684-E

7.08 7.08 Fence Entry Last Updated : 6/9/2015Land SideBarbed Wire1321 INSPECTION

7.08 7.12 Wall Entry Last Updated : 6/9/2015Water SideFlood1320 INSPECTION

16684-E

7.08 7.08 UCIP DS_ID:23721
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal storm 
drainage pipe through the levee, 6.8 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Grouted intake on the landside 
(LS). Cobble grouted spillway across the berm. [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.1, June 1965, (HLM 7.26) and 
612 (addendum), February 1999, (HLM 7.34) (Station 
387+80)].
Entry Last Updated : 4/16/2021

CrossingCulvert1544 UCIPAPR2021

7.09 7.09 At Grade Eight Mile Road crosses levee at crown elevation. Bridge 
across the channel.
Entry Last Updated : 4/10/2015

CrossingRoad / Highway367 GEILEVEELOG

16684-E

7.10 7.10 UCIP DS_ID:25024
EP_NO: N/A
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Coated steel gas line of an 
unknown size through the levee, at an unknown depth. 
Signs and shutoff valves on the landside (LS).
Entry Last Updated : 4/16/2021

CrossingPipe1545 UCIPAPR2021

4286

7.11 7.11 Structure Shutoff valves located on the crown and 18 inch culvert 
under access ramp road running parallel to levee.
Entry Last Updated : 3/5/2021

CrownGauge359 USACEPI

16684E

7.11 7.11 Fence Entry Last Updated : 6/9/2015Land SideBarbed Wire1326 INSPECTION

16684-E

7.11 7.11 Structure 3 street signs.
Entry Last Updated : 6/9/2015

Land SideSign1327 INSPECTION

7.12 7.12 Gate Access gate at levee crown.
Entry Last Updated : 6/9/2015

CrownMetal368 USACEPI

16684-E
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7.12 7.12 Ramp Entry Last Updated : 6/9/2015Land SideRamp1325 INSPECTION

16684-E

7.26 7.26 UCIP DS_ID:23740
EP_NO: N/A
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch drainage culvert of an 
unknown material through the levee, at an unknown 
depth. [Additional Reference(s): DWR Levee Log, 1990].
Entry Last Updated : 4/16/2021

CrossingCulvert1546 UCIPAPR2021

7.28 7.28 Gate Entry Last Updated : 6/9/2015CrownMetal1328 INSPECTION

16684-F

7.28 7.28 Ramp Access to 99 Frontage Road.
Entry Last Updated : 6/9/2015

Land SideRamp1331 INSPECTION

16684-F

7.29 7.29 Fence Entry Last Updated : 6/9/2015Water SideBarbed Wire1329 INSPECTION

16684-F

7.29 7.29 At Grade 99 Frontage Road crosses levee below crown elevation.
Entry Last Updated : 6/9/2015

CrossingRoad / Highway1332 INSPECTION

18012

3566-A

7.29 7.38 Wall Entry Last Updated : 12/1/2017Water SideFlood1330 INSPECTION

16684-E

7.30 7.30 UCIP DS_ID:23741
EP_NO: 4286A
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 8-inch high pressure gas main 
through the levee, 3.7 feet below the crown. No marker 
visible. (8-inch line authorized under Permit No. 4286, 
1963 - Pacific Gas and Electric Company [PG&E]; related 
permits include 4286-A, 1998-PG&E to remove a 
damaged 4-inch emergency zone valve from the left levee 
(South Levee Road) of Creek; , 4286-B, 1963-PG&E for 
the installation of an 8-inch line on westerly frontage road 
of State Highway 99 across Wine Drew Slough; 4286-C, 
1963-PG&E gas main beneath Moshier Slough west of 
U.S. Highway 99, and 4286-D, 1963-PG&E for installation 
of gas line beneath Live Oak Canal) [Additional 
Reference(s): DWR Levee Log, 1977, 1978, 1987, 1990. 
USACE San Joaquin O&M Manual Unit 612, Part No. 1 - 
Bear Creel Project, Unit 7: HLM 0.67 – 6.32, Unit 8: HLM 
0.24 – 7.48, June 1965, (HLM 7.48)]
Entry Last Updated : 4/16/2021

CrossingPipe1547 UCIPAPR2021

4286A

7.30 7.37 Revetment Bank rock revetted to top of berm.
Entry Last Updated : 4/10/2015

Water SideRock370 GEILEVEELOG

16684-F
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7.31 7.31 Fence Barrier fence.
Entry Last Updated : 6/9/2015

CrossingChain Link1333 INSPECTION

16684-F

7.31 7.36 At Grade 99 Freeway crossing. No access.
Entry Last Updated : 6/9/2015

CrossingRoad / Highway1334 INSPECTION

18012

7.36 7.36 Aerial Entry Last Updated : 6/9/2015CrossingHigh Voltage1337 INSPECTION

7.36 7.36 At Grade U.S. 99 Frontage Road crosses the levee at crown 
elevation.  Concrete bridge across the channel. (App. No. 
4293)
Entry Last Updated : 4/10/2015

CrossingRoad / Highway381 GEILEVEELOG

3566

4293

7.36 7.36 Aerial Entry Last Updated : 6/9/2015CrossingCommunications1336 INSPECTION

7.37 7.39 Miscellaneou
s

Black irrigation lines running 40 feet along top of landside 
levee slope.
Entry Last Updated : 3/5/2021

Land SideIrrigation378 USACEPI

7.38 7.38 UCIP DS_ID:23742
EP_NO: 16684-J
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 8 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwall on the WS end. Cobble grouted spillway across 
the berm. 18-inch corrugated metal pipe at the LS toe. 40-
inch steel manhole on crown. [Additional Reference(s): 
DWR Levee Log, 1990. USACE San Joaquin O&M 
Manual 612.2, 1967, (HLM 7.55)].
Entry Last Updated : 4/16/2021

CrossingCulvert1548 UCIPAPR2021

16684-J

7.38 7.44 At Grade Paved road on crown.
Entry Last Updated : 6/9/2015

CrownLevee1339 INSPECTION

7.38 7.38 Ramp Access to 99 Frontage Road.
Entry Last Updated : 6/9/2015

Land SideRamp1338 INSPECTION

7.38 7.38 Structure Entry Last Updated : 6/8/2020Land SidePole - Utility1342 INSPECTION

7.39 7.42 Fence Entry Last Updated : 6/9/2015Land SideChain Link1341 INSPECTION
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7.39 7.49 Wall Entry Last Updated : 6/9/2015Water SideFlood1340 INSPECTION

7.39 7.39 Gate Metal drive gate, SM 860 Lock.
Entry Last Updated : 4/10/2015

Water SideMetal382 GEILEVEELOG

7.44 7.44 Ramp Concrete driveway from levee crown to house.
Entry Last Updated : 6/9/2015

Land SideRamp376 USACEPI

7.47 7.47 UCIP DS_ID:23743
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 7.65) and 
612 (addendum), February 1999, (HLM 7.70) (Station 
406+58)].
Entry Last Updated : 4/16/2021

CrossingCulvert1549 UCIPAPR2021

7.50 7.50 Gate Access gate on levee crown.
Entry Last Updated : 3/5/2021

CrownMetal388 USACEPI

7.73 7.73 Ramp Access ramp from landside to levee crown.
Entry Last Updated : 3/5/2021

Land SideRamp397 USACEPI

8766

7.97 7.97 Ramp Entry Last Updated : 6/9/2015Land SideRamp1343 INSPECTION

8766

7.99 7.99 UCIP DS_ID:23744
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 36-inch corrugated metal 
storm drainage pipe through the levee, 9 feet below the 
crown. Flap gate on the waterside (WS) end. Slide gate in 
48-inch corrugated metal riser unit on the WS slope. 
Concrete U-shaped headwalls on both ends. Cobble 
grouted spillway on the channel bank. Cobble grouted 
apron in ditch on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 8.18) and 612 
(addendum), February 1999, (HLM 8.21) (Station 
433+70)].
Entry Last Updated : 4/16/2021

CrossingCulvert1550 UCIPAPR2021
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7.99 7.99 UCIP DS_ID:23820
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 36-inch corrugated metal 
storm drainage pipe through the levee, 9 feet below the 
crown. Flap gate on the waterside (WS) end. Slide gate in 
corrugated metal riser units on the WS slope. Concrete U-
shaped headwalls on both ends. Cobble grouted spillway 
on the channel bank. Cobble grouted apron in ditch on the 
landside (LS). [Additional Reference(s): DWR Levee Log, 
1990. USACE San Joaquin O&M Manual 612.2, 1967, 
(HLM 8.18) and 612 (addendum), February 1999, (HLM 
8.21) (Station 433+70)].
Entry Last Updated : 4/16/2021

CrossingCulvert1551 UCIPAPR2021

8.03 8.14 Fence Barbed wire fence, 4 foot tall, along landside levee slope 
about 12 feet from toe.
Entry Last Updated : 3/5/2021

Land SideBarbed Wire406 USACEPI

8.14 8.14 Ramp Ramp on the landward slope.  (App. No. 8766)
Entry Last Updated : 4/10/2015

Land SideRamp407 GEILEVEELOG

8766

8.15 8.15 UCIP DS_ID:23745
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 8.34) and 
612 (addendum), February 1999, (HLM 8.37) (Station 
442+14)].
Entry Last Updated : 4/16/2021

CrossingCulvert1552 UCIPAPR2021

8.34 8.34 UCIP DS_ID:23746
EP_NO: N/A
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 8.54) and 
612 (addendum), February 1999, (HLM 8.57) (Station 
452+52)].
Entry Last Updated : 4/16/2021

CrossingCulvert1553 UCIPAPR2021

8.40 8.40 Ramp Ramp on the landward slope.
Entry Last Updated : 4/10/2015

Land SideRamp417 GEILEVEELOG
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8.40 8.40 Gate Cross fence, metal drive gate.  State blank lock, SM 860 
Lock.
Entry Last Updated : 4/10/2015

CrownMetal418 GEILEVEELOG

8.40 8.40 Structure Entry Last Updated : 6/9/2015Water SideSign1347 INSPECTION

8.41 8.41 At Grade Central California Traction Railroad crosses levee at 
crown elevation.  Bridge across channel.  Cobble grouted 
revetment around bridge abutment.
Entry Last Updated : 4/10/2015

CrossingRailroad421 GEILEVEELOG

8.41 8.41 Revetment Channel bank cobble revetted.
Entry Last Updated : 4/10/2015

Water SideCobble416 GEILEVEELOG

8.42 8.42 Gate Entry Last Updated : 6/9/2015CrownMetal1348 INSPECTION

8.42 8.42 Structure Entry Last Updated : 6/9/2015Water SideSign1345 INSPECTION

8.42 8.42 Ramp Entry Last Updated : 6/9/2015Land SideRamp1346 INSPECTION

8.43 8.43 Ramp Entry Last Updated : 6/9/2015Water SideRamp1349 INSPECTION

8.66 8.66 Structure 24 inch CMP culvert beneath access ramp on landside 
that is half full with sediment and partially crushed.
Entry Last Updated : 3/5/2021

Land SidePipe Section422 USACEPI

8.66 8.66 Ramp Ramp to access road.
Entry Last Updated : 6/9/2015

Land SideRamp1350 INSPECTION

8.66 8.66 Structure Farnham Farm Road crosses the levee crown elevation. 
Concrete farm bridge across channel.
Entry Last Updated : 6/9/2015

Water SideBridge423 GEILEVEELOG

8.89 8.89 Ramp Ramp on the landward slope.  
Entry Last Updated : 4/10/2015

Land SideRamp426 GEILEVEELOG
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8.90 8.90 UCIP DS_ID:23747
EP_NO: N/A
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 12-inch steel irrigation siphon 
pipe through the levee, 3 feet below the crown. Siphon 
breaker in corrugated metal riser unit on the waterside 
(WS) slope. Siphon cleanout in center of the channel. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 9.12) and 
612 (addendum), February 1999, (HLM 9.52) (Station 
502+83), listed as a 24-inch pipe].
Entry Last Updated : 4/16/2021

CrossingPipe1554 UCIPAPR2021

8.93 8.93 Ramp Entry Last Updated : 6/9/2015Land SideRamp1351 INSPECTION

9.00 9.00 Ramp Access ramp on WS slope
Entry Last Updated : 3/5/2021

Water SideRamp11 LEVEELOG

9.00 9.00 Ramp Access ramp on LS slope
Entry Last Updated : 3/5/2021

Land SideRamp434 USACEPI

9.23 9.23 Ramp Entry Last Updated : 6/9/2015Water SideRamp1352 INSPECTION

9.29 9.29 Structure Bridge crossing over Bear Creek.
Entry Last Updated : 3/5/2021

Water SideBridge438 USACEPI

6132

9.29 9.29 Ramp Access ramp from landside to levee crown.
Entry Last Updated : 3/5/2021

Land SideRamp448 GEILEVEELOG

9.29 9.29 Revetment Channel bank cobble revetted.
Entry Last Updated : 4/10/2015

Water SideCobble439 GEILEVEELOG

9.29 9.29 Aerial Overhead power line crosses levee.
Entry Last Updated : 4/10/2015

CrossingHigh Voltage451 GEILEVEELOG

Page 40 of 70Report Created : Monday, August 23, 2021   11:27



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0017

Waterway

Unit No. 08 Bear Creek

Bank

Left

Unit Miles

15.32

San Joaquin County Flood Control and Water Conservation District

Inspector

Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

9.30 9.30 UCIP DS_ID:23722
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 5.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 9.52) and 
612 (addendum), February 1999, (HLM 9.52) (Station 
502+83)].
Entry Last Updated : 4/16/2021

CrossingCulvert1555 UCIPAPR2021

9.30 9.30 Ramp Entry Last Updated : 6/9/2015Water SideRamp1353 INSPECTION

9.41 9.41 Ramp Entry Last Updated : 6/9/2015Land SideRamp1354 INSPECTION

9.50 9.50 Ramp Access ramp on WS slope
Entry Last Updated : 3/5/2021

Water SideRamp12 LEVEELOG

9.50 9.50 Ramp Access ramp on LS slope
Entry Last Updated : 3/5/2021

Land SideRamp999 USACEINSPECT

9.52 9.52 Structure Wooden flashboard dam structure across the channel. 
Concrete base with cobble riprap both upstream and 
downstream from the base. Bank cobble grouted.
Entry Last Updated : 4/10/2015

Water SideWeir455 GEILEVEELOG

6197

9.52 9.52 Structure Entry Last Updated : 6/9/2020Land SidePole - Utility1355 INSPECTION

9.52 9.52 UCIP DS_ID:23724
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch wrapped steel irrigation 
pipe through the levee, 3.5 feet below the crown. Gate 
valve on the waterside (WS). Pump sits on 36-inch 
corrugated metal sump on the WS berm. 24-inch 
corrugated metal intake pipe from corrugated metal riser 
unit for pump to concrete U-shaped headwall with cobble 
grouted inlet at water's edge. 44-inch concrete standpipe 
on the LS toe. 1.5-inch capped galvanized iron electrical 
conduit at same location. [Additional Reference(s): DWR 
Levee Log, 1990. USACE San Joaquin O&M Manual 
612.2, 1967, (HLM 9.75)].
Entry Last Updated : 4/16/2021

CrossingPipe1556 UCIPAPR2021
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9.53 9.53 UCIP DS_ID:23723
EP_NO: 12553
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch coated steel irrigation 
pipe through the levee, 3 feet below the crown. Siphon 
breaker on the waterside (WS) shoulder. Pump, filter, 
vent, and gate valve on the WS toe. Siphon breaker in 4-
inch horizontal steel pipe on the WS shoulder. 1.5-inch 
galvanized iron electrical conduit passes through the 
levee at approximately the same location. (Permit No. 
12553, 1978 - Wilbur Leffler). [Additional Reference(s): 
DWR Levee Log, 1990].
Entry Last Updated : 4/16/2021

CrossingPipe1557 UCIPAPR2021

12553

9.53 9.81 Revetment Channel bank rock revetted.
Entry Last Updated : 4/10/2015

Water SideRock466 GEILEVEELOG

9.53 9.53 UCIP DS_ID:23725
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch steel irrigation siphon 
pipe through the levee, 3 feet below the crown. Siphon 
breaker in 4-inch steel riser unit on the waterside (WS) 
shoulder. Slide gate in 60-inch concrete riser unit on the 
landside (LS). [Additional Reference(s): DWR Levee Log, 
1990. USACE San Joaquin O&M Manual 612.2, 1967, 
(HLM 9.76)].
Entry Last Updated : 4/16/2021

CrossingPipe1558 UCIPAPR2021

9.53 9.53 UCIP DS_ID:23726
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 8.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 9.85) and 
612 (addendum), February 1999, (HLM 9.76) (Station 
515+23)].
Entry Last Updated : 4/16/2021

CrossingCulvert1559 UCIPAPR2021

9.75 9.75 Ramp Entry Last Updated : 6/9/2015Land SideRamp1359 INSPECTION

9.76 9.76 Structure Pump and standpipe visible on landside but pipe inlet not 
visible on waterside.
Entry Last Updated : 6/9/2015

Land SidePump Station1361 INSPECTION

9.76 9.76 Ramp Entry Last Updated : 6/9/2015Water SideRamp1360 INSPECTION
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9.78 9.78 UCIP DS_ID:23727
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 10.09) and 
612 (addendum), February 1999, (HLM 10.00) (Station 
528+18)].
Entry Last Updated : 4/16/2021

CrossingPipe1560 UCIPAPR2021

9.82 9.82 Miscellaneou
s

25 foot widened turnout on crown.
Entry Last Updated : 3/5/2021

CrownTurnout467 USACEPI

10.00 10.21 Fence Barbed wire fence 3 feet from landside toe.
Entry Last Updated : 3/5/2021

Land SideBarbed Wire472 USACEPI

10.20 10.20 Ramp Ramp on the waterward slope.
Entry Last Updated : 4/10/2015

Water SideRamp478 GEILEVEELOG

10.21 10.21 Gate Cross fence, metal drive gate, 2018 Lock, State blank 
lock.
Entry Last Updated : 4/10/2015

CrownMetal479 GEILEVEELOG

10.21 10.21 Aerial Entry Last Updated : 6/9/2015CrossingCommunications1362 INSPECTION

10.21 10.21 Aerial Overhead power line crosses the levee.
Entry Last Updated : 4/10/2015

CrossingHigh Voltage481 GEILEVEELOG

10.21 10.21 UCIP DS_ID:23728
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 9 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 10.46) and 
612 (addendum), February 1999, (HLM 10.44) (Station 
551+22)].
Entry Last Updated : 4/16/2021

CrossingCulvert1561 UCIPAPR2021

10.21 10.21 At Grade Alpine Road crosses the levee at crown elevation. 
Concrete bridge across the channel.
Entry Last Updated : 4/10/2015

CrossingRoad / Highway482 GEILEVEELOG
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10.21 10.21 Revetment Channel bank rock revetted. 
Entry Last Updated : 4/10/2015

Water SideRock485 GEILEVEELOG

10.22 10.22 Fence Entry Last Updated : 6/9/2015Water SideBarbed Wire1363 INSPECTION

10.22 10.22 UCIP DS_ID:23829
EP_NO: 16900
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Six 2-inch high-density 
polyethylene conduits containing fiber optics cables 
through the levee, 4 feet below the crown. Bore pit on the 
waterside (WS) slope. Communications line marker visible 
on East side of Alpine road, 1,000 feet south of crossing 
and on opposite bank of Bear Creek. (Permit No. 16900, 
1998 - GST Telecom/MGH Enterprises, Inc.).
Entry Last Updated : 4/16/2021

CrossingConduit1562 UCIPAPR2021

16900

10.22 10.22 Gate Entry Last Updated : 6/9/2015CrownMetal1365 INSPECTION

10.23 10.28 Fence Entry Last Updated : 6/9/2015Land SideBarbed Wire1366 INSPECTION

10.23 10.23 UCIP DS_ID:23729
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 10.48) and 
612 (addendum), February 1999, (HLM 10.46) (Station 
552+17)].
Entry Last Updated : 4/16/2021

CrossingCulvert1563 UCIPAPR2021

10.32 10.32 Mark Confluence of right bank levee Mosher Slough and left 
bank levee of Bear Creek.  No access across the channel. 
Return to Live Oak Road, then left to Alpine Road, then 
left to left bank Bear Creek, then left to L.M. 10.57.
Entry Last Updated : 4/10/2015

CrownBoundary487 GEILEVEELOG

10.42 10.42 Miscellaneou
s

Entry Last Updated : 6/9/2015Water SideTurnout1367 INSPECTION
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10.43 10.43 UCIP DS_ID:23748
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 10.75) and 
612 (addendum), February 1999, (HLM 10.72) (Station 
566+09)].
Entry Last Updated : 4/16/2021

CrossingCulvert1564 UCIPAPR2021

10.44 10.44 Miscellaneou
s

Entry Last Updated : 6/9/2015Water SideTurnout1368 INSPECTION

10.64 10.64 Ramp Entry Last Updated : 6/9/2015Land SideRamp1369 INSPECTION

10.64 10.64 Ramp Entry Last Updated : 6/9/2015Water SideRamp1370 INSPECTION

10.65 10.65 Ditches Irrigation ditch on landside at about 5 feet from the 
landside toe. 2 feet deep and 5 feet wide.
Entry Last Updated : 3/5/2021

Land SideUnlined495 USACEPI

10.65 10.65 UCIP DS_ID:23749
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 8 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 10.97) and 
612 (addendum), February 1999, (HLM 10.94) (Station 
577+59)].
Entry Last Updated : 4/16/2021

CrossingCulvert1565 UCIPAPR2021

10.65 10.65 Ramp Entry Last Updated : 6/9/2015Water SideRamp1371 INSPECTION

10.65 10.65 Ramp Entry Last Updated : 6/9/2015Land SideRamp1372 INSPECTION

10.87 10.87 Ramp Entry Last Updated : 6/9/2015Land SideRamp1373 INSPECTION
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10.95 10.95 Ramp Entry Last Updated : 12/13/2017Water SideRamp1374 INSPECTION

10.96 10.96 Gate Access gate on levee crown.
Entry Last Updated : 6/9/2015

CrownMetal499 USACEPI

10.97 10.97 Revetment Channel bank rock revetted.
Entry Last Updated : 4/10/2015

Water SideRock501 GEILEVEELOG

10.97 10.97 At Grade Intersection with Live oaks Rd. Bridge across river with 
associated signage and guardrails.
Entry Last Updated : 6/9/2015

CrossingRoad / Highway498 USACEPI

10.97 10.97 Fence Entry Last Updated : 6/9/2015Water SidePost & Cable1375 INSPECTION

10.97 10.97 Fence Entry Last Updated : 6/9/2015Land SideBarbed Wire1376 INSPECTION

10.97 10.97 Aerial Entry Last Updated : 6/9/2015CrossingCommunications1377 INSPECTION

10.98 10.98 Gate Cross fence, metal drive gate, State blank lock.
Entry Last Updated : 4/10/2015

CrownMetal508 GEILEVEELOG

10.98 10.98 Fence Entry Last Updated : 3/5/2021Water SideBarbed Wire13 LEVEELOG

10.98 10.98 Fence Entry Last Updated : 3/5/2021Land SideBarbed Wire1378 INSPECTION

10.99 10.99 UCIP DS_ID:23750
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7 feet below the crown. 
Concrete U-shaped headwalls on both ends. Cobble 
grouted spillway across the berm. Cobble grouted apron 
on the landside (LS). [Additional Reference(s): DWR 
Levee Log, 1990. USACE San Joaquin O&M Manual 
612.2, 1967, (HLM 11.32) and 612 (addendum), February 
1999, (HLM 11.28) (Station 595+39)].
Entry Last Updated : 4/16/2021

CrossingCulvert1566 UCIPAPR2021

10.99 10.99 Ramp Entry Last Updated : 6/10/2015Water SideRamp1379 INSPECTION
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11.03 11.03 UCIP DS_ID:23751
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal storm 
drainage pipe through the levee, 7.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 11.37) and 
612 (addendum), February 1999, (HLM 11.32) (Station 
597+78)].
Entry Last Updated : 4/16/2021

CrossingCulvert1567 UCIPAPR2021

11.04 11.04 Ramp Ramp on the waterward slope.
Entry Last Updated : 4/10/2015

Water SideRamp507 GEILEVEELOG

11.10 11.10 Ramp Entry Last Updated : 6/10/2015Water SideRamp1380 INSPECTION

11.12 11.12 Ramp Entry Last Updated : 6/10/2015Land SideRamp1381 INSPECTION

11.14 11.30 Fence Wire fence along the landside toe.
Entry Last Updated : 3/5/2021

Land SideBarbed Wire517 USACEPI

11.14 11.14 Aerial Overhead power line crosses the levee.
Entry Last Updated : 4/10/2015

CrossingHigh Voltage519 GEILEVEELOG

11.20 11.20 UCIP DS_ID:23819
EP_NO: N/A
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
11.53) (Station 609+00)].
Entry Last Updated : 4/16/2021

CrossingCulvert1568 UCIPAPR2021

11.24 11.24 Ramp Entry Last Updated : 6/10/2015Water SideRamp1382 INSPECTION
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11.24 11.24 UCIP DS_ID:23752
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 9.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) toe. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 11.59) and 
612 (addendum), February 1999, (HLM 11.60) (Station 
612+48)].
Entry Last Updated : 4/16/2021

CrossingCulvert1569 UCIPAPR2021

11.30 11.30 Ramp Ramp on the landward slope.
Entry Last Updated : 4/10/2015

Land SideRamp523 GEILEVEELOG

11.31 11.31 UCIP DS_ID:23753
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both slopes. Cobble grouted spillway on the 
WS slope. [Additional Reference(s): DWR Levee Log, 
1990. USACE San Joaquin O&M Manual 612.2, 1967, 
(HLM 11.65) and 612 (addendum), February 1999, (HLM 
11.99) (Station 633+20)].
Entry Last Updated : 4/16/2021

CrossingCulvert1570 UCIPAPR2021

11.32 11.32 Ramp Ramp on the waterward slope.
Entry Last Updated : 4/10/2015

Water SideRamp524 GEILEVEELOG

11.33 11.40 Revetment Channel bank rock revetted.
Entry Last Updated : 4/10/2015

Water SideRock521 GEILEVEELOG

11.63 11.63 Ramp Entry Last Updated : 6/10/2015Land SideRamp1383 INSPECTION

11.65 11.81 At Grade Gravel road at landside toe.
Entry Last Updated : 6/10/2015

Land SideRoad / Highway1384 INSPECTION

11.67 11.67 Ramp Ramp to low water crossing.
Entry Last Updated : 6/10/2015

Water SideRamp1385 INSPECTION

Page 48 of 70Report Created : Monday, August 23, 2021   11:27



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0017

Waterway

Unit No. 08 Bear Creek

Bank

Left

Unit Miles

15.32

San Joaquin County Flood Control and Water Conservation District

Inspector

Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

11.70 11.70 UCIP DS_ID:23754
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 7.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 12.06)].
Entry Last Updated : 4/16/2021

CrossingCulvert1571 UCIPAPR2021

11.71 11.71 Ramp Ramp on the waterward slope.
Entry Last Updated : 4/10/2015

Water SideRamp532 GEILEVEELOG

11.71 11.71 UCIP DS_ID:23811
EP_NO: N/A
Crossing Status: Not Found
FIELD_STRUCT_DESC: *NOT FOUND* 36-inch pipe of 
an unknown material or purpose through the levee, at an 
unknown depth. [Additional Reference(s): USACE San 
Joaquin O&M Manual 612 (addendum), February 1999, 
(HLM 12.06) (Station 636+83)].
Entry Last Updated : 4/16/2021

CrossingCulvert1572 UCIPAPR2021

11.77 11.77 Structure Large white tank. Possibly chlorine.
Entry Last Updated : 6/10/2015

Land SideTank1387 INSPECTION

11.77 11.77 UCIP DS_ID:23755
EP_NO: N/A
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
irrigation siphon pipe through the levee, 8 feet below the 
crown. Slide gate in 36-inch corrugated metal riser unit on 
the waterside (WS) slope. Possible turnout next to filter 
plant off the landside (LS) toe. [Additional Reference(s): 
DWR Levee Log, 1990. USACE San Joaquin O&M 
Manual 612.2, 1967, (HLM 12.12)].
Entry Last Updated : 4/16/2021

CrossingPipe1573 UCIPAPR2021

11.77 11.77 Structure Pump station on landside enclosed by fence,  located 
within 15 feet from landside toe. Sign post labeled as fire 
department water supply hook-up. Includes tanks, shed, 
and electrical euipment.
Entry Last Updated : 6/10/2015

Land SidePump Station534 USACEPI

11.77 11.77 Revetment Channel bank rock revetted.
Entry Last Updated : 4/10/2015

Water SideRock535 GEILEVEELOG
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11.78 11.78 Ramp Access ramp on landside.
Entry Last Updated : 3/5/2021

Land SideRamp531 USACEPI

11.78 11.78 Structure Entry Last Updated : 6/9/2020Land SidePole - Utility1388 INSPECTION

11.81 11.81 Ramp Entry Last Updated : 6/10/2015Water SideRamp1389 INSPECTION

11.83 11.83 At Grade Silva Farm Road crosses levee at crown elevation.  
Concrete farm bridge across the channel.
Entry Last Updated : 6/10/2015

CrossingRoad / Highway537 GEILEVEELOG

11.83 11.83 Ramp Channel bank rock revetted.
Entry Last Updated : 4/10/2015

Land SideRamp544 GEILEVEELOG

11.84 11.84 UCIP DS_ID:23756
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 48-inch corrugated metal 
storm drainage pipe through the levee, 8.5 feet below the 
crown. Slide gate in 60-inch corrugated metal riser unit on 
the waterside (WS) slope. Concrete U-shaped headwalls 
on both ends. Cobble grouted spillway on the WS end. 
Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 12.20) and 
612 (addendum), February 1999, (HLM 12.13) (Station 
640+50)].
Entry Last Updated : 4/16/2021

CrossingCulvert1574 UCIPAPR2021

3212

11.84 11.84 UCIP DS_ID:23818
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 48-inch corrugated metal 
storm drainage pipe through the levee, 8.5 feet below the 
crown. Slide gate in 60-inch corrugated metal riser unit on 
the waterside (WS) slope. Concrete U-shaped headwalls 
on both ends. Cobble grouted spillway on the WS end. 
Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 12.20) and 
612 (addendum), February 1999, (HLM 12.13) (Station 
640+50)].
Entry Last Updated : 4/16/2021

CrossingCulvert1575 UCIPAPR2021

3212

11.84 11.84 Ditches Entry Last Updated : 6/10/2015Land SideUnlined1391 INSPECTION
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12.05 12.05 Structure Bird house on a wooden post located at the landside toe.
Entry Last Updated : 3/5/2021

Land SidePost539 USACEPI

12.06 12.06 Ramp Entry Last Updated : 6/10/2015Land SideRamp1392 INSPECTION

12.06 12.06 Ramp Entry Last Updated : 6/10/2015Water SideRamp1393 INSPECTION

12.07 12.07 UCIP DS_ID:23757
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 9 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
the berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 12.43) and 
612 (addendum), February 1999, (HLM 12.36) (Station 
652+74)].
Entry Last Updated : 4/16/2021

CrossingCulvert1576 UCIPAPR2021

12.08 12.08 Structure Weir structure in river
Entry Last Updated : 3/5/2021

Water SideWeir541 USACEPI

10975A

12.09 12.09 Ramp Ramp on both slopes.
Entry Last Updated : 3/5/2021

Water SideRamp23 LEVEELOG

12.09 12.09 Ramp Ramp on both slopes.
Entry Last Updated : 3/5/2021

Land SideRamp545 GEILEVEELOG

12.21 12.21 Structure Entry Last Updated : 6/9/2020Land SidePole - Utility1394 INSPECTION

12.22 12.22 UCIP DS_ID:23760
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe 
through the levee, 9 feet below the crown. Two slide gates 
in a 36-inch corrugated metal riser unit on the waterside 
(WS) slope. Siphon cleanout in the center of channel. 8-
inch steel pipe from pump at LM 12.56 discharges into 36-
inch corrugated metal riser unit on the WS slope. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 12.58)].
Entry Last Updated : 4/16/2021

CrossingPipe1577 UCIPAPR2021
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12.22 12.22 Structure 36" CMP riser with ladder & valve on WS slope.
Entry Last Updated : 6/10/2015

Water SideStandpipe552 USACEPI

12.22 12.22 Ramp Entry Last Updated : 6/10/2015Land SideRamp1395 INSPECTION

12.22 12.22 Fence Fence on waterside slope.
Entry Last Updated : 3/5/2021

Water SideMetal553 USACEPI

12.23 12.23 Aerial Overhead power line crosses the levee.
Entry Last Updated : 4/10/2015

CrossingHigh Voltage561 GEILEVEELOG

12.23 12.23 Structure Shed built within 15 feet from landside toe.
Entry Last Updated : 3/5/2021

Land SideBuilding550 USACEPI

12.23 12.23 Structure Entry Last Updated : 6/9/2020Land SidePole - Utility1396 INSPECTION

12.24 12.24 Structure Wooden flashboard darn structure across the channel. 
Concrete base with cobble riprap both upstream and 
downstream from the base.  Bank cobble grouted.
Entry Last Updated : 4/10/2015

Water SideWeir564 GEILEVEELOG

12.24 12.36 Fence Entry Last Updated : 6/10/2015Land SideBarbed Wire1397 INSPECTION

12.30 12.34 Structure Residences, several sheds, and fencing on landside.
Entry Last Updated : 6/10/2015

Land SideBuilding1398 INSPECTION

12.32 12.32 Structure Pool on landside in private residence, located more than 
15 feet away from the landside toe.
Entry Last Updated : 3/5/2021

Land SidePool565 USACEPI

12.35 12.35 Structure Small water tower inside residence.
Entry Last Updated : 6/10/2015

Land SideTank1400 INSPECTION

12.35 12.35 Structure Entry Last Updated : 6/9/2020Land SidePole - Utility1401 INSPECTION

12.36 12.36 Ramp Entry Last Updated : 6/10/2015Water SideRamp1402 INSPECTION

18809

12.38 12.38 Aerial Entry Last Updated : 6/10/2015CrossingCommunications1403 INSPECTION
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12.38 12.38 Gate Access gate on levee crown.
Entry Last Updated : 6/10/2015

CrownMetal570 USACEPI

12.39 12.39 At Grade Intersection with Hwy 88 bridge across the Creek. 
Construction currently being done at this intersection.
Entry Last Updated : 6/10/2015

CrossingRoad / Highway574 USACEPI

18809

12.40 12.40 Fence Cross fence, metal drive gate, State blank lock, 2018 lock.
Entry Last Updated : 3/5/2021

Water SideChain Link24 LEVEELOG

12.40 12.40 Fence Cross fence, metal drive gate, State blank lock, 2018 lock.
Entry Last Updated : 3/5/2021

Land SideChain Link25 LEVEELOG

12.40 12.40 Aerial Overhead power line crosses the levee.
Entry Last Updated : 6/10/2015

CrossingHigh Voltage572 GEILEVEELOG

12.40 12.40 Gate Cross fence, metal drive gate, State blank lock, 2018 lock.
Entry Last Updated : 4/10/2015

CrownMetal573 GEILEVEELOG

12.40 12.40 Aerial Entry Last Updated : 6/10/2015CrossingCommunications1404 INSPECTION

12.41 12.41 UCIP DS_ID:23761
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, 7.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway across 
berm. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 12.78) and 
612 (addendum), February 1999, (HLM 12.70) (Station 
670+43)].
Entry Last Updated : 4/16/2021

CrossingCulvert1578 UCIPAPR2021

12.41 12.41 Ramp Ramp cut in the waterward slope.
Entry Last Updated : 4/10/2015

Water SideRamp557 GEILEVEELOG

12.42 12.68 Fence Barbed wire fence within 10 feet of the landward toe.
Entry Last Updated : 3/5/2021

Land SideBarbed Wire576 LEVEEINSPECTION
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12.56 12.56 UCIP DS_ID:23762
EP_NO: 7890
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch coated steel irrigation 
pipe through the levee, 3 feet below the crown. Steel 
cutoff wall around pipe at center of levee. Vertical pump in 
sump at the waterside (WS) toe. 36-inch concrete 
standpipe on the landside (LS). Rock revetment on the 
WS slope. (Permit No. 7890, 1972 - Pete Kooyman). 
[Additional Reference(s): DWR Levee Log, 1990].
Entry Last Updated : 4/16/2021

CrossingPipe1579 UCIPAPR2021

7890

12.56 12.56 UCIP DS_ID:23763
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 10-inch steel irrigation 
siphon through the levee, 8 feet below the crown. Siphon 
cleanout in center of channel. Two slide gates in 36-inch 
corrugated metal riser unit on the waterside (WS) slope. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 12.93) and 
612 (addendum), February 1999, (HLM 12.86) (Station 
678+88), listed as a 36-inch pipe].
Entry Last Updated : 4/16/2021

CrossingPipe1580 UCIPAPR2021

12.56 12.56 Structure Entry Last Updated : 6/9/2020Land SidePole - Utility586 LEVEEINSPECTION

12.57 12.57 UCIP DS_ID:23764
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal storm 
drainage pipe through the levee, 9 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwalls on both ends. Cobble grouted spillway on the 
WS end. Cobble grouted apron on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 12.94) and 
612 (addendum), February 1999, (HLM 12.86) (Station 
678+88)].
Entry Last Updated : 4/16/2021

CrossingCulvert1581 UCIPAPR2021

12.57 12.57 Aerial Overhead power line crosses the levee.
Entry Last Updated : 4/10/2015

CrossingHigh Voltage590 GEILEVEELOG

12.57 12.57 Structure Entry Last Updated : 6/9/2020Land SidePole - Utility1405 INSPECTION

12.57 12.57 Revetment Channel bank rock revetted.
Entry Last Updated : 4/10/2015

Water SideRock582 GEILEVEELOG
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12.60 12.60 Ramp Ramp on the waterward slope.
Entry Last Updated : 4/10/2015

Water SideRamp591 GEILEVEELOG

12.62 12.62 At Grade Murdock Farm Road crosses the levee at crown elevation. 
Farm bridge across the channel.
Entry Last Updated : 4/10/2015

CrossingRoad / Highway594 GEILEVEELOG

12.63 12.63 UCIP DS_ID:23765
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 9 feet below the crown. 
Flap gate on the waterside (WS) end. Slide gate on the 
landside (LS) end. Concrete U-shaped headwalls on both 
ends. Cobble grouted spillway across the berm. Cobble 
grouted apron on the LS end. [Additional Reference(s): 
DWR Levee Log, 1990. USACE San Joaquin O&M 
Manual 612.2, 1967, (HLM 13.00)].
Entry Last Updated : 4/16/2021

CrossingCulvert1582 UCIPAPR2021

12.68 12.68 Revetment Channel bank rock revetted.
Entry Last Updated : 4/10/2015

Water SideRock598 GEILEVEELOG

12.68 12.68 Mark Left bank levee Bear Creek at left bank levee Paddy 
Creek, Unit No. 9.  Mileage continues north from across 
Paddy Creek.  Confluence Paddy Creek and Bear Creek.
Entry Last Updated : 4/10/2015

CrownBoundary599 GEILEVEELOG

12.68 12.68 Miscellaneou
s

Vehicle turnaround on overbuilt section of  the levee.
Entry Last Updated : 3/5/2021

CrownTurnout597 USACEPI

12.86 12.86 Ramp Access ramp on waterside.
Entry Last Updated : 6/10/2015

Water SideRamp601 USACEPI

12.87 12.87 UCIP DS_ID:23766
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel irrigation siphon 
through the levee, 8 feet below the crown. Gate valve in 
48-inch corrugated metal riser unit on the waterside (WS) 
slope. [Additional Reference(s): DWR Levee Log, 1990. 
USACE San Joaquin O&M Manual 612.2, 1967, (HLM 
13.24)].
Entry Last Updated : 4/16/2021

CrossingPipe1583 UCIPAPR2021

12.87 12.87 Aerial Entry Last Updated : 6/10/2015CrossingHigh Voltage1408 INSPECTION

13750
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12.87 12.87 Ramp Entry Last Updated : 6/10/2015Land SideRamp1409 INSPECTION

12.87 12.87 Structure Entry Last Updated : 6/9/2020Land SidePole - Utility1407 INSPECTION

13750

12.88 12.88 Fence Entry Last Updated : 6/10/2015Land SideWood1410 INSPECTION

12.89 12.89 UCIP DS_ID:23767
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 7 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 13.26)].
Entry Last Updated : 4/16/2021

CrossingCulvert1584 UCIPAPR2021

12.89 13.21 Fence Barbed wire fence located at about 5 feet from landside 
toe.
Entry Last Updated : 3/5/2021

Land SideBarbed Wire602 USACEPI

12.98 12.98 UCIP DS_ID:23768
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 36-inch corrugated metal 
drainage pipe through the levee, 10 feet below the crown. 
Concrete U-shaped headwall on both ends. Slide gate in 
corrugated metal riser unit on the waterside (WS) slope. 
Flap gate on the WS end. [Additional Reference(s): DWR 
Levee Log, 1990. USACE San Joaquin O&M Manual 
612.2, 1967, (HLM 13.35)].
Entry Last Updated : 4/16/2021

CrossingCulvert1585 UCIPAPR2021

12.98 12.98 UCIP DS_ID:23816
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 36-inch corrugated metal 
drainage pipe through the levee, 10 feet below the crown. 
Concrete U-shaped headwall on both ends. Slide gate in 
corrugated metal riser unit on the waterside (WS) slope. 
Flap gate on the WS end. [Additional Reference(s): DWR 
Levee Log, 1990. USACE San Joaquin O&M Manual 
612.2, 1967, (HLM 13.35)].
Entry Last Updated : 4/16/2021

CrossingCulvert1586 UCIPAPR2021
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12.99 12.99 Structure Abandoned weir structure across the river, located at 
about 20 feet from waterside levee toe.
Entry Last Updated : 3/5/2021

Water SideWeir608 USACEPI

10975A

13.13 13.13 UCIP DS_ID:23769
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 8 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 13.50)].
Entry Last Updated : 4/16/2021

CrossingCulvert1587 UCIPAPR2021

13.18 13.18 Structure Shed.
Entry Last Updated : 6/10/2015

Land SideBuilding1413 INSPECTION

13.21 13.21 Miscellaneou
s

Trees.
Entry Last Updated : 6/10/2015

Land SideLandscaping1414 INSPECTION

13.21 13.21 Ramp Entry Last Updated : 6/10/2015Water SideRamp610 USACEPI

13.21 13.21 Gate Access gate across levee crown.
Entry Last Updated : 6/10/2015

CrownMetal612 USACEPI

13.22 13.22 Revetment Channel bank rock revetted.
Entry Last Updated : 4/10/2015

Water SideRock611 GEILEVEELOG

13.22 13.22 At Grade Levee intersects with Harney Lane. Bridge across creek 
and associated signage and guard rails.
Entry Last Updated : 3/5/2021

CrossingRoad / Highway614 USACEPI

13.22 13.22 Aerial Overhead power lines cross the levee.
Entry Last Updated : 3/5/2021

CrossingHigh Voltage615 USACEPI

12833

13.22 13.22 UCIP DS_ID:25023
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 1.5-inch galvanized iron 
electrical conduit through the levee, at an unknown depth. 
Pipe visible on upstream side of bridge. Likely electrical 
power for signal 300 feet to the east of crown. 18-inch by 
24-inch Christy box on the landside (LS) shoulder.
Entry Last Updated : 4/16/2021

CrossingConduit1588 UCIPAPR2021
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13.23 13.23 UCIP DS_ID:23770
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 13.60)].
Entry Last Updated : 4/16/2021

CrossingCulvert1589 UCIPAPR2021

13.23 13.23 Aerial Entry Last Updated : 6/10/2015CrossingCommunications1415 INSPECTION

13.23 13.23 Fence Cross fence, metal drive gate, State blank lock, 2018 
Lock.
Entry Last Updated : 3/5/2021

Water SideChain Link26 LEVEELOG

13.23 13.23 Fence Cross fence, metal drive gate, State blank lock, 2018 
Lock.
Entry Last Updated : 3/5/2021

Land SideChain Link29 LEVEELOG

13.23 13.23 Gate Cross fence, metal drive gate, State blank lock, 2018 
Lock.
Entry Last Updated : 4/10/2015

CrownMetal621 GEILEVEELOG

13.27 13.27 Ramp Entry Last Updated : 3/5/2021Water SideRamp14 LEVEELOG

13.27 13.27 Ramp Entry Last Updated : 3/5/2021Land SideRamp1416 INSPECTION

13.29 13.29 Structure Wooden flashboard dam structure across the channel. 
Concrete base with cobble riprap both upstream and 
downstream from the base.  Bank cobble revetted.
Entry Last Updated : 4/10/2015

Water SideWeir625 GEILEVEELOG

10975-A

13.44 13.44 UCIP DS_ID:23771
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 13.81)].
Entry Last Updated : 4/16/2021

CrossingCulvert1590 UCIPAPR2021
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13.47 13.47 Aerial Overhead power line crosses the levee.
Entry Last Updated : 4/10/2015

CrossingHigh Voltage620 GEILEVEELOG

13.50 13.50 UCIP DS_ID:23772
EP_NO: N/A
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 12-inch steel irrigation siphon 
pipe through the levee, 3 feet below the crown. 3-inch 
vent pipe on the waterside (WS) slope. [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 13.88)].
Entry Last Updated : 4/16/2021

CrossingPipe1591 UCIPAPR2021

13.51 13.51 Structure 4 inch diameter and 10 foot tall steel pipe located on 
waterside slope.
Entry Last Updated : 3/5/2021

Water SidePole626 USACEPI

13.58 13.58 Miscellaneou
s

Entry Last Updated : 6/10/2015Land SideTurnout1417 INSPECTION

13.73 13.80 Fence Entry Last Updated : 6/10/2015Land SideBarbed Wire1418 INSPECTION

13.77 13.77 Ramp Access ramp on landside.
Entry Last Updated : 6/10/2015

Land SideRamp632 GEILEVEELOG

13.78 13.78 UCIP DS_ID:23773
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 36-inch corrugated metal 
drainage pipe through the levee, 4 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 14.16)].
Entry Last Updated : 4/16/2021

CrossingCulvert1592 UCIPAPR2021

13.78 13.78 UCIP DS_ID:23815
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 36-inch corrugated metal 
drainage pipe through the levee, 4 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 14.16)].
Entry Last Updated : 4/16/2021

CrossingCulvert1593 UCIPAPR2021
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13.78 13.78 Revetment Channel bank cobble revetted.
Entry Last Updated : 4/10/2015

Water SideCobble635 GEILEVEELOG

13.79 13.79 Ramp Entry Last Updated : 6/10/2015Land SideRamp1419 INSPECTION

13.95 13.95 UCIP DS_ID:23774
EP_NO: 7646
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch coated steel irrigation 
pipe through the levee, 2 feet below the crown. Concrete 
cutoff wall around pipe under center of levee. Pump on 30-
inch concrete sump on the waterside (WS). 36-inch 
concrete standpipe at the landside (LS) toe. (Permit No. 
7646, 1971 - Charles J. Faber). (Standpipe moved further 
from toe, and pipe covered under landside (LS) berm 
under Permit No. 7646-A, 1972 - Charles J. Faber). 
[Additional Reference(s): DWR Levee Log, 1990].
Entry Last Updated : 4/16/2021

CrossingPipe1594 UCIPAPR2021

7646

13.96 13.96 Structure Entry Last Updated : 6/9/2020Land SidePole - Utility1421 INSPECTION

5952

13.96 13.96 At Grade Farm road crosses levee at the crown elevation. Concrete 
bridge across the channel. Abutments cobble revetted.
Entry Last Updated : 3/5/2021

CrossingRoad / Highway642 GEILEVEELOG

13.96 13.96 Revetment Entry Last Updated : 6/10/2015Water SideCobble1422 INSPECTION

13.96 13.96 Ramp Entry Last Updated : 6/10/2015Land SideRamp1423 INSPECTION

13.97 13.97 UCIP DS_ID:23775
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 4 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 14.35)].
Entry Last Updated : 4/16/2021

CrossingCulvert1595 UCIPAPR2021

13.98 13.98 Ramp Access ramp on waterside.
Entry Last Updated : 3/5/2021

Water SideRamp637 GEILEVEELOG

7646

7646A

Page 60 of 70Report Created : Monday, August 23, 2021   11:27



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0017

Waterway

Unit No. 08 Bear Creek

Bank

Left

Unit Miles

15.32

San Joaquin County Flood Control and Water Conservation District

Inspector

Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

14.08 14.08 UCIP DS_ID:23776
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 4 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 14.46)].
Entry Last Updated : 4/16/2021

CrossingCulvert1596 UCIPAPR2021

14.14 14.14 UCIP DS_ID:23777
EP_NO: N/A
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 12-inch steel irrigation siphon 
pipe through the levee, 3 feet below the crown. 3-inch 
vent pipe on the waterside (WS) slope. Possible 10-inch 
polyvinyl chloride standpipe at the landside (LS) toe. 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 14.52)].
Entry Last Updated : 4/16/2021

CrossingPipe1597 UCIPAPR2021

14.30 14.30 Ramp Entry Last Updated : 6/10/2015Land SideRamp1424 INSPECTION

14.31 14.31 UCIP DS_ID:23778
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 4 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 14.69)].
Entry Last Updated : 4/16/2021

CrossingPipe1598 UCIPAPR2021

14.31 14.31 Fence Entry Last Updated : 3/5/2021Water SideBarbed Wire15 LEVEELOG

14.31 14.31 Gate Cross fence, metal drive gate, State blank lock. Broken #5 
lock.
Entry Last Updated : 6/10/2015

CrownChain Link651 GEILEVEELOG

14.31 14.31 Fence Entry Last Updated : 3/5/2021Land SideBarbed Wire1425 INSPECTION

14.31 14.31 Aerial Entry Last Updated : 6/10/2015CrossingCommunications1426 INSPECTION
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14.32 14.32 UCIP DS_ID:25022
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 2-inch galvanized iron electrical 
conduit through the levee, at an unknown depth. Attached 
to upstream side of bridge.
Entry Last Updated : 4/16/2021

CrossingConduit1599 UCIPAPR2021

14.32 14.32 Fence Entry Last Updated : 6/10/2015Water SideBarbed Wire1428 INSPECTION

14.32 14.32 Aerial Overhead power lines crossing the levee.
Entry Last Updated : 3/5/2021

CrossingHigh Voltage653 USACEPI

12833

14.32 14.32 Aerial Entry Last Updated : 6/10/2015CrossingCommunications1427 INSPECTION

14.32 14.32 At Grade Levee intersects with Kettleman Lane. Bridge across the 
creek and associated guard rails and signage.
Entry Last Updated : 3/5/2021

CrossingRoad / Highway654 USACEPI

14.32 14.32 UCIP DS_ID:23779
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6.5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 14.70)].
Entry Last Updated : 4/16/2021

CrossingCulvert1600 UCIPAPR2021

14.33 14.33 Fence Access gate across levee crown. Fencing on landside 
slope and waterside shoulder.
Entry Last Updated : 3/5/2021

Land SideBarbed Wire30 LEVEELOG

14.33 14.33 Gate Access gate across levee crown. Fencing on landside 
slope and waterside shoulder.
Entry Last Updated : 3/5/2021

CrownChain Link655 USACEPI

14.33 14.33 Ramp Entry Last Updated : 6/10/2015Water SideRamp1429 INSPECTION

14.51 14.65 Miscellaneou
s

Newly planted trees.
Entry Last Updated : 6/10/2015

Land SideLandscaping1431 INSPECTION
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14.55 14.55 Structure 3 feet diameter concrete riser and a pump located on the 
landside within 15 feet from road. We cannot find where 
the intake pipe penetrates through the levee.
Entry Last Updated : 6/10/2015

Land SidePump Station659 USACEPI

14.55 14.58 Revetment Entry Last Updated : 1/3/2018Water SideRubble1430 INSPECTION

14.70 14.70 UCIP DS_ID:23780
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal 
drainage pipe through the levee, 3 feet below the crown. 
Flap gate on the waterside (WS) end. Cobble grouted 
spillway. Cobble grouted intake on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 1990. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 15.08)].
Entry Last Updated : 4/16/2021

CrossingCulvert1601 UCIPAPR2021

14.75 14.75 Ramp Entry Last Updated : 6/10/2015Land SideRamp1432 INSPECTION

14.85 14.85 Revetment Channel bank cobble revetted.
Entry Last Updated : 4/10/2015

Water SideCobble664 GEILEVEELOG

14.85 14.85 Gate Cross fence, metal drive gate, State blank lock.
Entry Last Updated : 4/10/2015

CrownChain Link663 GEILEVEELOG

14.85 14.85 Fence Entry Last Updated : 6/10/2015Water SideBarbed Wire1433 INSPECTION

14.85 14.85 Wall Entry Last Updated : 6/10/2015Land SideConcrete / 
Masonry Wall

1434 INSPECTION

14.85 14.85 UCIP DS_ID:23781
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted inlet on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 15.24)].
Entry Last Updated : 4/16/2021

CrossingCulvert1602 UCIPAPR2021

14.93 15.00 At Grade Paved path for golf carts.
Entry Last Updated : 6/10/2015

CrownBikepath1435 INSPECTION
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14.93 14.93 Ramp Concrete paved landside access ramp, used as a path for 
golf carts.
Entry Last Updated : 3/5/2021

Land SideRamp671 USACEPI

14.94 14.94 Revetment Entry Last Updated : 6/10/2015Water SideRock1436 INSPECTION

14.94 14.94 Structure Weir structure across the river,  located at about 20 feet 
from waterside levee toe.
Entry Last Updated : 3/5/2021

Water SideWeir673 USACEPI

10975

14.97 14.97 UCIP DS_ID:25021
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch steel water line through 
the levee, at an unknown depth. 2 valves in 6-inch 
polyvinyl chloride standpipe at the LS toe. Pipe mounted 
on downstream side of bridge.
Entry Last Updated : 4/16/2021

CrossingPipe1603 UCIPAPR2021

14.97 14.97 Structure Bridge across river and associated guard rails and pipe 
crossings on the bridge.
Entry Last Updated : 3/5/2021

Water SideBridge676 USACEPI

15.00 15.00 At Grade Golf cart path.
Entry Last Updated : 6/10/2015

Land SideBikepath1437 INSPECTION

15.01 15.01 Structure Entry Last Updated : 6/9/2020Land SideSign1438 INSPECTION

15.05 15.05 UCIP DS_ID:23782
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 15.44)].
Entry Last Updated : 4/16/2021

CrossingCulvert1604 UCIPAPR2021

15.10 15.10 Aerial Overhead power line crosses the levee.
Entry Last Updated : 4/10/2015

CrossingHigh Voltage678 GEILEVEELOG

15.10 15.10 Aerial Entry Last Updated : 1/5/2018CrossingHigh Voltage6 LEVEELOG
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15.11 15.11 Structure 1" monitoring well on levee crown. The well has a 
concrete cap.
Entry Last Updated : 3/5/2021

CrownMonitoring Well681 USACEPI

15.12 15.12 At Grade Two paved landside access ramps, used as paths for golf 
carts.
Entry Last Updated : 3/5/2021

Land SideBikepath679 USACEPI

15.12 15.22 At Grade Paved path for golf carts.
Entry Last Updated : 6/10/2015

CrownBikepath1440 INSPECTION

15.16 15.16 At Grade Golf cart path.
Entry Last Updated : 6/10/2015

Land SideBikepath1441 INSPECTION

15.22 15.22 At Grade Golf cart path.
Entry Last Updated : 6/10/2015

Land SideBikepath1442 INSPECTION

15.30 15.30 At Grade Entry Last Updated : 3/5/2021Land SideBikepath1443 INSPECTION

15.35 15.35 Structure Bridge across river and associated guard rails on the 
bridge.
Entry Last Updated : 3/5/2021

Water SideBridge682 USACEPI

15.35 15.35 At Grade Golf cart path.
Entry Last Updated : 6/10/2015

Land SideBikepath1444 INSPECTION

15.35 15.43 At Grade Entry Last Updated : 6/10/2015CrownBikepath1445 INSPECTION

15.43 15.43 At Grade Golf cart path.
Entry Last Updated : 6/25/2015

Land SideBikepath1446 INSPECTION

15.47 15.47 UCIP DS_ID:25019
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 1.5-inch polyvinyl chloride 
electrical conduit through the levee, at an unknown depth. 
Pipe visible on downstream side of bridge.
Entry Last Updated : 4/16/2021

CrossingConduit1605 UCIPAPR2021
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15.47 15.47 UCIP DS_ID:25018
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: Two 1.5-inch galvanized iron 
electrical conduits through the levee, at an unknown 
depth. Pipes attached to downstream side of bridge.
Entry Last Updated : 4/16/2021

CrossingConduit1606 UCIPAPR2021

15.47 15.47 UCIP DS_ID:25020
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 2-inch galvanized iron water line 
over bridge on downstream side.
Entry Last Updated : 4/16/2021

CrossingConduit1607 UCIPAPR2021

15.47 15.47 UCIP DS_ID:25017
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel irrigation pipe 
through the levee, at an unknown depth. Pipe visible on 
downstream side of bridge.
Entry Last Updated : 4/16/2021

CrossingPipe1608 UCIPAPR2021

15.47 15.47 Structure Farm road crosses the levee at the crown elevation. 
Concrete bridge across the channel. Abutments cobble 
revetted.
Entry Last Updated : 4/10/2015

Water SideBridge688 GEILEVEELOG

16247

15.48 15.48 UCIP DS_ID:23783
EP_NO: 6091
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch coated steel irrigation 
pipe through the levee, 3 feet below the crown. Gate valve 
on the waterside (WS). 24-inch corrugated metal pump 
sump unit with motor mounted on top of the WS. 24-inch 
corrugated metal intake pipe from the channel. Concrete 
U-shaped headwall with trash rack on the WS end. 48-
inch concrete standpipe on the landside (LS). (Permit No. 
6091, 1968 - P. J. Goehring). [Additional Reference(s): 
DWR Levee Log, 1990. USACE San Joaquin O&M 
Manual 612.2, 1967, (HLM 15.87)].
Entry Last Updated : 4/16/2021

CrossingPipe1609 UCIPAPR2021

6091

15.48 15.48 UCIP DS_ID:23824
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 16-inch coated steel irrigation 
pipe through the levee, 3 feet below the crown. Siphon 
cleanout plug in the channel. [Additional Reference(s): 
DWR Levee Log, 1990. USACE San Joaquin O&M 
Manual 612.2, 1967, (HLM 15.87)].
Entry Last Updated : 4/16/2021

CrossingPipe1610 UCIPAPR2021
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15.49 15.49 Structure 3' standpipe. Probably connected to pump at mile 15.50.
Entry Last Updated : 6/10/2015

Land SideStandpipe1453 INSPECTION

15.49 15.49 UCIP DS_ID:25016
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel irrigation pipe 
through the levee, at an unknown depth. Gate valve on 
the waterside (WS). 24-inch corrugated metal pump sump 
unit with motor mounted on top of the WS. 24-inch 
corrugated metal intake pipe from the channel. Concrete 
U-shaped headwall with trash rack on the WS end. 42-
inch concrete standpipe on the landside (LS).
Entry Last Updated : 4/16/2021

CrossingPipe1611 UCIPAPR2021

15.50 15.50 Ramp Entry Last Updated : 6/10/2015Water SideRamp1454 INSPECTION

15.62 15.62 Ramp Access ramp on waterside.
Entry Last Updated : 6/10/2015

Water SideRamp689 USACEPI

15.62 15.62 UCIP DS_ID:23784
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 3 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 16.02)].
Entry Last Updated : 4/16/2021

CrossingCulvert1612 UCIPAPR2021

15.66 15.66 At Grade Golf cart path.
Entry Last Updated : 6/10/2015

Land SideBikepath1456 INSPECTION

15.66 15.71 At Grade Entry Last Updated : 6/10/2015CrownBikepath1457 INSPECTION

15.68 15.68 Structure Entry Last Updated : 6/9/2020Land SidePole - Utility1458 INSPECTION

15.71 15.71 At Grade Golf cart path.
Entry Last Updated : 6/10/2015

Land SideBikepath1459 INSPECTION

15.72 15.72 Ramp Ramp on the waterward slope.
Entry Last Updated : 4/10/2015

Water SideRamp693 GEILEVEELOG
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15.75 15.75 At Grade Dirt road.
Entry Last Updated : 6/10/2015

Land SideRoad / Highway1460 INSPECTION

15.75 15.75 Wall Concrete wall on waterside slope
Entry Last Updated : 3/5/2021

Water SideConcrete / 
Masonry Wall

16 LEVEELOG

15.75 15.75 Fence Entry Last Updated : 3/5/2021Water SideBarbed Wire18 LEVEELOG

15.75 15.75 Wall Concrete wall on landside slope
Entry Last Updated : 3/5/2021

Land SideConcrete / 
Masonry Wall

699 USACEPI

15.75 15.75 Structure Entry Last Updated : 6/10/2015Land SidePole1461 INSPECTION

15.75 15.75 Fence Entry Last Updated : 3/5/2021Land SideBarbed Wire1462 INSPECTION

15.75 16.07 Fence Entry Last Updated : 6/10/2015Land SideBarbed Wire1463 INSPECTION

15.75 15.80 Revetment Channel slope cobble revetted.
Entry Last Updated : 6/10/2015

Water SideCobble696 GEILEVEELOG

15.75 15.75 UCIP DS_ID:23785
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 1.5  feet below the 
crown. Concrete U-shaped headwall on both ends. Flap 
gate on the waterside (WS) end. Cobble grouted spillway. 
Cobble grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 16.15)].
Entry Last Updated : 4/16/2021

CrossingCulvert1613 UCIPAPR2021

15.81 15.81 Ramp Entry Last Updated : 3/5/2021Water SideRamp19 LEVEELOG

15.81 15.81 Ramp Entry Last Updated : 3/5/2021Land SideRamp1464 INSPECTION
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15.82 15.82 UCIP DS_ID:23786
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 8 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 16.22)].
Entry Last Updated : 4/16/2021

CrossingCulvert1614 UCIPAPR2021

15.88 15.88 UCIP DS_ID:23787
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1990. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 16.27)].
Entry Last Updated : 4/16/2021

CrossingCulvert1615 UCIPAPR2021

16.07 16.07 UCIP DS_ID:23807
EP_NO: N/A
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 10-inch concrete pipe of an 
unknown purpose through the levee, at an unknown 
depth. Concrete standpipe on the waterside (WS). 
[Additional Reference(s): USACE San Joaquin O&M 
Manual 612.2, 1967, (HLM 16.48)].
Entry Last Updated : 4/16/2021

CrossingPipe1616 UCIPAPR2021

16.07 16.07 Structure 10 inch concrete pipe riser located on the waterside within 
15 feet from the levee.
Entry Last Updated : 6/10/2015

Water SideStandpipe705 USACEPI

16.07 16.07 Fence Fencing on either side of gate.
Entry Last Updated : 3/5/2021

Water SideBarbed Wire20 LEVEELOG

16.07 16.07 Fence Fencing on either side of gate.
Entry Last Updated : 6/10/2015

Land SideBarbed Wire706 USACEPI

16.07 16.07 Gate Cross fence, metal drive gate, State blank lock.
Entry Last Updated : 6/10/2015

CrownBarbed Wire1468 INSPECTION

16.07 16.07 Mark End of left bank levee Bear Creek at Jack Tone Road.
Entry Last Updated : 6/10/2015

CrownBoundary1466 INSPECTION
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16.07 16.07 At Grade Jack Tone Road crossing.
Entry Last Updated : 6/10/2015

CrossingRoad / Highway1467 INSPECTION

16.07 16.07 Aerial Overhead power line (App. No. 5447) line crosses the 
levee.
Entry Last Updated : 6/10/2015

CrossingHigh Voltage702 GEILEVEELOG

5447

16.07 16.07 Aerial Entry Last Updated : 6/10/2015CrossingCommunications1465 INSPECTION
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Unit Miles
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Levee Mile
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No

Source

0.00 0.00 Mark Left bank levee Paddy Creek at levee mile 13.05 of left 
bank levee Bear Creek.  Unit and levee crown 12 feet 
wide. Waterward slope 1 on 3, landward slope 1 on 2. 
Graveled crown roadway. Levee constructed by U.S.C.E., 
1964 and 1966. Mileage runs upstream.
Entry Last Updated : 1/30/2020

CrownBoundary3 GEILEVEELOG

0.00 0.00 Ditches Ditch at the landside levee toe about 1.5 feet deep and 3 
feet wide.
Entry Last Updated : 1/30/2020

Land SideUnlined5 USACEPI

0.00 1.44 Fence Barbed wire fence located 10 feet form the landside levee 
toe.
Entry Last Updated : 2/11/2020

Land SideBarbed Wire1 USACEPI

0.01 0.55 Revetment Channel bank rock revetted.
Entry Last Updated : 6/24/2015

Water SideRock6 GEILEVEELOG

0.08 0.08 Ramp Waterside access ramp. 
Entry Last Updated : 1/30/2020

Water SideRamp11 USACEPI

0.09 0.09 Structure Stream gaging and water quality monitoring station. App. 
No. 11589. (Unable to locate 3/87)
Entry Last Updated : 6/24/2015

Water SideGauge8 GEILEVEELOG

11589

0.09 0.09 UCIP DS_ID:23850
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch CM drainage pipe 
through the levee, 9.5-feet below the crown.  Concrete "U" 
headwall on both ends. Flap gate on the waterward end. 
Cobble grouted spillway. Cobble grouted intake on the 
landward side. O&M Manual Bear Creek Part 2, 1967. 
Included in O&M Manual Bear Creek Addendum, 
February 1999. [Additional Reference(s): DWR Levee 
Log, 1977, 1978, 1987, 1990. USACE San Joaquin O&M 
Manual Unit 612, Part No. 2 - Bear Creel Project, Unit 7: 
HLM 7.19 – 16.77, Unit 8: HLM 7.55-16.48, Unit 9: HLM 
0.10-1.52; Unit 10: HLM 0.03-1.35, Unit 11: HLM 0.16-
3.55, Unit 12: HLM 0.14-3.91; Unit 13, HLM 0.03-1.18; 
Unit 14, HLM 0.02-1.17, 1967, (HLM 1.52)]
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert9 UCIPAUG2021

0.10 0.10 Ramp Waterside access ramp. 

Entry Last Updated : 1/30/2020

Water SideRamp85 USACEINSPECT

0.39 0.39 Mark Opposite confluence of North Paddy Creek.
Entry Last Updated : 6/24/2015

CrownBoundary13 GEILEVEELOG
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0.42 0.42 Ditches Ditch at the landside levee toe about 1.5 feet deep and 3 
feet wide.
Entry Last Updated : 2/11/2020

Land SideUnlined86 USACEINSPECT

0.42 0.42 Fence Access gate on levee crown with wire fencing on landside 
slope.
Entry Last Updated : 2/11/2020

Land SideBarbed Wire7 LEVEELOG

0.42 0.42 Gate Access gate on levee crown with wire fencing on landside 
slope.
Entry Last Updated : 1/30/2020

CrownMetal17 USACEPI

0.43 0.43 Ramp Waterside access ramp.
Entry Last Updated : 1/30/2020

Water SideRamp18 USACEPI

0.43 0.43 UCIP DS_ID:23852
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch reinforced concrete 
storm drainage pipe through the levee, 8 feet below the 
crown. Concrete U-shaped headwall on both ends. Slide 
gate inside a 7-foot by 7-foot concrete box on the 
waterside (WS) shoulder. [Additional Reference(s): DWR 
Levee Log, 1987. USACE San Joaquin O&M Manual 612 
(addendum), February 1999, (HLM 0.44) (Station 23+20), 
listed as a 24-inch pipe].
Entry Last Updated : 5/27/2021

Pipe16 UCIPAUG2021

0.44 0.44 UCIP DS_ID:23856
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch storm drainage pipe of 
an unknown material through the levee, at an unknown 
depth. Drainage structure at location. [Additional 
Reference(s): USACE San Joaquin O&M Manual 612 
(addendum), February 1999, (HLM 0.44) (Station 23+20)].
Entry Last Updated : 5/3/2021

Land Side to 
Water Side

Culvert20 UCIPAUG2021

0.44 0.44 Ramp Entry Last Updated : 6/29/2015Water SideRamp115 INSPECTION

0.47 0.59 Structure Private property encroaches on landside toe. Sheds,  
house,  and driveway within 15 feet of and at the landside 
toe.
Entry Last Updated : 1/30/2020

Land SideBuilding25 USACEPI
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0.52 0.52 Structure Flashboard dam across creek bottom which is not 
currently in use and greater than 15 feet from the 
waterside levee toe.  Wooden flashboard dam structure 
across the channel. Concrete base with cobble riprap both 
upstream and downstream from base. Bank cobble 
revetted.
Entry Last Updated : 2/11/2020

Water SideWeir21 USACEPI

0.53 0.53 Ramp Waterside access ramp. (Permit #16684G)
Entry Last Updated : 2/11/2020

Water SideRamp24 GEILEVEELOG

16684G

0.54 0.54 Fence Access gate on levee crown with wire fencing on landside 
slope.
Entry Last Updated : 2/11/2020

Land SideBarbed Wire10 LEVEELOG

0.54 0.54 Gate Access gate on levee crown with wire fencing on landside 
slope.
Entry Last Updated : 2/11/2020

CrownMetal92 USACEINSPECT

0.54 0.54 Structure Entry Last Updated : 1/30/2020Land SidePole - Utility2 LEVEELOG

0.55 0.59 Wall Entry Last Updated : 6/26/2018Water SideFlood116 INSPECTION

16684-G

0.55 0.55 Fence Access gate on levee crown with fencing along landside 
slope.
Entry Last Updated : 2/11/2020

Land SideBarbed Wire12 LEVEELOG

0.55 0.55 Gate Access gate on levee crown with fencing along landside 
slope.
Entry Last Updated : 1/30/2020

CrownMetal26 USACEPI

0.55 0.55 UCIP DS_ID:23853
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 4.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwall on both ends. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 0.56)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert28 UCIPAUG2021

0.55 0.55 At Grade Intersection with Hibbard Road. Bridge across channel. 
Guardrails, signage, power poles are along road.
Entry Last Updated : 2/11/2020

CrossingRoad / Highway30 USACEPI
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0.56 0.56 Structure Entry Last Updated : 1/30/2020Land SidePole - Utility4 LEVEELOG

0.56 0.56 Aerial Entry Last Updated : 6/29/2015CrossingHigh Voltage27 GEILEVEELOG

0.56 0.56 Aerial Entry Last Updated : 6/29/2015CrossingCommunications117 INSPECTION

0.56 0.56 Ramp Driveway to residence.
Entry Last Updated : 6/29/2015

Land SideRamp118 INSPECTION

0.57 0.57 Gate Cross fence, metal drive gate.  State Blank Lock.  2018 
Lock.
Entry Last Updated : 6/24/2015

CrownMetal29 GEILEVEELOG

0.58 0.58 Structure Private property encroaches on landside toe. Shed, 
house, and driveway within 15 feet of and at the landside 
toe.
Entry Last Updated : 2/11/2020

Land SideBuilding96 USACEINSPECT

0.61 0.61 UCIP DS_ID:23839
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 8 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). Pump with suction 
hose sleeved through storm drainage pipe located on the 
LS, removed during winter months. (Suction hose sleeved 
through pipe under Permit No. 11530, 1976 - Constantine 
M. Coppulos). [Additional Reference(s): DWR Levee Log, 
1987. USACE San Joaquin O&M Manual 612.2, 1967, 
(HLM 0.62) and 612 (addendum), February 1999, (HLM 
0.61) (Station 32+46)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert34 UCIPAUG2021

11530

0.63 0.63 Ramp Entry Last Updated : 1/30/2020Water SideRamp119 INSPECTION

0.81 0.81 Miscellaneou
s

Vehicle turnaround on overbuilt section of levee crown on 
the waterside.
Entry Last Updated : 1/30/2020

Water SideTurnout35 USACEPI

0.84 0.84 Ramp Entry Last Updated : 6/29/2015Water SideRamp38 USACEPI
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0.85 0.85 UCIP DS_ID:23840
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 7 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 0.86)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert36 UCIPAUG2021

0.85 0.85 Ramp Waterside access ramps. 

Entry Last Updated : 1/31/2020

Water SideRamp101 USACEINSPECT

0.85 0.85 UCIP DS_ID:23857
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 12-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 612 (addendum), February 1999, (HLM 
0.86) (Station 45+31)].
Entry Last Updated : 5/3/2021

Pipe15 UCIPAUG2021

0.93 0.93 UCIP DS_ID:23841
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal storm 
drainage pipe through the levee, 7 feet below the crown. 
Headwall on the landside (LS) toe. Flap gate on the 
waterside (WS) end. Cobble grouted spillway. [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612 (addendum), February 1999, 
(HLM 0.93) (Station 49+30)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert41 UCIPAUG2021

0.95 0.95 Revetment Riprap along waterside bank below waterside bench with 
Moderate to heavy vegetation. 

Entry Last Updated : 1/31/2020

Water SideRock103 USACEINSPECT

0.98 0.98 Ramp Ramp to low water crossing in the channel on waterward 
slope.
Entry Last Updated : 2/11/2020

Water SideRamp48 GEILEVEELOG

0.99 0.99 Structure Power pole is outside of 15 feet of the landside toe. 
However, guy wire is anchored at the landside toe. 
(Permit #12517)
Entry Last Updated : 2/11/2020

Land SidePole - Utility104 USACEINSPECT

12517
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1.01 1.01 UCIP DS_ID:23858
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch corrugated metal storm 
drainage pipe through the levee, at an unknown depth. 
[Additional Reference(s): USACE San Joaquin O&M 
Manual 612 (addendum), February 1999, (HLM 1.02) 
(Station 54+05)].
Entry Last Updated : 5/3/2021

Land Side to 
Water Side

Culvert51 UCIPAUG2021

1.02 1.02 UCIP DS_ID:23842
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal 
drainage pipe through the levee, 6 feet below the crown. 
Flap gate on the waterside (WS) end. Cobble grouted 
spillway. [Additional Reference(s): DWR Levee Log, 1987. 
USACE San Joaquin O&M Manual 612.2, 1967, (HLM 
1.03)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert52 UCIPAUG2021

1.07 1.07 Ramp Ramp on waterward slope.
Entry Last Updated : 6/24/2015

Water SideRamp55 GEILEVEELOG

1.08 1.08 UCIP DS_ID:23843
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 4.5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. One corrugated metal cutoff wall. 
Cobble grouted spillway. Cobble grouted intake on the 
landside (LS). [Additional Reference(s): DWR Levee Log, 
1987. USACE San Joaquin O&M Manual 612.2, 1967, 
(HLM 1.09) and 612 (addendum), February 1999, (HLM 
1.09) (Station 57+30)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert56 UCIPAUG2021

1.09 1.09 Ramp Waterside access ramps. 

Entry Last Updated : 1/31/2020

Water SideRamp121 INSPECTION

1.16 1.16 UCIP DS_ID:23844
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal 
drainage pipe through the levee, 7 feet below the crown. 
Headwall on the landside (LS) toe. Flap gate on the 
waterside (WS) end. Cobble grouted spillway. [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 1.18) and 612 
(addendum), February 1999, (HLM 1.17) (Station 61+82)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert58 UCIPAUG2021
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1.18 1.18 Miscellaneou
s

Turnaround on overbuilt section of levee crown on the 
landside.
Entry Last Updated : 6/29/2015

Land SideTurnout63 GEILEVEELOG

1.18 1.18 Ramp Entry Last Updated : 6/29/2015Water SideRamp123 INSPECTION

1.22 1.22 UCIP DS_ID:23845
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal storm 
drainage pipe through the levee, 6.5 feet below the crown. 
Flap gate on the waterside (WS) end. Cobble grouted 
spillway. [Additional Reference(s): DWR Levee Log, 1987. 
USACE San Joaquin O&M Manual 612.2, 1967, (HLM 
1.23) and 612 (addendum), February 1999, (HLM 1.23) 
(Station 64+78)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert64 UCIPAUG2021

1.30 1.30 Gate Cross fence, metal drive gate.  State Blank Lock.
Entry Last Updated : 6/24/2015

CrownMetal65 GEILEVEELOG

1.32 1.32 UCIP DS_ID:23846
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal storm 
drainage pipe through the levee, 7 feet below the crown. 
Headwall on the landside (LS) toe. Flap gate on the 
waterside (WS) end. Cobble grouted spillway. [Additional 
Reference(s): DWR Levee Log, 1987. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 1.33) and 612 
(addendum), February 1999, (HLM 1.33) (Station 69+98)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert66 UCIPAUG2021

1.44 1.44 Aerial Overhead power line crosses the levee. Application No. 
5450.
Entry Last Updated : 6/29/2015

CrossingHigh Voltage72 GEILEVEELOG

5450

1.44 1.44 Aerial Overhead telephone line crosses the levee. Application 
No. 5450.
Entry Last Updated : 6/29/2015

CrossingCommunications124 INSPECTION

5450
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1.44 1.44 UCIP DS_ID:23847
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 21-inch corrugated metal 
drainage pipe through the levee, 5.5 feet below the crown. 
Flap gate on the waterside (WS) end. Cobble grouted 
spillway. [Additional Reference(s): DWR Levee Log, 1987. 
USACE San Joaquin O&M Manual 612.2, 1967, (HLM 
1.45) and 612 (addendum), February 1999, (HLM 1.45) 
(Station 76+42)].
Entry Last Updated : 6/4/2021

Land Side to 
Water Side

Culvert68 UCIPAUG2021

1.44 1.44 Gate Access gate and crown with wire fencing on waterside 
shoulder and landside slope.
Entry Last Updated : 2/11/2020

CrownMetal113 USACEINSPECT

1.44 1.44 Fence Wire fencing on waterside shoulder.
Entry Last Updated : 6/29/2015

Water SideBarbed Wire71 USACEPI

1.44 1.44 At Grade Jack Tone Road crosses the maintenance road 3.0 feet 
above the crown elevation.  Concrete bridge across the 
channel. Abutments cobble revetted.
Entry Last Updated : 7/7/2015

CrossingRoad / Highway69 GEILEVEELOG

1.45 1.45 Fence Entry Last Updated : 1/31/2020Water SideBarbed Wire126 INSPECTION

1.45 1.45 UCIP DS_ID:23848
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 21-inch corrugated metal 
drainage pipe through the levee, 4 feet below the crown. 
Flap gate on the waterside (WS) end. Cobble grouted 
spillway. [Additional Reference(s): DWR Levee Log, 1987. 
USACE San Joaquin O&M Manual 612.2, 1967, (HLM 
1.47)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert77 UCIPAUG2021

1.45 1.53 Fence Entry Last Updated : 6/29/2015Land SideMetal127 INSPECTION

1.45 1.45 Gate Cross fence, metal drive gate. State Blank & PG&E lock. 
District 5 lock and second unknown lock attached. No 
access to continue on levee.
Entry Last Updated : 6/29/2015

CrownMetal73 GEILEVEELOG
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1.50 1.50 UCIP DS_ID:23849
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal 
drainage pipe through the levee, 2 feet below the crown. 
Flap gate is located on the waterside (WS) with a cobble 
grouted spillway. [Additional Reference(s): DWR Levee 
Log, 1977, 1978, 1987, 1990. USACE San Joaquin O&M 
Manual Unit 612, Part No. 2 - Bear Creel Project, Unit 7: 
HLM 7.19 – 16.77, Unit 8: HLM 7.55-16.48, Unit 9: HLM 
0.10-1.52; Unit 10: HLM 0.03-1.35, Unit 11: HLM 0.16-
3.55, Unit 12: HLM 0.14-3.91; Unit 13, HLM 0.03-1.18; 
Unit 14, HLM 0.02-1.17, 1967, (HLM 1.52)]
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert78 UCIPAUG2021

1.53 1.53 Mark End of left bank maintenance road and channel work on 
Paddy Creek at high ground.  Cross fence, no gate. 
breakaway fence across channel.
Entry Last Updated : 6/24/2015

CrownBoundary80 GEILEVEELOG
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Unit Miles
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Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

0.00 0.00 Ramp Waterside access ramp.
Entry Last Updated : 2/11/2020

Water SideRamp4 USACEPI

0.00 0.00 Mark Right bank levee Paddy Creek at left bank levee Bear 
Creek, Unit No. 8.  Levee crown 12-feet wide.  Waterward 
slope 1 on 3, landward slope 1 on 2.  Graveled crown 
roadway.  Levee constructed by USCE in 1966.  Mileage 
runs upstream.
Entry Last Updated : 1/31/2020

CrownBoundary1 GEILEVEELOG

0.02 0.08 Revetment Channel bank rock revetted.
Entry Last Updated : 6/25/2015

Water SideRock2 GEILEVEELOG

0.03 0.03 UCIP DS_ID:23859
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal 
drainage pipe through the levee, 7 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 0.03)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert6 UCIPAUG2021

0.03 0.03 Ditches 2 foot deep 4 foot wide ditch at landside toe and within 15 
feet of the toe.
Entry Last Updated : 2/11/2020

Land SideUnlined76 USACEINSPECT

0.24 0.24 UCIP DS_ID:23860
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 7 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 0.24)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert11 UCIPAUG2021

0.33 0.33 Mark Right bank levee, Paddy Creek at right bank levee, North 
Paddy Creek, Unit No. 11.  Mileage continues on 
upstream across North Paddy Creek.
Entry Last Updated : 6/29/2015

CrownBoundary13 GEILEVEELOG

0.34 0.34 Revetment Channel bank rock revetted.
Entry Last Updated : 2/11/2020

Water SideRock20 GEILEVEELOG
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0.34 0.34 Ramp Ramp on the waterward slope.
Entry Last Updated : 6/25/2015

Water SideRamp21 GEILEVEELOG

0.35 0.41 Fence Barbed wire fence within 5 feet of the landside levee toe.
Entry Last Updated : 1/31/2020

Land SideBarbed Wire19 USACEPI

0.36 0.36 UCIP DS_ID:23861
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 0.36)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert24 UCIPAUG2021

0.37 0.37 Ramp Waterside access ramp. 

Entry Last Updated : 2/3/2020

Water SideRamp85 USACEINSPECT

0.40 0.40 Structure Flashboard dam across the creek bottom. Not currently in 
use. Wooden flashboard darn structure across the 
channel.  Concrete base with cobble riprap both upstream 
and downstream from base.  Bank cobble revetted.

Entry Last Updated : 2/3/2020

Water SideWeir88 USACEINSPECT

0.41 0.41 UCIP DS_ID:23862
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch steel irrigation pipe 
through the levee, 2 feet below the crown. 36-inch 
corrugated metal pump sump unit with motor mounted on 
top on the waterside (WS). 24-inch corrugated metal 
intake pipe from the channel to sump. Concrete U-shaped 
headwall with trash rack on the WS end. 36-inch concrete 
standpipe on the landside (LS). WS slope cobble grouted. 
[Additional Reference(s): DWR Levee Log, 1978. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 0.41) 5-inch 
pipe listed].
Entry Last Updated : 5/14/2021

Water Side to 
Land Side

Pipe27 UCIPAUG2021

0.43 0.43 Fence Entry Last Updated : 2/11/2020Land SideWood34 LEVEEINSPECTION
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0.43 0.43 Gate Access gate on crown. Fencing on landside slope and 
waterside shoulder. 

Entry Last Updated : 2/3/2020

CrownMetal90 USACEINSPECT

0.44 0.44 Fence Entry Last Updated : 6/30/2015Water Side and 
Land Side

Barbed Wire75 INSPECTION

0.44 0.44 Structure At residence, horse trailer, hay stacks, and shed at the 
landside levee toe.
Entry Last Updated : 2/11/2020

Land SideBuilding33 USACEPI

0.44 0.44 Revetment Channel bank rock revetted.
Entry Last Updated : 6/25/2015

Water SideRock30 GEILEVEELOG

0.44 0.44 At Grade Hibbard Road crosses the levee at crown elevation.  
Concrete bridge across the channel.  Abutments cobble 
revetted.
Entry Last Updated : 6/25/2015

CrossingRoad / Highway36 GEILEVEELOG

0.45 0.45 UCIP DS_ID:23863
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 4 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 0.46)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert40 UCIPAUG2021

0.45 0.45 Fence Access gate on crown. Fencing on landside slope and 
waterside shoulder. 

Entry Last Updated : 2/11/2020

Water Side and 
Land Side

Metal7 LEVEELOG

0.45 0.45 Gate Access gate on crown. Fencing on landside slope and 
waterside shoulder. 

Entry Last Updated : 2/3/2020

CrownMetal92 USACEINSPECT

0.45 0.45 Aerial Entry Last Updated : 6/30/2015CrossingHigh Voltage29 GEILEVEELOG

0.45 0.45 Aerial Entry Last Updated : 6/30/2015CrossingCommunications220 INSPECTION
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0.45 0.45 Fence Entry Last Updated : 6/30/2015Water Side and 
Land Side

Barbed Wire221 INSPECTION

0.45 1.29 Fence Entry Last Updated : 6/30/2015Land SideBarbed Wire222 INSPECTION

0.53 0.53 Structure Power pole located 8 feet from the landside levee toe. 

Entry Last Updated : 2/3/2020

Land SidePole - Utility94 USACEINSPECT

0.55 0.55 Structure At residence,  horse trailer,  hay stacks and shed at the 
landside levee toe.

Entry Last Updated : 2/3/2020

Land SideBuilding95 USACEINSPECT

0.57 0.71 Fence Horse pens.
Entry Last Updated : 6/30/2015

Land SideMetal223 INSPECTION

0.57 0.57 Ramp Ramp on the waterward slope.
Entry Last Updated : 6/25/2015

Water SideRamp41 GEILEVEELOG

0.57 0.57 Revetment Channel bank rock revetted.
Entry Last Updated : 6/25/2015

Water SideRock43 GEILEVEELOG

0.57 0.57 UCIP DS_ID:23864
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). (Temporary 3-inch 
polyvinyl chloride drainage pipe sleeved through drainage 
pipe with portable LS pump under Permit No. 11617, 
1976 - Tom Patterson). [Additional Reference(s): DWR 
Levee Log, 1978. USACE San Joaquin O&M Manual 
612.2, 1967, (HLM 0.58)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert44 UCIPAUG2021

0.59 0.59 Ramp Waterside access ramp. 

Entry Last Updated : 2/3/2020

Water SideRamp97 USACEINSPECT

0.68 0.68 Ramp Waterside access ramp. 

Entry Last Updated : 2/3/2020

Water SideRamp3 LEVEELOG
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0.71 0.96 Ditches Irrigation ditch at the landside levee toe. The landside 
levee toe is slightly cut away for ditch. Ditch is 
approximately 15 feet wide was filled with water.
Entry Last Updated : 2/11/2020

Land SideUnlined45 USACEPI

0.82 0.82 Ramp Waterside access ramp which continues into channel and 
has dry season crossing to opposite side levee.
Entry Last Updated : 2/3/2020

Water SideRamp53 USACEPI

0.83 0.83 Fence Posts and wire from abandoned fence on waterside slope.
Entry Last Updated : 2/3/2020

Water SideBarbed Wire54 USACEPI

0.83 0.83 Ramp Ramp to low water crossing in channel.
Entry Last Updated : 6/30/2015

Water SideRamp50 GEILEVEELOG

0.84 0.84 Revetment Channel bank rock revetted.
Entry Last Updated : 6/25/2015

Water SideRock51 GEILEVEELOG

0.84 0.84 Aerial Overhead power line crosses the levee. (App. No. 12517, 
not in 11-78).
Entry Last Updated : 6/25/2015

CrossingHigh Voltage52 GEILEVEELOG

12517

0.86 0.86 UCIP DS_ID:23865
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5.5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 0.86)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert55 UCIPAUG2021

0.96 0.96 Ramp Landside access ramp.
Entry Last Updated : 2/11/2020

Land SideRamp103 USACEINSPECT

1.06 1.06 Ramp Landside access ramp.
Entry Last Updated : 2/11/2020

Land SideRamp5 LEVEELOG

1.06 1.06 Revetment Channel bank rock revetted.
Entry Last Updated : 6/25/2015

Water SideRock59 GEILEVEELOG

1.07 1.07 Fence Cross fence, metal drive gate.
Entry Last Updated : 2/11/2020

Water Side and 
Land Side

Metal8 LEVEELOG
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1.07 1.07 Gate Cross fence, metal drive gate.
Entry Last Updated : 6/25/2015

CrownMetal60 GEILEVEELOG

1.08 1.08 UCIP DS_ID:23866
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 1.09)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert61 UCIPAUG2021

1.13 1.13 Miscellaneou
s

Entry Last Updated : 6/30/2015Land SideTurnout225 INSPECTION

1.29 1.29 Structure Shed located about 10 feet from the landside toe.
Entry Last Updated : 2/11/2020

Land SideBuilding105 USACEINSPECT

1.29 1.29 Fence Entry Last Updated : 2/3/2020Land SideMetal226 INSPECTION

1.32 1.32 Gate Access gate on crown. Fencing along landside slope and 
waterside shoulder. 

Entry Last Updated : 2/3/2020

CrownChain Link106 USACEINSPECT

1.32 1.32 Fence Barbed wire fence within 5 feet of the landside levee toe.
Entry Last Updated : 2/11/2020

Land SideBarbed Wire108 USACEINSPECT

1.32 1.32 At Grade Crown roadway, not graveled.
Entry Last Updated : 6/25/2015

CrownRoad / Highway65 GEILEVEELOG

1.32 1.32 Gate Access gate on crown.
Entry Last Updated : 6/30/2015

CrownMetal63 USACEPI

1.32 1.32 Fence Entry Last Updated : 6/30/2015Water SideBarbed Wire227 INSPECTION
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1.32 1.32 UCIP DS_ID:23867
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 4 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 1.33)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert66 UCIPAUG2021

1.33 1.33 Aerial Overhead power and telephone lines cross the levee.  
(App. No. 5450)
Entry Last Updated : 2/11/2020

CrossingHigh Voltage67 GEILEVEELOG

5450

1.33 1.33 At Grade Jack Tone Road crosses the levee at crown elevation.  
Concrete bridge across the channel.  Abutments cobble 
revetted.
Entry Last Updated : 6/25/2015

CrossingRoad / Highway70 GEILEVEELOG

1.33 1.33 Revetment Entry Last Updated : 6/30/2015Water SideCobble229 INSPECTION

1.34 1.34 UCIP DS_ID:23868
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal 
drainage pipe through the levee, 6 feet below the crown. 
Flap gate on the waterside (WS) end. Cobble grouted 
spillway. Cobble grouted intake on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 1978. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 1.35)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert72 UCIPAUG2021

1.34 1.34 Fence Entry Last Updated : 6/30/2015Water SidePost & Cable230 INSPECTION

1.34 1.34 Fence Entry Last Updated : 6/30/2015Water Side and 
Land Side

Barbed Wire68 USACEPI

1.34 1.34 Gate Cross fence, metal drive gate.
Entry Last Updated : 6/25/2015

CrownMetal69 GEILEVEELOG

1.34 1.34 Fence Metal fence runs across channel.
Entry Last Updated : 6/30/2015

Water SideMetal231 INSPECTION
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1.34 1.41 Fence Entry Last Updated : 6/30/2015Land SideBarbed Wire232 INSPECTION

1.41 1.41 Fence Cross fence, no gate. Breakaway fence across the 
channel.
Entry Last Updated : 2/11/2020

CrossingMetal9 LEVEELOG

1.41 1.41 Mark End of right bank levee, Paddy Creek, Unit No. 10, at high 
ground.
Entry Last Updated : 2/11/2020

CrownBoundary74 GEILEVEELOG

5448
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0.00 0.00 Mark Start of RB of Unit 11 from RB of Unit 10.
Entry Last Updated : 6/30/2015

CrownBoundary119 INSPECTION

0.15 0.15 Miscellaneou
s

Entry Last Updated : 6/30/2015Land SideTurnout2 USACEPI

0.15 0.15 Ramp Ramp to dirt access road.
Entry Last Updated : 6/30/2015

Land SideRamp120 INSPECTION

0.15 0.15 Ramp Entry Last Updated : 1/15/2021Water SideRamp121 INSPECTION

0.16 0.16 UCIP DS_ID:23880
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 0.16)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert4 UCIPAPR2021

0.16 0.43 Fence Entry Last Updated : 6/30/2015Land SideBarbed Wire5 USACEPI

0.18 0.40 Miscellaneou
s

Trees along toe.
Entry Last Updated : 6/30/2015

Land SideLandscaping122 INSPECTION

0.42 0.42 Ramp Entry Last Updated : 1/15/2021Water SideRamp123 INSPECTION

0.43 0.47 Fence Entry Last Updated : 6/30/2015Land SideWood124 INSPECTION

0.47 0.47 Gate Access gate on crown with fencing on landside slope and 
waterside shoulder.
Entry Last Updated : 6/15/2020

CrownChain Link340 USACEINSPECT
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0.47 0.47 UCIP DS_ID:23881
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 11 feet below the crown. 
Slide gate in 36-inch corrugated metal riser unit on the 
waterside (WS). Concrete U-shaped headwall on the WS 
end. Cobble grouted spillway. Cobble grouted intake on 
the landside (LS). [Additional Reference(s): DWR Levee 
Log, 1978. USACE San Joaquin O&M Manual 612.2, 
1967, (HLM 0.47)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert12 UCIPAPR2021

0.47 0.47 Fence Entry Last Updated : 6/30/2015Land SideBarbed Wire126 INSPECTION

0.48 0.48 Structure Entry Last Updated : 6/15/2020Land SidePole - Utility128 INSPECTION

0.48 0.48 At Grade Levee intersection with Harney Road.  Bridge across 
creek. Guardrails, signage, power pole are located at the 
landside toe.
Entry Last Updated : 7/7/2015

CrossingRoad / Highway13 USACEPI

0.48 0.48 Aerial Entry Last Updated : 1/15/2021CrossingHigh Voltage127 INSPECTION

0.49 0.49 Structure Entry Last Updated : 6/15/2020Land SidePole - Utility131 INSPECTION

0.49 0.49 Fence Entry Last Updated : 1/15/2021Land SideBarbed Wire3 LEVEELOG

0.49 0.49 Fence Entry Last Updated : 1/15/2021Water SideBarbed Wire130 INSPECTION

0.49 0.53 Fence Entry Last Updated : 6/30/2015Land SideMetal132 INSPECTION

0.50 0.50 Gate Access gate on crown with fencing along waterside 
shoulder and landside slope.
Entry Last Updated : 6/16/2020

CrownChain Link133 INSPECTION
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0.50 0.50 UCIP DS_ID:23882
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 7 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 0.50)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert15 UCIPAPR2021

0.51 0.51 Ramp Remarks: Waterside access ramp. 
Inspection Action: Locate permit.
Status: Monitor
Entry Last Updated : 2/4/2019

Water SideRamp16 USACEPI

0.53 1.50 Fence Entry Last Updated : 6/30/2015Land SideBarbed Wire134 INSPECTION

0.54 0.54 Revetment Entry Last Updated : 1/15/2021Water SideRock135 INSPECTION

0.56 0.56 UCIP DS_ID:23883
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6.5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 0.55)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert17 UCIPAPR2021

0.60 0.60 Ramp Two waterside access ramps.
Entry Last Updated : 6/15/2020

Water SideRamp332 USACEINSPECT

0.62 0.62 UCIP DS_ID:23884
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: *ABANDONED* 6-inch steel 
pipe of an unknown purpose and electrical conduit of an 
unknown material through the levee, both 2 feet below the 
crown. Pipe mounted on piers on berm. Exposed along 
both slopes. Motor mounted on concrete base at edge of 
waterside (WS) berm. [Additional Reference(s): DWR 
Levee Log, 1978. USACE San Joaquin O&M Manual 
612.2, 1967, (HLM 0.62)].
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Pipe22 UCIPAPR2021
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0.62 0.62 Ramp Waterside access ramp.
Entry Last Updated : 6/16/2020

Water SideRamp21 USACEPI

0.70 0.70 Ramp Landside access ramp.
Entry Last Updated : 1/15/2021

Land SideRamp24 USACEPI

0.82 0.82 Aerial Entry Last Updated : 1/15/2021CrossingHigh Voltage136 INSPECTION

0.83 0.83 Miscellaneou
s

Vehicle turnaround on overbuilt section on the levee 
crown on the landside.
Entry Last Updated : 6/30/2015

Land SideTurnout26 USACEPI

1.00 1.13 Revetment Entry Last Updated : 1/15/2021Water SideCobble138 INSPECTION

1.03 1.14 Ditches Ditch parallel to the levee alignment about 6 feet deep and 
20 feet wide.  Located about 20 feet from the landside 
levee toe.
Entry Last Updated : 6/16/2020

Land SideUnlined29 USACEPI

1.05 1.05 Ramp Entry Last Updated : 6/15/2020Land SideRamp139 INSPECTION

1.06 1.06 UCIP DS_ID:23885
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Slide gate on the landside (LS) 
end. Cobble grouted spillway. Cobble grouted intake on 
the LS. [Additional Reference(s): DWR Levee Log, 1978. 
USACE San Joaquin O&M Manual 612.2, 1967, (HLM 
1.07)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert33 UCIPAPR2021

1.07 1.07 Miscellaneou
s

Vehicle turnaround on overbuilt section on the levee 
crown on the landside and nearby waterside access ramp.
Entry Last Updated : 6/16/2020

Land SideTurnout32 USACEPI

1.14 1.14 Ramp Entry Last Updated : 1/15/2021Water SideRamp141 INSPECTION
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1.14 1.14 UCIP DS_ID:23870
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 8 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Slide gate on the landside (LS) 
end. Two corrugated metal cutoff walls. Cobble grouted 
spillway. Cobble grouted intake on the LS. [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 1.15)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert36 UCIPAPR2021

1.14 1.14 Ramp Entry Last Updated : 1/15/2021Land SideRamp35 USACEPI

1.15 1.15 Ramp Landside and waterside access ramps.
Entry Last Updated : 1/15/2021

Land SideRamp6 LEVEELOG

1.15 1.15 Ramp Landside and waterside access ramps.
Entry Last Updated : 6/16/2020

Water SideRamp142 INSPECTION

1.28 1.28 Aerial Entry Last Updated : 1/15/2021CrossingHigh Voltage143 INSPECTION

1.36 1.36 Ramp Waterside access ramp.
Entry Last Updated : 6/15/2020

Water SideRamp1 LEVEELOG

1.44 1.51 Revetment Entry Last Updated : 1/15/2021Water SideCobble145 INSPECTION

1.46 1.46 Fence Barbed wire fence at the landside levee toe.
Entry Last Updated : 6/16/2020

Land SideBarbed Wire39 USACEPI

1.47 1.47 Miscellaneou
s

Vehicle turnaround on overbuilt section of the levee crown 
on the landside.
Entry Last Updated : 6/16/2020

Land SideTurnout37 USACEPI
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1.50 1.50 UCIP DS_ID:23871
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 36-inch corrugated metal 
drainage pipe through the levee, 7 feet below the crown. 
Slide gate in 48-inch corrugated metal riser unit on the 
waterside (WS) slope. Concrete U-shaped headwall on 
both ends. Flap gate on the WS end. Cobble grouted 
spillway. Cobble grouted intake on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 1978. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 1.51)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert41 UCIPAPR2021

1.50 1.50 UCIP DS_ID:23897
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 36-inch corrugated metal 
drainage pipe through the levee, 7 feet below the crown. 
Slide gate in 48-inch corrugated metal riser unit on the 
waterside (WS) slope. Concrete U-shaped headwall on 
both ends. Flap gate on the WS end. Cobble grouted 
spillway. Cobble grouted intake on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 1978. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 1.51)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert42 UCIPAPR2021

1.51 1.51 Ramp Abandoned landside access ramp.
Entry Last Updated : 1/15/2021

Land SideRamp40 USACEPI

1.63 1.63 Revetment Entry Last Updated : 1/15/2021Water SideCobble146 INSPECTION

1.69 1.69 Miscellaneou
s

Vehicle turnaround on overbuilt section of the levee crown 
on the landside.
Entry Last Updated : 6/16/2020

Land SideTurnout147 INSPECTION

1.81 1.81 UCIP DS_ID:23872
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5.5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 1.82)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert45 UCIPAPR2021

1.81 1.81 Ramp Waterside access ramp.
Entry Last Updated : 6/15/2020

Water SideRamp44 USACEPI
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1.96 2.04 Revetment Entry Last Updated : 1/15/2021Water SideRock152 INSPECTION

2.00 2.00 Ramp Access ramp connects to bridge on waterside across the 
creek.
Entry Last Updated : 1/15/2021

Water SideRamp7 LEVEELOG

2.00 2.00 Ramp Landside access ramp.
Entry Last Updated : 1/15/2021

Land SideRamp52 USACEPI

2.00 2.00 Structure Bridge on waterside across the creek.
Entry Last Updated : 1/15/2021

Water SideBridge150 INSPECTION

2.02 2.02 UCIP DS_ID:23873
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 14-inch concrete encased steel 
irrigation siphon through the levee, 7 feet below the 
crown. Gate valve in 56-inch corrugated metal riser unit 
on the waterside (WS) slope. Cleanout visible at center of 
channel off WS toe. 14-inch Concrete standpipe on the 
landside (LS). [Additional Reference(s): DWR Levee Log, 
1978. USACE San Joaquin O&M Manual 612.2, 1967, 
(HLM 2.03)].
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Pipe53 UCIPAPR2021

2.04 2.04 UCIP DS_ID:23874
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 2.05)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert54 UCIPAPR2021

2.04 2.20 Fence Barbed wire fence at the landside levee toe.
Entry Last Updated : 6/30/2015

Land SideBarbed Wire50 USACEPI

2.10 2.10 Structure Entry Last Updated : 6/30/2015Land SideSign154 INSPECTION
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2.12 2.12 UCIP DS_ID:23875
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal 
drainage pipe through the levee, 5.5 feet below the crown. 
Flap gate on the waterside (WS) end. Drop inlet with grate 
at the landside (LS) toe. Spillway cobble grouted. 
[Additional Reference(s): DWR Levee Log, 1978. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 2.14)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert55 UCIPAPR2021

2.19 2.22 Revetment Entry Last Updated : 1/15/2021Water SideRock155 INSPECTION

2.20 2.20 Gate Access gate on crown and fencing along waterside 
shoulder.
Entry Last Updated : 6/15/2020

CrownMetal58 USACEPI

2.20 2.20 UCIP DS_ID:23876
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5 feet below the crown. 
Concrete U-shaped headwall on the waterside (WS) end. 
Flap gate on the WS end. Cobble grouted spillway. 36-
inch concrete catch basin on the landside (LS) end. 
[Additional Reference(s): DWR Levee Log, 1978. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 2.22)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert60 UCIPAPR2021

2.21 2.21 UCIP DS_ID:23877
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 3.5-inch galvanized iron 
communications conduit through the levee, at an unknown 
depth. Attached to the downstream side of the bridge. 
[Additional Reference(s): DWR Levee Log, 1978].
Entry Last Updated : 4/16/2021

CrossingConduit61 UCIPAPR2021

2.21 2.21 Fence Entry Last Updated : 1/15/2021Water SideMetal156 INSPECTION

2.21 2.21 At Grade Levee intersection with Jack Tone Road. Bridge across 
creek with guard rails and signage associated with the 
road.
Entry Last Updated : 1/15/2021

CrossingRoad / Highway62 USACEPI

5449

2.21 2.21 Aerial Entry Last Updated : 1/15/2021CrossingHigh Voltage157 INSPECTION
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2.21 2.21 Structure Entry Last Updated : 1/15/2021Water SideControl Box158 INSPECTION

2.22 2.22 UCIP DS_ID:25015
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 4.5-inch steel gas line through 
the levee at an unknown depth below the crown.  Pipe 
mounted and visible on the upstream side of the bridge. 
For emergencies call PG&E at 1-800-811-4111.
Entry Last Updated : 4/16/2021

CrossingConduit63 UCIPAPR2021

2.22 2.22 UCIP DS_ID:23878
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 2.24)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert65 UCIPAPR2021

2.22 2.95 Fence Barbed wire fence within 10 feet of the landside levee toe.
Entry Last Updated : 6/15/2020

Land SideBarbed Wire64 USACEPI

2.22 2.22 Fence Entry Last Updated : 1/15/2021Water SideMetal159 INSPECTION

2.23 2.23 Gate Access gate on crown with fencing on landside slope and 
waterside shoulder.
Entry Last Updated : 6/16/2020

CrownMetal160 INSPECTION

2.24 2.24 Ramp Waterside access ramp.
Entry Last Updated : 6/15/2020

Water SideRamp66 USACEPI

2.35 2.35 Ramp Waterside access ramp.
Entry Last Updated : 1/15/2021

Water SideRamp70 USACEPI

2.36 2.36 Aerial Entry Last Updated : 1/15/2021CrossingHigh Voltage163 INSPECTION
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2.38 2.38 UCIP DS_ID:23879
EP_NO: N/A
Crossing Status: Not Found
FIELD_STRUCT_DESC: 12-inch steel irrigation siphon 
through the levee, 3 feet below the crown. Vent pipe on 
the landside (LS) slope. [Additional Reference(s): DWR 
Levee Log, 1978. USACE San Joaquin O&M Manual 
612.2, 1967, (HLM 2.40)].
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Pipe69 UCIPAPR2021

2.40 2.40 Ramp Waterside access ramp.
Entry Last Updated : 6/15/2020

Water SideRamp72 USACEPI

2.41 2.43 Miscellaneou
s

Over 150 foot length of landscaping (Oleander bushes) 
within 15 feet of the landside levee toe. Trunk sizes for 
these bushes were not visible.
Entry Last Updated : 1/15/2021

Land SideLandscaping74 USACEPI

2.43 2.43 UCIP DS_ID:23886
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 4.5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 2.44)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert76 UCIPAPR2021

2.45 2.45 Ramp Landside access ramp with gate.
Entry Last Updated : 1/15/2021

Land SideRamp279 USACEINSPECT

2.46 2.46 UCIP DS_ID:23887
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5.5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 2.48)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert77 UCIPAPR2021

2.47 2.47 Aerial Entry Last Updated : 1/15/2021CrossingHigh Voltage164 INSPECTION

2.51 2.51 Ramp Waterside access ramp.
Entry Last Updated : 6/16/2020

Water SideRamp79 USACEPI
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2.53 2.53 Ramp Waterside access ramp.
Entry Last Updated : 6/15/2020

Water SideRamp165 INSPECTION

2.55 2.64 Revetment Entry Last Updated : 1/15/2021Water SideCobble166 INSPECTION

2.57 2.57 UCIP DS_ID:23888
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 2.58)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert82 UCIPAPR2021

2.58 2.58 Miscellaneou
s

Vehicle turnaround on overbuilt section of the crown on 
the landside.
Entry Last Updated : 6/16/2020

Land SideTurnout80 USACEPI

2.65 2.65 Aerial Entry Last Updated : 1/15/2021CrossingHigh Voltage167 INSPECTION

2.66 2.66 Structure Entry Last Updated : 6/15/2020Land SidePole - Utility168 INSPECTION

2.66 2.66 UCIP DS_ID:23889
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: *ABANDONED* 10-inch steel 
irrigation pipe through the levee, 1.5 feet below the crown. 
Gate valve on the waterside (WS) slope. 36-inch 
corrugated metal pump sump unit with motor mounted on 
top on the WS. 24-inch corrugated metal intake pipe from 
channel to sump. Concrete U-shaped headwall with trash 
rack on the WS end. Concrete standpipe on the landside 
(LS). WS slope cobble grouted. [Additional Reference(s): 
DWR Levee Log, 1978, 8-inch pipe listed. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 2.68) 8-inch pipe 
listed].
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Pipe85 UCIPAPR2021

2.66 2.66 Ramp Landside access ramp.
Entry Last Updated : 6/16/2020

Land SideRamp86 USACEPI
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2.71 2.71 UCIP DS_ID:23890
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal 
drainage pipe through the levee, 7 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). (Positive closure 
device installed on intake end under Permit No. 17426, 
2003 - Western Dairy Design Associates, Inc.). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 2.73)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert87 UCIPAPR2021

2.72 2.72 Ramp Landside access ramp.
Entry Last Updated : 6/15/2020

Land SideRamp169 INSPECTION

2.86 2.86 UCIP DS_ID:23891
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 2.88)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert91 UCIPAPR2021

2.87 2.87 UCIP DS_ID:23898
EP_NO: 17426
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch steel irrigation pipe 
through the levee, 2 feet below the crown. Pipe mounted 
on upstream side of bridge. (Permit No. 17426, 2003 - 
Western Dairy Design Associates, Inc.).
Entry Last Updated : 4/16/2021

CrossingPipe92 UCIPAPR2021

17426

2.87 2.87 Fence Entry Last Updated : 1/15/2021Water SideBarbed Wire170 INSPECTION

2.87 2.87 Ramp Ramp to dirt access road.
Entry Last Updated : 6/30/2015

Land SideRamp171 INSPECTION

2.90 2.90 Revetment Entry Last Updated : 1/15/2021Water SideCobble172 INSPECTION

2.94 2.94 Fence Barbed wire fence within 10 feet of the landside levee toe.
Entry Last Updated : 1/15/2021

Land SideBarbed Wire262 USACEINSPECT
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2.95 2.95 Miscellaneou
s

Vehicle turnaround on overbuilt section of the crown on 
the landside.
Entry Last Updated : 6/16/2020

Land SideTurnout95 USACEPI

2.95 3.03 Revetment Entry Last Updated : 1/15/2021Water SideCobble173 INSPECTION

2.97 2.97 Ramp Landside access ramp.
Entry Last Updated : 1/15/2021

Land SideRamp97 USACEPI

2.97 2.97 Structure Containment berm for dairy pond on landside within 15 
feet of toe. Pond contained by berm is outside of 15 feet 
from the toe.
Entry Last Updated : 1/15/2021

Land SideStability Berm98 USACEPI

2.97 2.97 Ramp Waterside access ramp.
Entry Last Updated : 6/16/2020

Water SideRamp96 USACEPI

2.99 2.99 Ditches Ditch parallel to the levee alignment about 2 feet deep and 
8 feet wide.  Located about 10 feet from the landside 
levee toe.
Entry Last Updated : 1/15/2021

Land SideUnlined100 USACEPI

3.02 3.02 Ramp Landside access ramp.
Entry Last Updated : 6/16/2020

Land SideRamp256 USACEINSPECT

3.02 3.02 UCIP DS_ID:23892
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: *ABANDONED* 24-inch 
corrugated metal drainage pipe through the levee, 6.5 feet 
below the crown. Concrete U-shaped headwall on both 
ends. Flap gate on the waterside (WS) end. Cobble 
grouted spillway. Cobble grouted intake on the landside 
(LS). (Intake end plugged, and pipe filled with concrete 
under Permit No. 17426, 2003 - Western Dairy Design 
Associates, Inc.). [Additional Reference(s): DWR Levee 
Log, 1978. USACE San Joaquin O&M Manual 612.2, 
1967, (HLM 3.04)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert101 UCIPAPR2021

3.02 3.02 Fence Barbed wire fence along landside toe.
Entry Last Updated : 6/16/2020

Land SideBarbed Wire259 USACEINSPECT

3.03 3.52 Fence Entry Last Updated : 6/30/2015Land SideBarbed Wire174 INSPECTION
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3.04 3.04 Ditches Ditch parallel to the levee alignment about 2 feet deep and 
8 feet wide,  located about 10 feet from the landside levee 
toe.
Entry Last Updated : 1/15/2021

Land SideUnlined255 USACEINSPECT

3.09 3.09 Ramp Access ramp on the waterside.
Entry Last Updated : 6/15/2020

Water SideRamp254 USACEINSPECT

3.12 3.12 Ramp Access gates on either side of bridge across levee. 
Access ramp on landside and fencing on waterside 
continues across bridge.
Entry Last Updated : 1/15/2021

Land SideRamp253 USACEINSPECT

3.12 3.12 Fence Entry Last Updated : 1/15/2021Land SideBarbed Wire8 LEVEELOG

3.12 3.12 Structure Entry Last Updated : 1/15/2021Water SideBridge175 INSPECTION

3.12 3.12 Fence Entry Last Updated : 1/15/2021Water SideBarbed Wire176 INSPECTION

3.12 3.12 Gate Two access gates on either side of bridge across levee.
Entry Last Updated : 1/15/2021

Land SideChain Link9 LEVEELOG

3.12 3.12 Gate Two access gates on either side of bridge across levee.
Entry Last Updated : 6/30/2015

Water SideChain Link102 USACEPI

3.13 3.13 UCIP DS_ID:23893
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 4.6 feet below the crown. 
Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 3.15)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert105 UCIPAPR2021

3.15 3.15 Ramp Entry Last Updated : 1/15/2021Water SideRamp177 INSPECTION

3.29 3.29 Ditches Ditch parallel to the levee alignment about 2 feet deep and 
8 feet wide.  Located about 10 feet from the landside 
levee toe.
Entry Last Updated : 1/15/2021

Land SideUnlined106 USACEPI
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3.33 3.33 Ditches Ditch parallel to the levee alignment about 2 feet deep and 
8 feet wide,  located about 10 feet from the landside levee 
toe.
Entry Last Updated : 6/16/2020

Land SideUnlined250 USACEINSPECT

3.34 3.34 Ramp Access ramp on the waterside.
Entry Last Updated : 6/16/2020

Water SideRamp111 USACEPI

3.36 3.36 UCIP DS_ID:23894
EP_NO: N/A
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: *ABANDONED* 14-inch steel 
irrigation siphon pipe through the levee, 3 feet below the 
crown. Cleanout plug in the channel. Concrete standpipe 
on the landside (LS). [Additional Reference(s): DWR 
Levee Log, 1978. USACE San Joaquin O&M Manual 
612.2, 1967, (HLM 3.38)].
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Pipe110 UCIPAPR2021

3.38 3.38 Gate Entry Last Updated : 1/15/2021CrownChain Link178 INSPECTION

3.38 3.38 Fence Entry Last Updated : 1/15/2021Land SideBarbed Wire10 LEVEELOG

3.38 3.38 Fence Entry Last Updated : 1/15/2021Water SideBarbed Wire181 INSPECTION

3.38 3.38 Gate Two access gates on either side of bridge across creek.
Entry Last Updated : 1/15/2021

Land SideMetal11 LEVEELOG

3.38 3.38 Gate Two access gates on either side of bridge across creek.
Entry Last Updated : 6/30/2015

Water SideMetal109 USACEPI

3.40 3.40 Ramp Entry Last Updated : 1/15/2021Water SideRamp182 INSPECTION

3.40 3.40 Revetment Entry Last Updated : 1/15/2021Water SideCobble183 INSPECTION

3.43 3.43 Ramp Access ramp on the waterside.
Entry Last Updated : 6/16/2020

Water SideRamp184 INSPECTION
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3.45 3.45 UCIP DS_ID:23895
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 3.47)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert114 UCIPAPR2021

3.45 3.45 Aerial Power pole 10 feet from landside toe. Overhead power 
lines cross levee.
Entry Last Updated : 6/16/2020

CrossingHigh Voltage185 INSPECTION

3.46 3.46 Structure Power pole 10 feet from landside toe.
Entry Last Updated : 7/7/2015

Land SidePole - Utility113 USACEPI

3.46 3.52 Fence Barbed wire fence along landside toe.
Entry Last Updated : 6/16/2020

Land SideBarbed Wire115 USACEPI

3.52 3.52 Gate Access gate on crown with fencing on landside slope and 
waterside shoulder.
Entry Last Updated : 6/16/2020

CrownChain Link117 USACEPI

3.53 3.53 UCIP DS_ID:23896
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 4.5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted intake on the 
landside (LS). [Additional Reference(s): DWR Levee Log, 
1978. USACE San Joaquin O&M Manual 612.2, 1967, 
(HLM 3.55)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert118 UCIPAPR2021

3.53 3.53 Fence Entry Last Updated : 1/15/2021Water SideBarbed Wire186 INSPECTION

3.53 3.53 Aerial Entry Last Updated : 1/15/2021CrossingHigh Voltage187 INSPECTION

3.53 3.53 Aerial Entry Last Updated : 1/15/2021CrossingCommunications188 INSPECTION

3.53 3.53 At Grade Sargent Road crosses levee. Bridge across channel.
Entry Last Updated : 6/30/2015

CrossingRoad / Highway189 INSPECTION
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3.53 3.53 Mark End of Unit 11.
Entry Last Updated : 6/30/2015

CrownBoundary190 INSPECTION

3.53 3.53 Structure Entry Last Updated : 6/16/2020Land SidePole - Utility191 INSPECTION

Page 17 of 17Report Created : Monday, August 23, 2021   11:28



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0017

Waterway

Unit No. 12 North Paddy Creek

Bank

Left

Unit Miles

3.51

San Joaquin County Flood Control and Water Conservation District

Inspector

David
Julian

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

0.00 0.00 Mark Left bank levee, North Paddy Creek at right bank levee 
Paddy Creek, Unit 10, L.M. 0.34.  Levee crown 12-ft 
wide.  Waterward slope 1 on 3.  Landward slope 1 on 2. 
Graveled crown roadway.  Levee constructed by USCE in 
1966.  Mileage runs upstream.
Entry Last Updated : 6/25/2015

CrownBoundary1 GEILEVEELOG

0.00 0.47 Fence Fence parallel to the levee alignment within 5 feet of the 
landside levee toe.
Entry Last Updated : 1/29/2021

Land SideBarbed Wire3 USACEPI

0.04 0.04 Revetment Channel bank cobble revetted.
Entry Last Updated : 6/25/2015

Water SideCobble4 GEILEVEELOG

0.06 0.06 Ramp Ramp to low water crossing.
Entry Last Updated : 7/1/2015

Water SideRamp184 INSPECTION

0.07 0.07 Structure Wood animal pen structure is within 10 feet of landside 
toe.
Entry Last Updated : 1/29/2021

Land SideOther5 USACEPI

0.14 0.14 UCIP DS_ID:23925
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 42-inch corrugated metal 
drainage pipe through the levee, 7 feet below the crown. 
Slide gate in a 56-inch corrugated metal riser unit on the 
waterside (WS) slope. Flap gate on the WS end. Concrete 
headwall on both ends. [Additional Reference(s): DWR 
Levee Log, 1978. USACE San Joaquin O&M Manual 
612.2, 1967, (HLM 0.14) 36-inch pipe listed].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert9 UCIPAPR2021

5432

0.15 0.15 UCIP DS_ID:23930
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 42-inch corrugated metal 
drainage pipe through the levee, 7 feet below the crown. 
Slide gate in 56-inch corrugated metal riser unit on the 
waterside (WS) slope. Flap gate on the WS end. 
[Additional Reference(s): DWR Levee Log, 1978. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 0.14) 36-
inch pipe listed].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert10 UCIPAPR2021

5432

0.19 0.19 Miscellaneou
s

Vehicle turnaround on overbuilt section of the levee crown 
on the landside.
Entry Last Updated : 1/29/2021

Land SideTurnout12 USACEPI
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0.40 0.40 UCIP DS_ID:23900
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6.5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 0.40)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert17 UCIPAPR2021

0.44 0.44 Structure Shed on other side of fence.
Entry Last Updated : 7/1/2015

Land SideBuilding251 INSPECTION

0.46 0.46 Ramp Ramp on the waterward slope.
Entry Last Updated : 1/29/2021

Water SideRamp18 GEILEVEELOG

6637

0.46 0.46 Gate Access gate on crown.
Entry Last Updated : 7/1/2015

CrownChain Link22 USACEPI

0.47 0.47 Aerial Overhead power line crosses the levee.
Entry Last Updated : 6/25/2015

CrossingHigh Voltage20 GEILEVEELOG

0.48 0.48 At Grade Harney Lane bisects the levee.
Entry Last Updated : 1/29/2021

CrossingRoad / Highway23 GEILEVEELOG

Levee intersection with Harney Lane with a bridge across 
creek on waterside, guard rails, signage, power poles 
along road, and overhead power lines crossing the levee.  
Locate permit, Monitor.
Entry Last Updated : 8/16/2018

Harney Lane crosses the levee at crown elevation.  
Concrete bridge across the channel.  Abutments cobble 
revetted.
Entry Last Updated : 6/25/2015

0.48 0.48 Aerial Overhead telephone cable crosses the levee.
Entry Last Updated : 6/25/2015

CrossingCommunications29 GEILEVEELOG

0.48 0.48 Revetment Channel bank cobble revetted.
Entry Last Updated : 7/1/2015

Water SideCobble252 INSPECTION
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0.48 0.48 UCIP DS_ID:23901
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 7 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS) end. [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 0.48)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert30 UCIPAPR2021

0.48 0.48 Gate Metal drive gate.
Entry Last Updated : 1/29/2021

CrownChain Link25 GEILEVEELOG

0.49 0.59 Fence Entry Last Updated : 7/1/2015Land SideChain Link254 INSPECTION

0.53 0.63 Revetment Channel bank cobble revetted.
Entry Last Updated : 6/25/2015

Water SideCobble35 GEILEVEELOG

0.55 0.55 Structure Wooden flashboard dam structure across the channel.  
Concrete base with cobble riprap both upstream and 
downstream from the base.  Bank cobble revetted.
Entry Last Updated : 6/25/2015

Water SideWeir32 GEILEVEELOG

0.59 0.65 Fence Entry Last Updated : 7/1/2015Land SideBarbed Wire202 USACEINSPECT

0.60 0.60 Ramp Entry Last Updated : 1/29/2021Land SideRamp33 GEILEVEELOG

0.61 0.61 UCIP DS_ID:23902
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 4 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 0.61)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert36 UCIPAPR2021

0.61 0.61 Ramp Entry Last Updated : 7/1/2015Water SideRamp256 INSPECTION
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0.77 0.77 UCIP DS_ID:23903
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5.5 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS) end. [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 0.77)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert43 UCIPAPR2021

0.78 0.78 Ramp Entry Last Updated : 7/1/2015Land SideRamp41 GEILEVEELOG

0.81 0.81 Miscellaneou
s

Vehicle turnaround on overbuilt section of the levee crown 
on the landside.
Entry Last Updated : 1/29/2021

Land SideTurnout45 USACEPI

0.81 0.81 Aerial Overhead power line crosses the levee.
Entry Last Updated : 6/25/2015

CrossingHigh Voltage42 GEILEVEELOG

1.03 1.03 Aerial Overhead power line crosses the levee.
Entry Last Updated : 6/25/2015

CrossingHigh Voltage51 GEILEVEELOG

1.06 1.06 Ramp Ramp on the landward slope.
Entry Last Updated : 1/29/2021

Land SideRamp50 GEILEVEELOG

8064

1.11 1.11 Structure Entry Last Updated : 7/1/2015Land SideSign258 INSPECTION

1.22 1.22 Aerial Overhead power line crosses the levee.
Entry Last Updated : 6/25/2015

CrossingHigh Voltage52 GEILEVEELOG

1.31 2.15 Structure Graveled patrol road only along this section.
Entry Last Updated : 6/25/2015

CrownOther59 GEILEVEELOG

1.31 1.31 Miscellaneou
s

Entry Last Updated : 7/1/2015Land SideTurnout53 GEILEVEELOG

1.31 1.31 Mark Left bank levee, North Paddy Creek, at left bank levee, 
Middle Paddy Creek, Unit No. 13.  Mileage continues 
upstream across Middle Paddy Creek.
Entry Last Updated : 6/25/2015

CrownBoundary55 GEILEVEELOG
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1.31 1.31 Revetment Channel bank cobble revetted.
Entry Last Updated : 6/25/2015

Water SideCobble60 GEILEVEELOG

1.34 1.34 Revetment A riprap pile about 20-ft tall and 100-ft long is present on 
the crown about 20 feet from the centerline of the patrol 
road (within 15 feet of the patrol road).  There is no well 
defined levee at this location.  Locate permit, Monitor.
Entry Last Updated : 6/25/2015

CrownRock57 USACEPI

1.35 1.52 Fence Barbed wire fence located at the landside edge of the 
patrol road.
Entry Last Updated : 1/29/2021

Land SideBarbed Wire213 USACEINSPECT

1.48 1.56 Revetment Channel slope cobble revetted.
Entry Last Updated : 7/1/2015

Water SideCobble63 GEILEVEELOG

1.49 1.52 Fence Barbed wire fence located at the landside edge of the 
patrol road.
Entry Last Updated : 1/29/2021

Land SideBarbed Wire65 USACEPI

1.52 1.52 UCIP DS_ID:23904
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 2 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 1.51)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert67 UCIPAPR2021

1.69 1.79 Revetment Channel slope cobble revetted.
Entry Last Updated : 7/1/2015

Water SideCobble68 GEILEVEELOG

1.90 1.90 UCIP DS_ID:23905
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 3.5 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 1.90)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert77 UCIPAPR2021

1.95 1.95 Aerial Overhead telephone line crosses the road.
Entry Last Updated : 6/25/2015

CrossingCommunications84 GEILEVEELOG
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1.96 1.96 Structure Concrete bridge across the channel.
Entry Last Updated : 1/29/2021

Water SideBridge79 GEILEVEELOG

1.96 1.96 Gate Metal gate on the waterside.
Entry Last Updated : 1/29/2021

Water SideMetal261 INSPECTION

1.96 1.96 Structure 1 of 2 42-inch diameter concrete standpipes and pump 
debris are located at the landside levee toe.
Entry Last Updated : 1/29/2021

Land SideStandpipe83 USACEPI

1.96 1.96 Structure 2 of 2 42-inch diameter concrete standpipes and pump 
debris are located at the landside levee toe.
Entry Last Updated : 1/29/2021

Land SideStandpipe263 INSPECTION

1.96 1.96 UCIP DS_ID:23906
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 4 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 1.96)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert87 UCIPAPR2021

1.97 1.97 Structure Entry Last Updated : 7/9/2020Land SidePole - Utility264 INSPECTION

1.98 1.98 UCIP DS_ID:23907
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 14-inch concrete encased steel 
irrigation siphon pipe through the levee, 6 feet below the 
crown. Gate valve in 54-inch corrugated metal riser unit 
on the waterside (WS). 48-inch concrete standpipe on the 
landside (LS). [Additional Reference(s): DWR Levee Log, 
1978. USACE San Joaquin O&M Manual 612.2, 1967, 
(HLM 1.97)].
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Pipe88 UCIPAPR2021

1.98 1.98 Fence Metal fence on the waterside slope.
Entry Last Updated : 1/29/2021

Water SideMetal11 LEVEELOG

1.98 1.98 Fence Metal fence on the landside slope.
Entry Last Updated : 1/29/2021

Land SideMetal265 INSPECTION

1.98 1.98 Gate Access gate on crown.
Entry Last Updated : 1/29/2021

CrownMetal82 USACEPI
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2.02 2.02 Structure Concrete pad, house, landscaping and trailer within 15 
feet of landside edge of patrol road.
Entry Last Updated : 1/29/2021

Land SideBuilding90 USACEPI

2.04 2.04 Structure Residence on the landside toe.
Entry Last Updated : 1/29/2021

Land SideBuilding269 INSPECTION

2.06 2.06 Structure Concrete driveway on the landside.
Entry Last Updated : 1/29/2021

Land SidePad270 INSPECTION

2.07 2.07 Structure Trailer on the landside toe.
Entry Last Updated : 1/29/2021

Land SideBuilding271 INSPECTION

2.15 2.15 Gate Access gate on crown.
Entry Last Updated : 7/1/2015

CrownMetal92 USACEPI

2.15 2.15 UCIP DS_ID:23908
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 4 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 2.15)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert103 UCIPAPR2021

2.15 2.15 Aerial Overhead power line crosses the levee.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage97 GEILEVEELOG

5448

2.15 2.15 Fence Metal fence on the waterside slope.
Entry Last Updated : 1/29/2021

Water SideMetal13 LEVEELOG

2.15 2.15 Fence Metal fence on the landside slope.
Entry Last Updated : 1/29/2021

Land SideMetal272 INSPECTION

2.15 2.15 Revetment Channel bank rock revetted.
Entry Last Updated : 7/1/2015

Water SideRock93 GEILEVEELOG

2.15 2.15 UCIP DS_ID:25007
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 3.5-inch steel communications 
conduit through the levee, at an unknown depth. Pipe 
visible on the downstream side of the bridge.
Entry Last Updated : 4/16/2021

CrossingConduit104 UCIPAPR2021
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2.15 2.15 Structure Bridge on the waterside slope for Jack Tone Road.
Entry Last Updated : 1/29/2021

Water SideBridge2 LEVEELOG

2.15 2.15 At Grade Jack Tone Road bisects the levee.
Entry Last Updated : 1/29/2021

CrossingRoad / Highway95 USACEPI

5448

2.16 2.16 UCIP DS_ID:25008
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 4.5-inch gas line through the 
levee at an unknown depth below the crown.  Pipe 
attached to upstream side of bridge. For emergencies call 
PG&E at 1-800-811-4111.
Entry Last Updated : 4/16/2021

CrossingPipe107 UCIPAPR2021

2.16 3.51 Structure Ungraveled patrol road only along this section.
Entry Last Updated : 6/25/2015

CrownOther135 GEILEVEELOG

2.16 2.16 UCIP DS_ID:23909
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 2.16)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert108 UCIPAPR2021

2.16 2.69 Fence Wire fence within 5 feet of the landside toe.
Entry Last Updated : 1/29/2021

Land SideBarbed Wire101 USACEPI

2.16 2.16 Gate Metal drive gate.
Entry Last Updated : 1/29/2021

CrownMetal94 GEILEVEELOG

2.18 2.18 Miscellaneou
s

Turnaround on waterside of the levee.
Entry Last Updated : 1/29/2021

Water SideTurnout100 USACEPI

2.18 2.18 Ramp Entry Last Updated : 7/1/2015Water SideRamp273 INSPECTION

2.30 2.30 Aerial Overhead high tower power line crosses the levee.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage113 GEILEVEELOG

12136

2.32 2.32 Aerial Overhead powerline crosses the levee.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage274 INSPECTION
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2.32 2.32 UCIP DS_ID:23910
EP_NO: N/A
Crossing Status: Not Found
FIELD_STRUCT_DESC: 12-inch steel irrigation siphon 
through the levee, 3 feet below the crown. Vent pipe on 
the landside (LS) slope. [Additional Reference(s): DWR 
Levee Log, 1978. USACE San Joaquin O&M Manual 
612.2, 1967, (HLM 2.33)].
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Pipe115 UCIPAPR2021

2.33 2.33 Ramp Waterside access ramp.
Entry Last Updated : 1/29/2021

Water SideRamp114 USACEPI

2.33 2.33 Aerial Overhead powerline crosses the levee.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage275 INSPECTION

2.36 2.36 UCIP DS_ID:23911
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 2.36)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert120 UCIPAPR2021

2.36 2.36 Ramp Entry Last Updated : 7/1/2015Water SideRamp277 INSPECTION

2.43 2.43 UCIP DS_ID:23912
EP_NO: 8010
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel drainage pipe 
through the levee, 4.5 feet below the crown. Steel cutoff 
wall around pipe under center of levee. Field drain ditch 
on the landside (LS). Flap gate on the waterside (WS) 
end. (Permit No. 8010-B, 1977 - Boehring Brothers Dairy). 
[Additional Reference(s): DWR Levee Log, 1978].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert125 UCIPAPR2021

8010

8010-B

2.49 2.49 Aerial Overhead power line crosses the levee.
Entry Last Updated : 7/1/2015

CrossingHigh Voltage122 GEILEVEELOG

2.50 2.50 Structure Entry Last Updated : 7/9/2020Land SidePole - Utility281 INSPECTION
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2.57 2.57 Aerial Overhead power line crosses the levee.
Entry Last Updated : 6/25/2015

CrossingHigh Voltage134 GEILEVEELOG

2.58 2.64 Revetment Channel bank cobble revetted.
Entry Last Updated : 6/25/2015

Water SideCobble132 GEILEVEELOG

2.59 2.59 Ramp Ramp on the waterward slope.
Entry Last Updated : 6/25/2015

Water SideRamp133 GEILEVEELOG

2.60 2.60 Miscellaneou
s

Entry Last Updated : 7/1/2015Land SideTurnout282 INSPECTION

2.61 2.61 UCIP DS_ID:23913
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 4 feet below the crown. 
Flap gate is located on the waterside (WS) end with a 
cobble grouted spillway. Cobble grouted intake on the 
landside (LS). [Additional Reference(s): DWR Levee Log, 
1977, 1978, 1987, 1990. USACE San Joaquin O&M 
Manual Unit 612, Part No. 2 - Bear Creel Project, Unit 7: 
HLM 7.19 – 16.77, Unit 8: HLM 7.55-16.48, Unit 9: HLM 
0.10-1.52; Unit 10: HLM 0.03-1.35, Unit 11: HLM 0.16-
3.55, Unit 12: HLM 0.14-3.91; Unit 13, HLM 0.03-1.18; 
Unit 14, HLM 0.02-1.17, 1967, (HLM 2.61)]
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert138 UCIPAPR2021

2.69 2.69 Fence Metal fence on the waterside slope.
Entry Last Updated : 1/29/2021

Water SideMetal14 LEVEELOG

2.69 2.69 Gate Metal gate on the crown.
Entry Last Updated : 1/29/2021

CrownMetal283 INSPECTION

2.69 2.69 Fence Metal fence on the landside slope.
Entry Last Updated : 1/29/2021

Land SideMetal284 INSPECTION
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2.69 2.69 UCIP DS_ID:23914
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: *ABANDONED* 8-inch steel 
irrigation pipe through the levee, 3.5 feet below the crown. 
36-inch Concrete standpipe on the waterside (WS). 36-
inch corrugated metal pump sump unit with motor 
mounted on top on the WS. 24-inch corrugated metal 
intake pipe from channel to sump. Concrete U-shaped 
headwall with trash rack on the WS end. WS slope cobble 
grouted. [Additional Reference(s): DWR Levee Log, 1978. 
USACE San Joaquin O&M Manual 612.2, 1967, (HLM 
2.70)].
Entry Last Updated : 4/16/2021

Pipe6 UCIPAPR2021

2.69 2.69 UCIP DS_ID:25010
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch polyvinyl chloride 
irrigation pipe through the levee, at an unknown depth. 
Pipe discharges into a 36-inch concrete standpipe on the 
waterside (WS) shoulder. Pump mounted on a steel frame 
over a pond off the landside (LS) shoulder.
Entry Last Updated : 4/16/2021

Water SidePipe140 UCIPAPR2021

2.69 2.69 UCIP DS_ID:25011
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch polyvinyl chloride 
irrigation pipe through the levee, at an unknown depth. 
Pipe discharges into a 36-inch concrete standpipe on the 
waterside (WS) shoulder. Unclear of pipe alignment.
Entry Last Updated : 4/16/2021

Water SidePipe141 UCIPAPR2021

2.72 2.72 UCIP DS_ID:23915
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal 
drainage pipe through the levee, 2 feet below the crown. 
Flap gate on the waterside (WS) end. Cobble grouted 
spillway. Cobble grouted intake on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 1978. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 2.72)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert143 UCIPAPR2021

2.85 2.85 Structure Concrete bridge on the waterside across the channel.
Entry Last Updated : 1/29/2021

Water SideBridge145 GEILEVEELOG

2.85 2.85 Revetment Entry Last Updated : 7/1/2015Water SideCobble286 INSPECTION
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2.85 2.85 UCIP DS_ID:23923
EP_NO: 17426
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch steel irrigation pipe 
through the levee, 2 feet below the crown. Pipe mounted 
on upstream side of bridge. (Permit No. 17426, 2003 - 
Western Dairy Design Associates, Inc.).
Entry Last Updated : 4/16/2021

CrossingPipe144 UCIPAPR2021

17426

2.85 2.85 Miscellaneou
s

Entry Last Updated : 7/1/2015Land SideTurnout287 INSPECTION

2.94 2.94 UCIP DS_ID:23916
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal 
drainage pipe through the levee, 3 feet below the crown. 
Flap gate on the waterside (WS) end. Cobble grouted 
spillway. (Positive closure device installed on intake end 
under Permit No. 17426, 2003 - Western Dairy Design 
Associates, Inc.). [Additional Reference(s): DWR Levee 
Log, 1978. USACE San Joaquin O&M Manual 612.2, 
1967, (HLM 2.95)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert146 UCIPAPR2021

17426

3.08 3.08 Fence Wire fence on the waterside slope.
Entry Last Updated : 1/29/2021

Water SideBarbed Wire16 LEVEELOG

3.08 3.08 Fence Wire fence on the landside slope.
Entry Last Updated : 1/29/2021

Land SideBarbed Wire148 GEILEVEELOG

3.08 3.08 Structure Concrete bridge on the waterside across the channel.
Entry Last Updated : 1/29/2021

Water SideBridge149 GEILEVEELOG

5813

3.08 3.08 Revetment Entry Last Updated : 7/1/2015Water SideCobble289 INSPECTION

3.09 3.09 UCIP DS_ID:23928
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 24-inch corrugated metal 
drainage pipe through the levee, 3 feet below the crown. 
No closure device or flap gate. [Additional Reference(s): 
USACE San Joaquin O&M Manual 612.2, 1967, (HLM 
3.15)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert151 UCIPAPR2021
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3.09 3.09 UCIP DS_ID:23926
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 24-inch corrugated metal 
drainage pipe through the levee, 3 feet below the crown. 
No closure device or flap gate. [Additional Reference(s): 
USACE San Joaquin O&M Manual 612.2, 1967, (HLM 
3.15)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert152 UCIPAPR2021

3.09 3.09 Gate Metal gate on the crown.
Entry Last Updated : 1/29/2021

CrownMetal290 INSPECTION

3.23 3.23 UCIP DS_ID:23917
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 4.5 feet below the crown. 
Cobble grouted spillway. Cobble grouted intake on the 
landside (LS). [Additional Reference(s): DWR Levee Log, 
1978. USACE San Joaquin O&M Manual 612.2, 1967, 
(HLM 3.25)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert155 UCIPAPR2021

3.27 3.35 Revetment Channel bank cobble revetted.
Entry Last Updated : 6/25/2015

Water SideCobble153 GEILEVEELOG

3.34 3.34 UCIP DS_ID:23918
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch reinforced concrete 
irrigation siphon pipe through the levee, 3 feet below the 
crown. 24-inch corrugated metal pump sump unit with 
motor mounted on top on the waterside (WS) has been 
removed. Remnants of 36-inch concrete standpipe found 
on the landside (LS) shoulder around new well. Concrete 
headwall and 24-inch corrugated metal pipe still remain on 
the WS slope. [Additional Reference(s): DWR Levee Log, 
1978. USACE San Joaquin O&M Manual 612.2, 1967, 
(HLM 3.37)].
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Pipe157 UCIPAPR2021

3.36 3.36 Structure Utility pole on landside.
Entry Last Updated : 7/9/2020

Land SidePole - Utility7 LEVEELOG

3.36 3.36 Structure Pole with light on landside.
Entry Last Updated : 1/29/2021

Land SidePole - Light8 LEVEELOG

3.37 3.37 Structure Concrete bridge on the waterside across the channel.
Entry Last Updated : 1/29/2021

Water SideBridge159 GEILEVEELOG
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3.39 3.39 Aerial Overhead high tower power line crosses the crown.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage161 GEILEVEELOG

3.40 3.40 UCIP DS_ID:23919
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal 
drainage pipe through the levee, 2 feet below the crown. 
Flap gate and grouted spillway on the waterside (WS) 
slope. [Additional Reference(s): DWR Levee Log, 1978].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert165 UCIPAPR2021

3.47 3.47 Aerial Overhead powerline crosses the levee.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage292 INSPECTION

3.50 3.50 Fence Metal fence on the waterside slope.
Entry Last Updated : 1/29/2021

Water SideMetal19 LEVEELOG

3.50 3.50 Fence Metal fence on the landside slope.
Entry Last Updated : 1/29/2021

Land SideMetal293 INSPECTION

3.51 3.51 UCIP DS_ID:23920
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal 
drainage pipe through the levee, 4.5 feet below the crown. 
Cobble grouted spillway. [Additional Reference(s): DWR 
Levee Log, 1978. USACE San Joaquin O&M Manual 
612.2, 1967, (HLM 3.52)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert173 UCIPAPR2021

3.51 3.51 Revetment Channel bank cobble revetted.
Entry Last Updated : 1/29/2021

Water SideCobble169 GEILEVEELOG

7594

3.51 3.51 Aerial Overhead power line crosses the road.
Entry Last Updated : 6/25/2015

CrossingHigh Voltage170 GEILEVEELOG

3.51 3.51 Aerial Overhead telephone line crosses the levee.
Entry Last Updated : 1/29/2021

CrossingCommunications295 INSPECTION

3.51 3.51 Mark End of left bank Patrol road and channel work, North 
Paddy Creek at Sargent Road.
Entry Last Updated : 1/29/2021

CrownBoundary177 GEILEVEELOG

3.51 3.51 At Grade Sargent Road bisects the levee.
Entry Last Updated : 1/29/2021

CrossingRoad / Highway168 GEILEVEELOG
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0.00 0.00 Mark Left bank levee Middle Paddy Creek at left bank levee, 
North Paddy levee mile 1.31. Unit No. 12, levee crown 12 
feet wide. Waterward slope 1 on 3, landward slope 1 on 2, 
graveled crown roadway. Levee Constructed by U.S.C.E., 
1966. Mileage runs upstream.
Entry Last Updated : 6/25/2015

CrownBoundary1 GEILEVEELOG

0.00 0.00 Miscellaneou
s

Vehicle turnaround on overbuilt section of levee crest on 
the landside.
Entry Last Updated : 7/10/2020

Land SideTurnout6 USACEPI

0.00 0.31 Fence Barbed wire fence within 10 feet of the landside levee toe. 
Runs parallel to the levee alignment.
Entry Last Updated : 12/11/2019

Land SideBarbed Wire3 USACEPI

0.03 0.03 UCIP DS_ID:23931
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5.5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. [Additional Reference(s): DWR 
Levee Log, 1978. USACE San Joaquin O&M Manual 
612.2, 1967, (HLM 0.03)].
Entry Last Updated : 4/16/2021

Pipe7 UCIPAPR2021

0.10 0.11 Revetment Channel bank cobble revetted.
Entry Last Updated : 6/22/2018

Water SideCobble5 LEVEELOG

0.31 0.40 Fence Animal pen within 15 feet of the toe.
Entry Last Updated : 12/11/2019

Land SideBarbed Wire63 USACEINSPECT

0.41 1.38 Fence Entry Last Updated : 7/1/2015Land SideBarbed Wire86 INSPECTION

0.41 0.55 Revetment Channel bank cobble revetted.
Entry Last Updated : 6/25/2015

Water SideCobble14 GEILEVEELOG

0.41 0.41 UCIP DS_ID:23932
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal 
drainage pipe through the levee, 7 feet below the crown. 
Concrete U-shaped headwall on both ends. Slide gate in 
48-inch corrugated metal riser unit on the waterside (WS). 
Cobble grouted spillway. Cobble grouted intake on the 
landside (LS). [Additional Reference(s): DWR Levee Log, 
1978].
Entry Last Updated : 4/16/2021

Pipe8 UCIPAPR2021
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0.41 0.41 Miscellaneou
s

Entry Last Updated : 7/1/2015Land SidePit84 INSPECTION

0.41 0.41 Structure Entry Last Updated : 12/11/2019Land SidePole - Utility85 INSPECTION

0.42 0.42 Ramp Landside access ramp.
Entry Last Updated : 12/11/2019

Land SideRamp66 USACEINSPECT

0.55 0.55 Aerial Overhead power lines crossing the levee. (Permit #5449)
Entry Last Updated : 7/10/2020

CrossingHigh Voltage27 USACEPI

5449

0.55 0.55 Gate Metal drive gate. State Blank Lock. (App. 13015-PG&E)
Entry Last Updated : 7/10/2020

CrownChain Link31 GEILEVEELOG

13015

0.55 0.55 UCIP DS_ID:23933
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 0.58)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert23 UCIPAPR2021

0.55 0.55 Fence Entry Last Updated : 7/10/2020Land SideBarbed Wire2 LEVEELOG

0.55 0.56 Fence Entry Last Updated : 7/10/2020Water SideBarbed Wire88 INSPECTION

0.56 0.63 Revetment Entry Last Updated : 7/1/2015Water SideCobble89 INSPECTION

0.56 0.56 UCIP DS_ID:25003
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 2.5-inch steel communications 
conduit through the levee, at an unknown depth. Pipe 
visible on downstream side of the bridge.
Entry Last Updated : 4/16/2021

CrossingConduit28 UCIPAPR2021
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Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

0.56 0.56 At Grade Jack Tone Road Crosses the levee at crown elevation. 
Concrete bridge across channel abutment cobble 
revetted. (App. No.1798- PG&E)
Entry Last Updated : 6/25/2015

CrossingRoad / Highway21 GEILEVEELOG

1798

0.57 0.57 UCIP DS_ID:25004
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch gas line through the levee 
at an unknown depth below the crown.  Pipe attached to 
the upstream side of the bridge. For emergencies call 
PG&E at 1-800-811-4111.
Entry Last Updated : 4/16/2021

CrossingConduit29 UCIPAPR2021

0.57 0.57 UCIP DS_ID:23934
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 0.60)].
Entry Last Updated : 4/16/2021

Pipe9 UCIPAPR2021

0.57 0.57 Gate Access gate on crown.
Entry Last Updated : 7/1/2015

CrownChain Link30 USACEPI

0.57 0.57 Fence Entry Last Updated : 7/10/2020Water Side and 
Land Side

Barbed Wire90 INSPECTION

0.57 1.39 Fence Entry Last Updated : 7/10/2020Land SideBarbed Wire4 LEVEELOG

0.79 0.79 Revetment Concrete debris used as impromptu riprap along 
waterside bank which extends for 10 feet.
Entry Last Updated : 12/11/2019

Water SideConcrete75 USACEINSPECT

0.85 0.85 Miscellaneou
s

Vehicle turnaround on overbuilt section of the levee crown 
on the landside.
Entry Last Updated : 12/11/2019

CrownTurnout76 USACEINSPECT
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0.86 0.86 UCIP DS_ID:23935
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 0.91)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert37 UCIPAPR2021

0.97 0.97 Revetment Channel bank cobble revetted. (App. No.10384)
Entry Last Updated : 6/25/2015

Water SideCobble36 GEILEVEELOG

10384

1.04 1.04 UCIP DS_ID:23936
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 6.5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 1.11)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert43 UCIPAPR2021

1.12 1.12 UCIP DS_ID:23937
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal 
drainage pipe through the levee, 4 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 1.18)].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Culvert49 UCIPAPR2021

1.17 1.17 Revetment Channel bank cobble revetted.
Entry Last Updated : 6/25/2015

Water SideCobble51 GEILEVEELOG

1.23 1.30 Revetment Entry Last Updated : 12/11/2019Water SideCobble91 INSPECTION

1.39 1.39 Aerial Entry Last Updated : 7/1/2015CrossingHigh Voltage93 INSPECTION

1.39 1.39 Mark End of Unit No. 13, left bank levee Middle Paddy Creek at 
high ground.
Entry Last Updated : 7/1/2015

CrownBoundary55 GEILEVEELOG
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1.39 1.39 Miscellaneou
s

Turnaround on landward side.  (App. No. 4587)
Entry Last Updated : 7/1/2015

Land SideTurnout94 INSPECTION

4587
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NA0017

Waterway

Unit No. 14 Middle Paddy Creek

Bank

Right

Unit Miles

1.38

San Joaquin County Flood Control and Water Conservation District

Inspector

Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

0.00 0.00 Mark Right bank Middle Paddy Creek at levee mile 1.31, Unit 
No. 12, left bank north Paddy Creek. Ungraveled patrol 
road only along this entire unit. Mileage runs upstream.
Entry Last Updated : 6/25/2015

CrownBoundary3 GEILEVEELOG

0.02 0.54 Fence Entry Last Updated : 1/19/2021Land SideBarbed Wire1 LEVEEINSPECTION

0.02 0.02 UCIP DS_ID:23939
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal 
drainage pipe through the levee, 3 feet below the crown. 
Flap gate on the waterside (WS) end. Cobble grouted 
spillway. Cobble grouted intake on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 1978. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 0.02)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert4 UCIPAUG2021

0.25 0.25 UCIP DS_ID:23940
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal 
drainage pipe through the levee, 3 feet below the crown. 
Flap gate on the waterside (WS) end. Cobble grouted 
spillway. [Additional Reference(s): DWR Levee Log, 1978. 
USACE San Joaquin O&M Manual 612.2, 1967, (HLM 
0.25)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert5 UCIPAUG2021

0.36 0.36 Structure Wooden flashboard dam structure across channel. 
Concrete base with cobble riprap both upstream and 
downstream from base. Bank cobble grouted.
Entry Last Updated : 6/25/2015

Water SideWeir6 GEILEVEELOG

0.37 0.37 UCIP DS_ID:23941
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal 
drainage pipe through the levee, 1 foot below the crown. 
Flap gate on the waterside (WS) end. Cobble grouted 
spillway. [Additional Reference(s): DWR Levee Log, 1978. 
USACE San Joaquin O&M Manual 612.2, 1967, (HLM 
0.38)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert7 UCIPAUG2021
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0.46 0.46 UCIP DS_ID:23942
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal 
drainage pipe through the levee, 2 feet below the crown. 
Flap gate on the waterside (WS) end. Cobble grouted 
spillway. Cobble grouted intake on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 1978. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 0.46)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert10 UCIPAUG2021

0.54 0.54 Structure Overhead power line crosses road. (App. No. 5449)
Entry Last Updated : 1/19/2021

Land SidePole - Utility8 LEVEELOG

5449

0.54 0.54 Gate Cross fence, metal drive gate.  SM8fi0 L0ck. (App. 
No.12081  PT&T Co.)
Entry Last Updated : 6/25/2015

CrownChain Link17 GEILEVEELOG

12081

0.54 0.54 Structure Overhead power line crosses road. (App. No. 5449)
Entry Last Updated : 1/19/2021

Land SidePole - Utility2 LEVEELOG

5449

0.54 0.54 Aerial Overhead power line crosses road. (App. No. 5449)
Entry Last Updated : 6/25/2015

CrossingHigh Voltage16 GEILEVEELOG

5449

0.55 0.55 Fence Entry Last Updated : 7/1/2015Water SideBarbed Wire35 INSPECTION

0.55 0.55 UCIP DS_ID:23943
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe through the levee, 2.5 feet below the crown. 
Pipe open on both ends. Inlet is located at the end of a 
drainage ditch along the road. Cobble grouted spillway on 
the waterside (WS). [Additional Reference(s): DWR Levee 
Log, 1977, 1978, 1987, 1990. USACE San Joaquin O&M 
Manual Unit 612, Part No. 2 - Bear Creel Project, Unit 7: 
HLM 7.19 – 16.77, Unit 8: HLM 7.55-16.48, Unit 9: HLM 
0.10-1.52; Unit 10: HLM 0.03-1.35, Unit 11: HLM 0.16-
3.55, Unit 12: HLM 0.14-3.91; Unit 13, HLM 0.03-1.18; 
Unit 14, HLM 0.02-1.17, 1967, (HLM 0.55)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert14 UCIPAUG2021

0.55 0.55 At Grade Jack Tone Road crosses the patrol road. Concrete bridge 
across channel. Abutment cobble revetted.
Entry Last Updated : 6/25/2015

CrossingRoad / Highway21 GEILEVEELOG

0.55 0.58 Revetment Channel bank cobble revetted.
Entry Last Updated : 6/25/2015

Water SideCobble12 GEILEVEELOG
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0.55 0.55 UCIP DS_ID:25006
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 2.5-inch galvanized iron 
communications conduit through the levee, at an unknown 
depth. Pipe attached to downstream side of bridge.
Entry Last Updated : 5/27/2021

CrossingConduit15 UCIPAUG2021

0.56 0.56 UCIP DS_ID:25005
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch gas line through the levee 
at an unknown depth below the crown.  Pipe is attached to 
the upstream side of the bridge.
Entry Last Updated : 5/27/2021

CrossingConduit19 UCIPAUG2021

0.56 0.56 UCIP DS_ID:23944
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe under the road, 2.5 feet below the crown. 
Open on both ends. Cobble grouted spillway. Cobble 
grouted intake on the landside (LS). [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 0.57)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert20 UCIPAUG2021

0.57 0.57 Fence Cross fence, metal drive gate. SM860 Lock.
Entry Last Updated : 1/19/2021

Water SideBarbed Wire11 LEVEELOG

0.57 0.57 Gate Cross fence, metal drive gate. SM860 Lock.
Entry Last Updated : 1/19/2021

CrownChain Link18 GEILEVEELOG

0.57 1.38 Fence Entry Last Updated : 1/19/2021Land SideBarbed Wire9 LEVEELOG

0.75 0.75 UCIP DS_ID:23945
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 1 foot below the crown. 
Cobble grouted spillway. Cobble grouted intake on the 
landside (LS). Open on both ends. [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 0.76)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert23 UCIPAUG2021

0.86 0.86 Ramp Entry Last Updated : 7/1/2015Water SideRamp36 INSPECTION
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0.91 0.91 Miscellaneou
s

Irrigation pipe penetrates vertically.
Entry Last Updated : 7/1/2015

Land SideLandscaping40 INSPECTION

0.94 0.94 UCIP DS_ID:23946
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal 
drainage pipe through the levee, 2 feet below the crown. 
Open on both ends. Cobble grouted spillway. [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 0.95)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert25 UCIPAUG2021

0.96 0.96 UCIP DS_ID:23947
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: *ABANDONED* 18-inch 
corrugated metal drainage pipe through the levee, 3 feet 
below the crown. Open on both ends. Cobble grouted 
spillway. Cobble grouted intake on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 1978. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 0.97)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert27 UCIPAUG2021

1.04 1.04 UCIP DS_ID:23948
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal pipe of 
an unknown purpose through the levee, 2.5 feet below the 
crown. Cobble grouted spillway. Open on both ends. 
[Additional Reference(s): DWR Levee Log, 1978. USACE 
San Joaquin O&M Manual 612.2, 1967, (HLM 1.05)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert29 UCIPAUG2021

1.11 1.11 UCIP DS_ID:23949
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: *ABANDONED* 12-inch 
corrugated metal drainage pipe through the levee, 2.5 feet 
below the crown. Flap gate on the waterside (WS) end. 
Cobble grouted spillway. Cobble grouted intake on the 
landside (LS). [Additional Reference(s): DWR Levee Log, 
1978. USACE San Joaquin O&M Manual 612.2, 1967, 
(HLM 1.12)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert30 UCIPAUG2021

1.11 1.11 Revetment Channel bank cobble revetted.
Entry Last Updated : 6/25/2015

Water SideCobble31 GEILEVEELOG
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1.16 1.16 UCIP DS_ID:23950
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 48-inch reinforced concrete 
drainage pipe through the levee, 5.5 feet below the crown. 
Cobble grouted spillway. Cobble grouted intake on the 
landside (LS). Open on both ends. [Additional 
Reference(s): DWR Levee Log, 1978. USACE San 
Joaquin O&M Manual 612.2, 1967, (HLM 1.17)].
Entry Last Updated : 5/27/2021

Land Side to 
Water Side

Culvert33 UCIPAUG2021

1.19 1.19 Revetment Entry Last Updated : 7/1/2015Water SideCobble37 INSPECTION

1.36 1.36 Aerial Entry Last Updated : 7/1/2015CrossingHigh Voltage38 INSPECTION

1.38 1.38 Fence Entry Last Updated : 7/1/2015Water SideBarbed Wire39 INSPECTION

1.38 1.38 Mark End of ungraveled patrol road along right bank Middle 
Paddy Creek, Unit No. 14 at high ground.
Entry Last Updated : 6/25/2015

CrownBoundary34 GEILEVEELOG
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0.00 24.03 Miscellaneou
s

Landward slope landscaped with vegetation along the 
landward slope and toe.
Entry Last Updated : 11/19/2014

Land SideLandscaping746 GEILEVEELOG

0.00 24.29 Revetment Entry Last Updated : 11/19/2014Water SideRock1216 LEVEELOG

0.01 0.01 Mark Start of Unit 15 maintained by SJCFC&WCD.
Entry Last Updated : 10/8/2014

CrownBoundary853 LEVEELOG

0.01 0.01 At Grade Levee at ground elevation.
Entry Last Updated : 2/2/2021

CrownRoad / Highway1 GEILEVEELOG

0.02 0.02 Structure Right bank-Mormon Slough at a point 100 feet 
downstream from Calaveras River. Linden Irrigation 
District Check Dam in channel. (App. No. 5597-A) .  
Concrete block gage house. Mileage runs downstream.
Entry Last Updated : 10/7/2014

Water SideWeir2 GEILEVEELOG

5597-A

0.19 0.25 Fence Chain link fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideChain Link3 GEILEVEELOG

0.19 0.19 Aerial Overhead powerline crosses the levee.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage5 GEILEVEELOG

0.19 0.19 Structure Entry Last Updated : 7/28/2020CrownPole - Utility6 GEILEVEELOG

0.22 0.22 Aerial Overhead telephone cable crosses the levee.
Entry Last Updated : 10/7/2014

CrossingCommunications7 GEILEVEELOG

0.22 0.22 Structure Entry Last Updated : 7/28/2020Land SidePole - Utility854 LEVEELOG

0.25 0.25 At Grade Escalon Bellota Road bisects levee.
Entry Last Updated : 2/2/2021

CrossingRoad / Highway8 GEILEVEELOG

5275

0.26 0.28 Non-Project 
Levee

This portion of the unit contains a non-project levee.
Entry Last Updated : 12/2/2014

CrownExtension9 LEVEEINSPECTION

0.27 0.27 Fence Fence along the waterward shoulder.
Entry Last Updated : 10/7/2014

Water SideMetal15 GEILEVEELOG
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0.27 2.31 At Grade Levee adjacent to State Highway 26.
Entry Last Updated : 10/8/2014

Land SideRoad / Highway4 GEILEVEELOG

0.27 0.27 Gate Metal drive gate.
Entry Last Updated : 2/1/2021

CrownMetal16 GEILEVEELOG

0.27 0.35 Fence Barbed wire fence on landward shoulder.
Entry Last Updated : 2/1/2021

Land SideBarbed Wire11 GEILEVEELOG

0.28 0.28 Structure Division of Highways sign on the landward slope.
Entry Last Updated : 2/2/2021

Land SideSign17 GEILEVEELOG

0.30 0.30 Structure Entry Last Updated : 10/8/2014Land SideSign10 LEVEELOG

0.35 0.35 Structure Entry Last Updated : 10/8/2014Land SideSign12 LEVEELOG

0.36 0.36 UCIP DS_ID:23196
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch concrete irrigation pipe 
through the levee, 7.5 feet below the crown. Concrete 
headwall on the waterside (WS). 36-inch concrete 
standpipe on the WS. Pump mounted on concrete pad in 
stream. [Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingPipe730 UCIPAUG2021

0.36 0.36 Mark Caltrans Survey Monument on the waterside.
Entry Last Updated : 2/2/2021

Water SideSurvey20 GEILEVEELOG

0.37 0.37 Structure Power pole on landward slope.
Entry Last Updated : 10/8/2014

Land SidePole - Utility13 GEILEVEELOG

0.37 0.37 Structure Pole pole and guy wire on waterward slope.
Entry Last Updated : 10/8/2014

Water SidePole - Utility18 GEILEVEELOG

0.37 0.37 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/8/2014

CrossingHigh Voltage22 GEILEVEELOG

0.38 0.38 Gate Gate on the waterside slope.
Entry Last Updated : 2/1/2021

Water SideMetal19 LEVEEINSPECTION

0.41 0.41 Structure Entry Last Updated : 10/8/2014Land SideSign855 LEVEELOG
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0.43 0.43 Structure Division of Highways sign on the landward slope.
Entry Last Updated : 2/2/2021

Land SideSign23 GEILEVEELOG

0.52 0.52 Structure Entry Last Updated : 10/8/2014Land SideSign856 LEVEELOG

0.53 0.53 Structure Two communications boxes on the landward slope.
Entry Last Updated : 10/8/2014

Land SideControl Box857 LEVEELOG

0.53 0.53 Aerial Overhead power lines cross the levee.
Entry Last Updated : 10/8/2014

CrossingHigh Voltage24 GEILEVEELOG

0.53 0.53 Aerial Overhead telephone cable crosses the levee.
Entry Last Updated : 1/29/2021

CrossingCommunications858 LEVEELOG

0.53 0.53 Structure Entry Last Updated : 7/28/2020Land SidePole - Utility859 LEVEELOG

0.70 0.70 UCIP DS_ID:23197
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel drainage pipe 
through the levee, 5 feet below the crown. [Additional 
Reference(s): DWR Levee Log, 1992, 12-inch pipe listed].
Entry Last Updated : 5/27/2021

CrossingCulvert1419 UCIPAUG2021

0.79 0.79 Structure Comm pole with comm box and guy wire on landward 
slope.
Entry Last Updated : 10/8/2014

Land SidePole - Utility860 LEVEELOG

0.80 0.80 Structure Entry Last Updated : 10/8/2014Land SideSign861 LEVEELOG

0.83 0.83 Structure Comm. Box
Entry Last Updated : 10/24/2014

Land SideControl Box862 LEVEELOG

0.86 0.86 Structure Entry Last Updated : 10/8/2014Land SideSign863 LEVEELOG

0.93 0.93 Structure Entry Last Updated : 7/28/2020Land SidePole - Utility864 LEVEELOG

0.93 0.93 Aerial Overhead telephone cable crosses the levee.
Entry Last Updated : 1/29/2021

CrossingCommunications865 LEVEELOG
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0.95 0.95 Aerial Overhead power lines cross the levee.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage866 LEVEELOG

0.98 0.98 Structure Comm. Box
Entry Last Updated : 10/24/2014

Land SideControl Box867 LEVEELOG

0.98 0.98 Structure Entry Last Updated : 10/8/2014Land SideSign868 LEVEELOG

0.98 0.98 UCIP DS_ID:23198
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 12-inch drainage pipe of an 
unknown material through the levee, 3.5 feet below the 
crown. [Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingCulvert1420 UCIPAUG2021

1.15 1.15 Structure Road sign on land side.
Entry Last Updated : 10/8/2014

Land SideSign26 GEILEVEELOG

1.16 1.16 UCIP DS_ID:23199
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe through the levee, 4.5 feet below the crown. 
Grouted spillway on the waterside (WS) end. Open on 
both ends. [Additional Reference(s): DWR Levee Log, 
1992. USACE San Joaquin O&M Manual 611.1, Volume 
F, (HLM 1.18)].
Entry Last Updated : 5/27/2021

CrossingCulvert1421 UCIPAUG2021

1.19 1.19 Gate Entry Last Updated : 10/13/2014CrownMetal28 GEILEVEELOG

1.20 1.20 At Grade Levee crown roadway graveled.
Entry Last Updated : 10/7/2014

Land SideRoad / Highway31 GEILEVEELOG

1.21 1.29 Fence Entry Last Updated : 2/1/2021Land SideBarbed Wire871 LEVEELOG

1.22 1.22 Gate Entry Last Updated : 2/1/2021CrownMetal869 LEVEELOG

1.25 1.25 Aerial Overhead power lines cross the levee.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage32 GEILEVEELOG
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1.25 1.25 Structure Entry Last Updated : 7/28/2020Land SidePole - Utility870 LEVEELOG

1.26 1.26 Ramp Ramp on the waterward slope to low water crossing.
Entry Last Updated : 10/8/2014

Water SideRamp35 GEILEVEELOG

1.28 1.28 Structure Comm. Box
Entry Last Updated : 10/13/2014

Land SideControl Box33 LEVEELOG

1.31 1.31 Structure Highway sign on landward slope.
Entry Last Updated : 2/2/2021

Land SideSign34 GEILEVEELOG

1.31 1.31 Structure Highway sign on landward slope.
Entry Last Updated : 2/2/2021

Land SideSign605 LEVEELOG

1.40 1.40 Ramp Ramp on waterward slope.
Entry Last Updated : 10/7/2014

Water SideRamp36 GEILEVEELOG

1.44 1.44 Aerial High tower power line crosses the levee.
Entry Last Updated : 10/7/2014

CrossingHigh Voltage38 GEILEVEELOG

1.46 1.46 UCIP DS_ID:23200
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch drainage pipe of an 
unknown material through the levee, 6 feet below the 
crown. Grouted spillway on the waterside (WS) end. 
Electrical conduit through the levee. [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 1.49)].
Entry Last Updated : 5/27/2021

CrossingCulvert1422 UCIPAUG2021

1.46 1.46 Aerial Overhead power lines cross the levee.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage39 LEVEELOG

1.48 1.48 Structure Comm. Box
Entry Last Updated : 10/13/2014

Land SideControl Box872 LEVEELOG

1.48 1.48 Structure Entry Last Updated : 7/28/2020Land SideSign873 LEVEELOG
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1.49 1.49 UCIP DS_ID:23201
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch irrigation pipe of an 
unknown material sleeved through a 12-inch steel pipe 
through the levee, 11 feet below the crown. 2-inch 
breather pipe on the waterside (WS) slope. Pump on the 
WS. [Additional Reference(s): DWR Levee Log, 1992, 12-
inch pipe listed. USACE San Joaquin O&M Manual 611.1, 
Volume F, (HLM 1.52) 12-inch pipe listed].
Entry Last Updated : 5/27/2021

CrossingPipe1423 UCIPAUG2021

1.49 1.49 Structure Entry Last Updated : 7/28/2020Land SideSign41 LEVEELOG

1.60 1.60 Structure Flashboard dam across the channel with concrete base 
and collapsible stations, concrete headwalls on both 
banks. (App. No. 7594)
Entry Last Updated : 10/7/2014

Water SideWeir44 GEILEVEELOG

7594

1.69 1.69 Structure Entry Last Updated : 7/28/2020Land SidePole - Utility875 LEVEELOG

1.80 1.80 UCIP DS_ID:23202
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 12-inch drainage pipe of an 
unknown material through the levee, 4 feet below the 
crown. [Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 6/14/2021

CrossingCulvert1424 UCIPAUG2021

1.81 1.99 Revetment Waterward slope concrete revetted to top of bank.
Entry Last Updated : 10/24/2014

Water SideConcrete51 GEILEVEELOG

1.93 1.93 Structure Cable box on landside levee slope.
Entry Last Updated : 2/2/2021

Land SideControl Box50 USACEPI

1.94 1.94 Structure Entry Last Updated : 10/8/2014Land SideSign47 LEVEELOG

1.99 1.99 UCIP DS_ID:23203
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal 
drainage pipe through the levee, 4 feet below the crown. 
(Permit No. 13799, 1984 - District 10). [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingCulvert1425 UCIPAUG2021
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2.04 2.04 Structure Comm. Box
Entry Last Updated : 10/24/2014

Land SideControl Box48 LEVEELOG

2.05 2.05 UCIP DS_ID:23204
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe 
sleeved through a 14-inch steel pipe, 9.5 feet below the 
crown. Abandoned valve on the waterside (WS) slope. 
Pump and standpipes on the landside (LS) across the 
highway. [Additional Reference(s): DWR Levee Log, 
1992. USACE San Joaquin O&M Manual 611.1, Volume 
F, (HLM 2.10)].
Entry Last Updated : 5/27/2021

CrossingPipe1426 UCIPAUG2021

2.06 2.06 Ramp Entry Last Updated : 10/8/2014Water SideRamp53 LEVEELOG

2.10 2.10 Structure Entry Last Updated : 10/8/2014Land SideSign56 LEVEELOG

2.18 2.18 Structure Entry Last Updated : 7/28/2020Land SidePole - Utility58 LEVEELOG

2.20 2.20 Structure Entry Last Updated : 7/28/2020Land SidePole - Utility876 LEVEELOG

2.22 2.22 Structure Highway sign on landward toe.
Entry Last Updated : 10/7/2014

Land SideSign60 GEILEVEELOG

2.26 2.26 Structure Entry Last Updated : 10/8/2014Land SideSign61 LEVEELOG

2.27 2.27 Structure Entry Last Updated : 10/8/2014Land SideSign62 LEVEELOG

2.29 2.29 Structure Electrical fiber optic access boxes on landside levee slope.
Entry Last Updated : 2/2/2021

Land SideControl Box63 USACEPI

2.30 2.34 Wall Concrete wall at the waterward toe.
Entry Last Updated : 10/7/2014

Water SideRetaining66 GEILEVEELOG

2.31 2.31 Mark Vertical survey monument on landside of levee.
Entry Last Updated : 2/2/2021

Land SideSurvey65 USACEPI
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2.31 2.31 Fence Barbed wire fence on landside of levee.
Entry Last Updated : 2/1/2021

Land SideBarbed Wire64 USACEPI

2.32 2.32 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/7/2014

CrossingHigh Voltage71 GEILEVEELOG

2.36 2.36 Miscellaneou
s

Entry Last Updated : 10/27/2014Land SidePit67 LEVEELOG

2.40 2.40 Miscellaneou
s

Entry Last Updated : 10/8/2014Land SideTurnout68 LEVEELOG

2.49 2.49 Structure Entry Last Updated : 10/8/2014Land SideTank69 LEVEELOG

2.49 2.49 Structure Entry Last Updated : 10/8/2014Land SidePad72 LEVEELOG

2.56 2.56 Structure Sign post for weir on waterside levee slope. Permit not 
available. Locate permit. Unresolved.  
Entry Last Updated : 10/7/2014

Water SideSign75 USACEPI

2.56 2.56 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions. Concrete headwall on both 
banks.
Entry Last Updated : 10/7/2014

Water SideWeir82 GEILEVEELOG

9101

2.57 2.57 Ramp Ramp on the landward slope.
Entry Last Updated : 10/7/2014

Land SideRamp77 GEILEVEELOG

2.58 2.58 Structure Old concrete foundation on the waterward slope. .
Entry Last Updated : 10/13/2014

Water SidePad912 LEVEELOG

2.59 2.59 UCIP DS_ID:23205
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 8-inch steel pipe of unknown 
purpose through the levee, 1 foot below the crown. Old 
concrete foundation on the waterside (WS) slope. Pump 
house foundation on the landside (LS). This pipe is full of 
holes and is used as an overflow pipe. [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 2.64)].
Entry Last Updated : 5/27/2021

CrossingCulvert1427 UCIPAUG2021
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2.63 2.66 Fence Metal fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SideMetal74 LEVEELOG

2.64 2.66 Wall Entry Last Updated : 10/8/2014Land SideRetaining73 LEVEELOG

2.69 2.69 Wall Retaining wall at toe of slope.
Entry Last Updated : 10/8/2014

Land SideRetaining84 LEVEEINSPECTION

2.70 2.70 Structure Entry Last Updated : 2/2/2021Land SideBuilding78 USACEPI

2.74 2.74 Gate Metal drive gate.
Entry Last Updated : 2/1/2021

CrownMetal88 GEILEVEELOG

2.75 2.75 Fence Chain link fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SideChain Link30 LEVEELOG

2.75 2.75 Fence Chain link fence on the waterside slope.
Entry Last Updated : 2/1/2021

Water SideChain Link81 LEVEELOG

2.75 2.75 Structure Entry Last Updated : 10/8/2014Water SideSign86 LEVEELOG

2.75 2.75 At Grade Fine Road crosses levee 2 feet above the crown elevation.
Entry Last Updated : 2/2/2021

CrossingRoad / Highway89 GEILEVEELOG

7639

2.76 2.76 Aerial Overhead telephone line crosses the levee.
Entry Last Updated : 10/7/2014

CrossingCommunications91 GEILEVEELOG

2.77 2.77 Fence Post and cable fence on the waterside slope.
Entry Last Updated : 2/1/2021

Water SidePost & Cable90 LEVEELOG

2.77 2.77 Fence Post and cable fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SidePost & Cable563 LEVEELOG

2.77 2.77 Gate Entry Last Updated : 10/8/2014CrownMetal87 LEVEELOG

2.86 2.86 Structure 12 inch steel pipe running parallel to levee.
Entry Last Updated : 2/2/2021

Land SidePipe Section93 USACEPI

Page 9 of 118Report Created : Monday, August 23, 2021   11:32



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0017

Waterway

Unit No. 15 Mormon Slough

Bank

Right

Unit Miles

25.38

San Joaquin County Flood Control and Water Conservation District

Inspector

David
Julian

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

2.92 2.92 Structure Entry Last Updated : 10/8/2014Land SideSign94 LEVEELOG

2.93 3.19 Revetment Waterward slope concrete revetted to top of bank. Partialy 
buried at certain points. Possibly mixed with other 
materials.
Entry Last Updated : 10/24/2014

Water SideConcrete95 GEILEVEELOG

3.08 3.08 UCIP DS_ID:23177
EP_NO: 13140
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch coated steel irrigation 
pipe and electrical conduit of an unknown material through 
the levee, 4 feet below the crown. River pump to divert 
irrigation water from the right bank of Mormon Slough 
upstream from the Stockton-East Water District Check 
Dam. (Permit No. 13140, 1981 - Alvin Cortopassi).
Entry Last Updated : 5/27/2021

CrossingPipe1428 UCIPAUG2021

13140

3.28 3.33 Revetment Waterward slope concrete revetted to top of bank.
Entry Last Updated : 10/24/2014

Water SideConcrete101 GEILEVEELOG

3.34 3.34 UCIP DS_ID:23206
EP_NO: 10498
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch steel irrigation pipe 
through the levee, 2 feet below the crown. Pump on 
concrete platform on the waterside (WS) slope with 2-inch 
electrical conduit through the levee. (Permit No. 10498, 
1975 - John Eilers). [Additional Reference(s): DWR Levee 
Log, 1992].
Entry Last Updated : 5/27/2021

CrossingPipe1429 UCIPAUG2021

10498

3.35 3.35 UCIP DS_ID:23207
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 10-inch irrigation pipe of an 
unknown material through the levee, 4 feet below the 
crown. [Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingPipe1430 UCIPAUG2021

3.35 3.35 Ramp Ramp on the landward slope.
Entry Last Updated : 10/7/2014

Land SideRamp109 GEILEVEELOG
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3.36 3.36 UCIP DS_ID:23208
EP_NO: 5830
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch asbestos bonded 
corrugated metal drainage pipe through the levee, 11 feet 
below the crown. Manhole on the landside (LS). (Permit 
No. 5830, 1967 - J. Bruce Ross). [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingCulvert1431 UCIPAUG2021

5830

3.37 3.58 Miscellaneou
s

Orchard sprinkler at landside toe.
Entry Last Updated : 2/2/2021

Land SideIrrigation106 USACEPI

3.40 3.40 Structure Entry Last Updated : 10/8/2014Land SideSign97 LEVEELOG

3.50 3.50 Ramp Ramp on the waterward slope.
Entry Last Updated : 10/7/2014

Water SideRamp116 GEILEVEELOG

3.56 3.56 UCIP DS_ID:23210
EP_NO: 8602
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel irrigation pipe 
through the levee, 4.5 feet below the crown. Pump 
mounted on concrete base in channel. (Permit Nos. 8602 
and 8602-A, 1973 - Frank Giannecchini). [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 3.64)].
Entry Last Updated : 5/27/2021

CrossingPipe1432 UCIPAUG2021

8602

3.56 3.56 UCIP DS_ID:23209
EP_NO: 8602
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 10-inch coated steel storm 
drainage pipe through the levee, 2 feet below the crown. 
Pump mounted on 48-inch concrete standpipe on the 
waterside (WS) slope. (Permit Nos. 8602 and 8602-A, 
1973 - Frank Giannecchini). [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 3.64)].
Entry Last Updated : 5/27/2021

CrossingCulvert1433 UCIPAUG2021

8602

3.59 3.59 UCIP DS_ID:23307
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: Sewer ponds on the landward 
side.
Entry Last Updated : 5/27/2021

Land SideNon-Round1434 UCIPAUG2021
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3.61 3.84 Fence Chain link fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideChain Link120 USACEPI

3.61 3.61 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions, concrete headwalls on both 
bank.  (App. No. 7594) (Weir)
Entry Last Updated : 10/8/2014

Water SideWeir123 GEILEVEELOG

7594

3.64 3.64 Ramp Vehicle access ramp on waterside levee slope. Also an 
end point for tall grass and shrubs along the waterside 
slope which started at point 2. Repair. Unresolved.  
Entry Last Updated : 10/7/2014

Water SideRamp122 USACEPI

3.64 3.64 Structure Power pole on landside.
Entry Last Updated : 7/28/2020

Land SidePole - Utility14 LEVEELOG

3.64 3.90 Aerial Power line overhead of landside toe.
Entry Last Updated : 1/29/2021

Land SideHigh Voltage125 GEILEVEELOG

3.79 3.79 UCIP DS_ID:23211
EP_NO: 5993
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 10-inch steel drainage pipe 
through the levee, 5 feet below the crown. Pump mounted 
on the concrete sump on the waterside (WS) slope. 24-
inch concrete standpipe and valve at the landside (LS) 
toe. (Permit No. 5993, 1967 - Linden County Water 
District). [Additional Reference(s): DWR Levee Log, 1992. 
USACE San Joaquin O&M Manual 611.1, Volume F, 
(HLM 3.88)].
Entry Last Updated : 5/27/2021

CrossingCulvert1435 UCIPAUG2021

5993

3.79 3.79 Structure Abandoned standpipe on the landside slope of the levee.
Entry Last Updated : 2/2/2021

Land SideStandpipe132 USACEPI

3.79 3.79 Structure Irrigation pump, electrical box, and concrete pad on 
waterside slope of levee.  Piping and electrical pole on 
landside slope.  24 inch diameter, 6 foot tall concrete 
standpipe on landside of levee. Permits not available. 
Locate permits. Unresolved.  
Entry Last Updated : 10/7/2014

Water SidePad129 USACEPI

3.80 3.80 Structure Power pole on landside.
Entry Last Updated : 7/28/2020

Land SidePole - Utility21 LEVEELOG

3.85 3.85 Ramp Vehicle access ramp on landside levee slope.
Entry Last Updated : 7/28/2020

Land SideRamp25 LEVEELOG
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3.89 3.89 Structure 2 inch abandoned vertical standpipe.
Entry Last Updated : 10/8/2014

Water SideStandpipe103 LEVEELOG

3.90 3.90 UCIP DS_ID:23212
EP_NO: 5993
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch steel irrigation pipe 
through the levee, 4 feet below the crown. Pump mounted 
over concrete pump well on the waterside (WS) slope. 30-
inch concrete standpipe at the landside (LS) toe. 
Abandoned pump and well on upstream side of pump. 
Electrical conduit through the levee. (Permit No. 5993, 
1967 - Linden County Water District). [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 3.98)].
Entry Last Updated : 5/27/2021

CrossingPipe1436 UCIPAUG2021

5993

3.91 3.91 Structure Entry Last Updated : 10/8/2014Land SideSign104 LEVEELOG

4.03 4.03 Gate Metal drive gate.
Entry Last Updated : 2/1/2021

CrownMetal139 GEILEVEELOG

4.03 4.03 Fence Entry Last Updated : 10/8/2014Water SideBarbed Wire105 LEVEELOG

4.03 4.03 At Grade Flood Road crosses levee 3.0 feet above the crown 
elevation.
Entry Last Updated : 2/2/2021

CrossingRoad / Highway143 GEILEVEELOG

85646

4.05 4.05 Aerial Overhead power line crosses the levee.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage142 GEILEVEELOG

4.05 4.05 Fence Entry Last Updated : 10/9/2014Water SideBarbed Wire112 LEVEELOG

4.05 4.07 Fence Fence along landward shoulder.
Entry Last Updated : 10/7/2014

Land SideChain Link144 GEILEVEELOG

4.05 4.05 Gate Entry Last Updated : 10/9/2014CrownChain Link113 LEVEELOG

4.05 4.07 Miscellaneou
s

Bushes along fence on land side.
Entry Last Updated : 10/9/2014

Land SideLandscaping117 LEVEELOG
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4.20 4.20 Ramp Entry Last Updated : 10/9/2014Land SideRamp146 GEILEVEELOG

4.57 4.57 Fence Barbed wire fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SideBarbed Wire151 USACEPI

4.57 4.57 Gate Chain link fence on crown.
Entry Last Updated : 2/1/2021

CrownChain Link152 GEILEVEELOG

4.57 4.57 Fence Barbed wire fence on the waterside slope.
Entry Last Updated : 2/1/2021

Water SideBarbed Wire565 LEVEELOG

4.57 4.57 Ramp Ramp on landward slope.
Entry Last Updated : 10/7/2014

Land SideRamp153 GEILEVEELOG

4.62 4.70 Revetment Waterward slope rock revetted by USCE, 1969.
Entry Last Updated : 10/7/2014

Water SideRock160 GEILEVEELOG

4.62 4.62 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/7/2014

CrossingHigh Voltage155 GEILEVEELOG

4.63 4.63 Structure Power pole on landside.
Entry Last Updated : 7/28/2020

Land SidePole - Utility27 LEVEELOG

4.64 4.64 Wall Wooden retaining wall surrounding pump.
Entry Last Updated : 10/9/2014

Water SideRetaining128 LEVEELOG

4.64 4.64 Structure Entry Last Updated : 10/9/2014Land SidePole127 LEVEELOG

4.64 4.64 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions, concrete headwall on both 
banks.
Entry Last Updated : 10/7/2014

Water SideWeir157 GEILEVEELOG

4.64 4.64 UCIP DS_ID:23213
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe 
through the levee, 2.5 feet below the crown. Pump 
mounted on concrete base on the waterside (WS) slope. 
30-inch concrete standpipe at the landside (LS) toe. 
Electrical conduit through the levee. [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 4.75)].
Entry Last Updated : 5/27/2021

CrossingPipe1437 UCIPAUG2021
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4.64 4.64 Structure Power pole on landside.
Entry Last Updated : 7/28/2020

Land SidePole - Utility37 LEVEELOG

4.81 4.81 Ramp Ramp on waterward slope to concrete low water crossing 
in channel.
Entry Last Updated : 2/2/2021

Water SideRamp163 GEILEVEELOG

5839

4.86 4.86 Ramp Ramp on landward slope.
Entry Last Updated : 10/7/2014

Land SideRamp166 GEILEVEELOG

5.01 5.01 UCIP DS_ID:23214
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe 
through the levee, 3.5 feet below the crown. Two concrete 
support saddles on the waterside (WS) slope. Standpipe, 
pipes, pump, and concrete pad on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingPipe1438 UCIPAUG2021

5.02 5.14 Revetment Waterward slope rock revetted by USCE, 1969.
Entry Last Updated : 10/7/2014

Water SideRock169 GEILEVEELOG

5.14 5.14 Structure Entry Last Updated : 7/28/2020Land SidePole - Utility137 LEVEELOG

5.14 5.14 UCIP DS_ID:23215
EP_NO: 7865
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch polyvinyl chloride 
irrigation pipe through the levee, 5 feet below the crown. 
Pump mounted on concrete box located on the waterside 
(WS) shoulder. Siphon breaker in concrete riser unit and 
polyvinyl chloride standpipe on the landside (LS) shoulder. 
(Permit No. 7865, 1972 - William C. Hosie). [Additional 
Reference(s): DWR Levee Log, 1992, 14-inch steel pipe 
listed].
Entry Last Updated : 5/27/2021

CrossingPipe1439 UCIPAUG2021

7865
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5.14 5.14 UCIP DS_ID:23176
EP_NO: 12171
Crossing Status: Not Found
FIELD_STRUCT_DESC: 12-inch wrapped and coated 
steel discharge pipe extends from an existing well, located 
45 feet landside (LS) of the top of the bank, through the 
patrol road pad to the channel of Mormon Slough. The 
pipe has a minimum cover of 2.5 feet through the road 
pad and is exposed down the slough bank. There are 
three anchors around the pipe on the bank. (Permit Nos. 
12171, 1977 - Stockton East Water District and 7865, 
1972 - William C. Hosie).
Entry Last Updated : 5/14/2021

CrossingPipe1440 UCIPAUG2021

12171

5.15 5.15 At Grade Dirt access road on the landside.
Entry Last Updated : 2/2/2021

Land SideRoad / Highway138 LEVEELOG

5.16 5.16 Gate Entry Last Updated : 10/9/2014CrownChain Link175 GEILEVEELOG

5.16 5.16 Fence Barbed wire fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SideBarbed Wire141 LEVEELOG

5.16 5.16 Aerial Overhead power line crosses the levee.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage174 GEILEVEELOG

5813

5.16 5.16 Fence Barbed wire fence on the waterside slope.
Entry Last Updated : 2/1/2021

Water SideBarbed Wire566 LEVEELOG

5.16 10.94 Non-Project 
Levee

This portion of the unit contains a non-project levee.
Entry Last Updated : 12/2/2014

CrownExtension173 LEVEEINSPECTION

5.16 5.29 At Grade No levee, unimproved patrol road along the bank.
Entry Last Updated : 10/7/2014

CrownRoad / Highway176 GEILEVEELOG

5.16 5.16 Structure 24-inch concrete standpipe on the waterward slope. 
Possible 14-inch concrete pipe connected to standpipe 
7.5 feet below the roadway not visible. Standpipe is 
broken and filled with dirt.
Entry Last Updated : 10/9/2014

Water SideStandpipe178 GEILEVEELOG
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5.18 5.18 UCIP DS_ID:23216
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 14-inch reinforced concrete 
drainage pipe, 7.5 feet below the roadway. 24-inch 
concrete standpipe on the waterside (WS) slope. 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 5.28)].
Entry Last Updated : 5/14/2021

CrossingPipe1441 UCIPAUG2021

5.27 5.27 Structure Large storage structure on land side.
Entry Last Updated : 10/9/2014

Land SideBuilding181 LEVEEINSPECTION

5.27 5.27 Structure Entry Last Updated : 7/28/2020Land SidePole - Utility159 LEVEELOG

5.29 5.29 Structure House with small fence and minor landscaping.
Entry Last Updated : 10/9/2014

Land SideBuilding161 LEVEELOG

5.29 5.47 At Grade Crown roadway paved.
Entry Last Updated : 2/2/2021

CrownRoad / Highway182 GEILEVEELOG

5.30 5.30 Structure Large garage with some minor landscaping.
Entry Last Updated : 12/10/2014

Land SideBuilding162 LEVEELOG

5.31 5.31 Structure Mailbox towards water side of crown.
Entry Last Updated : 10/9/2014

CrownPole167 LEVEELOG

5.32 5.32 Structure House with metal fence and minor landscaping.
Entry Last Updated : 10/9/2014

Land SideBuilding164 LEVEELOG

5.38 5.38 Wall Short concrete wall sitting on top of waterward shoulder. 
Not a flood wall.
Entry Last Updated : 10/24/2014

Water SideConcrete / 
Masonry Wall

171 LEVEELOG

5.42 5.42 Revetment Entry Last Updated : 10/24/2014Water SideRock177 LEVEELOG

5.46 5.46 Revetment Entry Last Updated : 10/9/2014Water SideRock179 LEVEELOG

5.46 5.46 Structure Entry Last Updated : 7/28/2020Water SidePole - Utility180 LEVEELOG
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5.46 5.46 Structure Entry Last Updated : 7/28/2020Water SidePole - Utility185 LEVEELOG

5.46 5.46 UCIP DS_ID:23308
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe, 2 feet below the roadway. Concrete rubble 
splash apron on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 1977. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 5.58)].
Entry Last Updated : 5/27/2021

CrossingCulvert1442 UCIPAUG2021

5.46 5.46 Gate Chain link gate on the crown.
Entry Last Updated : 2/1/2021

CrownChain Link183 GEILEVEELOG

5.47 5.47 Structure Entry Last Updated : 10/9/2014Water SideGuardrail187 LEVEELOG

5.47 5.47 At Grade E. Tobacco Road on the landside.
Entry Last Updated : 2/2/2021

Land SideRoad / Highway600 LEVEELOG

5.47 6.40 At Grade No levee, unimproved patrol road along the bank.
Entry Last Updated : 10/7/2014

CrownRoad / Highway186 GEILEVEELOG

5.47 5.47 Gate Chain link gate on the crown.
Entry Last Updated : 2/1/2021

CrownMetal188 LEVEELOG

5.47 5.47 Fence Barbed wire fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SideMetal569 LEVEELOG

5.47 5.47 Fence Barbed wire fence on the waterside slope.
Entry Last Updated : 2/1/2021

Water SideMetal877 LEVEELOG

5.78 5.78 At Grade Dirt access road on the landward slope.
Entry Last Updated : 10/9/2014

Land SideRoad / Highway189 GEILEVEELOG

5.79 5.79 Structure Entry Last Updated : 10/9/2014Land SideTank190 LEVEELOG

5.79 5.79 Revetment Bank rock revetted by USCE, 1970.
Entry Last Updated : 10/7/2014

Water SideRock191 GEILEVEELOG

5.79 5.79 Structure Entry Last Updated : 7/28/2020Land SidePole - Utility40 LEVEELOG
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5.85 5.85 Structure Entry Last Updated : 10/9/2014Land SidePole878 LEVEELOG

5.86 5.86 Wall Retaining wall surrounding 10", 12" & pump.
Entry Last Updated : 12/2/2014

Water SideRetaining880 LEVEELOG

5.86 5.86 Structure Entry Last Updated : 7/28/2020Water SidePole - Utility881 LEVEELOG

5.86 5.86 Revetment Entry Last Updated : 7/28/2020Water SideRock886 LEVEELOG

5.86 5.86 UCIP DS_ID:24852
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel irrigation pipe and 
electrical conduit of an unknown material through the 
levee, 2.5 feet below the crown. Pump on concrete pad on 
the waterside (WS) shoulder. Concrete U-shaped 
headwall on the levee shoulder. Gate valve, air vent, and 
flow meter on the WS. Power switch panel on the landside 
(LS) shoulder.
Entry Last Updated : 5/27/2021

CrossingPipe1443 UCIPAUG2021

5.86 5.86 Structure Entry Last Updated : 7/28/2020Land SidePole - Utility883 LEVEELOG

5.86 5.86 Structure Entry Last Updated : 7/28/2020Water SidePole - Utility884 LEVEELOG

5.86 5.86 Structure Entry Last Updated : 7/28/2020Land SidePole - Light882 LEVEELOG

5.86 5.86 UCIP DS_ID:23298
EP_NO: 12308
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe, 2.5 
feet below the roadway. Pump diversion structure and well 
on slough bank and in channel. Combination pipe 
diversion and well discharge. Power pole on the landside 
(LS). Pump connected to new pipe. (Permit No. 12308, 
1977 - Stockton East Water District and Melvin Berg). 
[Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingPipe1444 UCIPAUG2021

12308
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5.87 5.87 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions, concrete headwalls on both 
banks. (App. No.7594) 12-inch diameter pipeline 2.5 feet 
below the roadway
Entry Last Updated : 10/7/2014

Water SideWeir192 GEILEVEELOG

7594

6.24 6.24 At Grade At grade gravel access road.
Entry Last Updated : 10/9/2014

Land SideRoad / Highway888 LEVEELOG

6.33 6.33 Structure Entry Last Updated : 7/28/2020Land SidePole - Utility889 LEVEELOG

6.33 6.33 Structure Two vertical PVC pipes protecting power pole filled with 
dirt.
Entry Last Updated : 10/9/2014

Land SidePole891 LEVEELOG

6.33 6.33 UCIP DS_ID:23217
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch irrigation pipe of an 
unknown material, 3 feet below the roadway. Pump on the 
waterside (WS) bank. Power pole with circuit breaker box 
on the landside (LS) of roadway. [Additional Reference(s): 
DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingPipe1445 UCIPAUG2021

6.34 6.34 Structure Entry Last Updated : 7/28/2020Land SidePole - Utility893 LEVEELOG

6.35 6.35 Structure Entry Last Updated : 7/28/2020Water SidePole - Utility894 LEVEELOG

6.38 6.38 At Grade Access road on the landside.
Entry Last Updated : 2/2/2021

Land SideRoad / Highway895 LEVEELOG

6.40 6.40 Gate Metal drive gate.
Entry Last Updated : 2/1/2021

CrownMetal195 GEILEVEELOG

6.40 6.40 Fence Post cable fence on the waterside hinge.
Entry Last Updated : 2/1/2021

Water SidePost & Cable896 LEVEELOG

6.41 6.41 Aerial Overhead telephone line crosses the levee.
Entry Last Updated : 10/7/2014

CrossingCommunications198 GEILEVEELOG

6.41 6.41 Mark Entry Last Updated : 10/9/2014Water SideBench Mark897 LEVEELOG

Page 20 of 118Report Created : Monday, August 23, 2021   11:32



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0017

Waterway

Unit No. 15 Mormon Slough

Bank

Right

Unit Miles

25.38

San Joaquin County Flood Control and Water Conservation District

Inspector

David
Julian

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

6.41 6.41 At Grade Milton Road crosses the levee 5.0 feet above the crown 
elevation.
Entry Last Updated : 2/2/2021

CrossingRoad / Highway199 GEILEVEELOG

6.42 6.42 UCIP DS_ID:23218
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 16-inch reinforced concrete 
irrigation siphon through the levee, 4 feet below the crown 
and under the channel. [Additional Reference(s): DWR 
Levee Log, 1992. USACE San Joaquin O&M Manual 
611.1, Volume F, (HLM 6.54)].
Entry Last Updated : 5/27/2021

CrossingPipe1446 UCIPAUG2021

6.42 6.42 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/7/2014

CrossingHigh Voltage197 GEILEVEELOG

6.42 6.42 Fence Post and cable fence on the waterside hinge.
Entry Last Updated : 2/1/2021

Water SidePost & Cable200 LEVEELOG

6.42 6.42 Fence Post and cable fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SidePost & Cable574 LEVEELOG

6.43 6.43 Gate Entry Last Updated : 10/9/2014CrownMetal898 LEVEELOG

6.55 6.55 Structure Entry Last Updated : 7/28/2020Land SidePole - Utility899 LEVEELOG

6.55 6.55 Structure Entry Last Updated : 7/28/2020Land SidePole - Utility900 LEVEELOG

6.58 6.58 Structure Entry Last Updated : 7/28/2020Land SidePole - Utility901 LEVEELOG

6.58 6.72 Ramp Dirt road parallel to levee on water side.
Entry Last Updated : 2/2/2021

Water SideRamp902 LEVEELOG

6.58 6.58 Aerial Overhead power line crosses the levee.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage201 GEILEVEELOG
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6.59 6.59 UCIP DS_ID:23219
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 12-inch reinforced concrete 
irrigation pipe through the levee, 5 feet below the crown. 
24-inch concrete standpipe on the waterside (WS). Power 
pole on berm. Pump mounted on wooden platform in 
channel. [Additional Reference(s): DWR Levee Log, 1992. 
USACE San Joaquin O&M Manual 611.1, Volume F, 
(HLM 6.75)].
Entry Last Updated : 5/27/2021

CrossingPipe1447 UCIPAUG2021

6.59 6.59 Structure Entry Last Updated : 7/28/2020Water SidePole - Utility903 LEVEELOG

6.60 6.60 Structure 24-inch concrete standpipe on the waterward side.
Entry Last Updated : 10/24/2014

Water SideStandpipe202 GEILEVEELOG

6.60 6.60 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions, concrete headwalls on both 
bank. (App. No. 7594)
Entry Last Updated : 10/7/2014

Water SideWeir203 GEILEVEELOG

7594

6.60 6.60 Structure Entry Last Updated : 7/28/2020Water SideSign905 LEVEELOG

6.64 6.64 UCIP DS_ID:23220
EP_NO: 12794
Crossing Status: Not Found
FIELD_STRUCT_DESC: 6-inch coated steel irrigation 
pipe through the levee, 2.5 feet below the crown. Pump on 
the waterside (WS) berm. (Permit No. 12794, 1979 - Y. 
Motoike and Sons). [Additional Reference(s): DWR Levee 
Log, 1992].
Entry Last Updated : 5/27/2021

CrossingPipe1448 UCIPAUG2021

12794

6.72 6.72 Ramp Dirt ramp on waterside slope.
Entry Last Updated : 2/2/2021

Water SideRamp118 LEVEELOG

6.72 6.72 Ramp Dirt ramp on the landside slope.
Entry Last Updated : 2/2/2021

Land SideRamp205 GEILEVEELOG
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6.77 6.77 UCIP DS_ID:23221
EP_NO: 8150
Crossing Status: Not Found
FIELD_STRUCT_DESC: 1.5-inch galvanized iron 
electrical conduit through the levee, 2 feet below the 
crown. (Permit No. 8150, 1972 - Stockton East Water 
District). [Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/14/2021

CrossingConduit1449 UCIPAUG2021

8150

6.92 6.92 Gate Entry Last Updated : 10/9/2014CrownMetal910 LEVEELOG

6.92 6.92 At Grade Duncan Road crosses the levee.
Entry Last Updated : 2/2/2021

CrossingRoad / Highway209 GEILEVEELOG

4224

6.92 6.92 Fence Post and cable fence on the waterside hinge.
Entry Last Updated : 2/1/2021

Water SidePost & Cable911 LEVEELOG

6.93 6.93 Fence Post and cable fence on the waterside hinge.
Entry Last Updated : 2/1/2021

Water SidePost & Cable208 GEILEVEELOG

6.93 6.93 Aerial Overhead power line crosses the levee.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage913 LEVEELOG

6.93 6.93 Aerial Overhead telephone line crosses the levee.
Entry Last Updated : 1/29/2021

CrossingCommunications914 LEVEELOG

6.94 6.94 Gate Entry Last Updated : 10/13/2014CrownMetal915 LEVEELOG

6.94 7.23 At Grade Dirt road adjacent to levee on waterward side. Levee is 
partially inaccessible in this area.
Entry Last Updated : 10/14/2014

Water SideRoad / Highway916 LEVEELOG

6.95 6.95 Structure Abandoned power pole on crown.
Entry Last Updated : 10/13/2014

CrownPole - Utility213 LEVEELOG

6.96 6.96 Structure Abandoned power pole in waterward slope.
Entry Last Updated : 10/13/2014

Water SidePole - Utility211 GEILEVEELOG
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6.98 6.98 UCIP DS_ID:23222
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch polyvinyl chloride 
irrigation pipe sleeved through 8-inch steel pipe through 
the levee, 3 feet below the crown. Pump on the waterside 
(WS). Pole and switch panel on the WS berm. [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 7.15)].
Entry Last Updated : 5/27/2021

CrossingPipe1450 UCIPAUG2021

6.99 7.23 Miscellaneou
s

Irrigation sprinklers
Entry Last Updated : 10/13/2014

Land SideIrrigation921 LEVEELOG

6.99 6.99 Structure Entry Last Updated : 7/28/2020Water SidePole - Utility919 LEVEELOG

6.99 6.99 Structure 36 inch standpipe between road and levee.
Entry Last Updated : 10/13/2014

Water SideStandpipe923 LEVEELOG

6.99 6.99 UCIP DS_ID:23452
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 12-inch reinforced concrete 
irrigation pipe through the levee, 1.5 feet below the crown. 
36-inch concrete standpipe on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 7.15)].
Entry Last Updated : 5/27/2021

CrossingPipe1451 UCIPAUG2021

7.22 7.22 Ramp Ramp on the landward slope.
Entry Last Updated : 10/7/2014

Land SideRamp214 GEILEVEELOG

7.22 7.22 Structure 30 inch conrete standpipe at landside toe.
Entry Last Updated : 2/2/2021

Land SideStandpipe926 LEVEELOG

7.22 7.22 UCIP DS_ID:23223
EP_NO: 11662
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch steel irrigation pipe 
through the levee, 4 feet below the crown. 30-inch 
concrete standpipe on the waterside (WS) shoulder. 
Pump mounted on concrete platform on the WS slope. 
(Permit No. 11662, 1976 - Stockton East Water District). 
[Additional Reference(s): DWR Levee Log, 1992, 10-inch 
concrete pipe listed. USACE San Joaquin O&M Manual 
611.1, Volume F, (HLM 7.38) 10-inch concrete pipe listed].
Entry Last Updated : 5/27/2021

CrossingPipe1452 UCIPAUG2021

11662
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7.22 7.22 UCIP DS_ID:23224
EP_NO: 10384
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 54-inch reinforced concrete 
water pipe through the levee, 9.4 feet below the crown. 5-
foot diameter standpipe on the landside (LS) toe. (Permit 
No. 10384, 1975 - Stockton East Water District). 
[Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/14/2021

CrossingPipe1453 UCIPAUG2021

10384

7.22 7.22 Structure Entry Last Updated : 7/28/2020Land SidePole - Utility927 LEVEELOG

7.23 7.23 Structure Abandoned railroad bridge crosses the levee 5.0 feet 
above the crown.  Bridge across the channel.  Rails 
removed 1986. Now carries 54 inch pipe.
Entry Last Updated : 10/13/2014

Water SideBridge219 GEILEVEELOG

7.23 7.23 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/7/2014

CrossingHigh Voltage217 GEILEVEELOG

7.23 7.23 Structure Large concrete cylindrial tank in toe of slope. 5 feet in 
diameter with metal latch.
Entry Last Updated : 2/2/2021

Land SideStandpipe929 LEVEELOG

7.24 7.24 At Grade Dirt access road on the landside.
Entry Last Updated : 2/2/2021

Land SideRoad / Highway218 LEVEELOG

7.24 7.24 UCIP DS_ID:25013
EP_NO: 17888
Crossing Status: Found
FIELD_STRUCT_DESC: 60-inch coated steel raw water 
pipe over the levee on an existing railroad bridge. (Permit 
No. 17888, 2005 - Stockton East Water District).
Entry Last Updated : 5/14/2021

CrossingPipe1454 UCIPAUG2021

17888

7.24 7.73 At Grade No levee section, patrol road along bank.
Entry Last Updated : 10/7/2014

CrownRoad / Highway220 GEILEVEELOG

7.24 7.24 Gate Entry Last Updated : 10/14/2014CrownMetal931 LEVEELOG

7.24 7.24 Fence Post and cable fence on the waterside slope.
Entry Last Updated : 2/1/2021

Water SidePost & Cable577 LEVEELOG

7.24 7.24 Fence Post and cable fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SidePost & Cable930 LEVEELOG

Page 25 of 118Report Created : Monday, August 23, 2021   11:32



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0017

Waterway

Unit No. 15 Mormon Slough

Bank

Right

Unit Miles

25.38

San Joaquin County Flood Control and Water Conservation District

Inspector

David
Julian

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

7.26 7.81 Miscellaneou
s

Irrigation sprinklers landside at grade.
Entry Last Updated : 10/14/2014

Land SideIrrigation934 LEVEELOG

7.34 7.34 Structure Flashboard darn across  the channel with concrete base 
and collapsible stanchions, concrete headwalls on both 
banks.
Entry Last Updated : 10/7/2014

Water SideWeir221 GEILEVEELOG

8175

7.52 7.52 UCIP DS_ID:23225
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 10-inch reinforced concrete pipe 
of an unknown purpose, 4 feet below the roadway. 8-inch 
pipe into 30-inch concrete standpipe on the waterside 
(WS) shoulder. Power pole on the WS. [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 7.70)].
Entry Last Updated : 5/27/2021

CrossingCulvert1455 UCIPAUG2021

7.53 7.53 Structure 30 inch concrete standpipe on waterward shoulder. 8 inch 
steel pipe sticking out standpipe but cut off after 2 feet.
Entry Last Updated : 10/14/2014

Water SideStandpipe223 LEVEELOG

7.53 7.53 Structure Entry Last Updated : 7/28/2020Water SidePole - Utility936 LEVEELOG

7.72 8.47 Non-Project 
Levee

Levee section along right bank about 1 foot above grade.
Entry Last Updated : 10/14/2014

CrownExtension224 GEILEVEELOG

7.82 7.82 Fence Barbed wire fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SideBarbed Wire228 LEVEELOG

7.82 7.82 Structure 30 inch concrete standpipe.
Entry Last Updated : 10/14/2014

Water SideStandpipe941 LEVEELOG

7.82 7.82 Structure Entry Last Updated : 7/28/2020Land SidePole - Utility938 LEVEELOG

7.82 7.82 Aerial Overhead power line crosses the levee.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage939 LEVEELOG
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7.82 7.82 UCIP DS_ID:23226
EP_NO: 4311
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch reinforced concrete 
irrigation pipe, 3 feet below the roadway. 8-inch steel 
intake pipe to pump, and 30-inch concrete standpipe. 
Pump mounted on concrete foundation on the waterside 
(WS) slope. Overhead power line crossing. Pole and 
switch panel on the water and side. (Permit No. 4311, 
1963 - Joseph Caffese Jr.). [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 8.00)].
Entry Last Updated : 5/27/2021

CrossingPipe1456 UCIPAUG2021

4311

7.82 7.82 Structure Entry Last Updated : 7/28/2020Water SidePole - Utility226 LEVEELOG

7.82 7.82 Aerial Overhead power line crosses the levee.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage943 LEVEELOG

7.82 7.82 Ramp Ramp on landward slope connecting to dirt access road.
Entry Last Updated : 10/14/2014

Land SideRamp227 GEILEVEELOG

7.82 7.82 At Grade Dirt access road on the landside.
Entry Last Updated : 2/2/2021

Land SideRoad / Highway601 LEVEELOG

7.87 7.87 Ramp Ramps leads down into channel and dead ends.
Entry Last Updated : 10/14/2014

Water SideRamp229 LEVEELOG

8.08 8.08 At Grade Dirt access road on the landside.
Entry Last Updated : 2/2/2021

Land SideRoad / Highway602 LEVEELOG

8.09 8.09 Ramp Entry Last Updated : 10/14/2014Land SideRamp944 LEVEELOG

8.09 8.09 Gate Metal gate on crown.
Entry Last Updated : 2/1/2021

CrownMetal230 GEILEVEELOG

8.09 8.09 Fence Post and cable fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SidePost & Cable945 LEVEELOG

8.10 8.10 Structure Abandoned pump on landside.
Entry Last Updated : 2/2/2021

Land SidePump Station946 LEVEELOG

8.10 8.10 Structure 30 inch concrete standpipe.
Entry Last Updated : 10/14/2014

Land SideStandpipe947 LEVEELOG
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8.10 8.10 Structure Entry Last Updated : 7/28/2020Land SidePole - Utility948 LEVEELOG

8.11 8.11 Structure Entry Last Updated : 7/28/2020Land SidePole - Utility951 LEVEELOG

8.11 8.16 Aerial High voltage lines parallel to levee but partially above 
crown as levee curves.
Entry Last Updated : 12/3/2014

Land SideHigh Voltage952 LEVEELOG

8.11 8.11 Ramp Ramp to dirt access road on land side.
Entry Last Updated : 10/14/2014

Land SideRamp953 LEVEELOG

8.11 8.11 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions, concrete headwalls on both 
banks. (App. No. 4587) Weir removed but concrete and 
rubble base still visible.
Entry Last Updated : 12/3/2014

Water SideWeir232 GEILEVEELOG

4587

8.14 8.14 Revetment Entry Last Updated : 10/14/2014Water SideRock954 LEVEELOG

8.17 8.17 Gate Entry Last Updated : 10/14/2014CrownMetal235 GEILEVEELOG

8.17 8.17 Ramp Ramp connects to dirt access road.
Entry Last Updated : 12/3/2014

Land SideRamp955 LEVEELOG

8.17 8.17 Fence Post and cable fence on the waterside slope.
Entry Last Updated : 2/1/2021

Water SidePost & Cable580 LEVEELOG

8.17 8.17 Fence Post and cable fence on the landside hinge.
Entry Last Updated : 2/1/2021

Land SidePost & Cable956 LEVEELOG

8.17 8.17 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/7/2014

CrossingHigh Voltage233 GEILEVEELOG

8.17 8.17 At Grade Copperopolis Road crosses the levee at the crown 
elevation.
Entry Last Updated : 2/2/2021

CrossingRoad / Highway236 GEILEVEELOG

6523
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8.17 8.17 UCIP DS_ID:24749
EP_NO: 18743
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 4-inch galvanized iron 
communications conduit through the levees, at an 
unknown depth, and attached to the bridge. Contains two 
1.25-inch high-density polyethylene fiber optics cable 
conduits. (Permit No. 18743, 2012 - Central Valley 
Independent Network, LLC).
Entry Last Updated : 5/27/2021

CrossingConduit1457 UCIPAUG2021

18743

8.18 8.18 UCIP DS_ID:24750
EP_NO: 18744
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 4-inch galvanized iron 
communications conduit through the levees, at an 
unknown depth, and attached to the bridge. Contains two 
1.25-inch high-density polyethylene fiber optics cable 
conduits. (Permit No. 18744, 2012 - Central Valley 
Independent Network, LLC).
Entry Last Updated : 5/27/2021

CrossingConduit1458 UCIPAUG2021

18744

8.18 8.18 Aerial Overhead power line crosses the levee.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage237 LEVEELOG

8.18 8.22 Revetment Entry Last Updated : 10/14/2014Water SideRock958 LEVEELOG

8.18 8.18 Gate Entry Last Updated : 10/14/2014CrownMetal234 GEILEVEELOG

8.18 8.18 Fence Post and cable on water side hinge.
Entry Last Updated : 2/1/2021

Water SidePost & Cable581 LEVEELOG

8.18 8.39 Fence Chain link fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideChain Link241 LEVEELOG

8.33 8.33 At Grade Road along levee veers off parallel to levee on waterward 
side about 1 foot below crown.
Entry Last Updated : 10/14/2014

Water SideRoad / Highway240 LEVEELOG

8.46 8.46 UCIP DS_ID:23227
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch CM pipe through the 
levee, 1.0 feet below the crown. O&M Manual SJR 
Assumed 999.
Entry Last Updated : 5/14/2021

CrossingCulvert1459 UCIPAUG2021
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8.47 8.60 At Grade At grade patrol road. Possibly 1 foot higher than grade on 
landward side but it appears there is no levee at this 
section.
Entry Last Updated : 10/14/2014

CrownRoad / Highway959 LEVEELOG

8.47 8.47 Gate Cable gate across the crown.
Entry Last Updated : 2/1/2021

CrownCable239 GEILEVEELOG

8.53 8.53 Structure Trailer surrounded by chicken wire fence, some minor 
landscaping (cacti), and a wooden shed.
Entry Last Updated : 12/3/2014

Land SideBuilding242 LEVEEINSPECTION

8.54 8.54 Revetment Entry Last Updated : 10/14/2014Water SideRock960 LEVEELOG

8.55 8.55 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/7/2014

CrossingHigh Voltage243 GEILEVEELOG

8.55 8.55 Structure Entry Last Updated : 10/27/2014Land SideBuilding962 LEVEELOG

8.55 8.55 Structure Medium size propane tank.
Entry Last Updated : 10/14/2014

Land SideTank961 LEVEELOG

8.56 8.56 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility963 LEVEELOG

8.60 8.60 At Grade Dirt access road. Connects to ramp and low water 
crossing.
Entry Last Updated : 10/14/2014

Land SideRoad / Highway964 LEVEELOG

8.60 9.40 Non-Project 
Levee

Non-project levee about 2 feet above grade.
Entry Last Updated : 10/14/2014

CrownExtension965 LEVEELOG

8.61 8.68 Revetment Waterward slope rock revetted. Mixture of rock and rubble.
Entry Last Updated : 10/14/2014

Water SideRock244 GEILEVEELOG

8.62 8.62 Structure Large metal shed.
Entry Last Updated : 10/14/2014

Land SideBuilding246 LEVEELOG

8.62 8.62 Ramp Ramp on waterward slope to low water crossing in the 
channel.
Entry Last Updated : 2/2/2021

Water SideRamp245 GEILEVEELOG

3934
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8.65 8.65 Structure Wood shed and metal overhang on landward side.
Entry Last Updated : 10/14/2014

Land SideBuilding967 LEVEELOG

8.65 8.65 Structure Large tank.
Entry Last Updated : 2/2/2021

Land SideTank966 LEVEELOG

8.69 8.69 UCIP DS_ID:23229
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe and electrical conduit of an unknown 
material through the levee, 1 foot below the crown. Power 
pole on the landside (LS). Electrical conduit through the 
levee. Outlet of pipe rock revetted. [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 8.88)].
Entry Last Updated : 5/27/2021

CrossingCulvert1460 UCIPAUG2021

8.71 8.71 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility968 LEVEELOG

8.72 8.72 Structure 30 inch standpipe on waterward slope. Serves as 
foundation for pump.
Entry Last Updated : 10/14/2014

Water SideStandpipe972 LEVEELOG

8.72 8.72 At Grade Dirt/gravel access road on the landside.
Entry Last Updated : 2/2/2021

Land SideRoad / Highway249 GEILEVEELOG

8.72 8.72 Structure Entry Last Updated : 7/29/2020Water SidePole - Utility970 LEVEELOG

8.72 8.72 UCIP DS_ID:23228
EP_NO: 12607
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch coated steel drainage 
pipe and conduit of an unknown material or purpose 
through the levee, 4 feet below the crown. Pump on 
concrete pipe sump. (Permit No. 12607-B, 1980 - Keiji 
and Steve Fujinaka). [Additional Reference(s): DWR 
Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingPipe1461 UCIPAUG2021

12607

8.76 8.76 Structure Entry Last Updated : 10/14/2014Water SidePole974 LEVEELOG

8.76 8.91 Revetment Entry Last Updated : 10/14/2014Water SideRock975 LEVEELOG
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8.92 8.92 UCIP DS_ID:23230
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe through the levee, 3 feet below the crown. 
Grouted inlet and outlet. [Additional Reference(s): DWR 
Levee Log, 1992. USACE San Joaquin O&M Manual 
611.1, Volume F, (HLM 9.12)].
Entry Last Updated : 5/14/2021

CrossingPipe1462 UCIPAUG2021

9.38 9.38 UCIP DS_ID:23231
EP_NO: 10579
Crossing Status: Not Found
FIELD_STRUCT_DESC: 1 of 2: 12-inch corrugated metal 
drainage pipe and 18-inch corrugated metal drainage 
pipe, 5 feet below the crown. Grouted inlet and outlet. 
(Permit No. 10579, 1975 - Henry G. Eilers). [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 9.59)].
Entry Last Updated : 5/27/2021

CrossingCulvert1463 UCIPAUG2021

10579

9.40 9.40 At Grade Dirt access road on the landside.
Entry Last Updated : 2/2/2021

Land SideRoad / Highway976 LEVEELOG

9.40 10.94 At Grade Dirt patrol road at grade.
Entry Last Updated : 10/14/2014

CrownRoad / Highway977 LEVEELOG

9.41 9.41 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility979 LEVEELOG

9.41 9.41 Structure Entry Last Updated : 7/29/2020Water SidePole - Utility252 LEVEELOG

9.41 9.41 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/14/2014

CrossingHigh Voltage251 GEILEVEELOG

9.41 9.41 Structure Small wood/stucco shed on waterward shoulder.
Entry Last Updated : 10/14/2014

Water SideBuilding980 LEVEELOG

9.42 9.42 UCIP DS_ID:23453
EP_NO: 10579
Crossing Status: Not Found
FIELD_STRUCT_DESC: 2 of 2: 12-inch corrugated metal 
drainage pipe and 18-inch corrugated metal drainage 
pipe, 5 feet below the crown. Grouted inlet and outlet. 
(Permit No. 10579, 1975 - Henry G. Eilers). [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 9.59)].
Entry Last Updated : 5/14/2021

CrossingCulvert1464 UCIPAUG2021

10579
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9.42 9.42 Structure 42 inch concrete standpipe supporting pump.
Entry Last Updated : 10/14/2014

Water SideStandpipe981 LEVEELOG

9.42 10.25 Miscellaneou
s

Irrigation sprinklers.
Entry Last Updated : 10/14/2014

Land SideIrrigation983 LEVEELOG

9.42 9.42 UCIP DS_ID:23232
EP_NO: 5614
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch steel irrigation pipe 
through the levee, 5 feet below the crown. Pipe mounted 
on 42-inch concrete pump sump. 24-inch concrete intake 
pipe from bottom of channel to sump. Electrical conduit 
through the levee. (Permit No. 5614, 1967 - Ray Miller). 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 9.62)].
Entry Last Updated : 5/27/2021

CrossingPipe1465 UCIPAUG2021

5614

9.50 9.59 Revetment Entry Last Updated : 10/14/2014Water SideRock254 LEVEELOG

9.54 9.54 Gate Wire cable across the crown.
Entry Last Updated : 2/1/2021

CrownCable984 LEVEELOG

9.54 9.54 At Grade Dirt access road on the landside.
Entry Last Updated : 2/2/2021

Land SideRoad / Highway256 GEILEVEELOG

9.55 9.55 UCIP DS_ID:23233
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe through the levee, 3.5 feet below the crown. 
Pipe discharges onto waterside (WS) slope. Slope 
eroding. [Additional Reference(s): DWR Levee Log, 1992. 
USACE San Joaquin O&M Manual 611.1, Volume F, 
(HLM 9.75)].
Entry Last Updated : 5/27/2021

CrossingCulvert1466 UCIPAUG2021

9.56 9.56 UCIP DS_ID:23234
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch reinforced concrete 
irrigation pipe through the levee, 22 feet below the crown. 
30-inch concrete standpipe with pump mounted on top on 
the landside (LS). (Permit No. 5863, 1967 - McClean 
Ranch Company). [Additional Reference(s): DWR Levee 
Log, 1992. USACE San Joaquin O&M Manual 611.1, 
Volume F, (HLM 9.76)].
Entry Last Updated : 5/27/2021

CrossingPipe1467 UCIPAUG2021

5863
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9.56 9.56 UCIP DS_ID:24853
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch polyvinyl chloride 
drainage pipe through the levee, 3 feet below the crown.
Entry Last Updated : 5/27/2021

CrossingPipe1468 UCIPAUG2021

9.57 9.57 Structure Entry Last Updated : 10/14/2014Water SidePole985 LEVEELOG

9.58 9.58 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions, concrete headwalls on both 
banks.
Entry Last Updated : 10/7/2014

Water SideWeir259 GEILEVEELOG

5863

9.73 9.73 Structure Entry Last Updated : 10/14/2014Water SidePole986 LEVEELOG

9.74 9.74 Gate Gate on water side ramp.
Entry Last Updated : 2/1/2021

Water SideMetal987 LEVEELOG

9.75 9.75 Ramp Ramp on waterward slope to low water crossing.
Entry Last Updated : 10/14/2014

Water SideRamp260 GEILEVEELOG

9.79 9.79 Structure Transmission tower.
Entry Last Updated : 10/14/2014

Land SideTower988 LEVEELOG

9.79 9.79 Aerial High tower power line crosses the levee.
Entry Last Updated : 10/7/2014

CrossingHigh Voltage261 GEILEVEELOG

9.80 9.80 At Grade Dirt access road on the landside.
Entry Last Updated : 2/2/2021

Land SideRoad / Highway263 LEVEELOG

9.80 9.80 UCIP DS_ID:23235
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe through the levee, 4 feet below the crown. 
Grouted inlet and outlet. [Additional Reference(s): DWR 
Levee Log, 1992. USACE San Joaquin O&M Manual 
611.1, Volume F, (HLM 10.01)].
Entry Last Updated : 5/27/2021

CrossingCulvert1469 UCIPAUG2021

9.87 9.91 Revetment Entry Last Updated : 10/14/2014Water SideRock264 LEVEELOG
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10.01 10.01 Revetment Entry Last Updated : 10/14/2014Water SideRock989 LEVEELOG

10.01 10.01 At Grade Dirt access road on the landside.
Entry Last Updated : 2/2/2021

Land SideRoad / Highway265 GEILEVEELOG

10.01 10.01 UCIP DS_ID:23236
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe through the levee, 4.5 feet below the crown. 
Grouted inlet and outlet. [Additional Reference(s): DWR 
Levee Log, 1992. USACE San Joaquin O&M Manual 
611.1, Volume F, (HLM 10.22)].
Entry Last Updated : 5/27/2021

CrossingCulvert1470 UCIPAUG2021

10.15 10.15 UCIP DS_ID:23178
EP_NO: 5792
Crossing Status: Found
FIELD_STRUCT_DESC: 14-inch reinforced concrete 
irrigation pipe, at an unknown depth. Landscaping 
irrigation pipes. (Permit No. 5792, 1967 - Frank and 
Laverne Johnson).
Entry Last Updated : 5/27/2021

CrossingPipe1471 UCIPAUG2021

5792

10.15 10.15 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility267 LEVEELOG

10.15 10.22 Aerial Powerline overhead of landside toe.
Entry Last Updated : 1/29/2021

Land SideHigh Voltage992 LEVEELOG

10.16 10.16 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility993 LEVEELOG

10.17 10.17 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility994 LEVEELOG

10.20 10.20 Revetment Entry Last Updated : 10/14/2014Water SideRubble995 LEVEELOG

10.22 10.22 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility996 LEVEELOG

10.25 10.25 Revetment Cobble filled gabions on slope.
Entry Last Updated : 10/14/2014

Water SideCobble268 GEILEVEELOG
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10.26 10.26 Gate Entry Last Updated : 10/14/2014CrownChain Link270 GEILEVEELOG

10.26 10.26 Fence Barbed wire fence on the waterside hinge.
Entry Last Updated : 2/1/2021

Water SideBarbed Wire582 LEVEELOG

10.26 10.26 Fence Barbed wire fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SideBarbed Wire997 LEVEELOG

10.26 10.26 UCIP DS_ID:23237
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe through the levee, 7.5 feet below the crown. 
Concrete U-shaped headwall on the landside (LS). Flap 
gate on the waterside (WS). [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 10.47)].
Entry Last Updated : 5/27/2021

CrossingCulvert1472 UCIPAUG2021

10.26 10.26 At Grade Jack Tone Road crosses the levee 3 feet above the crown 
elevation.
Entry Last Updated : 2/2/2021

CrossingRoad / Highway271 GEILEVEELOG

3173

10.26 10.26 UCIP DS_ID:24854
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch galvanized iron 
communications conduit through the levee, at an unknown 
depth, and attached to the bridge. Warning post on the 
waterside (WS) shoulder.
Entry Last Updated : 5/27/2021

CrossingConduit1473 UCIPAUG2021

10.27 10.27 UCIP DS_ID:23238
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe through the levee, 7.5 feet below the crown. 
Flap gate on the waterside (WS). [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 10.49)].
Entry Last Updated : 5/14/2021

CrossingCulvert1474 UCIPAUG2021

10.27 10.27 Gate Metal drive gate.
Entry Last Updated : 2/1/2021

CrownMetal276 GEILEVEELOG

10.27 10.27 Fence Barbed wire fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SideBarbed Wire280 LEVEELOG
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10.27 10.27 Aerial Overhead power line and crosses the levee.
Entry Last Updated : 10/14/2014

CrossingHigh Voltage274 GEILEVEELOG

10.27 10.27 Aerial Overhead telephone lines crosses the levee.
Entry Last Updated : 10/14/2014

CrossingCommunications275 LEVEELOG

10.27 10.27 Fence Metal fence on the waterside hinge.
Entry Last Updated : 2/1/2021

Water SideMetal278 LEVEELOG

10.27 10.27 UCIP DS_ID:23239
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch steel pipe of unknown 
purpose through the levee, 4.5 feet below the crown. Plate 
bolted on the waterside (WS) end. 30-inch concrete 
standpipe at the landside (LS) toe. [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 10.49)].
Entry Last Updated : 5/14/2021

CrossingPipe1475 UCIPAUG2021

10.27 10.27 Structure 30 inch standpipe.
Entry Last Updated : 10/14/2014

Land SideStandpipe999 LEVEELOG

10.40 10.40 At Grade Dirt access road on the landside.
Entry Last Updated : 2/2/2021

Land SideRoad / Highway1000 LEVEELOG

10.40 10.52 Miscellaneou
s

Entry Last Updated : 7/29/2020Land SideIrrigation1002 LEVEELOG

10.53 10.53 UCIP DS_ID:23240
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch steel irrigation pipe 
through the levee, 1 foot below the crown. Pump, motor 
and gate valve on the waterside (WS) berm. 30-inch 
standpipe on the landside (LS). Pole on the WS shoulder. 
Electrical conduit through the levee. [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 10.75)].
Entry Last Updated : 5/27/2021

CrossingPipe1476 UCIPAUG2021

10.53 10.53 Structure 30 inch standpipe
Entry Last Updated : 10/14/2014

Land SideStandpipe1003 LEVEELOG

10.53 10.53 Gate Entry Last Updated : 10/14/2014CrownMetal1005 LEVEELOG
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10.53 10.53 Fence Metal fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SideMetal1006 LEVEELOG

10.53 10.53 Structure Entry Last Updated : 10/14/2014Water SideControl Box1008 LEVEELOG

10.53 10.53 Fence Barbed wire fence on the waterside slope.
Entry Last Updated : 2/1/2021

Water SideBarbed Wire1009 LEVEELOG

10.64 10.64 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions, concrete headwalls on both 
banks.(App. No. 4587) (App. No.7594)
Entry Last Updated : 10/7/2014

Water SideWeir279 GEILEVEELOG

4587

7594

10.87 10.87 Ramp Ramp on waterward side to low water bridge.
Entry Last Updated : 2/2/2021

Water SideRamp282 GEILEVEELOG

10.88 10.88 Gate Gate on the waterside ramp.
Entry Last Updated : 2/1/2021

Water SideMetal1011 LEVEELOG

10.90 10.90 UCIP DS_ID:23241
EP_NO: 3534
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 12-inch reinforced concrete 
irrigation siphon pipe through the levee and under the 
channel, 2 feet below the crown. Air vent on the waterside 
(WS) slope and across the channel. Concrete standpipe 
on the landside (LS). (Permit No. 3534, 1960 - J. W. 
Mumbert Concrete Pipe Company). [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 11.12)].
Entry Last Updated : 5/27/2021

CrossingPipe1477 UCIPAUG2021

3534

10.93 10.93 Gate Metal Gate on the crown.
Entry Last Updated : 2/1/2021

CrownMetal284 GEILEVEELOG

10.93 10.93 Fence Post and cable fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SidePost & Cable1015 LEVEELOG

10.94 10.94 At Grade Dirt access road on the landside.
Entry Last Updated : 2/2/2021

Land SideRoad / Highway1016 LEVEELOG

10.95 11.25 Miscellaneou
s

Entry Last Updated : 7/29/2020Land SideIrrigation1017 LEVEELOG
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11.00 11.35 Revetment Waterward slope rock revetted.
Entry Last Updated : 10/7/2014

Water SideRock286 GEILEVEELOG

11.04 11.04 Ramp Ramp on the landward slope.
Entry Last Updated : 10/7/2014

Land SideRamp287 GEILEVEELOG

11.04 11.04 UCIP DS_ID:23242
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe and 
electrical conduit of an unknown material through the 
levee, 4 feet below the crown. Pump on the waterside 
(WS) slope. Concrete standpipe on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 11.27) 
concrete pipe listed].
Entry Last Updated : 5/27/2021

CrossingPipe1478 UCIPAUG2021

11.04 11.04 Structure Two plastic tanks inside block wall.
Entry Last Updated : 10/14/2014

Land SideTank1020 LEVEELOG

11.05 11.05 Wall Block wall around two plastic tanks.
Entry Last Updated : 10/14/2014

Land SideConcrete / 
Masonry Wall

1019 LEVEELOG

11.05 11.05 Structure Entry Last Updated : 10/14/2014Land SideStandpipe290 LEVEELOG

11.05 11.05 Structure Pump, generator, tank, conduit, pole and concrete pad 
inside pump station enclosed with a chain link fence.
Entry Last Updated : 10/14/2014

Land SidePump Station1021 LEVEELOG

11.08 11.08 Aerial Overhead power line crosses the levee.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage289 GEILEVEELOG

6669

11.24 11.33 Wall Entry Last Updated : 10/14/2014Water SideFlood291 LEVEELOG

11.25 11.34 Non-Project 
Levee

No levee section, patrol road along right bank.
Entry Last Updated : 10/7/2014

CrownExtension292 GEILEVEELOG

11.27 11.27 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility295 LEVEELOG

11.27 11.27 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility296 LEVEELOG
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11.28 11.28 Structure Flap gate on the floodwall, 8 inches in diameter.  Appears 
to be in good condition. Permit not available. Locate 
permit. Unresolved.  .  Monitor.
Entry Last Updated : 10/7/2014

Water SideFlap Gate293 USACEPI

11.30 11.30 Structure Warehouse complex
Entry Last Updated : 10/14/2014

Land SideBuilding1023 LEVEELOG

11.31 11.31 Structure Rain gage on the floodwall. Permit not available. Locate 
permit. Unresolved.  
Entry Last Updated : 10/7/2014

Water SideGauge297 USACEPI

11.33 11.33 At Grade Dirt access road to levee.
Entry Last Updated : 2/2/2021

Land SideRoad / Highway294 LEVEELOG

11.33 11.33 Structure Bridge across the channel. (App.No.2299) Vehicle access.
Entry Last Updated : 10/14/2014

Water SideBridge300 GEILEVEELOG

2299

11.33 11.33 Gate Metal gate is on bridge.
Entry Last Updated : 10/14/2014

Water SideMetal298 GEILEVEELOG

11.35 11.35 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility42 LEVEELOG

11.35 11.67 Fence Barbed wire fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideBarbed Wire311 USACEPI

11.36 11.36 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility43 LEVEELOG

11.41 11.41 UCIP DS_ID:23243
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe, 4 feet below the roadway. Grouted outlet 
on the waterside (WS). [Additional Reference(s): DWR 
Levee Log, 1992. USACE San Joaquin O&M Manual 
611.1, Volume F, (HLM 11.64)].
Entry Last Updated : 5/27/2021

CrossingCulvert1479 UCIPAUG2021

11.41 11.41 Gate Metal Gate on the crown.
Entry Last Updated : 2/1/2021

CrownMetal305 USACEPI

11.43 11.43 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility49 LEVEELOG
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11.43 11.43 Aerial Overhead power line crosses levee.
Entry Last Updated : 10/14/2014

CrossingHigh Voltage307 GEILEVEELOG

11.47 11.61 Wall Entry Last Updated : 10/14/2014Water SideFlood299 LEVEELOG

11.47 11.47 Mark Only sign located but not the actual marker.
Entry Last Updated : 10/14/2014

Land SideMarker313 USACEPI

11.49 11.49 Structure Entry Last Updated : 10/14/2014Water SideSign301 LEVEELOG

11.49 11.49 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions, concrete headwalls on both 
banks. (App.No.7594)
Entry Last Updated : 10/7/2014

Water SideWeir314 GEILEVEELOG

7594

11.54 11.54 Gate Metal guard rail gate on the landside.
Entry Last Updated : 2/1/2021

Land SideMetal315 GEILEVEELOG

11.54 11.54 At Grade Patrick Road on the landside.
Entry Last Updated : 2/2/2021

Land SideRoad / Highway317 GEILEVEELOG

11.55 11.55 UCIP DS_ID:23244
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal 
drainage pipe through the levee, 4.5 feet below the crown. 
Flap gate on the waterside (WS). Headwall with open inlet 
pipe on the landside (LS). Grouted outlet. [Additional 
Reference(s): DWR Levee Log, 1992, 18-inch pipe listed. 
USACE San Joaquin O&M Manual 611.1, Volume F, 
(HLM 11.79) 18-inch pipe listed].
Entry Last Updated : 5/27/2021

CrossingCulvert1480 UCIPAUG2021

11.55 11.55 Revetment Entry Last Updated : 10/14/2014Water SideRock302 LEVEELOG

11.59 11.59 Gate Vehicle access gate on the levee crown.
Entry Last Updated : 2/1/2021

CrownMetal320 USACEPI

11.61 11.61 Structure Entry Last Updated : 10/14/2014Land SideSign303 LEVEELOG

11.75 11.75 Ramp Dirt ramp on the landside slope.
Entry Last Updated : 10/14/2014

Land SideRamp323 USACEPI
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11.88 11.88 Structure Pump mounted on 16-inch concrete sump on the 
waterward slope.
Entry Last Updated : 10/14/2014

Water SideStandpipe309 LEVEELOG

11.89 11.89 UCIP DS_ID:23245
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe and 
electrical conduit of an unknown material through the 
levee, 5.5 feet below the crown. Pump mounted on 16-
inch concrete sump on the waterside (WS) slope. 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 12.13) 
concrete pipe listed].
Entry Last Updated : 5/27/2021

CrossingPipe1481 UCIPAUG2021

12.00 12.00 Ramp Ramp on the landside slope.
Entry Last Updated : 2/2/2021

Land SideRamp194 LEVEELOG

12.00 12.00 Ramp Ramp on waterside slope.
Entry Last Updated : 2/2/2021

Water SideRamp333 GEILEVEELOG

12.00 12.00 Gate Metal gate on the landside ramp.
Entry Last Updated : 2/1/2021

Land SideMetal330 USACEPI

12.01 12.01 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility55 LEVEELOG

12.01 12.01 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/7/2014

CrossingHigh Voltage334 GEILEVEELOG

12.02 12.02 Fence Entry Last Updated : 10/14/2014Land SideBarbed Wire322 LEVEELOG

12.03 12.03 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility59 LEVEELOG

12.03 12.03 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility70 LEVEELOG
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12.03 12.03 UCIP DS_ID:23246
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch irrigation pipe of an 
unknown material and electrical conduit of an unknown 
material through the levee, 3.5 feet below the crown. Well 
pump on concrete pedestal on the landside (LS). Pump 
on concrete pad on the waterside (WS). [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 12.28) steel 
pipe listed].
Entry Last Updated : 5/27/2021

CrossingPipe1482 UCIPAUG2021

12.27 12.27 Structure Entry Last Updated : 10/15/2014Land SideSign324 LEVEELOG

12.38 12.38 Ramp Entry Last Updated : 10/15/2014Land SideRamp326 LEVEELOG

12.39 12.39 Revetment Entry Last Updated : 10/15/2014Water SideRock328 LEVEELOG

12.39 12.39 UCIP DS_ID:23247
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 48-inch drainage pipe of 
an unknown material through the levee, 11.5 feet below 
the crown. Slide gate in corrugated metal riser unit on the 
waterside (WS) slope. Concrete U-shaped headwall on 
both ends. Flap gates. Grouted rock spillway. [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 12.65) 
corrugated metal pipe listed].
Entry Last Updated : 5/27/2021

CrossingCulvert1483 UCIPAUG2021

12.39 12.39 UCIP DS_ID:23454
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 48-inch drainage pipe of 
an unknown material through the levee, 11.5 feet below 
the crown. Slide gate in corrugated metal riser units on 
the waterside (WS) slope. Concrete U-shaped headwall 
on both ends. Flap gates. Grouted rock spillway. 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 12.65) 
corrugated metal pipe listed].
Entry Last Updated : 5/27/2021

CrossingCulvert1484 UCIPAUG2021

12.39 12.39 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/7/2014

CrossingHigh Voltage344 GEILEVEELOG
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12.39 12.39 Ramp Dirt ramps on waterside slope.
Entry Last Updated : 2/2/2021

Water SideRamp310 LEVEELOG

12.39 12.39 Ramp Dirt ramp on the landside slope.
Entry Last Updated : 2/2/2021

Land SideRamp341 USACEPI

12.40 12.40 Structure Pump mounted on top on 30 inch standpipe.
Entry Last Updated : 10/15/2014

Water SideStandpipe329 LEVEELOG

12.40 12.40 UCIP DS_ID:23248
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch irrigation pipe of an 
unknown material and electrical conduit of an unknown 
size or material through the levee, 3.5 feet below the 
crown. Pump on the waterside (WS). Concrete standpipe 
on the landside (LS). Pole on the LS. [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 12.66) 10-
inch steel pipe listed].
Entry Last Updated : 5/27/2021

CrossingPipe1485 UCIPAUG2021

12.55 12.61 Wall Entry Last Updated : 10/15/2014Water SideFlood331 LEVEELOG

12.56 12.56 Revetment Grouted rock spillway.
Entry Last Updated : 10/15/2014

Water SideRock332 LEVEELOG

12.56 12.56 UCIP DS_ID:23249
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal 
drainage pipe through the levee, 8.5 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS). Grouted intake and spillway. 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 12.83)].
Entry Last Updated : 5/27/2021

CrossingCulvert1486 UCIPAUG2021

12.58 12.58 At Grade Dirt access road on the landside.
Entry Last Updated : 2/2/2021

Land SideRoad / Highway336 LEVEELOG

12.61 12.78 Fence Fence 5 to 10 feet from the landside toe of levee.
Entry Last Updated : 10/15/2014

Land SideBarbed Wire350 USACEPI

12.68 12.68 Ramp Dirt ramp on the landside slope.
Entry Last Updated : 10/15/2014

Land SideRamp352 USACEPI
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12.75 12.75 Miscellaneou
s

Irrigation pump on the waterside of levee.
Entry Last Updated : 10/15/2014

Water SideIrrigation353 USACEPI

12.75 12.75 Structure Utility pole near the landside toe of levee.
Entry Last Updated : 10/15/2014

Land SidePole - Utility354 USACEPI

12.75 12.75 UCIP DS_ID:23250
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe and 
electrical conduit of an unknown material through the 
levee, 3.5 feet below the crown. Pump on concrete pad on 
channel bank. Air vent on the waterside (WS) berm and 
power pole on the landside (LS). [Additional Reference(s): 
DWR Levee Log, 1992, 8-inch pipe listed. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 13.02) 8-
inch pipe listed].
Entry Last Updated : 5/27/2021

CrossingPipe1487 UCIPAUG2021

12.77 12.77 Ramp Ramp on the waterward slope.
Entry Last Updated : 10/7/2014

Water SideRamp357 GEILEVEELOG

12.77 12.77 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/7/2014

CrossingHigh Voltage355 GEILEVEELOG

12.83 12.83 Ramp Dirt ramp on the waterside slope.
Entry Last Updated : 2/2/2021

Water SideRamp337 LEVEELOG

12.83 12.83 Ramp Dirt ramp on the landside slope.
Entry Last Updated : 2/2/2021

Land SideRamp339 LEVEELOG

12.94 12.94 UCIP DS_ID:23309
EP_NO: 8009
Crossing Status: Not Found
FIELD_STRUCT_DESC: 6-inch steel irrigation pipe 
through the levee, at an unknown depth. (Permit No. 
8009, 1972 - Georgia Wheaton). [Additional Reference(s): 
DWR Levee Log, 1977].
Entry Last Updated : 4/15/2021

CrossingPipe1488 UCIPAUG2021

8009

13.01 13.07 Fence Barbed wire fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideBarbed Wire363 USACEPI
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13.02 13.02 UCIP DS_ID:23251
EP_NO: 7363
Crossing Status: Not Found
FIELD_STRUCT_DESC: 6-inch steel irrigation pipe 
through the levee, 3 feet below the crown. Slant pump 
mounted on the waterside (WS) slope. Flow meter in 
polyvinyl chloride riser unit on the WS slope. (Permit No. 
7363, 1971 - J. H. and Linda and Angelo Caffese). 
[Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingPipe1489 UCIPAUG2021

7363

13.07 13.07 Ramp Entry Last Updated : 7/29/2020Land SideRamp343 LEVEELOG

13.15 13.15 UCIP DS_ID:23252
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal 
drainage pipe through the levee, 8.5 feet below the crown. 
Concrete U-shaped headwalls on both ends. Grouted 
spillway on the waterside (WS). Flap gate on the WS end. 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 13.43)].
Entry Last Updated : 5/27/2021

CrossingCulvert1490 UCIPAUG2021

13.17 13.17 Gate Vehicle access gate on the levee crown.
Entry Last Updated : 10/15/2014

CrownMetal373 USACEPI

13.18 13.18 Fence Metal fence on the waterside slope.
Entry Last Updated : 2/1/2021

Water SideMetal345 LEVEELOG

13.18 13.18 Fence Metal fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SideMetal587 LEVEELOG

13.18 13.18 Ramp Ramp on the waterside slope.
Entry Last Updated : 2/2/2021

Water SideRamp375 GEILEVEELOG

13.18 13.18 Ramp Ramp on the landside slope.
Entry Last Updated : 2/2/2021

Land SideRamp424 LEVEELOG

13.18 13.18 At Grade Dirt access road on the landside.
Entry Last Updated : 2/2/2021

Land SideRoad / Highway603 LEVEELOG

13.18 13.18 Structure 30 steel standpipe embedded in berm. Pump mounted on 
top.
Entry Last Updated : 10/15/2014

Water SideStandpipe347 LEVEELOG
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13.19 13.19 UCIP DS_ID:23253
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel irrigation pipe 
through the levee, 4.5 feet below the crown. Siphon 
breaker on the landside (LS) shoulder in corrugated metal 
riser unit. Pump mounted over concrete standpipe on the 
berm. [Additional Reference(s): DWR Levee Log, 1992. 
USACE San Joaquin O&M Manual 611.1, Volume F, 
(HLM 13.46)].
Entry Last Updated : 5/27/2021

CrossingPipe1491 UCIPAUG2021

13.19 13.19 Structure Communication tower with solar panel on concrete pad on 
the waterside of levee. Adjacent to weir.
Entry Last Updated : 12/23/2014

Water SideTower374 USACEPI

13.19 13.19 Structure APP INFO: App. No. 8175 Flashboard dam across the 
channel with concrete base and collapsible stanchions, 
concrete headwalls on both banks. (App. No. 8175)
Entry Last Updated : 10/7/2014

Water SideWeir379 GEILEVEELOG

8175

13.19 13.19 Structure Communication box embedded in ground between tower 
and weir.
Entry Last Updated : 12/3/2014

Water SideControl Box348 LEVEELOG

13.45 13.45 Ramp Ramp on the waterward slope.
Entry Last Updated : 10/7/2014

Water SideRamp382 GEILEVEELOG

13.46 13.46 Ramp Entry Last Updated : 10/15/2014Water SideRamp356 LEVEELOG

13.47 13.47 UCIP DS_ID:23254
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal storm 
drainage pipe through the levee, 8.5 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS). Grouted spillway. [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (Station 0+79)].
Entry Last Updated : 5/27/2021

CrossingCulvert1492 UCIPAUG2021

13.47 13.47 Gate Entry Last Updated : 10/15/2014CrownMetal359 LEVEELOG

13.48 13.48 Fence Post and cable fence on the waterside slope.
Entry Last Updated : 2/1/2021

Water SidePost & Cable360 LEVEELOG
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13.48 13.48 Fence Metal fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SideMetal588 LEVEELOG

13.48 13.48 At Grade East Main street crosses the channel at the crown 
elevation.
Entry Last Updated : 2/2/2021

CrossingRoad / Highway388 GEILEVEELOG

6533

13.49 13.49 UCIP DS_ID:23255
EP_NO: 11671
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch steel and plastic high 
pressure gas main through the levee, 2 feet below the 
crown. The steel pipe attached to the bridge. Gas control 
valves on the landside (LS). (Permit No. 11671, 1976 - 
PG&E). [Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingPipe1493 UCIPAUG2021

11671

13.49 13.49 Structure Utility pole near the landside toe of levee.
Entry Last Updated : 7/29/2020

Land SidePole - Utility76 LEVEELOG

13.49 13.49 Fence Barbed wire fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SideBarbed Wire361 LEVEELOG

13.49 13.49 Fence Post and cable fence on the waterside hinge.
Entry Last Updated : 2/1/2021

Water SidePost & Cable364 LEVEELOG

13.49 13.49 Gate Metal drive gate.
Entry Last Updated : 2/1/2021

CrownMetal387 GEILEVEELOG

13.49 13.49 Aerial Entry Last Updated : 10/15/2014CrossingHigh Voltage366 LEVEELOG

13.49 13.49 Aerial Entry Last Updated : 10/15/2014CrossingCommunications367 LEVEELOG

13.49 13.49 Structure Entry Last Updated : 10/15/2014Water SideSign365 LEVEELOG

13.49 13.97 Fence Chain link fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideChain Link391 GEILEVEELOG
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13.50 13.50 UCIP DS_ID:23257
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal 
drainage pipe through the levee, 9.5 feet below the crown. 
Concrete U-shaped headwalls on both ends. Grouted 
spillway and intake. Flap gate on the waterside (WS). 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 13.79)].
Entry Last Updated : 5/27/2021

CrossingCulvert1494 UCIPAUG2021

13.51 13.51 UCIP DS_ID:23256
EP_NO: 5787
Crossing Status: Not Found
FIELD_STRUCT_DESC: Telephone conduit of an 
unknown size and material through the levee, at an 
unknown depth. (Permit No. 5787, 1967 - PT&T). 
[Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 4/15/2021

CrossingConduit1495 UCIPAUG2021

5787

13.51 13.51 Ramp Entry Last Updated : 10/15/2014Water SideRamp371 LEVEELOG

13.57 13.57 Ramp Entry Last Updated : 7/29/2020Water SideRamp79 LEVEELOG

13.64 13.64 Structure Concrete box for an ARV on the waterside of levee. About 
4 foot 8 inches square.
Entry Last Updated : 12/5/2014

Water SideVent392 USACEPI

13.64 13.64 Ramp Ramp on the waterward slope.
Entry Last Updated : 10/7/2014

Water SideRamp393 GEILEVEELOG

13.64 13.64 UCIP DS_ID:23258
EP_NO: 14658
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 48-inch steel, mortar lined, 
concrete coated water pipeline within the berm, 14.4 feet 
below the crown. Air relief blowoff valves on the waterside 
(WS) shoulder and berm area. (Permit No. 14658, 1987 - 
City of Stockton Department of Public Works). [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingPipe1496 UCIPAUG2021

14658

13.75 13.75 Miscellaneou
s

Turnout on landside.
Entry Last Updated : 7/29/2020

Land SideTurnout396 GEILEVEELOG

13.97 14.55 Fence Barbed wire fence on the landside.
Entry Last Updated : 2/1/2021

Land SideBarbed Wire378 LEVEELOG
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14.03 14.03 Gate Vehicle access gate on the landside ramp.
Entry Last Updated : 10/15/2014

Land SideMetal397 USACEPI

14.03 14.03 Ramp Ramp on landward slope.
Entry Last Updated : 2/2/2021

Land SideRamp398 GEILEVEELOG

14.19 14.19 Structure Concrete box for a on the waterside of levee. About 4 foot 
8 inches square. Contains air vaccuum and gate valve.
Entry Last Updated : 12/5/2014

Water SideVent399 USACEPI

14.36 14.36 UCIP DS_ID:23259
EP_NO: 6378
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 42-inch reinforced concrete 
water pipe through the levee, 8.5 feet below the crown. 
Siphon breaker in 20-inch manhole on the landside (LS) 
shoulder. Pressure relief valve on the waterside (WS) 
berm. Discharges onto rock. WS bank rock revetted. Pad 
over pipe, 4 feet above crown. (Permit No. 6378, 1969 - 
California Water Service Company). [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 14.66) 
corrugated metal pipe listed].
Entry Last Updated : 5/27/2021

CrossingPipe1497 UCIPAUG2021

6378

14.56 14.56 Ramp Entry Last Updated : 7/29/2020Water SideRamp380 LEVEELOG

14.58 14.58 Ramp Entry Last Updated : 7/29/2020Water SideRamp80 LEVEELOG

14.63 14.63 Structure Pedestrian bridge crossing. Can fit vehicles.
Entry Last Updated : 10/15/2014

Water SideBridge405 USACEPI

14.64 14.64 Revetment Entry Last Updated : 10/15/2014Water SideRock381 LEVEELOG

14.64 14.64 Gate Gate on bridge.
Entry Last Updated : 2/1/2021

Water SideMetal385 LEVEELOG

14.64 14.64 At Grade Gravel access road on the landside.
Entry Last Updated : 2/2/2021

Land SideRoad / Highway386 LEVEELOG

14.66 14.66 Ramp Ramp on waterward slope.
Entry Last Updated : 10/15/2014

Water SideRamp409 GEILEVEELOG
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14.68 14.68 Structure 4.5 foot by 4.5 foot concrete vault with metal plate. 
Purpose unknown.
Entry Last Updated : 12/4/2014

Water SideVent400 LEVEELOG

14.68 14.68 Ramp Ramp on landward slope.
Entry Last Updated : 10/7/2014

Land SideRamp414 GEILEVEELOG

14.83 14.83 UCIP DS_ID:23260
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: Water well at the landside (LS) 
toe. Concrete U-shaped headwall protects sump and 
levee slope. Concrete standpipe 3 feet from the LS toe. 
[Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingPipe1498 UCIPAUG2021

14.99 14.99 Ramp Ramp on the waterward side.
Entry Last Updated : 10/7/2014

Water SideRamp419 GEILEVEELOG

14.99 15.15 Wall Entry Last Updated : 10/15/2014Water SideFlood402 LEVEELOG

15.02 15.14 Fence Chain link fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideChain Link417 GEILEVEELOG

15.11 15.11 UCIP DS_ID:23456
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Mormon Slough Pumping Plant 
No. 3] 1 of 3: 30-inch by 30-inch reinforced concrete box 
drainage culvert through the levee, 18 feet below the 
crown. Slide gate in riser unit on the waterside (WS) 
slope. Flap gate on the WS end. Concrete U-shaped 
headwall around all three pipes on the WS. Pump house 
on the landside (LS). Steel steps on the LS slope. 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 15.42)].
Entry Last Updated : 5/27/2021

CrossingCulvert1499 UCIPAUG2021

15.11 15.11 Structure Stairs lead to Pumping Plant #3.
Entry Last Updated : 10/15/2014

Land SideStairs406 LEVEELOG
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15.11 15.11 UCIP DS_ID:23261
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Mormon Slough Pumping Plant 
No. 3] 2 of 3: 20-inch steel drainage pipe through the 
levee, 1.9 feet below the crown. Siphon breakers in 4-foot 
high riser units on the landside (LS) shoulder. Flap gates 
on the waterside (WS) end. Concrete U-shaped headwall 
around all three pipes on the WS. Pump house on the LS. 
Steel steps on the LS slope. [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 15.42)].
Entry Last Updated : 5/27/2021

CrossingCulvert1500 UCIPAUG2021

15.11 15.11 UCIP DS_ID:23455
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Mormon Slough Pumping Plant 
No. 3] 3 of 3: 20-inch steel drainage pipe through the 
levee, 1.9 feet below the crown. Siphon breakers in 4-foot 
high riser units on the landside (LS) shoulder. Flap gates 
on the waterside (WS) end. Concrete U-shaped headwall 
around all three pipes on the WS. Pump house on the LS. 
Steel steps on the LS slope. [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 15.42)].
Entry Last Updated : 5/27/2021

CrossingCulvert1501 UCIPAUG2021

15.11 15.11 Structure 4.5 foot by 4.5 foot concrete box with metal gate. 
Contents unknown. Part of Pumping Plant #3.
Entry Last Updated : 10/15/2014

CrownOther407 LEVEELOG

15.11 15.11 Structure Abandoned electric utility box on the waterside of levee.
Entry Last Updated : 10/15/2014

Water SideControl Box421 USACEPI

15.14 15.14 Ramp Entry Last Updated : 10/15/2014Land SideRamp408 LEVEELOG

15.15 15.15 Gate Metal gate on the crown.
Entry Last Updated : 2/1/2021

CrownMetal425 USACEPI

15.15 15.15 Fence Barbed wire fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SideBarbed Wire410 LEVEELOG

15.15 15.15 Fence Post and cable fence on the waterside hinge.
Entry Last Updated : 2/1/2021

Water SidePost & Cable412 LEVEELOG

15.15 15.15 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/7/2014

CrossingHigh Voltage426 GEILEVEELOG
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15.15 15.15 Structure Entry Last Updated : 10/15/2014Water SideSign413 LEVEELOG

15.16 15.16 UCIP DS_ID:23299
EP_NO: 15205
Crossing Status: Not Found
FIELD_STRUCT_DESC: 6-inch steel natural gas pipeline 
10 feet upstream of the bridge through the levee, 5 feet 
below the crown, and under the channel. (Permit No. 
15205, 1989 - PG&E). [Additional Reference(s): DWR 
Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingPipe1502 UCIPAUG2021

15205

15.17 15.17 At Grade Highway 26 (Fremont Street) crosses the levee at the 
crown elevation. Bridge across the channel. (Permit. 
No.15205-1991)
Entry Last Updated : 10/15/2014

CrossingRoad / Highway429 GEILEVEELOG

15205

15.18 15.18 At Grade At grade road on landward side, access to levee from 
Highway 26.
Entry Last Updated : 10/15/2014

Land SideRoad / Highway431 GEILEVEELOG

15.18 15.18 Structure Entry Last Updated : 10/15/2014Water SideSign416 LEVEELOG

15.18 15.18 Fence Barbed wire fence on the waterside slope.
Entry Last Updated : 2/1/2021

Water SideBarbed Wire418 LEVEELOG

15.18 15.18 Fence Barbed wire fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SideBarbed Wire589 LEVEELOG

15.18 15.18 Revetment Abutment of bridge rock revetted.
Entry Last Updated : 10/15/2014

Water SideRock428 GEILEVEELOG

15.18 15.18 Gate Barricade cross fence.
Entry Last Updated : 10/7/2014

CrownChain Link427 GEILEVEELOG

15.19 15.38 Fence Barbed wire fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideBarbed Wire435 LEVEELOG
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15.19 15.19 UCIP DS_ID:23262
EP_NO: 8586
Crossing Status: Not Found
FIELD_STRUCT_DESC: 4-inch galvanized iron conduit 
containing two telephone cables through the levee, 2 feet 
below the crown. (Permit No. 8586, 1963 - PT&T). 
[Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 4/15/2021

CrossingConduit1503 UCIPAUG2021

8586

15.19 15.19 UCIP DS_ID:23187
EP_NO: 5802
Crossing Status: Not Found
FIELD_STRUCT_DESC: Steel telephone conduit of an 
unknown size through the levee, 5 feet below the crown. 
(Permit No. 5802, 1967 - PT&T). [Additional Reference(s): 
DWR Levee Log, 1992].
Entry Last Updated : 4/15/2021

CrossingConduit1504 UCIPAUG2021

5802

15.20 15.20 Ramp Ramp on the waterward slope.
Entry Last Updated : 10/7/2014

Water SideRamp432 GEILEVEELOG

15.28 15.28 UCIP DS_ID:23188
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal 
drainage pipe through the levee, 9.5 feet below the crown. 
Concrete U-shaped headwall on both ends. Grouted 
spillway and intake. Flap gate on the waterside (WS). 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 15.58)].
Entry Last Updated : 5/27/2021

CrossingCulvert1505 UCIPAUG2021

15.34 15.81 Wall Entry Last Updated : 10/15/2014Water SideFlood436 LEVEELOG

15.40 15.40 UCIP DS_ID:23189
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal 
drainage pipe through the levee, 9.5 feet below the crown. 
Concrete U-shaped headwall on both ends. Grouted 
spillway and intake. Flap gate. [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 15.70)].
Entry Last Updated : 5/27/2021

CrossingCulvert1506 UCIPAUG2021

15.44 15.49 Fence Fence along the landside toe.
Entry Last Updated : 10/15/2014

Land SideChain Link438 USACEPI
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15.52 15.60 Fence Entry Last Updated : 10/15/2014Land SideBarbed Wire442 LEVEELOG

15.64 15.78 Fence Entry Last Updated : 10/15/2014Land SideBarbed Wire1024 LEVEELOG

15.65 15.65 UCIP DS_ID:23190
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel irrigation pipe 
through the levee, 3.3 feet below the crown. Pump 
mounted over riser unit on berm. 24-inch intake pipe with 
concrete U-shaped headwall from the channel to riser 
unit. Electrical conduit through the levee. Concrete 
standpipe on the landside (LS), 25 feet from the toe. 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 15.96)].
Entry Last Updated : 5/27/2021

CrossingPipe1507 UCIPAUG2021

15.65 15.65 Structure 4.5'x4.5' concrete box with metal plate on crown.
Entry Last Updated : 10/15/2014

CrownOther443 LEVEELOG

15.79 15.79 Ramp Entry Last Updated : 10/15/2014Land SideRamp1025 LEVEELOG

15.97 15.97 Ramp Ramp on the landside slope.
Entry Last Updated : 2/2/2021

Land SideRamp446 LEVEELOG

15.97 15.97 Ramp Ramp on the waterside slope.
Entry Last Updated : 2/2/2021

Water SideRamp448 GEILEVEELOG

15.97 15.97 UCIP DS_ID:23191
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe 
through the levee, 3.3 feet below the crown. Pump 
mounted over riser unit on berm. 24-inch intake pipe with 
concrete U-shaped headwall from the channel to riser 
unit. Electrical conduit through the levee. Concrete 
standpipe on the landside (LS), 25 feet from toe. 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 16.29) 
concrete pipe listed].
Entry Last Updated : 5/27/2021

CrossingPipe1508 UCIPAUG2021

15.97 15.97 Structure 30" standpipe on water side.
Entry Last Updated : 10/15/2014

Water SideStandpipe449 LEVEELOG
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15.99 15.99 Mark Survey monument next to wing wall and railroad tracks.
Entry Last Updated : 10/15/2014

Water SideSurvey1031 LEVEELOG

15.99 15.99 At Grade Stockton Terminal and Eastern Railroad crosses the levee 
2 feet above the crown elevation.
Entry Last Updated : 2/2/2021

CrossingRailroad451 GEILEVEELOG

15.99 15.99 Wall Railroad crossing with wing walls.
Entry Last Updated : 10/15/2014

Water SideConcrete / 
Masonry Wall

444 USACEPI

15.99 15.99 Revetment Entry Last Updated : 10/15/2014Water SideRock1026 LEVEELOG

15.99 15.99 Aerial Overhead power line crosses the levee.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage452 GEILEVEELOG

5113

16.03 16.03 Ramp Entry Last Updated : 2/2/2021Water SideRamp469 LEVEELOG

16.03 16.03 Ramp Entry Last Updated : 2/2/2021Land SideRamp1028 LEVEELOG

16.03 16.03 Structure Concrete box for an ARV on the waterside of levee. About 
4 foot 8 inches square. Permit not available. Locate 
permit. Unresolved.
Entry Last Updated : 12/5/2014

Water SideVent447 USACEPI

16.12 16.37 Wall Entry Last Updated : 10/15/2014Water SideFlood1032 LEVEELOG

16.13 16.13 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions, concrete headwalls on both 
banks.(App. No. 7184)
Entry Last Updated : 12/4/2014

Water SideWeir453 GEILEVEELOG

7184

16.28 16.33 Fence Chain link fence on landside toe.
Entry Last Updated : 2/1/2021

Land SideChain Link466 GEILEVEELOG
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16.29 16.29 UCIP DS_ID:23192
EP_NO: 11815
Crossing Status: Not Found
FIELD_STRUCT_DESC: 14-inch concrete encased steel 
water pipe through the levee, 3.5 feet below the crown. 
(Permit No. 11815, 1976 - California Water Service 
Company). [Additional Reference(s): DWR Levee Log, 
1992].
Entry Last Updated : 4/15/2021

CrossingPipe1509 UCIPAUG2021

11815

16.29 16.29 UCIP DS_ID:23310
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 12-inch concrete encased steel 
water pipe through the levee, 3.5 feet below the crown. 
[Additional Reference(s): DWR Levee Log, 1977].
Entry Last Updated : 5/27/2021

CrossingPipe1510 UCIPAUG2021

16.30 16.30 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility458 LEVEELOG

16.30 16.30 Structure Transformer on the landward slope.
Entry Last Updated : 10/15/2014

Land SideTransformer459 GEILEVEELOG

16.31 16.31 Structure Stairs leading from the levee to pump station.
Entry Last Updated : 12/23/2014

Land SideStairs1035 LEVEELOG

16.31 16.31 UCIP DS_ID:23193
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Mormon Slough Pumping Plant 
No. 2] 1 of 3: 48-inch by 48-inch reinforced concrete box 
drainage culvert through the levee, 17.3 feet below the 
crown. Slide gate in riser unit on the waterside (WS) 
slope. Flap gate on the WS end. Concrete U-shaped 
headwall around all three pipes on the WS. Pump house 
on the landside (LS). Steel steps on the LS slope. (Permit 
No. 14415, 1986 - Inland Investment Company). 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 16.64)].
Entry Last Updated : 6/17/2021

CrossingCulvert1511 UCIPAUG2021
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16.31 16.31 UCIP DS_ID:23457
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Mormon Slough Pumping Plant 
No. 2] 2 of 3: 30-inch steel drainage pipe through the 
levee, 4.5 feet below the crown. Siphon breaker in 4-foot 
high riser unit on the landside (LS) shoulder. Flap gate on 
concrete U-shaped headwall on the waterside (WS). 
Pump house on the LS. Steel steps on the LS slope. 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 16.64)].
Entry Last Updated : 5/27/2021

CrossingCulvert1512 UCIPAUG2021

16.31 16.31 Structure Water and PG&E utility box on the levee side slopes. 
Water box on ater side and PG&E box on shoulderof 
levee.
Entry Last Updated : 10/15/2014

Water Side and 
Land Side

Control Box460 USACEPI

16.31 16.31 UCIP DS_ID:23458
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Mormon Slough Pumping Plant 
No. 2] 3 of 3: 30-inch steel drainage pipe through the 
levee, 4.5 feet below the crown. Siphon breaker in 4-foot 
high riser unit on the landside (LS) shoulder. Flap gate on 
the concrete U-shaped headwall at the waterside (WS). 
Pump house on the LS. Steel steps on the LS slope. 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 16.64)].
Entry Last Updated : 5/27/2021

CrossingCulvert1513 UCIPAUG2021

16.32 16.32 UCIP DS_ID:23311
EP_NO: 11529
Crossing Status: Not Found
FIELD_STRUCT_DESC: 27-inch corrugated metal 
drainage pipe through the levee, 4 feet below the crown. 
(Permit No. 11529, 1976 - Andy Hatfield). [Additional 
Reference(s): DWR Levee Log, 1977].
Entry Last Updated : 5/12/2021

CrossingCulvert1514 UCIPAUG2021

11529

16.33 16.33 Ramp Ramp on the landward slope.
Entry Last Updated : 2/2/2021

Land SideRamp463 GEILEVEELOG

16.33 16.37 Revetment At Highway 99.
Entry Last Updated : 10/15/2014

Water SideRock454 USACEPI

16.33 16.33 Gate Gate on the landside ramp.
Entry Last Updated : 2/1/2021

Land SideChain Link464 GEILEVEELOG
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16.33 16.37 At Grade 1960 State Highway 99 crosses the levee.
Entry Last Updated : 2/2/2021

CrossingRoad / Highway465 GEILEVEELOG

39

16.37 16.46 Fence Chain link fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideChain Link1038 LEVEELOG

16.37 16.37 Fence Post and cable fence on the waterside hinge.
Entry Last Updated : 2/1/2021

Water SidePost & Cable1036 LEVEELOG

16.37 16.37 Fence Chain link fence across the crown.
Entry Last Updated : 2/1/2021

CrownChain Link1037 LEVEELOG

16.41 16.41 Ramp Dirt ramp on the waterside of levee.
Entry Last Updated : 10/15/2014

Water SideRamp467 USACEPI

16.42 16.42 UCIP DS_ID:24855
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch reinforced concrete 
drainage pipe through the levee, about 9 feet below the 
crown. Slide gate on concrete box on the waterside (WS) 
shoulder. Flap gate on pipe end on the WS. Concrete U-
shaped headwall on both sides of the levee.
Entry Last Updated : 5/27/2021

CrossingCulvert1515 UCIPAUG2021

16.46 16.50 Fence Post cand cable fence on the waterside hinge.
Entry Last Updated : 2/1/2021

Water SidePost & Cable1040 LEVEELOG

16.46 16.46 Gate Entry Last Updated : 10/15/2014CrownMetal1039 LEVEELOG

16.46 16.50 Wall Entry Last Updated : 10/15/2014Water SideFlood1041 LEVEELOG

16.47 16.47 Wall Concrete curb on the levee landside slope.
Entry Last Updated : 10/15/2014

Land SideConcrete / 
Masonry Wall

471 USACEPI

16.48 16.49 At Grade Waterloo Road crosses the levee.
Entry Last Updated : 10/15/2014

CrossingRoad / Highway473 GEILEVEELOG

16.48 16.48 Structure Entry Last Updated : 10/15/2014Water SideSign1042 LEVEELOG

16.48 16.48 Fence Barbed wire fence on the waterside hinge.
Entry Last Updated : 2/1/2021

Water SideBarbed Wire1043 LEVEELOG

Page 59 of 118Report Created : Monday, August 23, 2021   11:32



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0017

Waterway

Unit No. 15 Mormon Slough

Bank

Right

Unit Miles

25.38

San Joaquin County Flood Control and Water Conservation District

Inspector

David
Julian

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

16.50 16.50 Structure Utility pole on the watersided.
Entry Last Updated : 10/15/2014

Water SidePole - Utility472 USACEPI

16.50 16.50 Aerial Overhead power line crosses the levee.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage474 GEILEVEELOG

5170

16.50 16.50 Gate Metal gate on crown.
Entry Last Updated : 10/15/2014

CrownMetal475 GEILEVEELOG

16.50 16.50 Fence Barbed wire fence on the waterside slope.
Entry Last Updated : 2/1/2021

Water SideBarbed Wire590 LEVEELOG

16.50 16.50 Fence Barbed wire fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideBarbed Wire1044 LEVEELOG

16.50 16.50 Revetment Grouted rock.
Entry Last Updated : 10/15/2014

Water SideRock1045 LEVEELOG

16.51 16.51 UCIP DS_ID:23194
EP_NO: 7811
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal 
drainage pipe through the levee, 10 feet below the crown. 
Concrete U-shaped headwalls on both ends. Grouted 
spillway and inlet. Flap gate on the waterside (WS) end. 
(Permit No. 7811-A, 1975 - Linzo Bozzano). [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 16.83)].
Entry Last Updated : 5/27/2021

CrossingCulvert1516 UCIPAUG2021

7811

16.54 16.54 Ramp Entry Last Updated : 10/15/2014Water SideRamp468 LEVEELOG

16.54 16.84 Wall Entry Last Updated : 10/16/2014Water SideFlood1046 LEVEELOG

16.56 16.56 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/16/2014

CrossingHigh Voltage477 GEILEVEELOG

16.56 16.86 Fence Chain link fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideChain Link486 USACEPI

16.56 16.56 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility480 LEVEELOG
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16.66 16.66 Structure Concrete box for an ARV on the waterside of levee. About 
4 foot 8 inches square.
Entry Last Updated : 12/5/2014

Water SideVent479 USACEPI

16.68 16.68 UCIP DS_ID:23195
EP_NO: 12371
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 24-inch coated steel 
drainage pipe through the levee, 3 feet below the crown. 
Pump and sump area landside (LS) of the levee. Siphon 
breaker in corrugated metal riser unit. Flap gate on the 
waterside (WS) pipe end. (Permit No. 12371, 1978 - 
Cherokee Industrial Park Investors). [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 6/14/2021

CrossingCulvert1517 UCIPAUG2021

12371

16.69 16.69 UCIP DS_ID:23459
EP_NO: 12371
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 24-inch steel drainage 
discharge pipe through the levee 3 feet below the crown. 
Pump and sump area are located on the landside (LS) of 
the levee. Siphon breaker in corrugated metal pipe (CMP) 
riser is located on the waterside (WS) shoulder. Flap gate 
missing on WS pipe end. Cobble grouted spillway. (24-
inch pipe authorized under Permit No. 12371,  1979 - 
Cherokee Industrial Park Investors) [Additional 
Reference(s): DWR Levee Log, 1976, 1977, 1978, 1987, 
1990]
Entry Last Updated : 5/27/2021

CrossingCulvert1518 UCIPAUG2021

12371

16.84 16.84 Ramp Entry Last Updated : 10/16/2014Water SideRamp483 LEVEELOG

16.86 16.86 Structure Water line on the waterside of levee. Marked by blue 
reflector on sewer vent, utility box missing lid, and 10 inch 
manhole cover.
Entry Last Updated : 12/4/2014

Water SidePipe Section485 USACEPI

16.86 16.86 Structure Concrete box for an ARV on the waterside of levee. About 
4 foot 8 inches square.
Entry Last Updated : 12/5/2014

Water SideVent484 USACEPI

16.87 16.88 Fence Entry Last Updated : 10/16/2014Water SidePost & Cable487 LEVEELOG

16.87 16.90 Wall Entry Last Updated : 10/16/2014Water SideFlood1047 LEVEELOG
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16.87 16.90 Revetment Entry Last Updated : 10/24/2014Water SideRock1048 LEVEELOG

16.87 16.87 Gate Entry Last Updated : 10/16/2014CrownMetal491 GEILEVEELOG

16.88 16.88 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/7/2014

CrossingHigh Voltage492 GEILEVEELOG

16.88 16.88 Aerial Entry Last Updated : 10/16/2014CrossingCommunications1049 LEVEELOG

16.88 16.88 Fence Metal fence on the waterside hinge.
Entry Last Updated : 2/1/2021

Water SideMetal488 LEVEELOG

16.89 16.89 Structure DWR and County of San Joaquin recorder on waterside 
with staff gages on bank. (App. No. 6604) We located 
water level markings on bridge columns but no other 
devices.
Entry Last Updated : 12/4/2014

Water SideGauge494 GEILEVEELOG

6604

16.89 16.89 At Grade Cherokee Lane crosses the levee 2 feet above the crown 
elevation.
Entry Last Updated : 2/2/2021

CrossingRoad / Highway1056 LEVEELOG

16.89 16.89 Fence Metal fence on the waterside hinge.
Entry Last Updated : 2/1/2021

Water SideMetal496 LEVEELOG

16.89 16.89 Fence Metal fence on the landside hinge.
Entry Last Updated : 2/1/2021

Land SideMetal591 LEVEELOG

16.89 16.89 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility1050 LEVEELOG

16.90 16.90 Gate Gate on the landside ramp.
Entry Last Updated : 2/1/2021

Land SideMetal1052 LEVEELOG

16.90 16.90 Gate Entry Last Updated : 10/16/2014CrownMetal1051 LEVEELOG

16.90 16.90 Ramp Entry Last Updated : 10/16/2014Land SideRamp1053 LEVEELOG
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16.90 16.90 UCIP DS_ID:23300
EP_NO: 12489
Crossing Status: Not Found
FIELD_STRUCT_DESC: 12-inch concrete encased steel 
water pipe through the levee, 5 feet below the crown. 10-
inch pipe exposed on berm. (Permit No. 12489, 1978 - 
California Water Service Company). [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 4/15/2021

CrossingPipe1519 UCIPAUG2021

12489

16.90 16.90 UCIP DS_ID:23263
EP_NO: 5787
Crossing Status: Not Found
FIELD_STRUCT_DESC: Telephone cable/conduit of an 
unknown size or material through the levee, at an 
unknown depth. (Permit No. 5787, 1967 - PT&T). 
[Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 4/15/2021

CrossingConduit1520 UCIPAUG2021

5787

16.90 16.90 Structure A corrugated metal well and standpipe are on the 
waterside of the levee. No access.
Entry Last Updated : 10/16/2014

Water SideStandpipe489 USACEPI

16.90 16.90 Structure Locked 14 inch metal cover on bank. Possibly a 
monitoring well.
Entry Last Updated : 12/4/2014

Water SideMonitoring Well1054 LEVEELOG

16.90 16.90 Ramp Ramp on the waterward slope.
Entry Last Updated : 10/7/2014

Water SideRamp490 GEILEVEELOG

16.91 16.91 UCIP DS_ID:23179
EP_NO: 16898
Crossing Status: Not Found
FIELD_STRUCT_DESC: Six 2-inch high-density 
polyethylene fiber optics conduits across and bored under 
the Stockton Diverting Canal, at an unknown depth. 
(Permit No. 16898, 1998 - GST Telecom/MGH 
Enterprises, Inc.).
Entry Last Updated : 4/15/2021

CrossingConduit1521 UCIPAUG2021

16898

16.95 16.95 Structure 4.5 foot by 4.5 foot ARV on waterward slope.
Entry Last Updated : 12/5/2014

Water SideVent1058 LEVEELOG

17.20 17.20 Ramp Dirt ramp on the waterside slope.
Entry Last Updated : 10/16/2014

Water SideRamp497 USACEPI

17.24 17.24 Ramp Dirt ramp on the waterside slope.
Entry Last Updated : 2/2/2021

Water SideRamp532 LEVEELOG
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17.24 17.24 Ramp Dirt ramp on the landside slope.
Entry Last Updated : 2/2/2021

Land SideRamp1060 LEVEELOG

17.25 17.25 Revetment Cobble, rock, and rubble revetment around piers in 
channel.
Entry Last Updated : 10/16/2014

Water SideRubble502 GEILEVEELOG

17.25 17.25 At Grade Central California Traction Railroad crosses the levee at 
the crown elevation.
Entry Last Updated : 2/2/2021

CrossingRailroad498 USACEPI

17.25 17.25 Structure 3 sign posts on water side and 1 sign post on land side 
near railroad crossing.
Entry Last Updated : 10/16/2014

Water Side and 
Land Side

Sign1061 LEVEELOG

17.25 17.25 UCIP DS_ID:23264
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Telephone cable/conduit of an 
unknown size or material through the levee, 2 feet below 
the crown. [Additional Reference(s): DWR Levee Log, 
1992].
Entry Last Updated : 4/15/2021

CrossingConduit1522 UCIPAUG2021

17.27 17.27 Ramp Entry Last Updated : 2/2/2021Water SideRamp500 LEVEELOG

17.27 17.27 Ramp Entry Last Updated : 2/2/2021Land SideRamp604 LEVEELOG

17.33 17.33 Ramp Entry Last Updated : 7/29/2020Water SideRamp1062 LEVEELOG

17.34 17.34 Wall Entry Last Updated : 7/29/2020Water SideFlood1063 LEVEELOG

17.37 17.42 Fence Chain link fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SideChain Link503 USACEPI

17.38 17.38 Structure 4.5 foot by 4.5 foot ARV on waterward slope.
Entry Last Updated : 12/5/2014

Water SideVent505 USACEPI
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17.40 17.40 UCIP DS_ID:23265
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Mormon Slough Pumping Plant 
No. 1] 1 of 3: 30-inch by 30-inch reinforced concrete box 
drainage culvert through the levee, 17.6 feet below the 
crown. Slide gate in riser unit on the waterside (WS) 
slope. Flap gate on the WS end. Concrete U-shaped 
headwall around all three pipes on the WS. Intake under 
the pump house on the landside (LS). Steel steps on the 
LS slope. [Additional Reference(s): DWR Levee Log, 
1992. USACE San Joaquin O&M Manual 611.1, Volume 
F, (HLM 17.74)].
Entry Last Updated : 5/27/2021

CrossingCulvert1523 UCIPAUG2021

17.40 17.40 UCIP DS_ID:23460
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Mormon Slough Pumping Plant 
No. 1] 2 of 3: 14-inch steel drainage pipe through the 
levee, 3 feet below the crown. Siphon breakers in 4-foot 
high riser units on the landside (LS) shoulder. Flap gates 
on the waterside (WS) end. Concrete U-shaped headwall 
around all three pipes on the WS. Pump house on the LS. 
Steel steps on the LS slope. [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 17.74)].
Entry Last Updated : 5/27/2021

CrossingCulvert1524 UCIPAUG2021

17.40 17.40 Structure Stairs leading from pump station to the levee.
Entry Last Updated : 10/16/2014

Land SideStairs1065 LEVEELOG

17.41 17.41 UCIP DS_ID:23461
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Mormon Slough Pumping Plant 
No. 1] 3 of 3: 14-inch steel drainage pipe through the 
levee, 3 feet below the crown. Siphon breakers in 4-foot 
high riser units on the landside (LS) shoulder. Flap gates 
on the waterside (WS) end. Concrete U-shaped headwall 
around all three pipes on the WS. Pump house on the LS. 
Wooden steps on the LS slope. [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 17.74)].
Entry Last Updated : 5/27/2021

CrossingCulvert1525 UCIPAUG2021

17.43 17.43 Ramp Ramp on the waterward slope.
Entry Last Updated : 10/7/2014

Water SideRamp506 GEILEVEELOG

17.43 17.43 Ramp Ramp on the landward slope.
Entry Last Updated : 10/7/2014

Land SideRamp509 GEILEVEELOG
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17.43 17.43 UCIP DS_ID:24751
EP_NO: 17750
Crossing Status: Not Found
FIELD_STRUCT_DESC: 36-inch reinforced concrete 
sewer line across and bored under the channel and levees 
of the Stockton Diverting Canal, at an unknown depth. 
(Permit No. 17750, 2005 - City of Stockton Department of 
Public Works).
Entry Last Updated : 5/27/2021

CrossingPipe1526 UCIPAUG2021

17750

17.44 17.44 Fence Post and cable fence on the landside hinge.
Entry Last Updated : 2/1/2021

Land SidePost & Cable512 LEVEEINSPECTION

17.44 17.44 Fence Post and cable fence on the waterside hinge.
Entry Last Updated : 2/1/2021

Water SidePost & Cable593 LEVEELOG

17.44 17.44 Gate Metal gate on crown.
Entry Last Updated : 12/4/2014

CrownMetal511 GEILEVEELOG

17.44 17.44 UCIP DS_ID:23180
EP_NO: 16163
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 12-inch concrete encased steel 
water pipe through both levees, at an unknown depth, and 
under Stockton Diversion Canal. (Permit No. 16163, 
1995 - California Water Service Company).
Entry Last Updated : 6/14/2021

CrossingPipe1527 UCIPAUG2021

16163

17.44 17.44 At Grade Wilson Way crosses the levee 3 feet above the crown.
Entry Last Updated : 2/2/2021

CrossingRoad / Highway504 USACEPI

7305

17.45 17.45 UCIP DS_ID:23266
EP_NO: 5787
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch steel telephone conduit 
through the levee, at an unknown depth, and attached 
under the bridge on the upstream side. (Permit No. 5787, 
1967 - PT&T). [Additional Reference(s): DWR Levee Log, 
1992].
Entry Last Updated : 5/27/2021

CrossingConduit1528 UCIPAUG2021

5787

17.46 17.46 Structure Drainage pipe from street curb laying on top of the 
landward slope.
Entry Last Updated : 10/24/2014

Land SidePipe Section1068 LEVEELOG

17.46 17.70 Fence Chain link fence on landside toe.
Entry Last Updated : 2/1/2021

Land SideChain Link515 GEILEVEELOG
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17.47 17.47 Fence Post and cable fence on the waterside hinge.
Entry Last Updated : 2/1/2021

Water SidePost & Cable1069 LEVEELOG

17.47 17.47 Gate Entry Last Updated : 10/16/2014CrownMetal1070 LEVEELOG

17.47 17.47 Structure 4.5' x 4.5' concrete box with ARV.
Entry Last Updated : 12/5/2014

Water SideVent1071 LEVEELOG

17.47 17.47 Structure Water line and manhole indicated by blue verticle plastic 
stake.
Entry Last Updated : 10/16/2014

Water SidePipe Section1072 LEVEELOG

17.48 17.71 Revetment Waterward bank and slope rock revetted.
Entry Last Updated : 10/7/2014

Water SideRock513 GEILEVEELOG

17.50 17.75 Wall Entry Last Updated : 10/16/2014Water SideFlood1073 LEVEELOG

17.66 17.66 Structure 42 inch CMP riser unit at the landward toe.
Entry Last Updated : 10/16/2014

Land SideStandpipe519 USACEPI

17.66 17.66 UCIP DS_ID:23267
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal 
drainage pipe through the levee, 13 feet below the crown. 
Concrete U-shaped headwall on the waterside (WS). 
Corrugated metal riser unit at the landside (LS) toe. 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 18.01)].
Entry Last Updated : 5/27/2021

CrossingCulvert1529 UCIPAUG2021

17.70 17.92 Fence Barbed wire fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideBarbed Wire516 LEVEELOG

17.75 17.75 Structure 4.5'x4.5' concrete box. Air release valve inside box.
Entry Last Updated : 12/5/2014

Water SideVent517 LEVEELOG

17.90 17.90 Ramp Ramp on the waterward side,.
Entry Last Updated : 10/7/2014

Water SideRamp523 GEILEVEELOG

17.92 17.92 Structure Side post in place.
Entry Last Updated : 2/1/2021

CrownPost518 LEVEELOG
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17.92 17.92 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/7/2014

CrossingHigh Voltage527 GEILEVEELOG

17.93 17.93 Structure Entry Last Updated : 7/29/2020Water Side and 
Land Side

Pole - Utility526 USACEPI

17.93 17.93 At Grade Sanguinetti Road crosses levee at the crown elevation.
Entry Last Updated : 2/2/2021

Land SideRoad / Highway528 GEILEVEELOG

30

17.93 17.93 UCIP DS_ID:23268
EP_NO: 4995
Crossing Status: Not Found
FIELD_STRUCT_DESC: 0.75-inch gas line crossing of an 
unknown material, at an unknown depth. (Permit No. 
4995, 1965 - PG&E). [Additional Reference(s): DWR 
Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingPipe1530 UCIPAUG2021

4995

17.93 17.93 Gate Metal gate with no lock.
Entry Last Updated : 12/5/2014

CrownMetal525 GEILEVEELOG

17.94 18.09 Fence Barbed wire fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideBarbed Wire522 LEVEELOG

17.94 17.94 Ramp Entry Last Updated : 10/16/2014Water SideRamp521 LEVEELOG

18.09 18.19 Fence Chain link fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideChain Link524 LEVEELOG

18.10 18.10 Miscellaneou
s

A large retention basin is observed on the landside of 
levee.
Entry Last Updated : 2/2/2021

Land SidePit538 USACEPI

18.13 18.13 Structure 4.5'x4.5' concrete box with an ARV.
Entry Last Updated : 12/5/2014

Water SideVent529 LEVEELOG

18.13 18.13 Structure 10" manhole on waterside.
Entry Last Updated : 10/16/2014

Water SideManhole Cover531 LEVEELOG

18.13 18.13 Mark End of right bank levee of Stockton Diverting Canal. Begin 
left bank levee of the Calaveras River.  Mileage continues 
upstream.
Entry Last Updated : 10/7/2014

CrownBoundary544 GEILEVEELOG
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18.14 18.14 Gate A vehicular access gate is on the ramp on the landward 
side for access to basin.
Entry Last Updated : 11/17/2014

Land SideChain Link541 USACEPI

18.14 18.14 Ramp Ramp on the landward slope to bottom of catch basin.
Entry Last Updated : 10/7/2014

Land SideRamp543 GEILEVEELOG

18.17 18.17 UCIP DS_ID:23462
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: Double 72-inch by 72-inch 
reinforced concrete box return structure through the levee, 
at an unknown depth. Slide gate in a concrete box on the 
landside (LS) shoulder. Concrete headwall and flap gates 
on the waterside (WS). [Additional Reference(s): USACE 
San Joaquin O&M Manual 611.1, Volume F, (Station 
310+46)].
Entry Last Updated : 5/27/2021

CrossingNon-Round1531 UCIPAUG2021

18.17 18.17 Revetment Entry Last Updated : 12/5/2014Water SideRock540 LEVEELOG

18.17 18.17 UCIP DS_ID:23269
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal 
drainage pipe through the levee, 15 feet below the crown. 
Concrete U-shaped headwall on both levee sides. Slide 
gate in corrugated metal riser unit on the waterside (WS) 
slope. Flap gate on the WS end. [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 18.54)].
Entry Last Updated : 5/27/2021

CrossingCulvert1532 UCIPAUG2021

18.17 18.17 Structure A 4' corrugated metal riser with slide  is also by the gate. 
Connects to drainage pipe.
Entry Last Updated : 11/17/2014

Water SideStandpipe535 LEVEELOG

18.20 18.29 Miscellaneou
s

Irrigation sprinklers.
Entry Last Updated : 11/17/2014

Land SideIrrigation1074 LEVEELOG

18.30 18.30 Ramp Ramp on landward slope to Sanguinetti Lane.
Entry Last Updated : 12/23/2014

Land SideRamp546 GEILEVEELOG

18.30 18.30 Aerial Entry Last Updated : 11/17/2014CrossingHigh Voltage1076 LEVEELOG
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18.32 18.32 UCIP DS_ID:23270
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch steel drainage pipe 
through the levee, 7 feet below the crown. Concrete U-
shaped headwall on both ends. Grouted spillway. Flap 
gate on the waterside (WS) end. [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 18.68) corrugated metal 
pipe listed].
Entry Last Updated : 5/12/2021

CrossingCulvert1533 UCIPAUG2021

18.32 18.43 Ramp Ramp on the waterward slope.
Entry Last Updated : 10/7/2014

Water SideRamp547 GEILEVEELOG

18.39 18.39 Structure Wooden bridge across the channel at berm elevation.  
Only 3 posts reamin in middle of channel.
Entry Last Updated : 11/17/2014

Water SideBridge549 GEILEVEELOG

18.39 18.39 Structure 30" concrete standpipe on berm.
Entry Last Updated : 11/17/2014

Water SideStandpipe1078 LEVEELOG

18.39 18.39 UCIP DS_ID:23271
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 14-inch reinforced concrete 
irrigation pipe through the levee, 14 feet below the crown. 
30-inch concrete standpipe with slide gate at the 
waterside (WS) toe. Pump and well on the berm. 24-inch 
concrete standpipe near pump. [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 18.76)].
Entry Last Updated : 5/27/2021

CrossingPipe1534 UCIPAUG2021

18.40 18.40 Aerial Overhead power line crosses the levee.
Entry Last Updated : 11/17/2014

CrossingHigh Voltage551 GEILEVEELOG

18.40 18.40 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility1077 LEVEELOG

18.42 18.42 Ramp Entry Last Updated : 7/29/2020Water SideRamp83 LEVEELOG

18.44 18.44 Ramp Entry Last Updated : 11/17/2014Land SideRamp1080 LEVEELOG

18.86 18.86 Gate Metal drive gate.
Entry Last Updated : 12/5/2014

CrownMetal555 GEILEVEELOG
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18.88 18.88 UCIP DS_ID:23464
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch reinforced concrete 
storm drainage pipe through the levee, 6 feet below the 
crown. Slide gate in a concrete box on the waterside (WS) 
shoulder. [Additional Reference(s): USACE San Joaquin 
O&M Manual 611.1, Volume F, (Station 345+65)].
Entry Last Updated : 5/27/2021

CrossingCulvert1535 UCIPAUG2021

18.93 18.93 UCIP DS_ID:24748
EP_NO: 18727
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 6-inch polyvinyl chloride high 
pressure gas pipeline along the McAllen Road alignment 
between Holman Road and Wilson Way and abandoned 
existing 2-inch steel main gas pipeline, at an unknown 
depth. (Permit No. 18727, 2012 - PG&E).
Entry Last Updated : 5/27/2021

CrossingPipe1536 UCIPAUG2021

18727

19.00 19.42 At Grade Asphalt bike/pedestrian path parallel to levee on land side.
Entry Last Updated : 11/17/2014

Land SideBikepath1082 LEVEELOG

19.18 19.18 UCIP DS_ID:23463
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 10-inch reinforced concrete 
irrigation siphon pipe, at an unknown depth. Standpipe on 
the landside (LS). [Additional Reference(s): USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 19.35)].
Entry Last Updated : 4/16/2021

CrossingPipe1537 UCIPAUG2021

19.28 19.28 UCIP DS_ID:23272
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 2-inch galvanized iron water pipe 
through the levee, 1 foot below the crown. Pipe goes 
under the channel. Gate valve on the landside (LS) 
shoulder. [Additional Reference(s): DWR Levee Log, 
1992].
Entry Last Updated : 4/21/2021

CrossingPipe1538 UCIPAUG2021

19.32 19.32 Ramp Ramp on the landward slope.
Entry Last Updated : 11/17/2014

Water SideRamp557 GEILEVEELOG

19.34 19.34 Ramp Ramp on the landward slope.
Entry Last Updated : 7/29/2020

Water SideRamp85 LEVEELOG

19.38 19.38 Aerial Overhead power line crosses the levee.
Entry Last Updated : 11/17/2014

CrossingHigh Voltage558 GEILEVEELOG
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19.38 19.38 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility1084 LEVEELOG

19.42 19.68 Aerial Power pole line along the waterward shoulder.
Entry Last Updated : 10/7/2014

Water SideHigh Voltage559 GEILEVEELOG

19.42 19.42 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/7/2014

CrossingHigh Voltage560 GEILEVEELOG

19.42 19.42 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility1085 LEVEELOG

19.42 19.42 Gate Metal drive gate.
Entry Last Updated : 12/5/2014

CrownMetal561 GEILEVEELOG

19.43 19.62 At Grade Bikepath on the crown.
Entry Last Updated : 2/2/2021

CrownBikepath1086 LEVEELOG

19.43 19.49 Fence Wooden fence for properties at landside toe.
Entry Last Updated : 2/1/2021

Land SideWood1087 LEVEELOG

19.49 19.49 Structure Entry Last Updated : 7/29/2020Water SidePole - Utility564 GEILEVEELOG

19.49 19.68 Miscellaneou
s

Misc. landscaping and trees elonging to properties on 
landside.
Entry Last Updated : 11/18/2014

Land SideLandscaping1090 LEVEELOG

19.49 19.49 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility1088 LEVEELOG

19.49 19.49 Aerial Entry Last Updated : 11/18/2014CrossingHigh Voltage1089 LEVEELOG

19.52 19.52 Ramp Asphalt ramp to private road.
Entry Last Updated : 11/18/2014

Land SideRamp1091 LEVEELOG

19.52 19.56 Fence Wood fence for properties at landside toe.
Entry Last Updated : 2/1/2021

Land SideWood1092 LEVEELOG

19.53 19.53 Ramp Concrete ramp to Foxcatcher Way.
Entry Last Updated : 11/18/2014

Land SideRamp1093 LEVEELOG

17988
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19.53 19.53 Fence Metal fence on the landside ramp.
Entry Last Updated : 2/1/2021

Land SideMetal1094 LEVEELOG

19.56 19.59 Fence Barbed wire fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideBarbed Wire567 GEILEVEELOG

19.57 19.57 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility1096 LEVEELOG

19.57 19.57 Structure Entry Last Updated : 7/29/2020Water SidePole - Utility1095 LEVEELOG

19.57 19.57 Aerial Entry Last Updated : 11/18/2014CrossingHigh Voltage1097 LEVEELOG

19.59 19.59 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility1098 LEVEELOG

19.60 19.68 Fence Chain link fence on landward shoulder.
Entry Last Updated : 11/18/2014

Land SideChain Link1099 LEVEELOG

19.61 19.61 Ramp Asphalt ramp to private property and road.
Entry Last Updated : 11/18/2014

Land SideRamp1100 LEVEELOG

19.61 19.61 Gate Entry Last Updated : 11/18/2014Land SideChain Link1101 LEVEELOG

19.61 19.76 At Grade Asphalt road on levee crown.
Entry Last Updated : 11/18/2014

CrownRoad / Highway1106 LEVEELOG

19.62 19.62 Gate Entry Last Updated : 11/18/2014CrownChain Link1103 LEVEELOG

19.62 19.75 Fence Metal fence on the waterside shoulder of the levee.
Entry Last Updated : 2/1/2021

Water SideMetal568 LEVEEINSPECTION

19.62 19.82 At Grade Concrete bike path along berm.
Entry Last Updated : 11/18/2014

Water SideBikepath1102 LEVEELOG

19.62 19.62 Structure Abandoned power pole on berm.
Entry Last Updated : 12/5/2014

Water SidePole1107 LEVEELOG
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19.63 19.63 Structure Entry Last Updated : 7/29/2020Water SidePole - Utility1104 LEVEELOG

19.63 19.63 Aerial Two power lines crossing levee.
Entry Last Updated : 11/18/2014

CrossingHigh Voltage1105 LEVEELOG

19.67 19.67 Structure Entry Last Updated : 7/29/2020Water SidePole - Utility1108 LEVEELOG

19.68 19.72 Fence Metal fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideMetal1109 LEVEELOG

19.69 19.69 Aerial Overhead power line crosses the levee.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage570 GEILEVEELOG

7013

19.70 19.70 UCIP DS_ID:23481
EP_NO: 17925
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 4: Three 24-inch and one 12-
inch steel storm water discharge pipes through the levee, 
approximately 5 feet below the crown. Pump station on 
the landside (LS), outfall pipes with check valves on the 
waterside (WS). (Permit No. 17925, 2005 - KB Homes).
Entry Last Updated : 5/27/2021

CrossingCulvert1539 UCIPAUG2021

17925

19.70 19.70 UCIP DS_ID:23482
EP_NO: 17925
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 4: Three 24-inch and one 12-
inch steel discharge pipes through the levee, 
approximately 5 feet below the crown. Pump station on 
the landside (LS). Outfall pipes with check valves on the 
waterside (WS). (Permit No. 17925, 2005 - KB Homes).
Entry Last Updated : 5/27/2021

CrossingCulvert1540 UCIPAUG2021

17925

19.70 19.70 UCIP DS_ID:23483
EP_NO: 17925
Crossing Status: Found
FIELD_STRUCT_DESC: 3 of 4: Three 24-inch and one 12-
inch steel storm discharge pipes through the levee, 
approximately 5 feet below the crown. Pump station on 
the landside (LS). Outfall pipes with check valves on the 
waterside (WS). (Permit No. 17925, 2005 - KB Homes).
Entry Last Updated : 5/27/2021

CrossingCulvert1541 UCIPAUG2021

17925
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19.70 19.70 UCIP DS_ID:23484
EP_NO: 17925
Crossing Status: Found
FIELD_STRUCT_DESC: 4 of 4: Three 24-inch and one 12-
inch steel storm water discharge pipes through the levee, 
approximately 5 feet below the crown. Pump station on 
the landside (LS). Outfall pipes with check valves on the 
waterside (WS). (Permit No. 17925, 2005 - KB Homes).
Entry Last Updated : 5/27/2021

CrossingCulvert1542 UCIPAUG2021

17925

19.71 19.71 Gate Entry Last Updated : 11/18/2014CrownMetal1111 LEVEELOG

19.71 19.71 Ramp Asphalt ramp to pumping plant.
Entry Last Updated : 11/18/2014

Land SideRamp1112 LEVEELOG

19.71 19.71 Gate Gate to pumping plant on landside.
Entry Last Updated : 2/1/2021

Land SideMetal1113 LEVEELOG

19.72 19.72 Aerial Entry Last Updated : 11/18/2014CrossingHigh Voltage1114 LEVEELOG

19.72 19.72 Structure Several power poles at railroad crossing.
Entry Last Updated : 11/18/2014

Land SidePole - Utility1115 LEVEELOG

19.72 19.72 UCIP DS_ID:23306
EP_NO: 14322
Crossing Status: Not Found
FIELD_STRUCT_DESC: 4-inch galvanized iron 
communications conduit through the levee, 3 feet below 
the crown. (Permit No. 14322, 1986 - GTE Sprint 
Communications Corporation (Permit was withdrawn.)). 
[Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 4/16/2021

CrossingConduit1543 UCIPAUG2021

14322

19.72 19.72 At Grade Southern Pacific Railroad crosses the levee at crown 
elevation.
Entry Last Updated : 2/2/2021

CrossingRailroad571 GEILEVEELOG

14322

19.73 19.73 UCIP DS_ID:23182
EP_NO: 17098
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch high-density 
polyethylene communications conduit containing fiber 
optics cables across and bored under the Calaveras River 
and its levees, at least 30 feet below the crown. (Permit 
No. 17098, 2000 - Level 3 Communications).
Entry Last Updated : 5/27/2021

CrossingConduit1544 UCIPAUG2021

17098

Page 75 of 118Report Created : Monday, August 23, 2021   11:32



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0017

Waterway

Unit No. 15 Mormon Slough

Bank

Right

Unit Miles

25.38

San Joaquin County Flood Control and Water Conservation District

Inspector

David
Julian

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

19.73 19.73 Structure 1' manhole, no cover, filled with dirt. Possible access to 
communication conduit.
Entry Last Updated : 12/5/2014

Water SideManhole Cover1118 LEVEELOG

19.74 19.74 Structure Power pole with street light.
Entry Last Updated : 11/18/2014

Water SidePole - Utility1119 LEVEELOG

19.75 19.75 Gate Entry Last Updated : 11/18/2014CrownMetal1120 LEVEELOG

19.75 19.75 UCIP DS_ID:23273
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 16-inch high pressure gas 
pipeline of an unknown material through the levee, at an 
unknown depth. (PG&E). [Additional Reference(s): DWR 
Levee Log, 1992. USACE San Joaquin O&M Manual 
611.1, Volume F, (HLM 19.93) steel pipe listed].
Entry Last Updated : 5/27/2021

CrossingPipe1545 UCIPAUG2021

19.76 19.76 At Grade N. Ijams Road access and turn-around on the landward 
side.
Entry Last Updated : 11/18/2014

Land SideRoad / Highway572 GEILEVEELOG

19.76 19.76 At Grade Gravel crown roadway.
Entry Last Updated : 11/18/2014

CrownRoad / Highway573 GEILEVEELOG

19.76 19.76 Gate Gate on landside ramp.
Entry Last Updated : 2/1/2021

Land SideMetal1121 LEVEELOG

19.76 23.97 At Grade Paved bicycle path on levee crown.
Entry Last Updated : 2/2/2021

CrownBikepath575 GEILEVEELOG

14889

19.79 19.79 Fence Post and cable fence on the waterside slope.
Entry Last Updated : 2/1/2021

Water SidePost & Cable576 GEILEVEELOG

19.79 19.79 Fence Post and cable fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SidePost & Cable594 LEVEELOG

19.85 19.85 Structure Entry Last Updated : 7/29/2020Water SideBridge1122 LEVEELOG

16669

19.95 20.04 Wall Concrete wall at easement boundary.
Entry Last Updated : 12/5/2014

Land SideConcrete / 
Masonry Wall

1123 LEVEELOG
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19.97 19.97 UCIP DS_ID:23274
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch reinforced concrete 
gravity drainage pipe through the levee, 12 feet below the 
crown. Flap gate and concrete headwall on the waterside 
(WS). Manhole on the landside (LS). Pipe partially 
plugged with concrete on the LS. [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 20.14)].
Entry Last Updated : 5/27/2021

CrossingCulvert1546 UCIPAUG2021

20.00 20.00 Miscellaneou
s

Trees along the landward slope. Oak, olive, and walnut, 
and ornamentals.
Entry Last Updated : 11/18/2014

Land SideLandscaping579 GEILEVEELOG

20.01 20.12 Ramp Paved ramp on the waterward slope.
Entry Last Updated : 2/2/2021

Water SideRamp578 GEILEVEELOG

20.03 20.03 Structure Entry Last Updated : 7/29/2020Land SidePole - Utility1128 LEVEELOG

20.04 20.04 UCIP DS_ID:23465
EP_NO: 6424
Crossing Status: Not Found
FIELD_STRUCT_DESC: 1 of 2: 3.5-inch reinforced 
concrete communications conduit through the levee, at an 
unknown depth. (Permit No. 6424, 1969 - PG&E). 
[Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingConduit1547 UCIPAUG2021

6424

20.04 20.04 Aerial Television cable crosses the levee.
Entry Last Updated : 1/29/2021

CrossingCommunications583 GEILEVEELOG

9808

20.04 20.04 Gate Entry Last Updated : 11/18/2014CrownMetal1124 LEVEELOG

20.04 20.07 At Grade West Lane bisects the levee.
Entry Last Updated : 2/2/2021

CrossingRoad / Highway1125 LEVEELOG

20.04 20.04 Aerial Entry Last Updated : 11/18/2014CrossingCommunications1127 LEVEELOG

20.04 20.04 Aerial Entry Last Updated : 11/18/2014CrossingHigh Voltage1126 LEVEELOG
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20.04 20.04 UCIP DS_ID:23302
EP_NO: 14601
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch steel natural gas main 
through the levee, approximately 6 feet below the crown. 
(Permit No. 14601, 1987 - PG&E). [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingPipe1548 UCIPAUG2021

14601

20.05 20.05 UCIP DS_ID:23301
EP_NO: 5137
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 6-inch coated steel gas line, 2.5 
feet below the crown and across the channel. (Permit No. 
5137, 1965 - PG&E). [Additional Reference(s): DWR 
Levee Log, 1992. USACE San Joaquin O&M Manual 
611.1, Volume F, (HLM 20.21)].
Entry Last Updated : 5/27/2021

CrossingPipe1549 UCIPAUG2021

5137

20.05 20.05 UCIP DS_ID:23275
EP_NO: 6424
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 3.5-inch reinforced 
concrete communications conduit through the levee, at an 
unknown depth, and attached to the upstream side of the 
bridge. (Permit No. 6424, 1969 - PG&E). [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingConduit1550 UCIPAUG2021

6424

20.07 20.07 Fence Post and cable fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SidePost & Cable1129 LEVEELOG

20.07 20.07 Structure Entry Last Updated : 11/18/2014Land SideSign1130 LEVEELOG

20.07 20.07 Gate Entry Last Updated : 11/18/2014CrownMetal1131 LEVEELOG

20.07 20.11 Fence Chain link fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideChain Link584 GEILEVEELOG

20.07 20.21 Miscellaneou
s

Pine trees planted along the landward slope.
Entry Last Updated : 10/7/2014

Land SideLandscaping586 GEILEVEELOG

20.07 23.48 Aerial Power pole line along the landward slope and toe.
Entry Last Updated : 11/19/2014

Land SideHigh Voltage585 GEILEVEELOG
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20.09 20.09 UCIP DS_ID:23303
EP_NO: 13623
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 4: 30-inch steel drainage 
pipes through the levee, 4.75 feet below the crown. 
Siphon breakers on corrugated metal riser units on the 
landside (LS) shoulder. Pumps on the LS of the levee. 
(Permit No. 13623, Date Unknown - City of Stockton 
Department of Public Works). [Additional Reference(s): 
DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingCulvert1551 UCIPAUG2021

13623

20.09 20.09 UCIP DS_ID:23467
EP_NO: 13623
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 4: 14-inch steel drainage 
pipes through the levee, 4.75 feet below the crown. 
Siphon breakers on corrugated metal riser units on the 
landside (LS) shoulder. Pumps on the LS of the levee. 
(Permit No. 13623, Date Unknown - City of Stockton 
Department of Public Works). [Additional Reference(s): 
DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingCulvert1552 UCIPAUG2021

13623

20.09 20.09 UCIP DS_ID:23466
EP_NO: 13623
Crossing Status: Found
FIELD_STRUCT_DESC: 3 of 4: 30-inch steel drainage 
pipes through the levee, 4.75 feet below the crown. 
Siphon breakers on corrugated metal riser units on the 
landside (LS) shoulder. Pumps on the LS of the levee. 
(Permit No. 13623, Date Unknown - City of Stockton 
Department of Public Works). [Additional Reference(s): 
DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingCulvert1553 UCIPAUG2021

13623

20.09 20.09 UCIP DS_ID:24859
EP_NO: 13623
Crossing Status: Found
FIELD_STRUCT_DESC: 4 of 4: 30-inch steel drainage 
pipes through the levee, 4.75 feet below the crown. 
Siphon breakers in corrugated metal riser units on the 
landside (LS) shoulder. Pumps on the LS of the levee. 
(Permit No. 13623, Date Unknown - City of Stockton 
Department of Public Works). [Additional Reference(s): 
DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingCulvert1554 UCIPAUG2021

13623
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20.09 20.09 UCIP DS_ID:23276
EP_NO: 13890
Crossing Status: Not Found
FIELD_STRUCT_DESC: 4-inch ABS plastic electrical 
conduit through the levee, 2 feet below the crown. (Permit 
No. 13890, Date Unknown - PG&E). [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 4/16/2021

CrossingConduit1555 UCIPAUG2021

13890

20.10 20.10 UCIP DS_ID:23277
EP_NO: 14995
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 30-inch steel drainage 
pipes through the levee, 4.5 feet below the crown. 
Headwall and flap gates on the waterside (WS). Siphon 
breakers in corrugated metal riser unit on the landside 
(LS) shoulder. Pumps on the LS. (Permit No. 14995, 
1989 - City of Stockton Department of Public Works). 
[Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

Pipe608 UCIPAUG2021

14995

20.10 20.10 UCIP DS_ID:23468
EP_NO: 14995
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 30-inch steel drainage 
pipe through the levee, 4.5 feet below the crown. Flap 
gates and headwall on the waterside (WS). Siphon 
breakers in corrugated metal riser units on the landside 
(LS). Pumps on the LS. (Permit No. 14995, 1989 - City of 
Stockton Department of Public Works). [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingCulvert1557 UCIPAUG2021

14995

20.11 20.14 Wall Entry Last Updated : 11/18/2014Land SideConcrete / 
Masonry Wall

1134 LEVEELOG

20.14 20.21 Fence Metal fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideMetal1136 LEVEELOG

20.21 20.28 Fence Chain link fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideChain Link1137 LEVEELOG

20.25 20.35 Ramp Ramp on waterward slope under railroad.
Entry Last Updated : 11/18/2014

Water SideRamp592 GEILEVEELOG

20.28 20.28 Gate Entry Last Updated : 11/18/2014CrownMetal1138 LEVEELOG
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20.29 20.29 At Grade Union Pacific Railroad crosses the levee at crown 
elevation.
Entry Last Updated : 2/2/2021

CrossingRailroad596 USACEPI

20.29 20.29 Structure Several misc. poles around railrad crossing.
Entry Last Updated : 11/18/2014

Water Side and 
Land Side

Pole1139 LEVEELOG

20.30 20.30 UCIP DS_ID:24965
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: Communications cable markers 
along downstream side of bridge.
Entry Last Updated : 5/27/2021

CrossingConduit1558 UCIPAUG2021

20.30 20.30 UCIP DS_ID:23278
EP_NO: 14067
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 1-inch fiber optics 
communications cable/conduit of an unknown material 
through the levee, 3.5 feet below the crown. (Permit Nos. 
14067, Date Unknown - MCI Telecommunications 
Corporation and 14112, Date Unknown - United Telecom 
Communications). [Additional Reference(s): DWR Levee 
Log, 1992].
Entry Last Updated : 5/27/2021

CrossingConduit1559 UCIPAUG2021

14067

20.31 20.31 Gate Entry Last Updated : 2/1/2021CrownMetal1140 LEVEELOG

20.31 20.46 Fence Chain link fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideChain Link1141 LEVEELOG

20.43 20.46 Ramp Entry Last Updated : 11/18/2014Land SideRamp1143 LEVEELOG

20.46 20.57 Fence Metal fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideMetal1142 LEVEELOG

20.49 20.49 Structure Entry Last Updated : 11/18/2014CrownSign1144 LEVEELOG
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20.58 20.58 UCIP DS_ID:23279
EP_NO: 4583
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch reinforced concrete 
drainage pipe through the levee, 12.5 feet below the 
crown. Concrete headwall and flap gate on the waterside 
(WS) end. Concrete headwall with flashboard slats on the 
landside (LS). (Permit No. 4583, 1964 - San Joaquin 
County Department of Public Works). [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 20.76)].
Entry Last Updated : 6/17/2021

CrossingCulvert1560 UCIPAUG2021

4583

20.58 20.58 Gate Entry Last Updated : 11/18/2014Land SideMetal1145 LEVEELOG

20.58 20.58 Ramp Ramp on the landward slope to Caribrook Street.
Entry Last Updated : 11/18/2014

Land SideRamp606 GEILEVEELOG

20.58 20.61 Fence Chain link fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideChain Link607 LEVEEINSPECTION

20.59 20.59 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility92 LEVEELOG

20.61 20.67 Fence Wood fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideWood1146 LEVEELOG

20.64 20.64 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility96 LEVEELOG

20.67 20.79 Structure Building with fencing along toe of levee.
Entry Last Updated : 11/18/2014

Land SideBuilding610 LEVEEINSPECTION

20.69 20.69 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility98 LEVEELOG

20.76 20.76 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility102 LEVEELOG

20.79 20.79 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility107 LEVEELOG

20.80 20.80 Fence Wrought iron fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideWrought Iron1147 LEVEELOG
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20.81 20.81 Structure Control box on landside with concrete all between control 
box and slope of levee.
Entry Last Updated : 11/18/2014

Land SideControl Box1148 LEVEELOG

20.81 20.81 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility108 LEVEELOG

20.82 20.82 Fence Chain link fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideChain Link612 LEVEEINSPECTION

20.84 20.89 Fence Wood fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideWood1149 LEVEELOG

20.87 20.87 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility110 LEVEELOG

20.92 20.92 Ramp Paved ramp from levee to Bianchi Road.
Entry Last Updated : 12/5/2014

Land SideRamp1150 LEVEELOG

20.93 20.93 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility111 LEVEELOG

20.95 20.95 Aerial Overhead power line crosses the levee.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage618 GEILEVEELOG

5854

6809

20.95 20.95 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility114 LEVEELOG

20.95 21.04 Ramp Paved ramp on waterward slope.  Access under El 
Dorado Avenue.
Entry Last Updated : 11/18/2014

Water SideRamp613 GEILEVEELOG

20.99 20.99 At Grade El Dorado Avenue crosses levee.
Entry Last Updated : 2/2/2021

CrownRoad / Highway1152 LEVEELOG

20.99 20.99 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility115 LEVEELOG
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21.01 21.01 UCIP DS_ID:23304
EP_NO: 12551
Crossing Status: Found
FIELD_STRUCT_DESC: Four 3.5-inch galvanized iron 
communications conduits attached to the landside (LS) 
and the waterside (WS) bridge, through the levee, 3 feet 
below the crown. Manhole in crown. (Permit No. 12551, 
1978 - PT&T). [Additional Reference(s): DWR Levee Log, 
1992].
Entry Last Updated : 5/27/2021

CrossingConduit1561 UCIPAUG2021

12551

21.01 21.20 Fence Chain link fence on the landside hinge down to the 
landside toe.
Entry Last Updated : 2/1/2021

Land SideChain Link624 GEILEVEELOG

21.01 21.01 UCIP DS_ID:23280
EP_NO: 3445
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 27-inch siphon pipe through the 
levee and under channel 5.5 feet below the crown. Portion 
through the levee encased in 6-inch reinforced concrete. 
A manhole in the landside of the levee crown. (App. 
No.3445 - California Water Service Co.). (Permit No. 
12017) [Additional Reference(s): DWR Levee Log, 1976, 
1977, 1978, 1987, 1990. USACE San Joaquin O&M 
Manual Unit 611, Part No. 1 – Mormon Slough Project, 
Unit 15 Mormon Slough: HLM 1.18 – 13.46, Unit 15 
Diverting Canal: HLM 13.79 – 18.01, Unit 15 Calaveras 
River LB: 18.54-18.76, Unit 15 Calaveras River RB: HLM 
19.35 – 25.38, Unit 16 Mormon Slough: 0.27 – 13.18, Unit 
16 Diverting Canal: 14.71 – 17.79, Unit 16 Calaveras 
River: 18.98 – 23.36, Unit 17 Potter Creek RB: 0.33 – 
0.60, Unit 18 Potter Creek LB: 0.00-0.55, June 1965, 
(HLM 21.20)]
Entry Last Updated : 5/27/2021

CrossingPipe1562 UCIPAUG2021

3445

21.01 21.01 Structure Entry Last Updated : 11/18/2014Land SideManhole Cover1153 LEVEELOG
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21.03 21.03 UCIP DS_ID:23281
EP_NO: 2389
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 3: 16-inch steel drainage 
pipe through the levee, 4.6 feet below the crown. Flap 
gate on the waterside (WS) end. Siphon breakers in 42-
inch concrete riser on the WS shoulder. Pump house on 
the landside (LS). (emergency work to remove silt and 
sand blocking discharge pipe work authorized under 
Permit No. 6809, 1969 - City of Stockton; 16-inch pipe 
authorized under Permit No. 2389, 1957 - City of 
Stockton). [Additional Reference(s): DWR Levee Log, 
1976, 1977, 1978, 1987, 1990. USACE San Joaquin O&M 
Manual Unit 611, Part No. 1 – Mormon Slough Project, 
Unit 15 Mormon Slough: HLM 1.18 – 13.46, Unit 15 
Diverting Canal: HLM 13.79 – 18.01, Unit 15 Calaveras 
River LB: 18.54-18.76, Unit 15 Calaveras River RB: HLM 
19.35 – 25.38, Unit 16 Mormon Slough: 0.27 – 13.18, Unit 
16 Diverting Canal: 14.71 – 17.79, Unit 16 Calaveras 
River: 18.98 – 23.36, Unit 17 Potter Creek RB: 0.33 – 
0.60, Unit 18 Potter Creek LB: 0.00-0.55, (HLM 21.21)].
Entry Last Updated : 5/27/2021

CrossingCulvert1563 UCIPAUG2021

2389

21.03 21.03 UCIP DS_ID:23469
EP_NO: 2389
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 3: 18-inch steel drainage 
pipe through the levee, 4.6 feet below the crown. Flap 
gate on the waterside (WS) end. Siphon breaker in 42-
inch concrete riser located on the WS shoulder. Pump 
house is located on the landside (LS). In 2011, pipe 
section from pump station to riser was replaced. 
(emergency work to remove silt and sand blocking 
discharge pipe work authorized under Permit No. 6809, 
1969 - City of Stockton; 18-inch pipe authorized under 
Permit No. 2389, 1957 - City of Stockton).  [Additional 
Reference(s): DWR Levee Log, 1976, 1977, 1978, 1987, 
1990. USACE San Joaquin O&M Manual Unit 611, Part 
No. 1 – Mormon Slough Project, Unit 15 Mormon Slough: 
HLM 1.18 – 13.46, Unit 15 Diverting Canal: HLM 13.79 – 
18.01, Unit 15 Calaveras River LB: 18.54-18.76, Unit 15 
Calaveras River RB: HLM 19.35 – 25.38, Unit 16 Mormon 
Slough: 0.27 – 13.18, Unit 16 Diverting Canal: 14.71 – 
17.79, Unit 16 Calaveras River: 18.98 – 23.36, Unit 17 
Potter Creek RB: 0.33 – 0.60, Unit 18 Potter Creek LB: 
0.00-0.55, (HLM 21.21)]
Entry Last Updated : 5/27/2021

CrossingCulvert1564 UCIPAUG2021

2389
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21.03 21.03 UCIP DS_ID:23470
EP_NO: 2389
Crossing Status: Found
FIELD_STRUCT_DESC: 3 of 3: 24-inch steel pipes 
through the levee 4.6-feet below the crown. Flap gates on 
the waterward end. Siphon breakers in 42-inch concrete 
riser on the waterward shoulder. Pump house on the 
landward side. Chain link fence around the pump house. 
(emergency work to remove silt and sand blocking 
discharge pipe work authorized under Permit No. 6809, 
1969 - City of Stockton; 24-inch pipe authorized under 
Permit No. 2389 - City of Stockton).  [Additional 
Reference(s): DWR Levee Log, 1976, 1977, 1978, 1987, 
1990. USACE San Joaquin O&M Manual Unit 611, Part 
No. 1 – Mormon Slough Project, Unit 15 Mormon Slough: 
HLM 1.18 – 13.46, Unit 15 Diverting Canal: HLM 13.79 – 
18.01, Unit 15 Calaveras River LB: 18.54-18.76, Unit 15 
Calaveras River RB: HLM 19.35 – 25.38, Unit 16 Mormon 
Slough: 0.27 – 13.18, Unit 16 Diverting Canal: 14.71 – 
17.79, Unit 16 Calaveras River: 18.98 – 23.36, Unit 17 
Potter Creek RB: 0.33 – 0.60, Unit 18 Potter Creek LB: 
0.00-0.55, (HLM 21.21)]
Entry Last Updated : 5/27/2021

CrossingCulvert1565 UCIPAUG2021

2389

21.03 21.03 UCIP DS_ID:23282
EP_NO: 4981
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 3: 36-inch steel pipe 
through the levee 4.6-feet below the crown. Flap gates on 
the waterward end. Siphon breakers in 42-inch concrete 
risers on the waterward shoulder. Pump house on the 
landward side. (Permit No. 4981 - City of Stockton) O&M 
Manual SJR Assumed 999. [Additional Reference(s): 
DWR Levee Log, 1976, 1977, 1978, 1987, 1990. USACE 
San Joaquin O&M Manual Unit 611, Part No. 1 – Mormon 
Slough Project, Unit 15 Mormon Slough: HLM 1.18 – 
13.46, Unit 15 Diverting Canal: HLM 13.79 – 18.01, Unit 
15 Calaveras River LB: 18.54-18.76, Unit 15 Calaveras 
River RB: HLM 19.35 – 25.38, Unit 16 Mormon Slough: 
0.27 – 13.18, Unit 16 Diverting Canal: 14.71 – 17.79, Unit 
16 Calaveras River: 18.98 – 23.36, Unit 17 Potter Creek 
RB: 0.33 – 0.60, Unit 18 Potter Creek LB: 0.00-0.55, June 
1965, (HLM 21.22)]
Entry Last Updated : 5/27/2021

CrossingCulvert1566 UCIPAUG2021

4981
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21.03 21.03 UCIP DS_ID:23471
EP_NO: 4981
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 3: 16-inch steel pipe 
through the levee 4.6-feet below the crown. Flap gates on 
the waterward end. Siphon breakers in 42-inch concrete 
risers on the waterward shoulder. Pump house on the 
landward side. (Permit No. 4981 - City of Stockton) 
[Additional Reference(s): DWR Levee Log, 1976, 1977, 
1978, 1987, 1990. USACE San Joaquin O&M Manual Unit 
611, Part No. 1 – Mormon Slough Project, Unit 15 
Mormon Slough: HLM 1.18 – 13.46, Unit 15 Diverting 
Canal: HLM 13.79 – 18.01, Unit 15 Calaveras River LB: 
18.54-18.76, Unit 15 Calaveras River RB: HLM 19.35 – 
25.38, Unit 16 Mormon Slough: 0.27 – 13.18, Unit 16 
Diverting Canal: 14.71 – 17.79, Unit 16 Calaveras River: 
18.98 – 23.36, Unit 17 Potter Creek RB: 0.33 – 0.60, Unit 
18 Potter Creek LB: 0.00-0.55, June 1965, (HLM 21.22)]
Entry Last Updated : 5/27/2021

CrossingCulvert1567 UCIPAUG2021

4981

21.04 21.04 UCIP DS_ID:23472
EP_NO: 4981
Crossing Status: Found
FIELD_STRUCT_DESC: 3 of 3: 36-inch steel pipe 
through the levee, 4.6-feet below the crown. Flap gates on 
the waterward end. Siphon breakers in 42-inch concrete 
risers on the waterward shoulder. Pump house on the 
landward side. (Permit No. 4981 - City of Stockton) 
[Additional Reference(s): DWR Levee Log, 1976, 1977, 
1978, 1987, 1990. USACE San Joaquin O&M Manual Unit 
611, Part No. 1 – Mormon Slough Project, Unit 15 
Mormon Slough: HLM 1.18 – 13.46, Unit 15 Diverting 
Canal: HLM 13.79 – 18.01, Unit 15 Calaveras River LB: 
18.54-18.76, Unit 15 Calaveras River RB: HLM 19.35 – 
25.38, Unit 16 Mormon Slough: 0.27 – 13.18, Unit 16 
Diverting Canal: 14.71 – 17.79, Unit 16 Calaveras River: 
18.98 – 23.36, Unit 17 Potter Creek RB: 0.33 – 0.60, Unit 
18 Potter Creek LB: 0.00-0.55, June 1965, (HLM 21.22)]
Entry Last Updated : 5/27/2021

CrossingCulvert1568 UCIPAUG2021

4981

21.04 21.04 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility119 LEVEELOG

21.11 21.11 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility121 LEVEELOG

21.16 21.16 Structure Entry Last Updated : 11/18/2014Land SideSign1155 LEVEELOG

21.17 21.21 Ramp Entry Last Updated : 11/18/2014Land SideRamp1156 LEVEELOG
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21.19 21.19 Structure 1 inch steel sign on landside crown of levee.
Entry Last Updated : 2/2/2021

Land SideSign629 USACEPI

21.19 21.19 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility124 LEVEELOG

21.20 21.20 Aerial Overhead power line crosses the levee. Overhead guy 
wire anchor in the landward shoulder.
Entry Last Updated : 1/29/2021

CrossingHigh Voltage630 GEILEVEELOG

3918

21.27 21.27 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility126 LEVEELOG

21.29 21.53 Fence Chain link fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideChain Link636 GEILEVEELOG

13628

21.53 21.53 Structure Entry Last Updated : 11/18/2014Land SideControl Box1157 LEVEELOG

21.53 21.58 Fence Wrought iron fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideWrought Iron1158 LEVEELOG

21.56 21.64 Ramp Ramp on waterward slope.  Access under Pacific Avenue.
Entry Last Updated : 10/7/2014

Water SideRamp640 GEILEVEELOG

21.58 21.58 Gate Metal drive gate.
Entry Last Updated : 2/1/2021

CrownMetal644 GEILEVEELOG

21.58 21.58 Fence Post and cable fence on the waterside hinge.
Entry Last Updated : 2/1/2021

Water SidePost & Cable1159 LEVEELOG

21.59 21.59 UCIP DS_ID:23283
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel pipe of an 
unknown purpose through the levee, 4 feet below the 
crown. Pipe hung on upstream side of Pacific Avenue 
Bridge across the channel. 2.5-inch conduit through the 
levee, 1 foot below the crown, not found. Manhole on the 
landside (LS) crown. Small steel pipe riser unit on the 
waterside (WS) levee slope. [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 21.79)].
Entry Last Updated : 4/16/2021

CrossingPipe1569 UCIPAUG2021
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21.60 21.60 UCIP DS_ID:24860
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: Two 6-inch galvanized iron 
communications conduits attached to the bridge and 
through the levee, 2 feet below the crown.
Entry Last Updated : 5/27/2021

CrossingPipe1570 UCIPAUG2021

21.60 21.60 UCIP DS_ID:24861
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch galvanized iron 
communications conduit attached to the bridge and 
through the levee, 2 feet below the crown.
Entry Last Updated : 5/27/2021

CrossingPipe1571 UCIPAUG2021

21.61 21.61 At Grade Pacific Avenue crosses the levee at the crown elevation.
Entry Last Updated : 10/7/2014

CrossingRoad / Highway646 GEILEVEELOG

21.61 21.61 UCIP DS_ID:24862
EP_NO: 17170
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch steel gas pipeline 
attached to the bridge and through the levee, about 2 feet 
below the crown. Manhole on the landside (LS). (Permit 
No. 17170, 1999 - PG&E).
Entry Last Updated : 5/27/2021

CrossingPipe1572 UCIPAUG2021

17170

21.62 21.62 Fence Post and cable on the waterside hinge.
Entry Last Updated : 2/1/2021

Water SidePost & Cable595 LEVEELOG

21.62 21.62 Fence Post and cable fence on the landside hinge.
Entry Last Updated : 2/1/2021

Land SidePost & Cable1163 LEVEELOG

21.62 21.62 Gate Entry Last Updated : 11/18/2014CrownMetal1165 LEVEELOG

21.63 21.63 UCIP DS_ID:23284
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Telephone conduit of an 
unknown size or material through the levee, 15 feet below 
the crown and under the channel. 30-inch manhole in the 
waterside (WS) slope. [Additional Reference(s): DWR 
Levee Log, 1992].
Entry Last Updated : 4/16/2021

CrossingConduit1573 UCIPAUG2021

21.64 21.64 Structure Entry Last Updated : 11/18/2014Water SideSign1164 LEVEELOG
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21.68 21.68 At Grade Road at landside toe of levee.
Entry Last Updated : 11/18/2014

Land SideRoad / Highway642 USACEPI

21.69 21.69 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility130 LEVEELOG

21.72 21.90 Fence Fence line is within 15 feet of the landside toe of levee.
Entry Last Updated : 2/1/2021

Land SideChain Link649 USACEPI

21.76 21.76 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility133 LEVEELOG

21.83 21.83 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility134 LEVEELOG

21.84 21.84 Structure Entry Last Updated : 11/18/2014Land SideSign1166 LEVEELOG

21.90 21.90 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility136 LEVEELOG

21.90 21.90 Structure Entry Last Updated : 11/18/2014Land SideStandpipe1167 LEVEELOG

21.91 21.91 UCIP DS_ID:23305
EP_NO: 9619
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch steel water pipe attached 
to the bridge and through the levee, 5 feet below the 
crown. (Permit No. 9619, 1974 - University of the Pacific). 
[Additional Reference(s): DWR Levee Log, 1992, concrete 
pipe listed].
Entry Last Updated : 5/27/2021

CrossingPipe1574 UCIPAUG2021

9619

21.91 21.91 At Grade Paved road bisects levee.
Entry Last Updated : 2/2/2021

CrossingRoad / Highway1169 LEVEELOG

21.91 21.91 Structure Black plastic 30" standpipe
Entry Last Updated : 11/18/2014

Water SideStandpipe1170 LEVEELOG
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21.91 21.91 UCIP DS_ID:24863
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch steel pipe of an unknown 
purpose sleeved into an 18-inch corrugated metal pipe 
through the levee, at an unknown depth. Other 11 smaller 
pipes through the levee and attached to the bridge. 
Manhole on levee crown with steel cover.
Entry Last Updated : 5/27/2021

CrossingPipe1575 UCIPAUG2021

21.92 21.92 Structure Pedestrian Bridge across the channel. (App.No.6234)
Entry Last Updated : 11/18/2014

Water SideBridge656 GEILEVEELOG

6234

21.92 21.92 UCIP DS_ID:23183
EP_NO: 17313
Crossing Status: Not Found
FIELD_STRUCT_DESC: 4-inch Schedule 80 polyvinyl 
chloride electrical conduit through the levees, 
approximately 2 feet below the crown, and attached to the 
existing Wood Memorial Bridge across the Calaveras 
River. (Permit No. 17313, 2001 - University of the Pacific).
Entry Last Updated : 5/27/2021

CrossingConduit1576 UCIPAUG2021

17313

21.95 21.95 Structure 2 large transformers at former levee toe location.
Entry Last Updated : 2/2/2021

Land SideTransformer653 USACEPI

21.95 22.11 Fence Fence line within 15 foot of the landside toe of levee.
Entry Last Updated : 2/1/2021

Land SideChain Link657 USACEPI

21.99 21.99 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility140 LEVEELOG

22.07 22.07 Structure Cinder block stairs on the landside levee slope. Permitted. 
Monitor
Entry Last Updated : 10/7/2014

Land SideStairs658 USACEPI

22.07 22.07 Aerial Entry Last Updated : 11/18/2014CrossingHigh Voltage664 USACEPI

22.09 22.09 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility145 LEVEELOG

22.09 22.09 Aerial Entry Last Updated : 11/18/2014CrossingHigh Voltage1174 LEVEELOG

22.10 22.10 Structure Covered manhole and no drill zone painted on AC.
Entry Last Updated : 2/2/2021

Land SideManhole Cover666 USACEPI
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22.10 22.10 Structure Sign on waterside of the levee crown. Permit not 
available. Locate permit. Unresolved.
Entry Last Updated : 11/18/2014

Water SideSign1175 LEVEELOG

22.11 22.11 Structure Wooden stairs on landside levee slope.
Entry Last Updated : 2/2/2021

Land SideStairs661 USACEPI

22.11 22.11 Aerial Entry Last Updated : 11/18/2014CrossingHigh Voltage1176 LEVEELOG

22.11 22.16 Fence Wrought iron fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideWrought Iron1177 LEVEELOG

22.11 22.11 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility147 LEVEELOG

22.13 22.23 Ramp Ramp on waterward slope. Access under Pershing 
Avenue Bridge.
Entry Last Updated : 12/5/2014

Water SideRamp659 GEILEVEELOG

22.14 22.14 Miscellaneou
s

Trees.
Entry Last Updated : 11/18/2014

Land SideLandscaping1179 LEVEELOG

22.16 22.16 Structure Line of power poles for high voltage.
Entry Last Updated : 8/3/2020

Land SidePole - Utility150 LEVEELOG

22.16 22.16 Structure Line of power poles for high voltage.
Entry Last Updated : 8/3/2020

Land SidePole - Utility156 LEVEELOG

22.16 22.16 Structure Line of power poles for high voltage.
Entry Last Updated : 8/3/2020

Land SidePole - Utility158 LEVEELOG

22.16 22.16 Structure Line of power poles for high voltage.
Entry Last Updated : 8/3/2020

Land SidePole - Utility165 LEVEELOG

22.17 22.17 UCIP DS_ID:23285
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: Four 5.5-inch steel conduits of 
an unknown purpose through the levee, 5 feet below the 
crown. Conduit hung on upstream side of Pershing 
Avenue Bridge. [Additional Reference(s): DWR Levee 
Log, 1992. USACE San Joaquin O&M Manual 611.1, 
Volume F, (HLM 22.37)].
Entry Last Updated : 5/27/2021

CrossingConduit1577 UCIPAUG2021
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22.17 22.17 UCIP DS_ID:24864
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch steel communications 
conduit attached to the upstream side of the bridge and 
through the levee, 5 feet below the crown. Manhole on the 
landside (LS).
Entry Last Updated : 5/17/2021

CrossingConduit1578 UCIPAUG2021

22.17 22.17 At Grade Pershing Avenue crosses levee at the crown elevation.
Entry Last Updated : 2/2/2021

CrossingRoad / Highway672 GEILEVEELOG

22.17 22.17 Structure Entry Last Updated : 11/18/2014Land SideSign1178 LEVEELOG

22.17 22.17 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/7/2014

CrossingHigh Voltage670 GEILEVEELOG

22.17 22.17 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility168 LEVEELOG

6311-B

22.18 22.18 UCIP DS_ID:24865
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel pipe of an 
unknown purpose attached under the downstream side of 
North Pershing Avenue Bridge and through the levee, at 
an unknown depth.
Entry Last Updated : 5/17/2021

CrossingPipe1579 UCIPAUG2021

22.19 22.19 Fence Chain-link fence barricades levee crown.
Entry Last Updated : 10/7/2014

CrownChain Link673 GEILEVEELOG

22.19 22.44 Fence Chain link fence on the landside toe.
Entry Last Updated : 2/1/2021

Land SideChain Link1180 LEVEELOG

22.22 22.22 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility170 LEVEELOG

22.24 22.24 UCIP DS_ID:23286
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Water main of an unknown size 
or material through the levee and under the channel, at an 
unknown depth. Manhole on the waterside (WS) of the 
levee crown. [Additional Reference(s): DWR Levee Log, 
1992].
Entry Last Updated : 5/27/2021

CrossingPipe1580 UCIPAUG2021
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22.25 22.25 Miscellaneou
s

Turnout on waterward shoulder.
Entry Last Updated : 10/7/2014

Water SideTurnout678 GEILEVEELOG

22.27 22.27 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility184 LEVEELOG

22.31 22.31 Aerial Overhead power line crosses the levee.
Entry Last Updated : 8/3/2020

CrossingHigh Voltage193 LEVEELOG

22.34 22.34 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility196 LEVEELOG

22.36 22.43 Ramp Ramp on landward slope. Access to Brookside Road.
Entry Last Updated : 10/7/2014

Water SideRamp682 GEILEVEELOG

22.38 22.38 UCIP DS_ID:23288
EP_NO: 14350
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 30-inch steel drainage 
pipe through the levee, 3 feet below the crown. Flapgates 
on the waterside (WS) pipe ends. Pump house across the 
road on the landside (LS). Siphon breakers on concrete 
riser units on the WS shoulder. (Permit No. 14350, Date 
Unknown - City of Stockton Department of Public Works). 
[Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingCulvert1581 UCIPAUG2021

14350

22.38 22.38 UCIP DS_ID:23473
EP_NO: 14350
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 30-inch steel drainage 
pipe through the levee, 3 feet below the crown. Siphon 
breakers on concrete riser units on the waterside (WS) 
shoulder. Flapgates on the WS pipe ends. Pump house 
across the road on the landside (LS). (Permit No. 14350, 
Date Unknown - City of Stockton Department of Public 
Works). [Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingCulvert1582 UCIPAUG2021

14350

22.38 22.38 UCIP DS_ID:23287
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch drainage pipe of an 
unknown material through the levee, at an unknown 
depth. Siphon breaker in concrete riser units on the 
waterside (WS) shoulder. Flap gate on the WS pipe end. 
Pump house across the road on the landside (LS). (Permit 
No. 2594, 1957 - City of Stockton). [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingPipe1583 UCIPAUG2021
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22.44 22.44 Structure Entry Last Updated : 11/18/2014CrownSign1181 LEVEELOG

22.53 22.53 Ramp Ramp on the waterward slope.
Entry Last Updated : 8/3/2020

Water SideRamp204 LEVEELOG

22.53 22.53 UCIP DS_ID:23289
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 12-inch reinforced concrete 
water main through the levee, 3.5 feet below the crown. 
Pipe extends under the channel. Siphon breaker in pipe 
riser unit on the waterside (WS) shoulder. [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 22.76)].
Entry Last Updated : 5/27/2021

CrossingPipe1584 UCIPAUG2021

22.58 22.58 Structure Two 12" monitoring wells on asphaltic concrete crown. 
Permit not available. Locate permit. Unresolved.  
Manholes visible.
Entry Last Updated : 11/19/2014

CrownMonitoring Well687 USACEPI

22.59 22.59 Ramp Ramp on the waterward slope.
Entry Last Updated : 8/3/2020

Water SideRamp206 LEVEELOG

22.68 22.68 Structure Street sign on landside levee slope.
Entry Last Updated : 11/19/2014

Land SideSign691 USACEPI

22.68 22.68 Fence Chain link fence on the landside ramp.
Entry Last Updated : 2/1/2021

Land SideChain Link694 LEVEEINSPECTION

22.69 22.69 Ramp Paved ramp on the waterward slope to Brookside Road.
Entry Last Updated : 11/19/2014

Land SideRamp692 GEILEVEELOG

22.76 22.76 UCIP DS_ID:23290
EP_NO: 18615
Crossing Status: Found
FIELD_STRUCT_DESC: 14-inch steel irrigation pipe 
through the levee, 6 feet below the crown. Pump house on 
the pile structure in bank. Siphon breaker in corrugated 
metal riser unit on the landside (LS). (Permit No. 18615, 
2010 - Venetian Bridges Homeowners Association). 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 22.98)].
Entry Last Updated : 5/27/2021

CrossingPipe1585 UCIPAUG2021

18615

22.76 22.76 Ramp Ramp on the waterward slope.
Entry Last Updated : 10/7/2014

Water SideRamp699 GEILEVEELOG
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22.76 22.76 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility207 LEVEELOG

22.76 22.76 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility210 LEVEELOG

22.76 22.76 Structure Catch basin at road curb.
Entry Last Updated : 11/19/2014

Land SideOther1183 LEVEELOG

22.84 22.84 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility212 LEVEELOG

22.91 22.91 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility215 LEVEELOG

22.92 22.92 UCIP DS_ID:23477
EP_NO: 1366
Crossing Status: Not Found
FIELD_STRUCT_DESC: 2 of 2: 8-inch steel sewer line 
through the levee, 3.1 feet below the crown. 12-inch sewer 
line through the levee, 4 feet below the crown. Pipelines 
extend under the channel. Siphon breakers on the 
waterside (WS) shoulder. (Permit Nos. 1366, 1949, and 
6356, 1968 - Pacific Gardens Sanitary District). [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 24.14) 
concrete pipe listed].
Entry Last Updated : 4/20/2021

CrossingPipe1586 UCIPAUG2021

1366

22.97 22.97 Structure Entry Last Updated : 11/19/2014Land SideSign1184 LEVEELOG

22.99 22.99 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility216 LEVEELOG

22.99 22.99 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility222 LEVEELOG

23.05 23.05 Structure Fiberoptic communication box at landside toe.
Entry Last Updated : 12/5/2014

Land SideControl Box1185 LEVEELOG

23.05 23.05 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility225 LEVEELOG

23.05 23.05 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility231 LEVEELOG
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23.11 23.11 Structure Entry Last Updated : 11/19/2014Land SideSign1186 LEVEELOG

23.11 23.11 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility238 LEVEELOG

23.11 23.11 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility247 LEVEELOG

23.14 23.14 Revetment Entry Last Updated : 11/19/2014Water SideRock1190 LEVEELOG

23.16 23.16 Structure Entry Last Updated : 11/19/2014Land SideSign1187 LEVEELOG

23.17 23.17 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility248 LEVEELOG

23.17 23.17 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility250 LEVEELOG

23.20 23.20 Structure Entry Last Updated : 11/19/2014Land SideSign1189 LEVEELOG

23.22 23.22 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility253 LEVEELOG

23.22 23.22 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility255 LEVEELOG

23.24 23.24 UCIP DS_ID:23291
EP_NO: 4583
Crossing Status: Not Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe 
through the levee, 8 feet below the crown. Metal pump 
house on the waterside (WS). 1.5-inch electrical conduit 
through the levee, at an unknown depth, to the pump. 
(Permit Nos. 4583, 1964 - San Joaquin County 
Department of Public Works and 18615, 2010 - Venetian 
Bridges Homeowners Association). Pipe replaced with 14-
inch steel pipe. [Additional Reference(s): DWR Levee 
Log, 1992. USACE San Joaquin O&M Manual 611.1, 
Volume F, (HLM 23.47)].
Entry Last Updated : 4/20/2021

CrossingPipe1587 UCIPAUG2021

4583
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23.25 23.25 Ramp Ramp on the waterward slope.
Entry Last Updated : 2/2/2021

Water SideRamp716 GEILEVEELOG

6185

23.29 23.29 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility257 LEVEELOG

23.29 23.29 Structure Entry Last Updated : 11/19/2014Land SideSign1191 LEVEELOG

23.34 23.34 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility258 LEVEELOG

23.36 23.36 Ramp Ramp on landward slope.  Access to Brookside Road and 
under Interstate 5.
Entry Last Updated : 8/3/2020

Land SideRamp262 LEVEELOG

23.37 23.37 Structure Comm. Box at landside toe.
Entry Last Updated : 12/5/2014

Land SideControl Box1193 LEVEELOG

23.37 23.37 Structure Entry Last Updated : 11/19/2014Land SideSign1192 LEVEELOG

23.40 23.40 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility266 LEVEELOG

23.43 23.64 Ramp Ramp on landward slope.  Access to Brookside Road and 
under Interstate 5.
Entry Last Updated : 10/7/2014

Land SideRamp726 GEILEVEELOG

23.49 23.59 Structure Entry Last Updated : 11/19/2014Land SideGuardrail1194 LEVEELOG

23.49 23.49 Structure Drain inlet located at landside toe of levee.
Entry Last Updated : 2/2/2021

Land SideOther719 USACEPI

23.51 23.55 Aerial I-5 crossing.
Entry Last Updated : 1/29/2021

CrossingBridge721 USACEPI

23.56 23.56 Structure Abandoned structure. Corroded pole protruding from 
underground wooden box with guy wire rebar anchors and 
electrical power box underground.
Entry Last Updated : 2/2/2021

Land SideOther727 USACEPI
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23.57 23.57 UCIP DS_ID:23292
EP_NO: 12172
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 4: 12-inch coated steel 
drainage pipes through the levee, 5.5 feet below the 
crown. Siphon breakers in concrete riser units on the 
waterside (WS) shoulder. Manholes on Brokeside Road. 
Sanitary Sewer Pumping Station across the road. (Permit 
No. 12172, 1977 - City of Stockton). [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingPipe1588 UCIPAUG2021

12172

23.57 23.57 UCIP DS_ID:23474
EP_NO: 12172
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 4. 30-inch coated steel 
drainage pipes through the levee, 5.5 feet below the 
crown. Siphon breakers in concrete riser units on the 
waterside (WS) shoulder. Manholes on Brokeside Road. 
Sanitary sewer pumping station across the road. (Permit 
No. 12172, 1977 - City of Stockton). [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingPipe1589 UCIPAUG2021

12172

23.57 23.57 UCIP DS_ID:23475
EP_NO: 12172
Crossing Status: Found
FIELD_STRUCT_DESC: 3 of 4: 30-inch coated steel 
drainage pipes through the levee, 5.5 feet below the 
crown. Siphon breakers in concrete riser units on the 
waterside (WS) shoulder. Manholes on Brokeside Road. 
Sanitary Sewer Pumping Station across the road. (Permit 
No. 12172, 1977 - City of Stockton). [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingPipe1590 UCIPAUG2021

12172

23.57 23.57 UCIP DS_ID:23476
EP_NO: 12172
Crossing Status: Found
FIELD_STRUCT_DESC: 4 of 4: 30-inch coated steel 
drainage pipes through the levee, 5.5 feet below the 
crown. Siphon breakers in concrete riser units on the 
waterside (WS) shoulder. Manholes on Brokeside Road. 
Sanitary sewer pumping station across the road. (Permit 
No. 12172, 1977 - City of Stockton). [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingPipe1591 UCIPAUG2021

12172

23.59 23.60 Structure Several street signs at landside toe.
Entry Last Updated : 11/19/2014

Land SideSign1195 LEVEELOG

23.59 23.59 Structure Abandoned metal pole at landside shoulder.
Entry Last Updated : 11/19/2014

Land SidePole1196 LEVEELOG
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23.61 23.61 UCIP DS_ID:23181
EP_NO: 16597
Crossing Status: Not Found
FIELD_STRUCT_DESC: 4-inch high-density polyethylene 
communications conduit through the levee, 2 feet below 
the crown, and under the channel of the Calaveras River. 
(Permit No. 16597, 1996 - Brooks Fiber Communications 
of Stockton).
Entry Last Updated : 4/20/2021

CrossingConduit1592 UCIPAUG2021

16597

23.62 23.62 Aerial Entry Last Updated : 11/19/2014CrossingHigh Voltage1198 LEVEELOG

23.62 23.92 Aerial Power pole line along the landward slope.
Entry Last Updated : 11/19/2014

Land SideHigh Voltage735 GEILEVEELOG

23.62 23.92 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility732 USACEPI

23.63 23.63 Structure Sign on levee crown.
Entry Last Updated : 11/19/2014

Land SideSign1197 LEVEELOG

23.66 23.66 Structure Entry Last Updated : 11/19/2014Land SideSign1199 LEVEELOG

23.68 23.68 Structure Entry Last Updated : 11/19/2014Land SideSign1200 LEVEELOG

23.70 23.70 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility269 LEVEELOG

23.78 23.78 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility272 LEVEELOG

23.81 23.89 Revetment Entry Last Updated : 11/19/2014Land SideRock1201 LEVEELOG

23.85 23.85 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility273 LEVEELOG

23.89 23.92 Structure 18 inch diameter wood posts spaced at 3 feet along 
landside toe of levee.
Entry Last Updated : 2/2/2021

Land SidePole739 USACEPI
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23.92 23.92 Structure Metal power pole.
Entry Last Updated : 2/2/2021

Land SidePole - Utility277 LEVEELOG

23.93 24.06 Revetment Entry Last Updated : 11/19/2014Water SideRock1203 LEVEELOG

23.94 23.94 UCIP DS_ID:23293
EP_NO: 1366
Crossing Status: Not Found
FIELD_STRUCT_DESC: 1 of 2: 8-inch steel sewer line 
through the levee, 3.1 feet below the crown. 12-inch sewer 
line through the levee, 4 feet below the crown. Pipelines 
extend under the channel. Siphon breakers on the 
waterside (WS) shoulder. (Permit Nos. 1366, 1949, and 
6356, 1968 - County of San Joaquin Pacific Gardens 
Sanitary District). [Additional Reference(s): DWR Levee 
Log, 1992. USACE San Joaquin O&M Manual 611.1, 
Volume F, (HLM 24.14) concrete pipe listed].
Entry Last Updated : 4/20/2021

CrossingPipe1593 UCIPAUG2021

1366

23.97 23.97 Ramp Paved access ramp to Brookside Road.
Entry Last Updated : 11/19/2014

Land SideRamp738 USACEPI

23.99 23.99 Fence Wrought iron fence on the waterside slope.
Entry Last Updated : 2/1/2021

Water SideWrought Iron597 LEVEELOG

23.99 23.99 Gate Entry Last Updated : 11/19/2014CrownMetal743 GEILEVEELOG

23.99 23.99 Fence Wrought iron fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SideWrought Iron1204 LEVEELOG

24.00 24.40 At Grade Paved road on levee crown.
Entry Last Updated : 10/7/2014

CrownRoad / Highway750 GEILEVEELOG

24.01 24.01 UCIP DS_ID:23294
EP_NO: 10472
Crossing Status: Found
FIELD_STRUCT_DESC: 16-inch coated steel irrigation 
pipe and conduit of an unknown material or purpose 
through the levee, 2 feet below the crown. Pump house on 
pile structure in stream. Two 1.5-inch electrical conduits 
through the levee, 5 feet below the crown. Standpipes on 
the waterside (WS). (Permit No. 10472, 1975 - Brookside 
Farms). [Additional Reference(s): DWR Levee Log, 1992. 
USACE San Joaquin O&M Manual 611.1, Volume F, 
(HLM 24.24) 14-inch pipe listed].
Entry Last Updated : 5/27/2021

CrossingPipe1594 UCIPAUG2021

10472
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24.02 24.02 Fence Wrought iron fence on the landside hinge.
Entry Last Updated : 2/1/2021

Land SideWrought Iron1207 LEVEELOG

24.02 24.02 UCIP DS_ID:23184
EP_NO: 16852
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 4: 18-inch coated steel 
drainage pipes through the right bank levee of the 
Calaveras River, 2 feet below the crown. Siphon breakers 
on concrete riser units on the waterside (WS) shoulder 
and pumps on concrete sump on the landside (LS). 
(Permit No. 15874, 1993 - City of Stockton). (Superseded 
by Permit No. 16852, 2001 - Reclamation District No. 
2074/Siegfried Engineering, Inc.).
Entry Last Updated : 5/27/2021

CrossingCulvert1595 UCIPAUG2021

15874

16852

24.02 24.02 Revetment Asphalt on slope.
Entry Last Updated : 11/19/2014

Land SideConcrete1209 LEVEELOG

24.02 24.02 UCIP DS_ID:23478
EP_NO: 15874
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 4: 18-inch coated steel 
drainage pipes through the right bank levee of the 
Calaveras River, 2 feet below the crown. Siphon breakers 
on concrete riser units on the waterside (WS) shoulder. 
Pumps on concrete sump on the landside (LS). (Permit 
No. 15874, 1993 - City of Stockton). (Superseded by 
Permit No. 16852, 2001 - Reclamation District No. 
2074/Siegfried Engineering, Inc.).
Entry Last Updated : 5/27/2021

CrossingCulvert1596 UCIPAUG2021

15874

24.02 24.02 UCIP DS_ID:23479
EP_NO: 16852
Crossing Status: Found
FIELD_STRUCT_DESC: 3 of 4: 18-inch coated steel 
drainage pipes through the right bank levee of the 
Calaveras River, 2 feet below the crown. Siphon breakers 
on concrete riser units on the waterside (WS) shoulder. 
Pumps on concrete sump on the landside (LS). (Permit 
No. 15874, 1993 - City of Stockton). (Superseded by 
Permit No. 16852, 2001 - Reclamation District No. 
2074/Siegfried Engineering, Inc.).
Entry Last Updated : 5/27/2021

CrossingCulvert1597 UCIPAUG2021

15874

16852
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24.02 24.02 UCIP DS_ID:23480
EP_NO: 16852
Crossing Status: Found
FIELD_STRUCT_DESC: 4 of 4: 10-inch coated steel 
drainage pipes through the right bank levee of the 
Calaveras River, 2 feet below the crown. Siphon breakers 
on concrete riser units on the waterside (WS) shoulder. 
Pumps on concrete sump on the landside (LS). (Permit 
No. 15874, 1993 - City of Stockton). (Superseded by 
Permit No. 16852, 2001 - Reclamation District No. 
2074/Siegfried Engineering, Inc.). [Additional 
Reference(s): USACE San Joaquin O&M Manual 611.1, 
Volume F, (HLM 24.24) 10-inch pipe].
Entry Last Updated : 5/27/2021

CrossingCulvert1598 UCIPAUG2021

15874

16852

24.03 24.29 Miscellaneou
s

Trees along lope on the waterside of levee.
Entry Last Updated : 2/2/2021

Water SideLandscaping1210 LEVEELOG

24.03 25.38 Miscellaneou
s

Residential homes along landside slope have well 
maintained landscaping with irrigation systems.
Entry Last Updated : 8/3/2020

Land SideLandscaping281 LEVEELOG

24.04 24.04 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs283 LEVEELOG

24.06 24.06 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs285 LEVEELOG

24.09 24.09 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs288 LEVEELOG

24.11 24.11 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs304 LEVEELOG

24.13 24.13 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs306 LEVEELOG

24.14 24.14 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs308 LEVEELOG

24.16 24.16 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs312 LEVEELOG

24.17 24.17 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs316 LEVEELOG
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24.18 24.18 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs318 LEVEELOG

24.19 24.19 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs319 LEVEELOG

24.20 24.20 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs321 LEVEELOG

24.22 24.22 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs325 LEVEELOG

17340

24.22 24.22 UCIP DS_ID:23186
EP_NO: 16513
Crossing Status: Not Found
FIELD_STRUCT_DESC: To install a polyvinyl chloride 
irrigation system of an unknown size and depth, fencing, 
and to landscape the right bank levee of the Calaveras 
River. (Permit No. 16513, 1996 - Group Development 
Associates).
Entry Last Updated : 5/12/2021

Land SidePipe1599 UCIPAUG2021

16513

24.23 24.23 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs327 LEVEELOG

24.23 24.23 Revetment Entry Last Updated : 11/19/2014Water SideRock1213 LEVEELOG

24.25 24.25 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs335 LEVEELOG

24.28 24.28 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs338 LEVEELOG

16545

24.30 24.30 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs340 LEVEELOG

24.30 24.30 Gate Entry Last Updated : 11/19/2014CrownMetal1217 LEVEELOG

24.30 24.30 Fence Wrought iron fence on the waterside slope.
Entry Last Updated : 2/1/2021

Water SideWrought Iron598 LEVEELOG

24.30 24.30 Fence Wrought iron fence on the landside slope.
Entry Last Updated : 2/1/2021

Land SideWrought Iron1219 LEVEELOG
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24.32 24.32 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs342 LEVEELOG

24.34 24.34 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs346 LEVEELOG

16522

24.35 24.35 Structure Stairs from levee to dock.
Entry Last Updated : 12/5/2014

Water SideStairs1221 LEVEELOG

24.35 24.35 Structure Dock on waterside levee slope.
Entry Last Updated : 11/19/2014

Water SideDock760 USACEPI

24.36 24.36 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs349 LEVEELOG

24.37 24.37 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs358 LEVEELOG

24.38 24.38 Structure Entry Last Updated : 11/19/2014Water SideDock1222 LEVEELOG

24.39 24.39 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs362 LEVEELOG

24.40 24.40 Structure Dock on waterside levee slope.
Entry Last Updated : 11/19/2014

Water SideDock766 USACEPI

24.41 24.41 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs368 LEVEELOG

24.42 24.42 Structure Entry Last Updated : 11/19/2014Water SideStairs1226 LEVEELOG

24.42 24.42 Structure Light pole on the shoulder of levee n the landside.
Entry Last Updated : 12/5/2014

Land SidePole1224 LEVEELOG

24.42 24.42 Structure Entry Last Updated : 11/19/2014Water SideDock1225 LEVEELOG

24.42 24.42 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs369 LEVEELOG
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24.44 24.44 Structure Entry Last Updated : 11/19/2014Water SideStairs1228 LEVEELOG

24.44 24.44 Structure Concrete pad is in place and also wooden post on water 
in place. Ramp missing from concete pad to water.
Entry Last Updated : 11/19/2014

Water SideDock1229 LEVEELOG

24.44 24.44 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs370 LEVEELOG

24.46 24.46 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs372 LEVEELOG

24.46 24.46 Structure Entry Last Updated : 11/19/2014Water SideStairs1231 LEVEELOG

24.46 24.46 Structure Entry Last Updated : 11/19/2014Water SideDock1230 LEVEELOG

24.47 24.47 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs376 LEVEELOG

24.47 24.47 Structure Entry Last Updated : 11/19/2014Water SideDock1232 LEVEELOG

24.47 24.47 Structure Entry Last Updated : 11/19/2014Water SideStairs1233 LEVEELOG

24.49 24.49 Structure Entry Last Updated : 11/19/2014Water SideDock1234 LEVEELOG

24.49 24.49 Structure Entry Last Updated : 11/19/2014Water SideStairs1235 LEVEELOG

24.49 24.49 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs377 LEVEELOG

24.50 24.50 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs383 LEVEELOG

24.50 24.50 Structure Entry Last Updated : 11/19/2014Water SideDock1239 LEVEELOG
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24.52 24.52 Structure Entry Last Updated : 11/19/2014Water SideDock1240 LEVEELOG

24.52 24.52 Structure Entry Last Updated : 11/19/2014Water SideStairs1241 LEVEELOG

24.52 24.52 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs384 LEVEELOG

24.53 24.53 Structure Entry Last Updated : 11/19/2014Water SideDock1244 LEVEELOG

24.53 24.53 Structure Entry Last Updated : 11/19/2014Water SideStairs1245 LEVEELOG

24.53 24.53 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs389 LEVEELOG

24.55 24.55 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs390 LEVEELOG

24.55 24.55 Structure Entry Last Updated : 11/19/2014Water SideDock1246 LEVEELOG

24.56 24.56 Structure Entry Last Updated : 11/19/2014Water SideDock1249 LEVEELOG

24.56 24.56 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs394 LEVEELOG

24.58 24.58 Structure Entry Last Updated : 11/19/2014Water SideDock1250 LEVEELOG

24.58 24.58 Fence Handrails on slope on landside of levee.
Entry Last Updated : 11/19/2014

Land SideMetal1253 LEVEELOG

24.58 24.58 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs401 LEVEELOG

24.59 24.59 Structure Entry Last Updated : 11/19/2014Water SideDock1254 LEVEELOG
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24.59 24.59 Fence Single handrail on the slope on the landside of levee.
Entry Last Updated : 11/19/2014

Land SideMetal1255 LEVEELOG

24.59 24.59 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs403 LEVEELOG

24.61 24.61 Structure Entry Last Updated : 11/19/2014Water SideDock1256 LEVEELOG

24.61 24.61 Structure Entry Last Updated : 11/19/2014Water SideStairs1257 LEVEELOG

24.61 24.61 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs404 LEVEELOG

16519

24.62 24.62 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs411 LEVEELOG

24.62 24.62 Structure Entry Last Updated : 11/19/2014Water SideDock1260 LEVEELOG

24.62 24.62 Structure Entry Last Updated : 11/19/2014Water SideStairs1261 LEVEELOG

24.63 24.63 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs415 LEVEELOG

16544

24.64 24.64 Structure Entry Last Updated : 11/19/2014Water SideStairs1262 LEVEELOG

24.64 24.64 Structure Entry Last Updated : 11/19/2014Water SideDock1263 LEVEELOG

24.65 24.65 Structure Entry Last Updated : 11/19/2014Water SideStairs1266 LEVEELOG

24.65 24.65 Structure Entry Last Updated : 11/19/2014Water SideDock1267 LEVEELOG

24.65 24.65 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs420 LEVEELOG
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24.66 24.66 Structure Entry Last Updated : 11/19/2014Water SideStairs1270 LEVEELOG

24.66 24.66 Structure Entry Last Updated : 11/19/2014Water SideDock1271 LEVEELOG

24.66 24.66 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs422 LEVEELOG

24.69 24.69 Structure Dock is in place, ramp is missing.
Entry Last Updated : 11/19/2014

Water SideDock1274 LEVEELOG

24.70 24.70 Structure Entry Last Updated : 11/19/2014Water SideSign1275 LEVEELOG

24.70 24.70 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs423 LEVEELOG

16905

24.71 24.71 Structure Entry Last Updated : 11/19/2014Water SideDock1276 LEVEELOG

24.72 24.72 Structure Entry Last Updated : 11/19/2014Water SideStairs1277 LEVEELOG

24.72 24.72 Structure Entry Last Updated : 11/19/2014Water SideDock1278 LEVEELOG

24.72 24.72 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs430 LEVEELOG

16522

24.73 24.73 Structure Entry Last Updated : 11/19/2014Water SideStairs1282 LEVEELOG

24.73 24.73 Structure Entry Last Updated : 11/19/2014Water SideDock1283 LEVEELOG

24.73 24.73 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs433 LEVEELOG

24.75 24.75 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs434 LEVEELOG
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24.75 24.75 Structure Concrete pad and wooden post in water in place. Ramp 
missing.
Entry Last Updated : 11/19/2014

Water SideDock1286 LEVEELOG

24.77 24.77 Structure Entry Last Updated : 11/19/2014Water SideDock1287 LEVEELOG

24.77 24.77 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs437 LEVEELOG

24.78 24.78 Structure Entry Last Updated : 11/19/2014Water SideStairs1288 LEVEELOG

24.78 24.78 Structure Entry Last Updated : 11/19/2014Water SideDock1289 LEVEELOG

24.78 24.78 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs439 LEVEELOG

24.80 24.80 Structure Entry Last Updated : 11/19/2014Water SideStairs1292 LEVEELOG

24.80 24.80 Structure Entry Last Updated : 11/19/2014Water SideDock1293 LEVEELOG

24.80 24.80 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs440 LEVEELOG

24.81 24.81 Structure Entry Last Updated : 11/19/2014Water SideDock1297 LEVEELOG

24.81 24.81 Structure Entry Last Updated : 11/19/2014Water SideStairs1296 LEVEELOG

24.81 24.81 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs441 LEVEELOG

24.83 24.83 Structure Concrete pad and wooden post in water in place. Ramp 
missing.
Entry Last Updated : 11/19/2014

Water SideDock1300 LEVEELOG

24.85 24.85 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs445 LEVEELOG
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24.85 24.85 Structure Entry Last Updated : 11/19/2014Water SideStairs1301 LEVEELOG

24.85 24.85 Structure Entry Last Updated : 11/19/2014Water SideDock1302 LEVEELOG

24.86 24.86 UCIP DS_ID:23295
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe 
through the levee, 5.3 feet below the crown. Pump on pile 
structure in stream. Siphon breaker in corrugated metal 
pipe riser unit on the landside (LS) shoulder. Concrete 
standpipe on the LS. 1.5-inch electrical conduit through 
the levee, 5 feet below the crown. [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 25.05)].
Entry Last Updated : 4/21/2021

CrossingPipe1600 UCIPAUG2021

24.86 24.86 Structure Entry Last Updated : 11/19/2014Water SideDock1305 LEVEELOG

24.87 24.87 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs450 LEVEELOG

24.87 24.87 Fence Single handrail on waterside slope.
Entry Last Updated : 2/1/2021

Water SideMetal599 LEVEELOG

24.87 24.87 Fence Single handrail on landside slope.
Entry Last Updated : 2/1/2021

Land SideMetal1308 LEVEELOG

24.87 24.87 Structure Entry Last Updated : 11/19/2014Water SideStairs1309 LEVEELOG

24.88 24.88 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs455 LEVEELOG

24.89 24.89 Structure Entry Last Updated : 11/19/2014Water SideDock1310 LEVEELOG

24.89 24.89 Structure Entry Last Updated : 11/19/2014Water SideDock1311 LEVEELOG

24.90 24.90 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs456 LEVEELOG
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24.92 24.92 Structure Entry Last Updated : 11/19/2014Water SideStairs1313 LEVEELOG

24.92 24.92 Structure Entry Last Updated : 11/19/2014Water SideDock1314 LEVEELOG

24.92 24.92 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs457 LEVEELOG

24.94 24.94 Structure Entry Last Updated : 11/19/2014Water SideDock1316 LEVEELOG

24.95 24.95 Structure Entry Last Updated : 11/19/2014Water SideDock1317 LEVEELOG

24.95 24.95 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs461 LEVEELOG

24.96 24.96 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs462 LEVEELOG

24.96 24.96 Structure Entry Last Updated : 11/19/2014Water SideStairs1320 LEVEELOG

24.96 24.96 Structure Entry Last Updated : 11/19/2014Water SideDock1321 LEVEELOG

24.98 24.98 Structure Entry Last Updated : 11/19/2014Water SideDock1324 LEVEELOG

24.98 24.98 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs476 LEVEELOG

24.99 24.99 Structure Entry Last Updated : 11/19/2014Water SideDock1327 LEVEELOG

25.00 25.00 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs478 LEVEELOG

25.01 25.01 Structure Entry Last Updated : 11/19/2014Water SideStairs1330 LEVEELOG
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25.01 25.01 Structure Entry Last Updated : 11/19/2014Water SideDock1331 LEVEELOG

25.01 25.01 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs481 LEVEELOG

25.02 25.02 Structure 2 monitoring wells on levee crown.
Entry Last Updated : 12/8/2014

CrownMonitoring Well789 USACEPI

25.02 25.02 Structure Entry Last Updated : 11/19/2014Water SideDock786 USACEPI

25.02 25.02 Structure Entry Last Updated : 11/19/2014Water SideStairs1334 LEVEELOG

25.02 25.02 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs482 LEVEELOG

25.03 25.03 Structure Entry Last Updated : 11/19/2014Water SideStairs1337 LEVEELOG

25.03 25.03 Structure Entry Last Updated : 11/19/2014Water SideDock1338 LEVEELOG

25.03 25.03 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs493 LEVEELOG

25.04 25.04 Structure Entry Last Updated : 11/19/2014Water SideStairs1341 LEVEELOG

25.04 25.04 Structure Entry Last Updated : 11/19/2014Water SideDock1342 LEVEELOG

25.04 25.04 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs495 LEVEELOG

25.06 25.06 Structure Entry Last Updated : 11/19/2014Water SideDock1346 LEVEELOG

25.06 25.06 Structure Entry Last Updated : 11/19/2014Water SideStairs1345 LEVEELOG
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25.06 25.06 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs501 LEVEELOG

25.06 25.06 UCIP DS_ID:23296
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 4-inch steel irrigation pipe 
through the levee, 2 feet below the crown. Pump mounted 
on concrete foundation on the waterside (WS) slope. 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 25.26)].
Entry Last Updated : 4/21/2021

CrossingPipe1601 UCIPAUG2021

25.07 25.07 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs507 LEVEELOG

25.07 25.07 Structure Entry Last Updated : 11/19/2014Water SideDock795 USACEPI

25.07 25.07 Structure Entry Last Updated : 11/19/2014Water SideStairs1349 LEVEELOG

25.07 25.07 Structure Entry Last Updated : 11/19/2014Water SideDock1352 LEVEELOG

25.08 25.08 Structure Entry Last Updated : 11/19/2014Water SideStairs1355 LEVEELOG

25.08 25.08 Structure Entry Last Updated : 11/19/2014Water SideDock1356 LEVEELOG

25.08 25.08 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs508 LEVEELOG

25.09 25.09 Structure Entry Last Updated : 11/19/2014Water SideDock1359 LEVEELOG

25.10 25.10 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs510 LEVEELOG

25.11 25.11 Structure Entry Last Updated : 11/19/2014Water SideStairs1360 LEVEELOG

25.11 25.11 Structure Entry Last Updated : 11/19/2014Water SideDock1361 LEVEELOG
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25.11 25.11 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs514 LEVEELOG

25.11 25.11 Structure Entry Last Updated : 11/19/2014Water SideSign1364 LEVEELOG

25.12 25.12 Fence Single handrail on landside slope.
Entry Last Updated : 11/19/2014

Land SideMetal1365 LEVEELOG

25.12 25.12 Structure Entry Last Updated : 11/19/2014Water SideStairs1366 LEVEELOG

25.12 25.12 Structure Entry Last Updated : 11/19/2014Water SideDock1367 LEVEELOG

25.12 25.12 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs520 LEVEELOG

25.13 25.13 Structure Entry Last Updated : 11/19/2014Water SideStairs1370 LEVEELOG

25.13 25.13 Structure Entry Last Updated : 11/19/2014Water SideDock1371 LEVEELOG

25.13 25.13 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs530 LEVEELOG

25.14 25.14 Structure Entry Last Updated : 11/19/2014Water SideControl Box1374 LEVEELOG

25.14 25.14 UCIP DS_ID:23297
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe and 
electrical conduit of an unknown material through the 
levee, 5 feet below the crown. Pump on steel structure in 
the channel. [Additional Reference(s): DWR Levee Log, 
1992. USACE San Joaquin O&M Manual 611.1, Volume 
F, (HLM 25.38)].
Entry Last Updated : 5/27/2021

CrossingPipe1602 UCIPAUG2021

25.15 25.15 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs533 LEVEELOG
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25.15 25.15 Structure Entry Last Updated : 11/19/2014Water SideStairs1377 LEVEELOG

25.15 25.15 Structure Entry Last Updated : 11/19/2014Water SideDock1378 LEVEELOG

25.16 25.16 Fence Single handrail on landside slope.
Entry Last Updated : 11/19/2014

Land SideMetal1381 LEVEELOG

25.16 25.16 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs534 LEVEELOG

25.16 25.16 Structure Entry Last Updated : 11/19/2014Water SideStairs1382 LEVEELOG

25.16 25.16 Structure Entry Last Updated : 11/19/2014Water SideDock1383 LEVEELOG

25.18 25.18 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs536 LEVEELOG

25.18 25.18 Structure Only wooden poles in water. No ramp and no concrete 
pad.
Entry Last Updated : 12/8/2014

Water SideDock1386 LEVEELOG

25.19 25.19 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs537 LEVEELOG

25.19 25.19 Structure Entry Last Updated : 11/19/2014Water SideStairs1387 LEVEELOG

25.19 25.19 Structure Entry Last Updated : 11/19/2014Water SideDock1388 LEVEELOG

25.21 25.21 Structure Entry Last Updated : 11/19/2014Water SideDock1391 LEVEELOG

25.23 25.23 Structure Entry Last Updated : 11/19/2014Water SideStairs1393 LEVEELOG

25.23 25.23 Structure Entry Last Updated : 11/19/2014Water SideDock1394 LEVEELOG
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25.24 25.24 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs539 LEVEELOG

25.25 25.25 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs542 LEVEELOG

25.25 25.25 Structure Concrete pad and both wooden poles in water in place. 
Ramp missing.
Entry Last Updated : 11/19/2014

Water SideDock1397 LEVEELOG

25.27 25.27 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs545 LEVEELOG

25.27 25.27 Fence Two handrails located on landside slope.
Entry Last Updated : 11/19/2014

Land SideMetal1398 LEVEELOG

25.27 25.27 Structure Entry Last Updated : 11/19/2014Water SideStairs1399 LEVEELOG

25.27 25.27 Structure Entry Last Updated : 11/19/2014Water SideDock1400 LEVEELOG

25.29 25.29 Structure Entry Last Updated : 11/19/2014Water SideDock1403 LEVEELOG

25.30 25.30 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs548 LEVEELOG

25.30 25.30 Structure Entry Last Updated : 11/19/2014Water SideStairs1404 LEVEELOG

25.30 25.30 Structure Entry Last Updated : 11/19/2014Water SideDock1405 LEVEELOG

25.31 25.31 Structure Entry Last Updated : 11/19/2014Water SideStairs1408 LEVEELOG

25.31 25.31 Structure Entry Last Updated : 11/19/2014Water SideDock1409 LEVEELOG

25.32 25.32 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs550 LEVEELOG
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25.33 25.33 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs552 LEVEELOG

25.35 25.35 Structure Entry Last Updated : 11/19/2014Water SideStairs1412 LEVEELOG

25.35 25.35 Structure Concrete pad and both wooden poles in water in place. 
Ramp is missing.
Entry Last Updated : 12/8/2014

Water SideDock1413 LEVEELOG

25.36 25.36 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs553 LEVEELOG

25.36 25.36 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs554 LEVEELOG

25.37 25.37 Structure Entry Last Updated : 11/19/2014Water SideDock1415 LEVEELOG

25.38 25.38 Structure Stairs on landside levee slope.
Entry Last Updated : 8/3/2020

Land SideStairs562 LEVEELOG
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0.01 0.14 At Grade Shelton Road on the levee crown.
Entry Last Updated : 12/7/2020

CrownRoad / Highway5 GEILEVEELOG

0.01 0.14 Fence Chain link and barbed wire fence along the waterside 
shoulder.
Entry Last Updated : 12/7/2020

Water SideChain Link1 GEILEVEELOG

0.02 11.12 Non-Project 
Levee

This portion of the unit contains a non-project levee and 
access road.
Entry Last Updated : 12/7/2020

CrownExtension2 LEVEEINSPECTION

0.02 0.02 Ramp Left bank levee of Mormon Slough at ramp to channel 
bottom. It should be noted that the left bank of Mormon 
Slough from Escalon-Bellota Road to Jack Tone Road 
consists mainly of a dirt road with small dikes across low 
areas at a number of locations.
Entry Last Updated : 12/7/2020

Water SideRamp3 GEILEVEELOG

0.03 0.03 Structure Sign on the waterside.
Entry Last Updated : 12/7/2020

Water SideSign820 LEVEELOG

0.04 0.04 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/7/2020

CrossingHigh Voltage821 LEVEELOG

0.04 0.08 Aerial Overhead power lines on the waterside.
Entry Last Updated : 12/7/2020

Water SideHigh Voltage822 LEVEELOG

0.04 0.08 Aerial Overhead telephone lines on the waterside.
Entry Last Updated : 12/7/2020

Water SideCommunications823 LEVEELOG

0.04 0.04 Structure Power pole line along the waterside shoulder.
Entry Last Updated : 12/7/2020

Water SidePole - Utility4 GEILEVEELOG

0.07 0.07 Structure Power pole on the waterside.
Entry Last Updated : 12/7/2020

Water SidePole - Utility824 LEVEELOG

0.08 0.08 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/7/2020

CrossingHigh Voltage825 LEVEELOG

0.08 0.08 Aerial Overhead telephone lines cross the levee.
Entry Last Updated : 12/7/2020

CrossingCommunications826 LEVEELOG

0.11 0.11 Aerial Overhead telephone lines cross the levee.
Entry Last Updated : 12/7/2020

CrossingCommunications829 LEVEELOG
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0.11 0.11 Structure Power pole on the waterside.
Entry Last Updated : 12/7/2020

Water SidePole - Utility828 LEVEELOG

0.11 0.11 Structure Power pole on the landside.
Entry Last Updated : 12/7/2020

Land SidePole - Utility827 LEVEELOG

0.12 0.12 Aerial Overhead power lines on the landside.
Entry Last Updated : 12/7/2020

Land SideHigh Voltage831 LEVEELOG

0.12 0.12 Structure Four large control boxes on concrete pad surrounded by 
metal poles. One labeled "High Voltage" and one labeled 
"Verizon."
Entry Last Updated : 12/7/2020

Water SideControl Box832 LEVEELOG

0.12 0.12 Structure Power pole on the waterside.
Entry Last Updated : 12/7/2020

Water SidePole - Utility833 LEVEELOG

0.12 0.12 Structure Damaged 18-inch well next to USACE shed. Cables 
inside well.
Entry Last Updated : 12/7/2020

Water SideMonitoring Well835 LEVEELOG

0.12 0.12 Structure Shed with antenna and solar panel tower attached. Sign 
on the door says, "USACE Gauge Station."
Entry Last Updated : 12/7/2020

Water SideGauge834 LEVEELOG

0.13 0.13 Structure Several street signs on both sides of the road.
Entry Last Updated : 12/7/2020

Water Side and 
Land Side

Sign836 LEVEELOG

0.13 0.13 Aerial Overhead power lines cross the levee. (Permit No. 5432, 
1966 - Pacific Gas and Electric Company)
Entry Last Updated : 12/7/2020

CrossingHigh Voltage6 GEILEVEELOG

5432

0.14 0.14 Structure Escalon-Bellota Road crosses the levee. Bridge across 
the channel. (Permit No. 5275, 1966 - County of San 
Joaquin, Department of Public Works)
Entry Last Updated : 12/7/2020

Water SideBridge8 GEILEVEELOG

5275

0.14 0.14 Structure Power pole on the landside.
Entry Last Updated : 12/7/2020

Land SidePole - Utility837 LEVEELOG

0.15 0.15 Gate Metal drive gate across the crown. (2018 Lock)
Entry Last Updated : 12/7/2020

CrownMetal9 GEILEVEELOG

0.15 0.15 Fence Cross fence on the waterside slope.
Entry Last Updated : 12/7/2020

Water SideChain Link13 LEVEELOG
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0.15 0.15 Fence Cross fence on the landside slope.
Entry Last Updated : 12/7/2020

Land SideChain Link18 LEVEELOG

0.20 0.20 Structure 10-inch concrete standpipe.
Entry Last Updated : 12/7/2020

Land SideStandpipe841 LEVEELOG

0.26 0.26 UCIP DS_ID:23313
EP_NO: 6637
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe 2-
feet below the ground surface. Pump mounted on top of 
30-inch concrete pump sump on landward side. 42-inch 
concrete standpipe on the landward side. (Permit 
No.6637 - George Watkins) [Additional Reference(s): 
DWR Levee Log, 1976, 1977, 1978, 1987, 1990. USACE 
San Joaquin O&M Manual Unit 611, Part No. 1 – Mormon 
Slough Project, Unit 15 Mormon Slough: HLM 1.18 – 
13.46, Unit 15 Diverting Canal: HLM 13.79 – 18.01, Unit 
15 Calaveras River LB: 18.54-18.76, Unit 15 Calaveras 
River RB: HLM 19.35 – 25.38, Unit 16 Mormon Slough: 
0.27 – 13.18, Unit 16 Diverting Canal: 14.71 – 17.79, Unit 
16 Calaveras River: 18.98 – 23.36, Unit 17 Potter Creek 
RB: 0.33 – 0.60, Unit 18 Potter Creek LB: 0.00-0.55, June 
1965, (HLM 0.27)]
Entry Last Updated : 5/18/2021

CrossingPipe11 UCIPAUG2021

6637

0.27 0.27 Aerial Overhead power lines cross the roadway. (Permit No. 
6692, 1969 - Pacific Gas and Electric Company)
Entry Last Updated : 12/7/2020

CrossingHigh Voltage10 GEILEVEELOG

6692

0.27 0.27 Structure Two power poles on the landside.
Entry Last Updated : 12/7/2020

Land SidePole - Utility843 LEVEELOG

0.43 0.43 UCIP DS_ID:23314
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 14-inch reinforced concrete 
irrigation pipe, 3.5 feet below the roadway. Pump house 
removed from the waterside (WS). 36-inch standpipe on 
the WS. 8-inch intake pipe to standpipe. [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 0.44)].
Entry Last Updated : 5/18/2021

CrossingPipe15 UCIPAUG2021

0.43 0.43 Fence Barbed wire fence on the landside.
Entry Last Updated : 12/7/2020

Land SideBarbed Wire22 LEVEELOG

0.43 0.43 Structure Power pole on the landside.
Entry Last Updated : 12/7/2020

Land SidePole - Utility848 LEVEELOG
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0.43 0.43 Fence Barbed wire fence on the waterside.
Entry Last Updated : 12/7/2020

Water SideBarbed Wire849 LEVEELOG

0.43 0.80 At Grade Paved private road on the crown.
Entry Last Updated : 12/7/2020

CrownRoad / Highway850 LEVEELOG

0.43 0.43 Aerial Overhead telephone lines cross the levee.
Entry Last Updated : 12/7/2020

CrossingCommunications14 GEILEVEELOG

0.43 0.43 Aerial Overhead power lines on the landside.
Entry Last Updated : 12/7/2020

Land SideHigh Voltage847 LEVEELOG

0.43 0.43 UCIP DS_ID:24912
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch steel irrigation pipe 
through the levee, 1 foot below the crown. Pipe open on 
the waterside (WS) shoulder.
Entry Last Updated : 5/18/2021

CrossingPipe17 UCIPAUG2021

0.43 0.43 UCIP DS_ID:24915
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 2.5-inch steel water pipe through 
the levee, at an unknown depth. Valve at tank on the 
waterside (WS) shoulder.
Entry Last Updated : 5/18/2021

CrossingPipe19 UCIPAUG2021

0.43 0.43 Structure Power pole on the waterside.
Entry Last Updated : 12/7/2020

Water SidePole - Utility855 LEVEELOG

0.43 0.43 UCIP DS_ID:24919
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 3-inch steel water pipe through 
the levee, at an unknown depth. Valve at tank on the 
waterside (WS) shoulder.
Entry Last Updated : 5/18/2021

CrossingPipe1426 UCIPAUG2021

0.44 0.44 Structure Power pole on the landside.
Entry Last Updated : 12/7/2020

Land SidePole - Utility857 LEVEELOG

0.44 0.44 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/7/2020

CrossingHigh Voltage858 LEVEELOG

0.47 0.47 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/7/2020

CrossingHigh Voltage859 LEVEELOG

Page 4 of 102Report Created : Monday, August 23, 2021   11:35



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0017

Waterway

Unit No. 16 Mormon Slough

Bank

Left

Unit Miles

23.48

San Joaquin County Flood Control and Water Conservation District

Inspector

Anthony
McDonald

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

0.50 0.50 Structure Power pole on the waterside. (Permit No. 6584, 1969 - 
Angelo Solari)
Entry Last Updated : 12/7/2020

Water SidePole - Utility860 LEVEELOG

6584

0.52 0.52 Structure Storage building on the waterside.
Entry Last Updated : 12/7/2020

Water SideBuilding16 LEVEEINSPECTION

0.54 0.54 Structure Wood shed on the waterside.
Entry Last Updated : 12/7/2020

Water SideBuilding863 LEVEELOG

0.56 0.78 Miscellaneou
s

Walnut trees on the waterside.
Entry Last Updated : 12/7/2020

Water SideLandscaping865 LEVEELOG

0.64 0.64 UCIP DS_ID:24928
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch polyvinyl chloride 
drainage pipe through the levee, 6 inches below the 
crown. Pipe open on both ends.
Entry Last Updated : 5/18/2021

CrossingPipe1427 UCIPAUG2021

0.70 0.70 UCIP DS_ID:24929
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe 
through the levee, 6 inches below the crown. Pipe visible 
on the waterside (WS) slope.
Entry Last Updated : 5/18/2021

CrossingPipe1428 UCIPAUG2021

0.78 0.78 UCIP DS_ID:24931
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch steel conduit through the 
levee, 6 inches below the crown. Sleeved with a 1-inch 
polyvinyl chloride irrigation pipe. T-post marks end at the 
landside (LS) shoulder. Pipe visible on the waterside (WS) 
shoulder.
Entry Last Updated : 5/18/2021

CrossingPipe1429 UCIPAUG2021

0.78 0.78 UCIP DS_ID:24930
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch polyvinyl chloride 
drainage pipe through the levee, 1 foot below the crown. 
Pipe open on both ends.
Entry Last Updated : 5/18/2021

CrossingPipe1430 UCIPAUG2021
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0.79 0.79 UCIP DS_ID:23315
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe, 4.5 feet below the roadway. [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 0.82)].
Entry Last Updated : 5/18/2021

CrossingPipe1431 UCIPAUG2021

0.82 0.82 Structure Concrete slab across the crown roadway.
Entry Last Updated : 12/7/2020

CrownPad20 GEILEVEELOG

0.82 0.82 UCIP DS_ID:24932
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch steel irrigation pipe 
through the levee, 6 inches below the crown. Butterfly 
valve on the landside (LS) with pump in pump house. This 
pipe likely pumps irrigation water from a well and dumps it 
into Mormon Slough.
Entry Last Updated : 5/18/2021

CrossingPipe1432 UCIPAUG2021

0.82 0.82 Structure 54-inch concrete standpipe.
Entry Last Updated : 12/7/2020

Land SideStandpipe873 LEVEELOG

0.82 0.82 Structure Water tank on the landside.
Entry Last Updated : 12/7/2020

Land SideTank872 LEVEELOG

0.82 0.82 Structure Sheet metal shed housing pump on the landside shoulder.
Entry Last Updated : 12/7/2020

Land SideBuilding874 LEVEELOG

0.82 5.81 At Grade Gravel/dirt crown roadway.
Entry Last Updated : 12/7/2020

CrownRoad / Highway883 LEVEELOG

0.83 0.83 Structure Medium-sized propane tank on the landside.
Entry Last Updated : 12/7/2020

Land SideTank876 LEVEELOG

0.83 0.83 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/8/2020

CrossingHigh Voltage21 GEILEVEELOG

0.83 0.83 Aerial Overhead telephone lines cross the levee.
Entry Last Updated : 12/8/2020

CrossingCommunications878 LEVEELOG
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0.83 0.83 UCIP DS_ID:24933
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch polyvinyl chloride 
irrigation pipe through the levee, at an unknown depth. 
Slant pump on the waterside (WS) slope with vent and 
filter on the WS shoulder. 1.5-inch galvanized iron 
electrical conduit 8 feet upstream from pipe crossing. 
Meter in 16-inch polyvinyl chloride standpipe on the 
landside (LS) shoulder.
Entry Last Updated : 5/18/2021

CrossingPipe1433 UCIPAUG2021

0.83 0.83 Structure Two power poles on the landside.
Entry Last Updated : 12/8/2020

Land SidePole - Utility877 LEVEELOG

0.83 0.83 UCIP DS_ID:24934
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 48-inch corrugated metal riser 
unit on the waterside (WS) shoulder. May or may not pass 
through the levee.
Entry Last Updated : 5/18/2021

Water SidePipe1434 UCIPAUG2021

0.85 0.85 Structure House on the landside.
Entry Last Updated : 12/8/2020

Land SideBuilding882 LEVEELOG

0.93 0.93 UCIP DS_ID:23316
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 1 of 2: 12-inch reinforced 
concrete irrigation pipe, 12 feet below the roadway. 8-inch 
intake pipe visible on the WS slope next to concrete 
headwall. [Additional Reference(s): DWR Levee Log, 
1992. USACE San Joaquin O&M Manual 611.1, Volume 
F, (HLM 0.96)].
Entry Last Updated : 5/18/2021

CrossingPipe1435 UCIPAUG2021

0.93 0.93 UCIP DS_ID:23485
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 2 of 2: 12-inch reinforced 
concrete irrigation pipe, 12 feet below the roadway. 8-inch 
intake pipe visible on the waterside (WS) slope next to 
concrete headwall. [Additional Reference(s): DWR Levee 
Log, 1992. USACE San Joaquin O&M Manual 611.1, 
Volume F, (HLM 0.96)].
Entry Last Updated : 5/18/2021

CrossingPipe1436 UCIPAUG2021

1.10 1.10 Structure Stairs on the waterside slope.
Entry Last Updated : 12/8/2020

Water SideStairs885 LEVEELOG
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1.10 1.10 At Grade Dirt access road on the landside.
Entry Last Updated : 12/8/2020

Land SideRoad / Highway887 LEVEELOG

1.11 1.11 UCIP DS_ID:24935
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 1.5-inch polyvinyl chloride 
electrical conduit through the levee, 1 foot below the 
crown.
Entry Last Updated : 5/18/2021

CrossingConduit1437 UCIPAUG2021

1.11 1.11 UCIP DS_ID:23317
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 5 feet below the crown. 
Pipe sleeved with a 20-inch steel pipe. [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/18/2021

CrossingCulvert1438 UCIPAUG2021

1.11 1.11 Ditches Unlined ditch on the landside.
Entry Last Updated : 12/8/2020

Land SideUnlined888 LEVEELOG

1.11 1.11 Gate Metal gate across the crown.
Entry Last Updated : 12/8/2020

CrownMetal889 LEVEELOG

1.12 1.12 Structure Stairs on the waterside slope.
Entry Last Updated : 12/8/2020

Water SideStairs890 LEVEELOG

1.12 1.12 UCIP DS_ID:23435
EP_NO: 13456
Crossing Status: Found
FIELD_STRUCT_DESC: 14-inch, 10 gauge soil proofed 
steel irrigation pipe through the left bank of Mormon 
Slough, approximately 4 feet below the crown. Pump on 
metal pier with stairs and walkway on the waterside (WS) 
in channel. 12-inch polyvinyl chloride standpipe on the 
landside (LS) shoulder (Permit No. 13456, 1982 - 
Stockton East Water District).
Entry Last Updated : 5/18/2021

CrossingPipe1439 UCIPAUG2021

13456
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1.12 1.12 UCIP DS_ID:24936
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch polyvinyl chloride 
irrigation pipe through the levee, 3 feet below the crown. 
Slant pump on the waterside (WS) slope with a meter, air 
valve, and shutoff valve. 6-inch polyvinyl chloride 
standpipe on the WS shoulder. Filter plant on the landside 
(LS) with meter and electrical controls. 1.5-inch polyvinyl 
chloride electrical conduit at same location.
Entry Last Updated : 5/18/2021

CrossingPipe1440 UCIPAUG2021

1.13 1.13 Aerial Overhead power lines cross the roadway.
Entry Last Updated : 12/8/2020

CrossingHigh Voltage27 GEILEVEELOG

1.13 1.13 Structure Power pole on the waterside.
Entry Last Updated : 12/8/2020

Water SidePole - Utility26 LEVEEINSPECTION

1.13 1.13 UCIP DS_ID:23318
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 12-inch reinforced concrete 
irrigation pipe, 4 feet below the roadway. Pump on the 
waterside (WS) slope. 8-inch intake pipe to 30-inch 
concrete standpipe on the WS. [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 1.16)].
Entry Last Updated : 5/18/2021

CrossingPipe1441 UCIPAUG2021

1.13 1.13 Structure Power pole on the landside.
Entry Last Updated : 12/8/2020

Land SidePole - Utility892 LEVEELOG

1.13 1.23 Revetment Waterside slope rock revetted.
Entry Last Updated : 12/8/2020

Water SideRock898 LEVEELOG

1.13 1.13 Structure Power pole on the landside.
Entry Last Updated : 12/8/2020

Land SidePole - Utility894 LEVEELOG

1.13 1.13 Structure Power pole on the landside.
Entry Last Updated : 12/8/2020

Land SidePole - Utility896 LEVEELOG

1.14 1.14 Structure Power pole on the landside.
Entry Last Updated : 12/8/2020

Land SidePole - Utility897 LEVEELOG
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1.18 1.35 Ramp 12-inch pipe penetration and 36-inch standpipe. There is 
no known penetration at this location. Ramp on the 
waterside slope. (Permit No. 15943, 1992 - Ralph Panella 
Enterprises and Wong Engineers, Inc.)
Entry Last Updated : 12/8/2020

Water SideRamp28 GEILEVEELOG

15943

1.23 1.23 Ramp Access ramp on the waterside slope to low-water 
crossing. (Permit No. 8064, 1972 - Stockton-East Water 
District)
Entry Last Updated : 12/8/2020

Water SideRamp29 GEILEVEELOG

8064

1.33 1.33 Aerial High tower power lines cross the roadway and levee.
Entry Last Updated : 12/8/2020

CrossingHigh Voltage31 GEILEVEELOG

1.35 1.35 Aerial Overhead power lines cross the road and levee.
Entry Last Updated : 12/8/2020

CrossingHigh Voltage899 LEVEELOG

1.35 1.51 Revetment Waterside slope rock revetted by USACE in 1969.
Entry Last Updated : 12/8/2020

Water SideRock30 GEILEVEELOG

1.41 1.61 Miscellaneou
s

Walnut trees on the landside.
Entry Last Updated : 12/8/2020

Land SideLandscaping900 LEVEELOG

1.47 1.47 UCIP DS_ID:24937
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch polyvinyl chloride 
irrigation pipe through the levee, at an unknown depth. 
Pump and filter on the waterside (WS) slope.
Entry Last Updated : 5/18/2021

CrossingPipe1442 UCIPAUG2021

1.47 1.47 UCIP DS_ID:23319
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 14-inch reinforced concrete 
irrigation pipe, 3.3 feet below the roadway. 30-inch 
concrete standpipe with sheet metal extension on the 
waterside (WS). Pump with 8-inch intake pipe on the WS 
slope. Service pole and switch boxes on the WS. 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 1.52)].
Entry Last Updated : 5/18/2021

CrossingPipe1443 UCIPAUG2021

1.47 1.47 Structure Power pole on the waterside.
Entry Last Updated : 12/8/2020

Water SidePole - Utility901 LEVEELOG

1.48 1.48 Aerial Overhead power lines cross the roadway.
Entry Last Updated : 12/8/2020

CrownHigh Voltage34 GEILEVEELOG
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1.51 1.51 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions. Concrete headwalls on both 
banks. (Permit No. 7594, 1971 - Stockton and East San 
Joaquin Water Conservation District)
Entry Last Updated : 12/8/2020

Water SideWeir35 GEILEVEELOG

7594

1.51 1.51 Structure Sign on the waterside.
Entry Last Updated : 12/8/2020

Water SideSign905 LEVEELOG

1.63 1.63 UCIP DS_ID:23320
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch polyvinyl chloride 
irrigation pipe, 3 feet below the roadway. Pump with 8-inch 
intake pipe on the waterside (WS) slope. Filter and vent 
on the WS slope. 1.5-inch electrical conduit at same 
location. [Additional Reference(s): DWR Levee Log, 1992, 
12-inch concrete pipe listed. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 1.69) 12-inch concrete 
pipe listed].
Entry Last Updated : 5/18/2021

CrossingPipe1444 UCIPAUG2021

1.81 1.81 Ramp Access ramp on the waterside slope.
Entry Last Updated : 12/8/2020

Water SideRamp37 GEILEVEELOG

1.89 1.89 UCIP DS_ID:24938
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 9-inch polyvinyl chloride 
irrigation pipe through the levee, 2 feet below the crown. 
Pump and butterfly valve on the waterside (WS) shoulder. 
Backflow preventer and meter next to pump on 48-inch 
concrete standpipe at the WS toe. Filter and distribution 
box off the landside (LS) toe.
Entry Last Updated : 5/21/2021

CrossingPipe1445 UCIPAUG2021

1.89 1.89 UCIP DS_ID:23321
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch reinforced concrete 
irrigation pipe, 3 feet below the roadway. Pump with 9-inch 
intake pipe on the waterside (WS) slope. 4.5-foot by 4.5-
foot concrete distribution box on the WS. Pump mounted 
over well with 9-inch intake pipe to distribution box on the 
WS. 8-inch concrete standpipe on the WS shoulder. 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 1.95)].
Entry Last Updated : 5/18/2021

CrossingPipe1446 UCIPAUG2021

1.89 1.89 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/8/2020

CrossingHigh Voltage908 LEVEELOG
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1.89 1.89 Structure Power pole on the waterside.
Entry Last Updated : 12/8/2020

Water SidePole - Utility38 LEVEEINSPECTION

1.89 1.89 Structure Abandoned production well on a concrete pad on the 
waterside.
Entry Last Updated : 12/8/2020

Water SideRelief Wells912 LEVEELOG

1.90 1.98 Miscellaneou
s

Wanut trees on the landside.
Entry Last Updated : 12/8/2020

Land SideLandscaping913 LEVEELOG

1.95 1.95 Structure Sign on the waterside.
Entry Last Updated : 12/8/2020

Water SideSign914 LEVEELOG

2.15 2.15 Structure Power pole on the landside.
Entry Last Updated : 12/8/2020

Land SidePole - Utility915 LEVEELOG

2.16 2.16 Aerial Overhead power lines cross the roadway. (Permit No. 
2299, 1956 - Joe Oliveria)
Entry Last Updated : 12/8/2020

CrossingHigh Voltage43 GEILEVEELOG

2299

2.39 2.44 Revetment Waterside slope rubble revetted.
Entry Last Updated : 12/8/2020

Water SideRubble920 LEVEELOG

2.40 2.40 Structure Wooden post with breaker boxes on the waterside.
Entry Last Updated : 12/8/2020

Water SidePost919 LEVEELOG

2.40 2.40 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/8/2020

CrossingHigh Voltage916 LEVEELOG

2.40 2.40 Structure Power pole on the waterside.
Entry Last Updated : 12/8/2020

Water SidePole - Utility46 LEVEEINSPECTION

2.40 2.40 UCIP DS_ID:23322
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch reinforced concrete 
irrigation pipe, 3 feet below the roadway. Pump mounted 
over 48-inch concrete standpipe inlet pipe to sump on the 
waterside (WS). Butterfly valve found at ground level on 
the landside (LS) shoulder. Overhead power lines to pole 
on the LS. [Additional Reference(s): DWR Levee Log, 
1992. USACE San Joaquin O&M Manual 611.1, Volume 
F, (HLM 2.47)].
Entry Last Updated : 5/18/2021

CrossingPipe1447 UCIPAUG2021
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2.44 2.44 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions. Concrete headwalls on both 
banks. (Permit No. 9101, 1973 - Stockton-East Water 
District)
Entry Last Updated : 12/8/2020

Water SideWeir47 GEILEVEELOG

9101

2.45 2.45 UCIP DS_ID:23323
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe, 3 feet below the roadway. Grouted 
spillway. [Additional Reference(s): DWR Levee Log, 1992. 
USACE San Joaquin O&M Manual 611.1, Volume F, 
(HLM 2.52)].

CrossingCulvert1448 UCIPAUG2021

2.59 2.67 Revetment Waterside slope rock revetted.
Entry Last Updated : 12/8/2020

Water SideRock49 GEILEVEELOG

2.67 2.67 Fence Cross fence on the waterside slope.
Entry Last Updated : 12/8/2020

Water SideMetal23 LEVEELOG

2.67 2.67 Fence Cross fence on the landside slope.
Entry Last Updated : 12/8/2020

Land SideMetal24 LEVEELOG

2.67 2.67 Gate Metal gate across the crown. (State blank lock)
Entry Last Updated : 12/8/2020

CrownMetal50 GEILEVEELOG

2.70 2.70 UCIP DS_ID:23446
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal 
drainage culvert through the levee, 10 feet below the 
crown.  Pipe open on both ends. [Additional Reference(s): 
USACE San Joaquin O&M Manual Unit 611, Part No. 1 – 
Mormon Slough Project, Unit 15 Mormon Slough: HLM 
1.18 – 13.46, Unit 15 Diverting Canal: HLM 13.79 – 18.01, 
Unit 15 Calaveras River LB: 18.54-18.76, Unit 15 
Calaveras River RB: HLM 19.35 – 25.38, Unit 16 Mormon 
Slough: 0.27 – 13.18, Unit 16 Diverting Canal: 14.71 – 
17.79, Unit 16 Calaveras River: 18.98 – 23.36, Unit 17 
Potter Creek RB: 0.33 – 0.60, Unit 18 Potter Creek LB: 
0.00-0.55, (HLM 2.82)]
Entry Last Updated : 5/18/2021

CrossingPipe1449 UCIPAUG2021

2.70 2.70 Aerial Overhead telephone cable crosses the roadway.
Entry Last Updated : 12/8/2020

CrossingCommunications52 GEILEVEELOG
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2.70 2.70 At Grade Fine Road crosses 6 feet above the patrol road. Bridge 
across the channel.
Entry Last Updated : 12/8/2020

CrossingRoad / Highway51 GEILEVEELOG

2.70 2.70 Fence Chain link fence on the waterside slope.
Entry Last Updated : 12/8/2020

Water SideChain Link921 LEVEELOG

2.70 2.70 Gate Chain link gate across the crown.
Entry Last Updated : 12/8/2020

CrownChain Link922 LEVEELOG

2.70 2.89 Revetment Waterside slope rock revetted by USACE in 1969.
Entry Last Updated : 12/8/2020

Water SideRock53 GEILEVEELOG

3.02 3.12 Revetment Waterside slope rock revetted.
Entry Last Updated : 12/8/2020

Water SideRock924 LEVEELOG

3.09 3.09 Miscellaneou
s

Walnut tree on the landside.
Entry Last Updated : 12/8/2020

Land SideLandscaping925 LEVEELOG

3.18 3.18 Ramp Access ramp on the waterside slope.
Entry Last Updated : 12/8/2020

Water SideRamp54 GEILEVEELOG

3.20 3.40 Miscellaneou
s

Walnut trees on the landside.
Entry Last Updated : 12/8/2020

Land SideLandscaping926 LEVEELOG

3.20 3.20 UCIP DS_ID:25119
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: *REMOVED* 12-inch PVC pipe 
through the levee 3-feet below the crown.  Pump on well 
head on LS.  Pipe discharged pump water into channel.  
Permit No. 12598, 1977.  Pipe removed 1990.
Entry Last Updated : 5/18/2021

Pipe118 UCIPAUG2021

3.25 3.25 At Grade Dirt access road on the landside.
Entry Last Updated : 12/8/2020

Land SideRoad / Highway928 LEVEELOG

3.39 3.39 UCIP DS_ID:24940
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch polyvinyl chloride 
irrigation pipe through the levee, 3 feet below the crown. 
Pump and filter plant on the waterside (WS) slope.
Entry Last Updated : 5/18/2021

CrossingPipe1450 UCIPAUG2021
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3.40 3.40 UCIP DS_ID:23325
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel irrigation pipe, 3 
feet below the roadway. Pump on the waterside (WS) 
slope. 36-inch concrete standpipe on the WS shoulder. 
1.5-inch galvanized iron electrical conduit at same 
location. [Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/18/2021

CrossingPipe1451 UCIPAUG2021

3.40 3.40 UCIP DS_ID:23486
EP_NO: 5713
Crossing Status: Not Found
FIELD_STRUCT_DESC: 1 of 2: 12-inch reinforced 
concrete drainage pipe through the levee, 4.3 feet below 
the crown. 24-inch reinforced concrete drainage pipe 
through the levee, 6.9 feet below the crown. (Permit No. 
5713, 1967 - James Avansion). [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 3.53)].
Entry Last Updated : 5/18/2021

CrossingPipe1452 UCIPAUG2021

5713

3.40 3.40 UCIP DS_ID:23324
EP_NO: 5713
Crossing Status: Not Found
FIELD_STRUCT_DESC: 2 of 2: 12-inch reinforced 
concrete drainage pipe through the levee, 4.3 feet below 
the crown. 24-inch reinforced concrete drainage pipe 
through the levee, 6.9 feet below the crown. (Permit No. 
5713, 1967 - James Avansion). [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 3.53)].
Entry Last Updated : 5/18/2021

CrossingPipe1453 UCIPAUG2021

5713

3.40 3.40 UCIP DS_ID:24939
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch polyvinyl chloride 
irrigation pipe through the levee, at an unknown depth. 
Pipe alignment uncertain.
Entry Last Updated : 5/21/2021

CrossingPipe1454 UCIPAUG2021

3.40 3.40 Structure Power pole on the landside.
Entry Last Updated : 12/8/2020

Land SidePole - Utility931 LEVEELOG

3.41 3.41 Structure Power pole on the landside.
Entry Last Updated : 12/8/2020

Land SidePole - Utility932 LEVEELOG

3.41 3.41 Structure Abandoned shack on the landside.
Entry Last Updated : 12/8/2020

Land SideBuilding934 LEVEELOG
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3.42 3.50 Miscellaneou
s

Walnut trees on the landside.
Entry Last Updated : 12/8/2020

Land SideLandscaping935 LEVEELOG

3.50 3.50 UCIP DS_ID:24941
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch polyvinyl chloride 
irrigation pipe through the levee, 1.5 feet below the crown. 
Slant pump, butterfly valve, vent, and filter on the 
waterside (WS) slope. Pump and filter on concrete pads.
Entry Last Updated : 5/18/2021

CrossingPipe1455 UCIPAUG2021

3.51 3.51 UCIP DS_ID:23430
EP_NO: 8150
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Two 1-inch 
power/communication conduits through the levee 2-feet 
below the crown.  Conduits run from power pole on LS 
shoulder to check dam on WS toe (Permit No. 8150 - 
Stockton East Water District).  Check dam visible on WS 
toe.
Entry Last Updated : 5/18/2021

CrossingConduit1456 UCIPAUG2021

8150

3.51 3.51 UCIP DS_ID:23326
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 12-inch reinforced concrete 
irrigation pipe, 4 feet below the roadway. Pump and motor 
with 8-inch intake pipe to 24-inch concrete standpipe on 
the waterside (WS). Electrical conduit through the levee. 
30-inch diameter concrete standpipe and pump on the 
landside (LS). [Additional Reference(s): DWR Levee Log, 
1992. USACE San Joaquin O&M Manual 611.1, Volume 
F, (HLM 3.65)].
Entry Last Updated : 5/18/2021

CrossingPipe1457 UCIPAUG2021

3.51 3.51 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions. Concrete headwalls on both 
banks. (Permit No. 7594, 1971 - Stockton and East San 
Joaquin Water Conservation District)
Entry Last Updated : 12/8/2020

Water SideWeir62 GEILEVEELOG

7594

3.51 3.51 Structure Power pole on the landside.
Entry Last Updated : 12/8/2020

Land SidePole - Utility939 LEVEELOG

3.51 3.51 Aerial Overhead power lines cross the roadway.
Entry Last Updated : 12/8/2020

CrossingHigh Voltage63 GEILEVEELOG

3.51 3.51 Structure Power pole on the landside.
Entry Last Updated : 12/8/2020

Land SidePole - Utility940 LEVEELOG
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3.54 3.54 UCIP DS_ID:23416
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 6-inch steel pipe of an unknown 
purpose, 2 feet below the roadway. [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/18/2021

CrossingPipe1458 UCIPAUG2021

3.58 3.65 Miscellaneou
s

Walnut trees on the landside.
Entry Last Updated : 12/8/2020

Land SideLandscaping942 LEVEELOG

3.67 3.67 Gate Metal gate across the crown.
Entry Last Updated : 12/8/2020

CrownMetal944 LEVEELOG

3.67 3.67 Fence Chain link fence on the landside.
Entry Last Updated : 12/8/2020

Land SideChain Link945 LEVEELOG

3.70 3.89 Miscellaneou
s

Trees on the landside.
Entry Last Updated : 12/8/2020

Land SideLandscaping946 LEVEELOG

3.78 3.78 UCIP DS_ID:24943
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch reinforced concrete 
irrigation pipe, 3 feet below the crown. Pump over 36-inch 
concrete sump on the landside (LS) shoulder.
Entry Last Updated : 5/18/2021

CrossingPipe1459 UCIPAUG2021

3.79 3.79 UCIP DS_ID:24942
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 5-inch polyvinyl chloride 
irrigation pipe through the levee, at an unknown depth. 
Pump on the waterside (WS) toe. Filter and shutoff valve 
visible on the landside (LS) shoulder. Meter and control 
panel on the LS shoulder. 1.5-inch electrical conduit at 
same location.
Entry Last Updated : 5/19/2021

CrossingPipe1460 UCIPAUG2021

3.79 3.79 Structure Power pole on the landside.
Entry Last Updated : 12/8/2020

Land SidePole - Utility66 GEILEVEELOG

3.84 3.84 Structure Power pole on the landside.
Entry Last Updated : 12/8/2020

Land SidePole - Utility948 LEVEELOG

3.88 3.88 Structure Power pole on the landside.
Entry Last Updated : 12/8/2020

Land SidePole - Utility949 LEVEELOG
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3.89 3.89 Fence Cross fence on the waterside slope.
Entry Last Updated : 12/8/2020

Water SideMetal25 LEVEELOG

3.89 3.89 Fence Cross fence on the landside slope.
Entry Last Updated : 12/8/2020

Land SideMetal32 LEVEELOG

3.89 3.89 Gate Metal drive gate across the crown. (SM 860)
Entry Last Updated : 12/8/2020

CrownMetal67 GEILEVEELOG

3.90 3.90 At Grade Flood Road crosses 4.0 feet above the patrol road. Bridge 
across the channel.
Entry Last Updated : 12/8/2020

CrossingRoad / Highway69 GEILEVEELOG

3.90 3.90 Fence Chain link fence on the landside.
Entry Last Updated : 12/8/2020

Land SideChain Link33 LEVEELOG

3.90 3.90 Fence Chain link fence on the waterside.
Entry Last Updated : 12/8/2020

Water SideChain Link950 LEVEELOG

3.90 3.90 UCIP DS_ID:24944
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch polyvinyl chloride 
communications conduit through the levee, at an unknown 
depth. Pipe attached to the downstream side of the bridge.
Entry Last Updated : 5/19/2021

CrossingConduit1461 UCIPAUG2021

3.91 3.91 Aerial Overhead power and telephone lines cross the roadway.
Entry Last Updated : 12/8/2020

CrossingHigh Voltage68 GEILEVEELOG

3.91 3.91 Fence Chain link fence on the waterside.
Entry Last Updated : 12/8/2020

Water SideChain Link951 LEVEELOG

3.91 3.91 Gate Chain link gate across the crown.
Entry Last Updated : 12/8/2020

CrownChain Link952 LEVEELOG

3.93 4.10 Miscellaneou
s

Walnut trees on the landside.
Entry Last Updated : 12/8/2020

Land SideLandscaping953 LEVEELOG
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4.08 4.08 UCIP DS_ID:23327
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel irrigation pipe 
through the levee, 3 feet below the crown. Pump mounted 
on top of 24-inch concrete sump on the waterside (WS). 
Filter plant and pump on the landside (LS). 30-inch 
concrete standpipe on the LS. 1.5-inch galvanized iron 
electrical conduit at same location. Service pole and 
switch box on the LS. [Additional Reference(s): DWR 
Levee Log, 1992. USACE San Joaquin O&M Manual 
611.1, Volume F, (HLM 4.24)].
Entry Last Updated : 5/19/2021

CrossingPipe1462 UCIPAUG2021

4.08 4.08 Structure Power pole on the landside.
Entry Last Updated : 12/8/2020

Land SidePole - Utility957 LEVEELOG

4.08 4.08 Structure Power pole on the landside.
Entry Last Updated : 12/8/2020

Land SidePole - Utility958 LEVEELOG

4.08 4.08 Ramp Access ramp on the waterside slope leading from levee to 
pump.
Entry Last Updated : 12/8/2020

Water SideRamp956 LEVEELOG

4.12 4.12 At Grade Dirt access road on the landside.
Entry Last Updated : 12/8/2020

Land SideRoad / Highway961 LEVEELOG

4.17 4.17 UCIP DS_ID:23447
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe through the roadway, 3-foot invert below the 
surface. Drain inlet ungated. [Additional Reference(s): 
USACE San Joaquin O&M Manual 611.1, Volume F, 
(HLM 4.33)].
Entry Last Updated : 5/19/2021

CrossingPipe1463 UCIPAUG2021

4.18 4.39 Miscellaneou
s

Walnut trees on the landside.
Entry Last Updated : 12/8/2020

Land SideLandscaping969 LEVEELOG

4.18 4.18 Structure Power pole on the landside.
Entry Last Updated : 12/8/2020

Land SidePole - Utility966 LEVEELOG

4.18 4.18 Structure Wooden post on the landside with breakers mounted on it.
Entry Last Updated : 12/8/2020

Land SidePole - Utility968 LEVEELOG
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4.19 4.19 UCIP DS_ID:23328
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch concrete irrigation pipe 
through the levee, 3 feet below the crown. Two pumps are 
located on the waterside (WS). There is a 8-inch pipe 
connected to the pump. A 30-inch concrete standpipe is 
located on the WS. An 8-inch PVC standpipe, meter, 
electrical panel, and pole are located on landside (LS). 
[Additional Reference(s): DWR Levee Log, 1976, 1977, 
1978, 1987, 1990. USACE San Joaquin O&M Manual Unit 
611, Part No. 1 – Mormon Slough Project, Unit 15 
Mormon Slough: HLM 1.18 – 13.46, Unit 15 Diverting 
Canal: HLM 13.79 – 18.01, Unit 15 Calaveras River LB: 
18.54-18.76, Unit 15 Calaveras River RB: HLM 19.35 – 
25.38, Unit 16 Mormon Slough: 0.27 – 13.18, Unit 16 
Diverting Canal: 14.71 – 17.79, Unit 16 Calaveras River: 
18.98 – 23.36, Unit 17 Potter Creek RB: 0.33 – 0.60, Unit 
18 Potter Creek LB: 0.00-0.55, (HLM 4.35)]
Entry Last Updated : 5/19/2021

CrossingPipe1464 UCIPAUG2021

4.19 4.19 Structure Tank on the waterside.
Entry Last Updated : 12/8/2020

Water SideTank964 LEVEELOG

4.19 4.19 UCIP DS_ID:24945
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch galvanized iron irrigation 
pipe through the levee, at an unknown depth. Pump, 
valve, and vent on the waterside (WS) shoulder.
Entry Last Updated : 5/19/2021

CrossingPipe1465 UCIPAUG2021

4.25 4.25 Revetment Waterside slope rock revetted.
Entry Last Updated : 12/8/2020

Water SideRock970 LEVEELOG

4.44 4.44 Gate Barbed wire drag gate across the crown. (Permit No. 
6095, 1968 - Ray Camera)
Entry Last Updated : 12/8/2020

CrownBarbed Wire76 GEILEVEELOG

6095

4.44 4.44 Structure Power pole on the waterside.
Entry Last Updated : 12/8/2020

Water SidePole - Utility75 LEVEEINSPECTION
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4.44 4.44 UCIP DS_ID:23329
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel irrigation pipe 
through the roadway, 3 feet below the crown. Pump 
mounted on concrete base on the landside (LS). Meter 
box on the LS. Pump and well on the waterside (WS) ties 
into pipe underground on the WS of roadway. Pipe and 
butterfly valve visible on the WS slope. Filter and vents on 
the LS at pump. [Additional Reference(s): DWR Levee 
Log, 1992, 12-inch pipe listed. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 4.61) 12-inch concrete 
pipe listed].
Entry Last Updated : 5/19/2021

CrossingPipe1467 UCIPAUG2021

4.44 4.44 UCIP DS_ID:23433
EP_NO: 12171
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel irrigation pipe 
through the roadway, 1.5 feet below the crown. Site WS17 
Hosie Ranch. Pipe discharges from well to slough or into 
farmer's field on the landside (LS). Butterfly valve at the 
waterside (WS). (Permit No. 12171, 1977 - Stockton East 
Water District).
Entry Last Updated : 5/19/2021

CrossingPipe1466 UCIPAUG2021

12171

4.44 4.44 Structure Wooden post with breaker boxes mounted on it.
Entry Last Updated : 12/8/2020

Land SidePole - Utility974 LEVEELOG

4.52 4.52 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions. Concrete headwalls on both 
banks. (Permit No. 3663, 1961 - Stockton and East San 
Joaquin Water Conservation District)
Entry Last Updated : 12/8/2020

Water SideWeir78 GEILEVEELOG

3663

4.52 4.83 Revetment Waterside slope rock revetted by USACE.
Entry Last Updated : 12/8/2020

Water SideRock80 GEILEVEELOG

4.61 4.61 Ramp Access ramp on the waterside slope to concrete low-water 
crossing. (Permit No. 5839, 1967 - Stockton and East San 
Joaquin Water Conservation District)
Entry Last Updated : 12/8/2020

Water SideRamp81 GEILEVEELOG

5839

4.83 4.83 Structure Sign on the waterside.
Entry Last Updated : 12/8/2020

Water SideSign975 LEVEELOG

4.90 5.08 Revetment Waterside slope rock revetted by USACE in 1969.
Entry Last Updated : 12/8/2020

Water SideRock84 GEILEVEELOG
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5.02 5.02 Aerial Overhead power lines cross the roadway. (Permit No. 
5813, 1967 - Pacific Gas and Electric Company)
Entry Last Updated : 12/8/2020

CrossingHigh Voltage85 GEILEVEELOG

5813

5.02 5.02 Gate Chain link gate across the crown.
Entry Last Updated : 12/8/2020

CrownChain Link976 LEVEELOG

5.03 5.03 UCIP DS_ID:23330
EP_NO: 5739
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel irrigation pipe 
through the roadway, 2 feet below the crown. Pump 
mounted over 60-inch concrete sump on the waterside 
(WS). Power pole, electrical panel, and vents on the 
landside (LS) shoulder. 1.5-inch electrical conduit at same 
location. (Permit No. 5739, 1967 - J. George Sanguinetti). 
[Additional Reference(s): DWR Levee Log, 1992, 12-inch 
pipe listed. USACE San Joaquin O&M Manual 611.1, 
Volume F, (HLM 5.21) 12-inch concrete pipe listed].
Entry Last Updated : 5/19/2021

CrossingPipe1468 UCIPAUG2021

5739

5.26 5.26 Gate Chain link gate across the crown.
Entry Last Updated : 12/8/2020

CrownChain Link978 LEVEELOG

5.28 5.28 UCIP DS_ID:23331
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 14-inch reinforced concrete 
irrigation siphon, 2 feet below the roadway, and under the 
channel on an angle. Standpipe on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 5.45)].
Entry Last Updated : 5/19/2021

CrossingPipe1469 UCIPAUG2021

5.28 5.63 Miscellaneou
s

Walnut trees on the landside.
Entry Last Updated : 12/8/2020

Land SideLandscaping980 LEVEELOG

5.31 5.31 Structure Sign on the waterside.
Entry Last Updated : 12/8/2020

Water SideSign979 LEVEELOG

5.48 5.48 UCIP DS_ID:23332
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe through the levee, 3 feet below the crown. 
Grout over pipe in channel with pipe open and visible in 
water at the WS toe. [Additional Reference(s): DWR 
Levee Log, 1992. USACE San Joaquin O&M Manual 
611.1, Volume F, (HLM 5.69)].
Entry Last Updated : 5/19/2021

CrossingCulvert1470 UCIPAUG2021
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5.54 5.54 Ramp No levee section, just patrol road. Ramp on the waterside 
slope. (Permit No. 6378, 1969 - California Water Service 
Company)
Entry Last Updated : 12/8/2020

Water SideRamp91 GEILEVEELOG

6378

5.73 5.73 Structure Tank on the landside.
Entry Last Updated : 12/8/2020

Land SideTank981 LEVEELOG

5.74 5.74 UCIP DS_ID:24946
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch polyvinyl chloride 
drainage pipe through the levee, 3 feet below the crown. 
Backwash from sand filter plant on the landside (LS) 
shoulder. Pipe visible on the waterside (WS) slope.
Entry Last Updated : 5/21/2021

CrossingPipe1471 UCIPAUG2021

5.74 5.74 UCIP DS_ID:23333
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 14-inch steel irrigation pipe 
through the levee, 3 feet below the crown. 30-inch 
concrete standpipe on the waterside (WS). Slant pump 
with 10-inch intake pipe on the WS slope. 12-inch and 46-
inch concrete standpipes on the landside (LS) of the 
roadway. Metal shed and pump house on the LS. 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 5.95) 
concrete pipe listed].
Entry Last Updated : 5/19/2021

CrossingPipe1472 UCIPAUG2021

5.74 5.74 UCIP DS_ID:24947
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch polyvinyl chloride 
drainage pipe through the levee, 3 feet below the crown. 8-
inch standpipe in front of 36-inch concrete riser unit on the 
landside (LS) shoulder.
Entry Last Updated : 5/19/2021

CrossingPipe1473 UCIPAUG2021

5.75 5.75 Structure Building on the landside.
Entry Last Updated : 12/8/2020

Land SideBuilding982 LEVEELOG

5.76 5.76 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions. Concrete headwalls on both 
banks. (Permit No. 7594, 1971 - Stockton and East San 
Joaquin Water Conservation District)
Entry Last Updated : 12/8/2020

Water SideWeir97 GEILEVEELOG

7594
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5.76 5.76 Structure Sign on the waterside.
Entry Last Updated : 12/8/2020

Water SideSign984 LEVEELOG

5.78 5.78 Structure Building on the landside.
Entry Last Updated : 12/8/2020

Land SideBuilding985 LEVEELOG

5.81 6.11 At Grade Asphalt road on the crown.
Entry Last Updated : 12/8/2020

CrownRoad / Highway986 LEVEELOG

5.95 5.95 Gate Metal pipe gate across the crown. (No lock)
Entry Last Updated : 12/8/2020

CrownMetal98 GEILEVEELOG

6.00 6.00 Aerial Overhead power lines cross the levee. (Permit No. 14796, 
1987 - Search Development, Inc.)
Entry Last Updated : 12/8/2020

CrossingHigh Voltage99 GEILEVEELOG

14796

6.00 6.00 Gate Metal gate across the crown.
Entry Last Updated : 12/8/2020

CrownMetal987 LEVEELOG

6.00 6.00 Structure Propane tank on the landside.
Entry Last Updated : 12/8/2020

Land SideTank988 LEVEELOG

6.00 6.00 Structure Building on the landside.
Entry Last Updated : 12/8/2020

Land SideBuilding989 LEVEELOG

6.02 6.02 Structure Power pole on the waterside.
Entry Last Updated : 12/8/2020

Water SidePole - Utility102 LEVEEINSPECTION

6.02 6.02 Structure Sign on the waterside.
Entry Last Updated : 12/8/2020

Water SideSign990 LEVEELOG

6.02 6.11 Aerial Overhead power and telephone lines along the waterside 
shoulder. (Permit No. 15205, 1989 - Pacific Gas and 
Electric Company)
Entry Last Updated : 12/8/2020

Water SideHigh Voltage107 GEILEVEELOG

15205

6.02 6.02 Fence Chain link fence on the landside.
Entry Last Updated : 12/8/2020

Land SideChain Link991 LEVEELOG

6.03 6.03 Structure Power pole on the waterside.
Entry Last Updated : 12/8/2020

Water SidePole - Utility106 LEVEEINSPECTION

6.03 6.03 Aerial Overhead power lines cross the roadway.
Entry Last Updated : 12/8/2020

CrossingHigh Voltage104 GEILEVEELOG
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6.03 6.03 UCIP DS_ID:23334
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch polyvinyl chloride 
irrigation pipe sleeved through a 12-inch reinforced 
concrete pipe, 3.5 feet below the roadway. Pump mounted 
on concrete base on the waterside (WS) slope with a filter 
plant. Service pole and switch box on the WS. [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 6.24)].
Entry Last Updated : 5/19/2021

CrossingPipe1474 UCIPAUG2021

6.05 6.05 Structure Power pole on the waterside.
Entry Last Updated : 12/8/2020

Water SidePole - Utility994 LEVEELOG

6.07 6.07 Structure Power pole on the waterside.
Entry Last Updated : 12/8/2020

Water SidePole - Utility995 LEVEELOG

6.10 6.10 Ramp Access ramp on the landside slope to single family 
dwelling and Milton Road.
Entry Last Updated : 12/8/2020

Land SideRamp109 GEILEVEELOG

6.10 6.10 Structure Power pole on the waterside.
Entry Last Updated : 12/8/2020

Water SidePole - Utility7 LEVEELOG

6.10 6.10 Structure House and shed on the landside.
Entry Last Updated : 12/8/2020

Land SideBuilding996 LEVEELOG

6.10 6.10 Aerial Overhead telephone lines cross the roadway.
Entry Last Updated : 12/8/2020

CrossingHigh Voltage112 GEILEVEELOG

6.11 8.08 At Grade Dirt access road at the crown.
Entry Last Updated : 12/8/2020

CrownRoad / Highway997 LEVEELOG

6.12 6.12 Structure Power pole on the waterside.
Entry Last Updated : 12/8/2020

Water SidePole - Utility12 LEVEELOG

6.24 6.24 Structure Double-wide mobile home adjacent to the landside toe. 
(Permit No. 5971, 1968 - Stockton Enterprises)
Entry Last Updated : 12/8/2020

Land SideBuilding113 GEILEVEELOG

5971

6.26 6.26 Fence Barbed wire fence on the landside.
Entry Last Updated : 12/8/2020

Land SideBarbed Wire39 LEVEELOG

6.26 6.26 Fence Barbed wire fence on the waterside.
Entry Last Updated : 12/8/2020

Water SideBarbed Wire999 LEVEELOG
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6.26 6.26 Gate Chain link gate across the crown.
Entry Last Updated : 12/8/2020

CrownChain Link998 LEVEELOG

6.26 6.26 At Grade Milton Road crosses the levee 5.0 feet above the patrol 
road. Bridge across the channel.
Entry Last Updated : 12/8/2020

CrossingRoad / Highway115 GEILEVEELOG

6.27 6.27 Gate Metal drive gate across the levee crown.
Entry Last Updated : 12/8/2020

CrownMetal40 LEVEELOG

6.27 6.27 Fence Cross fence on the waterside slope.
Entry Last Updated : 12/8/2020

Water SideMetal41 LEVEELOG

6.27 6.27 Fence Cross fence on the landside slope.
Entry Last Updated : 12/8/2020

Land SideMetal42 LEVEELOG

6.27 6.27 Aerial Overhead telephone lines cross the levee. (Permit No. 
5113, 1965 - Pacific Gas and Electric Company)
Entry Last Updated : 12/8/2020

CrossingCommunications114 GEILEVEELOG

5113

6.28 6.28 Fence Chain link fence on the waterside.
Entry Last Updated : 12/8/2020

Water SideChain Link1000 LEVEELOG

6.28 6.28 Fence Wooden fence on the landside.
Entry Last Updated : 12/8/2020

Land SideWood1001 LEVEELOG

6.28 6.28 Gate Metal drive gate across the crown. (State blank lock)
Entry Last Updated : 12/8/2020

CrownMetal116 GEILEVEELOG

6.28 6.28 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/8/2020

CrossingHigh Voltage117 GEILEVEELOG

6.29 6.29 Structure Sign on the waterside.
Entry Last Updated : 12/8/2020

Water SideSign1002 LEVEELOG

6.31 6.31 UCIP DS_ID:23335
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 8-inch steel irrigation 
pipe, 3.5 feet below the roadway. Pump mounted on the 
concrete base with concrete "D" headwalls on the 
waterside (WS). 1-inch galvanized iron electrical conduit 
at same location. Filter plant with 4-inch polyvinyl chloride 
backwash on the landside (LS) shoulder. [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/19/2021

CrossingPipe1475 UCIPAUG2021
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6.32 6.32 Fence Chain link fence on the landside.
Entry Last Updated : 12/8/2020

Land SideChain Link1006 LEVEELOG

6.32 6.32 Wall Concrete retaining wall inside chain link enclosure on the 
landside.
Entry Last Updated : 12/8/2020

Land SideRetaining1007 LEVEELOG

6.32 6.32 UCIP DS_ID:23504
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 2 of 2: 12-inch reinforced 
concrete irrigation siphon pipe, 3 feet below the roadway, 
and under the channel. Abandoned pump over concrete 
sump inside fenced facility on the landside (LS) shoulder. 
Likely indicator of pipe location. [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 6.53)].
Entry Last Updated : 5/19/2021

CrossingPipe1476 UCIPAUG2021

6.32 6.32 UCIP DS_ID:24948
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch polyvinyl chloride drain 
line through the levee, approximately 1.5 feet below the 
crown. Filter plant on the landside (LS) shoulder. This is 
the backwash from the filter plant.
Entry Last Updated : 5/19/2021

CrossingPipe1477 UCIPAUG2021

6.37 6.37 UCIP DS_ID:23336
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe 
through the road, 3 feet below the crown. Pump and gate 
valve on the waterside (WS) slope. Service pole on the 
landside (LS) with 1.5-inch galvanized iron electrical 
conduit at same location. [Additional Reference(s): DWR 
Levee Log, 1992].
Entry Last Updated : 5/19/2021

CrossingPipe1478 UCIPAUG2021

6.37 6.37 UCIP DS_ID:23439
EP_NO: 6974
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe 
through the levee, 1 foot below the crown. Pump, vent, 
and butterfly valve on the waterside (WS) slope. 2-inch 
polyvinyl chloride electrical conduit at same location. 
(Permit No. 6974, 1970 - Fred Sanguinetti).
Entry Last Updated : 5/19/2021

CrossingPipe1479 UCIPAUG2021

6974

6.49 6.49 Structure Sign on the waterside.
Entry Last Updated : 12/8/2020

Water SideSign1012 LEVEELOG
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6.49 6.49 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions. Concrete headwalls on both 
banks. (Permit No. 7594, 1971 - Stockton and East San 
Joaquin Water Conservation District)
Entry Last Updated : 12/8/2020

Water SideWeir122 GEILEVEELOG

7594

6.49 6.49 UCIP DS_ID:23448
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe, 3-foot invert below the crown. Drain inlet 
ungated. [Additional Reference(s): USACE San Joaquin 
O&M Manual 611.1, Volume F, (HLM 6.70)].
Entry Last Updated : 5/19/2021

CrossingPipe1480 UCIPAUG2021

6.52 6.73 Miscellaneou
s

Walnut trees on the landside.
Entry Last Updated : 12/8/2020

Land SideLandscaping1013 LEVEELOG

6.76 6.76 Structure Building on the landside.
Entry Last Updated : 12/8/2020

Land SideBuilding1015 LEVEELOG

6.78 6.78 Structure Building on the landside.
Entry Last Updated : 12/8/2020

Land SideBuilding1016 LEVEELOG

6.78 6.78 UCIP DS_ID:23431
EP_NO: 13308
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch soil proofed steel 
irrigation pipe through the levee, 4.5 feet below the crown. 
An 8-inch suction pipeline installed on the slough bank 
between pump and low water channel. (pipe and pump 
installation authorized under Permit No. 13308, 1981 - 
Jacob and M.E. Ratinoff)
Entry Last Updated : 5/18/2021

CrossingPipe1481 UCIPAUG2021

13308

6.78 6.78 Structure Power pole on the landside.
Entry Last Updated : 12/8/2020

Land SidePole - Utility1017 LEVEELOG

6.78 6.78 UCIP DS_ID:24949
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 5-inch polyvinyl chloride 
backwash pipe through the levee, 3 feet below the crown. 
Pipe runs from filter plant off the landside (LS) shoulder to 
the waterside (WS) slope.
Entry Last Updated : 5/19/2021

CrossingPipe1482 UCIPAUG2021

6.79 6.79 Structure Building on the landside.
Entry Last Updated : 12/8/2020

Land SideBuilding1018 LEVEELOG
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6.79 6.79 Structure Power pole on the landside.
Entry Last Updated : 12/8/2020

Land SidePole - Utility1019 LEVEELOG

6.82 6.82 Revetment Waterside slope rock revetted by USACE in 1969.
Entry Last Updated : 12/8/2020

Water SideRock125 GEILEVEELOG

6.84 6.84 UCIP DS_ID:23450
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe, 3-foot invert below the crown. Drain inlet 
ungated. [Additional Reference(s): USACE San Joaquin 
O&M Manual 611.1, Volume F, (HLM 7.10)].
Entry Last Updated : 5/19/2021

CrossingPipe1484 UCIPAUG2021

6.85 6.85 Aerial Overhead power lines cross the road on the landside. 
(Permit No. 5787, 1967 - Pacific Telephone and 
Telegraph Company)
Entry Last Updated : 12/8/2020

Land SideHigh Voltage126 GEILEVEELOG

5787

6.86 6.86 At Grade Duncan Road 5.0 feet above the patrol road. Bridge 
across the channel. Double metal drive gate across the 
roadway.
Entry Last Updated : 12/8/2020

CrossingRoad / Highway127 GEILEVEELOG

6.86 6.86 Fence Chain link fence on the landside.
Entry Last Updated : 12/8/2020

Land SideChain Link1020 LEVEELOG

6.86 6.86 Gate Chain link gate on the landside.
Entry Last Updated : 12/8/2020

Land SideChain Link1021 LEVEELOG

6.88 6.88 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/8/2020

CrossingHigh Voltage1023 LEVEELOG

6.88 6.88 Aerial Overhead telephone lines cross the levee.
Entry Last Updated : 12/8/2020

CrossingCommunications1022 LEVEELOG

6.88 6.88 Fence Post and cable fence on the landside.
Entry Last Updated : 12/8/2020

Land SidePost & Cable44 LEVEELOG

6.88 6.88 Fence Post and cable fence on the waterside.
Entry Last Updated : 12/8/2020

Water SidePost & Cable1024 LEVEELOG

6.88 6.88 Gate Metal gate across the crown.
Entry Last Updated : 12/8/2020

CrownMetal1025 LEVEELOG
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6.89 6.89 UCIP DS_ID:23449
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe, 3-foot invert below the crown. Drain inlet 
ungated. [Additional Reference(s): USACE San Joaquin 
O&M Manual 611.1, Volume F, (HLM 7.08)].
Entry Last Updated : 5/19/2021

CrossingPipe1483 UCIPAUG2021

6.89 7.10 Revetment Waterside slope rock revetted.
Entry Last Updated : 12/8/2020

Water SideRock1026 LEVEELOG

6.91 7.08 Miscellaneou
s

Row of trees along the landside slope.
Entry Last Updated : 12/8/2020

Land SideLandscaping129 LEVEEINSPECTION

7.09 7.09 Structure 60-inch reinforced concrete buried standpipe with lid on 
the crown.
Entry Last Updated : 12/8/2020

CrownStandpipe1028 LEVEELOG

7.09 7.09 UCIP DS_ID:24950
EP_NO: 10384
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 54-inch reinforced concrete raw 
water pipe through the levee, 3.5 feet below the roadway. 
(Permit Nos. 10384 and 10384-A, 1975 - Stockton East 
Water District). [Additional Reference(s): DWR Levee Log, 
1992].
Entry Last Updated : 5/18/2021

CrossingPipe1485 UCIPAUG2021

10384

7.10 7.10 Ditches Unlined drainage ditch, landside to waterside.
Entry Last Updated : 12/8/2020

Land Side to 
Water Side

Unlined132 GEILEVEELOG

7.10 7.10 At Grade Dirt access road on the landside leading back to Duncan 
Road.
Entry Last Updated : 12/8/2020

Land SideRoad / Highway1029 LEVEELOG

7.10 7.10 Structure Bridge for Southern Pacific Railroad crossing. Crossing is 
5.0 feet above the levee grade. Railroad tracks have been 
removed.
Entry Last Updated : 12/8/2020

Water SideBridge1030 LEVEELOG

7.11 7.11 Mark Beginning of Levee Unit No. 6 on the downstream side of 
the Southern Pacific Railroad ditch.
Entry Last Updated : 12/8/2020

CrownBoundary135 GEILEVEELOG
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7.12 7.12 UCIP DS_ID:23337
EP_NO: 17888
Crossing Status: Found
FIELD_STRUCT_DESC: 60-inch reinforced concrete raw 
water pipe over the levee on an existing railroad bridge. 
Pipe connects to a 14-foot by 15-foot concrete constant 
head riser unit structure on the landside (LS) shoulder. 
(Permit No. 17888, 2005 - Stockton East Water District).
Entry Last Updated : 5/18/2021

CrossingPipe1486 UCIPAUG2021

17888

7.13 7.30 Revetment Waterside slope rock revetted by USACE in 1969.
Entry Last Updated : 12/8/2020

Water SideRock133 GEILEVEELOG

7.15 7.15 UCIP DS_ID:23338
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch polyvinyl chloride 
irrigation pipe sleeved through a 10-inch steel pipe, 2.5 
feet below the roadway. Pump missing from concrete 
base on the waterside (WS) slope. 36-inch and 12-inch 
concrete standpipes on the landside (LS). 1-inch electrical 
conduit below the roadway. [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 7.36)].
Entry Last Updated : 5/19/2021

CrossingPipe1487 UCIPAUG2021

7.23 7.23 At Grade Dirt access road on the landside.
Entry Last Updated : 12/8/2020

Land SideRoad / Highway1033 LEVEELOG

7.24 7.24 UCIP DS_ID:23339
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch steel irrigation pipe, 3 feet 
below the roadway. Pipe disconnected from pump 
mounted on concrete base on the waterside (WS) slope. 
30-inch concrete standpipe on the landside (LS). 
Electrical conduit below the roadway. [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 7.47)].
Entry Last Updated : 5/19/2021

CrossingPipe1488 UCIPAUG2021

7.24 7.24 Structure Power pole on the landside.
Entry Last Updated : 12/8/2020

Land SidePole - Utility1035 LEVEELOG

7.24 7.24 UCIP DS_ID:24951
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel irrigation pipe 
through the levee, 2 feet below the crown. Butterfly valve 
on the waterside (WS) with pump and vent.
Entry Last Updated : 5/19/2021

CrossingPipe1489 UCIPAUG2021
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7.24 7.24 Structure 500-gallon tank on the waterside shoulder filled with an 
unknown liquid.
Entry Last Updated : 12/8/2020

Water SideTank1038 LEVEELOG

7.27 7.27 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions. Concrete headwalls on both 
banks.
Entry Last Updated : 12/8/2020

Water SideWeir139 GEILEVEELOG

7.37 8.05 Miscellaneou
s

Trees on the landside.
Entry Last Updated : 12/8/2020

Land SideLandscaping1039 LEVEELOG

7.47 7.47 At Grade Dirt access road on the landside.
Entry Last Updated : 12/8/2020

Land SideRoad / Highway1041 LEVEELOG

7.47 7.47 UCIP DS_ID:23340
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel irrigation pipe, 3 
feet below the crown. Pump mounted on concrete base 
on the waterside (WS) slope. Power to pumps is supplied 
by 1915 Holt tractor. 36-inch concrete standpipe on the 
landside (LS). [Additional Reference(s): DWR Levee Log, 
1992. USACE San Joaquin O&M Manual 611.1, Volume 
F, (HLM 7.71)].
Entry Last Updated : 5/18/2021

CrossingPipe1490 UCIPAUG2021

7.77 7.77 Aerial Overhead telephone lines cross the levee.
Entry Last Updated : 12/8/2020

CrossingCommunications145 GEILEVEELOG

7.77 7.77 Structure Power pole on the landside.
Entry Last Updated : 12/8/2020

Land SidePole - Utility1042 LEVEELOG

7.82 7.82 UCIP DS_ID:23451
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 7-inch steel irrigation pipe, 1-foot 
invert below the crown. Standpipe on the landside (LS). 
[Additional Reference(s): USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 8.05)].
Entry Last Updated : 5/19/2021

CrossingPipe1491 UCIPAUG2021

8.06 8.06 Gate Cable gate across the crown. (State blank lock)
Entry Last Updated : 12/8/2020

CrownCable149 GEILEVEELOG

8.06 8.06 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/8/2020

CrossingHigh Voltage1045 LEVEELOG
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8.06 8.06 Fence Post and cable fence on the landside.
Entry Last Updated : 12/8/2020

Land SidePost & Cable45 LEVEELOG

8.06 8.06 Fence Post and cable fence on the waterside.
Entry Last Updated : 12/8/2020

Water SidePost & Cable1044 LEVEELOG

8.06 8.06 At Grade Copperopolis Road crosses the patrol road. Bridge across 
the channel.
Entry Last Updated : 12/8/2020

CrossingRoad / Highway150 GEILEVEELOG

8.06 8.06 UCIP DS_ID:24753
EP_NO: 18744
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch high-density polyethylene 
communications conduit through Mormon Slough and 
levees, at an unknown depth. Pipe will contain two 1.25-
inch high-density polyethylene fiber optics cable conduits. 
Two 4-inch galvanized iron conduits visible on upstream 
side of bridge. (Permit No. 18744, 2012 - Central Valley 
Independent Network, LLC).
Entry Last Updated : 5/18/2021

CrossingPipe1492 UCIPAUG2021

18744

8.07 8.07 UCIP DS_ID:24752
EP_NO: 18743
Crossing Status: Not Found
FIELD_STRUCT_DESC: 4-inch high-density polyethylene 
communications conduit through Mormon Slough and 
levees, at an unknown depth. Pipe will contain two 1.25-
inch high-density polyethylene fiber optics cable conduits. 
Signs along south side of Copperopolis Road. (Permit No. 
18743, 2012 - Central Valley Independent Network, LLC).
Entry Last Updated : 5/18/2021

CrossingPipe1493 UCIPAUG2021

18743

8.07 8.07 UCIP DS_ID:23432
EP_NO: 13671
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 42-inch corrugated metal 
drainage pipe through the left bank levee of Mormon 
Slough. Concrete headwall and flap gate on the waterside 
(WS) slope. (Permit No. 13671, Date Unknown - San 
Joaquin County Flood Control and Water Conservation 
District).
Entry Last Updated : 5/19/2021

CrossingPipe1494 UCIPAUG2021

13671

8.07 8.07 Fence Post and cable fence on the landside.
Entry Last Updated : 12/8/2020

Land SidePost & Cable48 LEVEELOG

8.07 8.07 Fence Post and cable fence on the waterside.
Entry Last Updated : 12/8/2020

Water SidePost & Cable1047 LEVEELOG
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8.07 8.07 Gate Cable gate across the crown. (SM86)
Entry Last Updated : 12/8/2020

CrownCable151 GEILEVEELOG

8.07 8.07 Aerial Overhead telephone lines cross the levee.
Entry Last Updated : 12/8/2020

CrossingCommunications1046 LEVEELOG

8.07 8.07 UCIP DS_ID:23487
EP_NO: 13671
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 42-inch corrugated metal 
drainage pipe through the left bank levee of Mormon 
Slough, at an unknown depth. Concrete headwall and flap 
gate on the waterside (WS) slope. (Permit No. 13671, 
Date Unknown - San Joaquin County Flood Control and 
Water Conservation District).
Entry Last Updated : 5/19/2021

CrossingPipe1495 UCIPAUG2021

13671

8.08 8.66 Non-Project 
Levee

Levee section along the left bank.
Entry Last Updated : 12/8/2020

CrownExtension153 GEILEVEELOG

8.44 8.44 UCIP DS_ID:23438
EP_NO: 12607
Crossing Status: Found
FIELD_STRUCT_DESC: 42-inch corrugated metal 
drainage culvert through the levee, 4 feet below the 
crown. Pipe open on both ends. No pumps were found. 
(42-inch pipe and pumps were authorized under Permit 
No. 12607, -A, -B, 1981 - Fujinaka).
Entry Last Updated : 5/19/2021

CrossingPipe1496 UCIPAUG2021

12607

8.44 8.44 Gate Cable gate across the crown.
Entry Last Updated : 12/8/2020

CrownCable156 GEILEVEELOG

8.46 8.46 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/8/2020

CrossingHigh Voltage157 GEILEVEELOG

8.56 8.56 UCIP DS_ID:23341
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe through the levee, 6 feet below the crown. 
Grouted spillway. Grout visible on the waterside (WS) 
slope and at a low point on the landside (LS) toe. 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 8.83)].
Entry Last Updated : 5/18/2021

CrossingPipe1497 UCIPAUG2021
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8.57 8.64 Ramp Access ramp on the waterside slope to low-water 
crossing. (Permit No. 3934, 1962 - McClean Ranch 
Company)
Entry Last Updated : 12/8/2020

Water SideRamp159 GEILEVEELOG

3934

8.66 9.81 At Grade No levee section, just patrol road.
Entry Last Updated : 12/9/2020

CrownRoad / Highway161 GEILEVEELOG

8.67 10.17 Miscellaneou
s

Landscaping on the landside.
Entry Last Updated : 12/9/2020

Land SideLandscaping1052 LEVEELOG

8.67 8.67 UCIP DS_ID:23342
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 30-inch riser unit with irrigation 
pump landside (LS) of roadway. Some irrigation 
appurtenances found on the LS shoulder. No riser unit or 
pipe through the levee was noted. [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/18/2021

CrossingPipe1498 UCIPAUG2021

8.67 8.67 UCIP DS_ID:24953
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 14-inch corrugated metal 
drainage pipe through the levee, 2 feet below the crown. 
Visible on the waterside (WS) slope. Cobble along the WS 
slope. No evidence of pipe on the landside (LS).
Entry Last Updated : 5/19/2021

CrossingPipe1499 UCIPAUG2021

8.74 8.74 UCIP DS_ID:24952
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel irrigation pipe 
through the levee, 4 feet below the crown. Pump on pad 
on the WS slope. 1.5-inch galvanized iron electrical 
conduit at the same location.
Entry Last Updated : 5/19/2021

CrossingPipe1500 UCIPAUG2021

8.74 8.74 Structure Power pole on the landside.
Entry Last Updated : 12/9/2020

Land SidePole - Utility1055 LEVEELOG

8.74 8.74 At Grade Dirt access road on the landside.
Entry Last Updated : 12/9/2020

Land SideRoad / Highway1058 LEVEELOG
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8.75 8.75 UCIP DS_ID:23343
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch coated steel irrigation 
pipe through the levee, 3 feet below the crown. Slant 
pump, meter, and one-way check valve on the waterside 
(WS) slope. Power pole, electrical panel, filter plant, and 
butterfly valve off the landside (LS) shoulder.
Entry Last Updated : 5/18/2021

CrossingPipe1501 UCIPAUG2021

8.75 8.75 UCIP DS_ID:24954
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch polyvinyl chloride 
backwash pipe through the levee, at an unknown depth. 
Pump and filter plant on the landside (LS).
Entry Last Updated : 5/19/2021

CrossingPipe1502 UCIPAUG2021

8.75 8.75 Structure Power pole on the landside.
Entry Last Updated : 12/9/2020

Land SidePole - Utility1060 LEVEELOG

8.75 8.75 Structure Tank on the landside.
Entry Last Updated : 12/9/2020

Land SideTank1062 LEVEELOG

9.21 9.21 UCIP DS_ID:24955
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch polyvinyl chloride 
drainage pipe through the levee, 3 feet below the crown. 
Outflow has riprap. No appurtenances found on the 
landside (LS).
Entry Last Updated : 5/19/2021

CrossingPipe1503 UCIPAUG2021

9.22 9.22 At Grade Dirt access road on the landside.
Entry Last Updated : 12/9/2020

Land SideRoad / Highway1063 LEVEELOG

9.47 9.47 Structure Site of old bridge crossing. Abutments still in the 
waterside slope.
Entry Last Updated : 12/9/2020

Water SideBridge167 GEILEVEELOG

9.48 9.48 UCIP DS_ID:23344
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe, 3.5 feet below the roadway. Grouted 
spillway and inlet. [Additional Reference(s): DWR Levee 
Log, 1992. USACE San Joaquin O&M Manual 611.1, 
Volume F, (HLM 9.77)].
Entry Last Updated : 5/18/2021

CrossingPipe1504 UCIPAUG2021
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9.50 9.50 Structure Power pole on the waterside.
Entry Last Updated : 12/9/2020

Water SidePole - Utility1064 LEVEELOG

9.50 9.50 Structure Sign on the waterside.
Entry Last Updated : 12/9/2020

Water SideSign1065 LEVEELOG

9.50 9.50 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions. Concrete headwalls on both 
banks. (Permit No. 7594, 1971 - Stockton and East San 
Joaquin Water Conservation District)
Entry Last Updated : 12/9/2020

Water SideWeir170 GEILEVEELOG

7594

9.58 9.63 Ramp Access ramp on the waterside slope to low-water 
crossing. Crossing and both banks rock revetted. (Permit 
No. 4859, 1965 - County of San Joaquin, Department of 
Public Works; Permit No. 4935, 1965 - City of Stockton, 
Assessment District No. 65-1; Permit Nos. 5144 and 
14601, 1965 and 1987 - Pacific Gas and Electric 
Company)
Entry Last Updated : 12/9/2020

Water SideRamp171 GEILEVEELOG

14601

4859

4935

5144

9.69 9.69 Revetment Waterside slope rock revetted.
Entry Last Updated : 12/9/2020

Water SideRock1066 LEVEELOG

9.73 9.73 Aerial High tower power lines cross the levee.
Entry Last Updated : 12/9/2020

CrossingHigh Voltage172 GEILEVEELOG

9.78 9.78 UCIP DS_ID:23345
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe through the levee, 3.5 feet below the crown. 
Grouted spillway and inlet. [Additional Reference(s): DWR 
Levee Log, 1992. USACE San Joaquin O&M Manual 
611.1, Volume F, (HLM 10.07)].
Entry Last Updated : 5/18/2021

CrossingPipe1505 UCIPAUG2021

9.81 9.95 Non-Project 
Levee

Non-Project levee extension.
Entry Last Updated : 12/9/2020

CrownExtension1067 LEVEELOG

9.94 9.94 UCIP DS_ID:24956
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal 
drainage pipe through the levee, 3 feet below the crown.
Entry Last Updated : 5/19/2021

CrossingPipe1506 UCIPAUG2021
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9.95 9.95 Gate Metal panel gate across the crown. (Permit No. 14112, 
1985 - U.S. Telecom, Inc.)
Entry Last Updated : 12/9/2020

CrownMetal174 GEILEVEELOG

14112

9.95 11.12 At Grade No levee section, just patrol road. (Permit No. 15670, 
1991 - Union Pacific Railroad Company)
Entry Last Updated : 12/9/2020

CrownRoad / Highway176 GEILEVEELOG

15670

10.04 10.04 UCIP DS_ID:23346
EP_NO: 6030
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch steel irrigation pipe, 3.5 
feet below the roadway. Pump mounted on concrete well 
foundation on the waterside (WS) with a vent and siphon 
breaker. Switch panel on the WS. 44-inch concrete 
standpipe and service pole on the landside (LS). Siphon 
breaker, vent, and filter next to standpipe on the LS 
shoulder. (Permit No. 6030, 1968 - McClean Ranch 
Company). [Additional Reference(s): DWR Levee Log, 
1992, 10-inch pipe listed. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 10.34) 10-inch pipe listed].
Entry Last Updated : 5/18/2021

CrossingPipe1507 UCIPAUG2021

6030

10.04 10.04 Structure Pole for electrical box.
Entry Last Updated : 12/9/2020

Water SidePole - Utility1070 LEVEELOG

10.04 10.04 Structure Power pole on the waterside.
Entry Last Updated : 12/9/2020

Water SidePole - Utility1069 LEVEELOG

10.19 10.19 Structure Power pole on the landside.
Entry Last Updated : 12/9/2020

Land SidePole - Utility1073 LEVEELOG

10.19 10.19 At Grade Dirt access road on the landside.
Entry Last Updated : 12/9/2020

Land SideRoad / Highway1074 LEVEELOG

10.19 10.19 Fence Cross fence on the waterside slope.
Entry Last Updated : 12/9/2020

Water SideMetal55 LEVEELOG

10.19 10.19 Fence Cross fence on the landside slope.
Entry Last Updated : 12/9/2020

Land SideMetal56 LEVEELOG

10.19 10.19 Gate Metal drive gate across the crown. (State blank lock)
Entry Last Updated : 12/9/2020

CrownMetal178 GEILEVEELOG
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10.20 10.20 UCIP DS_ID:23347
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe through the levee, 5.5 feet below the crown. 
Concrete U-shaped headwall on the landside (LS). Flap 
gate on the waterside (WS) end. [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 10.50)].
Entry Last Updated : 5/18/2021

CrossingPipe1508 UCIPAUG2021

10.20 10.20 UCIP DS_ID:24957
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch galvanized iron fiber 
optics conduit through the levee, at an unknown depth. 
Visible on upstream side of bridge. (Permit No. 15209, 
1991 - Contel of California).
Entry Last Updated : 5/18/2021

CrossingPipe1509 UCIPAUG2021

10.20 10.20 At Grade Jack Tone Road 4.0 feet above the crown. Bridge across 
the channel. (App. 3173, 1959 - San Joaquin County 
Highway Department)
Entry Last Updated : 12/9/2020

CrossingRoad / Highway180 GEILEVEELOG

3173

10.21 10.21 UCIP DS_ID:23348
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe through the levee, 6 feet below the crown. 
Concrete headwall on the landside (LS). Flap gate on the 
waterside (WS). [Additional Reference(s): DWR Levee 
Log, 1992. USACE San Joaquin O&M Manual 611.1, 
Volume F, (HLM 10.51)].
Entry Last Updated : 5/18/2021

CrossingPipe1510 UCIPAUG2021

10.21 10.21 Fence Cross fence on the landside slope.
Entry Last Updated : 12/9/2020

Land SideBarbed Wire57 LEVEELOG

10.21 10.21 Fence Cross fence on the waterside slope.
Entry Last Updated : 12/9/2020

Water SideBarbed Wire1078 LEVEELOG

10.21 10.21 Gate Metal gate across the crown.
Entry Last Updated : 12/9/2020

CrownMetal1079 LEVEELOG

10.21 10.21 Aerial Overhead power lines cross the roadway. (App. 3173, 
1959 - San Joaquin County Highway Department)
Entry Last Updated : 12/9/2020

CrossingHigh Voltage181 GEILEVEELOG

3173
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10.21 10.21 Aerial Overhead telephone lines cross the roadway. (App. 3173, 
1959 - San Joaquin County Highway Department)
Entry Last Updated : 12/9/2020

CrossingCommunications1076 LEVEELOG

3173

10.21 10.21 UCIP DS_ID:23349
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe 
through the levee, 5 feet below the roadway. Pump 
missing from concrete base on the waterside (WS) slope. 
Butterfly valve on pipe at pump location on the WS slope. 
36-inch concrete standpipe, power pole, and electrical 
panel on the landside (LS). 2-inch galvanized iron 
electrical conduit 10 feet downstream from pipe crossing. 
[Additional Reference(s): DWR Levee Log, 1992, 8-inch 
pipe listed. USACE San Joaquin O&M Manual 611.1, 
Volume F, (HLM 10.52) 8-inch pipe listed].
Entry Last Updated : 5/20/2021

CrossingPipe1511 UCIPAUG2021

10.22 10.50 Miscellaneou
s

Landscaping on the landside.
Entry Last Updated : 12/9/2020

Land SideLandscaping1082 LEVEELOG

10.22 10.22 Structure Check dam in the channel. (Permit No. 3175, 1959 - City 
of Stockton)
Entry Last Updated : 12/9/2020

Water SideWeir183 GEILEVEELOG

3175

10.50 10.50 Structure Power pole on the waterside.
Entry Last Updated : 12/9/2020

Water SidePole - Utility186 LEVEEINSPECTION

10.50 10.50 Aerial Overhead power lines cross the roadway.
Entry Last Updated : 12/9/2020

CrossingHigh Voltage187 GEILEVEELOG

10.50 10.50 Structure Power pole on the landside.
Entry Last Updated : 12/9/2020

Land SidePole - Utility1084 LEVEELOG

10.53 10.53 UCIP DS_ID:24958
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch polyvinyl chloride 
irrigation pipe through the levee, at an unknown depth. 
Pump on pier with filter and vent on the waterside (WS) 
slope.
Entry Last Updated : 5/18/2021

CrossingPipe1512 UCIPAUG2021

10.53 10.53 Structure Wooden pole on the waterside with electrical box on it.
Entry Last Updated : 12/9/2020

Water SidePole - Utility1086 LEVEELOG

Page 40 of 102Report Created : Monday, August 23, 2021   11:35



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0017

Waterway

Unit No. 16 Mormon Slough

Bank

Left

Unit Miles

23.48

San Joaquin County Flood Control and Water Conservation District

Inspector

Anthony
McDonald

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

10.53 10.53 UCIP DS_ID:23488
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 2 of 2: 12-inch reinforced 
concrete irrigation pipe through the levee, 5 feet below the 
roadway. Pump mounted on steel pilings with 10-inch 
intake pipe. 36-inch concrete standpipe and service pole 
on the waterside (WS). [Additional Reference(s): DWR 
Levee Log, 1992. USACE San Joaquin O&M Manual 
611.1, Volume F, (HLM 10.84)].
Entry Last Updated : 5/18/2021

CrossingPipe1513 UCIPAUG2021

10.53 10.53 UCIP DS_ID:23350
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 1 of 2: 12-inch reinforced 
concrete irrigation pipe through the levee, 5 feet below the 
roadway. Pump mounted on steel pilings with 10-inch 
intake pipe. 36-inch concrete standpipe and service pole 
on the waterside (WS). [Additional Reference(s): DWR 
Levee Log, 1992. USACE San Joaquin O&M Manual 
611.1, Volume F, (HLM 10.84)].
Entry Last Updated : 5/18/2021

CrossingPipe1514 UCIPAUG2021

10.53 10.53 At Grade Road on the crown.
Entry Last Updated : 12/9/2020

CrownRoad / Highway1091 LEVEELOG

10.54 10.54 Structure Single family dwelling on the landside. (Permit No. 6778, 
1970 - Robert Dietderich)
Entry Last Updated : 12/9/2020

Land SideBuilding189 GEILEVEELOG

6778

10.54 10.54 Structure 18-inch concrete standpipe on the waterside.
Entry Last Updated : 12/9/2020

Water SideStandpipe1092 LEVEELOG

10.57 10.86 Miscellaneou
s

Landscaping on the landside.
Entry Last Updated : 12/9/2020

Land SideLandscaping1093 LEVEELOG

10.57 10.57 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions. Concrete headwalls on both 
banks.
Entry Last Updated : 12/9/2020

Water SideWeir192 GEILEVEELOG

10.57 10.57 Structure Sign on the waterside.
Entry Last Updated : 12/9/2020

Water SideSign1095 LEVEELOG

10.71 10.71 Structure Sign on the waterside.
Entry Last Updated : 12/9/2020

Water SideSign1096 LEVEELOG
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10.73 10.73 UCIP DS_ID:23351
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe, 3.5 feet below the roadway. Grout over 
pipe in spillway. [Additional Reference(s): DWR Levee 
Log, 1992. USACE San Joaquin O&M Manual 611.1, 
Volume F, (HLM 11.05)].
Entry Last Updated : 5/20/2021

CrossingPipe1515 UCIPAUG2021

10.82 10.82 UCIP DS_ID:23352
EP_NO: 3534
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 12-inch reinforced concrete 
irrigation siphon pipe through the levee, 3.5 feet below the 
roadway, and under the channel. Vent on the waterside 
(WS) shoulder. 8-inch polyvinyl chloride standpipe off the 
landside (LS) toe. (Permit No. 3534, 1960 - J. W. 
Mumbert Concrete Pipe Company). [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 11.14)].
Entry Last Updated : 5/18/2021

CrossingPipe1516 UCIPAUG2021

3534

10.85 10.85 Ramp Ramp on the waterside slope.
Entry Last Updated : 12/9/2020

Water SideRamp194 GEILEVEELOG

10.86 10.86 Gate Metal gate on the waterside.
Entry Last Updated : 12/9/2020

Water SideMetal1098 LEVEELOG

10.87 10.87 UCIP DS_ID:24959
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch steel irrigation pipe, 3 feet 
below the crown. Pump on concrete pad on the waterside 
(WS) slope. Butterfly valve and vent on the WS slope. 
Filter and butterfly valve on the landside (LS).
Entry Last Updated : 5/18/2021

CrossingPipe1517 UCIPAUG2021

10.88 10.88 UCIP DS_ID:23353
EP_NO: 15943
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch reinforced concrete 
stilling well within the overflow area. 36-inch reinforced 
concrete irrigation pipe extends from the bottom of the 
well to the channel. 12-inch steel pipeline extends from 
the top of the well to an orchard located landside (LS) of 
the patrol road. The 12-inch pipe is 3.5 feet below the 
patrol road. (Permit No. 15943, 1992 - Ralph Panella 
Enterprises and Wong Engineers, Inc.). [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/18/2021

CrossingPipe1518 UCIPAUG2021

15943
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10.88 10.88 Structure Tank on the landside.
Entry Last Updated : 12/9/2020

Land SideTank1099 LEVEELOG

10.88 10.88 UCIP DS_ID:23419
EP_NO: 15943
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe, 3 
feet below the roadway. Pump mounted on concrete pad 
on the waterside (WS). Switch box the WS. Electrical 
conduit through the levee. 30-inch concrete standpipe on 
the landside (LS). (Permit No. 15943, 1992 - Ralph 
Panella Enterprises and Wong Engineers, Inc.). 
[Additional Reference(s): DWR Levee Log, 1977. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 11.20) 
concrete pipe listed].
Entry Last Updated : 5/20/2021

CrossingPipe1519 UCIPAUG2021

15943

10.88 10.88 Structure Power pole on the landside.
Entry Last Updated : 12/9/2020

Land SidePole - Utility1102 LEVEELOG

10.88 10.88 Structure Power pole on the landside.
Entry Last Updated : 12/9/2020

Land SidePole - Utility1103 LEVEELOG

10.95 10.95 Structure Power pole on the landside.
Entry Last Updated : 12/9/2020

Land SidePole - Utility1104 LEVEELOG

10.96 10.96 Aerial Overhead power lines cross the roadway. (Permit No. 
6669, 1969 - Pacific Gas and Electric Company)
Entry Last Updated : 12/9/2020

CrossingHigh Voltage200 GEILEVEELOG

6669

11.08 11.08 UCIP DS_ID:23354
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe through the levee, 3.5 feet below the 
roadway. Grouted spillway. [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 11.41)].
Entry Last Updated : 4/16/2021

CrossingCulvert1520 UCIPAPR2021

11.09 11.09 Mark Beginning of right bank of Potter Creek Unit No. 17. No 
levee, just patrol road along the bank.
Entry Last Updated : 12/9/2020

CrownBoundary204 GEILEVEELOG

11.12 23.16 At Grade Levee section along the left bank.
Entry Last Updated : 12/9/2020

CrownRoad / Highway206 GEILEVEELOG
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11.12 11.12 Mark End of left bank levee of Potter Creek Unit No. 18, 
beginning of left bank levee of Mormon Slough Unit No. 
16.
Entry Last Updated : 12/9/2020

CrownBoundary205 GEILEVEELOG

11.15 11.15 UCIP DS_ID:23355
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch steel drainage pipe 
through the levee, 6 feet below the crown. Concrete U-
shaped headwall on both ends. Flap gate on the waterside 
(WS) end. Grouted inlet and outlet. [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 11.45) 
corrugated metal pipe listed].
Entry Last Updated : 5/13/2021

CrossingCulvert1521 UCIPAUG2021

11.19 11.19 UCIP DS_ID:23356
EP_NO: 8187
Crossing Status: Found
FIELD_STRUCT_DESC: 14-inch steel irrigation pipe 
through the levee, 4 feet below the crown. Slant pump on 
the waterside (WS) slope. 1.5-inch galvanized iron 
electrical conduit at same location. (Permit No. 8187, 
1972 - Paul Sanguinetti). [Additional Reference(s): DWR 
Levee Log, 1992].
Entry Last Updated : 4/16/2021

CrossingPipe1522 UCIPAPR2021

8187

11.20 11.20 Structure Power pole on the landside.
Entry Last Updated : 12/9/2020

Land SidePole - Utility1105 LEVEELOG

11.21 11.21 Structure Power pole on the landside.
Entry Last Updated : 12/9/2020

Land SidePole - Utility1107 LEVEELOG

11.24 11.24 Ramp Access ramp on the landside slope.
Entry Last Updated : 12/9/2020

Land SideRamp209 USACEPI

11.24 11.24 Aerial Overhead power lines on the landside.
Entry Last Updated : 12/9/2020

Land SideHigh Voltage1108 LEVEELOG

11.27 11.27 Revetment Rock revetment on the waterside slope under bridge. 
(Permit No. 2299, 1956 - Joe Oliveria)
Entry Last Updated : 12/9/2020

Water SideRock59 LEVEELOG

2299

11.27 11.27 Structure Concrete bridge across the channel. (Permit No. 2299, 
1956 - Joe Oliveria)
Entry Last Updated : 12/9/2020

Water SideBridge219 GEILEVEELOG

2299
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11.34 11.34 Ramp Access ramp on the landside slope.
Entry Last Updated : 12/9/2020

Land SideRamp218 GEILEVEELOG

11.41 11.41 Ramp Access ramp on the waterside slope.
Entry Last Updated : 12/9/2020

Water SideRamp223 USACEPI

11.41 11.41 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/9/2020

CrossingHigh Voltage222 GEILEVEELOG

11.43 11.43 UCIP DS_ID:24960
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch polyvinyl chloride 
irrigation pipe through the levee, at an unknown depth. 
Pump, vent, filter, and butterfly valve on the waterside 
(WS) berm. Butterfly valve and vent off the landside (LS) 
toe.
Entry Last Updated : 5/18/2021

CrossingPipe1523 UCIPAUG2021

11.43 11.43 Structure Tank on the waterside inside chain link and wooden fence.
Entry Last Updated : 12/9/2020

Water SideTank1109 LEVEELOG

11.43 11.43 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions. Concrete headwalls on both 
banks. (Permit No. 5854, 1967 - Pacific Gas and Electric 
Company)
Entry Last Updated : 12/9/2020

Water SideWeir226 GEILEVEELOG

5854

11.43 11.43 UCIP DS_ID:23357
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch irrigation pipe of an 
unknown material through the levee, 4 feet below the 
crown. 36-inch concrete standpipe on the waterside (WS). 
Pump mounted over well on the WS. 8-inch intake pipe 
from channel to standpipe appears disconnected. Switch 
panel on the WS. Underground electrical conduit to pump. 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 11.74) 
steel pipe listed].
Entry Last Updated : 5/13/2021

CrossingPipe1524 UCIPAUG2021

11.43 11.43 Structure Two metal posts, one coming from discharge line and the 
other coming from the ground, both connecting.
Entry Last Updated : 12/9/2020

Water SidePole - Utility1113 LEVEELOG

11.46 11.46 Ramp Access ramp on the waterside slope.
Entry Last Updated : 12/9/2020

Water SideRamp1114 LEVEELOG
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11.91 11.91 Ramp Access ramp on the landside slope. (Permit No. 2576, 
1957 - City of Stockton)
Entry Last Updated : 12/9/2020

Land SideRamp230 GEILEVEELOG

2576

11.92 11.92 UCIP DS_ID:23385
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal 
drainage pipe through the levee, 5.5 feet below the crown. 
Concrete U-shaped headwall on both ends. Grouted inlet 
and outlet. Flap gate on the waterside (WS) end. 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 12.24)].
Entry Last Updated : 4/16/2021

CrossingPipe1525 UCIPAPR2021

11.92 11.92 Ramp Access ramp on the waterside slope.
Entry Last Updated : 12/9/2020

Water SideRamp236 GEILEVEELOG

11.95 11.95 Structure Power pole on the landside.
Entry Last Updated : 12/9/2020

Land SidePole - Utility1116 LEVEELOG

11.95 11.95 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/9/2020

CrossingHigh Voltage1115 LEVEELOG

11.95 11.95 Structure Power pole on the landside.
Entry Last Updated : 12/9/2020

Land SidePole - Utility1118 LEVEELOG

11.95 11.95 UCIP DS_ID:23386
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe 
through the levee, 5 feet below the crown. Slant Pump on 
the waterside (WS) bank. Cobble grouted pooling area in 
channel. 10-inch polyvinyl chloride standpipe at the 
landside (LS) toe. Deep water levee. Deep water well on 
berm. 1.5-inch galvanized iron electrical conduit at same 
location. (Permit No. 7638, 1971 - Paul Sanguinetti). 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 12.27) 
concrete pipe listed].
Entry Last Updated : 4/16/2021

CrossingPipe1526 UCIPAPR2021
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12.18 12.18 UCIP DS_ID:23387
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe 
through the levee, 3 feet below the crown. Slant pump on 
concrete base on the waterside (WS) slope. Pipe appears 
to cross through the levee at a 45 degree angle from the 
centerline alignment of the levee. Vent located on the 
landside (LS) toe approximately 140 feet downstream 
from pump. 1.5-inch galvanized iron electrical conduit 
through the levee from the pump to the powerpole on the 
LS toe. [Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/20/2021

CrossingPipe1527 UCIPAUG2021

12.18 12.18 Structure Power pole on the landside.
Entry Last Updated : 12/9/2020

Land SidePole - Utility1120 LEVEELOG

12.19 12.19 Structure Power pole on the landside.
Entry Last Updated : 12/9/2020

Land SidePole - Utility1122 LEVEELOG

12.25 12.25 Structure Power pole on the landside.
Entry Last Updated : 12/9/2020

Land SidePole - Utility242 LEVEEINSPECTION

12.26 12.26 UCIP DS_ID:23388
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal 
drainage pipe through the levee, 9 feet below the crown. 
Concrete U-shaped headwall on both ends. Grouted inlet 
and outlet. Flap gate on the waterside (WS) end. 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 12.58)].
Entry Last Updated : 5/13/2021

CrossingPipe1528 UCIPAUG2021

12.32 12.32 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/9/2020

CrossingHigh Voltage243 GEILEVEELOG

12.47 12.47 Ramp Access ramp on the waterside slope. (Permit No. 7337, 
1971 - John and Victor Santa Maria)
Entry Last Updated : 12/9/2020

Water SideRamp246 GEILEVEELOG

7337

12.61 12.61 Gate Cable gate with combination lock on the landside to dirt 
road.
Entry Last Updated : 12/9/2020

Land SideCable1124 LEVEELOG

12.61 12.61 Gate Steel gate across the crown.
Entry Last Updated : 12/9/2020

CrownMetal248 USACEPI
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12.61 12.61 Revetment Concrete rubble boulders on the waterside slope.
Entry Last Updated : 12/9/2020

Water SideRubble247 USACEPI

12.61 12.61 UCIP DS_ID:23389
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal 
irrigation pipe through the levee, 10.5 feet below the 
crown. Concrete U-shaped headwall on both ends. 
Grouted inlet and outlet. Flap gate on the waterside (WS) 
end. [Additional Reference(s): DWR Levee Log, 1992. 
USACE San Joaquin O&M Manual 611.1, Volume F, 
(HLM 12.94)].
Entry Last Updated : 5/13/2021

CrossingPipe1529 UCIPAUG2021

12.70 12.70 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/9/2020

CrossingHigh Voltage254 GEILEVEELOG

12.73 12.73 UCIP DS_ID:23390
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch reinforced concrete 
irrigation pipe, 5 feet below the crown. Siphon breaker in 
16-inch pump riser unit on the landside (LS) slope. Pump 
mounted on the waterside (WS) bank. 6-inch intake pipe 
to pump. Underground electrical conduit through the 
levee. 30-inch concrete standpipe 10 feet from the LS toe. 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 13.07)].
Entry Last Updated : 5/13/2021

CrossingPipe1530 UCIPAUG2021

12.73 12.73 Ramp Access ramp on the landside slope.
Entry Last Updated : 12/9/2020

Land SideRamp255 GEILEVEELOG

12.73 12.73 Structure Power pole on the landside.
Entry Last Updated : 12/9/2020

Land SidePole - Utility252 USACEPI

12.73 12.73 Fence Post and cable fence on the landside.
Entry Last Updated : 12/9/2020

Land SidePost & Cable1125 LEVEELOG

12.74 13.12 Revetment Waterside bank rock revetted.
Entry Last Updated : 12/9/2020

Water SideRock258 GEILEVEELOG

12.83 12.83 Gate Steel gate on the landside.
Entry Last Updated : 12/9/2020

Land SideMetal260 USACEPI
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12.84 12.84 UCIP DS_ID:23391
EP_NO: 6095
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch coated steel irrigation 
pipe through the levee, on an angle, 4.5 feet below the 
crown. Wire cage around slant pump on the waterside 
(WS) slope. Abandoned water well at the landside (LS) 
toe. Underground electrical conduit through the levee. 
(Permit No. 6095, 1968 - Ray Camera). [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 13.18) 
corrugated metal pipe listed].
Entry Last Updated : 4/16/2021

CrossingPipe1531 UCIPAPR2021

6095

12.85 12.85 Ramp Access ramp on the waterside slope.
Entry Last Updated : 12/9/2020

Water SideRamp261 GEILEVEELOG

13.11 13.11 Gate Metal gate on the landside.
Entry Last Updated : 12/9/2020

Land SideMetal264 LEVEELOG

13.11 13.11 Ramp Access ramp on the landside slope.
Entry Last Updated : 12/9/2020

Land SideRamp271 GEILEVEELOG

13.12 13.12 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions. Concrete headwalls on both 
banks. (Permit No. 8175, 1972 - Stockton and East San 
Joaquin Water Conservation District)
Entry Last Updated : 12/9/2020

Water SideWeir272 GEILEVEELOG

8175

13.12 13.12 UCIP DS_ID:23434
EP_NO: 8175
Crossing Status: Not Found
FIELD_STRUCT_DESC: 1-inch electrical conduit of an 
unknown material under the levee, at an unknown depth, 
for check dam. (Permit No. 8175, 1972 - Stockton and 
East San Joaquin Water Conservation District).
Entry Last Updated : 5/20/2021

CrossingConduit1532 UCIPAUG2021

8175

13.12 13.12 UCIP DS_ID:23436
EP_NO: 8516
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: One 0.5-inch and one 
0.75-inch galvanized iron electrical conduits through the 
levee, 2 feet below the crown. (Permit No. 8516, 1972 - 
Stockton East Water District).
Entry Last Updated : 5/20/2021

CrossingConduit1533 UCIPAUG2021

8516
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13.12 13.12 UCIP DS_ID:23489
EP_NO: 8516
Crossing Status: Not Found
FIELD_STRUCT_DESC: 2 of 2: One 0.5-inch and one 
0.75-inch galvanized iron electrical conduits through the 
levee, 2 feet below the crown. (Permit No. 8516, 1972 - 
Stockton East Water District).
Entry Last Updated : 5/20/2021

CrossingConduit1534 UCIPAUG2021

8516

13.27 13.27 Mark Beginning of left bank levee of Stockton Diverting Canal.
Entry Last Updated : 12/9/2020

CrownBoundary277 GEILEVEELOG

13.27 13.54 Ramp Access ramp on the waterside slope.
Entry Last Updated : 12/9/2020

Water SideRamp1129 LEVEELOG

13.50 13.50 UCIP DS_ID:23429
EP_NO: 17761
Crossing Status: Not Found
FIELD_STRUCT_DESC: 42-inch coated steel domestic 
water main pipeline encased in a 60-inch steel pipe 
across and bored under, 30 feet below the crown. (Permit 
No. 17761, 2004 - City of Stockton).
Entry Last Updated : 4/16/2021

CrossingPipe1535 UCIPAPR2021

17761

13.50 13.50 Fence Cross fence on the waterside slope.
Entry Last Updated : 12/9/2020

Water SideMetal60 LEVEELOG

13.50 13.50 Fence Cross fence on the landside slope.
Entry Last Updated : 12/9/2020

Land SideMetal61 LEVEELOG

13.50 13.50 Gate Metal drive gate across the crown.
Entry Last Updated : 12/9/2020

CrownMetal283 GEILEVEELOG

13.50 13.50 Fence Heavy machinery inside a chain link fence.
Entry Last Updated : 12/9/2020

CrownChain Link1130 LEVEELOG

13.50 13.50 Structure Sign on the landside.
Entry Last Updated : 12/9/2020

Land SideSign64 LEVEELOG

13.50 13.50 At Grade East Main roadway bridge crosses the levee. Vehicular 
access gates, signage, and vehicle barriers are on both 
sides of the crossing.
Entry Last Updated : 12/9/2020

CrossingRoad / Highway279 USACEPI

13.50 13.50 Structure Power pole on the landside.
Entry Last Updated : 12/9/2020

Land SidePole - Utility1131 LEVEELOG
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13.50 13.50 Structure Sign on the waterside.
Entry Last Updated : 12/9/2020

Water SideSign1132 LEVEELOG

13.51 13.51 UCIP DS_ID:23392
EP_NO: 5787
Crossing Status: Found
FIELD_STRUCT_DESC: Four 2-inch communications 
lines/conduits of an unknown material through the levee, 5 
feet below the crown. Visible at joint pole on the landside 
(LS). 4-foot by 2.5-foot concrete Christy box at base of 
pole. Pole with lines visible on opposite bank at joint pole. 
(Permit No. 5787, 1967 - PT&T). [Additional Reference(s): 
DWR Levee Log, 1992].
Entry Last Updated : 4/16/2021

CrossingNon-Round1536 UCIPAPR2021

5787

13.52 13.52 UCIP DS_ID:23393
EP_NO: 11671
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 4-inch steel and plastic high 
pressure gas main through the levee, 2 feet below the 
crown. Attached to downstream side of bridge. 54-inch by 
84-inch vault on the LS shoulder. (Permit No. 11671, 
1976 - PG&E). [Additional Reference(s): DWR Levee Log, 
1992].
Entry Last Updated : 5/13/2021

CrossingPipe1537 UCIPAUG2021

11671

13.53 13.53 Fence Post and cable fence on the waterside.
Entry Last Updated : 12/9/2020

Water SidePost & Cable1134 LEVEELOG

13.53 13.53 Aerial Overhead telephone lines cross the levee.
Entry Last Updated : 12/9/2020

CrossingCommunications1133 LEVEELOG

13.53 13.53 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/9/2020

CrossingHigh Voltage285 GEILEVEELOG

13.53 13.53 Gate Metal gate across the crown.
Entry Last Updated : 12/9/2020

CrownMetal1135 LEVEELOG

13.55 13.55 Ramp Access ramp on the waterside slope.
Entry Last Updated : 12/9/2020

Water SideRamp286 GEILEVEELOG
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14.02 14.02 UCIP DS_ID:23437
EP_NO: 11983
Crossing Status: Found
FIELD_STRUCT_DESC: 16-inch coated steel drainage 
pipe through the levee, 6 feet below the crown. Pump over 
8-foot diameter concrete riser unit on the landside (LS) 
toe. Flap gate on the waterside (WS) toe with a grouted 
spillway. (Permit No. 11983, 1977 - Jimmie Winchell).
Entry Last Updated : 4/16/2021

CrossingPipe1538 UCIPAPR2021

11983

14.17 14.17 Structure Steel sign post on the landside toe.
Entry Last Updated : 12/9/2020

Land SideSign296 USACEPI

14.34 14.34 UCIP DS_ID:23394
EP_NO: 6378
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 42-inch concrete encased steel 
drinking water siphon pipe through the levee, 8.5 feet 
below the crown. Siphon breaker in 20-inch manhole on 
the landside (LS) shoulder. Waterside (WS) bank rock 
revetted. Bottom of pipe is at floodplain. 4-foot high pad 
over the pipe. (Permit No. 6378, 1969 - California Water 
Service Company). [Additional Reference(s): DWR Levee 
Log, 1992. USACE San Joaquin O&M Manual 611.1, 
Volume F, (HLM 14.71)].
Entry Last Updated : 4/16/2021

CrossingPipe1539 UCIPAPR2021

6378

14.46 14.46 Structure Guardrail at dead-end street. Guardrail spans 50 feet 
along the landside toe.
Entry Last Updated : 12/9/2020

Land SideGuardrail301 USACEPI

14.46 14.46 Structure Sign on the landside.
Entry Last Updated : 12/9/2020

Land SideSign1136 LEVEELOG

14.59 14.59 Ramp Access ramp on the waterside slope.
Entry Last Updated : 12/10/2020

Water SideRamp303 GEILEVEELOG

14.65 14.67 Revetment Waterside slope rock revetted.
Entry Last Updated : 12/10/2020

Water SideRock1137 LEVEELOG

14.65 14.67 Wall Wing wall on the waterside with 3-inch-wide crack on 
vertical face of wall near joint.
Entry Last Updated : 12/10/2020

Water SideConcrete / 
Masonry Wall

306 USACEPI

14.66 14.66 Structure Southern Pacific Railroad crosses the levee at crown 
elevation. Crossing provided. Bridge across the channel. 
Railroad tracks have been removed.
Entry Last Updated : 12/10/2020

Water SideBridge308 GEILEVEELOG
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14.66 14.66 Gate Metal gate on the waterside.
Entry Last Updated : 12/10/2020

Water SideMetal1138 LEVEELOG

14.67 14.67 At Grade Dirt road on the landside leads to gate past easement 
boundary. Connects to Cardinal Avenue.
Entry Last Updated : 12/10/2020

Land SideRoad / Highway1139 LEVEELOG

14.70 14.70 Ramp Access ramp on the waterside slope.
Entry Last Updated : 12/10/2020

Water SideRamp310 GEILEVEELOG

14.71 14.71 Ramp Access ramp on the waterside slope.
Entry Last Updated : 12/10/2020

Water SideRamp1140 LEVEELOG

14.76 14.76 UCIP DS_ID:23395
EP_NO: 14796
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 4-inch steel drainage pipe 
through the levee, 2.5 feet below the crown. Siphon 
breaker in 12-inch steel standpipe on the landside (LS) 
shoulder. (Permit No. 14796, 1987 - Search Development, 
Inc.). [Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/20/2021

CrossingPipe1540 UCIPAUG2021

14796

14.82 15.92 At Grade Railroad tracks start at the easement boundary on the 
landside at grade and run parallel to the levee. Elevation 
rises to levee crown elevation.
Entry Last Updated : 12/10/2020

Land SideRailroad1141 LEVEELOG

14.83 15.82 Ditches Concrete lined V-ditch along the landside toe. The V-ditch 
has minor cracks, typically every 10 to 20 feet.
Entry Last Updated : 12/10/2020

Land SideLined314 USACEPI

14.83 14.83 Ramp Access ramp on the waterside slope.
Entry Last Updated : 12/10/2020

Water SideRamp313 GEILEVEELOG

14.97 14.97 UCIP DS_ID:23396
EP_NO: 12848
Crossing Status: Not Found
FIELD_STRUCT_DESC: 3-inch coated steel drainage 
pipe through the levee, 2 feet below the crown. (Permit 
No. 12848, 1980 - George K. Uyeda). [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/21/2021

CrossingPipe1541 UCIPAUG2021

12848
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15.04 15.04 UCIP DS_ID:23397
EP_NO: 14377
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch coated steel treated 
storm/groundwater discharge pipe through the levee, 5 
feet below the crown. Flap gate at a concrete outfall 
structure. Siphon breaker in 26-inch corrugated metal 
riser unit next to 28-inch manhole on the waterside (WS) 
shoulder. (Permit No. 14377, 1986 - Marley Cooling Tower 
Company). [Additional Reference(s): DWR Levee Log, 
1992].
Entry Last Updated : 4/16/2021

CrossingCulvert1542 UCIPAPR2021

14377

15.04 15.04 UCIP DS_ID:25118
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 10-inch-diameter steel storm 
drain pipe through the levee 2-feet below the crown.  
Siphon Breaker inside riser on the WS shoulder.  Cutoff 
wall around pipe at centerline of levee.  Permit No. 15757, 
1992.
Entry Last Updated : 5/19/2021

Pipe119 UCIPAUG2021

15.12 15.12 Ramp Access ramp on the waterside slope. Erosion and tire 
rutting present.
Entry Last Updated : 12/10/2020

Water SideRamp320 USACEPI

15.18 15.18 Fence Cross fence on the waterside slope.
Entry Last Updated : 12/10/2020

Water SideChain Link65 LEVEELOG

15.18 15.18 Fence Cross fence on the landside slope.
Entry Last Updated : 12/10/2020

Land SideChain Link70 LEVEELOG

15.18 15.18 Gate Metal drive gate across the crown. (State blank lock)
Entry Last Updated : 12/10/2020

CrownMetal324 GEILEVEELOG

15.18 15.18 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/10/2020

CrossingHigh Voltage325 GEILEVEELOG

15.18 15.22 Wall Wing wall on the waterside for bridge crossing.
Entry Last Updated : 12/10/2020

Water SideConcrete / 
Masonry Wall

1146 LEVEELOG

15.18 15.22 Revetment Rock revetment on the waterside slope under bridge.
Entry Last Updated : 12/10/2020

Water SideRock1147 LEVEELOG
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15.19 15.19 UCIP DS_ID:23398
EP_NO: 15205
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch steel gas pipeline, 3 feet 
below the crown. Cut in pavement and vent on the 
waterside (WS) shoulder. (Permit No. 15205, 1989 - 
PG&E). [Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 4/16/2021

CrossingPipe1543 UCIPAPR2021

15205

15.19 15.19 At Grade State Highway 26 (Fremont Road) crosses the levee at 
crown elevation. Bridge across the channel. Street 
crossing includes street signs, poles, stop lights, and 
railroad crossing gates.
Entry Last Updated : 12/10/2020

CrossingRoad / Highway330 GEILEVEELOG

15.19 15.19 At Grade Cardinal Avenue (running parallel to the levee) connects 
to State Highway 26 on top of the levee.
Entry Last Updated : 12/10/2020

Land SideRoad / Highway332 GEILEVEELOG

15.21 15.21 UCIP DS_ID:23417
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 6-inch steel high pressure gas 
line through the levee, at an unknown depth, and under 
channel. USCG bench mark J-906 1957-61D on levee 
crown. USA marking visible on crown. [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/20/2021

CrossingPipe1544 UCIPAUG2021

15.21 15.21 UCIP DS_ID:23440
EP_NO: 11885
Crossing Status: Found
FIELD_STRUCT_DESC: 20-inch steel drainage pipe 
through the left bank levee, 4.8 feet below the crown. 12-
inch corrugated metal riser unit on the waterside (WS) 
shoulder. Pipe not visible on the landside (LS). (Permit 
No. 11885, 1977 - Stockton Unified School District c/o 
Darrhl I. Dentoni and Associates).
Entry Last Updated : 5/13/2021

CrossingPipe1545 UCIPAUG2021

11885

15.21 15.21 Structure Distribution box on the crown.
Entry Last Updated : 12/10/2020

CrownDistribution Box1149 LEVEELOG

15.21 15.21 Fence Chain link fence on the crown.
Entry Last Updated : 12/10/2020

CrownChain Link1148 LEVEELOG
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15.21 15.21 UCIP DS_ID:23358
EP_NO: 5802
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Telephone cable/conduit of an 
unknown size or material through the levee, 5 feet below 
the crown. Line on pole visible off the landside (LS) toe. 
(Permit No. 5802, 1967 - PT&T). [Additional Reference(s): 
DWR Levee Log, 1992].
Entry Last Updated : 4/16/2021

CrossingConduit1547 UCIPAPR2021

5802

15.22 15.22 UCIP DS_ID:24961
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Electrical conduit of an unknown 
material through the levee, at an unknown depth. Cut in 
pavement visible across crown. 3-foot by 2-foot Christy 
box on the waterside (WS) shoulder next to control panel.
Entry Last Updated : 5/20/2021

CrossingConduit1546 UCIPAUG2021

15.22 15.22 Structure 12-inch corrugated metal riser on the landside shoulder.
Entry Last Updated : 12/10/2020

Land SideStandpipe1151 LEVEELOG

15.22 15.22 Gate Double panel gate across the crown.
Entry Last Updated : 12/10/2020

CrownChain Link331 GEILEVEELOG

15.48 15.48 Ramp Access ramp on the waterside slope.
Entry Last Updated : 12/10/2020

Water SideRamp335 USACEPI

15.51 15.51 At Grade Landside access road across the railroad tracks. 
Connects to Ellen Street.
Entry Last Updated : 12/10/2020

Land SideRoad / Highway336 USACEPI

15.51 15.51 Gate Cross fence and metal drive gate on the landside. (State 
blank lock)
Entry Last Updated : 12/10/2020

Land SideMetal338 GEILEVEELOG

15.59 15.91 Fence Barbed wire fence along the landside toe on other side of 
railroad tracks.
Entry Last Updated : 12/10/2020

Land SideChain Link339 USACEPI
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15.62 15.62 UCIP DS_ID:23359
EP_NO: 5971
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 26-inch coated steel 
irrigation pipe through the levee, 5.5 feet below the crown. 
22-inch siphon breaker on the waterside (WS) shoulder. 
Pumping plant on the landside (LS), 75 feet from toe. Flap 
gates on the WS end. (Permit No. 5971, 1967 - Stockton 
Enterprises). [Additional Reference(s): DWR Levee Log, 
1992. USACE San Joaquin O&M Manual 611.1, Volume 
F, (HLM 16.02)].
Entry Last Updated : 4/16/2021

CrossingPipe1548 UCIPAPR2021

5971

15.62 15.62 UCIP DS_ID:23490
EP_NO: 5971
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 16-inch coated steel 
irrigation pipe through the levee, 5.5 feet below the crown. 
Siphon breaker in 22-inch corrugated metal riser unit on 
the waterside (WS) shoulder. Pumping plant on the 
landside (LS), 75 feet from toe. Flap gates on the WS 
end. (Permit No. 5971, 1967 - Stockton Enterprises). 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 16.02)].
Entry Last Updated : 4/16/2021

CrossingPipe1549 UCIPAPR2021

5971

15.94 15.94 Ramp Access ramp on the waterside slope.
Entry Last Updated : 12/10/2020

Water SideRamp348 GEILEVEELOG

15.97 15.97 Wall Wing wall on the waterside for bridge crossing.
Entry Last Updated : 12/10/2020

Water SideConcrete / 
Masonry Wall

350 USACEPI

15.97 15.97 At Grade Stockton Terminal and Eastern Railroad crosses the levee 
at crown elevation.
Entry Last Updated : 12/10/2020

CrossingRailroad351 GEILEVEELOG

15.97 15.97 Structure Bridge crosses the channel on the waterside.
Entry Last Updated : 12/10/2020

Water SideBridge1160 LEVEELOG

15.97 15.97 Revetment Rock revetment on the waterside slope under bridge.
Entry Last Updated : 12/10/2020

Water SideRock1161 LEVEELOG

15.98 15.98 Aerial Overhead power lines cross the levee. (Permit No. 5113, 
1965 - Pacific Gas and Electric Company)
Entry Last Updated : 12/10/2020

CrossingHigh Voltage353 GEILEVEELOG

5113

15.99 15.99 Ramp Access ramp on the waterside slope.
Entry Last Updated : 12/10/2020

Water SideRamp1162 LEVEELOG
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16.11 16.11 Structure Flashboard dam across the channel with concrete base 
and collapsible stanchions. Concrete headwalls on both 
banks.
Entry Last Updated : 12/10/2020

Water SideWeir1163 LEVEELOG

16.12 16.12 UCIP DS_ID:23360
EP_NO: 3371
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch steel drainage pipe 
through the levee, 4.5 feet below the crown. 48-inch 
corrugated metal riser unit on the waterside (WS) 
shoulder. Flap gate on the WS end. Pumping plant on the 
landside (LS), 75 feet from toe. Pipe about 25 feet 
downstream from flashboard dam. (Permit No. 3371, 
1960 - H. C. Shaw Company). [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 16.53)].
Entry Last Updated : 4/16/2021

CrossingPipe1550 UCIPAPR2021

3371

16.26 16.26 UCIP DS_ID:23361
EP_NO: 11815
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 12-inch cement lined and coated 
steel domestic water pipe through the levee, 3.5 feet 
below the crown. 12-inch steel riser unit with steel lid 
visible on the waterside (WS) shoulder. (Permit No. 
11815, 1976 - California Water Service Company). 
[Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 4/16/2021

CrossingPipe1551 UCIPAPR2021

11815

16.27 16.27 Structure 5-foot by 5-foot concrete box at the landside toe.
Entry Last Updated : 12/10/2020

Land SideOther1168 LEVEELOG

16.27 16.27 Fence Chain link fence crosses the levee.
Entry Last Updated : 12/10/2020

CrossingChain Link1165 LEVEELOG

16.27 16.32 At Grade State Highway 99 crosses the levee, 5.0 feet below the 
crown. Twin bridges across the channel.  No vehicle 
crossing provided. For access to west side of highway, go 
back to the ramp on the landside slope at Levee Mile 
15.91, then proceed on Ellen Road to State Highway 99.
Entry Last Updated : 12/10/2020

CrossingRoad / Highway357 USACEPI
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16.27 16.27 UCIP DS_ID:23362
EP_NO: 3435
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 6-inch steel drainage pipe 
through the levee, 8 feet below the crown. Concrete 
manhole on the centerline of the crown. Concrete 
structure near the landside (LS) toe. Waterside (WS) 
slope concrete paved. Flap gates on the WS end. (Permit 
No. 3435, 1960 - State Department of Public Works 
Division of Highways). [Additional Reference(s): DWR 
Levee Log, 1992. USACE San Joaquin O&M Manual 
611.1, Volume F, (HLM 16.69)].
Entry Last Updated : 4/16/2021

CrossingPipe1552 UCIPAPR2021

3435

16.28 16.28 UCIP DS_ID:23491
EP_NO: 3435
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 24-inch steel drainage 
pipe through the levee, 8 feet below the crown. Manhole 
visible at centerline of crown with a concrete box structure 
on the landside (LS) slope. Waterside (WS) slope 
concrete paved. Flap gate on the WS end. (Permit No. 
3435, 1960 - State Department of Public Works Division 
of Highways). [Additional Reference(s): DWR Levee Log, 
1992. USACE San Joaquin O&M Manual 611.1, Volume 
F, (HLM 16.69)].
Entry Last Updated : 5/13/2021

CrossingPipe1553 UCIPAUG2021

3435

16.32 16.32 Fence Chain link cross fence.
Entry Last Updated : 12/10/2020

CrossingChain Link363 GEILEVEELOG

16.32 16.43 Fence Chain link fence on the landside toe.
Entry Last Updated : 12/10/2020

Land SideChain Link366 USACEPI

16.39 16.39 UCIP DS_ID:23441
EP_NO: 13142
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel drainage discharge 
pipe through the levee, 5 feet below the crown.  Two 
pumps and two gate valves on the landside (LS) toe. 
Riser on the LS shoulder. Pipe visible on the waterside 
(WS) slope, not visible in 2018. (10-inch pipe and two-unit 
sump pump authorized under Permit No. 13142, 1981 - 
Operating Engineers Local Union No. 3).
Entry Last Updated : 4/16/2021

CrossingPipe1554 UCIPAPR2021

13142

16.39 16.39 Structure 20-inch standpipe on the landside shoulder.
Entry Last Updated : 12/10/2020

Land SideStandpipe367 USACEPI

16.46 16.46 Fence Cross fence on the waterside slope.
Entry Last Updated : 12/10/2020

Water SideMetal71 LEVEELOG
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16.46 16.46 Fence Cross fence on the landside slope.
Entry Last Updated : 12/10/2020

Land SideMetal72 LEVEELOG

16.46 16.46 Gate Metal drive gate across the crown. (State blank lock)
Entry Last Updated : 12/10/2020

CrownMetal371 GEILEVEELOG

16.47 16.50 Wall Concrete wall on the waterside.
Entry Last Updated : 12/10/2020

Water SideConcrete / 
Masonry Wall

1171 LEVEELOG

16.47 16.47 UCIP DS_ID:23363
EP_NO: 5787
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Telephone cable/conduit of an 
unknown size or material through the levee, at an 
unknown depth, and under the channel. Manhole in lane 
visible from center of levee. (Permit No. 5787, 1967 - 
PT&T). [Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 4/16/2021

CrossingConduit1555 UCIPAPR2021

5787

16.47 16.47 Fence Metal fence on the landside.
Entry Last Updated : 12/10/2020

Land SideMetal1169 LEVEELOG

16.47 16.47 Fence Post and cable fence on top of concrete wall on the 
waterside.
Entry Last Updated : 12/10/2020

Water SidePost & Cable1170 LEVEELOG

16.48 16.48 At Grade Waterloo Road crosses the levee, 3.0 feet below the 
crown. Bridge across the channel. Waterside slope rock 
revetted.
Entry Last Updated : 12/10/2020

CrossingRoad / Highway375 GEILEVEELOG

16.50 16.50 Aerial Overhead power lines cross the levee. (Permit No. 5170, 
1965 - Pacific Gas and Electric Company)
Entry Last Updated : 12/10/2020

CrossingHigh Voltage374 GEILEVEELOG

5170

16.50 16.50 Fence Metal fence on the landside.
Entry Last Updated : 12/10/2020

Land SideMetal1173 LEVEELOG

16.50 16.50 Fence Barbed wire fence on the waterside.
Entry Last Updated : 12/10/2020

Water SideBarbed Wire1174 LEVEELOG

16.50 16.50 Fence Post and cable fence on the waterside.
Entry Last Updated : 12/10/2020

Water SidePost & Cable1175 LEVEELOG

16.50 16.50 Gate Metal gate across the crown.
Entry Last Updated : 12/10/2020

CrownMetal1172 LEVEELOG
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16.51 16.51 UCIP DS_ID:23364
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch steel drainage pipe 
through the levee, 8.5 feet below the crown. Siphon 
breaker in 46-inch concrete riser unit on the waterside 
(WS) shoulder. Pump house on the landside (LS). 
Concrete U-shaped headwall and flap gate on the WS 
end. (Permit No. 3426, 1960 - County of San Joaquin). 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 16.91)].
Entry Last Updated : 4/16/2021

CrossingPipe1556 UCIPAPR2021

16.51 16.51 Aerial Overhead power lines cross the levee. (Permit No. 4326, 
1963 - W. R. Green)
Entry Last Updated : 12/10/2020

CrossingHigh Voltage377 GEILEVEELOG

4326

16.51 16.51 Ramp Access ramps on the waterside slope. (Permit No. 15239, 
1989 - James Hanley)
Entry Last Updated : 12/10/2020

Water SideRamp372 GEILEVEELOG

15239

16.77 16.85 Fence Chain link fence on the landside.
Entry Last Updated : 12/10/2020

Land SideChain Link382 USACEPI

16.83 16.89 Ramp Two dirt access ramps on the waterside slope.
Entry Last Updated : 12/10/2020

Water SideRamp384 USACEPI

16.84 16.87 Wall Concrete wall on the waterside.
Entry Last Updated : 12/10/2020

Water SideConcrete / 
Masonry Wall

1177 LEVEELOG

16.85 16.85 Fence Post and cable fence on top of the concrete wall on the 
waterside.
Entry Last Updated : 12/10/2020

Water SidePost & Cable1178 LEVEELOG

16.85 16.85 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/10/2020

CrossingHigh Voltage385 GEILEVEELOG

16.85 16.85 At Grade Cherokee Road bridge crossing, 3.0 feet below the crown. 
Bridge across the channel.
Entry Last Updated : 12/10/2020

CrossingRoad / Highway386 USACEPI

16.85 16.85 Gate Metal gate on the landside.
Entry Last Updated : 12/10/2020

Land SideMetal387 GEILEVEELOG

16.85 16.85 Structure Power pole on the waterside.
Entry Last Updated : 12/10/2020

Water SidePole - Utility1179 LEVEELOG
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16.85 16.85 Gate Metal gate on the landside.
Entry Last Updated : 12/10/2020

Land SideMetal1180 LEVEELOG

16.87 16.87 UCIP DS_ID:23411
EP_NO: 1209
Crossing Status: Not Found
FIELD_STRUCT_DESC: 4-inch steel drainage pipe 
through the levee, 1 foot below the crown. Open on the 
waterside (WS) shoulder. Pipe exposed on the landside 
(LS). (Permit No. 1209, 1947 - California Water Service 
Company). [Additional Reference(s): DWR Levee Log, 
1992].
Entry Last Updated : 5/20/2021

CrossingPipe1557 UCIPAUG2021

1209

16.87 16.87 Fence Metal fence on the waterside.
Entry Last Updated : 12/10/2020

Water SideMetal1181 LEVEELOG

16.88 16.88 UCIP DS_ID:23410
EP_NO: 5787
Crossing Status: Not Found
FIELD_STRUCT_DESC: Telephone cable/conduit of an 
unknown size or material through the levee, at an 
unknown depth, and under the channel. (Permit No. 5787, 
1967 - PT&T). [Additional Reference(s): DWR Levee Log, 
1992].
Entry Last Updated : 5/20/2021

CrossingConduit1558 UCIPAUG2021

5787

16.88 17.09 Fence Barbed wire fence at the landside toe.
Entry Last Updated : 12/10/2020

Land SideBarbed Wire393 USACEPI

16.88 16.88 UCIP DS_ID:23443
EP_NO: 12489
Crossing Status: Not Found
FIELD_STRUCT_DESC: 12-inch cement lined and coated 
steel drinking water pipeline through the levee, 2 feet 
below the crown. (Permit No. 12489, 1978 - California 
Water Service Company).
Entry Last Updated : 4/16/2021

CrossingPipe1559 UCIPAPR2021

12489

16.88 18.36 At Grade Paved asphalt road running along the crown.
Entry Last Updated : 12/10/2020

CrownRoad / Highway1187 LEVEELOG

17.14 17.14 Structure Guardrail on the landside, 15 feet from the levee.
Entry Last Updated : 12/10/2020

Land SideGuardrail394 USACEPI

17.16 17.16 Fence Wooden fence on the landside.
Entry Last Updated : 12/10/2020

Land SideWood396 LEVEEINSPECTION
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17.19 17.21 Ramp Two dirt access ramps on the waterside slope.
Entry Last Updated : 12/10/2020

Water SideRamp399 USACEPI

17.20 17.20 At Grade Central California Traction Railroad crosses the levee, 5.0 
feet below crown elevation. Bridge across the channel.
Entry Last Updated : 12/10/2020

CrossingRailroad398 GEILEVEELOG

17.20 17.20 Structure Railroad crossing signal control.
Entry Last Updated : 12/10/2020

Water Side and 
Land Side

Other400 USACEPI

17.20 17.20 UCIP DS_ID:23412
EP_NO: N/A
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Telephone cable/conduit of an 
unknown material through the levee, at an unknown 
depth. Possibly eminates from pole off the landside (LS) 
toe. [Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 4/16/2021

CrossingConduit1560 UCIPAPR2021

17.20 17.20 Structure Control box on the landside inside enclosed chain link 
fence.
Entry Last Updated : 12/10/2020

Land SideControl Box1182 LEVEELOG

17.20 17.20 Ramp Access ramp on the landside slope.
Entry Last Updated : 12/10/2020

Land SideRamp1183 LEVEELOG

17.35 17.51 Ramp Access ramp on the waterside slope.
Entry Last Updated : 12/10/2020

Water SideRamp1184 LEVEELOG

17.38 17.38 UCIP DS_ID:23365
EP_NO: 4046
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 24-inch coated steel 
drainage pipe through the levee, 4.5 feet below the crown. 
18-inch concrete riser unit for siphon breaker on the 
landside (LS) shoulder. Concrete U-shaped headwall and 
flap gate on the waterside (WS). Pump house visible off 
the LS toe (Permit No. 4046, 1962 - County of San 
Joaquin). [Additional Reference(s): DWR Levee Log, 
1992. USACE San Joaquin O&M Manual 611.1, Volume 
F, (HLM 17.79)].
Entry Last Updated : 5/13/2021

CrossingPipe1561 UCIPAUG2021

4046

17.38 17.38 Structure Standpipe on the landside shoulder.
Entry Last Updated : 12/10/2020

Land SideStandpipe401 USACEPI
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17.38 17.38 UCIP DS_ID:23492
EP_NO: 4046
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 30-inch coated steel 
drainage pipe through the levee, 4.5 feet below the crown. 
24-inch concrete riser unit for siphon breaker on the 
landside (LS) shoulder. Concrete U-shaped headwall and 
flap gate on the waterside (WS). (Permit No. 4046, 1962 - 
County of San Joaquin). [Additional Reference(s): DWR 
Levee Log, 1992, 18-inch pipe listed. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 17.79) 18-
inch pipe listed].
Entry Last Updated : 4/16/2021

CrossingPipe1562 UCIPAPR2021

4046

17.40 17.40 UCIP DS_ID:23442
EP_NO: 17749
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 16-inch sewer line of an 
unknown material across and bored under the channel 
and levees of the Calaveras River, at an unknown depth. 
Sewer manhole visible off landside (LS) toe. (Permit No. 
17749, 2005 - City of Stockton Department of Public 
Works).
Entry Last Updated : 4/16/2021

CrossingPipe1563 UCIPAPR2021

17749

17.41 17.41 Gate Metal swing gate and lock missing. (SM860) (State blank 
lock)
Entry Last Updated : 12/10/2020

CrownMetal405 GEILEVEELOG

17.41 17.41 Structure Power pole with street light on the waterside shoulder.
Entry Last Updated : 12/10/2020

Water SidePole - Utility73 LEVEELOG

17.41 17.41 At Grade Wilson Way crosses the levee, 2.0 feet below the crown. 
Bridge across the channel.
Entry Last Updated : 12/10/2020

CrossingRoad / Highway407 GEILEVEELOG

17.41 17.41 UCIP DS_ID:24962
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch steel electrical conduit 
through the levee, at an unknown depth. Pipe attached to 
upstream side of bridge.
Entry Last Updated : 5/20/2021

CrossingPipe1564 UCIPAUG2021

17.43 17.43 Gate Metal swing gate and lock missing.
Entry Last Updated : 12/10/2020

CrownMetal1186 LEVEELOG
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17.43 17.43 UCIP DS_ID:24754
EP_NO: 17750
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 36-inch reinforced concrete 
sewer line across and bored under the channel and levees 
of the Stockton Diverting Canal, at an unknown depth. 
Installed in 6/24/2005. (Permit No. 17750, 2005 - City of 
Stockton Department of Public Works).
Entry Last Updated : 4/16/2021

CrossingPipe1565 UCIPAPR2021

17750

17.43 17.43 UCIP DS_ID:23413
EP_NO: 5787
Crossing Status: Not Found
FIELD_STRUCT_DESC: Telephone cable/conduit of an 
unknown size or material through the levee, at an 
unknown depth, and under the channel. (Permit No. 5787, 
1967 - PT&T). [Additional Reference(s): DWR Levee Log, 
1992].
Entry Last Updated : 4/16/2021

CrossingConduit1566 UCIPAPR2021

5787

17.48 17.48 Miscellaneou
s

Erosion on the landside slope.
Entry Last Updated : 12/10/2020

Land SideMitigation Site74 LEVEELOG

17.48 17.48 Structure Standpipe on the landside toe.
Entry Last Updated : 12/10/2020

Land SideStandpipe410 USACEPI

17.51 17.51 Ramp Access ramp on the waterside slope. (Permit No. 13706, 
1983 - Stockton Yacht Club, Inc.)
Entry Last Updated : 12/10/2020

Water SideRamp409 GEILEVEELOG

13706

17.77 17.82 Fence Wrought iron fence at the landside toe surrounding pump 
houses.
Entry Last Updated : 12/10/2020

Land SideWrought Iron1188 LEVEELOG

17.80 17.80 UCIP DS_ID:23366
EP_NO: 10515
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 4: 27-inch coated steel 
drainage pipe through the levee, 5 feet below the crown. 
Pumping plant on the landside (LS). 44-inch concrete riser 
unit on the waterside (WS) shoulder. Concrete headwall at 
the WS toe. (Permit No. 10515, 1975 - Southern Pacific 
Industrial Development Company). [Additional 
Reference(s): DWR Levee Log, 1992, 30-inch pipe listed].
Entry Last Updated : 4/16/2021

CrossingPipe1567 UCIPAPR2021

10515
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17.80 17.80 UCIP DS_ID:23493
EP_NO: 10515
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 4: 27-inch coated steel 
drainage pipe through the levee, 5 feet below the crown. 
Pumping plant on the landside (LS). Concrete riser unit on 
the waterside (WS) shoulder. Concrete headwall at the 
WS toe. (Permit No. 10515, 1975 - Southern Pacific 
Industrial Development Company). [Additional 
Reference(s): DWR Levee Log, 1992, 30-inch pipe listed].
Entry Last Updated : 4/16/2021

CrossingPipe1568 UCIPAPR2021

10515

17.80 17.80 UCIP DS_ID:23494
EP_NO: 10515
Crossing Status: Found
FIELD_STRUCT_DESC: 3 of 4: 27-inch coated steel 
drainage pipe through the levee, 5 feet below the crown. 
Pumping plant on the landside (LS) and a siphon breaker 
in a 44-inch concrete riser unit on the waterside (WS) 
shoulder. Concrete headwall on the WS toe. (Permit No. 
10515, 1975 - Southern Pacific Industrial Development 
Company). [Additional Reference(s): DWR Levee Log, 
1992, 30-inch pipe listed].
Entry Last Updated : 4/16/2021

CrossingPipe1569 UCIPAPR2021

10515

17.80 17.80 UCIP DS_ID:23495
EP_NO: 10515
Crossing Status: Found
FIELD_STRUCT_DESC: 4 of 4: 14-inch coated steel 
drainage pipe through the levee, 5 feet below the crown. 
Pumping plant on the landside (LS). Siphon breaker in a 
44-inch concrete riser unit on the waterside (WS) 
shoulder. Concrete headwall at outlet. (Permit No. 10515, 
1975 - Southern Pacific Industrial Development 
Company). [Additional Reference(s): DWR Levee Log, 
1992].
Entry Last Updated : 4/16/2021

CrossingPipe1570 UCIPAPR2021

10515

17.81 17.81 Structure Power pole on the landside toe.
Entry Last Updated : 12/10/2020

Land SidePole - Utility417 USACEPI

17.83 17.83 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/10/2020

CrossingHigh Voltage423 GEILEVEELOG

17.83 17.83 Aerial Overhead telephone lines cross the levee.
Entry Last Updated : 12/10/2020

CrossingCommunications1189 LEVEELOG

17.83 17.83 Ramp Dirt access ramp on the waterside slope.
Entry Last Updated : 12/10/2020

Water SideRamp422 USACEPI
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17.89 17.89 Ramp Access ramp on the landside slope to Sanguinetti Lane. 
No vehicle access.
Entry Last Updated : 12/10/2020

Land SideRamp424 GEILEVEELOG

17.89 17.89 UCIP DS_ID:23414
EP_NO: 4995
Crossing Status: Not Found
FIELD_STRUCT_DESC: 0.75-inch high pressure gas line 
through the levee, 3 feet below the crown.  Pipe runs 
along downstream side of old Sanguinetti Lane bridge site 
(now extension of Mighty Oak Drive). (0.75-inch gas line 
authorized under Permit No. 4995, 1970 - Pacific Gas and 
Electric Company [PG&E]).
Entry Last Updated : 4/16/2021

CrossingPipe1571 UCIPAPR2021

4995

18.14 18.14 UCIP DS_ID:23367
EP_NO: N/A
Crossing Status: Not Found
FIELD_STRUCT_DESC: Steel high pressure gas line of 
an unknown size through the levee, at an unknown depth, 
and under the channel. [Additional Reference(s): DWR 
Levee Log, 1992].
Entry Last Updated : 4/16/2021

CrossingPipe1572 UCIPAPR2021

18.15 18.15 Mark Beginning of left bank levee of Calaveras River. Mileage 
continues downstream.
Entry Last Updated : 12/10/2020

CrownBoundary433 GEILEVEELOG

18.16 18.33 Ramp Access ramp on the waterside slope. Access under 
Southern Pacific Railroad.
Entry Last Updated : 12/10/2020

Water SideRamp435 GEILEVEELOG

18.19 18.23 Wall Concrete block wall at the landside toe, 10 feet tall and 
150 feet long.
Entry Last Updated : 12/10/2020

Land SideConcrete / 
Masonry Wall

428 USACEPI

18.22 18.22 Structure Guardrail on the crown.
Entry Last Updated : 12/10/2020

CrownGuardrail1197 LEVEELOG

18.23 18.23 Ramp Dirt access ramp on the waterside slope.
Entry Last Updated : 12/10/2020

Water SideRamp430 USACEPI

18.23 18.23 Aerial Overhead power lines cross the levee. (Permit No. 7013, 
1970 - Pacific Gas and Electric Company)
Entry Last Updated : 12/10/2020

CrossingHigh Voltage439 GEILEVEELOG

7013
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18.24 18.24 At Grade Southern Pacific Railroad crossing at crown elevation. 
Two guardrails on sides of railroad on the crown. 
Abandoned, damaged concrete footings on the crown. 
Bridge across the channel.
Entry Last Updated : 12/10/2020

CrossingRailroad441 USACEPI

18.25 18.25 UCIP DS_ID:23368
EP_NO: 14322
Crossing Status: Not Found
FIELD_STRUCT_DESC: Galvanized iron fiber optics 
communications conduit of an unknown size through the 
levee, at an unknown depth. Pacific Bell fiber optics line 
markers along downstream side of railroad tracks on both 
sides of Mormon Slough. [Additional Reference(s): DWR 
Levee Log, 1992, 4-inch conduit listed].
Entry Last Updated : 5/13/2021

CrossingConduit1573 UCIPAUG2021

14322

18.26 18.26 Structure Guardrail on the crown.
Entry Last Updated : 12/10/2020

CrownGuardrail1198 LEVEELOG

18.26 18.26 Ramp Dirt road and access ramp cut into the waterside slope 
creating steep slopes (1:1).
Entry Last Updated : 12/10/2020

Water SideRamp443 USACEPI

18.34 18.34 Structure Footbridge crosses the channel on the waterside. Riprap 
near abutment. Some cracking and spalling of concrete at 
connection to handrails.
Entry Last Updated : 12/10/2020

Water SideBridge445 USACEPI

18.47 18.61 Ramp Access ramp on the waterside slope. Access under West 
Lane Bridge.
Entry Last Updated : 12/10/2020

Water SideRamp450 GEILEVEELOG

18.53 18.53 Fence Chain link fence on the landside.
Entry Last Updated : 12/10/2020

Land SideChain Link1204 LEVEELOG

18.53 18.53 UCIP DS_ID:23372
EP_NO: 5137
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 6-inch coated steel gas main 
through the levee, 3 feet below the crown, and under the 
channel. Possible gas valve located next to pump house 
on the landside (LS) toe. USA markers on pavement and 
concrete at crossing, May 2014. (Permit No. 5137, 1965 - 
PG&E). [Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 4/16/2021

CrossingPipe1574 UCIPAPR2021

5137
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18.53 18.53 UCIP DS_ID:23369
EP_NO: 4935
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 3: 18-inch coated steel 
drainage pipe through the levee, 5.8 feet below the crown. 
Flap gate and concrete U-shaped headwall on the 
waterside (WS) end. Siphon breaker in 42-inch concrete 
riser units on the WS slope. Concrete block pumping plant 
on the landside (LS), 5 feet from the levee toe. Pumping 
plant was expanded in 2001. (Permit No. 4935, 1965 - 
City of Stockton Assessment District No. 65-1). [Additional 
Reference(s): DWR Levee Log, 1992, 16-inch pipe listed. 
USACE San Joaquin O&M Manual 611.1, Volume F, 
(HLM 18.98) 16-inch pipe listed].
Entry Last Updated : 4/16/2021

CrossingPipe1575 UCIPAPR2021

4935

18.53 18.53 UCIP DS_ID:23498
EP_NO: 4935
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 3: 18-inch coated steel 
drainage pipe through the levee, 5.8 feet below the crown. 
Flap gate and concrete U-shaped headwall on the 
waterside (WS) end. Siphon breaker in 42-inch concrete 
riser units on the WS slope. Concrete block pumping plant 
on the landside (LS), 5 feet from the levee toe. Pumping 
plant was expanded in 2001. (Permit No. 4935, 1965 - 
City of Stockton Assessment District No. 65-1). [Additional 
Reference(s): DWR Levee Log, 1992, 16-inch pipe listed. 
USACE San Joaquin O&M Manual 611.1, Volume F, 
(HLM 18.98) 16-inch pipe listed].
Entry Last Updated : 4/16/2021

CrossingPipe1576 UCIPAPR2021

4935

18.53 18.53 Gate Metal gate across the crown.
Entry Last Updated : 12/10/2020

CrownMetal448 USACEPI

18.53 18.53 UCIP DS_ID:23499
EP_NO: 4935
Crossing Status: Found
FIELD_STRUCT_DESC: 3 of 3: 30-inch coated steel 
drainage pipe through the levee, 5.8 feet below the crown. 
Flap gate and concrete U-shaped headwall on the 
waterside (WS) end. Siphon breaker in 42-inch concrete 
riser units on the WS slope. Concrete block pumping plant 
on the landside (LS), 5 feet from the levee toe. Pumping 
plant was expanded in 2001. (Permit No. 4935, 1965 - 
City of Stockton Assessment District No. 65-1). [Additional 
Reference(s): DWR Levee Log, 1992, 20-inch pipe listed. 
USACE San Joaquin O&M Manual 611.1, Volume F, 
(HLM 18.98) 20-inch pipe listed].
Entry Last Updated : 4/16/2021

CrossingPipe1577 UCIPAPR2021

4935
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18.53 18.53 Structure Pump station on the landside toe. 24-inch pipe through 
the levee. Three manholes on the levee crown. Fences 
around the pump station. Three flap gates and headwall 
on the waterside.
Entry Last Updated : 12/10/2020

Land SidePump Station447 USACEPI

18.54 18.54 UCIP DS_ID:23500
EP_NO: 14601
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 1 of 2: 10-inch steel gas pipeline 
through the levee, at an unknown depth, and under the 
channel. (Permit No. 14601, 1987 - PG&E, references this 
existing pipe but is not for this pipe). [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/20/2021

CrossingPipe1578 UCIPAUG2021

14601

18.54 18.54 UCIP DS_ID:23371
EP_NO: 6424
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 2 of 2: Two 3.5-inch steel 
telephone conduits through the levee, about 2 feet below 
the crown. Conduit visible on upstream side of bridge. 
(Permit No. 6424, 1969 - PG&E). [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/20/2021

CrossingConduit1579 UCIPAUG2021

6424

18.54 18.54 UCIP DS_ID:23501
EP_NO: 6424
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 2 of 2: Two 3.5-inch steel 
telephone conduits through the levee, about 2 feet below 
the crown. Possibly attached to upstream side of bridge. 
(Permit No. 6424, 1969 - PG&E). [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/13/2021

CrossingConduit1580 UCIPAUG2021

6424

18.54 18.54 UCIP DS_ID:23370
EP_NO: 14601
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 24-inch steel gas pipeline 
through the levee, 4.42 feet below the crown, and under 
the channel. USA markings on pavement. Christy Box on 
the waterside (WS) shoulder. (Permit No. 14601, 1987 - 
PG&E). [Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/21/2021

CrossingPipe1581 UCIPAUG2021

14601

18.54 18.54 Aerial Overhead television cable crosses the levee.
Entry Last Updated : 12/10/2020

CrossingCommunications453 GEILEVEELOG
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18.54 18.54 Aerial Overhead power lines cross the levee. (Permit No. 5144, 
1965 - Pacific Gas and Electric Company)
Entry Last Updated : 12/10/2020

CrossingHigh Voltage455 GEILEVEELOG

5144

18.54 18.54 At Grade West Lane crosses the levee at crown elevation. Twin 
bridges across the channel. (Permit No. 4859, 1965 - 
County of San Joaquin, Department of Public Works)
Entry Last Updated : 12/10/2020

CrossingRoad / Highway456 GEILEVEELOG

4859

18.54 18.54 Fence Metal fence on the waterside.
Entry Last Updated : 12/10/2020

Water SideMetal457 LEVEEINSPECTION

18.56 18.56 Fence Post and cable fence on the waterside.
Entry Last Updated : 12/10/2020

Water SidePost & Cable1205 LEVEELOG

18.56 18.78 Fence Chain link fence along the landside toe.
Entry Last Updated : 12/10/2020

Land SideChain Link458 GEILEVEELOG

18.56 18.56 Fence Cross fence on the waterside slope.
Entry Last Updated : 12/10/2020

Water SideMetal77 LEVEELOG

18.56 18.56 Fence Cross fence on the landside slope.
Entry Last Updated : 12/10/2020

Land SideMetal79 LEVEELOG

18.56 18.56 Gate Metal drive gate across the crown. (State blank lock)
Entry Last Updated : 12/10/2020

CrownMetal459 GEILEVEELOG

18.76 18.84 Ramp Dirt access ramp on the waterside slope cuts into the 
levee creating steep slopes.
Entry Last Updated : 12/10/2020

Water SideRamp465 USACEPI

18.78 18.78 Gate Metal gate across the crown.
Entry Last Updated : 12/10/2020

CrownMetal1206 LEVEELOG

18.78 18.78 UCIP DS_ID:23373
EP_NO: 14112
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 1-inch fiber optics 
communications cable/conduit of an unknown material 
through the levee, 2 feet below the crown. Flagging 
markers along alignment on upstream side of rail bridge 
on 5/7/2014. (Permit No. 14112, 1985 - United Telecom 
Communications). [Additional Reference(s): DWR Levee 
Log, 1992].
Entry Last Updated : 4/16/2021

CrossingConduit1582 UCIPAPR2021

14112
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18.79 18.79 At Grade Union Pacific Railroad crosses the levee, 2.0 feet below 
crown elevation. Concrete box girder trestle across the 
channel. (Permit No. 15670, 1991 - Union Pacific Railroad 
Company)
Entry Last Updated : 12/10/2020

CrossingRailroad470 GEILEVEELOG

15670

18.79 18.79 UCIP DS_ID:24964
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Communications cable markers 
along downstream side of bridge.
Entry Last Updated : 5/20/2021

CrossingConduit1583 UCIPAUG2021

18.79 18.79 Fence Cross fence on the waterside slope.
Entry Last Updated : 12/10/2020

Water SideMetal82 LEVEELOG

18.79 18.79 Fence Cross fence on the landside slope.
Entry Last Updated : 12/10/2020

Land SideMetal83 LEVEELOG

18.79 18.79 Gate Guardrail gate across the crown. (State blank lock)
Entry Last Updated : 12/10/2020

CrownMetal472 GEILEVEELOG

18.90 18.90 Gate Metal drive gate on the landside across access ramp.
Entry Last Updated : 12/10/2020

Land SideMetal475 GEILEVEELOG

18.90 18.90 Ramp Access ramp on the landside slope. Access to Alvarado 
Avenue.
Entry Last Updated : 12/10/2020

Land SideRamp474 GEILEVEELOG

18.93 19.23 Miscellaneou
s

Walnut trees on the landside slope.
Entry Last Updated : 12/10/2020

Land SideLandscaping476 GEILEVEELOG

19.03 19.03 Fence Wooden fence on the landside.
Entry Last Updated : 12/10/2020

Land SideWood1207 LEVEELOG

19.06 19.16 Fence Barbed wire fence along the landside shoulder.
Entry Last Updated : 12/10/2020

Land SideBarbed Wire481 LEVEEINSPECTION

19.09 19.09 Revetment Waterside bank and slope cobble revetted by USACE in 
1958.
Entry Last Updated : 12/10/2020

Water SideCobble486 GEILEVEELOG

19.10 19.10 Structure 24-inch standpipe on the landside shoulder.
Entry Last Updated : 12/14/2020

Land SideStandpipe1208 LEVEELOG
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19.16 19.24 Fence Chain link fence on the landside.
Entry Last Updated : 12/14/2020

Land SideChain Link489 LEVEEINSPECTION

19.24 19.24 UCIP DS_ID:23374
EP_NO: 3175
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 3: 16-inch steel drainage 
pipe through the levee, 3.5 feet below the crown. Flap 
gate is located on the waterside (WS) end. Siphon 
breaker is inside a 42-inch concrete riser that is located 
on the WS shoulder. Concrete headwall is located at the 
landside (LS) toe. Concrete block pump house with chain 
link fence around it is located on the LS. (two 16-inch 
pipes and one 20-inch pipe were authorized under Permit 
No. 3175, 1966 - City of Stockton, As-builts indicate two 
16-inch pipes and one 18-inch pipe were installed; 
additional reference for this pump station includes Permit 
No. 3175-A, 2003 - OMI/Thames Water Stockton, Inc. 
permit was issued for an emergency repair of a damaged 
section of 18-inch pipe) [Additional Reference(s): DWR 
Levee Log, 1977. USACE San Joaquin River O&M 
Manual Unit No. 611.1, (HLM 19.68)].
Entry Last Updated : 5/13/2021

CrossingPipe1584 UCIPAUG2021

3175

19.24 19.24 UCIP DS_ID:23496
EP_NO: 3175
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 3: 18-inch steel drainage 
pipe through the levee, 3.5 feet below crown. Flap gate is 
located on the waterside (WS) end. Siphon breaker is 
inside a 42-inch concrete riser unit located at the WS 
shoulder. Concrete headwall is located at the landside 
(LS) toe. Concrete block pump house with chain link fence 
around it is located on the landside (LS). (two 16-inch 
pipes and one 20-inch pipe were authorized under Permit 
No. 3175, 1966 - City of Stockton, As-builts indicate two 
16-inch pipes and one 18-inch pipe were installed; 10-
linear-foot section of the 18-inch pipe was replaced on the 
LS under Permit No. 3175-A, 2003 - OMI/Thames Water 
Stockton, Inc.) [Additional Reference(s): DWR Levee Log, 
1977. USACE San Joaquin River O&M Manual Unit No. 
611.1, (HLM 19.68)].
Entry Last Updated : 5/13/2021

CrossingPipe1585 UCIPAUG2021

3175
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19.24 19.24 UCIP DS_ID:23497
EP_NO: 3175
Crossing Status: Found
FIELD_STRUCT_DESC: 3 of 3: 16-inch steel drainage 
pipe through the levee, 3.5 feet below crown. Flap gate 
located on the waterside (WS) end. Siphon breaker inside 
a 42-inch concrete riser unit located at the WS shoulder. 
A concrete headwall is located at the landside (LS) toe. 
Concrete block pump house with chain link fence around 
it is also located on LS. (two 16-inch pipes and one 20-
inch pipe were authorized under Permit No. 3175, 1966 - 
City of Stockton, As-builts indicate two 16-inch pipes and 
one 18-inch pipe were installed; related permit for pump 
station includes Permit No. 3175-A, 2003 - OMI/Thames 
Water Stockton, Inc.) [Additional Reference(s): DWR 
Levee Log, 1977. USACE San Joaquin River O&M 
Manual Unit No. 611.1, (HLM 19.68)].
Entry Last Updated : 5/13/2021

CrossingPipe1586 UCIPAUG2021

3175

19.25 19.29 Fence Metal fence on the landside.
Entry Last Updated : 12/14/2020

Land SideMetal1213 LEVEELOG

19.26 19.26 Structure Utility pole on the landside toe.
Entry Last Updated : 12/14/2020

Land SidePole - Utility493 USACEPI

19.26 19.26 At Grade Ingram Street on the landside within easement boundary.
Entry Last Updated : 12/14/2020

Land SideRoad / Highway1214 LEVEELOG

19.29 19.38 Structure Houses with yards encroaching on levee. Minor 
landscaping. Chain link boundary fence along the landside 
shoulder.
Entry Last Updated : 12/14/2020

Land SideBuilding499 USACEPI

19.38 19.45 Fence Chain link fence on the landside.
Entry Last Updated : 12/14/2020

Land SideChain Link503 LEVEEINSPECTION

19.44 19.44 Aerial Overhead power lines cross the levee. Pole on the 
landside shoulder. (Permit No. 5854, 1967 - Pacific Gas 
and Electric Company)
Entry Last Updated : 12/14/2020

CrossingHigh Voltage512 GEILEVEELOG

5854

19.45 19.52 Ramp Access ramp on the landside slope.
Entry Last Updated : 12/14/2020

Land SideRamp86 LEVEELOG

19.45 19.52 Ramp Access ramp on the waterside slope. Access under El 
Dorado Avenue Bridge.
Entry Last Updated : 12/14/2020

Water SideRamp508 GEILEVEELOG
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19.46 19.46 Structure Residence with 5-foot-high wire fence along the landside 
shoulder. Landside slope landscaped with grapevines and 
fruit trees. (Permit No. 6778, 1970 - Robert Dietderich)
Entry Last Updated : 12/14/2020

Land SideBuilding507 GEILEVEELOG

6778

19.49 19.49 At Grade El Dorado Avenue crosses the levee.
Entry Last Updated : 12/14/2020

CrossingRoad / Highway513 GEILEVEELOG

19.49 19.49 UCIP DS_ID:23445
EP_NO: 12551
Crossing Status: Found
FIELD_STRUCT_DESC: Four 4-inch telephone conduits 
of an unknown material, 3 feet below the crown, along El 
Dorado Street at the two approaches to Calaveras River 
Bridge in Stockton. Conduits are to be attached to the 
downstream side of bridge structure. Manhole is to be 
placed on the north levee crown. S. 17, T. 2 N., R. 6 E., 
M.D.B.&M. (Permit No. 12551, 1978 - PT&T).
Entry Last Updated : 4/16/2021

CrossingConduit1587 UCIPAPR2021

12551

19.50 19.50 UCIP DS_ID:23375
EP_NO: 3445
Crossing Status: Not Found
FIELD_STRUCT_DESC: 27-inch steel drinking water 
siphon pipe through the levee, 5.5 feet below the crown, 
and under the channel. Gate valve in 12-inch steel riser 
unit near the waterside (WS) toe. Siphon breaker on the 
WS shoulder. Photos in permit file provide credible 
evidence that this is a good approximate location for this 
crossing. (Permit No. 3445, 1960 - California Water 
Service Company). [Additional Reference(s): DWR Levee 
Log, 1992].
Entry Last Updated : 5/20/2021

CrossingPipe1588 UCIPAUG2021

3445

19.55 19.81 Structure Residences, sheds, fencing, and landscaping on the 
landside slope and shoulder. (Permit Nos. 1000, 1001, 
1002, 1004, 1005, 1006, 1007, 1008, 1009, and 1010)
Entry Last Updated : 12/14/2020

Land SideBuilding516 GEILEVEELOG

1000

1001

1002

1004

1005

1006

1007

1008

1009

19.56 19.56 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1216 LEVEELOG
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19.58 19.58 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1217 LEVEELOG

19.61 19.61 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1218 LEVEELOG

19.65 19.65 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1219 LEVEELOG

19.68 19.68 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1220 LEVEELOG

19.72 19.72 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1221 LEVEELOG

19.75 19.75 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1222 LEVEELOG

19.77 19.77 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1223 LEVEELOG

19.80 19.80 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1224 LEVEELOG

19.80 19.80 Ramp Access ramp on the landside slope.
Entry Last Updated : 12/14/2020

Land SideRamp87 LEVEELOG

19.82 19.82 UCIP DS_ID:23376
EP_NO: N/A
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 3-inch steel pipe of unknown 
purpose through the levee, 3.5 feet below the crown. 
Open on the waterside (WS) end. Ramp on the landside 
(LS) slope. 12-inch steel standpipe on the LS shoulder. 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 20.27)].
Entry Last Updated : 4/16/2021

CrossingPipe1589 UCIPAPR2021

19.82 19.82 Fence Wrought iron fence at the landside toe.
Entry Last Updated : 12/14/2020

Land SideWrought Iron524 LEVEEINSPECTION

19.84 19.97 Fence Barbed wire fence on the landside.
Entry Last Updated : 12/14/2020

Land SideBarbed Wire1225 LEVEELOG
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19.97 19.97 Structure Unpermitted medium-sized tank on the landside toe.
Entry Last Updated : 12/14/2020

Land SideTank523 LEVEEINSPECTION

19.97 19.97 Structure Building on the landside.
Entry Last Updated : 12/14/2020

Land SideBuilding1226 LEVEELOG

19.98 19.98 Structure House, landscaping, and fill on the landside slope.
Entry Last Updated : 12/14/2020

Land SideBuilding533 USACEPI

19.99 20.07 Structure Structure, parking lot, wrought iron fence, and landscaping 
along the landside slope and toe.
Entry Last Updated : 12/14/2020

Land SideBuilding531 USACEPI

20.04 20.11 Ramp Access ramp on the waterside slope. Access under 
Pacific Avenue.
Entry Last Updated : 12/14/2020

Water SideRamp537 GEILEVEELOG

20.06 20.06 Gate Metal gate across the crown.
Entry Last Updated : 12/14/2020

CrownMetal538 USACEPI

20.06 20.06 Fence Post and cable fence on the waterside.
Entry Last Updated : 12/14/2020

Water SidePost & Cable1227 LEVEELOG

20.06 20.06 UCIP DS_ID:23378
EP_NO: N/A
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 2.5-inch steel electrical conduit 
through the levee, 3 feet below the crown. 3-foot by 2-foot 
Christy box on the crown. [Additional Reference(s): DWR 
Levee Log, 1992].
Entry Last Updated : 4/16/2021

CrossingConduit1590 UCIPAPR2021

20.07 20.07 At Grade Pacific Avenue crosses the levee at crown elevation. Twin 
bridges across the channel. Bridge crossing, signage, and 
utilities.
Entry Last Updated : 12/14/2020

CrossingRoad / Highway541 USACEPI

20.07 20.07 UCIP DS_ID:23377
EP_NO: N/A
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 12-inch steel water main through 
the levee, 4 feet below the crown. Pipe hung on the 
upstream side of the Pacific Avenue Bridge across 
channel. [Additional Reference(s): DWR Levee Log, 1992. 
USACE San Joaquin O&M Manual 611.1, Volume F, 
(HLM 20.53)].
Entry Last Updated : 4/16/2021

CrossingPipe1591 UCIPAPR2021
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20.08 20.08 UCIP DS_ID:24966
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch steel communications 
conduit through the levee, at an unknown depth. Pipe 
visible at attachment to downstream side of north bound 
lane bridge. 42-inch steel manhole 100 feet landside (LS) 
of the bridge.
Entry Last Updated : 5/20/2021

CrossingConduit1592 UCIPAUG2021

14392

20.08 20.08 UCIP DS_ID:24967
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 6-inch steel communications 
conduit through the levee, at an unknown depth. Pipe 
visible at attachment to downstream side of north bound 
lane bridge. 42-inch steel manhole 100 feet landside (LS) 
of the bridge.
Entry Last Updated : 5/21/2021

CrossingConduit1593 UCIPAUG2021

14392

20.08 20.08 UCIP DS_ID:24970
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 4-inch steel electrical conduit 
through the levee, at an unknown depth. Attached to 
upstream side of south bound lane bridge.
Entry Last Updated : 5/20/2021

CrossingConduit1594 UCIPAUG2021

20.09 20.09 UCIP DS_ID:23379
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 4-inch steel gas pipeline through 
the levee, 3 feet below the crown. Pipe hung on the 
downstream side of Pacific Avenue Bridge across the 
channel. (Permit No. 17170, 1999 - PG&E). [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/13/2021

CrossingPipe1595 UCIPAUG2021

20.10 20.10 Fence Wrought iron fence on the landside.
Entry Last Updated : 12/14/2020

Land SideWrought Iron1229 LEVEELOG

20.10 20.10 Fence Cross fence on the waterside slope.
Entry Last Updated : 12/14/2020

Water SideMetal88 LEVEELOG

20.10 20.10 Fence Cross fence on the landside slope.
Entry Last Updated : 12/14/2020

Land SideMetal89 LEVEELOG

20.10 20.10 Gate Metal drive gate across the crown. (State blank lock)
Entry Last Updated : 12/14/2020

CrownMetal543 GEILEVEELOG
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20.10 20.25 Fence Chain link fence along the landside toe. University of the 
Pacific campus parking lot with street lights.
Entry Last Updated : 12/14/2020

Land SideChain Link545 GEILEVEELOG

20.12 20.12 UCIP DS_ID:25120
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 8-inch steel drain pipe through 
the levee at an unknown depth below the crown.  Pipe ran 
from vegetable wash plant to river with a flap gate on the 
WS toe.  Permit No. 1052, 1945
Entry Last Updated : 5/19/2021

Pipe111 UCIPAUG2021

20.14 20.14 Structure 5-foot by 9-foot Pacific Gas and Electric Company high-
voltage box on the landside.
Entry Last Updated : 12/14/2020

Land SideDistribution Box1230 LEVEELOG

20.16 20.16 UCIP DS_ID:23380
EP_NO: 14392
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 6-inch steel drainage pipe, 2 feet 
below the crown. 3-foot by 2-foot Christy box on the 
landside (LS) shoulder. 4-foot diameter steel sump and 
pump in parking lot, 100 feet off the landside (LS) toe. 
(Permit No. 14392, 1986 - University of the Pacific). 
[Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/13/2021

CrossingPipe1596 UCIPAUG2021

14392

20.16 20.16 Structure Water meter box on the landside slope.
Entry Last Updated : 12/14/2020

Land SideControl Box550 USACEPI

20.29 20.29 Structure University building with landscaping, sprinklers, drainage, 
and supporting utilities on the landside close to toe.
Entry Last Updated : 12/14/2020

Land SideBuilding558 USACEPI

20.37 20.37 Structure Pedestrian bridge across the channel. Crosses levee 4.0 
feet below the crown. Stairway and paved access on the 
landside slope. (Permit No. 6234, 1968 - University of the 
Pacific)
Entry Last Updated : 12/14/2020

CrossingBridge559 GEILEVEELOG

6234

20.37 20.37 At Grade Road crossing pedestrian bridge into university.
Entry Last Updated : 12/14/2020

CrossingRoad / Highway1232 LEVEELOG

20.37 20.37 Structure Two 3.5-foot by 5-foot Pacific Gas and Electric Company 
high-voltage boxes in road.
Entry Last Updated : 12/14/2020

CrownDistribution Box1231 LEVEELOG
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20.37 20.37 UCIP DS_ID:24974
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 2-inch polyvinyl chloride 
communications conduit through the levee, at an unknown 
depth. 24-inch high-density polyethylene riser unit on the 
waterside (WS) slope.
Entry Last Updated : 5/20/2021

CrossingConduit1597 UCIPAUG2021

20.37 20.37 UCIP DS_ID:25117
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: Two 4-inch steel conduits 
through the levee 4.5-feet below the crown.  Visible on 
underside of foot bridge.  3'X5' steel access box/sump on 
WS shoulder.  Permit No. 17319, 2001.
Entry Last Updated : 5/19/2021

Pipe120 UCIPAUG2021

20.37 20.37 UCIP DS_ID:24975
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch steel conduit of an 
unknown purpose through the levee, at an unknown 
depth. 24-inch high-density polyethylene riser unit on the 
waterside (WS) slope.
Entry Last Updated : 5/20/2021

CrossingConduit1598 UCIPAUG2021

20.37 20.37 UCIP DS_ID:23381
EP_NO: 9619
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch asbestos coated steel 
domestic water pipe through the levee, 3 feet below the 
crown. Attached to the underside of an existing pedestrian 
bridge. (Permit No. 9619, 1974 - University of the Pacific). 
[Additional Reference(s): DWR Levee Log, 1992, concrete 
pipe listed].
Entry Last Updated : 4/16/2021

CrossingPipe1599 UCIPAPR2021

9619

20.37 20.37 UCIP DS_ID:24972
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: Six 4-inch steel communications 
conduits through the levee, at an unknown depth. Visible 
on underside of foot bridge. 3-foot by 5-foot steel access 
box/sump on the waterside (WS) shoulder.
Entry Last Updated : 5/20/2021

CrossingConduit1600 UCIPAUG2021
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20.37 20.37 UCIP DS_ID:24973
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: Two 2-inch steel 
communications conduits through the levee, at an 
unknown depth. Visible on underside of foot bridge. 3-foot 
by 5-foot steel access box/sump on the waterside (WS) 
shoulder.
Entry Last Updated : 5/20/2021

CrossingConduit1601 UCIPAUG2021

20.38 20.49 Structure Light posts on the landside toe for parking lot at the 
University of the Pacific.
Entry Last Updated : 12/14/2020

Land SidePole - Utility566 USACEPI

20.47 20.47 Structure 7-inch monitoring well on the crown.
Entry Last Updated : 12/14/2020

CrownMonitoring Well1245 LEVEELOG

20.49 20.49 Structure 5-foot by 9-foot Pacific Gas and Electric Company high-
voltage electrical box on the landside toe.
Entry Last Updated : 12/14/2020

Land SideDistribution Box568 USACEPI

20.50 20.50 UCIP DS_ID:23382
EP_NO: 1275
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel irrigation siphon 
pipe through the levee, 8 feet below the crown. Siphon 
system on the waterside (WS) shoulder. (Permit No. 
1275, 1948 - University of the Pacific). [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 20.92)].
Entry Last Updated : 4/16/2021

CrossingPipe1602 UCIPAPR2021

1275

20.50 20.50 Structure Monitoring well attached to compressor on the waterside 
shoulder.
Entry Last Updated : 12/14/2020

Water SideMonitoring Well1246 LEVEELOG

20.50 20.50 Structure Compressor tank and electrical box on the waterside 
shoulder.
Entry Last Updated : 12/14/2020

Water SideTank569 LEVEEINSPECTION

20.51 20.51 UCIP DS_ID:23444
EP_NO: 15851
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 14-inch steel irrigation pipe 
through the levee, 2 feet below the crown. Siphon plant on 
the waterside (WS) shoulder. 6-foot by 6-foot by 22-foot 
concrete sump on the landside (LS) toe with distribution 
pumps over sump. (Permit No. 15851, 1992 - University of 
the Pacific).
Entry Last Updated : 4/16/2021

CrossingPipe1603 UCIPAPR2021

15851
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20.52 20.60 Fence Fence located 5 to 20 feet from the landside toe.
Entry Last Updated : 12/14/2020

Land SideChain Link90 LEVEELOG

20.52 20.60 Structure Power substation on the landside slope.
Entry Last Updated : 12/14/2020

Land SideOther571 USACEPI

20.54 20.54 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1247 LEVEELOG

20.56 20.56 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1248 LEVEELOG

20.56 20.56 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/14/2020

CrossingHigh Voltage1256 LEVEELOG

20.57 20.57 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/14/2020

CrossingHigh Voltage1254 LEVEELOG

20.57 20.57 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/14/2020

CrossingHigh Voltage1255 LEVEELOG

20.57 20.57 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1249 LEVEELOG

20.57 20.57 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1250 LEVEELOG

20.58 20.58 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1251 LEVEELOG

20.58 20.58 Structure Power pole on the landside toe. Anchor in the landside 
slope. (Permit No. 5854, 1967 - Pacific Gas and Electric 
Company)
Entry Last Updated : 12/14/2020

Land SidePole - Utility92 LEVEELOG

5854

20.58 20.58 Aerial Overhead power lines cross the levee. (Permit No. 3885, 
1962 - Pacific Gas and Electric Company)
Entry Last Updated : 12/14/2020

CrossingHigh Voltage573 GEILEVEELOG

3885

20.58 20.58 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/14/2020

CrossingHigh Voltage1253 LEVEELOG

20.58 20.58 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1252 LEVEELOG
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20.61 20.61 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1257 LEVEELOG

20.61 20.61 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1258 LEVEELOG

20.61 20.61 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1259 LEVEELOG

20.63 20.63 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1260 LEVEELOG

20.66 20.75 Ramp Access ramp on the waterside slope.
Entry Last Updated : 12/14/2020

Water SideRamp1261 LEVEELOG

20.66 20.66 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1262 LEVEELOG

20.67 20.67 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1263 LEVEELOG

20.68 20.68 Mark USED bench mark on the landside shoulder.
Entry Last Updated : 12/14/2020

Land SideBench Mark1264 LEVEELOG

20.69 20.69 UCIP DS_ID:23383
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: Four 5.5-inch and one 4.5 inch 
steel communications conduits through the levee, 5 feet 
below the crown. Conduits hung on the upstream side of 
Pershing Avenue Bridge across the channel. [Additional 
Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/21/2021

CrossingConduit1604 UCIPAUG2021

20.70 20.70 At Grade Pershing Avenue crosses the levee, 3.0 feet below the 
crown. (Permit No. 2576, 1957 - City of Stockton)
Entry Last Updated : 12/14/2020

CrossingRoad / Highway576 GEILEVEELOG

2576

20.70 20.70 Structure Civil defense air raid siren on the crown. Power boxes and 
conduit on the crown.
Entry Last Updated : 12/14/2020

CrownOther580 GEILEVEELOG

20.71 20.71 At Grade River Drive on the crown. (Permit No. 15243, 1989 - City 
of Stockton)
Entry Last Updated : 12/14/2020

CrownRoad / Highway584 GEILEVEELOG

15243
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20.71 20.71 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1267 LEVEELOG

20.71 20.71 Fence Metal fence on the waterside.
Entry Last Updated : 12/14/2020

Water SideMetal1268 LEVEELOG

20.71 20.90 Structure Residences, fencing, and lanscaping along the landside 
slope and toe.
Entry Last Updated : 12/14/2020

Land SideBuilding578 USACEPI

20.72 20.72 UCIP DS_ID:23384
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch steel water main through 
the levee, an unknown depth. Pipe visible on under side of 
bridge. [Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 4/16/2021

CrossingPipe1605 UCIPAPR2021

20.72 20.72 Gate Metal gate across the crown.
Entry Last Updated : 12/14/2020

CrownMetal1269 LEVEELOG

20.72 20.72 Aerial Overhead power lines cross the levee. Connects to air 
siren.
Entry Last Updated : 12/14/2020

CrossingHigh Voltage583 GEILEVEELOG

20.72 20.72 UCIP DS_ID:24976
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 18-inch steel sewer line through 
the levee, at an unknown depth. 60-inch concrete 
standpipe on the waterside (WS) slope. Steel manholes 
off the landside (LS) toe. Alignment is parallel to North 
Pershing Avenue.
Entry Last Updated : 5/20/2021

CrossingPipe1606 UCIPAUG2021

20.72 20.72 Structure Slide gate inside a 54-inch concrete riser on the waterside 
slope.
Entry Last Updated : 12/14/2020

Water SideStandpipe582 GEILEVEELOG

20.72 20.72 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1270 LEVEELOG

20.72 20.72 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1271 LEVEELOG
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20.73 20.73 Gate Metal drive gate on waterside access ramp. Access under 
Pershing Avenue. (State blank lock)
Entry Last Updated : 12/14/2020

Water SideMetal587 GEILEVEELOG

20.75 20.75 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1273 LEVEELOG

20.90 20.90 UCIP DS_ID:23399
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 4-inch steel irrigation pipe 
through the levee, 1 foot below the crown. Cut in 
pavement only indication that there may have been a pipe 
at this location. [Additional Reference(s): DWR Levee 
Log, 1992. USACE San Joaquin O&M Manual 611.1, 
Volume F, (HLM 21.36)].
Entry Last Updated : 5/13/2021

CrossingPipe1607 UCIPAUG2021

20.90 20.99 Fence Wooden fence on the landside.
Entry Last Updated : 12/14/2020

Land SideWood1274 LEVEELOG

20.99 20.99 Structure Long abandoned concrete handicapped access ramp.
Entry Last Updated : 12/14/2020

Land SideStairs599 USACEPI

20.99 21.01 Fence Metal fence along the landside toe.
Entry Last Updated : 12/14/2020

Land SideMetal596 USACEPI

21.03 21.03 Fence Chain link fence on the landside.
Entry Last Updated : 12/14/2020

Land SideChain Link1275 LEVEELOG

21.03 21.03 Structure Siphon breaker in pipe riser on the crown. Pipes, utilities, 
and utility box on the landside toe.
Entry Last Updated : 12/14/2020

CrownStandpipe598 USACEPI

21.03 21.03 UCIP DS_ID:23400
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel drainage pipe 
through the levee, 4.3 feet below the crown. Siphon 
breaker in riser unit on the waterside (WS) slope. Pump 
over 14-foot diameter concrete sump on the landside (LS) 
toe. [Additional Reference(s): DWR Levee Log, 1992, 
water main listed. USACE San Joaquin O&M Manual 
611.1, Volume F, (HLM 21.54) concrete pipe listed].
Entry Last Updated : 4/16/2021

CrossingPipe1608 UCIPAPR2021

21.04 21.04 Structure House and fence at the landside toe.
Entry Last Updated : 12/14/2020

Land SideBuilding602 USACEPI
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21.06 21.06 Structure Sign on the landside.
Entry Last Updated : 12/14/2020

Land SideSign1277 LEVEELOG

21.06 21.06 Fence Metal fence on the landside.
Entry Last Updated : 12/14/2020

Land SideMetal1278 LEVEELOG

21.06 21.06 Fence Metal fence on the landside.
Entry Last Updated : 12/14/2020

Land SideMetal93 LEVEELOG

21.06 21.06 Fence Metal fence on the waterside.
Entry Last Updated : 12/14/2020

Water SideMetal1279 LEVEELOG

21.06 21.13 Fence 6-foot-high chain link fence on the landside shoulder.
Entry Last Updated : 12/14/2020

Land SideChain Link607 GEILEVEELOG

21.06 21.06 Gate Metal gate across the crown.
Entry Last Updated : 12/14/2020

CrownMetal595 USACEPI

21.08 21.08 UCIP DS_ID:23401
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 8-inch steel pipe of an unknown 
purpose through the levee, 4.2 feet below the crown. Pipe 
open on the waterside (WS) end. Plate welded on the 
landside (LS) end. [Additional Reference(s): DWR Levee 
Log, 1992. USACE San Joaquin O&M Manual 611.1, 
Volume F, (HLM 21.55)].
Entry Last Updated : 5/20/2021

CrossingPipe1609 UCIPAUG2021

21.13 21.29 Structure Residences on the landside. Fencing, walls, driveways, 
and landscaping on the landside slope.
Entry Last Updated : 12/14/2020

Land SideBuilding610 GEILEVEELOG

21.16 21.16 Structure Sign on the landside.
Entry Last Updated : 12/14/2020

Land SideSign1280 LEVEELOG

21.17 21.17 Structure Power pole and light standard on the landside slope.
Entry Last Updated : 12/14/2020

Land SidePole - Utility609 GEILEVEELOG

21.22 21.22 Structure Utility poles on the landside shoulder.
Entry Last Updated : 12/14/2020

Land SidePole - Utility613 USACEPI

21.24 21.24 Structure Sign on the landside.
Entry Last Updated : 12/14/2020

Land SideSign1282 LEVEELOG
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21.26 21.26 Structure Power pole and anchor on the landside shoulder.
Entry Last Updated : 12/14/2020

Land SidePole - Utility618 GEILEVEELOG

21.30 21.30 Structure Sign on the landside.
Entry Last Updated : 12/14/2020

Land SideSign1283 LEVEELOG

21.30 21.30 Structure Guardrail on the waterside shoulder.
Entry Last Updated : 12/14/2020

Water SideGuardrail1284 LEVEELOG

21.30 21.30 Ramp Access ramp on the landside slope (Mission Avenue).
Entry Last Updated : 12/14/2020

Land SideRamp624 GEILEVEELOG

21.31 21.31 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1285 LEVEELOG

21.31 21.88 Structure Residences on the landside. Fencing, walls, driveways, 
and landscaping on the landside slope. (Permit No. 9293, 
1974 - Don L. Burton)
Entry Last Updated : 12/14/2020

Land SideBuilding627 USACEPI

9293

21.37 21.37 Structure Street light poles on the landside shoulder. (Permit No. 
10954, 1976 - Pacific Gas and Electric Company)
Entry Last Updated : 12/14/2020

Land SidePole - Light633 GEILEVEELOG

10954

21.38 21.42 Fence Chain link fence along the landside shoulder. (Permit No. 
9293, 1974 - Don L. Burton)
Entry Last Updated : 12/14/2020

Land SideChain Link636 GEILEVEELOG

9293

21.38 21.38 Structure Abandoned concrete stairs on the waterside slope.
Entry Last Updated : 12/14/2020

Water SideStairs1286 LEVEELOG

21.42 21.42 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1287 LEVEELOG

21.42 21.42 Structure Sign on the waterside.
Entry Last Updated : 12/14/2020

Water SideSign1288 LEVEELOG

21.43 21.43 Fence Metal fence on the waterside.
Entry Last Updated : 12/14/2020

Water SideMetal639 LEVEEINSPECTION

21.43 21.43 Structure Ten cutoff power poles used as bollards.
Entry Last Updated : 12/14/2020

Water SidePole - Utility629 USACEPI
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21.43 21.43 Structure Stairs on the waterside.
Entry Last Updated : 12/14/2020

Water SideStairs638 LEVEEINSPECTION

21.44 21.44 Structure Sign on the waterside.
Entry Last Updated : 12/14/2020

Water SideSign1289 LEVEELOG

21.46 21.46 Fence Chain link fence on the waterside.
Entry Last Updated : 12/14/2020

Water SideChain Link1290 LEVEELOG

21.48 21.48 Structure Two signs on the waterside shoulder.
Entry Last Updated : 12/14/2020

Water SideSign644 USACEPI

21.48 21.48 Structure Power pole on the waterside.
Entry Last Updated : 12/14/2020

Water SidePole - Utility1291 LEVEELOG

21.51 21.60 Revetment Waterside slope rock revetted in 1969.
Entry Last Updated : 12/14/2020

Water SideRock651 GEILEVEELOG

21.53 21.53 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1292 LEVEELOG

21.54 21.54 UCIP DS_ID:23402
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 2-inch galvanized iron pipe of an 
unknown purpose through the levee, approximately 3 feet 
below the crown. [Additional Reference(s): DWR Levee 
Log, 1992].
Entry Last Updated : 5/13/2021

CrossingPipe1610 UCIPAUG2021

15214

21.57 21.57 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1293 LEVEELOG

21.63 21.63 Structure Derelict boat dock on the waterside toe.
Entry Last Updated : 12/14/2020

Water SideDock94 LEVEELOG

21.63 21.63 Fence Portion of chain link fence on the waterside.
Entry Last Updated : 12/14/2020

Water SideChain Link95 LEVEELOG

21.63 21.63 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1294 LEVEELOG

21.67 21.67 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1295 LEVEELOG
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21.69 21.69 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1296 LEVEELOG

21.72 21.72 Wall Wood and stone retaining wall on the waterside.
Entry Last Updated : 12/14/2020

Water SideRetaining660 USACEPI

21.72 21.72 Structure Concrete and stone stairs on the waterside.
Entry Last Updated : 12/14/2020

Water SideStairs1297 LEVEELOG

21.72 21.72 Structure Boat dock and wooden stairs at the waterside toe.
Entry Last Updated : 12/14/2020

Water SideDock1298 LEVEELOG

21.72 21.72 Fence Chain link fence on the waterside.
Entry Last Updated : 12/14/2020

Water SideChain Link1299 LEVEELOG

21.73 21.73 Structure Stairs on the waterside.
Entry Last Updated : 12/14/2020

Water SideStairs1302 LEVEELOG

21.74 21.74 UCIP DS_ID:23403
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 5-inch steel irrigation pipe 
through the levee, 4 feet below the crown. Slant pump and 
other appurtenances still visible on the waterside (WS) 
slope. [Additional Reference(s): DWR Levee Log, 1992, 6-
inch concrete pipe listed. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 22.21) 6-inch concrete 
pipe listed].
Entry Last Updated : 5/13/2021

CrossingPipe1611 UCIPAUG2021

21.74 21.74 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1303 LEVEELOG

21.77 21.95 Revetment Bank sloped and revetted by San Joaquin County.
Entry Last Updated : 12/14/2020

Water SideRock675 GEILEVEELOG

21.78 21.78 UCIP DS_ID:24755
EP_NO: 18638
Crossing Status: Found
FIELD_STRUCT_DESC: 10-inch epoxy coated steel 
drainage pipe through the levee, 2 feet below the crown. 
Siphon breaker and gate valve installed in locked boxes 
on the waterside (WS) shoulder. Pump over sump off the 
landside (LS) toe. (Permit No. 18638, 2011 - Reclamation 
District No. 1614).
Entry Last Updated : 4/16/2021

CrossingPipe1612 UCIPAPR2021

18638

Page 89 of 102Report Created : Monday, August 23, 2021   11:35



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0017

Waterway

Unit No. 16 Mormon Slough

Bank

Left

Unit Miles

23.48

San Joaquin County Flood Control and Water Conservation District

Inspector

Anthony
McDonald

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

21.78 21.78 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1305 LEVEELOG

21.79 21.79 Structure Sign on the waterside.
Entry Last Updated : 12/14/2020

Water SideSign1306 LEVEELOG

21.79 21.79 UCIP DS_ID:23404
EP_NO: 18638
Crossing Status: Found
FIELD_STRUCT_DESC: 9-inch coated steel irrigation 
pipe through the levee, 3.7 feet below the crown. 2-inch 
galvanized iron electrical conduit at same location. 
Concrete standpipe off the landside (LS) toe. Wooden 
blankoff plate bolted over pipe end on the waterside (WS). 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 22.27)].
Entry Last Updated : 4/16/2021

CrossingPipe1613 UCIPAPR2021

18638

21.83 21.83 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1308 LEVEELOG

21.88 21.88 Structure Power pole on the landside.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1309 LEVEELOG

21.88 21.91 Fence 6-foot-high chain link fence along the landside slope.
Entry Last Updated : 12/14/2020

Land SideChain Link691 GEILEVEELOG

21.89 21.89 UCIP DS_ID:23405
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 7-inch steel pipe of an unknown 
purpose through the levee, 2.5 feet below the crown. 
Open on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 1992. USACE San 
Joaquin O&M Manual 611.1, Volume F, (HLM 22.37)].
Entry Last Updated : 5/20/2021

CrossingPipe1614 UCIPAUG2021

21.92 21.92 Mark Survey monument on the crown.
Entry Last Updated : 12/14/2020

CrownMarker699 USACEPI

21.92 21.92 Structure Sign on the landside.
Entry Last Updated : 12/14/2020

Land SideSign1310 LEVEELOG

21.93 22.09 Ramp Access ramp on the landside slope. Paved road, River 
Drive, access under Interstate 5.
Entry Last Updated : 12/14/2020

Land SideRamp683 GEILEVEELOG

Page 90 of 102Report Created : Monday, August 23, 2021   11:35



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0017

Waterway

Unit No. 16 Mormon Slough

Bank

Left

Unit Miles

23.48

San Joaquin County Flood Control and Water Conservation District

Inspector

Anthony
McDonald

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

21.94 21.94 Structure Sign on the landside.
Entry Last Updated : 12/14/2020

Land SideSign1311 LEVEELOG

21.95 21.95 Gate Metal gate across the crown. (State blank lock)
Entry Last Updated : 12/14/2020

CrownMetal696 GEILEVEELOG

21.97 21.97 Structure Group of cutoff power poles along the landside toe.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1315 LEVEELOG

21.99 21.99 Structure Sign on the landside.
Entry Last Updated : 12/14/2020

Land SideSign1316 LEVEELOG

21.99 21.99 Structure Power pole along the landside toe.
Entry Last Updated : 12/14/2020

Land SidePole - Utility702 USACEPI

21.99 21.99 UCIP DS_ID:25567
EP_NO: 4836
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 12-inch epoxy coated 
steel drainage pipe through the levee, 5 feet below the 
crown. Siphon breaker in a 60-inch corrugated metal (CM) 
riser unit on the waterside (WS) slope. Pumping plant at 
the landside (LS) toe. Drain for Interstate 5. (To construct 
twin bridges [Interstate 5] across the Calaveras River and 
a pumping plant authorized by Permit No. 4836, 1965 - 
State Department of Public Works, Highway Trasportation 
Agency, Division of Highways, District 10. To remove an 
existing 10-inch pipe, replace it with a new 12-inch steel 
pipe, and install a second new 12-inch steel pipe 
authorized by Permit No. 4836A-1, 2014 - Reclamation 
District No. 1614 [RD1614]). [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 22.47)].
Entry Last Updated : 5/18/2021

Pipe110 UCIPAUG2021

4836

21.99 22.01 At Grade Interstate 5 crosses the levee. Erosion found under the 
bridge on the landside. (Permit No. 4836, 1965 - State of 
California, Department of Transportation, Division of 
Highways, District 10)
Entry Last Updated : 12/14/2020

CrossingRoad / Highway708 GEILEVEELOG

4836
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21.99 21.99 UCIP DS_ID:23406
EP_NO: 4836
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 12-inch epoxy coated 
steel drainage pipe through the levee, 5 feet below the 
crown. Siphon breaker in a 60-inch corrugated metal (CM) 
riser unit on the waterside (WS) slope. Pumping plant at 
the landside (LS) toe. Drain for Interstate 5. (To construct 
twin bridges [Interstate 5] across the Calaveras River and 
a pumping plant authorized by Permit No. 4836, 1965 - 
State Department of Public Works, Highway Trasportation 
Agency, Division of Highways, District 10. To remove an 
existing 10-inch pipe, replace it with a new 12-inch steel 
pipe, and install a second new 12-inch steel pipe 
authorized by Permit No. 4836A-1, 2014 - Reclamation 
District No. 1614 [RD1614]). [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 22.47)].
Entry Last Updated : 5/20/2021

CrossingPipe1615 UCIPAUG2021

4836

22.04 22.04 Structure Sign on the landside.
Entry Last Updated : 12/14/2020

Land SideSign1317 LEVEELOG

22.05 22.05 Structure Concrete standpipe on the landside. Unknown utility.
Entry Last Updated : 12/14/2020

Land SideStandpipe1320 LEVEELOG

22.07 22.07 Structure Group of cutoff power poles along the landside toe.
Entry Last Updated : 12/14/2020

Land SidePole - Utility1318 LEVEELOG

22.08 22.08 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/14/2020

CrossingHigh Voltage1319 LEVEELOG

22.09 22.09 Fence Post and cable fence on the landside.
Entry Last Updated : 12/14/2020

Land SidePost & Cable711 LEVEEINSPECTION

22.09 22.09 Gate Metal gate across the crown. (State blank lock)
Entry Last Updated : 12/14/2020

CrownMetal709 USACEPI

22.10 22.10 Gate Chain link gate across the crown.
Entry Last Updated : 12/14/2020

CrownChain Link1321 LEVEELOG

22.14 22.14 Structure Boat dock with walkway on the waterside. (Permit No. 
14456, 1986 - Jimmie W. Houts)
Entry Last Updated : 12/14/2020

Water SideDock720 GEILEVEELOG

14456
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22.14 22.14 UCIP DS_ID:24977
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: Three polyvinyl chloride conduits 
through the levee, 1 foot below the crown. 1-inch 
electrical, 1-inch irrigation, and 1.5-inch domestic water 
line. All three are visible under the ramp to the boat dock 
on the waterside (WS) shoulder.
Entry Last Updated : 5/21/2021

CrossingPipe1616 UCIPAUG2021

22.14 22.14 Structure Stairs on the waterside.
Entry Last Updated : 12/14/2020

Water SideStairs1324 LEVEELOG

22.15 22.15 UCIP DS_ID:24978
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: Two polyvinyl chloride conduits 
through the levee, 1 foot below the crown. 1-inch electrical 
and 1-inch water line. Both are visible on the upstream 
side of the stairs on the waterside (WS) slope.
Entry Last Updated : 5/21/2021

CrossingPipe1617 UCIPAUG2021

22.17 22.17 Structure Boat house on top of the dock on the waterside.
Entry Last Updated : 12/14/2020

Water SideStairs1327 LEVEELOG

22.18 22.18 UCIP DS_ID:24979
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: Two polyvinyl chloride conduits 
through the levee, 1 foot below the crown. 1-inch electrical 
and 1-inch water line. Both are visible on both slopes of 
the levee.
Entry Last Updated : 5/20/2021

CrossingPipe1618 UCIPAUG2021

22.27 22.27 UCIP DS_ID:24980
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: Four 1-inch polyvinyl chloride 
drinking water conduits through the levee, at an unknown 
depth. All are attached to the dock on the waterside (WS) 
slope.
Entry Last Updated : 5/20/2021

CrossingPipe1619 UCIPAUG2021

22.27 22.27 Structure Boat house on top of the dock on the waterside.
Entry Last Updated : 12/14/2020

Water SideDock726 USACEPI

22.28 22.28 Structure Stairs on the landside.
Entry Last Updated : 12/14/2020

Land SideStairs1340 LEVEELOG
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22.29 22.29 Structure Stairs on the landside.
Entry Last Updated : 12/14/2020

Land SideStairs1341 LEVEELOG

22.29 22.29 Structure Boat dock and house in channel. (Permit No. 15007, 
1988 - Harold H. Carr)
Entry Last Updated : 12/14/2020

Water SideDock729 GEILEVEELOG

15007

22.29 22.29 UCIP DS_ID:24981
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: One 4-inch and one 2-inch 
polyvinyl chloride drinking water conduits through the 
levee, 3 feet below the crown. Pipes are attached to the 
gangway on the waterside (WS) slope.
Entry Last Updated : 5/20/2021

CrossingPipe1620 UCIPAUG2021

22.30 22.30 Structure Stairs on the landside.
Entry Last Updated : 12/14/2020

Land SideStairs1344 LEVEELOG

22.31 22.31 Structure Entry Last Updated : 12/14/2020Land SideStairs1345 LEVEELOG

22.32 22.32 Structure Boat house on dock in the channel.
Entry Last Updated : 12/14/2020

Water SideDock1346 LEVEELOG

22.33 22.33 Structure Stairs on the landside.
Entry Last Updated : 12/14/2020

Land SideStairs1348 LEVEELOG

22.34 22.34 Structure Boat house on dock in the channel.
Entry Last Updated : 12/14/2020

Water SideDock1349 LEVEELOG

22.34 22.34 Structure Stairs on the landside.
Entry Last Updated : 12/14/2020

Land SideStairs1350 LEVEELOG

22.36 22.36 Structure Boat dock in the channel.
Entry Last Updated : 12/14/2020

Water SideDock1352 LEVEELOG

22.36 22.36 Structure Stairs on the landside.
Entry Last Updated : 12/14/2020

Land SideStairs1351 LEVEELOG
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22.37 22.37 UCIP DS_ID:24982
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: Three 1-inch polyvinyl chloride 
drinking water conduits through the levee, at an unknown 
depth. Pipes are attached to the gangway on the 
waterside (WS) slope.
Entry Last Updated : 5/20/2021

CrossingPipe1621 UCIPAUG2021

22.37 22.37 Structure Boat house on dock in the channel.
Entry Last Updated : 12/14/2020

Water SideDock1354 LEVEELOG

22.37 22.37 Structure Stairs on the landside.
Entry Last Updated : 12/14/2020

Land SideStairs1358 LEVEELOG

22.39 22.39 Gate Chain link gate across the crown.
Entry Last Updated : 12/14/2020

CrownChain Link1357 LEVEELOG

22.39 22.39 Fence Chain link fence on the landside.
Entry Last Updated : 12/14/2020

Land SideChain Link96 LEVEELOG

22.39 22.39 Fence Chain link fence on the waterside.
Entry Last Updated : 12/14/2020

Water SideChain Link1359 LEVEELOG

22.39 22.39 Structure Floating dock in the channel with timber ramp.
Entry Last Updated : 12/14/2020

Water SideDock737 GEILEVEELOG

22.39 22.39 UCIP DS_ID:24983
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 20-inch steel drainage pipe 
through the levee, 2 feet below the crown. Siphon breaker 
in a 18-inch standpipe on the waterside (WS) shoulder. 
Pump house at the landside (LS) toe.
Entry Last Updated : 5/20/2021

CrossingPipe1622 UCIPAUG2021

22.39 22.39 UCIP DS_ID:23407
EP_NO: N/A
Crossing Status: Not Found
FIELD_STRUCT_DESC: 18-inch steel drainage pipe 
through the levee, 5.1 feet below the crown. Siphon 
breaker on the waterside (WS) slope. Pump house on the 
landside (LS). [Additional Reference(s): DWR Levee Log, 
1992. USACE San Joaquin O&M Manual 611.1, Volume 
F, (HLM 22.88)].
Entry Last Updated : 4/16/2021

CrossingPipe1623 UCIPAPR2021
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22.40 22.40 UCIP DS_ID:23502
EP_NO: 6356
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 8-inch sewer line of an 
unknown material through the levee, 3.1 feet below the 
crown. Pipelines extend under the channel. Pump house 
near the landside (LS) toe. (Abandoned under Permit No. 
6356, 1968 - County of San Joaquin Pacific Gardens 
Sanitary District). [Additional Reference(s): DWR Levee 
Log, 1992].
Entry Last Updated : 5/20/2021

CrossingPipe1625 UCIPAUG2021

6356

22.40 22.40 UCIP DS_ID:23408
EP_NO: 6356
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 12-inch steel sewer force 
main through the levee, 4 feet below the crown. Pipe lines 
extend under the channel. Siphon breakers on the 
waterside (WS) slope, not found 5/2014. Pump house 
near the landside (LS) toe. (Permit No. 6356, 1968 - 
County of San Joaquin Pacific Gardens Sanitary District). 
[Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 4/16/2021

CrossingPipe1624 UCIPAPR2021

6356

22.48 22.48 Structure 20-foot by 30-foot swimming pool.
Entry Last Updated : 12/14/2020

Land SidePool743 USACEPI

22.48 22.48 Structure Stairs on the landside.
Entry Last Updated : 12/14/2020

Land SideStairs1360 LEVEELOG

22.52 22.52 Structure Stairs on the landside.
Entry Last Updated : 12/14/2020

Land SideStairs1361 LEVEELOG

22.53 22.53 Structure Stairs on the landside.
Entry Last Updated : 12/14/2020

Land SideStairs1362 LEVEELOG

22.55 22.55 Structure Stairs on the landside.
Entry Last Updated : 12/14/2020

Land SideStairs1363 LEVEELOG

22.59 22.59 Structure Stairs on the landside.
Entry Last Updated : 12/14/2020

Land SideStairs1364 LEVEELOG

22.59 22.59 Fence Chain link cross fence on the landside slope.
Entry Last Updated : 12/14/2020

Land SideChain Link100 LEVEELOG

22.59 22.59 Gate Chain link gate across the crown.
Entry Last Updated : 12/14/2020

CrownChain Link1365 LEVEELOG
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22.59 22.59 Fence Chain link cross fence on the waterside slope.
Entry Last Updated : 12/14/2020

Water SideChain Link1366 LEVEELOG

22.59 22.72 Structure Boat dock in channel. (Permit No. 15239, 1989 - James 
Hanley)
Entry Last Updated : 12/14/2020

Water SideDock760 GEILEVEELOG

15239

22.59 22.59 Structure Residences, fencing, and landscaping on the landside.
Entry Last Updated : 12/14/2020

Land SideBuilding1322 LEVEELOG

22.59 22.72 Fence Yacht club gates and fence on the landside. Fence-
enclosed dumpster.
Entry Last Updated : 12/14/2020

Land SideChain Link763 USACEPI

22.61 22.61 Structure Stairs on the waterside.
Entry Last Updated : 12/15/2020

Water SideStairs1369 LEVEELOG

22.62 22.62 Structure Distribution box on the waterside.
Entry Last Updated : 12/15/2020

Water SideDistribution Box1370 LEVEELOG

22.65 22.65 Structure Stairs on the waterside.
Entry Last Updated : 12/15/2020

Water SideStairs1371 LEVEELOG

22.68 22.68 Structure Power pole on the waterside.
Entry Last Updated : 12/15/2020

Water SidePole - Utility1373 LEVEELOG

22.68 22.68 Structure Stairs on the waterside.
Entry Last Updated : 12/15/2020

Water SideStairs1374 LEVEELOG

22.68 22.68 Aerial Overhead power lines on the waterside.
Entry Last Updated : 12/15/2020

Water SideHigh Voltage1375 LEVEELOG

22.68 22.68 Aerial Overhead power lines on the waterside.
Entry Last Updated : 12/15/2020

Water SideHigh Voltage1376 LEVEELOG

22.69 22.69 Structure Power pole, light pole, and electrical box on the waterside 
shoulder.
Entry Last Updated : 12/15/2020

Water SidePole - Utility761 GEILEVEELOG

22.70 22.70 Structure Power pole on the waterside.
Entry Last Updated : 12/15/2020

Water SidePole - Utility1378 LEVEELOG

22.70 22.70 Structure Distribution box on the waterside.
Entry Last Updated : 12/15/2020

Water SideDistribution Box1379 LEVEELOG
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22.70 22.70 Structure Power pole on the waterside.
Entry Last Updated : 12/15/2020

Water SidePole - Utility1380 LEVEELOG

22.70 22.70 Aerial Overhead power lines on the waterside.
Entry Last Updated : 12/15/2020

Water SideHigh Voltage1381 LEVEELOG

22.71 22.71 Gate Metal electrical drive gate on the landside (requires card 
or key). Gate opens automatically if approached from the 
upstream side.
Entry Last Updated : 12/15/2020

Land SideMetal777 GEILEVEELOG

22.72 22.72 Structure Power pole on the waterside.
Entry Last Updated : 12/15/2020

Water SidePole - Utility1382 LEVEELOG

22.72 22.72 Aerial Overhead power lines on the waterside.
Entry Last Updated : 12/15/2020

Water SideHigh Voltage1383 LEVEELOG

22.72 22.72 Aerial Overhead power lines on the waterside.
Entry Last Updated : 12/15/2020

Water SideHigh Voltage1384 LEVEELOG

22.72 22.72 Aerial Overhead power lines on the waterside.
Entry Last Updated : 12/15/2020

Water SideHigh Voltage1385 LEVEELOG

22.79 22.79 UCIP DS_ID:24985
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Water line of an unknown size or 
material through the levee, at an unknown depth. Access 
lid to a valve or shutoff on the landside (LS) shoulder.
Entry Last Updated : 5/20/2021

CrossingPipe1626 UCIPAUG2021

22.79 22.79 UCIP DS_ID:24984
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 1-inch water line of an unknown 
material through the levee, at an unknown depth. Christy 
box on the waterside (WS) of the road.
Entry Last Updated : 5/20/2021

CrossingPipe1627 UCIPAUG2021
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22.87 22.87 UCIP DS_ID:23409
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 18-inch steel drainage 
pipe through the levee, 4.3 feet below the crown. Siphon 
breaker on the waterside (WS) slope. Pump house near 
the landside (LS) toe. (Reclamation District No. 1618). 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 23.36)].
Entry Last Updated : 4/16/2021

CrossingPipe1628 UCIPAPR2021

1618

22.87 22.87 UCIP DS_ID:23503
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 20-inch steel drainage 
pipe through the levee, 3 feet below the crown. Siphon 
breaker on the waterside (WS) slope. Pump house near 
the landside (LS) toe. (Reclamation District No. 1618). 
[Additional Reference(s): DWR Levee Log, 1992. USACE 
San Joaquin O&M Manual 611.1, Volume F, (HLM 23.36)].
Entry Last Updated : 4/16/2021

CrossingPipe1629 UCIPAPR2021

22.96 22.96 Ditches Channel intersects left bank.
Entry Last Updated : 12/15/2020

Land SideUnlined1394 LEVEELOG

23.01 23.01 Structure Boat dock in the channel.
Entry Last Updated : 12/15/2020

Water SideDock1395 LEVEELOG

23.01 23.01 Structure Residence on the waterside.
Entry Last Updated : 12/15/2020

Water SideBuilding1396 LEVEELOG

23.02 23.02 Structure Residence on the waterside.
Entry Last Updated : 12/15/2020

Water SideBuilding1397 LEVEELOG

23.03 23.03 Structure Power pole on the waterside.
Entry Last Updated : 12/15/2020

Water SidePole - Utility1398 LEVEELOG

23.03 23.09 Aerial Overhead power lines on the waterside.
Entry Last Updated : 12/15/2020

Water SideHigh Voltage1399 LEVEELOG

23.05 23.05 Structure Power pole on the waterside.
Entry Last Updated : 12/15/2020

Water SidePole - Utility1400 LEVEELOG

23.05 23.05 Structure Residence on the waterside.
Entry Last Updated : 12/15/2020

Water SideBuilding1401 LEVEELOG
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23.08 23.08 Structure Power pole on the waterside.
Entry Last Updated : 12/15/2020

Water SidePole - Utility1402 LEVEELOG

23.08 23.08 Structure Boat dock in the channel.
Entry Last Updated : 12/15/2020

Water SideDock1403 LEVEELOG

23.09 23.09 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/15/2020

CrossingHigh Voltage1404 LEVEELOG

23.09 23.09 Structure Power pole on the waterside.
Entry Last Updated : 12/15/2020

Water SidePole - Utility1405 LEVEELOG

23.09 23.09 Structure Boat dock in the channel.
Entry Last Updated : 12/15/2020

Water SideDock1407 LEVEELOG

23.09 23.09 Aerial Overhead power and telephone lines cross the levee.
Entry Last Updated : 12/15/2020

CrossingHigh Voltage812 GEILEVEELOG

23.10 23.10 Ramp Access ramp on the landside slope.
Entry Last Updated : 12/15/2020

Land SideRamp101 LEVEELOG

23.10 23.10 Ramp Access ramp on the waterside slope.
Entry Last Updated : 12/15/2020

Water SideRamp811 GEILEVEELOG

23.10 23.10 Structure Residence on the waterside.
Entry Last Updated : 12/15/2020

Water SideBuilding1408 LEVEELOG

23.11 23.11 Structure Residence on the landside.
Entry Last Updated : 12/15/2020

Land SideBuilding1406 LEVEELOG

23.11 23.11 Structure Boat dock in the channel.
Entry Last Updated : 12/15/2020

Water SideDock1409 LEVEELOG

23.12 23.12 Structure Boat dock in the channel.
Entry Last Updated : 12/15/2020

Water SideDock1410 LEVEELOG

23.12 23.12 UCIP DS_ID:24986
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 3-inch galvanized iron water line 
through the levee, at an unknown depth.
Entry Last Updated : 5/20/2021

CrossingPipe1630 UCIPAUG2021
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23.14 23.14 Structure Boat dock in the channel.
Entry Last Updated : 12/15/2020

Water SideDock1411 LEVEELOG

23.15 23.15 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/15/2020

CrossingHigh Voltage1412 LEVEELOG

23.15 23.15 Fence Cross fence on the waterside slope.
Entry Last Updated : 12/15/2020

Water SideMetal103 LEVEELOG

23.15 23.15 Fence Cross fence on the landside slope.
Entry Last Updated : 12/15/2020

Land SideMetal105 LEVEELOG

23.15 23.15 Gate Metal drive gate across the crown.
Entry Last Updated : 12/15/2020

CrownMetal815 GEILEVEELOG

23.15 23.15 UCIP DS_ID:23415
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 1-inch domestic gas line of an 
unknown material or depth and meter on the landside (LS) 
shoulder. Unclear if pipe passes through the levee. 
[Additional Reference(s): DWR Levee Log, 1992].
Entry Last Updated : 5/13/2021

CrossingPipe1631 UCIPAUG2021

23.16 23.16 Structure Power pole on the waterside.
Entry Last Updated : 12/15/2020

Water SidePole - Utility818 LEVEEINSPECTION

23.16 23.16 Fence Post and cable fence on the landside.
Entry Last Updated : 12/15/2020

Land SidePost & Cable108 LEVEELOG

23.16 23.16 Fence Post and cable fence on the waterside.
Entry Last Updated : 12/15/2020

Water SidePost & Cable1413 LEVEELOG

23.16 23.16 Structure Sign on the landside.
Entry Last Updated : 12/15/2020

Land SideSign1414 LEVEELOG

23.16 23.16 Structure Power pole on the waterside.
Entry Last Updated : 12/15/2020

Water SidePole - Utility1415 LEVEELOG

23.16 23.16 Structure Power pole on the waterside.
Entry Last Updated : 12/15/2020

Water SidePole - Utility1420 LEVEELOG

23.16 23.16 Structure Sign on the waterside.
Entry Last Updated : 12/15/2020

Water SideSign1421 LEVEELOG
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23.16 23.16 Structure Building on the waterside.
Entry Last Updated : 12/15/2020

Water SideBuilding1422 LEVEELOG

23.16 23.16 Mark End of left bank levee of Calaveras River, Unit No. 16, at 
Ranier Avenue.
Entry Last Updated : 12/15/2020

CrownBoundary817 GEILEVEELOG

23.16 23.16 Aerial Overhead power lines cross the levee.
Entry Last Updated : 12/15/2020

CrossingHigh Voltage1423 LEVEELOG

23.16 23.16 At Grade Levee ends and turns into River Road.
Entry Last Updated : 12/15/2020

CrownRoad / Highway1425 LEVEELOG

23.17 23.17 Structure Two pillars for the golf course gate, one on each side.
Entry Last Updated : 12/15/2020

Water Side and 
Land Side

Post1424 LEVEELOG
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0.00 0.00 Mark End of right bank levee of Potter Creek at junction with 
Mormon Slough.
Entry Last Updated : 4/1/2015

CrownBoundary25 GEILEVEELOG

0.02 0.84 Miscellaneou
s

Irrigation sprinklers.
Entry Last Updated : 3/17/2015

Land SideIrrigation27 LEVEELOG

0.02 0.84 Miscellaneou
s

Trees on landside.
Entry Last Updated : 3/17/2015

Land SideLandscaping26 LEVEELOG

0.06 0.06 Revetment Entry Last Updated : 3/17/2015Water SideRubble32 LEVEELOG

0.31 0.31 At Grade Access road.
Entry Last Updated : 3/17/2015

Land SideRoad / Highway16 GEILEVEELOG

0.31 0.31 Structure Oden Farm wooden farm bridge across the channel.
Entry Last Updated : 3/12/2015

Water SideBridge18 GEILEVEELOG

0.32 0.32 UCIP DS_ID:18537
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 16-inch reinforced concrete 
irrigation siphon through the levee, 4 feet below the 
crown. Pipe visible at bottom of 36-inch concrete riser unit 
on the landside (LS) shoulder. 16-inch concrete standpipe 
on the LS shoulder. 9-inch polyvinyl chloride standpipe on 
opposite bank may provide indication that pipe does cross 
channel. [Additional Reference(s): DWR Levee Log, 1992. 
USACE San Joaquin O&M Manual 611.1, Volume F, 
(HLM 0.33)].
Entry Last Updated : 5/27/2021

CrossingPipe34 UCIPAUG2021

0.32 0.32 UCIP DS_ID:25012
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch polyvinyl chloride 
discharge pipe through the levee, 3 feet below the crown. 
16-inch and 36-inch concrete standpipes on the landside 
(LS) shoulder. Possible 16-inch siphon crossing at this 
location.
Entry Last Updated : 5/27/2021

CrossingPipe33 UCIPAUG2021

0.57 0.57 Structure Metal farm bridge across the channel.
Entry Last Updated : 3/17/2015

Water SideBridge10 GEILEVEELOG

0.57 0.57 Ramp Access road.
Entry Last Updated : 10/18/2019

Land SideRamp11 GEILEVEELOG
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0.58 0.58 UCIP DS_ID:18535
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
irrigation pipe, 5.5 feet below the roadway. Open on the 
waterside (WS) end. [Additional Reference(s): DWR 
Levee Log, 1992. USACE San Joaquin O&M Manual 
611.1, Volume F, (HLM 0.60)].
Entry Last Updated : 5/27/2021

CrossingCulvert35 UCIPAUG2021

0.59 0.59 UCIP DS_ID:18536
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 14-inch reinforced concrete 
irrigation siphon, 3 feet below the roadway, and under the 
channel. [Additional Reference(s): DWR Levee Log, 1992. 
USACE San Joaquin O&M Manual 611.1, Volume F, 
(HLM 0.59)].
Entry Last Updated : 5/21/2021

CrossingPipe36 UCIPAUG2021

0.85 0.85 Ramp Ramp on the landward slope.
Entry Last Updated : 3/12/2015

Land SideRamp5 GEILEVEELOG

0.85 0.85 Fence Cross fence, metal drive gate.  (State blank)
Entry Last Updated : 10/18/2019

Water Side and 
Land Side

Chain Link1 LEVEELOG

0.85 0.85 Gate Cross fence, metal drive gate.  (State blank)
Entry Last Updated : 3/12/2015

CrownChain Link2 GEILEVEELOG

0.85 0.85 Mark Right bank of Potter Creek at the junction with Mormon 
Slough.  No levee section just patrol road along bank.
Entry Last Updated : 4/1/2015

CrownBoundary4 GEILEVEELOG

0.86 0.86 UCIP DS_ID:23423
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 18-inch corrugated metal 
drainage pipe, 5 feet below the roadway. Flap gate on the 
waterside (WS) end. Concrete headwall and open inlet on 
the landside (LS) end. [Additional Reference(s): DWR 
Levee Log, 1992].
Entry Last Updated : 5/27/2021

CrossingCulvert37 UCIPAUG2021
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0.00 0.00 UCIP DS_ID:18542
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 30-inch corrugated metal 
drainage pipe through the levee, 6 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Grouted intake and outlet. 
[Additional Reference(s): DWR Levee Log, 1992, 36-inch 
pipe listed. USACE San Joaquin O&M Manual 611.1, 
Volume F, (HLM 0.00)].
Entry Last Updated : 5/21/2021

Pipe1 UCIPAUG2021

0.00 0.00 UCIP DS_ID:23952
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch CM pipe through the 
levee 6.0 feet below the crown. Concrete "U" headwalls 
on both ends. Flap gate on the waterward end. Grouted 
intake and outlet. O&M manual SJR 611.1 Vol. F- revised 
in 2010.
Entry Last Updated : 5/27/2021

CrossingCulvert33 UCIPAUG2021

0.01 0.01 Aerial Overhead power line crosses the levee.
Entry Last Updated : 3/17/2015

CrossingHigh Voltage2 GEILEVEELOG

0.01 0.01 Gate Cross fence, metal drive gate.  (State blank)
Entry Last Updated : 3/12/2015

CrownMetal3 GEILEVEELOG

0.01 0.01 At Grade Left bank levee of Potter Creek at Jack Tone Road.  
Bridge across the channel.
Entry Last Updated : 4/1/2015

CrossingRoad / Highway4 GEILEVEELOG

0.01 0.01 Aerial Entry Last Updated : 3/17/2015CrossingCommunications29 LEVEELOG

0.01 0.28 Fence Fence on landside toe of levee.
Entry Last Updated : 4/1/2015

Land SideBarbed Wire7 USACEPI

0.22 0.28 Wall Concrete flood wall along waterside crown.
Entry Last Updated : 4/1/2015

CrownFlood15 USACEPI
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0.28 0.28 UCIP DS_ID:18541
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal 
drainage pipe through the levee, 6 feet below the crown. 
Concrete U-shaped headwall on both ends. Flap gate on 
the waterside (WS) end. Grouted inlet and outlet. 
[Additional Reference(s): DWR Levee Log, 1992, 36-inch 
pipe listed. USACE San Joaquin O&M Manual 611.1, 
Volume F, (HLM 0.28)].
Entry Last Updated : 5/27/2021

CrossingCulvert34 UCIPAUG2021

0.29 0.29 UCIP DS_ID:18540
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 14-inch reinforced concrete 
irrigation siphon pipe through the levee, 3.3 feet below the 
crown, and under the channel. Siphon breaker in riser unit 
on the landside (LS) shoulder. [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 0.29)].
Entry Last Updated : 5/24/2021

CrossingPipe35 UCIPAUG2021

0.29 0.29 Ramp Ramp on the landward slope.
Entry Last Updated : 3/12/2015

CrossingRamp17 GEILEVEELOG

0.29 0.29 Structure Metal bridge crossing. Vehicle access.
Entry Last Updated : 3/17/2015

Water SideBridge13 USACEPI

0.43 0.43 UCIP DS_ID:23953
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 30-inch pipe of an unknown 
material or purpose through the levee, at an unknown 
depth. [Additional Reference(s): USACE San Joaquin 
O&M Manual 611.1, Volume F, (Station 150+50)].
Entry Last Updated : 5/24/2021

CrossingCulvert36 UCIPAUG2021

0.53 0.53 UCIP DS_ID:23954
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 30-inch pipe through the levee; 
concrete headwalls on both sides of the levee. O&M 
manual SJR 611.1 Vol. F- revised in 2010.
Entry Last Updated : 5/24/2021

Pipe5 UCIPAUG2021

-1
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0.53 0.53 UCIP DS_ID:18539
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal 
drainage pipe through the levee, 6 feet below the crown. 
Concrete U-shaped headwalls on both ends. Flap gate on 
the waterside (WS) end. Grouted inlet and outlet. 
[Additional Reference(s): DWR Levee Log, 1992, 36-inch 
pipe listed. USACE San Joaquin O&M Manual 611.1, 
Volume F, (HLM 0.54)].
Entry Last Updated : 5/27/2021

CrossingCulvert38 UCIPAUG2021

0.54 0.54 Ramp Ramp on the landward slope to access road.
Entry Last Updated : 3/17/2015

Land SideRamp25 GEILEVEELOG

0.54 0.54 Structure 8" PVC standpipe.
Entry Last Updated : 3/17/2015

Land SideStandpipe31 LEVEELOG

0.54 0.54 UCIP DS_ID:18538
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 16-inch reinforced concrete 
irrigation siphon pipe through the levee, 5 feet below the 
crown, and under the channel. [Additional Reference(s): 
DWR Levee Log, 1992. USACE San Joaquin O&M 
Manual 611.1, Volume F, (HLM 0.55)].
Entry Last Updated : 5/27/2021

CrossingPipe39 UCIPAUG2021

0.55 0.55 Structure Wood/metal bridge crossing.
Entry Last Updated : 3/17/2015

Water SideBridge22 USACEPI

0.55 0.55 Gate Gate for bridge.
Entry Last Updated : 3/17/2015

Water SideMetal30 LEVEELOG

0.89 0.89 Mark End of left bank levee of Potter Creek at junction with 
Mormon Slough.
Entry Last Updated : 3/12/2015

CrownBoundary28 GEILEVEELOG
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